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(57) ABSTRACT 

A System for repositioning teeth comprises a plurality of 
individual appliances. The appliances are configured to be 
placed Successively on the patient's teeth and to incremen 
tally reposition the teeth from an initial tooth arrangement, 
through a plurality of intermediate tooth arrangements, and 
to a final tooth arrangement. The System of appliances is 
usually configured at the outset of treatment So that the 
patient may progreSS through treatment without the need to 
have the treating professional perform each Successive Step 
in the procedure. 

  



Patent Application Publication Aug. 26, 2004 Sheet 1 of 9 US 2004/0166456A1 

1 OO 

102 

F.G. 1B 

  



Patent Application Publication Aug. 26, 2004 Sheet 2 of 9 US 2004/0166456A1 

  



Patent Application Publication Aug. 26, 2004 Sheet 3 of 9 US 2004/016645.6 A1 

DIGITIZENTIAL TOOTH 
ARRANGEMENT TO PRODUCE 

NTIAL DIGITAL DATA 
SET (IDDS) 

MANIPULATE DOS TO 
PRODUCE FINAL DIGITAL 

DATASET (FDDS) CROSS-REFERENCE 
CORRESPONDING TO A FIG. 3 
DESIRED FINAL TOOTH r 

ARRANGEMENT 

GENERATE MULTIPLE 
INTERMEDIATE DIGITAL 
DATASETS (INTDDS's) 
CORRESPONDING TO 
SUCCESSIVE TOOTH 
ARRANGEMENTS FROM 

NTIAL TO FINAL 

CROSS-REFERENCE 
F.G. 6 

PRODUCE INCREMENTAL 
POSITION ADJUSTMENT 
APPLIANCES BASED ON 
NTDDS'S AND FDDS 

FIG. 2 

  



Patent Application Publication Aug. 26, 2004 Sheet 4 of 9 US 2004/016645.6 A1 

PROVIDE HIGH RESOLUTION 
DDS 

CREATE LOWER RESOLUTION 
DDS 

CONVERT DATA INTO OUAD 
EDGE DATASTRUCTURE 

REMOVE UNNECESSARY 
STRUCTURE WITH ERASER 

TOOL 

DVDE DATASETS INTO 
INDEPENDENTLY MOVABLE CROSS-REFERENCE 

COMPONENTS WITH SAWTOOL F.G. 4 

DENTIFY SEPARATE 
COMPONENTS 

MATCH HIGH-RESOLUTION AND CROSS-REFERENCE 
LOW-RESOLUTION COMPONENTS F.G. 5 

PUACE COMPONENT IN 
FINAL POSITION 

FG. 3 

  



Patent Application Publication Aug. 26, 2004 Sheet 5 of 9 US 2004/0166456A1 

BEGIN 

LET is C 

LET S = NUMBER OF SAWTOOL SEGMENTS 
d = SAWTOOL CUT THICKNESS 
A = FIRST SPLINE CURVE 
B - SECOND SPLINE CURVE 

LET MA(1) BE THE LINE IN THE PLANE OF CURVE A PERPENDICULAR TO 
CURVEA ATPOINTPA) WITHLENGTHEQUAL TO THE CUT THICKNESS 
AND MIDPOINT ATPA(1) 

LET ME(1) BE DEFINEDLIKEWISE RELATIVE TO CURVE BAND PE1) 

LET LA(i) BE THEAVERAGE LINE OF MAG) AND Meti) PASSING THROUGH 
PA(i) 

LET LB(i) BE DEFINED LIKEWISE BUT PASSING THROUGH PE(i) 

<)'s LET = 
NO 

LETERASER (i) BE THE CONVEXHULL OF POINTS QAi-i), RAi-ii, QAi), 
RA(i), QB(i-1), RB(i-1), QBi), RB(i), WHERE Qxi) AND Rxi) ARE THE 
ENDPOINTS OF THE LINE SEGMENT OF Ly) CENTERED ATPxi) WITH 
LENGTH d 

NO 
LET is i- 1 

YES 

RETURN FIG 4 

  



Patent Application Publication Aug. 26, 2004 Sheet 6 of 9 US 2004/0166456A1 

PBO) 
PBS) 

B 

RBI PBi) B 
(7 

QRi Bill Q PB(i+1) 
Po ERASER (i+1) 

PAS 

  



Patent Application Publication Aug. 26, 2004 Sheet 7 of 9 US 2004/0166456A1 

FIND BOUNDING BOXFOR 
EACH HI-RES AND EACH LOW-RES 

COMPONENT 

CHOOSE AHI-RES BOUNDING BOX 

CHOOSE ALOW-RES BOUNDING BOX 

SUM THE DISTANCE BETWEEN THE MINIMAL VERTICES OF THE 
LOW-RES, HIGH-RES BOXES AND THE DISTANCE BETWEEN 
THE MAXIMAL VERTICES OF THE LOW-RES, HI-RESBOXES 

HAVE ALL LOW-RES 
BOXES BEEN CHOSEN 
FOR THIS H-RES BOX? 

YES 

SELECT MNMUMSUM 

ISSUM BELOW THRESHOLD? 

YES 

"MATCH" LO-RES COMPTHAT PRODUCED 
MINIMUMSUM TOCURRENT H-RES COMP 

ARE ALL H-RES BOXES MATCHED? 

YES 

DISCARD (ERASE) ANY UNMATCHED 
OW-RES COMPONENTS 

COPY CURRENT H-RES 
COMPONENT INTO LO-RES 

SECTION/VECTOR 
AND "MATCH" T TO H-RES 
COMPONENT FROM WHICH 

IT WASJUST COPED 

F.G. 5 

  

    

    

  

  

  

  

  

  

  

  

    

    

    

  



Patent Application Publication Aug. 26, 2004 Sheet 8 of 9 US 2004/016645.6 A1 

SPECIFYFINAL 
POSITIONS OF 
COMPONENTS 

OPTIONALLY SPECIFY 
KEYFRAMES FOR 

FINAL MOTION PATHS 

OPTIONALLY SPECIFY 
SPLINE CURVES FOR 

NON-INEAR 
INTERPOLATION 

COMPUTE ALL INTDSS's 
ALONG TREATMENT 

PATHS 

FIG. 6 

  



Patent Application Publication Aug. 26, 2004 Sheet 9 of 9 US 2004/016645.6 A1 

RESN 

IDDS's 
FDDS 

PLURALITY OF PLURALITY OF 
SUCCESSIVE, POSITIVE APPLIANCES 

TOOTH MODELS 

250 

APPLIANCE 
MATERAL 

PLURALITY OF 
APPLIANCES 

FG 7 

  



US 2004/016645.6 A1 

METHOD AND SYSTEM FOR INCREMENTALLY 
MOVING TEETH 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

0001. The present application is a continuation of appli 
cation Ser. No. 09/791650 (Attorney Docket No. 018563 
00015OUS/AT-00004.2), filed Feb. 21, 2001, which was a 
continuation of application Ser. No. 09/298,268 (Attorney 
Docket No. 018563-000130US/AT-00004), filed Apr. 23, 
1999, which was a division of application Ser. No. 08/947, 
080 (Attorney Docket No. 018563-00011 US/AT-00002), 
filed Oct. 8, 1997, which application claimed the benefit 
under 35 USC 119(e) as Application No. 60/050,342 (Attor 
ney Docket No. 018563-000100US/AT-00001), filed on Jun. 
20, 1997, the full disclosures of which are incorporated 
herein by reference. 

BACKGROUND OF THE INVENTION 

0002) 1. Field of the Invention 
0003. The present invention is related generally to the 
field of orthodontics. More particularly, the present inven 
tion is related to a method and System for incrementally 
moving teeth from an initial tooth arrangement to a final 
tooth arrangement. 
0004 Repositioning teeth for aesthetic or other reasons is 
accomplished conventionally by wearing what are com 
monly referred to as “braces.” Braces comprise a variety of 
appliances Such as brackets, archwires, ligatures, and 
O-rings. Attaching the appliances to a patient's teeth is a 
tedious and time consuming enterprise requiring many meet 
ings with the treating orthodontist. Consequently, conven 
tional Orthodontic treatment limits an orthodontist's patient 
capacity and makes orthodontic treatment quite expensive. 
0005 Before fastening braces to a patient’s teeth, at least 
one appointment is typically Scheduled with the Orthodon 
tist, dentist, and/or X-ray laboratory So that X-rays and 
photographs of the patient's teeth and jaw Structure can be 
taken. Also during this preliminary meeting, or possibly at a 
later meeting, an alginate mold of the patient's teeth is 
typically made. This mold provides a model of the patient's 
teeth that the orthodontist uses in conjunction with the 
X-rays and photographs to formulate a treatment Strategy. 
The orthodontist then typically schedules one or more 
appointments during which braces will be attached to the 
patient's teeth. 
0006. At the meeting during which braces are first 
attached, the teeth Surfaces are initially treated with a weak 
acid. The acid optimizes the adhesion properties of the teeth 
Surfaces for brackets and bands that are to be bonded to 
them. The brackets and bands serve as anchors for other 
appliances to be added later. After the acid Step, the brackets 
and bands are cemented to the patient's teeth using a Suitable 
bonding material. No force-inducing appliances are added 
until the cement is Set. For this reason, it is common for the 
orthodontist to Schedule a later appointment to ensure that 
the brackets and bands are well bonded to the teeth. 

0007. The primary force-inducing appliance in a conven 
tional set of braces is the archwire. The archwire is resilient 
and is attached to the brackets by way of slots in the 
brackets. The archwire links the brackets together and exerts 
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forces on them to move the teeth over time. Twisted wires 
or elastomeric O-rings are commonly used to reinforce 
attachment of the archwire to the brackets. Attachment of the 
archwire to the brackets is known in the art of orthodontia 
as “ligation' and wires used in this procedure are called 
“ligatures.” The elastomeric O-rings are called “plastics.” 
0008 After the archwire is in place, periodic meetings 
with the Orthodontist are required, during which the patient's 
braces will be adjusted by installing a different archwire 
having different force-inducing properties or by replacing or 
tightening existing ligatures. Typically, these meetings are 
Scheduled every three to Six weekS. 
0009. As the above illustrates, the use of conventional 
braces is a tedious and time consuming proceSS and requires 
many visits to the orthodontists office. Moreover, from the 
patient's perspective, the use of braces is unsightly, uncom 
fortable, presents a risk of infection, and makes brushing, 
flossing, and other dental hygiene procedures difficult. 
0010 For these reasons, it would be desirable to provide 
alternative methods and Systems for repositioning teeth. 
Such methods and Systems should be economical, and in 
particular should reduce the amount of time required by the 
orthodontist in planning and overseeing each individual 
patient. The methods and Systems should also be more 
acceptable to the patient, in particular being leSS Visible, leSS 
uncomfortable, leSS prone to infection, and more compatible 
with daily dental hygiene. At least Some of these objectives 
will be met by the methods and systems of the present 
invention described hereinafter 

0011) 2. Description of the Background Art 
0012 Tooth positioners for finishing orthodontic treat 
ment are described by Kesling in the Am. J Orthod. Oral. 
Surg. 31:297-304 (1945) and 32:285-293 (1946). The use of 
Silicone positioners for the comprehensive orthodontic 
realignment of a patient's teeth is described in Warunek et al. 
(1989) J. Clin. Orthod. 23:694-700. Clear plastic retainers 
for finishing and maintaining tooth positions are commer 
cially available from Raintree Essix, Inc., New Orleans, La. 
701.25, and Tru-Tain Plastics, Rochester, Minn. 55902. The 
manufacture of orthodontic positioners is described in U.S. 
Pat. Nos. 5,186,623; 5,059,118; 5,055,039; 5,035,613; 
4856,991; 4,798,534; and 4,755,139. 
0013. Other publications describing the fabrication and 
use of dental positioners include Kleemann and Janssen 
(1996) J. Clin. Orthodon. 30:673-680; Cureton (1996) J. 
Clin. Orthodon. 30:390-395; Chiappone (1980) J. Clin. 
Orthodon. 14:121-133; Shilliday (1971) Am. J. Orthodon 
tics 59:596-599; Wells (1970) Am. J. Orthodontics 58:351 
366; and Cottingham (1969) Am. J. Orthodontics 55:23-31. 
0014) Kuroda et al. (1996) Am. J. Orthodontics 110:365 
369 describes a method for laser Scanning a plaster dental 
cast to produce a digital image of the cast. See also U.S. Pat. 
No. 5,605,459. 

0.015 U.S. Pat. Nos. 5,533,895; 5,474,448; 5.454,717; 
5,447.432; 5.431,562; 5,395,238; 5,368,478; and 5,139,419, 
assigned to Ormco Corporation, describe methods for 
manipulating digital images of teeth for designing orthodon 
tic appliances. 

0016 U.S. Pat. No. 5,011,405 describes a method for 
digitally imaging a tooth and determining optimum bracket 
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positioning for Orthodontic treatment. Laser Scanning of a 
molded tooth to produce a three-dimensional model is 
described in U.S. Pat. No. 5,338,198. U.S. Pat. No. 5,452, 
219 describes a method for laser Scanning a tooth model and 
milling a tooth mold. Digital computer manipulation of 
tooth contours is described in U.S. Pat. Nos. 5,607,305 and 
5,587,912. Computerized digital imaging of the jaw is 
described in U.S. Pat. Nos. 5,342,202 and 5,340,309. Other 
patents of interest include U.S. Pat. Nos. 5,549,476; 5,382, 
164; 5,273,429; 4,936,862; 3,860,803; 3,660,900; 5,645, 
421; 5,055,039; 4,798,534; 4.856,991; 5,035,613; 5,059, 
118; 5,186,623; and 4,755,139. 

BRIEF SUMMARY OF THE INVENTION 

0.017. The present invention provides improved methods 
and Systems for repositioning teeth from an initial tooth 
arrangement to a final tooth arrangement. Repositioning is 
accomplished with a System comprising a Series of appli 
ances configured to receive the teeth in a cavity and incre 
mentally reposition individual teeth in a Series of at least 
three Successive Steps, usually including at least four Suc 
cessive Steps, often including at least ten Steps, Sometimes 
including at least twenty-five Steps, and occasionally includ 
ing forty or more Steps. Most often, the methods and Systems 
will reposition teeth in from ten to twenty-five Successive 
Steps, although complex cases involving many of the 
patient's teeth may take forty or more Steps. The Successive 
use of a number of Such appliances permits each appliance 
to be configured to move individual teeth in small incre 
ments, typically less than 2 mm, preferably less than 1 mm, 
and more preferably less than 0.5 mm. These limits refer to 
the maximum linear translation of any point on a tooth as a 
result of using a single appliance. The movements provided 
by Successive appliances, of course, will usually not be the 
Same for any particular tooth. Thus, one point on a tooth may 
be moved by a particular distance as a result of the use of one 
appliance and thereafter moved by a different distance 
and/or in a different direction by a later appliance. 
0.018. The individual appliances will preferably comprise 
a polymeric shell having the teeth-receiving cavity formed 
therein, typically by molding as described below. Each 
individual appliance will be configured So that its tooth 
receiving cavity has a geometry corresponding to an inter 
mediate or end tooth arrangement intended for that appli 
ance. That is, when an appliance is first worn by the patient, 
certain of the teeth will be misaligned relative to an unde 
formed geometry of the appliance cavity. The appliance, 
however, is Sufficiently resilient to accommodate or conform 
to the misaligned teeth, and will apply Sufficient resilient 
force against Such misaligned teeth in order to reposition the 
teeth to the intermediate or end arrangement desired for that 
treatment Step. 
0.019 Systems according to the present invention will 
include at least a first appliance having a geometry Selected 
to reposition a patient's teeth from the initial tooth arrange 
ment to a first intermediate arrangement where individual 
teeth will be incrementally repositioned. The system will 
further comprise at least one intermediate appliance having 
a geometry Selective to progressively reposition teeth from 
the first intermediate arrangement to one or more Successive 
intermediate arrangements. The System will Still further 
comprise a final appliance having a geometry Selected to 
progressively reposition teeth from the last intermediate 
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arrangement to the desired final tooth arrangement. In Some 
cases, it will be desirable to form the final appliance or 
Several appliances to “over correct the final tooth position, 
as discussed in more detail below. 

0020. As will be described in more detail below in 
connection with the methods of the present invention, the 
Systems may be planned and all individual appliances fab 
ricated at the outset of treatment, and the appliances may 
thus be provided to the patient as a Single package or System. 
The order in which the appliances are to be used will be 
clearly marked, (e.g. by Sequential numbering) So that the 
patient can place the appliances over his or her teeth at a 
frequency prescribed by the orthodontist or other treating 
professional. Unlike braces, the patient need not visit the 
treating professional every time an adjustment in the treat 
ment is made. While the patients will usually want to visit 
their treating professionals periodically to assure that treat 
ment is going according to the original plan, eliminating the 
need to visit the treating professional each time an adjust 
ment is to be made allows the treatment to be carried out in 
many more, but Smaller, Successive Steps while Still reducing 
the time spent by the treating professional with the indi 
vidual patient. Moreover, the ability to use polymeric shell 
appliances which are more comfortable, leSS Visible, and 
removable by the patient, greatly improves patient compli 
ance, comfort, and Satisfaction. 
0021 According to a method of the present invention, a 
patient's teeth are repositioned from an initial tooth arrange 
ment to a final tooth arrangement by placing a series of 
incremental position adjustment appliances in the patient's 
mouth. Conveniently, the appliances are not affixed and the 
patient may place and replace the appliances at any time 
during the procedure. The first appliance of the Series will 
have a geometry Selected to reposition the teeth from the 
initial tooth arrangement to a first intermediate arrangement. 
After the first intermediate arrangement is approached or 
achieved, one or more additional (intermediate) appliances 
will be Successively placed on the teeth, where Such addi 
tional appliances have geometries Selected to progressively 
reposition teeth from the first intermediate arrangement 
through Successive intermediate arrangement(s). The treat 
ment will be finished by placing a final appliance in the 
patient's mouth, where the final appliance has a geometry 
Selected to progressively reposition teeth from the last 
intermediate arrangement to the final tooth arrangement. 
The final appliance or Several appliances in the Series may 
have a geometry or geometries Selected to over correct the 
tooth arrangement, i.e. have a geometry which would (if 
fully achieved) move individual teeth beyond the tooth 
arrangement which has been selected as the “final.” Such 
over correction may be desirable in order to offset potential 
relapse after the repositioning method has been terminated, 
i.e. to permit Some movement of individual teeth back 
toward their pre-corrected positions. Over correction may 
also be beneficial to Speed the rate of correction, i.e. by 
having an appliance with a geometry that is positioned 
beyond a desired intermediate or final position, the indi 
vidual teeth will be shifted toward the position at a greater 
rate. In Such cases, treatment can be terminated before the 
teeth reach the positions defined by the final appliance or 
appliances. The method will usually comprise placing at 
least two additional appliances, often comprising placing at 
least ten additional appliances, Sometimes placing at least 
twenty-five additional appliances, and occasionally placing 
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at least forty or more additional appliances. Successive 
appliances will be replaced when the teeth either approach 
(within a preselected tolerance) or have reached the target 
end arrangement for that Stage of treatment, typically being 
replaced at an interval in the range from 2 days to 20 days, 
usually at an interval in the range from 5 days to 10 dayS. 

0022. Often, it may be desirable to replace the appliances 
at a time before the “end” tooth arrangement of that treat 
ment Stage is actually achieved. It will be appreciated that as 
the teeth are gradually repositioned and approach the geom 
etry defined by a particular appliance, the repositioning force 
on the individual teeth will diminish greatly. Thus, it may be 
possible to reduce the Overall treatment time by replacing an 
earlier appliance with the Successive appliance at a time 
when the teeth have been only partially repositioned by the 
earlier appliance. Thus, the FDDS can actually represent an 
over correction of the final tooth position. This both speeds 
the treatment and can offset patient relapse. 

0023. In general, the transition to the next appliance can 
be based on a number of factors. Most simply, the appliances 
can be replaced on a predetermined Schedule or at a fixed 
time interval (i.e. number of days for each appliance) 
determined at the outset based on an expected or typical 
patient response. Alternatively, actual patient response can 
be taken into account, e.g. a patient can advance to the next 
appliance when that patient no longer perceives pressure on 
their teeth from a current appliance, i.e. the appliance they 
have been wearing fits easily over the patient's teeth and the 
patient experiences little or no pressure or discomfort on his 
or her teeth. In Some cases, for patients whose teeth are 
responding very quickly, it may be possible for a treating 
professional to decide to Skip one or more intermediate 
appliances, i.e. reduce the total number of appliances being 
used below the number determined at the outset. In this way, 
the overall treatment time for a particular patient can be 
reduced. 

0024. In another aspect, methods of the present invention 
comprise repositioning teeth using appliances comprising 
polymeric shells having cavities shaped to receive and 
resiliently reposition teeth to produce a final tooth arrange 
ment. The present invention provides improvements to Such 
methods which comprise determining at the outset of treat 
ment geometries for at least three of the appliances which 
are to be worn Successively by a patient to reposition teeth 
from an initial tooth arrangement to the final tooth arrange 
ment. Preferably, at least four geometries will be determined 
in the outset, often at least ten geometries, frequently at least 
twenty-five geometries, and Sometimes forty or more geom 
etries. Usually, the tooth positions defined by the cavities in 
each Successive geometry differ from those defined by the 
prior geometry by no more than 2 mm, preferably no more 
than 1 mm, and often no more than 0.5 mm, as defined 
above. 

0.025 In yet another aspect, methods are provided for 
producing a digital data Set representing a final tooth 
arrangement. The methods comprise providing an initial 
data Set representing an initial tooth arrangement, and pre 
Senting a visual image based on the initial data Set. The 
Visual image is then manipulated to reposition individual 
teeth in the Visual image. A final digital data Set is then 
produced which represents the final tooth arrangement with 
repositioned teeth as observed in the Visual image. Conve 
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niently, the initial digital data Set may be provided by 
conventional techniques, including digitizing X-ray images, 
images produced by computer-aided tomography (CAT 
Scans), images produced by magnetic resonance imaging 
(MRI), and the like. Preferably, the images will be three 
dimensional images and digitization may be accomplished 
using conventional technology. Usually, the initial digital 
data Set is provided by producing a plaster cast of the 
patient's teeth (prior to treatment) by conventional tech 
niques. The plaster cast So produced may then be Scanned 
using laser or other Scanning equipment to produce a high 
resolution digital representation of the plaster cast of the 
patient's teeth. Use of the plaster cast is preferred Since it 
does not expose the patient to X-rays or Subject the patient 
to the inconvenience of an MRI scan. 

0026. Once the digital data Set is acquired, an image can 
be presented and manipulated on a Suitable computer System 
equipped with computer-aided design Software, as described 
in greater detail below. The image manipulation will usually 
comprise defining boundaries about at least Some of the 
individual teeth, and causing the images of the teeth to be 
moved relative to the jaw and other teeth by manipulation of 
the image via the computer. The image manipulation can be 
done entirely Subjectively, i.e. the user may simply reposi 
tion teeth in an aesthetically and/or therapeutically desired 
manner based on observation of the image alone. Alterna 
tively, the computer System could be provided with rules and 
algorithms which assist the user in repositioning the teeth. In 
Some instances, it will be possible to provide rules and 
algorithms which reposition the teeth in a fully automatic 
manner, i.e. without user intervention. Once the individual 
teeth have been repositioned, a final digital data Set repre 
Senting the desired final tooth arrangement will be generated 
and Stored. 

0027) A preferred method for determining the final tooth 
arrangement is for the treating professional to define the 
final tooth positions, e.g. by writing a prescription. The use 
of prescriptions for defining the desired outcomes of orth 
odontic procedures is well known in the art. When a 
prescription or other final designation is provided, the image 
can then be manipulated to match the prescription. In Some 
cases, it would be possible to provide Software which could 
interpret the prescription in order to generate the final image 
and thus the digital data Set representing the final tooth 
arrangement. 

0028. In yet another aspect, methods according to the 
present invention are provided for producing a plurality of 
digital data Sets representing a Series of discrete tooth 
arrangements progressing from an initial tooth arrangement 
to a final tooth arrangement. Such methods comprise pro 
Viding a digital data Set representing an initial tooth arrange 
ment (which may be accomplished according to any of the 
techniques Set forth above). A digital data set representing a 
final tooth arrangement is also provided. Such final digital 
data set may be determined by the methods described 
previously. The plurality of Successive digital data Sets are 
then produced based on the initial digital data Set and the 
final digital data Set. Usually, the Successive digital data Sets 
are produced by determining positional differences between 
Selected individual teeth in the initial data set and in the final 
data Set and interpolating Said differences. Such interpola 
tion may be performed over as many discrete Stages as may 
be desired, usually at least three, often at least four, more 
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often at least ten, Sometimes at least twenty-five, and occa 
sionally forty or more. Many times, the interpolation will be 
linear interpolation for some or all of the positional differ 
ences. Alternatively, the interpolation may be non-linear. 
The positional differences will correspond to tooth move 
ments where the maximum linear movement of any point on 
a tooth is 2 mm or less, usually being 1 mm or less, and often 
being 0.5 mm or less. 

0029. Often, the user will specify certain target interme 
diate tooth arrangements, referred to as "key frames,” which 
are incorporated directly into the intermediate digital data 
sets. The methods of the present invention then determine 
Successive digital data Sets between the key frames in the 
manner described above, e.g. by linear or non-linear inter 
polation between the key frames. The key frames may be 
determined by a user, e.g. the individual manipulating a 
Visual image at the computer used for generating the digital 
data Sets, or alternatively may be provided by the treating 
professional as a prescription in the same manner as the 
prescription for the final tooth arrangement. 

0.030. In still another aspect, methods according to the 
present invention provide for fabricating a plurality of dental 
incremental position adjustment appliances. Said methods 
comprise providing an initial digital data Set, a final digital 
data Set, and producing a plurality of Successive digital data 
Sets representing the target Successive tooth arrangements, 
generally as just described. The dental appliances are then 
fabricated based on at least Some of the digital data sets 
representing the Successive tooth arrangements. Preferably, 
the fabricating Step comprises controlling a fabrication 
machine based on the Successive digital data Sets to produce 
Successive positive models of the desired tooth arrange 
ments. The dental appliances are then produced as negatives 
of the positive models using conventional positive preSSure 
or vacuum fabrication techniques. The fabrication machine 
may comprise a Stereolithography or other Similar machine 
which relies on Selectively hardening a Volume of non 
hardened polymeric resin by Scanning a laser to Selectively 
harden the resin in a shape based on the digital data Set. 
Other fabrication machines which could be utilized in the 
methods of the present invention include tooling machines 
and wax deposition machines. 

0031. In still another aspect, methods of the present 
invention for fabricating a dental appliance comprise pro 
Viding a digital data Set representing a modified tooth 
arrangement for a patient. A fabrication machine is then used 
to produce a positive model of the modified tooth arrange 
ment based on the digital data Set. The dental appliance is 
then produced as a negative of the positive model. The 
fabrication machine may be a Stereolithography or other 
machine as described above, and the positive model is 
produced by conventional pressure or vacuum molding 
techniques. 

0032. In a still further aspect, methods for fabricating a 
dental appliance according to the present invention comprise 
providing a first digital data Set representing a modified 
tooth arrangement for a patient. A Second digital data Set is 
then produced from the first digital data Set, where the 
Second data Set represents a negative model of the modified 
tooth arrangement. The fabrication machine is then con 
trolled based on the Second digital data Set to produce the 
dental appliance. The fabrication machine will usually rely 
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on Selectively hardening a non-hardened resin to produce the 
appliance. The appliance typically comprises a polymeric 
shell having a cavity shape to receive and resiliently repo 
Sition teeth from an initial tooth arrangement to the modified 
tooth arrangement. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0033 FIG. 1A illustrates a patient's jaw and provides a 
general indication of how teeth may be moved by the 
methods and apparatus of the present invention. 
0034 FIG. 1B illustrates a single tooth from FIG. 1A 
and defines how tooth movement distances are determined. 

0035 FIG. 1C illustrates the jaw of FIG. 1A together 
with an incremental position adjustment appliance which 
has been configured according to the methods of the present 
invention. 

0036 FIG. 2 is a block diagram illustrating the steps of 
the present invention for producing a System of incremental 
position adjustment appliances. 
0037 FIG. 3 is a block diagram setting forth the steps for 
manipulating an initial digital data Set representing an initial 
tooth arrangement to produce a final digital data Set corre 
sponding to a desired final tooth arrangement. 
0038 FIG. 4 is a flow chart illustrating an eraser tool for 
the methods herein. 

0039 FIG. 4A illustrates the volume of space which is 
being erased by the program of FIG. 4. 
0040 FIG. 5 is a flow chart illustrating a program for 
matching high-resolution and low-resolution components in 
the manipulation of data sets of FIG. 3. 
0041 FIG. 6 illustrates the method for generating mul 
tiple intermediate digital data Sets which are used for pro 
ducing the adjustment appliances of the present invention. 
0042 FIG. 7 illustrates alternative processes for produc 
ing a plurality of appliances according to the methods of the 
present invention utilizing digital data Sets representing the 
intermediate and final appliance designs. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0043. According to the present invention, systems and 
methods are provided for incrementally moving teeth using 
a plurality of discrete appliances, where each appliance 
Successively moves one or more of the patient's teeth by 
relatively small amounts. The tooth movements will be those 
normally associated with orthodontic treatment, including 
translation in all three orthogonal directions relative to a 
Vertical centerline, rotation of the tooth centerline in the two 
orthodontic directions (“root angulation” and “torque'), as 
well as rotation about the centerline. 

0044) Referring now to FIG. 1A, a representative jaw 
100 includes sixteen teeth 102. The present invention is 
intended to move at least Some of these teeth from an initial 
tooth arrangement to a final tooth arrangement. To under 
Stand how the teeth may be moved, an arbitrary centerline 
(CL) is drawn through one of the teeth 102. With reference 
to this centerline (CL), the teeth may be moved in the 
orthogonal directions represented by axes 104,106, and 108 
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(where 104 is the centerline). The centerline may be rotated 
about the axis 108 (root angulation) and 104 (torque) as 
indicated by arrows 110 and 112, respectively. Additionally, 
the tooth may be rotated about the centerline, as represented 
by arrow 114. Thus, all possible free-form motions of the 
tooth can be performed. Referring now to FIG. 1B, the 
magnitude of any tooth movement achieved by the methods 
and devices of the present invention will be defined in terms 
of the maximum linear translation of any point P on a tooth 
102. Each point Pi will undergo a cumulative translation as 
that tooth is moved in any of the orthogonal or rotational 
directions defined in FIG. 1A. That is, while the point will 
usually follow a non-linear path, there will be a linear 
distance between any point in the tooth when determined at 
any two times during the treatment. Thus, an arbitrary point 
P1 may in fact undergo a true Side-to-side translation as 
indicated by arrow d1, while a second arbitrary point P2 may 
travel along an arcuate path, resulting in a final translation 
d2. Many aspects of the present invention are defined in 
terms of the maximum permissible movement of a point Pi 
induced by the methods in any particular tooth. Such maxi 
mum tooth movement, in turn, is defined as the maximum 
linear translation of that point Pi on the tooth which under 
goes the maximum movement for that tooth in any treatment 
Step. 
0.045 Referring now to FIG. 1C, Systems according to 
the present invention will comprise a plurality of incremen 
tal position adjustment appliances. The appliances are 
intended to effect incremental repositioning of individual 
teeth in the jaw as described generally above. In a broadest 
Sense, the methods of the present invention can employ any 
of the known positioners, retainers, or other removable 
appliances which are known for finishing and maintaining 
teeth positions in connection with conventional Orthodontic 
treatment. The Systems of the present invention, in contrast 
with prior apparatus and Systems, will provide a plurality of 
Such appliances intended to be worn by a patient Succes 
Sively in order to achieve the gradual tooth repositioning as 
described herein. A preferred appliance 100 will comprise a 
polymeric shell having a cavity shaped to receive and 
resiliently reposition teeth from one tooth arrangement to a 
Successive tooth arrangement. The polymeric shell will 
preferably, but not necessarily, fit over all teeth present in the 
upper or lower jaw. Often, only certain one(s) of the teeth 
will be repositioned while others of the teeth will provide a 
base or anchor region for holding the repositioning appli 
ance in place as it applies the resilient repositioning force 
against the tooth or teeth to be repositioned. In complex 
cases, however, many or most of the teeth will be reposi 
tioned at Some point during the treatment. In Such cases, the 
teeth which are moved can also serve as a base or anchor 
region for holding the repositioning appliance. Additionally, 
the gums and/or the palette can Serve as an anchor region, 
thus allowing all or nearly all of the teeth to be repositioned 
Simultaneously. 
0046) The polymeric appliance 100 of FIG. 1C is pref 
erably formed from a thin sheet of a suitable elastomeric 
polymeric, such as Tru-Tain 0.03 in. thermal forming dental 
material, Tru-Tain Plastics, Rochester, Minn. 55902. USu 
ally, no wires or other means will be provided for holding the 
appliance in place over the teeth. In Some cases, however, it 
will be desirable or necessary to provide individual anchors 
on teeth with corresponding receptacles or apertures in the 
appliance 100 So that the appliance can apply an upward 
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force on the tooth which would not be possible in the 
absence of Such an anchor. Specific methods for producing 
the appliances 100 are described hereinafter. 

0047 Referring now to FIG. 2, the overall method of the 
present invention for producing the incremental position 
adjustment appliances for Subsequent use by a patient to 
reposition the patient's teeth will be described. As a first 
Step, a digital data Set representing an initial tooth arrange 
ment is obtained, referred to hereinafter as the IDDS. The 
IDDS may be obtained in a variety of ways. For example, 
the patient's teeth may be Scanned or imaged using well 
known technology, Such as X-rays, three-dimensional 
X-rays, computer-aided tomographic images or data Sets, 
magnetic resonance images, etc. Methods for digitizing Such 
conventional images to produce data Sets useful in the 
present invention are well known and described in the patent 
and medical literature. Usually, however, the present inven 
tion will rely on first obtaining a plaster cast of the patient's 
teeth by well known techniques, Such as those described in 
Graber, Orthodontics: Principle and Practice, Second Edi 
tion, Saunders, Philadelphia, 1969, pp. 401-415. After the 
tooth casting is obtained, it can be digitally Scanned using a 
conventional laser Scanner or other range acquisition System 
to produce the IDDS. The data set produced by the range 
acquisition System may, of course, be converted to other 
formats to be compatible with the software which is used for 
manipulating images within the data Set, as described in 
more detail below. General techniques for producing plaster 
casts of teeth and generating digital models using laser 
Scanning techniques are described, for example, in U.S. Pat. 
No. 5,605,459, the full disclosure of which is incorporated 
herein by reference. 
0048. There are a variety of range acquisition systems, 
generally categorized by whether the process of acquisition 
requires contact with the three dimensional object. A con 
tact-type range acquisition System utilizes a probe, having 
multiple degrees of translational and/or rotational freedom. 
By recording the physical displacement of the probe as it is 
drawn across the Sample Surface, a computer-readable rep 
resentation of the Sample object is made. A non-contact-type 
range acquisition device can be either a reflective-type or 
transmissive-type System. There are a variety of reflective 
Systems in use. Some of these reflective Systems utilize 
non-optical incident energy Sources Such as microwave 
radar or Sonar. Others utilize optical energy. Those non 
contact-type Systems working by reflected optical energy 
further contain special instrumentation configured to permit 
certain measuring techniques to be performed (e.g., imaging 
radar, triangulation and interferometry). 
0049. A preferred range acquisition System is an optical, 
reflective, non-contact-type Scanner. Non-contact-type Scan 
ners are preferred because they are inherently nondestructive 
(i.e., do not damage the sample object), are generally 
characterized by a higher capture resolution and Scan a 
Sample in a relatively short period of time. One Such Scanner 
is the Cyberware Model 15 manufactured by Cyberware, 
Inc., Monterey, Calif. 

0050 Either non-contact-type or contact-type scanners 
may also include a color camera, that when Synchronized 
with the Scanning capabilities, provides a means for captur 
ing, in digital format, a color representation of the Sample 
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object. The importance of this further ability to capture not 
just the shape of the Sample object but also its color is 
discussed below. 

0051. The methods of the present invention will rely on 
manipulating the IDDS at a computer or WorkStation having 
a Suitable graphical user interface (GUI) and Software appro 
priate for viewing and modifying the images. Specific 
aspects of the software will be described in detail hereinaf 
ter. While the methods will rely on computer manipulation 
of digital data, the Systems of the present invention com 
prising multiple dental appliances having incrementally dif 
fering geometries may be produced by non-computer-aided 
techniques. For example, plaster casts obtained as described 
above may be cut using knives, Saws, or other cutting tools 
in order to permit repositioning of individual teeth within the 
casting. The disconnected teeth may then be held in place by 
Soft wax or other malleable material, and a plurality of 
intermediate tooth arrangements can then be prepared using 
Such a modified plaster casting of the patient's teeth. The 
different arrangements can be used to prepare Sets of mul 
tiple appliances, generally as described below, using pres 
Sure and vacuum molding techniques. While Such manual 
creation of the appliance Systems of the present invention 
will generally be much less preferred, Systems So produced 
will come within the Scope of the present invention. 

0.052 Referring again to FIG. 2, after the IDDS has been 
obtained, the digital information will be introduced to the 
computer or other workStation for manipulation. In the 
preferred approach, individual teeth and other components 
will be “cut” to permit their individual repositioning or 
removal from the digital data. After thus “freeing the 
components, the user will often follow a prescription or 
other written specification provided by the treating profes 
Sional. Alternatively, the user may reposition them based on 
the Visual appearance or using rules and algorithms pro 
grammed into the computer. Once the user is Satisfied with 
the final arrangement, the final tooth arrangement is incor 
porated into a final digital data set (FDDS). 
0053 Based on both the IDDS and the FDDS, a plurality 
of intermediate digital data sets (INTDDS’s) are generated 
to correspond to Successive intermediate tooth arrange 
ments. The System of incremental position adjustment appli 
ances can then be fabricated based on the INTDDSs, as 
described in more detail below. 

0.054 FIG. 3 illustrates a representative technique for 
manipulating the IDDS to produce the FDDS on the com 
puter. Usually, the data from the digital Scanner will be in a 
high resolution form. In order to reduce the computer time 
necessary to generate images, a parallel set of digital data Set 
representing the IDDS at a lower resolution will be created. 
The user will manipulate the lower resolution imageS while 
the computer will update the high resolution data Set as 
necessary. The user can also view/manipulate the high 
resolution model if the extra detail provided in that model is 
useful. The IDDS will also be converted into a quad edge 
data Structure if not already present in that form. A quad edge 
data Structure is a Standard topological data structure defined 
in Primitives for the Manipulation of General Subdivisions 
and the Computation of Voronoi Diagrams, ACM Transac 
tions of Graphics, Vol. 4, No. 2, April 1985, pp. 74-123. 
Other topological data Structures, Such as the winged-edge 
data Structure, could also be used. 
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0055 As an initial step, while viewing the three-dimen 
Sional image of the patient's jaw, including the teeth, gin 
givae, and other oral tissue, the user will usually delete 
Structure which is unnecessary for image manipulation and/ 
or final production of an appliance. These unwanted Sections 
of the model may be removed using an eraser tool to perform 
a Solid modeling Subtraction. The tool is represented by a 
graphic box. The Volume to be erased (the dimensions, 
position, and orientation of the box) are set by the user 
employing the GUI. Typically, unwanted Sections would 
include extraneous gum area and the base of the originally 
Scanned cast. Another application for this tool is to Stimulate 
the extraction of teeth and the “shaving down” of tooth 
Surfaces. This is necessary when additional Space is needed 
in the jaw for the final positioning of a tooth to be moved. 
The treating professional may choose to determine which 
teeth will be shaved and/or which teeth will be extracted. 
Shaving allows the patient to maintain their teeth when only 
a Small amount of Space is needed. Typically, extraction and 
Shaving, of course, will be utilized in the treatment planning 
only when the actual patient teeth are to be extracted and/or 
Shaved prior to initiating repositioning according to the 
methods of the present invention. 
0056 Removing unwanted and/or unnecessary sections 
of the model increases data processing Speed and enhances 
the Visual display. Unnecessary Sections include those not 
needed for creation of the tooth repositioning appliance. The 
removal of these unwanted Sections reduces the complexity 
and Size of the digital data Set, thus accelerating manipula 
tions of the data Set and other operations. 
0057. After the user positions and sizes the eraser tool 
and instructs the Software to erase the unwanted Section, all 
triangles within the box set by the user will be removed and 
the border triangles are modified to leave a Smooth, linear 
border. The Software deletes all of the triangles within the 
box and clips all triangles which cross the border of the box. 
This requires generating new vertices on the border of the 
box. The holes created in the model at the faces of the box 
are re-triangulated and closed using the newly created 
Vertices. 

0.058. The saw tool is used to define the individual teeth 
(or possibly groups of teeth) to be moved. The tool separates 
the Scanned image into individual graphic components 
enabling the Software to move the tooth or other component 
images independent of remaining portions of the model. The 
saw tool defines a path for cutting the graphic image by 
using two cubic B-spline curves lying in Space, possibly 
constrained to parallel planes. A Set of lines connects the two 
curves and shows the user the general cutting path. The user 
may edit the control points on the cubic B-splines, the 
thickness of the saw cut, and the number of erasers used, as 
described below. 

0059. Thickness: When a cut is used to separate a tooth, 
the user will usually want the cut to be as thin as possible. 
However, the user may want to make a thicker cut, for 
example, when Shaving down Surrounding teeth, as 
described above. Graphically, the cut appears as the curve 
bounded by half the thickness of the cut on each side of the 
CWC. 

0060 Number of Erasers: A cut is comprised of multiple 
eraser boxes arranged next to each other as a piecewise 
linear approximation of the Saw Tool=s curve path. The user 
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chooses the number of erasers, which determines the Sophis 
tication of the curve created-the greater the number of 
Segments, the more accurately the cutting will follow the 
curve. The number of eraserS is shown graphically by the 
number of parallel lines connecting the two cubic B-spline 
curves. Once a Saw cut has been completely specified the 
user applies the cut to the model. The cut is performed as a 
Sequence of erasings. A preferred algorithm is Set forth in 
FIG. 4. FIG. 4A shows a single erasing iteration of the cut 
as described in the algorithm. 
0061 A preview feature may also be provided in the 
Software. The preview feature Visually displays a saw cut as 
the two Surfaces that represent opposed sides of the cut. This 
allows the user to consider the final cut before applying it to 
the model data Set. 

0.062. After the user has completed all desired cutting 
operations with the Saw tool, multiple graphic Solids exist. 
However, at this point, the Software has not determined 
which triangles of the quad edge data Structure belong to 
which components. The Software chooses a random Starting 
point in the data Structure and traverses the data Structure 
using adjacency information to find all of the triangles that 
are attached to each other, identifying an individual com 
ponent. This process is repeated Starting with the triangle 
whose component is not yet determined. Once the entire data 
Structure is traversed, all components have been identified. 
0.063) To the user, all changes made to the high resolution 
model appear to occur simultaneously in the low resolution 
model, and Vice versa. However, there is not a one-to-one 
correlation between the different resolution models. There 
fore, the computer “matches' the high resolution and low 
resolution components as best as it can Subject to defined 
limits. The algorithm is described in FIG. 5. 
0064. After the teeth and other components have been 
placed or removed So that the final tooth arrangement has 
been produced, it is necessary to generate a treatment plan, 
as illustrated in FIG. 6. The treatment plan will ultimately 
produce the series of INTDDS's and FDDS as described 
previously. To produce these data Sets, it is necessary to 
define or map the movement of selected individual teeth 
from the initial position to the final position over a Series of 
Successive Steps. In addition, it may be necessary to add 
other features to the data Sets in order to produce desired 
features in the treatment appliances. For example, it may be 
desirable to add wax patches to the image in order to define 
cavities or recesses for particular purposes. For example, it 
may be desirable to maintain a Space between the appliance 
and particular regions of the teeth or jaw in order to reduce 
Soreness of the gums, avoid periodontal problems, allow for 
a cap, and the like. Additionally, it will often be necessary 
to provide a receptacle or aperture intended to accommodate 
an anchor which is to be placed on a tooth in order to permit 
the tooth to be manipulated in a manner that requires the 
anchor, e.g. lifted relative to the jaw. 
0065. Some methods for manufacturing the tooth repo 
Sitioning appliances require that the Separate, repositioned 
teeth and other components be unified into a single continu 
ous structure in order to permit manufacturing. In these 
instances, "wax patches' are used to attach otherwise dis 
connected components of the INTDDS's. These patches are 
added to the data set underneath the teeth and above the gum 
So that they do not effect the geometry of the tooth reposi 
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tioning appliances. The application Software provides for a 
variety of wax patches to be added to the model, including 
boxes and Spheres with adjustable dimensions. The wax 
patches that are added are treated by the Software as addi 
tional pieces of geometry, identical to all other geometries. 
Thus, the wax patches can be repositioned during the 
treatment path as well as the teeth and other components. 
0066. In the manufacturing process, which relies on gen 
eration of positive models to produce the repositioning 
appliance, adding a wax patch to the graphic model will 
generate a positive mold that has the same added wax patch 
geometry. Because the mold is a positive of the teeth and the 
appliance is a negative of the teeth, when the appliance is 
formed over the mold, the appliance will also form around 
the wax patch that has been added to the mold. When placed 
in the patient's mouth, the appliance will thus allow for a 
Space between the inner cavity Surface of the appliance and 
the patient's teeth or gums. Additionally, the wax patch may 
be used to form a receSS or aperture within the appliance 
which engages an anchor placed on the teeth in order to 
move the tooth in directions which could not otherwise be 
accomplished. 

0067. In addition to such wax patches, an individual 
component, usually a tooth, can be Scaled to a Smaller or 
larger Size which will result in a manufactured appliance 
having a tighter or looser fit, respectively. 
0068 Treatment planning is extremely flexible in defin 
ing the movement of teeth and other components. The user 
may change the number of treatment Stages, as well as 
individually control the path and Speed of components. 
0069. Number of Treatment Stages: The user can change 
the number of desired treatment Stages from the initial to the 
target States of the teeth. Any component that is not moved 
is assumed to remain Stationary, and thus its final position is 
assumed to be the same as the initial position (likewise for 
all intermediate positions, unless one or more key frames are 
defined for that component). 
0070 Key Frames: The user may also specify “key 
frames' by Selecting an intermediate State and making 
changes to component position(s). Unless instructed other 
wise, the Software automatically linearly interpolates 
between all user-specified positions (including the initial 
position, all key frame positions, and the target position). 
For example, if only a final position is defined for a 
particular component, each Subsequent Stage after the initial 
Stage will simply show the component an equal linear 
distance and rotation (specified by a quaternion) closer to the 
final position. If the user Specifies two key frames for that 
component, it will “move” linearly from the initial position 
through different stages to the position defined by the first 
key frame. It will then move, possibly in a different direc 
tion, linearly to the position defined by the Second key 
frame. Finally, it will move, possibly in yet a different 
direction, linearly to the target position. 
0071. The user can also specify non-linear interpolation 
between the key frames. A Spline curve is used to Specify the 
interpolating function in a conventional manner. 
0072 These operations may be done independently to 
each component, So that a key frame for one component will 
not affect another component, unless the other component is 
also moved by the user in that key frame. One component 
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may accelerate along a curve between Stages 3 and 8, while 
another moves linearly from Stage 1 to 5, and then changes 
direction Suddenly and Slows down along a linear path to 
stage 10. This flexibility allows a great deal of freedom in 
planning a patient's treatment. 
0.073 Lastly, the Software may incorporate and the user 
may at any point use a “movie' feature to automatically 
animate the movement from initial to target States. This is 
helpful for visualizing overall component movement 
throughout the treatment process. 

0.074. Above it was described that the preferred user 
interface for component identification is a three dimensional 
interactive GUI. A three-dimensional GUI is also preferred 
for component manipulation. Such an interface provides the 
treating professional or user with instant and Visual interac 
tion with the digital model components. It is preferred over 
interfaces that permit only simple low-level commands for 
directing the computer to manipulate a particular Segment. 
In other words, a GUI adapted for manipulation is preferred 
over an interface that accepts directives, for example, only 
of the Sort: “translate this component by 0.1 mm to the 
right.” Such low-level commands are useful for fine-tuning, 
but, if they were the Sole interface, the processes of com 
ponent manipulation would become a tireSome and time 
consuming interaction. 
0075. Before or during the manipulation process, one or 
more tooth components may be augmented with template 
models of tooth roots. Manipulation of a tooth model 
augmented with a root template is useful, for example, in 
Situations where impacting of teeth below the gumline is a 
concern. These template models could, for example, com 
prise a digitized representation of the patient's teeth X-rayS. 

0.076 The software also allows for adding annotations to 
the datasets which can comprise text and/or the Sequence 
number of the apparatus. The annotation is added as 
recessed text (i.e. it is 3-D geometry), So that it will appear 
on the printed positive model. If the annotation can be 
placed on a part of the mouth that will be covered by a 
repositioning appliance, but is unimportant for the tooth 
motion, the annotation may appear on the delivered reposi 
tioning appliance(s). 

0077. The above-described component identification and 
component manipulation Software is designed to operate at 
a Sophistication commensurate with the operator's training 
level. For example, the component manipulation Software 
can assist a computer operator, lacking orthodontic training, 
by providing feedback regarding permissible and forbidden 
manipulations of the teeth. On the other hand, an Orthodon 
tist, having greater skill in intraoral physiology and teeth 
moving dynamics, can Simply use the component identifi 
cation and manipulation Software as a tool and disable or 
otherwise ignore the advice. 

0078. Once the intermediate and final data sets have been 
created, the appliances may be fabricated as illustrated in 
FIG. 7. Preferably, fabrication methods will employ a rapid 
prototyping device 200 Such as a Stereolithography machine. 
A particularly Suitable rapid prototyping machine is Model 
SLA-250/50 available from 3D System, Valencia, Calif. The 
rapid prototyping machine 200 will selectively harden a 
liquid or other non-hardened resin into a three-dimensional 
Structure which can be separated from the remaining non 
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hardened resin, washed, and used either directly as the 
appliance or indirectly as a mold for producing the appli 
ance. The prototyping machine 200 will receive the indi 
vidual digital data Sets and produce one structure corre 
sponding to each of the desired appliances. Generally, 
because the rapid prototyping machine 200 may utilize a 
resin having non-optimum mechanical properties and which 
may not be generally acceptable for patient use, it will be 
preferred to use the prototyping machine to produce molds 
which are, in effect, positive tooth models of each Successive 
Stage of the treatment. After the positive models are pre 
pared, a conventional pressure or vacuum molding machine 
may be used to produce the appliances from a more Suitable 
material, Such as 0.03 inch thermal forming dental material, 
available from Tru-Tain Plastics, Rochester, Minn. 55902. 
Suitable preSSure molding equipment is available under the 
tradename BIOSTAR from Great Lakes Orthodontics, Ltd., 
Tonawanda, N.Y. 14150. The molding machine 250 pro 
duces each of the appliances directly from the positive tooth 
model and the desired material. Suitable vacuum molding 
machines are available from Raintree ESSix, Inc. 
0079. After production, the plurality of appliances which 
comprise the System of the present invention are preferably 
Supplied to the treating professional all at one time. The 
appliances will be marked in Some manner, typically by 
Sequential numbering directly on the appliances or on tags, 
pouches, or other items which are affixed to or which enclose 
each appliance, to indicate their order of use. Optionally, 
written instructions may accompany the System which set 
forth that the patient is to wear the individual appliances in 
the order marked on the appliances or elsewhere in the 
packaging. Use of the appliances in Such a manner will 
reposition the patient's teeth progressively toward the final 
tooth arrangement. 
0080 While the above is a complete description of the 
preferred embodiments of the invention, various alterna 
tives, modifications, and equivalents may be used. There 
fore, the above description should not be taken as limiting 
the scope of the invention which is defined by the appended 
claims. 

What is claimed is: 
1. A System for repositioning teeth, comprising: 
a plurality of appliances having geometries Selected to 

progressively reposition the teeth, wherein at least 
Some of the appliances are marked to indicate their 
order of use. 

2. A System for repositioning teeth from an initial tooth 
arrangement to a final tooth arrangement, Said System com 
prising a plurality of dental incremental position adjustment 
appliances including: 

one or more appliances having geometries Selected to 
progressively reposition the teeth; and 

a final appliance having a geometry Selected to progres 
Sively reposition the teeth to the final tooth arrange 
ment, wherein at least Some of the appliances are 
marked to indicate their order of use. 

3. A System for repositioning teeth from an initial tooth 
arrangement to a final tooth arrangement, Said System com 
prising a plurality of dental incremental position adjustment 
appliances including: 
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a first appliance having a geometry Selected to reposition 
the teeth from the initial tooth arrangement to a first 
intermediate arrangement; 

one or more intermediate appliances having geometries 
Selected to progressively reposition the teeth from the 
first intermediate arrangement to Successive intermedi 
ate arrangements, and 

a final appliance having a geometry Selected to progres 
sively reposition the teeth from the last intermediate 
arrangement to the final tooth arrangement, wherein at 
least Some of the appliances are marked to indicate 
their order of use. 

4. A System for repositioning teeth, comprising: 
one or more appliances having geometries Selected to 

progressively reposition the teeth from to Successive 
intermediate arrangements, and 

instructions which set forth that the patient is to wear the 
appliances in a predetermined order which will pro 
gressively move the patient's teeth, a package, Said 
package containing Said one more appliances, wherein 
the appliances are provided in a single package to the 
patient. 

5. A System for repositioning teeth from an initial tooth 
arrangement to a final tooth arrangement, Said System com 
prising a plurality of dental incremental position adjustment 
appliances including: 

a first appliance having a geometry Selected to reposition 
the teeth from the initial tooth arrangement to a first 
intermediate arrangement; 
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one or more intermediate appliances having geometries 
Selected to progressively reposition the teeth from the 
first intermediate arrangement to Successive intermedi 
ate arrangements, 

a final appliance having a geometry Selected to progres 
sively reposition the teeth from the last intermediate 
arrangement to the final tooth arrangement, and 

instructions which set forth that the patient is to wear the 
individual appliances in a predetermined order which 
will progressively move the patient's teeth toward the 
final arrangement, a package, Said package containing 
Said first appliance, Said one more intermediate appli 
ances and Said final appliance, wherein the appliances 
are provided in a single package to the patient. 

6. A System for repositioning teeth from a first tooth 
arrangement to a Second tooth arrangement, comprising: 

a plurality of appliances having geometries Selected to 
progressively reposition the teeth from the first inter 
mediate arrangement to Successive arrangements, 

instructions which set forth that the patient is to wear the 
individual appliances in a predetermined order which 
will progressively move the patient's teeth toward the 
Second arrangement, and 

a package containing Said appliances, wherein the appli 
ances are provided in a single package to the patient. 


