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Description

TECHNICAL FIELD

[0001] The present invention relates to the technical
field of washing machines, for example, to a drum wash-
ing machine.

BACKGROUND

[0002] A drum washing machine in the related art in-
cludes an inner drum and an outer drum. A user can keep
the inner drum of the washing machine clean in a washing
and maintenance process of the washing machine, but
the outer drum is sleeved outside the washing drum (i.e.,
the inner drum), so that an interlayer, namely a washing
machine groove, is disposed between the inner drum and
the outer drum. The washing machine groove is a har-
boring site for dirt, and the user cannot remove the inner
drum and the outer drum on his/her own to clean an outer
wall of the inner drum and an inner wall of the outer drum.
Furthermore, the residual water in the inner drum and
outer drum that is left from the operation of the washing
machine is not easy to clean and evaporate, leading to
the growth of a large amount of bacteria on the drum
walls. As time proceeds, more and more areas would be
attached with dirt, and the dirt also sticks more and more
fast to the drum walls. This would cause secondary pol-
lution to the clothes, seriously threatening the health of
consumers. Therefore, the user needs to periodically ask
a professional technician for professional washing of the
washing machine to clean the washing machine, which
is time-consuming and labor-consuming.
[0003] Therefore, it is a technical problem that needs
to be solved by those skilled in the art to provide a wash-
ing machine that is able to solve the problem that the
washing machine drum in the related art needs to be
periodically cleaned.
[0004] US2561186A1 is attempting to provide an im-
proved construction in which the washing, centrifugal dry-
ing, and emptying of the tub are selectively controlled by
the speed and direction of rotation of the tub.

SUMMARY

[0005] The present invention provides a drum washing
machine, which can solve the problem that a washing
machine drum in the related art needs to be cleaned pe-
riodically.
[0006] There is provided drum washing machine that
includes a washing machine housing. A washing drum
is disposed in the washing machine housing and includes
a front washing drum and a rear washing drum. The front
washing drum is sealedly connected to the rear washing
drum and is operative to rotate relative to the rear wash-
ing drum. The front washing drum is operative to rotate
along with a motor, and the rear washing drum is at rest
when the front washing drum is rotating along with the

motor.
[0007] The washing drum according to the present in-
vention includes a front washing drum and a rear washing
drum. The front washing drum can rotate relative to the
rear washing drum, and the front washing drum is dy-
namically and sealedly connected to the rear washing
drum. Then clothes and water in the washing drum are
driven to rotate to lift clothes, and then let the clothes fall
and be beaten, thereby achieving the function of washing
clothes. Because the washing drum is not divided into
an inner drum and an outer drum, the outer wall of the
washing drum cannot be filled with water, especially wa-
ter after washing. Thus, dirt can be prevented from being
accumulated on the outer wall of the washing drum, the
outer wall of the washing drum is free from needing clean-
ing. In addition, water that is present between the inner
drum and the outer drum of the original washing drum is
also saved, thereby further saving water.
[0008] Optionally, the rear washing drum has a length
smaller than the front washing drum.
[0009] The length of the rear washing drum is less than
that the front washing drum so that the rear washing drum
can rotate when there is sufficient water, ensuring the
washing cleaning rate.
[0010] The washing machine housing is provided with
a loading port, a door and window is disposed at the
loading port, and a sealing door is further arranged on a
side of the front washing drum adjacent to the door and
window and is configured to seal the washing drum. A
sealing groove is defined in a side wall of the front wash-
ing drum contacting the sealing door or in a side wall of
the sealing door contacting the front washing drum, and
a first sealing ring is disposed in the sealing groove.
[0011] The sealing door, the sealing groove, and the
first sealing ring are arranged to seal the front washing
drum, so that washing water is prevented from flowing
out in a rotating process of the front washing drum. Thus,
the washing machine is ensured to complete a washing
task and is protected from water leakage, electric leak-
age, short circuit, and other like faults.
[0012] The sealing door is connected to the front wash-
ing drum.
[0013] The sealing door is connected to the front wash-
ing drum to separate the sealing door from the door and
window. When the washing machine is in a rotating and
operating, the sealing door rotates along with the front
washing drum, effectively solving the problem of a poor
sealing effect between the door window and the front
washing drum.
[0014] Optionally, a water inlet valve is disposed on
the housing of the washing machine and is connected to
a detergent box via a water inlet pipeline, and the deter-
gent box is connected to the water inlet hole via a water
injection pipe.
[0015] Optionally, a central axis of the washing drum
is inclined relative to the horizontal plane, and forms an
angle α between the central axis and the horizontal plane,
where 0 ≤ α < 90°. The inclined-type drum washing ma-
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chine can better meet user’s needs that clothes can be
taken out without stooping. The drum has a certain angle
of inclination relative to the horizontal plane, thereby
making it convenient to take out and put in clothes.
[0016] Optionally, the front washing drum is a no-po-
rous structure drum.
[0017] Optionally, at least one lifting rib is arranged on
an inner side wall of the rear washing drum.
[0018] A plurality of lifting ribs may be arranged inside
the rear washing drum, so that the clothes inside the rear
washing drum can be better lifted, fall down, and be beat-
en for washing purposes.
[0019] The front washing drum is connected to the rear
washing drum via a rotary bearing, and a second sealing
ring is disposed between the front washing drum and the
rear washing drum.
[0020] Optionally, a limiting ring having an F-shaped
cross-section is disposed at a joint of the front washing
drum and the rear washing drum.
[0021] The limiting ring includes a first vertical limiting
ring body, a second vertical limiting ring body disposed
to be parallel to the first vertical limiting ring body, and a
transverse limiting ring body disposed on top of the first
vertical limiting ring body.
[0022] The second sealing ring may be disposed be-
tween the first vertical limiting ring body and the second
vertical limiting ring body, the rotary bearing may be dis-
posed in a space formed by the first vertical limiting ring
body, the transverse limiting ring body, and an outer wall
of the rear washing drum.
[0023] The sealing ring is arranged between the first
vertical limiting ring body and the second vertical limiting
ring body, namely the sealing ring is arranged in a rec-
tangular closed space formed by the second vertical lim-
iting ring body, the transverse limiting ring body, the first
vertical limiting ring body, and a lower drum. The rotary
bearing is arranged in a space formed by the first vertical
limiting ring body, the transverse limiting ring body, and
an outer wall of the lower drum. Such an arrangement
not only plays a good sealing role, but also ensures that
the rear washing drum is operative to rotate relative to
the front washing drum.
[0024] Optionally, the second sealing ring is a lip-
shaped sealing ring.
[0025] The lip-shaped sealing ring has a self-sealing
effect. The lip is acted by working pressure to make the
lip compress a sealing coupling surface, the abrasion
loss can be automatically compensated, and therefore
the lip-shaped sealing ring has a better sealing perform-
ance.
[0026] Optionally, a water inlet hole and a water outlet
hole are disposed in the rear washing drum, and the water
outlet hole is communicated with a drain valve via a drain
connecting pipe.
[0027] Because the rear washing drum does not rotate,
the problem that the joint cannot be aligned or water leaks
after alignment would not occur when the water inlet hole
and the water outlet hole are arranged on the rear wash-

ing drum.

BRIEF DESCRIPTION OF DRAWINGS

[0028]

FIG. 1 is a schematic diagram of a drum washing
machine of Embodiment 1 according to the present
invention;

FIG. 2 is a partial enlarged view of part A of FIG. 1;

FIG. 3 is a partial enlarged view of part B of FIG. 1;

FIG. 4 is a schematic diagram of a drum washing
machine of Embodiment 2 according to the present
invention;

FIG. 5 is a partial enlarged view of part C of FIG. 4;
and

FIG. 6 is a partial enlarged view of part C of FIG. 4
in another embodiment according to the present in-
vention.

[0029] In the drawings:
1. Washing machine housing; 11. Front panel; 12. Chas-
sis; 13. Ground foot; 14. Upper table panel; 15. Rear
backplate; 21. Front washing drum; 211. Lifting rib; 212.
Sealing groove; 213. Limiting ring; 2131. First vertical
limiting ring body; 2132. Second vertical limiting ring
body; 2133. Transverse limiting ring body; 22. Rear
washing drum; 221. Water inlet hole; 222. Water outlet
hole; 3. Belt; 4. Motor; 5. Drain connecting pipe; 51. Drain
valve; 52. Drain pipe; 61. First sealing ring; 62. Second
sealing ring; 7. Sealing door; 8. Door and window; 9. De-
tergent box; 91. Water injection pipe; 92. Water inlet
valve; 93. Water inlet pipeline; 10. Rotary bearing.

DETAILED DESCRIPTION

Embodiment 1

[0030] As illustrated in FIGS. 1 to 3, the present em-
bodiment provides a drum washing machine which does
not require periodical cleaning of dirt on an outer wall or
an inner wall of a washing drum, making it more water-
saving. The drum washing machine includes a washing
machine housing 1, and a washing drum is arranged in
the washing machine housing 1 and is configured for
rotating to wash clothes. The washing drum includes a
front washing drum 21 and a rear washing drum 22. The
front washing drum 21 is dynamically and sealedly con-
nected to the rear washing drum 22, and the front wash-
ing drum 21 can rotate relative to the rear washing drum
22. The rear washing drum 22 is at rest in a rotating proc-
ess of the front washing drum 21, and water in the wash-
ing drum can be ensured to rotate along with the front
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washing drum 21 to perform washing of the clothes. The
front washing drum 21 is connected to the motor 4 via a
belt 3, and the front washing drum 21 is operative rotate
along with the motor 4; that is, the belt 3 rotates along
with the motor 4. When the motor 4 drives the front wash-
ing drum 21 to rotate, the rear washing drum 22 is at rest,
and because the rear washing drum 22 is at rest, there
is no need to position water injection and water drainage.
Therefore, in the present embodiment, the rear washing
drum 22 is provided with a water inlet hole 221 and a
water outlet hole 222, and the water outlet hole 222 is
connected to the drain valve 51 via the drain connecting
pipe 5. After the washing is finished, sewage enters the
drain pipe 52 through the water outlet hole 222 and the
drain valve 51 and is discharged out of the washing ma-
chine.
[0031] In order to make the water in the washing drum
rotate with the front washing drum 21, in the present em-
bodiment, the length h of the rear washing drum 22 is
less than the length H of the front washing drum 21. The
length of the rear washing drum 22 can be as small as
possible, but it should be noted that the length of the rear
washing drum 22 should not affect the arrangement of
the water outlet hole 222 and the water inlet hole 221.
The rear washing drum 22 may be flexibly fixed in the
washing machine housing 1 by a spring or a damper, or
may be firmly fixed in the washing machine housing 1
with complete rigidity.
[0032] In the present embodiment, the rear washing
drum 22 and the front washing drum 21 are both non-
porous drums, that is, no hole is provided in a side wall
of both the rear washing drum and the front washing
drum, and the rear washing drum 22 is provided with the
water inlet hole 221 and the water outlet hole 222. Such
structure can ensure that the front washing drum 21 can
be filled with water or drained without being positioned
after rotation. Dirt is prevented from being accumulated
on the wall of the drum due to water flowing out from the
side wall holes. Furthermore, the front washing drum 22
and the rear washing drum 21 are not soaked by water,
so that the front washing drum 21 is not subjected to
resistance of water passing through holes in the rotating
process, providing smoother rotation.
[0033] In addition, the front washing drum 21 may be
a non-porous structure drum. After water inflow is fin-
ished, the drain pump or the drain valve is not started
and is in a sealed state. Detergent and washing water
are sealed in the front washing drum and the rear washing
drum, and clothes to be washed are also placed in the
front washing drum and the rear washing drum. Such
structure can realize the integrated design of the water
drum and the laundry drum, preventing water from flow-
ing out of the outer wall of the washing drum to cause
dirt to be accumulated on the outer wall, thereby further
saving water.
[0034] A side of the washing machine housing 1 is pro-
vided with a loading port, and a door and window 8 is
arranged at the loading port. A side of the front washing

drum 21 adjacent to the door and window 8 is further
provided with a sealing door 7 for sealing the washing
drum, and the sealing door 7 is hingedly connected to
the front washing drum 21 so as to ensure that the sealing
door 7 is able to be opened. A sealing groove 212 is
defined in the side wall of the front washing drum 21
contacting the sealing door 7 or in a side wall of the seal-
ing door 7 contacting the front washing drum 21, and a
first sealing ring 61 (referring to FIG. 2) is disposed in the
sealing groove 212. Thus, after it is closed, the sealing
door 7 can realize static sealing with the front washing
drum 21, thereby ensuring that the washing drum is not
subject to water leakage. The user opens the door and
window 8 and then opens the sealing door 7, so that the
washed clothes can be taken out or the clothes to be
washed can be put in.
[0035] In other embodiments, the sealing door 7 may
also be connected to the door and window 8, and can
rotate relative to the door and window 8, that is, the seal-
ing door 7 is connected to the door and window 8 via a
shaft, and can block a front end of the front washing drum
21 to make the sealing door 7 and the front washing drum
21 form a sealing chamber to prevent washing water from
flowing out. Therefore, the sealing door 7 can be opened
by opening the door and window 8, and the clothes can
be put in and taken out, providing a more convenient
washing machine for the user.
[0036] At least one lifting rib 211 is arranged on an
inner side wall of the front washing drum 21. The lifting
ribs 211 are provided for the purpose of lifting the clothes
to allow the clothes to then rapidly fall during the washing
process, so that the clothes inside can be better lifted,
and fall so as to be beaten for washing purposes.
[0037] To ensure that the rear washing drum 22 can
rotate relative to the front washing drum 21, in the present
embodiment, the rear washing drum 22 is connected to
the front washing drum 21 via a rotary bearing 10. The
rear washing drum 22 is sleeved on an inner ring of the
rotary bearing 10, the front washing drum 21 is engaged
with an outer ring of the rotary bearing 10, and a second
sealing ring 62 is disposed between the front washing
drum 21 and the rear washing drum 22.
[0038] As illustrated in FIG. 3, in order to prevent water
leakage at the joint between the front washing drum 21
and the rear washing drum 22, a limiting ring 213 having
an F-shaped cross-section is disposed at the joint be-
tween the front washing drum 21 and the rear washing
drum 22. The limiting ring 213 includes a first vertical
limiting ring body 2131, a second vertical limiting ring
body 2132 disposed to be parallel to the first vertical lim-
iting ring body 2131, and a transverse limiting ring body
2133 disposed on top of the first vertical transverse lim-
iting ring body 2131. The second sealing ring 62 is dis-
posed between the first vertical limiting ring body 2131
and the second vertical limiting ring body 2132, and the
rotary bearing 10 is disposed in a space formed by the
first vertical limiting ring body 2131, the transverse limit-
ing ring body 2133, and an outer wall of the rear washing

5 6 



EP 3 578 705 B1

5

5

10

15

20

25

30

35

40

45

50

55

drum 22. The second sealing ring 62 is a lip-shaped seal-
ing ring. The limiting ring 213 is integrated with the front
washing drum 21, and such structure can improve the
sealing effect between the front washing drum 21 and
the limiting ring 213.
[0039] The front washing drum 21 is connected to the
rear washing drum 22 via the rotary bearing 10, so that
the front washing drum 21 can be effectively ensured to
rotate relative to the rear washing drum 22. Furthermore,
the sealing ring is arranged between the rear washing
drum 22 and the front washing drum 21, so that water in
the washing drum can be prevented from flowing out of
the washing drum to affect the operation of the washing
machine.
[0040] When the front washing drum 21 rotates and is
in low-speed washing, the rotating speed is 0-200 r/min;
and when in high-speed dewatering and drying, the ro-
tating speed is 600-1800 rpm. The second sealing ring
62 may be a lip-shaped sealing ring, and such sealing
ring has a self-sealing effect. The lip is acted by working
pressure to make the lip compress a sealing coupling
surface, and the abrasion loss can be automatically com-
pensated. The working pressure originated from the pre-
compression force of the front washing drum 21 and the
rear washing drum 22, the self-gravity of the front wash-
ing drum 21, and the working pressure of the internal
liquid. The second sealing ring 62 may be the shape of
Y, V, U, J or L.
[0041] The rotary connection (dynamic connection)
between the front washing drum 21 and the rear washing
drum 22 is a bearing connection, the front washing drum
21 and the rear washing drum 22 are respectively con-
nected to an outer ring and an inner ring of the bearing.
The rotary bearing can be selected from various types,
and the rotary bearing 9 includes all bearings, such as
ball bearings and roller bearings. The bearing type in the
present embodiment may be a tapered roller bearing, a
cylindrical roller bearing, a ball roller bearing, or the like.
The tapered roller bearing is selected in the present em-
bodiment, and the tapered ball bearing includes a bearing
inner ring, a bearing bracket, tapered rollers, and a bear-
ing outer ring.
[0042] As illustrated in FIG. 1, the drum washing ma-
chine is filled with water through a water inlet valve 92
provided on the washing machine housing 1. The water
inlet valve 92 is communicated to a tap water pipeline
and is communicated to a detergent box 9 through a wa-
ter inlet pipeline 93, and the detergent box 9 is commu-
nicated to the water inlet hole 221 through a water injec-
tion pipe 91. The tap water sequentially passes through
the water inlet valve 92, the water inlet pipe 93 and the
detergent box 9, and then enters the rear washing drum
22.
[0043] The bottom of the washing machine housing 1
is further provided with a chassis 12, the bottom of the
chassis 12 is provided with ground feet 13 for supporting
the whole washing machine, and the top of the washing
machine housing 1 is provided with an upper table panel

14.

Embodiment 2

[0044] The difference between the present embodi-
ment and Embodiment 1 is that a central axis of a washing
drum is arranged inclined relative to the horizontal plane.
[0045] As illustrated in FIG. 4, in order to facilitate the
taking out and putting in of clothes, a central axis of the
washing drum is inclined relative to the horizontal plane,
and an angle formed between the central axis of the
washing drum and the horizontal plane is α, and 0 < α <
90°.
[0046] As illustrated in FIG. 5, the rotary bearing 10 in
the present embodiment is a cylindrical roller bearing. In
other embodiments, the rotary bearing 10 may also be a
ball bearing (referring to FIG. 6).

INDUSTRIAL APPLICABILITY

[0047] The drum washing machine in the present in-
vention does not need periodical cleaning of dirt on an
outer wall or an inner wall of a washing drum, so that it
is more water-saving.

Claims

1. A drum washing machine, comprising a washing ma-
chine housing (1), wherein a washing drum is dis-
posed in the washing machine housing (1) and com-
prises a front washing drum (21) and a rear washing
drum (22), wherein the front washing drum (21) is
sealedly connected to the rear washing drum (22)
and is operative to rotate relative to the rear washing
drum (22), the front washing drum (21) is operative
to rotate along with a motor (4), wherein the rear
washing drum (22) is at rest when the front washing
drum (21) is rotating along with the motor (4); wherein
the washing machine housing (1) is provided with a
loading port, and a door and window (8) is disposed
at the loading port, a sealing door (7) is further ar-
ranged on a side of the front washing drum (21) ad-
jacent to the door and window (8) and is configured
to seal the washing drum, wherein a sealing groove
(212) is defined in a side wall of the front washing
drum (21) contacting the sealing door (7) or in a side
wall of the sealing door (7) contacting the front wash-
ing drum (21), and a first sealing ring (61) is disposed
in the sealing groove (212), characterized in that,
the front washing drum (21) is connected to the rear
washing drum (22) via a rotary bearing (10), and a
second sealing ring (62) is disposed between the
front washing drum (21) and the rear washing drum
(22).

2. The drum washing machine of claim 1, wherein the
rear washing drum (22) has a smaller length than
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the front washing drum (21).

3. The drum washing machine of claim 1, wherein the
sealing door (7) is connected to the front washing
drum (21).

4. The drum washing machine of claim 1, wherein a
central axis of the washing drum is inclined relative
to a horizontal plane, the central axis forming an an-
gle of α with the horizontal plane, where 0 < α < 90°.

5. The drum washing machine of claim 1, wherein the
front washing drum (21) is a drum of a non-porous
structure.

6. The drum washing machine of claim 1, wherein a
limiting ring (213) having an F-shaped cross-section
is disposed at a joint of the front washing drum (21)
and the rear washing drum (22);
wherein the limiting ring (213) comprises a first ver-
tical limiting ring body (2131), a second vertical lim-
iting ring body (2132) disposed to be parallel to the
first vertical limiting ring body (2131), and a trans-
verse limiting ring body (2133) disposed on top of
the first vertical limiting ring body (2131);
wherein the second sealing ring (62) is disposed be-
tween the first vertical limiting ring body (2131) and
the second vertical limiting ring body (2132), the ro-
tary bearing (10) is disposed in a space formed by
the first vertical limiting ring body (2131), the trans-
verse limiting ring body (2133), and an outer wall of
the rear washing drum (22).

7. The drum washing machine of claim 6, wherein the
second sealing ring (62) is a lip-shaped sealing ring.

8. The drum washing machine of claim 1, wherein the
rear washing drum (22) is provided with a water inlet
hole (221) and a water outlet hole (222), wherein the
water outlet hole (222) is communicated with a drain
valve (51) via a drain connecting pipe (5).

9. The drum washing machine of claim 8, wherein a
water inlet valve (92) is disposed on the washing
machine housing (1) and is connected to a detergent
box (9) via a water inlet pipeline (93), and the deter-
gent box (9) is connected to the water inlet hole (221)
via a water injection pipe (91).

Patentansprüche

1. Trommelwaschmaschine, umfassend ein Wasch-
maschinengehäuse (1), wobei eine Waschtrommel
in dem Waschmaschinengehäuse (1) vorgesehen
ist und eine vordere Waschtrommel (21) und eine
hintere Waschtrommel (22) umfasst, wobei die vor-
dere Waschtrommel (21) dichtend mit der hinteren

Waschtrommel (22) verbunden ist und bedienbar ist,
um sich relativ zu der hinteren Waschtrommel (22)
zu drehen, wobei die vordere Waschtrommel (21)
bedienbar ist, um sich zusammen mit einem Motor
(4) zu drehen, wobei die hintere Waschtrommel (22)
ruht, wenn sich die vordere Waschtrommel (21) zu-
sammen mit dem Motor (4) dreht; wobei das Wasch-
maschinengehäuse (1) mit einer Ladeöffnung bereit-
gestellt ist, und eine Tür und ein Fenster (8) an der
Ladeöffnung vorgesehen sind, wobei ferner eine
Dichtungstür (7) auf einer Seite der vorderen Wasch-
trommel (21) benachbart zu der Tür und dem Fenster
(8) angeordnet ist und konfiguriert ist, um die Wasch-
trommel abzudichten, wobei eine Dichtungsnut
(212) in einer Seitenwand der vorderen Waschtrom-
mel (21), welche die Dichtungstür (7) kontaktiert,
oder in einer Seitenwand der Dichtungstür (7) defi-
niert ist, welche die vordere Waschtrommel (21) kon-
taktiert, und ein erster Dichtungsring (61) in der Dich-
tungsnut (212) vorgesehen ist,
dadurch gekennzeichnet, dass
die vordere Waschtrommel (21) mit der hinteren
Waschtrommel (22) über ein Drehlager (10) verbun-
den ist, und ein zweiter Dichtungsring (62) zwischen
der vorderen Waschtrommel (21) und der hinteren
Waschtrommel (22) vorgesehen ist.

2. Trommelwaschmaschine nach Anspruch 1, wobei
die hintere Waschtrommel (22) eine geringere Län-
ge als die vordere Waschtrommel (21) aufweist.

3. Trommelwaschmaschine nach Anspruch 1, wobei
die Dichtungstür (7) mit der vorderen Waschtrommel
(21) verbunden ist.

4. Trommelwaschmaschine nach Anspruch 1, wobei
eine Mittelachse der Waschtrommel relativ zu einer
horizontalen Ebene geneigt ist, wobei die Mittelach-
se einen Winkel von α mit der horizontalen Ebene
bildet, wobei 0 < α < 90 °.

5. Trommelwaschmaschine nach Anspruch 1, wobei
die vordere Waschtrommel (21) eine Trommel mit
einer nicht porösen Struktur ist.

6. Trommelwaschmaschine nach Anspruch 1, wobei
ein Begrenzungsring (213), der einen F-förmigen
Querschnitt aufweist, an einer Verbindung der vor-
deren Waschtrommel (21) und der hinteren Wasch-
trommel (22) vorgesehen ist;
wobei der Begrenzungsring (213) einen ersten ver-
tikalen Begrenzungsringkörper (2131), einen zwei-
ten vertikalen Begrenzungsringkörper (2132), der
parallel zu dem ersten vertikalen Begrenzungsring-
körper (2131) vorgesehen ist, und einen quer ver-
laufenden Begrenzungsringkörper (2133) umfasst,
der auf dem ersten vertikalen Begrenzungsringkör-
per (2131) vorgesehen ist;
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wobei der zweite Dichtungsring (62) zwischen dem
ersten vertikalen Begrenzungsringkörper (2131)
und dem zweiten vertikalen Begrenzungsringkörper
(2132) vorgesehen ist, wobei das Drehlager (10) in
einem Raum vorgesehen ist, der durch den ersten
vertikalen Begrenzungsringkörper (2131), den quer
verlaufenden Begrenzungsringkörper (2133) und ei-
ne Außenwand der hinteren Waschtrommel (22) ge-
bildet ist.

7. Trommelwaschmaschine nach Anspruch 6, wobei
der zweite Dichtungsring (62) ein lippenförmiger
Dichtungsring ist.

8. Trommelwaschmaschine nach Anspruch 1, wobei
die hintere Waschtrommel (22) mit einem Wasse-
reinlassloch (221) und einem Wasserauslassloch
(222) bereitgestellt ist, wobei das Wasserauslass-
loch (222) über ein Ablassverbindungsrohr (5) mit
einem Ablassventil (51) kommuniziert.

9. Trommelwaschmaschine nach Anspruch 8, wobei
ein Wassereinlassventil (92) an dem Waschmaschi-
nengehäuse (1) vorgesehen und über eine Wasse-
reinlassleitung (93) mit einem Waschmittelkasten (9)
verbunden ist, und der Waschmittelkasten (9) über
ein Wassereinspritzrohr (91) mit dem Wasserein-
lassloch (221) verbunden ist.

Revendications

1. Lave-linge à tambour, comprenant un caisson de la-
ve-linge (1), un tambour de lavage étant disposé
dans le caisson de lave-linge (1) et comprenant un
tambour de lavage avant (21) et un tambour de la-
vage arrière (22), ledit tambour de lavage avant (21)
étant raccordé de manière étanche au tambour de
lavage arrière (22) et étant fonctionnel pour tourner
par rapport au tambour de lavage arrière (22), le tam-
bour de lavage avant (21) étant fonctionnel pour tour-
ner avec un moteur (4), ledit tambour de lavage ar-
rière (22) étant au repos lorsque le tambour de la-
vage avant (21) tourne avec le moteur (4) ; ledit cais-
son de lave-linge (1) étant doté d’un orifice de char-
gement, et une porte et une fenêtre (8) étant dispo-
sées au niveau de l’orifice de chargement, une porte
étanche (7) étant en outre agencée sur un côté du
tambour de lavage avant (21) adjacent à la porte et
à la fenêtre (8) et étant conçue pour sceller le tam-
bour de lavage, une rainure d’étanchéité (212) étant
définie dans une paroi latérale du tambour de lavage
avant (21) en contact avec la porte d’étanchéité (7)
ou dans une paroi latérale de la porte d’étanchéité
(7) en contact avec le tambour de lavage avant (21),
et une première bague d’étanchéité (61) étant dis-
posée dans la rainure d’étanchéité (212), caracté-
risé en ce que le tambour de lavage avant (21) est

raccordé au tambour de lavage arrière (22) par l’in-
termédiaire d’un palier rotatif (10), et une seconde
bague d’étanchéité (62) est disposée entre le tam-
bour de lavage avant (21) et le tambour de lavage
arrière (22).

2. Lave-linge à tambour selon la revendication 1, ledit
tambour de lavage arrière (22) possédant une lon-
gueur inférieure à celle du tambour de lavage avant
(21).

3. Lave-linge à tambour selon la revendication 1, ladite
porte étanche (7) étant raccordée au tambour de la-
vage avant (21).

4. Lave-linge à tambour selon la revendication 1, un
axe central du tambour de lavage étant incliné par
rapport à un plan horizontal, l’axe central formant un
angle α avec le plan horizontal, où 0<α<90°.

5. Lave-linge à tambour selon la revendication 1, ledit
tambour de lavage avant (21) étant un tambour d’une
structure non poreuse.

6. Lave-linge à tambour selon la revendication 1, une
bague de limitation (213) possédant une section
transversale en forme de F étant disposée au niveau
d’un joint du tambour de lavage avant (21) et du tam-
bour de lavage arrière (22) ;
ladite bague de limitation (213) comprenant un pre-
mier corps de bague de limitation vertical (2131), un
second corps de bague de limitation vertical (2132)
disposé pour être parallèle au premier corps de ba-
gue de limitation vertical (2131), et un corps de ba-
gue de limitation transversal (2133) disposé au-des-
sus du premier corps de bague de limitation vertical
(2131) ;
ladite seconde bague d’étanchéité (62) étant dispo-
sée entre le premier corps de bague de limitation
vertical (2131) et le second corps de bague de limi-
tation vertical (2132), ledit palier rotatif (10) étant dis-
posé dans un espace formé par le premier corps de
bague de limitation vertical (2131), le corps de bague
de limitation transversal (2133) et une paroi externe
du tambour de lavage arrière (22).

7. Lave-linge à tambour selon la revendication 6, ladite
seconde bague d’étanchéité (62) étant une bague
d’étanchéité en forme de lèvre.

8. Lave-linge à tambour selon la revendication 1, ledit
tambour de lavage arrière (22) étant doté d’un trou
d’entrée d’eau (221) et d’un trou de sortie d’eau
(222), ledit trou de sortie d’eau (222) communiquant
avec une soupape de vidange (51) par l’intermédiai-
re d’un tuyau de raccordement de vidange (5).

9. Lave-linge à tambour selon la revendication 8, une
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soupape d’entrée d’eau (92) étant disposée sur le
caisson de lave-linge (1) et étant raccordée à une
boîte à détergent (9) par l’intermédiaire d’une cana-
lisation d’entrée d’eau (93), et ladite boîte à déter-
gent (9) étant raccordée au trou d’entrée d’eau (221)
par l’intermédiaire d’un tuyau d’injection d’eau (91).
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