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3 Claims. (CE. 5-98) 

This invention relates to new and useful improvements 
in sleepings and playing equipment for infants and the 
primary object of the present invention is to provide a 
-foldable combination crib and play pen that may be 
quickly... and readily folded into a small and compact 
article for storage or shipment. 

Another important object of the present invention is to 
provide a combination crib and play pen composed of 
a pair of end members which are connected to hingedly 
connected bottom wall sections so that the bottom wall 
sections may be retained in a horizontal position when 
in use and whereby the bottom wall sections may be 
folded one against the other as the end members are 
brought together in collapsing the article of furniture. 
A further object of the present invention is to provide 

a combination crib and play pen involving flexible and 
removable side walls which are quickly and readily disen 
gaged from the bed structure for cleaning or the like 
in a convenient manner. 
A still further aim of the present invention is to pro 

vide a foldable combination crib and play pen of the 
aforementioned character that is simple and practical in 
construction, strong and reliable in use, neat and attrac 
tive in appearance, inexpensive to manufacture, and 
otherwise well adapted for the purposes for which the 
same is intended. 
These together with other objects and advantages which 

will become Subsequently apparent reside in the details 
of construction and operation as more fully hereinafter 
described and claimed, reference being had to the accom 
panying drawings forming a part hereof, wherein like 
numerals refer to like parts throughout, and in which: 

Figure 1 is a perspective view showing the present 
invention assembled for use; 

Figure 2 is a longitudinal vertical sectional view taken 
Substantially through the center of Figure 1; 

Figure 3 is a transverse vertical sectional view taken 
substantially on the plane of section line 3-3 of Fig 
ure 2, 

Figure 4 is a side elevational view of the present inven 
tion in its folded, carrying position; 

Figure 5 is an enlarged horizontal sectional view taken 
Substantially on the plane of section line 5-5 of Figure 4; 

Figure 6 is a detail vertical sectional view taken sub 
stantially on the plane of section line 6-6 of Figure 1; 
and 

Figure 7 is a fragmentary perspective view of one of 
the telescoped connecting members used in conjunction 
with the present invention. 

Referring now to the drawings in detail, wherein for 
the purpose of illustration, there is disclosed a preferred 
embodiment of the present invention, numerals 10 and 1 
represent a pair of end member each of which includes 
a pair of vertical bars 12 connected by upper and lower 
horizontal bars 5 that are suitably fixed to the upper 
and lower edges of a rigid panel 14. The vertical edges 16 
of the panels 14 are spaced from the bars 12 to define 
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openings 18 (Figure 3) for a purpose presently-to-be 
described. 
A pair of bottom wall sections 20. and 22 have inner 

... ends that, are connected: together by hinges 24, whereby 
the inner ends of the bottom wall sections. may be raised 

s with the undersurfaces of the bottom wall sections, in 
facing relationship. The outer ends of the bottom: wall 
sections 20 and .22 fixedly support L-shaped corner 
-brackets. 26 and 28 that are pivoted, to the bars of the 
end members, 10, and 11, adjacent the lower ends thereof, 
for, vertical swinging movement. 

: Pairs of folding, -braces 30, and 32 are employed for 
connecting the bottom wall sections 20 and 22 to the end 
members, 10. and 11 and for retaining the bottom' wall 
sections in a horizontal position. The lower, ends of the 
folding braces. 30...and 32 are pivoted to the joined ends 
of the wall sections 20 and 22 by hinge brackets .34. The 

'upper ends of the braces. 30 are pivoted to the upperends 
... cf. bars. 12 of end member 10 by pins 36, and the upper 
ends of the braces 32. are pivoted to the upper ends of 
the bars, 12 of end member 11 by pins 38. 
-Telescoped connecting members 40, are provided for 

connecting the end members. 50- and 15 and for retaining 
...the end, members.10, and 11 spaced parallel to each other 

25. 
:horizontal position. Each . connecting member 40 is 
when the bottom wall sections.20. and 22 are in their 

composed of inner and outer sections 42 and 44, the 
outer sections 44 being tubular to slidably receive the 
inner sections 42. The inner sections 42 terminate in 
hooks 46 for engaging over the portions of pins 38 not 
occupied by the upper ends of braces 32 and the outer 
sections 44, remote from hooks 46, are provided with 
apertures 48 that receive the pins 36. 

Inner sections 42 are provided with apertures 50 that 
will register with apertures 52 in the outer sections 44, 
whereby removable pins 54 may be extended through 
these apertures to lock the inner sections 42 against slid 
ing relative to the outer sections 44. 

Flexible side walls or curtains 56 are removably con 
nected to the end members 10, 1 the connecting mem 
bers 4G and the bottom wall sections 20 and 22. The 
lower edge portions of the curtains 56 fixedly support 
Snap fastener halves 58 that engage complemental snap 
fastener halves on the reenforcing flange bars 60 of the 
bottom wall sections 20 and 22. 
The end edges of the curtains are folded upon them 

selves and carry snap fastener halves 62 that are engaged 
with complemental snap fastener halves 62a secured to 
the curtains inwardly from the marginal edges thereof 
to form vertical casings 64 that receive the bars 2 of 
the end members 10 and 11, since the ends of the cur 
tains extend through the openings 3 below the casings 
64 are formed. 
The upper edges of the curtains 56 are folded over 

the connecting members 40 and support snap fastener 
halves 66 that engage complemental snap fastener halves 
65a on the curtains to form horizontal longitudinal cas 
ings 68 in which the members 40 are received. 
The lower central portions of the curtains 56 are pro 

vided with pleats or darts 70 at the hinged ends of the 
bottom wall sections so that the crib and play pen may 
be folded without having to remove the curtains, if 
desired. 

In practical use of the present invention, assuming that 
the device is folded as shown in Figure 4, it is merely 
necessary to move the end members 10 and 11 apart 
whereupon the bottom wall sections 29 and 22 will swing 
downwardly to a horizontal position which is limited by 
the folding braces 30 and 32. Then, the members 40, 
and more particularly the hooks 46 thereof are engaged 
with the pins 38 in order to retain the curtains 56 ex 
tended. The curtains 56 may be readily removed from 
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the connecting members 40, the end members 10 and 11 
and the bottom wall sections 20 and 22 by releasing the 
snap fasteners previously described, so that the curtains 
may be cleaned and retained in a relatively sanitary 
condition. 
What is claimed as new is as follows: 
1. A combination crib and play pen comprising a 

pair of end members, a pair of bottom wall sections hav 
ing inner ends that are hingedly connected together and 
outer ends that are pivotally attached to the end members 
adjacent the lower ends of the latter, a pair of tele 
scoped connecting members pivoted at one of their 
ends to one of the end members and releasably engaging 
the other end member to retain the end members spaced 
parallel to each other, and folding braces having lower 
ends pivoted to the bottom wall sections in axial align 
ment with the axis of hinging movement of the inner 
ends of said bottom wall sections and upper ends piv 
oted to the end members at the ends of the connecting 
'member to aid in supporting the bottom wall sections 
in a horizontal position. 

2. A combination crib and play pen comprising a pair 
of end members, a pair of bottom wall sections having 
inner ends that are hingedly connected together and 
outer ends that are pivotally attached to the end mem 
bers adjacent the lower ends of the latter, a pair of tele 
Scoped connecting members pivoted at one of their ends 
to one of the end members and releasably engaging the 
other end member to retain the end members spaced par 
allel to each other, and folding braces having lower ends 
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pivoted to the bottom wall section and upper ends pivoted 
to the end members at the ends of the connecting member 
to aid in supporting the bottom wall sections in a hori 
zontal position, a pair of flexible side curtains having 
upper edges and end edges folded and secured upon them 
seives to form end vertical casings and upper horizontal 
casings, said upper casings receiving the connecting mem 
bers, said end members including vertical bars received 
in said vertical casings, said curtains having lower edges 
removably secured to the bottom wall sections. 

3. The combination of claim 2 wherein said connecting 
members include telescoped inner and outer relatively 
slidable sections, said outer slidable sections being pivoted 
to said one of said end members by the pivots of the 
upper ends of said braces and said inner sections ter 
ninating in hooks, and pins securing the upper ends of 
certain of said braces to said other end member and 
engaged by said hooks. 
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