
(12)
(19)

PATENT
AUSTRALIAN PATENT OFFICE

(11) Application No. AU 199889740 B2 
(10) Patent No. 729006

(54) Title
Method of and device for measuring echo parameters on telephone lines

(51)7 International Patent Classification(s)
H04B 003/46

(21) Application No: 199889740 (22) Application Date: 1998.07.07

(87) WIPO No: WO99/03244

(30) Priority Data

(31) Number (32) Date
T097A000626 1997.07.11

(33) Country
IT

(43) Publication Date : 1999.02.08
(43) Publication Journal Date : 1999.03.25
(44) Accepted Journal Date : 2001.01.25

(71) Applicant(s)
Telecom Italia S.p.A.

(72) Inventor(s)
Andrea Allasia; Guido Manzone

(74) Agent/Attorney
DAVIES COLLISON CAVE,GPO Box 3876,SYDNEY NSW 2001

(56) Related Art
US 4039769
US 3777256



f

OPI DATE 08/02/99 
AOJP DATE 25/03/99

APPLN. ID 89740/98
PCT NUMBER PCT/EP98/04216

AU9889740
)IN____ .

(51) International Patent Classification 6 

H04M A2
(11) International Publication Number: WO 99/03244

(43) International Publication Date: 21 January 1999 (21.01.99)

(21) International Application Number: PCT/EP98/04216

(22) International Filing Date: 7 July 1998 (07.07.98)

(30) Priority Data:
T097A000626 11 July 1997 (11.07.97) IT

(71) Applicant (for all designated States except US): TELECOM
ITALIA SJP.A. [IT/TT]; Via San Dalmazzo, 15, 1-10122 
Torino (IT).

(72) Inventors; and
(75) Inventors/Applicants (for US only): ALLASIA, Andrea 

[ΓΤ/ΓΓ]; Via Volpianon, 19, 1-10049 Lombardore (IT). 
MANZONE, Guido [ΓΓ/ΓΓ]; Via Campiglia, 29, 1-10047 
Torino (ΓΤ).

(74) Agent: RIEDERER FRHR. V. PAAR, Anton; Postfach 26 64, 
D-84010 Landshut (DE).

(81) Designated States: AU, BR, CA, CN, CU, CZ, HU, IL, JP, 
KR, NO, RO, RU, SI, US, YU, European patent (AT, BE, 
CH, CY, DE, DK, ES, FI, FR, GB, GR, IE, IT, LU, MC, 
NL, PT, SE).

Published
Without international search report and to be republished 
upon receipt of that report.

(54) Title: METHOD OF AND DEVICE FOR MEASURING ECHO PARAMETERS ON TELEPHONE LINES

(57) Abstract

A test signal is injected 
on the line (L) and the cor­
responding return signal pro­
duced by the line itself as an 
effect of the echo is detected. 
A signal having lenticular en­
velope is used as test signal and 
is generated preferably starting 
from a first sinusoid with a first 
given frequency modulated in 
amplitude with a second sinu­
soid having a second given fre­
quency, lower than the afore­
said first given frequency.
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METHOD OF AND DEVICE FOR MEASURING 

ECHO PARAMETERS ON TELEPHONE LINES

The present invention tackles the problem of measuring echo parameters on 

5 a telephone line. The echo phenomenon, and in particular the echo to the speaker,

can occur, for instance, when the telephone line connecting two users exceeds a 

certain length. The phenomenon causes a degradation of the communication quality, 

which degradation is less and less tolerable as the return time and the level of the 

echo increase. For this reason, over the years, the use of echo suppressors, particular-

10 ly on satellite connections, has gradually become widespread, and eventually the

international standardising bodies have prescribed it. In order to operate correctly, 

those echo suppressors must know the characteristic parameters of the negative 

phenomenon to be contrasted and the suppressing action is all the more effective the 

more precise and accurate is the measurement of the characteristics of the echo.

,.15 For this purpose, measuring the round-trip propagation time and the residual

level of a test signal injected into the line is generally known in the art.

The problem of identifying the most important information to be extracted

from the received echo, i.e. the time interval between the echo and the test signal

(or stimulation signal) sent onto the line, would be easily solved if the transmission
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channel were ideal, i.e. with unlimited band and without noise. Actually, in such case 
all that needs to be done is to determine the instant at which the received echo 
reaches its peak value with respect to the stimulation signal sent into the line. The 
availability of an unlimited band, or at least a very broad band, would also allow 
conferring to the test signal the nature of an impulsive signal, with very steep front, 
with the subsequent possibility of measuring with high precision the instant of arrival 
of an essentially identical return signal.

The need to operate on a telephone channel (thus a channel whose band is 
essentially limited from 300 to 3400 Hz) makes the measurement much more critical, 
also in consideration of the fact that the line is affected by noise, so that the simulta­
neous presence of echoes and of a high level of background noise often occurs.

A solution often adopted for measuring echo parameters on a telephone line 
is using, as test signal, a sinusoidal signal which is injected into the line for a certain 
time interval and then stopped: the measurement of the echo is then compared to 
the measurement of the duration of the time interval elapsed between the instant at 
which the test signal was stopped and the instant at which the corresponding return 
signal detected on the line ceases.

This solution is found unsatisfactory for several reasons.
First, the duration of the aforesaid time interval is determined not only by the 

echo phenomenon but also by the distortion (in the sense of a prolongation of the 
time duration, since a narrow band channel is dealt with) the test signal undergoes 
as an effect of its propagation along the line.

The test signal used in such solution can be seen as the product of a sinusoid 
by a rectangular window of a duration equal to the time interval between the instant 
wherein the test signal starts being injected into the line and the instant wherein that 
signal is interrupted.

The width of the window must preferably be a multiple of half the period of 
the sinusoid, and in phase therewith, in order to limit the harmonic content origina­
ted by the signal fronts. The response to such a stimulation signal by a real telephone 
channel comprises a train of sinusoids distorted by the effect of the channel, also in 
the form of a sort of offset (translation of the received signal with respect to an ideal 
vertical amplitude scale). This phenomenon, which can be ascribed to the cut off of
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the low frequencies, below about 300 Hz, typical of the telephone channel, makes it even 
more critical to detect correctly the transitions of the return signal. The aforesaid 
phenomenon can be recovered, but the related recovery time constant is too long with 
respect to the normal measurement time required to perform an effective intervention. In

5 this respect it is reminded that the propagation delay (the quantity that in fact identities the 
echo phenomenon) typically does not exceed 30
milliseconds for a terrestrial telephone connection, and is about 260 milliseconds (in one 
direction, thus with a round-trip time of the signal of about 520 milliseconds), if the 
connection comprises a satellite link.

10
There is therefore a need to provide a solution that allows measuring in a precise and 
accurate manner the echo that may be present on a telephone line, taking into account the 
following requirements:
- the test signal must have a limited band occupation, compatible with the template

15 of the telephone channel, in order to avoid the signal alteration phenomena
mentioned above;

- the test signal must have a limited time duration, in order to, allow discriminating 
echo times even with reduced duration without overlapping of the test signal and of 
the return signal;

20 - an echo signal of acceptable amplitude must be obtained, with the consequent
possibility of measuring its level (to be referred to the level of the test signal, which 
should preferably present a maximum level) so as clearly to discriminate the echo 
signal above the noise level.

25 The invention seeks to provide a solution capable of meeting the requirements mentioned 
above in an excellent manner, and in particular of meeting the first two requirements 
described, which in fact are mutually contrasting.

In one broad form the invention is attained thanks to a method having the characteristics
recalled in the claims that follow. The invention also refers to the related device.
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The invention shall now be described, purely by way of non-limiting example, with 
reference to the accompanying drawings, wherein:
- Figure 1 schematically shows a possible connection arrangement of a device 
according to the invention for measuring echo parameters on telephone lines,

• · · · • · · »
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- Figure 2 shows the typical profile of a usable test signal according to the invention,
- Figure 3 and Figure 4 show, in the form of block diagrams, respective component 

parts of a device according to the invention, and
- Figure 5, comprising two overlaid diagrams indicated respectively as 5a and 5b, 

shows the typical profile of some signals generated within the device portion 
shown in Figure 4.

In Figure 1 reference 1 indicates in its entirety a device for measuring the 
echo on telephone lines. According to a possible embodiment of the invention, device 
1 can be associated to a telephone terminal T connected to a telephone line L, 
affected by an echo phenomenon whose characteristics are to be measured (especially 
echo return time and intensity), through a so-called outlet B. Device 1 is usually 
fitted also with a unit 2 for displaying the results of the measurement as well as, for 
instance, with an interface module 3 for connection e.g. to a processing unit (typically 
a personal computer) for data acquisition and/or for the device control.

Device 1 according to the invention is suitable for being interposed between 
terminal T and a handset T1 associated thereto.

Of course, such a connection arrangement is to be interpreted purely by way 
of example. It corresponds to a condition in which device 1 according to the inven­
tion can be easily interfaced with any type of telephone terminal, regardless of the 
type of connection thereof to the respective exchange, said interfacing being accom­
plished by sectioning the connection between handset and telephone terminal. The 
solution shown in Figure 1 is suitable for being put in practice, usually, by utilising 
a second cord equal to the one normally installed on the terminal.

Although hereafter this point (which in se is not of relevance for the under­
standing of the invention) will no longer be explicitly referred to, device 1 can be 
connected even in a totally different manner from the one described. For instance 
it can be connected to the microphone (injection of the test signal) and to the 
earphone (reception of the echo signal) of handset T1 through phonic couplers, 
thereby allowing a ’’field” intervention on a conventional telephone receiver wherein 
the cable (cord) connecting handset T1 and terminal T cannot be easily removed, 
and/or execution of the measurements by using a sound pressure on the microphone 
in accordance with ITU-T recommendations. The solution according to the invention



5
in any case is suitable for use at the exchange level, or at the level of the base 
station of a mobile radio system, in this case allowing a direct integration with the 
echo suppressors usually located therein. It should also be specified that the 
solution according to the invention is suited to be used indifferently on a tradi-

5 tional analogue network (PSTN, or Public Switched Telephone Network) or on a
digital network (ISDN or Integrated Service Digital Network).

The diagram in Figure 2 shows the typical profile over time of a signal 

suitable for being used as a test signal in the solution according to the invention.
In general, such a signal can be defined as characterised by a lenticular (or

10 eye shaped) envelope, which can generally be expressed according to a relation
of the following kind:

x(t) = sin(Opt) · sin(omt) · u(t) · u(t-a) (1)
Hence, in the embodiment shown, such a signal is a sinusoidal signal 

having a first frequency (fp = ωρ/2π) which is modulated with a sinusoid having
15 a second frequency (4, = om/2n), lower than the first, and having a half period with

a duration equal to the duration of the rectangular signal u(t) · u(t-a) (where u(t) 
indicates the step function with unitary amplitude) used as a window to confer 
to signal x(t) the character of an impulsive signal with duration a.

That signal presents a symmetrical lenticular envelope, but such a profile,
20 shown here purely by way of example, is not to be interpreted as limiting the scope

of the invention. The invention can be performed also by using signals with 
asymmetric lenticular envelope, for instance an envelope where the up and down 
transitions are not symmetrical, or yet signals in which the sinusoid being 
amplitude modulated has variable frequency (for instance decreasing frequency

25 or increasing frequency, i.e. with a profile of the type currently called "chirp”).
By way of reference, the tests performed so far by the Applicant have

demonstrated as particularly advantageous the choice of values ωρ and <am respec­
tively corresponding to frequencies respectively around roughly 2 kHz (high 
frequency, amplitude modulated sinusoid angular frequency) and 125 Hz (modu-

30 lating sinusoid, with lower frequency), with a corresponding choice of the time
duration of the rectangular signal or window equal to about 4 milliseconds.

In any case, the aforesaid values can be changed, even in a considerable

AMENDED SHEEt,
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6
manner, according to the specific application requirements.

When examined in the frequency domain, the stimulation signal shown in 
Figure 2 presents a main lobe having a frequency occupation equal roughly to half 
that of a signal with an overall rectangular envelope.

The amplitude modulation that gives rise to the aforesaid lenticular profile 
allows identifying a local maximum of the envelope both in the stimulation signal and 
in the return signal, which allows measuring with precision the time distance between 
the two signals also in the presence of their partial overlap.

At the same time, it was noted that the use of a stimulation signal like the one 
described above allows obtaining a short echo, with an acceptable peak amplitude, 
thus clearly distinguishable from the background noise, without leading to undesired 
channel saturation phenomena.

The block diagram in Figure 3 shows a possible configuration of the part of 
device 1 destined to generate and to inject on line L a stimulation signal such as the 
signal shown in Figure 2.

In that diagram, reference 10 indicates a generator (oscillator) destined to 
generate the modulated sinusoid (i.e. the one with higher frequency ωρ = 2irfp, first 

frequency) and provided with an input 10’ to which the modulating sinusoid (with 
lower frequency, ωπι = 2ττίπι, second frequency) is applied by another oscillator 
circuit 11.

The block indicated as 10 can easily be obtained by using an integrated circuit 
function generator which can be amplitude modulated, of any commercially available 
type. This possible choice offers the additional advantage that in this circuit the 
number of periods of modulated sinusoid included in half a period of the modulating 
sinusoid (i.e. the number of periods of modulated sinusoid included in each stimula­
tion pulse) is obtained simply by varying the amplitude of the modulating signal 
coming from circuit 11, thus making the use of a counter actually superfluous, though 
such a counter can be provided in other possible embodiments.

The signal exiting oscillator 10 is carried to a multiplication node 12, which 
receives at the other input the rectangular window signal, which determines the 
duration of the stimulation signal. This signal is produced, in the embodiment shown, 
as an output of a JK flip-flop circuit 13, of which the two inputs respectively are:
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- the modulating sinusoidal signal produced by oscillator 11, divided in frequency 
by two in a frequency divider 14 and made to pass through a programmable 
divider 15 whose function is simply to allow the duty cycle of the related signal 
to be varied selectively, thereby selectively varying the repetition rate of the 
stimulation signal, for instance 100 milliseconds (a duration sufficient for echo 
characterisation in terrestrial telephone connections) or more (for instance when 
a satellite link is involved in the connection), and

- the same signal exiting the oscillator 10 and made to pass through a clipping 
circuit 16.

The output signals of blocks 13 and 15 are also carried to a block 26 (Figure
4) in the device portion destined to the extraction of the return signal, as shall be 
better explained hereafter.

Before being injected into line L through an impedance adapter 17, the signal 
generated in multiplication node 12 is also made to pass through an amplifier 18 or 
an equivalent gain regulating circuit, in order to bring the signal sent to the line back 
to a selectively determined level (for instance, -12.8 dBm).

The block diagram in Figure 4 instead shows the cascade of circuit elements 
through which the return signal coming from line L passes.

One of the most current techniques to detect the instant of arrival of a given 
return signal (technique adopted also in very different sectors from the one conside­
red here, such as radar or sonar techniques) consists of using a threshold detector 
activated by the signal whose instant of arrival is to be determined.

This type of detection can suffer, when sinusoidal signals are used, from 
inaccuracies stemming from the fact that the difference in amplitude between 
adjacent peaks in the received signal, even if minimal, can cause a time offset of the 
determined arrival instant. This is because the threshold comparator can be triggered 
on the wrong period. The uncertainty is obviously correlated to the period of the 
stimulation signal, and hence it is the smaller, the closer adjacent peaks are located. 
In any case the noise conditions, especially when the signal-to-noise ratio is around 
or below 10 dB, can in fact make the measurement very critical.

A solution suited to solve this drawback, also within the context of the
invention, is to subject the return signal to digital processing techniques (also known
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as DSP), for instance through auto-correlation computations between the received 
signal and various sample signals. These solutions, however, can be onerous, in terms 
of both time and hardware required.

For this reason, the embodiment of the invention that is preferred at the
5 moment seems to be the adoption of the solution shown schematically in Figure 4,

which presents the advantage of an extreme construction simplicity, also from the 
circuit point of view.

In this solution, the return signal extracted from line L (usually taken from 
the circuit of the earphone that is excluded from the circuit) is normally conditioned

10 (for instance by means of a coil similar to the one of the generator which allows
unbalancing the amplified input signal) in a circuit 20 to be subsequently filtered in 
a band-pass filter 21. This can be, for instance, a first order filter tuned at about 2 
kHz (value which roughly corresponds to the central frequency of the conventional 
telephone channel), whose filtering action, destined essentially to reduce the noise

15 content of the signal, can possibly be refined by a further filtering, effected in 22,
with an additional tuneable filter, also tuned on or about the central frequency of 
the first filter 21.

The signal thus processed is fed to a rectifier 23, preferably a full wave 
rectifier, which allows recovering most of the energy of the received signal with the

20 additional possibility to halve the value of the time constant of the subsequent low-
pass filter 24. The latter extracts the envelope of the return signal destined to be 
subsequently sent to a clipping circuit 25.

It will be appreciated that the full wave rectifier intrinsically performs a 
frequency duplication function, with the consequence of making the rising edge of

25 the return signal steeper, and thus capable of being more sharply discriminated over
time as a result of the clipping action.

The solution according to the invention presents, among others, the interesting 
characteristic of allowing the measurement of the return time of the echo signal to 
be brought back to a measurement of the time location of the rising edge (and in

30 particular of the rising edge of the envelope) of the return signal, with consequent
elimination of the time lengthening effect which the test signal may undergo in the 
course of its propagation on the channel.
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The diagram in Figure 5a shows a typical possible relative time position of 
a signal S corresponding to the emission of a stimulation signal (in practice signal 
S can be seen as the output signal of flip-flop 13 in Figure 3) and of another signal, 
indicated as R, essentially corresponding to the output signal of clipping circuit

5 25, thus a signal obtained as a result of the clipping operation performed on the
envelope of the received return signal. The aforesaid two signals are carried to the 
input of a counting and measuring circuit 26 whose operation is shown schemati­
cally by the diagram in Figure 5b.

Circuit 26 is usually made by a counter which is started by the rising edge 
10 of signal S and stopped by the rising edge of signal R.

The count duration (in practice the counted value, schematically repre­
sented by signal C in Figure 5b) corresponds to the return time of the echo to be 
determined. The measured value can be presented externally and/or collected in 
view of the acquisition of the data by using units 2 and 3 described at the begin-

15 ning of the present detailed description. Counter 26 is then reset to start a new
count by a reset signal K obtained, for instance, through programmable divider 
15 which controls the repetition period of the stimulation pulses, thus of the 
measurement cycles.

The measurement of the other parameter of the echo signal, i.e. the level
20 of the echo signal, is conducted according to known criteria and with known

circuit components, whose detailed description herein is superfluous.
Of course, leaving the principle of the invention unchanged, the construc­

tion details and embodiments can be varied widely with respect to what is de­
scribed and shown herein, without thereby departing from the scope of the present

25 invention as defined in the appended claims. For instance, if the device is associ­
ated to a control processing unit, capable of receiving information about the 
characteristics of the line, the stimulation signal can be made adaptive according 
to said characteristics, by acting for instance on the various elements of the 
generation chain (10 to 16, for instance) shown in Figure 3.

-MENDED SHEET
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Throughout this specification and the claims which follow, unless the context requires 
otherwise, the word "comprise", and variations such as "comprises" or "comprising", will 
be understood to imply the inclusion of a stated integer or step or group of integers or steps 
but not the exclusion of any other integer or step or group of integers or steps.

The reference to any prior art in this specification is not, and should not be taken as, an 
acknowledgement or any form of suggestion that that prior art forms part of the common 
general knowledge in Australia.

• · · · 
• ·
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The claims defining the invention are as follows:

• · ·• · ·• ··

• · · ·• ·• ·····• · · ·

• ·
• · ·

1. Method of measuring echo parameters on telephone lines, comprising the operation 
of injecting into the line a test signal and detecting the corresponding return signal

5 produced by the line itself as an effect of the echo, characterised in that, as test signal, a 
signal with lenticular envelope is used.
2. Method as claimed in claim 1, characterised in that said test signal is generated 
starting, from a first sinusoid with a first given frequency (cop), amplitude modulated by a 

second sinusoid with a second given frequency (tom) lower than said first frequency (top).

10 3. Method as claimed in claim 2, characterised in that said test signal is an impulsive
signal with duration (a) linked to the period of said second sinusoid.
4. Method as claimed in claim 3, characterised in that said duration (a) is equal to half 
the period of said second sinusoid.
5. Method as claimed in any of claims 2 to 4, characterised in that said test signal

15 (x(t)) can be expressed in the form:
x(t) = sin (copt) · (tomt) · u(t) · u(t-a),

where: (Op is said first given frequency, a>m is said second given frequency, and u(t) is the 

unitary step function.
6. Method as claimed in any one of the previous claims, characterised in that it 

20 comprises the operation of determining the return instant of said return signal by detecting
the rising edge of the envelope of said return signal.
7. Method as claimed in claim 1 or in claim 6, characterised in that it comprises the 
operation of full wave rectifying said return signal.
8. Method as claimed in any one of the claims 1 to 7, characterised in that it 

25 comprises the operation of selectively varying said test signal in an adaptive manner.
9. Device for measuring echo parameters on telephone lines, comprising means for 
injecting on the line a test signal as well as means for detecting the corresponding return 
signal produced by the line itself as an effect of the echo, characterised in that it comprises 
signal generating means arranged to generate, as test signal, a signal with lenticular 
envelope.
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10. Device as claimed in claim 9, characterised in that said means for generating the 
test signal comprise:

- a first generator for generating a first sinusoid at a first given frequency (<Op),

- a second generator for generating a second sinusoid at a second given frequency
5 (com), lower than said first frequency, and

- modulating means for amplitude modulating said first sinusoid by said second 
sinusoid.

11. Device as claimed in claim 10, characterised in that said means for generating the 
10 test signal comprise means for generating a window signal, as well as means for applying

said window signal to said test signal to confer to the test signal itself the character of an 
impulsive signal with duration (a) related with the period of said second sinusoid.
12. Device as claimed in claim 11, characterised in that said means for generating a 
window signal comprise a divider element to confer to said window signal a duration (a)

15 equal to half the period of said second sinusoid.

13. Device as claimed in claim 11 or claim 12, characterised in that said means for 
generating a window signal comprise a control circuit to control the repetition rate of said 
test signal.

20
14. Device as claimed in any one of the claims 9 to 13, characterised in that it 
comprises receiving means responsive to said return signal and arranged to detect the 
rising edge of the envelope of the return signal itself.

25 15. Device as claimed in claim 14, characterised in that said receiving means 1
comprise a rectifier circuit, preferably a full wave rectifier, acting on said return signal.
16. Device as claimed in claim 14 or claim 15, characterised in that said receiving 
means comprise filter means to reduce the noise content of said return signal.

17. Device as claimed in claim 16, characterised in that said filter means comprise a 
first filter and a second tuneable filter in cascade arrangement.
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18. Device as claimed in claim 15 and either one of claims 16 and 17, characterised in 
that said filter means are positioned upstream of said rectifier circuit.

19. Device as claimed in any one of claims 9 through 18, characterised in that it 
5 comprises a clipping circuit to transform said return signal into a square-wave signal.

20. Device as claimed in claim 15 and claim 19, characterised in that it comprises a 
low-pass filter interposed between said rectifier circuit and said clipping circuit.

• · · · • · ♦ ·

10 21. Device as claimed in any one of claims 9 through 20, characterised in that it
comprises a counter element started upon emission of said test signal and stopped upon 
detection of said return signal the count value of the counter element at the stop being 
indicative of the return time of the echo to be measured.
22. Device as claimed in claim 21, characterised in that said counter element is started

15 in correspondence with the rising edge of the envelope of said test signal.
23. Device as claimed in claim 21 or in claim 22, characterised in that said counter 
element is stopped in correspondence with the rising edge of the envelope of said return 
signal.
24. Device as claimed in any one of the claims 9 through 23, characterised in that said

20 signal generating means are selectively adaptive to make selectively variable said test
signal.
25. A method and device for measuring echo parameters on telephone lines as 
hereinbefore described by reference to accompanying drawings.

25 DATED this 14th day of November 2000 
TELECOM ITALIA S.P.A.
By Their Patent Attorneys 
DAVIES COLLISON CAVE
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