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Reissued Sept. 8, 1942 Re. 22,175 

UNITED STATES PATENT OFFICE 
22,175. 

SELECTWE CONTROL SYSTEMAND 
APPARATUS 

Louis M. Potts, Evanston, Ill., assignor to Tele 
type Corporation, Chicago, Ill., a corporation of 
Delaware 

Original No. 2,134,005, dated October 25, 1938, 
Serial No. 393,761, September 19, 1929. Appli 
cation for reissue December 20, 1940, Serial No. 
371,030 

89 Cairns. 

The present invention relates to selective con 
trol Systems and apparatus, and more particu 
larly the invention relates to remote control sys 
tems and apparatus especially applicable to au 
tomatic stock quotation indication, but useful 
in other relations. 
An object of the present invention is to provide 

novel signalling Systems adapted for operation 
OVer and in conjunction with existing printing 
telegraph lines so that efficient methods of trans 
mission may be used without substantial change 
in or interference with commercial message traf. 
fic and also so that a new method especially 
adapted to new demands can also be used and 
applied to existing systems so that on each cir 
cuit the most suitable method of operation can 
be used. 
The Specific embodiments of my invention 

hereinafter set forth are developed in connec 
tion with and as improvements on quotation dis 
tribution Systems of the general type disclosed 
in my co-pending application Serial Number 
333,161 filed January 17, 1929, in which complete 
cycles of operations each includes the selection 
of a register, setting up of a quotation on the 
register, and identification of the type of the 
quotation and in which each cycle includes suc 
cessive code combinations all of which may or 
may not be made up of an equal number of se 
lecting conditions. 
tation code telegraph channels are designed for 
equal interval code combination transmission, 
the Systems and apparatus as disclosed in my 
application Serial No. 333,161 cannot be directly 
applied to operation over existing telegraph C. 
channels without some modification thereof, un 
less certain of the impulse periods are not used, 
and line time is lost. 

Since the existing main telegraph printer cir 
cuits comprise many multiplex channel trans 
mission lines, another object of my invention is 
to provide methods and means for operating a 
quotation indicating system of the general type 
disclosed in Said co-pending application over one 
or more of the channels of a multiplex telegraph 
System between geographically remote points. 

Still another object of my invention is to pro 
vide methods and means for operating a remote 
indicating System of the character mentioned in 
which each cycle of operation comprises a pre 
determined number of code combinations of im 
pulses for operation over standard start-stop 
telegraph systems without loSS of any impulsing 
time. 
A further object of my invention is to provide 

(C. 1784) 

5 

O 

However, as existing permu 

in 

: 

methods and means for utilizing idle impulse in 
tervals in a System of the character described 
Operating over telegraph channels where the 
number of inpulse intervals available in the 
telegraph channel is greater than the number of 
Signalling conditions comprising the code combi 
nations utilized. 

Still a further object of my invention is to 
p'OWide Signalling methods and apparatus for 
tranSinitting a plurality of code combinations 
OVer a Single telegraph channel during a single 
channel period. 
Another object of my invention is to provide 

In eans for adapting a single channel in a multi 
peX telegraph System for Successively Selecting 
Code combinations from a plurality of channels 
of a different type of Selective renote control 
System. 
Another object of my invention is to provide 

methods and means for re-transmitting a plu 
rality of Selective code combinations of impulses 
each received from a different transmission 
Channel over a Single telegraph channel. 

Still a further object of my invention is to 
provide methods and means for in Variably and 
automatically controlling the Sequence of trans 
mission of Successive code combinations of in 
pulses of a complete cycle in a stock quotation 
remote indicating System. 

Still a further object of niny invention is to 
provide flexible means to adapt a Systern for 
transmission of any One of a plurality of differ 
ent types of code combinations thereoVer and for 
readily translating any one type of Coding to ain 
Other type of COding. 

Still a further object of my invention is to pro 
vide methods and means for Synchronizing each 
revolution of transmitting and receiving distrib 
utors and for synchronizing the distributors for 
each successive cycle comprising a plurality of 
code combinations of impulses in Selective CCn 
trol SystemS. 

Still a further object of my invention is to 
provide methods and means in a control System 
of the character mentioned, for distinguishing 
the beginning of each Cycle of Code COmbinations 
of impulses and the beginning of each of the 
code combinations constituting a cycle. 

Still a further object of my invention is to prov 
vide novel code combination storing apparatus, 
transmitting and receiving arrangementS for a 
System of the character mentioned. 
A further object of my invention is to provide 

means for preparing a perforated tape at the 
receiving end of a System of one type of trans 



2 
mission system and to use this tape to control 
another type of transmitting circuit. 

Still further objects of the present invention 
will appear hereinafter in the description of the 
details of the preferred embodiments thereof 
and are such as may be attained by utilizing 
the various combinations and Sub-combina 
tions hereinafter set forth and as defined by the 
terms of the appended claim.S. 

Referring to the drawings: 
Fig. 1 is a diagrammatic view of the preferred 

embodiment of my invention showing the circuit 
and apparatus employed for perforating a tape 
in accordance with my Special code combination 
arrangement. 

Fig. 2 is a similar view disclosing an alterna 
tive arrangement of keyboard perforator. 

Fig. 3 is a diagrammatic view of the circuits 
and apparatus of the transmitter arrangement 
employing the tape prepared by the perforator 
shown in Fig. 1. 

Fig. 4 is a diagrammatic view of a preferred 
embodiment of the receiver circuits and appa 
ratus associated with the transmitter shown in 
Fig. 3. 

Fig. 5 is a diagrammatic view indicating the 
timing of the various cans for the form of in 
vention shown in Fig. 4 during the signal inter 
vals for a complete group or cycle of signals. 

Fig. 6 is a diagrammatic view of the circuits 
and apparatus for a modified transmitting dis 
tributing arrangement having a single stop seg 
ment and a large number of code combination 
Segments used in connection. With a transmitter 
having a lesser number of transmitting contacts. 

Fig. 7 shows a modified form of sequence 
SWitch for controlling the Order in which code 
combinations are sent in the preferred embodi 
ment of my invention. 

Fig. 8 shows a modified circuit arrangement for 
the sequence switch shown in Fig. 7. 

Fig. 9 shows a Small section of the tape pre 
pared on the perforator. 

Fig. 10 is a schematic circuit diagram of a plu 
rality of different types of transmission systems 
in all of which the phasing is controlled by the 
index perforations in the tape of Fig. 9 as 
punched by the perforator in Fig. 1. 

Fig. 11 is a diagrammatic view of the multi 
start printer connected in one of the systems 
of Fig. 10 with line relay distributors controlling 
cams both fast and slow and the permutation 
code bars of a printer suitable for printing in 
tape form the stock quotation messages. 

Fig. 12 is a sectional detail view of a typical 
type bar and its selector bar associated with the 
apparatus shown in Fig. 11. 

Fig. 13 is a chart of alphabetical characters, 
numerical figures and fractions codes. 

Fig. 14 is a diagrammatic view of a receiving 
distributor and a perforator for preparing a six 
unit tape. 

Fig. 15 is a diagrammatic view of a giant re 
ceiving distributor connected in another of the 
Systems of Fig. 10 arranged to distribute the sig 
nal pulses transmitted by the transmitting dis 
tributor of Fig. 6 to thirty-four operating mag 
netS. 

Fig. 15a is a diagrammatic detail view of a can 
and Switch assembly which functions in connec 
tion with the distributor of Fig. 15. 

Fig. 16 shows the code of Fig. 17. 
Fig. 17 shows a receiving distributor arranged 

to translate from the code of the transmitter in 
Fig. 6 into the code of Fig. 16. 
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22,175 
Fig. 18 is a diagrammatic view of a receiving 

distributor or translator which translates from 
the code of the transmitter of Fig. 6 into the 
code of the perforator of Fig. 14. 

Fig. 19 shows a conventional transmitter com 
bined with a cam and relay System for a multi 
plex Sending distributor of 35 Segments. 

Fig. 20 shows a modified receiving distributor 
for another of the systems of Fig. 10. 

Fig. 21 shows a conventional multiplex dis 
tributor operating in conjunction. With three con 
ventional multiplex transmitters and one special 
ized multiplex sender. 

Fig. 22 is a diagrammatic view of a receiving 
distributor for a commercial multiplex System in 
Which one channel of five segments is translated 
into a code suitable for operating a printer. 

Fig. 23 is a diagrammatic view of a distributor 
auxiliary to the multiplex distributor, which dis 
tributes the code signals to the 34 operating mag 
nets of the Stock quotation board. 

Fig. 24 illustrates a manner of connecting gen 
erators of opposite potentials. 

For purposes of illustration, the invention has 
been described as applied specifically to a stock 
quotation System although it will be understood 
that the invention is equally applicable to any 
remote control System. 

Tape perforator 
In Fig. 1 are shown a plurality of letter levers 

l, one for each of the letters of the alphabet, a 
plurality of numeral levers 2, one for each of the 
numerals 0 to 9, a plurality of fraction levers 3, 
One for each of the fractions 8 to 7% and a plu 
rality of designation levers 4 each shown pivot 
ally mounted on a shaft 5 secured to the frame 
Work. Each of the levers to 4 is provided with 
a Spring 6 one end of which is secured to the rear 
end of the lever and the other end to the frame 
work. These spring members 6 normally main 
tain the levers to 4 in their upper or non-oper 
ated position. The forward end of each of the 
levers to 4 extends through an individual slot 
7 in a guiding comb 8 which extends transversely 
So that a lever to 4 rocked about shaft 5 moves 
in a vertical plane within a guide slot 7. 

Extending underneath the levers to 4 at right 
angles thereto are a set of permutation bars 9, 
9 and ?o. The upper edges of these bars are 
provided with angular notches f, as shown, ar 
ranged in various combinations, and are disposed 
in Operative relation to the lower edges of the 
levers to 3 so that upon depression of any one 
of the key levers to 3, certain ones of these 
permutation bars 9, 9' and f O are moved to the 
left or right as the lower edges of the levers en 
gage them. 
The five bars 9 and 9 are normally free to 

move in either direction and are moved to the 
right or left depending upon the inclination of 
the Surfaces adjacent the notches which are 
engaged by a depressed key. The bars 9 are op 
erated to the right or left by the letter, numeral 
Or fraction key levers, , 2, and 3. Bar 9 is 
moved to the right by all letter and number keys 
and to the left by the fraction keys only. 
The permutation bar f0, which corresponds to 

the 5th code element is normally held to the 
right by the Spring T, acting through the arma 
ture 3 and notch 5 in bar f0. It may be moved 
to its left hand position only by letter levers 
and also may be operated to the left by armature 
3, of an electromagnet 4, which extends into 

a notch 5 in the lower edge of the permutation 
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bar ). The bar ?o is cut away under the num 
ber and fraction keys so that the latter may not 
operate it. The armature 3 is pivoted on the 
pin 6 and is normally held in non-operated po 
Sition by action of spring T, one end of which 
is Secured to the armature and the other end of 
which is secured to the frame work. When the 
magnet 4 is energized as a result of the oper 
ation of any one of the index keys 4 as will ap 
pear more fully hereinafter, armature 3 rocks to 
the left about pivot 6 and moves the bar 0 to 
the left. The sixth bar 9" functions to periodical 
ly perforate the tape for phase indication as 
Will be explained. The notches in this bar are 
so cut that it is shifted to the left for perforating 
the tape only upon operation of a fraction key 
lever 3. 
As will appear hereinafter, the permutation 

bars 9, 9' and 0 when in their left position con 
dition the perforator to perforate a tape. Each 
bar is provided with a notch 2 at its left hand 
end in Which is carried the end of a connecting 
lever 22. Connecting levers 22 are pivotally 
mounted on the pin 23 and at their upper ends 
are provided with ears 24 in which are pivoted 
at 25, the perforator pin interponents 26. The 
interponents 26 are guided in a comb 27 carried 
On the perforator table 28 and are provided with 
lug projections 29 at their extreme left hand 
ends. 
In operative relation with each of the inter 

ponents 26 is an individual perforating pin 3 
provided with a movement limiting shoulder 32 
and slidably supported in shelf 33 of the per 
forator block 34. The perforator block 34 com 
prises in addition to the shelf 33 a die plate 35 
and a guide plate 36 between which a tape 37 
to be perforated is fed. The die plate and the 
guide plate are provided with perforator pin holes 
38 and a central feed hole 39 through which the 
perforating pins 3 protrude when operated in 
a manner to be described. Normally the pins 3 
are in their lower position (as shown) project 
ing through the lower plate 36 only. 
The perforator table 28 is provided with pro 

jecting arms 4 pivotally mounted on the shaft 
42 about which it is rocked by the Solenoid 
plunger 44 of the solenoid 45 carried on the 
frame work in any well known manner. As will 
appear hereinafter, the Solenoid 45 is periodical- . 
ly energized to operate the plunger 44 upwardly 
which in turn rocks the table 28 clockwise about 
its pivot 42. As the table is rocked the pins 3 
which are above the lugs 29 of those levers 26 
which have been selectively interposed, will be 
pushed through the tape making perforations 
therein. When Solenoid 45 is deenergized, a 
return Spring acting upon table 28 restores the 
latter as well as the Solenoid plunger 44 to its 
nCrinal position. 
A bracket 46 is secured to the table 28 and its 

projection 47 engages one arm of a lever 49 piv 
otally Secured at 5 So that as the bracket 46 re 
ciprocates vertically together with the table 28, 
the former is oscillated concordantly. Upon its 
clockwise movement, the lever 49 carrying a 
spring loaded pawl 53 thrusts the latter right 
Wardly, causing it to engage the next succeeding 
tooth of a ratchet wheel 58 mounted on shaft 
59. Upon deenergization of magnet 45, table 
2* is returned by its Spring to its normal position 
wich allows bracket 46 to assume a position 
whereby the spring loaded pawl moves ratchet 
wheel 58 to cause, through pin wheel 6f carried 
by shaft 59, the advancement of tape 37. Since 

5 
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the downward or return movement of bracket 
46 through its articulation 47, causes the clock 
Wise motion of lever 49 and through it the feed 
ing movement of pawl lever 53, it will be seen 
that the tape 37 is advanced after the punches 
3 have been withdrawn. 
The ratchet wheel 58 is secured to shaft 59 

which carries the feed wheel 6 rotatable there 
With. The wheels 58 and 6? have the same num 
ber of teeth. The feed wheel 6 is provided with 
feed teeth 62 which engage with the central feed 
perforations on the tape. On each step in the 
rotation of the shaft 59, the tape 37 is moved 
One step to present a fresh surface for perfora 
tion. 
At the other end of the shaft 59 is a gear 63 

which meshes with the pinion 64 carried on and 
rotating the sequence switch shaft 65 which car 
ries at its remote end the sequence switch 66 
comprising a cam 67 which moves into op 
erative relation with the contacts 70 to 8 suc 
cessively for the purpose of controlling the se 
quence of code transmission. 
The contacts 70, 7 and 72 are connected in 

multiple over the conductor 83 to a contact 84 in 
Operative relation with contacting member 85. 
The contact member 85 it will be noted, is car 
ried by an insulating block 86 on the universal 
bail 89 in operative relation with the lugs 90 
On the letter keys . The universal bail 89 is 
pivotally mounted on shaft 92 and held against 
lugS 90 by action of a spring 93. As will be 
clear, upon the operation of any one of the let 
ter keys f, the lug 90 thereof operates the uni 
Versal bail 89 about shaft 92 causing the contact 
85 to engage contact 84 and extending the neg 
ative side of battery over the conductor 83 to 
contacts 70 to 72. 
The opposite terminals of the contacts 7 to 72 

are connected in multiple and over the conduc 
tor 95 to the perforator solenoid 45 so that when 
any of the contact pairs 70 to 72 is closed, a cir 
cuit is prepared contemplating the operation of a 
key lever f to energize the solenoid 45. 
The conductor 95 is also connected in multiple 

With the contact pairs 76 to 78, the opposite ter 
minals of which are multipled over the conductor 
97 which extends to the contact O which in 
turn is in Operative relation with the contacting 
member 02 carried through the insulating block 
(3 on the universal bail 04. The universal bail 
4 is in operative relation with lugs fo S on the 

numeral key levers 2. Upon operation of any one 
of these numeral key levers, the contact mem 
ber 62 closes with contact f of and extends nega 
tive potential to the conductor 97. A circuit is 
prepared upon the closure of any of the contact 
pairs 6 to 78 and is then subject to completion 
upon the operation of a key lever 2. It will be 
clear, however, that this circuit cannot be com 
pleted except when the cam portion 67 is in po 
Sition to close one of the contacts 76 to 78 and 
accordingly the solenoid 45 cannot be operated by 
the numeral key levers except at a predetermined 
position in the cycle of operation. 
Conductor 95 is also connected to the contact 

80, the opposite terminal of which is connected 
Over the conductor if f to the contact 2 which 
is in operative relation with the contacting mem 
ber 3 carried through an insulating member 

4 as in the previous cases by the universal bail 
5 which is operated through the lugs 6 on the 

fraction key levers 3. Solenoid 45 however can 
not be operated upon depression of any of the 
fraction keys 3 except when contact 80 is closed 
by the Sequence Switch cam 65. 



4. 
It will be noted further that the contacts 3 

to 75 and 79 are connected in multiple over the 
conductor 20 which extends from the operating 
magnet 4 of the code bar 0 as described above. 
The opposite terminal of the contact 73 extends 
over the conductor 2, to the front contact 22 
of the relay 23. 
The circuit for relay 23 extends over the con 

ductor 24 to the contact 25 of the key lever 4 
designating Open quotation. When therefore the 
Open quotation key lever is closed, negative 
potential is impressed upon the conductor 24 
to energize relay 23. Relay 23 is provided with 
armatures 26 and 27, armature 26 when in 
engagement with its front contact providing a 
locking circuit for the relay 23 through the back 
contact and armature 27 of the relay 28. Re 
lay 28 is connected over conductor 29 to con 
tact 8 f. When the cam 67 between the end of 
One cycle and beginning of the next cycle closes 
contact 8, the circuit for relay 28 is closed. 
Relay 28 is energized and opens the locking cir 
cuit of any relay such as relay 23, the locking 
circuit of which is completed over armature 2'. 
When however, the relay 28 is deemergized the 
locking circuit for relay 23 may be completed 
over arnature 26 and its front contact and the 
back contact of armature 27' to the negative 
side of battery. 

Similar relays 3, 32 and 33 are connected 
over conductors 34, 35 and 36 respectively to 
the contacts 37, 38 and 39 respectively the 
High, Low and Last designation keys 4. Relays 
f3 to 33 are energized selectively in accordance 
with which of these particular designation key 
levers is operated. These relays 3 to 33 are 
provided With locking armatures 4 to 43 con 
nected in multiple with the locking armature 26 
to the back contact of the armature 27', and 
are also provided with armatures 44 to 66, the . 
front contacts of which extend over conductors 
47 to f49 to contacts 74, 75 and 79 respectively. 
At the beginning of a cycle the sequence switch 

66 will be in the position shown with cam por 
tion 67 closing the contact 70, the remaining con 
tacts on the sequence Switch 66 being open. The 
circuit for the perforator Solenoid 45 including 
conductor 95 it will be noted, is at this time Open 
at all its multiple contacts on the sequence switch 
except contact 7) and accordingly the solenoid : 
can be energized only upon the closing of contact 
84 connected to conductor 83. Accordingly at 
this point only the operation of a letter lever 
Will complete an energizing circuit for the Sole 
noid 45. 

In order to transmit a quotation, the operator 
Will successively depress three letter levers l, 
three numeral levers 2, and a fraction lever 3. 
If it is necessary to depress any designation or 
range key lever, it may be done either before or 
after depressing the letter levers, but must be 
done before depressing the numeral or fraction 
levers. Upon the operation of a range designa 
tion key lever 4, such as High, a circuit is com 
pleted for relay 3 from the negative side of 
battery through contact 37, conductor 34, relay 
3 and positive side of battery. Relay 3 is 

energized and locks over armature 4 and 2' 
aS described above. Its operation however has 
no effect at this time. Upon the depression of 
the first letter lever , the five permutation bars 
9 and 0 will be selectively operated to the right 
or left depending upon the particular letter lever 
Operated in a manner well known in the art. AS 
a result, the individual connecting levers 22 will 
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be selectively rocked about pivot 23 and Selec 
tively move pin operating levers 26 to the right or 
left until their lug portions 29 are under or not 
under the perforating pins 3f. 
The depression of this letter lever also closes 

the contacts 85 and 84 completing an energizing 
circuit for the perforator Solenoid 45 from the 
negative side of battery to the contacts 85 and 
84 over conductor 83, contact 7), conductor 95 
through the solenoid 45 to the positive side of 
battery. As a result, the Solenoid 45 is energized 
and operates its plunger 44 upwardly rocking the 
perforating table 28 about shaft 42 and moving 
those pins 3 which are in operative engagement 
with the lugs 29 through the tape 37. As the 
table is moved upward, the extension portion 4 
moves the pawl 53 to engage the succeeding tooth 
on the feed ratchet wheel 58. 
When now the letter lever f is released and 

the contacts 84 and 85 disengage, the solenoid 
45 is deenergized and the operated perforating 
pins 3 are removed from the tape 37. As the 
table 28 moves downwardly about its pivot the 
feed pawl 53 operates the ratchet wheel 53 one 
step which in turn rotates the shaft 59. The 
feed wheel accordingly moves the tape 37 one 
Step and a fresh portion of the tape is presented 
for the next group of code combination char 
acters. 
At the same time, the gear 63 rotating the 

distance of one tooth of the ratchet wheel 58 
rotates the pinion 64 in a clockwise direction 
which in turn rotates the shaft G5, and the 
Sequence SWitch 66 is rotated So that the can 
portion 67 disengages the contact, 7) and en 
gages contact 7, contact 70 is opened and con 
tact 7 f is closed. This however, has no effect at 
this time inasmuch as no letter lever is closed. 
When, however, another letter lever is operated 
a Second energizing circuit will be completed for 
the perforator solenoid 45 similar to that de 
Scribed in the first case, except that in this in 
stance the circuit will be completed through 
closed contact f. It will be noted that this cir 
cuit for the solenoid 45 will not be energized 
unless the Second key lever to be cperated is of 
the class of key levers f. 
The operations will be similar to that de 

Scribed in the above cycle of operation, the per 
forations being in accordance with the particu 
lar key lever operated and the tape being fed to 
a Succeeding position immediately after a per 
forating operation as in the above cage. The 
Sequence SWitch 66 will thereupon be rotated to 
close contact 72. At this position a circuit for 
the Solenoid 45 can only be completed upon the 
operation of a letter lever . 
The sequence switch 6S following the release of 

the third letter key lever and the deenergiza 
tion of Solenoid 45 is rotated one step opening 
the contact pair 72 and closing contact pairs 73 
and 76. The circuit for Solenoid 45 then extends 
through the contact T6 over conductor 97 to the 
contact of which engages contact 2 under 
control of the numeral key levers 2. This cir 
cuit, it will be noted, is multipled over the suit 
ceeding two contacts 77 and 78 on the sequence 
Switch 66 and accordingly unless the next three 
levers to be operated are numeral levers, no code 
perforations can take place. 
ASSuming however that one of the key levers 2 

is closed, four of the permutation bars 9 which 
are in Operative relation therewith are operated 
to in turn move the levers 26 carrying lugs 29 
in Operative relation with the perforating pins 3. 
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Simultaneously the solenoid 45 is energized per 
forating the tape in accordance with the setting 
of the code bars. Upon the release of the op 
erated lever 2, the solenoid 45 is deemergized 
Stepping the tape as described above and stepping 
the sequence switch to the next succeeding posi 
tion. This cycle of operation is thereupon re 
peated while the cam portion 67 of the sequence 
Switch 66 Successively closes the contacts 77 
and 78. 
After the perforation of the three code com 

binations for each of the three numeral levers 2 
which are successively operated, the sequence 
SWitch 66 is in a position at which contact pair 
80 is closed and the circuit for the perforating 
Solenoid 45 is completed over the conductor 
extending to the contact 2 controlled by the 
fraction key levers 3 and accordingly unless one 
Of the fraction key levers 3 is operated at this 
time, no circuit can be completed for the solenoid 
45. As now apparent from the above, the per 
forating mechanism can not function unless the 
levers are operated in a predetermined sequence. 
During the period while the sequence switch 

cam portion 67 is moving over the last four con 
tacts mentioned, it will be noted that in addition 
to the contacts 76 to 78 and 80 which are op 
erated for closing circuits for the perforator sole 
noid 45, contacts 73 to 75 and 79 are also oper 
ated, one contact of each of these being con 
nected in multiple over conductor 20 to the 
magnet 4 and the opposite contacts being in 
dividually connected over conductors f2, 47, 
48 and 49 to the front contact of armatures 
27, 44, 45 and f46 of the relays 23, 3, 32 
and 33 respectively. 
Depending therefore upon which if any of these 

relays 23, 3 to 33 has been energized in ac 
cordance With the particular designation key 
which has been closed, as described above, a cir 
cuit will be completed for the magnet (4 with 
the Sequence SWitch closing one of the con 
tact pairs 3 to 75 and 79. In the above case, 
it has been assumed that the High designating 
key 4 was operated and accordingly that relay 
3 was energized. Relay 3 it will be noted ex 

tends negative battery Over the armature 44 
at its front contact to conductor 47 which ex 
tends to the contact pair 74. When the sequence 
SWitch reaches the contact pair 74, an energiz 
ing circuit is completed for the magnet 4 which 
upon energization rocks its armature 3 and 
through engagement With notch 5 moves the 
permutation bar 0 to the left and a perforation 
On the tape in accordance with this code bar 
Will accordingly be made. As will be described in 
connection. With the transmitter and receiver, 
this particular perforation Will vary the code 
combination of transverse row of holes contain 
ing a numeral code to indicate the index of 
quotations, it being recalled that normally only 
the four code bars 9 are operated by the numeral 
key levers and three by the fraction key leverS. 
Thus for example had the fifth perforation Oc 
curred during the perforation of the first nu 
meral code combination the designation would 
be for an Open quotation. In the present case 
the fifth perforation occurs simultaneously with 
the perforation of the second numeral and the 
index designation is High. 

It will also be noted that upon the operation 
of a fraction key lever 3, the code bars are op 
erated as in the case of the numeral leverS 2 and 
in addition, a sixth bar 9" is operated to the left 
to make a sixth perforation for the purpose to 
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be described hereinafter. This completes a cycle 
of Operation and the sequence switch cam 67 
moves from contact 80 to contact 79. In making 
this last step, contact 8? is momentarily closed 
to energize relay 28 cover conductor 29. Relay 
28 energizes and opens the locking circuit of any 
One relay 23 to 33 which has been energized 
and locked in the previous cycle and the ap 
paratus is now in condition to repeat the above 
cycle of operations. 

In the event that this order is not maintained 
the perforating solenoid 45 which controls the 
Cperations which produce the perforations in tape 
37 is not energized and accordingly no further 
Operations can occur, the apparatus merely re 
maining in a non-operated condition until the 
proper key levers are depressed. 

In the above, a perforator arrangement has 
been described which requires that key lever op 
eration be executed in a predetermined sequence, 
the levers controlling the perforations being ar 
ranged in groups. It will be clear that the same 
principle may be applied to the operation by 
these perforating controller levers of contactors 
directly connected to a signalling line so that 
code combinations of signals are transmitted over 
a line in predetermined sequence just as in the 
present case perforations on a tape are made in 
predetermined sequence. 
Although the designation or range key levers 

are shown to energize the individual relays 23, 
3 to 33, it will be evident that they can also 

be arranged to energize various combinations of 
these in the event that a greater number of code 
combinations is desired to be transmitted. 
Although a sequence switch 66 with a can 67 

is here shown and described, it will be clear that 
this is merely by Way of illustration and that 
any other form of switch which successively closes 
contacts such as the standard telephone switch 
may if desired be substituted therefor. 
The tape 37 perforated in the above manner 

Comprises groups of perforations, the first three 
Successive cross perforations representing letter 
codes, the next three representing numbers and 
the last one representing fractions. There will 
also be included in the group of perforations cor 
responding to figures and fractions, the designa 
tion code combination which is represented by 
the presence of a fifth perforation in addition to 
the regular figures combination. 

ASSociated with the fraction perforations there 
is perforated in every case, a sixth hole which is 
not perforated in any other position. This per 
foration does not control the transmission of a 
code combination signal as do the other perfora 
tions, but it may control the polarity of the start 
and stop signal pulse and so may establish and 
maintain the correct phase relation between the 
transmitting and the receiving apparatus. 
By comparing the code bar 9" with the general 

class of code bars 9, it will be noted that whereas 
the general class of code bars is provided with an 
apparent irregular distribution of inclined cam 
projections to cooperate with the key levers , 2, 
and 3, the code bar 9" has instead two groups of 
projections With the projections of each group 
Similarly inclined and differing from those of the 
other group. The projections lying beneath the 
fractions key levers 3 are inclined so that the de 
pression of one of these key leverS moves the 
code bar 9" to the left, Fig. 1, while the projec 
tions occurring beneath the key lever classes 
and 2 are inclined. So that upon the depression 
of any of these key levers, code bar 9" is moved 



6 
to the right. Accordingly, upon the actuation of 
a fraction key lever 3, code bar 9" being moved to 
the right, there results a shifting in its corre 
sponding interponent 29, causing the So-called 
sixth hole or phasing perforation to be made in 
the tape, but thereafter when a key lever is de 
pressed in accordance with a subsequent quota 
tion message, code bar 9 is removed to its nor 
mal position whereat the interponent 29 thereof 
is ineffective, preventing the operation of the 
sixth hole punch 3. 

Tape transmitter 
The perforated tape 37 is fed to the automatic 

transmitter, Fig. 3, by means of the feed wheel 
15, the teeth of which engage the central row of 
perforations on the tape. Feed wheel 5 is ro 
tated in a step by step manner to be described in 
detail hereinafter. In operative relation with the 
perforations positioned across the tape 3 are in 
dividual feeler levers 62 to 67 all pivotally 
mounted on a rod 54 about which they tend to 
rock in a counter-clockwise direction by action of 
individual springs 68. Although these levers are 
shown diagrammatically as positioned beneath 
each other, it will be understood that this is 
merely for purpose of clarity and that in practice 
the levers are in a horizontal roW On a Connor) 
pivot 54 and in operative relation with the tape. 
Each of the feeler levers is provided with a feeler 
pin 7 which when the associated lever is moved 
in a counter-clockwise direction about its pivot 
54 enters a perforation when there be one in 

the tape 37. Each of the levers 62 to 67 is also 
provided with a contact extension member 72 
which is arranged to move between lower and 
upper contacts in accordance with the movement 
of the feeler leverS. 

Extending across the top of the levers 62 to 
6T is a rod 3 carried on a can Operated lever 
member 74 which is pivoted at 75 and is in Op 
erative engagement at 76 with a rotating can 
member 77 and held in operative relation there 
with by a spring 78 one end of which is secured 
to the end of the lever T4 and the other end to 
the frame work. As the cam member 7 rotates 
on its shaft 79 the lever T4 is rocked about its 
pivot 75 as it follows the cam member 77 by ac 
tion of its spring 78. The rod 73 is accordingly 
rocked in a to and fro motion periodically hold 
ing the feeler levers 62 to 67 out of engagement 
with the perforated tape and thereafter permit 
ting the feelers to move upwardly under action 
of their individual springs. Those feeler pins 

which are beneath a perforation in the tape 
Will then continue to move into the perforation 
until the associated contact 2 engages its 
upper contact. 
Operated by the rod T3 is a lever 8 which is 

pivoted at 82 and at 83 has pivoted thereto a 
feed pawl 84 which by action of spring 85 is in 
operative engagement with the teeth of a ratchet 
Wheel 86 on the same shaft with the feed wheel 
5. As the rod 73 moves upwardly the lever 8 

is rocked about its pivot 82 raising the feed pawl 
84 to engage the next tooth on the ratchet wheel 
f85. During the downward movement of the rod 
T3 the ratchet wheel f86 and accordingly the 

feed wheel 5 is moved one step to present a 
succeeding row of perforations to the feeders 62 
to 67. It will be noted that this movement of 
the tape occurs after the feelers are Out of en 
gagement with the tape, the rotation of the feed 
ratchet 86 occurring during the downward 
movement of rod T3. 
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The lower terminals with which each of the 

contactors 72 engage are connected in multiple 
and over the conductor 9 to the negative side 
of a source of energy 92 through a resistance 
93. Similarly the upper contacts with which 

contactors 72 engage are connected in multiple 
and over conductor 94 through resistance 95 
to the positive side of a source of energy 96. 
These sources of energy are shown grounded in 
the usual manner. Although in the present case 
two such sources are shown, it will be under 
stood that in practice, a single source with a mid 
terminal connection may be employed instead. 
The five feeler levers 63 to 6 are connected 

over the conductors 20 to 205 to the last five 
segments respectively of the segmented distribu 
tor 206. Segmented distributor 206 comprises in 
addition to the last five segments the stop seg 
ment 27 which is connected over conductor 208 
to the armature 209 of a polar relay 20 and a 
start segment 2 which is connected over con 
ductor 22 to the armature 23 of a polar relay 
24. The pair of relays 2 4 and 2fO connected 
Over the conductor 25 to the sixth feeler lever 
62 are responsive to the sixth perforation for 

transmitting start and stop impulses in a man 
ner to be described. 
Connected in series with relays 20 and 24 is 

a polar relay 26, the opposite terminal of which 
extends over the conductor 27 to a segment 28 
of a distributor ring 2 f 9 bridged by brushes 220 
and 22 with a solid distributor ring 222 which is 
grounded at 223. Relays 26, 20 and 24 ac 
cordingly are operated during a code period when 
the sixth perforator lever 62 is received within 
the sixth perforation in the tape 37 for control 
ling the transmission of a stop impulse in a 
manner to be described. 
The relay 2 f6 is provided with an armature 225 

Which engages a contact connected to conductor 
226, extending to the distributor controlling mag 
net 228 mounted on a frame 229 to which is piv 
oted an armature 230 at pin 23. 
In Operative relation with the armature 230 is 

a distributor arm 23' which carries the brushes 
220 and 22, as well as brushes 232 and 233, brush 
232 wiping over the distributor 206 and brush 233 
Wiping over a Solid ring 234 which is connected to 
the signalling line 235 extending to a remote re 
ceiving station. The brushes 232 and 233 are 
connected to each other by a connecting wire 236. 
As shown, the magnet 228 is provided with a 

Control circuit Which extends over wire 226 to the 
armature 225 of the relay 26 and thereafter to 
negative current supply controlled by the tape 
follower contactor 24, carried on the arm 242 
Which extends over a slack loop in the perforated 
tape 37 and has a latch device 243. The arm 242 
is shown in its upper position where it may be 
permanently held by latch 243, so that the nega 
tive Supply contact will remain open and the 
start magnet 228 remains deenergized. When it, 
is desired to start transmission the latch 243 is 
released manually thus allowing the contact to 
close. If it is desired to have the arm continu 
ally controlled by the slack in the tape, the latch 
243 could be thrown permanently out of engage 
ment, or this may also be accomplished by making 
the contactors 24 engage its contact point at a 
Suitable distance in advance of the latching posi 
tion of detent 243 so that when the tape is operat 
ing automatically, it never lifts the rod 242 high 
enough to engage the latch, but by pushing the 
arm up further manually the latch 243 will lock 
the contact open. 
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When the tape is looped and away from arm 

242 as shown and latch 243 has been released, 
contactor 24 engages and connects negative side 
of battery to the magnet 228. When, however, 
the tape becomes taut, the arm 242 is shifted in a 
counterclockwise direction causing contactor 24 
to disengage. The tape loop may shorten after 
contact 24 has opened due to the fact that the 
circuit of Starting magnet 228 may be closed at 
contact 225 and the tape may make six more steps 
but the relation of the parts is such that this 
additional motion will not cause arm 242 to be 
locked up by latch 243. If, however, it is de 
sired to stop the transmitter arbitrarily, the arm 
242 may be lifted higher to engage latch 243 as 
otherwise the contact 24 and the operation of 
the transmitter will be automatically controlled 
by the loop in the tape. 
The distributor arm 23 '' is carried on a fric 

tion clutch mechanism 25 Spring pressed by 
means of Spring 252 on the motor shaft 253 of the 
motor 254. Interposed between the motor 254 
and the clutch mechanism 25 is a speed regulat 
ing mechanism 255 of any well known construc 
tion. The motor 254 and clutch 25 also drive 
calm 7 on shaft f9 and in this manner main 
tain a predetermined relation between the cam 
rotation and the distributor. 
The Operation of the apparatus will now be de 

scribed. Normally the motor 254 and shaft 253 
are rotating but the arm 23 connected through 
the friction clutch 25 is held from rotation as 
shown, by engagement With the armature 230 of 
the deenergized magnet 228. This deenergized 
condition of magnet 228 prevails when the relay 
26 has operated in response to a sixth perfo 
ration in the tape as Will be described herein 
after Subsequent to the tape becoming taut and 
contact 24 disengaged, or the latching of lever 
24 by pawl 243, as shown in the figures. During 
the period in which the arm 23 is stopped, a 
negative stop-signal current flows to the line Wire 
235 over the circuit from negative source 92, 
resistance 93, wire 9A, left point of relay 20, 
armature 299, conductor 208, segment 207, brush 
232, conductor 236, brush 233, ring 234 to line 
Wire 235. 
Assuming noW, that the tape is not taut and 

that the pawl 243 has been released, the con 
tactor 24 is in engagement With its contact 
and negative battery is Supplied over the Con 
ductor 226 to the magnet 228, thence to positive 
side of battery. Magnet 228 becomes energized 
and operates its armature 230 to move out of the 
path of the arm 23 '' which thereupon starts ro 
tating carrying its brushes 220, 22, 232 and 233, 
and imparting motion to cam T. 

First, the cam All moves from the position 
shown and the lever 74 rotates about its pivot 

5 in a counterclockwise direction permitting 
the feeler pins 7 to enter the perforations of 
the tape 37. The movement of levers 62 to 67 
and accordingly the engagement of Contactors 
T2 with either their upper or lower contacts de 
pends upon the presence or absence of perfora 
tions in the particular positions with which the 
feeler pins 7 are in operative alignment. Posi 
tive or negative energy Will be impressed upon 
the conductors 20 to 205 from the Sources of 
energy 92 and 96 over the lower or upper con 
tacts in engagement with the contactors 72. 
With no sixth perforation in position, the feeler 

pin 7 of the sixth feeler lever 62 will be held 
from moving into the tape and the contactor 12 
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Current from the negative side of source 92 
accordingly is extended over the lower contact 
and contactor 72 of the feeler lever 62 and 
Over the conductor 25 through the polar relays 
24, 20 and 26 in series etc. This however 
has no effect at this time as the circuit is open 
at Segment 2 f3. The armatures 23, 209 and 225 
are in engagement now with their left hand con 
tacts due to a previous operation as will be de 
Scribed. At this time negative stop-signal cur 
rent from the Source 92 flows to the line con 
ductor 235, as described. 
When the brush 232 reaches the second seg 

ment 2 on the distributor 28, current from 
the positive Source 96 flows over the left hand 
contact and armature 23 of the relay 24 over 
conductor 2t2, the second segment 2 of the 
distributor 206 and then over the circuit as de 
Scribed above over conductor 235. Positive cur 
rent is at this time the start condition to which, 
as Will be described hereinafter, the receiving 
apparatus at the remote end of the conductor 235 
is responsive for starting the distributor thereat 
into operation for the first code of a seven-code 
cycle. 
As the brush 232 now rotates over the third 

to Seventh Segments, current flows from either 
the positive or negative side of battery depending 
Cin the position of levers 63 to f67 and over the 
conductors 2) to 205 Successively to conductor 
235 as described above. A code combination of 
impulses is accordingly transmitted depending 
upon the perforations in the tape. At the end of 
the cycle of operation for the first code com 
bination, the can 7 will have rotated to the 
position shown at which point the shaft 73 
moves the feeler levers 62 to 67 out of the 
tape pei'forations and simultaneously rotates the 
feed Wheel 5 i to move the tape to present a new 
row of perforations to the feelers. 

It will be noted that during the above described 
cycle, the brush 220 moved over the segment 218 
and completed a circuit for the polar relays 224, 
20 and 26. In the case described with the feeler 
lever 62 held in its lower position because of 
no sixth perforation, negative current from the 
energy source 92 flowed over the lower contact 
and contactor 12, conductor 2 f5 and through 
these relays 24, 20 and 26 as a result of which 
the armatures thereof are reversed from the posi 
tions ShoWn. 
In the event however that the last or fraction 

code combination of a group is being transmitted, 
the sixth or phasing perforation in the tape Will 
permit the feeler lever 62 to move upwardly and 
contactor 72 will move to its upper contact, at 
which point a circuit from the positive side of the 
energy source will be completed through the re 
lays 24, 20 and 216. Accordingly during the 
period in which the last of the group of code 
combinations is being transmitted as described 
above, relays 2fO and 24 will move to engage 
their left hand contact and relay 2i 6 will open. 
When the brush 232 engages the first Segment 
for the next cycle, an impulse from negative side 
of source 92 will flow over the left hand contact 
of armature 209 to conductor 235 and When the 
brush 232 engages the Second contact, a positive 
impulse will flow from the source 96 over the 
left hand contact of armature 2 f3 and conductor 
22 to line 235. 

It will be noted from the above description 
that the stop and start impulses corresponding 
to the initial letter of a group of code combina 

will remain in engagement with its lower contact. 75 tions of singles are minus and plus, respectively, 
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and that the stop and start impulses correspond 
ing to all the other signals in a group are plus 
and minus respectively. If, during the transmis 
Sion of the code combinations in a group the tape 
37 becomes taut and opens the contactor 24, 
nothing Will happen immediately as the magnet 
228 will continue to receive its energizing current 
by way of armature 225. However, for the trans 
mission of the last code combination in the group, 
the feeler pin 7 of the sixth feeler lever 62 
Will move into the sixth perforation as described 
above and during this code combination period 
the polar relay 26 operates its armature 225 to 
disengage its contact as already described and 
the circuit for magnet 228 will be opened. 

It Will now be clear that if the transmitter 
is in Operation and the tape, because of Sufficient 
slack therein, is clear of arm 242, contact 24 will 
remain closed and the magnet 228 will be ener 
gized permitting continued rotation of the trans 
mitting arm. If however, the slack of the tape is 
taken up, the arm 242 is rocked and the contact 
24 opens. However, the circuit for the magnet 
228 will continue to remain closed over the con 
tact of the relay 26 and will so remain until such 
relay is operated during the transmission of the 
last code combination as described above. It 
will be clear from the above that the extra or 
sixth perforation on the tape locally controls the 
distributor So that it will Stop automatically at 
the end of a group of Signals representing a com 
plete quotation or meSSage. 
The operation of the polar relays 20 and 24 

from the right hand position in the manner de 
scribed above in turn reverses the polarity of the 
current flowing over the conductor 235 over the 
stop and Start Segments of the distributor. As 
will be recalled, preceding the transmission of 
the first code combination of the group, the Stop 
impulse is of a negative polarity and the start 
impulse of positive polarity. Thereafter during 
the transmission of the remaining code combina 
tions, the relays 20 and 24 being so energized 
as to hold their armatures 209 and 23 respec 
tively in engagement with their right hand con 
tacts, the polarity of current flowing over the 
conductor 235, over the stop Segment is positive 
and over the start segment is negative. As will 
appear more fully hereinafter, the receiver is ar 
ranged to start into Operation in response to a 
positive start impulse for the first code combina 
tion and a negative impulse for the code com 
binations thereafter. 

Receiling Station. 
The conductor 235 extends from the transmit 

ting station through a polar relay 270 at a remote 
receiving Station, Fig. 4. The armature 27 of 
the receiving relay 20 operates between two 
contacts which are connected through resistances 
273 and 274 to the negative and positive side of 
battery respectively. The armature 27 is con 
nected over a conductor 276 to a ring 277 of a 
distributor 28. The distributor 28 comprises 
in addition to the ring 277 a segmented ring 279 
having a set of receiving elements or segments, 
the first segment of which is a stop segment on 
which the brush 28 normally rests. Rings 277 
and 279 are bridged by the brushes 28 and 282 
on the arm 283 which is normally driven through 
friction disk plate 284 by the motor shaft 285 of 
the motor 286. A speed governor 287 connected 
On the motor shaft controls the speed of rotation 
of the motor within predetermined limits. A 
Spring 288 carried on shaft 285 and engaging the 
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shoulder 289 presses the disk 284 against the 
arm 283 for rotating the same. 
Carried with the arm 283 in a pinion 29 which 

meshes with the gear 292 on the shaft 293. In 
tegral with the gear 292 is a second gear or pin 
ion 294 which meshes with gear 295 on the shaft 
296 and which controls a distributor mechanism 
comprising a group of cam disk members 297 to 
303 each having a cam portion 304. 

In operative relation with each of these cam 
disks 297 to 303 is a pair of can followers 365 
and 306 carried on lever members 307 and 38. 
As shown, the lever 307 controlled by the cam 

follower 395 of the first disk 297 controls three 
contactors 30, 3 and 32. The first contactor 
30 controls the polarity of current on the line 
35 which extends to the start magnet 3? 6 of 
the distributor 28. The opposite side of this 
start magnet extends over the conductor 37 
to the start segment on the distributor ring 279. 
Energization of start magnet 3 f6 is controlled 
jointly by the Start impulse over the line 235 and 
the operation of the lever 37 as will be described 
hereinafter. 

Contactors 3 and 32 in turn control circuits 
from conductors 32 and 322 respectively to the 
magnets 323 and 324, the circuits extending over 
the conductors 32 and 322 respectively and 
through the first and second segments on the 
distributor ring 279. As will appear hereinafter, 
impulses received over the line passing through 
the distributor operate jointly with the sequence 
Switch cam disk member 297 to control the ener 
gization of magnets 323 and 324. Magnets 323 
to 32 are storage elements and may control de 
Vices for Selecting items to be quoted as Shown 
in application Serial No. 378,463, filed July 15, 
1929, or any other well known form of selector 
such as a telegraph printer. 
The follower 306 on disk 297 controls three 

Spring contacting members 328 to 330 each of 
which controls individual circuits of magnets 325 
to 32 connected respectively over the conductors 
332 to 334 to the third, fourth and fifth segments 
on the distributor ring 279 and these are succes 
Sively energized as the impulses are received. 

It Will be noted that the sequence cam disks 
297 to 299 each control five contacts to five indi 
vidual magnets similar to magnets 323 to 327. 
The disks 297 to 299 as will appear hereinafter 
are responsive to the first three received code 
combinations which as already stated are for 
letters of the alphabet for designating the stock 
which is to be quoted. 
The Sequence Switch cam disks 30G to 302 each 

control four magnets 343 to 345 of register or 
indicating devices, such, for example as shown 
in application Serial No. 378,463, filed July 15, 
1929. Magnets 343 to 345 are operated by the 
next three succeeding code combinations which 
comprise the numeral code combinations as de 
Scribed above to indicate the quotation. The 
last cam 303 controls the magnets 346 of the 
register or indicating device for indicating the 
fraction Value of the quotation. 
In addition to the operation of these magnets, 

these cam disks also control over contacts 347 to 
350 respectively, the four magnets 35 to 354 
Which are the designation magnets and which 
as described above receive impulses simultane 
Ously with the transmission of one of the nu 
meral or fraction code combinations. 
These cams are arranged so that each one is 

One Seventh of a circumference behind the one 
ahead of it and each cam is arranged to operate 
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two groups of contacts, one after the other. In 
the position shown, the first and the last cams 
close individual circuits and the apparatus thereof 
is ready to receive the signals. 

Having described the details of the apparatug, 
the operation thereof will now be described. It 
Will be recalled that the first transmitter con 
tact 207 in Fig. 3 at the beginning of a cycle 
of operation is connected to negative side of en 
ergy source 92 over conductor 268, armature 
209 and conductor 9. Accordingly current of 
negative polarity flows over the line 235 and 
through the polar receiving relay 270 in Fig. 4 
to ground return and as a result the armature 
27 is held in engagement with its lower contact 
connected to the negative side of battery. At 
this time (the beginning of the cycle) cam 29 
is in the position shown and is holding contactor 
30 in engagement with its lower contact. Con 
trol magnet 36 is therefore connected to the 
negative side of battery over conductor 35 and 
to the same side of battery over conductor 37, 
segment S, ring 277, conductor 276 and armature 
27. The armature of magnet 3S is accord 
ingly in its deenergized position holding the dis 
tributor airn 283 from rotation. 
Whcn the transmitting distributor brush. 232, 

Fig. 3, moves to the second or start segment, 
current of positive polarity from source 96 flows 
over line 235 from the source f36, conductor 94, 
armature 23, conductor 2 f2, the second seg 
ment 2 , brushes 232 and 233 and conductor 
235 to relay 270. The armature 27 of relay 250 
is thrown to engage its upper contact and cur 
rent from the positive side of battery flows 
through the armature 27 over conductor 26, 
ring 277, brushes 282 and 28, segment S, mag 
net 3 S, conductor 35 and contactor 3 to the 
negative side of battery. The magnet 36 is 
energized and moves its armature out of the path 
of the arm 283 which is thereupon released for 
rotation. 
Gear 295 and shaft 296 driven by gear 29 

are also started into rotation, the relative Speeds 
being such that as the distributor brush 28 is 
rotating over the first two code combination Seg 
ments, the cam 297 is holding contactors 3 and 
32 in engagement with their respective contacts 
preparing circuits for the magnets 323 and 324. 
It will also be understood that the receiving 
distributor 28 rotates at a speed in Synchronism 
with the transmitter distributor of Fig. 3 so that 
as the Successive impulses are sent by the brush 
232, the distributor brush 28 wipes over the 
corresponding contacts. When the brush 28 
therefore wipes over the first code combination 
segment and the first code combination impulse 
is received, a circuit is completed from the arma 
ture 2 over conductor 276, brushes 282 and 
28?, the first code combination segment of the 
distributor 2:8 over conductor 32 and contact 
3 to the first magnet 323 connected to the nega 
tive side of battery. If the first received code 
combination impulse is a marking impulse or of 
positive polarity, the armature 27 will be in en 
gagement with its upper contact and the magnet 
323 will be energized. In the event, however, 
that the first received impulse is a Spacing in 
pulse or of negative polarity, the armature 27 
will be in engagement with its lower negative 
contact and magnet 323 will not be energized. 
Similarly when the distributor brush 28 is in 
engagement with the second code combination 
segment, a circuit will be completed for the mag 
net 324 depending upon the particular character 
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of the second code combination impulse received. 
While the distributor brush 28 is moving over 

the segments S, and 2, the cam 303 moves out 
from under the follower 306, the cam 297 moves 
a sufficient distance to close contacts 328 to 330 
asSociated. With receiving magnets 325 to 327 
respectively yet retaining closed the contacts 30 
to 3f2, the magnets 325 to 327 will be each ener 
gized or not depending upon the character of the 
Code combination impulses received by the receiv 
ing relay 270 while the distributor brush 28 
noves over the third to fifth segments. 
At the end of the first revolution of distributor 

brush 28, the cam 297 will have completed one 
seventh of its revolution and the contacts 3 0 and 
3 will be open. At the same time the cam 298 
has rotated to a position at which it closes its 
two left hand contacts for the first two magnets 
323 and 324. It will be noted, during this code 
combination period, cam 297 having rotated be 
yond the follower 335, the contactor 30 engages 
its upper contact and connects the positive side 
of battery to the start magnet 3.6. Accordingly 
for the second code combination, the start im 
pulse must be of negative polarity inasmuch as 
only when the armature 27 is in engagement 
With its lower contact will the magnet 36 be 
energized for releasing the distributor a second 
time. The last Code combination of a cycle per 
forated on the tape is, it will be recalled, also 
perforated at the sixth pulse so that during the 
transmission of the last code combination, relays 
20 and 2 4 are moved to the position shown. 
Accordingly the start impulse for the first code 
combination is of positive polarity. During the 
transmission of this code combination however, 
the lever 62 remains in its lower position due to 
the fact that there is no sixth pulse perforation 
With the first code combination. Accordingly 
during the transmission of the first code com 
bination while brush 220 wipes over segment 
2 f8, relays 26, 20 and 24 are energized by cur 
rent from the negative battery 92 and move 
their armatures to the opposite position from 
that shown. The start impulse therefore is of 
negative polarity for the second to seventh code 
Combinations in the cycle. 
By providing a start impulse for the first code 

combination different from those for the re 
mainder, the normal synchronous start stop prin 
ciple is applied not only to each code combina 
tion so that the transmitter and receiver dis 
tributors keep in synchronism for each code com 
bination but also to each cycle of code com 
binations so that the receiver distributor will be 
in proper position to receive the corresponding 
code combinations from the transmitter dis 
tributor. 

If, for example, the tape 37 becomes taut and 
opens a branch of the circuit of magnet 228 at 
contact 24, this circuit still remains closed at 
the contact of armature 225 until the last code 
combination of the cycle is sent when the sixth 
pulse perforation operates relay 26, to move its 
armature 225 to the position shown. Magnet 228 
is then deenergized and stops the transmitter. 
The transmitter cannot be again started until 
the tape disengages arm 242 and contact 24 
engages the negative battery terminal. 
By reversing the start and stop impulses for 

each cycle of code combination a further Syn 
chronizing check is provided against the appara 
tus falling one code combination behind the 
other. 
The first three code combinations received will 
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in this manner operate the first three groups of 
magnets 323 to 327, the code combinations con 
prising, as already described, combinations of five 
impulses. The next four code combinations of 
impulses operate selectively the next group of 
magnets 333 to 333. In each of these cycles, 
however, the fifth contactors 347 to 350 are con 
nected to the magnets 35 to 354. Only four im 
pulses are received during these code combina 
tion periods, but during one of these an extra 
ifth impulse is transmitted in the manner de 
scribed above. If this impulse is transmitted 
during the transmission of the first of these code 
combinations, magnet 35 is energized, if during 
the second magnet 352 is energized, etc. These 
inagnets 35, 352, etc. control the designation of 
the quotations and they also control the operation 
of aSSociated indicators. 
With the arrangement, as shown, an overlap is 

provided between the closing of the contacts by 
successive cams. Thus, for example, when the 
can 297 and follower 35 are holding closed the 
contacts 3 and 32 to prepare circuits for the 
magnets 323 and 324, the cam 393 and follower 
36 are opening the contacts which prepared cir 
cuits for the last two printer magnets of printer 
346 and the can 29 and the follower 306 are cloS 
ing the contacts to prepare circuits for the 
magnets 325 to 327. This overlap is shown in 
Fig. 5 by the shaded portion 359, which identify 
the magnets being operated by the brush 28. 
By this arrangement, the printer magnets are 
conditionad for operation a Sufficiently long pe 
riccd in advance of and after actual operation to 
insure proper operation thereof. At the same 
title, operation of the incorrect magnets by the 
received code combination is prevented. Sun 
marizing the description of the system shown in 
Figs. 3 and 4, a tape is perforated in accordance 
with code combinations of impulses, the code 
combination perforations being arranged in 
groups. Each complete group of perforations 
comprises a complete meSSage and in the illustra 
tion in connection with the transmission of Stock 
quotations, a group of Code combinations Com 
prise three letter code combinations to select the 
items to be quoted followed by three numeral and 
fraction code combination for the quotation. 
These code combinations are transmitted over 

a standard start-stop distributor having provi 
Sion for five impulses in each code combination. 
The letter code combinations each comprise five 
impulses, but the numerals and fraction code 
combinations, having a Smaller number of selec 
tions to make, ccmprise only four impulses each. 
Advantage is taken of the extra impulses avail 
able during the transmission of the numeral and 
fraction code combinations to transmit a desig 
nation impulse which will indicate whether the 
quotation being transmitted is “Open', “High', 
"I.OW', or "Last'. Accordingly, although only 
Seven code combination chanels are provided in 
each group, eight code combinations are trans 
mitted. 
The receiver is provided with seven groups of 

magnets and designation means and each is con 
ditioned for operation only during the period 
When the code combination therefor is being re 
ceived. Thus, the first group of magnets which 
invariably presents the first letter of the item to 
be quoted, is operated by the first received code 
combination of the group, the next group of mag 
nets for the next letter of the item is operated by 
the Second code combinations, etc. The operated 

t 

20 

30 

35 

40 

45. 

50 

55 

60 

65 

70 

75 

22,175 
magnets will set up their designations or indi 
cators in any well known manner. 
Two independent Synchronizing provisions are 

made. For each code combination transmitted, 
i. e., for each rotation of the transmitter and re 
ceiver distributors, a start and stop impulse is 
transmitted for maintaining the distributors in 
synchronism. For each complete group of code 
combinations, a start and Stop impulse differing 
from the first mentioned start and stop impuise, 
is transmitted So that the transmitter and re 
ceiver start off in the same group of code combi 
nations simultaneously. 

Keyboard perforator-Modification 
In Fig. 2, an alternative arrangement of key 

board perforator to that shown in Fig. 1 is dis 
closed. In this arrangement the sequence SWitch 
for controlling the order in which the key levers 
are operated for perforating the tape operates in 
dividual locks which are provided for each group 
of keys which prevent the operation of these keys 
except in a predetermined group sequence. As in 
the previous modification, a set of designation 
keys 360 to 363 for “Open”, “High', 'Low' and 
"Last' respectively are pivoted on the frame Work 
(not shown) and each is provided with an up 
Wardly and horizontally extending lug portion 364 
co-operating with a latching pivoted arm 365 held 
in engagement With the lug 364 by action of a 
Spring 36 all carried on the frame work in any 
Well known manner. The pivoted latch member 
365 constitutes the armature of an electromag 
net 367. It will be understood that although for 
purposes of convenient illustration, the designa 
tion keys are shown positioned one above the 
Other, in practice they are arranged adjacent 
each other in a horizontal line and that the 
magnet 367 is common to them all and controls 
universal latching armature 365 adapted to lock 
all of the designation keys. When the magnet 
367 is energized, the designation keys are re 
leased and any one of these may thereupon be 
Operated. When the magnet 367 is deenergized 
these designation keys 360 to 363 are all locked 
against operation. 
Each of the designation keys controls an in 

Sulated contact carrying member 37 individual 
thereto and operating individual contactors 372 
and 33. It Will be noted that the contactors 
32 of these designation keys are multipled to 
each other over the conductors 374 and extend 
to the negative side of battery. The contactors 
33 are similarly multipled to each other over 
the conductor 375 for a purpose to be described 
hereinafter. The contactors 372 of each of these 
designation keys control individual circuits over 
conductors 376 to 379 respectively to the storing 
designation relays 38 to 384. 
The designation storing relays 38 to 384 are 

each provided with a locking armature 385 so 
that when any one of these relays is energized, 
a locking circuit is completed therefor over arma 
ture 385 and the conductor 386 and armature 
387 of the unlocking relay 388 to the negative 
side of battery. The unlocking relay 388 is con 
trolled by the last contact 476 on the Sequence 
Switch as will be disclosed hereinafter for open 
ing the locking circuit for any one of the storing 
relays which was operated during the setting lip 
of the previous stock designation and quotation. 
Relays 38 to 384 are also provided with indi 
vidual armatures 39 ? to 394 which extend from 
the negative side of battery over the conductors 
395 to 398 to contacts 49, 492, 4C3 and 404 re 
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spectively of the sequence switch 465. The op 
posite terminals of these contactors are con 
nected in multiple over the conductor 45 to the 
designation magnet 43 which controls the fifth 
code combination bar in a manner similar to 
that described in connection with the magnet 
4 in Fig. 1. It will be understood that in the 

present figure although no perforated tape is 
shown, the magnet 36 corresponds to magnet 
45 shown in Fig. 1, and has associated with it 
a perforating mechanism and sequence switch 
gears as shown in Fig. 1. As will now be clear, 
depending upon which of the designation keys 
360 to 363 is operated, a relay 38 to 334 is en 
ergized and locked to later operate the designa 
tion magnet 47 When the sequence switch has 
reached the correct position. 
The sequence switch 4:5 is similar in con 

struction to Sequence switch 63 shown in Fig. 1 
and comprises in addition to the contactCrs 49. 
to 464 described above, the first three or letter 
contactors 4, 42, and 4 i3 which are connected 
in multiple over the conductor 44 to the con 
ductor 375 which as described above is connected 
in multiple to the contactors 33 of tile desig 
nation keys 369 to. 333. When any one of these 
designation keys is operated, the Sequence SWitch 
at that time holding closed the contactors 4 
and 45, negative battery extends over the con 
tact 4, the conductors 44 and 35 as described 
above through the contactor 33 of the particu 
lar designation key which is closed, and over a 
conductor 4 f5 to a relay 46. 
The relay 4 f6 is provided with three armatures 

47, 49 and 49. The armature 48 provides 
a locking circuit for the relay 46, the armature 
47 opens the circuit cf the locking magnet 367 
so that this magnet is deenergized. The arma 
ture 49 extends the negative battery obtained 
over the conductor 44 as described above to the 
locking magnet 42 of a set of letter keys 422. 
The letter keys A2 are all Sirhilar in construc 

tion to the designation keys 36 to 363, and are 
provided with a common locking lever 423 con 
trolled by the common locking magnet 42 and 
by a spring 424 and adapted to engage a lug 
425 on universal har 425' which extends under all 
of the letter keys and is adapted to be operated 
by lug 427 on each of the letter keys 422. 
Although one such key lever is shown it will 

be understocd that a similar key lever is pro 
vided for each letter of the alphabet and each 
has a downwardly extending lug 427, adapted to 
engage universal bar 425'. It Will also be under 
stood that the letter keys 422 are arranged to 
operate a series of code bars 9 and 0 as in 
Fig. 1, and that there is also provided a perfo 
rating mechanism controlled by these bars and 
a tape feed mecharis!n centrollied by these bars 
and gears for operating the sequence switch. 

Universal bar 425 has an insulated lug 426 
adapted to close a pair of contacts 43 when any 
of the letter keys 22 is depressed. The closure 
of contacts 43 extends negative battery over 
the conductor 435 to the perforating Solenoid 
438 which is similiar to the Solenoid 45 described 
in Fig. 1. 

It will be noted that the conductor 435 is 
multipled to contacts 43 and 438 of key levers 
439 and 44 rescectively. The key lever 439 is 
One of the numeral key levers and as can be 
seen is of similar construction to the letter key 
422 and has associated therewith a lug 444, mag 
net 44 and armature 442 controlled by Spring 
433 and adapted to engage lug 444. The key 
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lever 439 through lug 445 controls the contactor 
437. In addition to the key lever 439, nine other 
such key levers for designating all of the nu 
nerals are provided, each provided with a lug 
445 to operate contactor 437 through universal 
bar 444'. All of the parts operate as described 
in Connection with the letter keys. It will also 
be understood that the key levers 439 control code 
bars as in Fig. l. 

Similarly the fraction key levers 440 are pro 
vided with magnet 45, armature 452 and lug 
433 which controls the contacts 438. These con 
tactors, as above, are connected in multiple and 
control the Solenoid 436. 
When any One of the key levers 440 is depressed 

a combination of the four code bars is operated 
as described in connection with Fig. 1. When 
the Solenoid 436 is energized, the tape is perfo 
rated in accordance With the setting of the code 
bars. 

Locking magnet 44 is connected over conduc 
tor 4 if and in multiple with the contacts 462, 463 
and 463. These are the fourth, fifth and sixth 
contacts closed by the cam mechanism of the se 
quence SWitch 495 and permit three successive 
Operations of numeral key levers 439. 
The magnet 45 of the fraction key bar 440 

has a circuit, which extends over the conductor 
4 to the contact 42 closed before the seventh 
Step in the movement of the sequence switch 405. 
During the last step the sequence switch closes 
contact 63 and extends negative battery over 
the conductor 44 to the relay 470 and later also 
closes a contact 46 which closes a circuit for the 
unlocking relay 388 as will appear from the de 
tailed description of the operation of this appa 
ratus. 
The perforating apparatus is normally in the 

condition shown with the contacts 475 and 4 
closed. A circuit is at this time completed for the 
unlocking magnet 361 of the designation key le 
Wel's 36) to 363. This circuit extends from the 
positive side of battery through the winding of 
the unlocking magnet 36 over the back contact 
and arnature 4 of relay 46 and the closed con 
tact 45 to the negative side of battery. Magnet 
367 is energized holding armature 365 out of en 
gagement with lug 364 and the designation key 
levers are in condition for operation. At this time 
the magnet 42 of the letter key levers 422, mag 
net 44 of the numeral keys 439 and magnet 45 
Cf tile fraction key levers 440 are all deenergized 
and their respective armatures 423, 442, and 452 
are in engagement With lugs 425, 444, and 453 pre 
Venting the Operation or depression of any one 
of the letter, numeral or fraction key levers. 
The Operator must now depress one of the des 

ignation key levers 360 to 363. Assuming for 
purposes of illustration that he depresses desig 
nation key 350, contacts 32 and 33 are closed 
and a circuit is completed for the designation 
storing magnet 38 from positive side of battery 
through the Winding of the relay 33 over the 
conductor 36, contact 32 to the negative side 
of battery. The relay 38 is encrgized and locks 
itself over its own armature 385 and its front con 
tact and the back contact and armature 387 of 
relay 388 to negative side of battery. Accordingly 
the designation relay thus energized is locked up 
for later operation. As a result of the energiza 
tion of relay 38, a circuit is prepared over con 
ductor 386 which extends from the negative side 
of battery and over armature 39 to a conductor 
395 and contact 40, the circuit however being 
not completed at this time. 
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A further result of the depression of key 360 

is to complete an energizing circuit for the relay 
46 from positive side of battery through the 
relay 4 f6, conductor 45, contacts 33, conduc 
tors 375 and 4f 4 and through the first contact 4 
to the negative side of battery. Relay 4 f6 upon 
energization locks itself over armature 48 and 
the armature of relay 470 and at armature 47 
Opens the previously traced energizing circuit for 
the unlocking magnet 367 which upon deenergiz 
ation locks the keys 36 to 363. When the key 
360 returns to non-operated condition it too will 
be, locked. The lugs 364 are so made that they are 
not latched by the lever locks when the key levers 
360 to 363 are in the depressed position. At arma 
ture 4 9, an energizing circuit is completed for 
the magnet 42 of the letter key levers 422, the 
circuit extending from the positive side of battery 
to the winding of the unlocking magnet 42 and 
over the armature 49 and wire 44 through the 
first contact 4 to the negative side of battery. 
The magnet 42 upon energization, releases the 
letter key levers 422 which may thereupon be 
Operated. Any one of the letter key levers is now 
depressed in accordance with the item to be 
quoted and Operates the code bars in the manner 
described in connection with Fig. 1. Simultane 
Olisly a circuit is also completed for the perfo-, 
rating Solenoid 436 from the positive side of bat 
tery through the Solenoid 436 and contact 43 to 
the negative side of battery. 
The sequence switch is now rotated one step 

opening the contacts 475 and 4 and closing the 
contact 42. No change occurs as a result of the 
Opening of contact 4; , due to the fact that the 
circuit closed by this contact is also closed by con 
tact 42, nor of the opening of contact 475 since 
the energizing circuit for the magnet 367 was 
opened at armature 47. The relay 46 remains 
energized over its locking circuit including its 
armature 418 and the armature of relay 47 0. 
There follows the depression of the second letter 
lever and the operation of the perforator in ac 
cordance therewith and the third letter lever 
while the sequence switch 405 closes the contacts 
42 and 43 successively. 
The Sequence switch 405 now moves to close 

contactS 40 and 462. The magnet 42 which was 
energized over the conductor 4 4 in multiple 
With each of the three contacts 4, 42 and 43 
now deenergizes as these three contacts are now 
'all Open and accordingly the letter key levers are 
again locked in non-operated condition. 

During the next three intervals, while the nu 
meral key leverS 439 operate, the sequence switch 
405 closes the contacts 462, 40?, 463, 402, and 
464 and 4C3 successively. During the first period, 
While contacts 462 and 40 are closed, an ener 
gizing circuit is completed for the unlatching 
magnet 44 from the positive side of battery 
through the Winding of this magnet, conductor 
46 and contact 462 to the negative side of bat 
tery. Energization of the magnet 44 releases the 
numeral key levers 439 for operation and three 
of these may now be depressed in succession. 
Upon the Operation of the first of these, an obvi 
Ous energizing circuit is completed for the per 
forating Solenoid 435 over the contact 4.3T and 
four code bars are Selectively operated as de 
Scribed in connection with Fig. 1. A circuit is 
also prepared for the magnet 4G T for operating 
the fifth code bar. This circuit extends over the 
conductor 406, contact 40 and conductor 395 
to the front contact and armature 39 of relay 
38 and magnet 407 will now energize, 
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As the sequence switch now successively closes 

contacts 463 and 464, multiple circuits are Com 
pleted for the magnet 44 which remains ener 
gized permitting the operation of the next two 
numeral key levers. During this period, the Se 
quence switch also closes contacts 402 and 403 
for the magnet 4C 7 and these circuits extend 
over conductors 396 and 397 respectively to the 
armatures 392 and 393 of relays 382 and 383, 
but these relays have not been energized in this 
particular group of signals and accordingly the 
closing of contacts 402 and 403 has no effect at 
this time. The sequence switch 405 now closes 
contacts 472 and 404 completing a circuit for 
the unlocking magnet 45 over conductor 4, 
contact 472 and to the negative Side of battery. 
The magnet 45 unlocks the fraction keys 440 
and the operation of any one of those keys Will 
energize the perforating magnet 436 and Will 
cause the tape to be perforated and stepped 
and will cause the sequence switch to make its 
final step of the cycle from contact 42 to con 
tact 4, its original or normal position. In 
moving to its original position, Sequence SWitch 
45 closes a first circuit over contact 473 to the 
relay 40 and a second circuit over contact 476 
to the relay 388. The relay 470 upon energiza 
tion opens the locking circuit for the relay 46 
which in turn upon deenergization prepares a 
circuit for the magnet 367 of the designation 
key levers at armature 47 and opens the cir 
cuit for the letter lever unlatching magnet 42. 
Relay 388 upon energization opens the locking 
circuit of designation relay 38. These contacts 
are closed momentarily While the sequence SWitch 
moves from contact 422 to the first contact 4 
in the position shown. In this position, the con 
tact 45 energizes the unlocking magnet 367 and 
the cycle of Operations described above is now 
repeated. 
As willi be clear from the above description, in 

the position shown only a designation key may 
be operated. Upon Operation of a designation 
key, a circuit is closed for the magnet 42 of the 
letter key levers which thereupon permits opera 
tion of three letter key levers. The designation 
key upon being released is again locked in non 
operative position, the circuit for the unlocking 
magnet 36 being now opened by the same means 
Which closed the circuit for the unlocking mag 
net of the letter keys. The sequence switch 405 
now steps over three of the contacts permitting 
the perforation of code combinations for three 
successive letters. Thereafter the magnet 42 
for the letter key lever is deenergized and the 
letter key levers upon being released are again 
latched in non-operated position while at the 
Same time, the Sequence Switch having moved 
to the fourth position, the numeral lever unlock 
ing magnet 44 is energized releasing the nu 
meral key levers for operation. Three of these 
key level's may now be operated while the se 
quence SWitch. In OVeS OVer the fourth to sixth 
contacts. At the same time circuits are pre 
pared from the storing designation relays 38 
to 284 So that code combinations for the nu 
merals and for One of the designation charac 
ters may be recorded on the tape at this time. 
After the Sequence Switch has moved to the sev 
enth position, the numeral lever unlatching mag 
net 44 is deenergized and these key levers upon 
being released are locked in non-operated posi 
tion while the fraction lever magnet 45? is en 
ergized Over the sequence switch permitting one 
of the fraction key levers to be operated after 
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which the circuit for the designation key lever 
magnet is again energized. Of the contacts sur 
rounding Switch 405, it will be understood that 
contacts 4 ?, 42, 4 3, 462, 463, 464 and 42 are 
equally Spaced, as shown. 

Tape transmitter-Modification 
In Fig. 6, a modified form of transmitting 

arrangement is shown differing from that shown 
in Fig. 3 in that it comprises a transmitting dis 
tributor having a large number of code combi 
nation Segments used in connection with an au 
tomatic transmitter having a lesser number of 
contacts than the number of code combination 
Segments on the distributor. 

In this arrangement, tape feeler levers 50? to 
506 similar to the feeler levers 62 to 67 in Fig. 
3 are utilized. Levers 50 to 506 are pivoted on 
pins 508 in a manner similar to that described 
in connection with Fig. 3 and are normally held 
against a pin stop 599 by action of Springs 50 
individual to each of these levers. Each of these 
feeler levers is provided with a feeler pin 512 
Which is arranged to move into the perforations 
of the tape in a transverse row as they are 
brought against the tape in the manner de 
Scribed. These levers control contactors 53 
Which move between the upper and lower con 
tacts. 
The contactor 53 of the first feeler lever 50 

controls a circuit Over conductors 54 and 55 
to the upper and lower windings respectively of 
a polar relay 56. The polar relay 56 com 
prises an arnature 57 which moves between 
its upper and lower contacts and extends a cir 
cuit from conductor 58 for the magnet 59 over 
the conductors 520 and 52 to segments on the 
distributor as will be described hereinafter. 
The contactors 53 of the other feeler levers 

502 to 56 extend circuits to the upper and lower 
windings respectively of storing relays 525 to 
529 which are energized in accordance with the 
operation of the feelers. The upper and lower 
contacts of armatures 53 to 535 are multi 
pled and connected respectively to the positive 
and negative sides of battery and circuits there 
from extend over conductors 537 to 54 respec 
tively to the first, to fifth code combination con 
tacts on the distribution ring 543. It will be 
noted that the same conductors are multipled 
to each succeeding group of five Segnents on 
the ring 543. 
Ring 543 comprises first a stop segment, which 

is permanently connected to the positive side of 
battery and Second a start segment which is per 
manently connected to negative side of battery. 
The ring 543 is bridged with a solid ring 545 by 
brushes 546 and 5 carried on the distributor 
arm 548. The arm 548 in addition carries brushes 
55 and 552 which bridge the solid ring 553 and 
the segmented ring 554. The solid ring 553 it 
Will he noted is connected to the negative side 
of battery and the first segment on the distribu 
tor ring 554 is connected over conductor 520 to 
the upper contact of armature 57 of the relay 
5 S. 
The second contact on the segmented ring 554 

is multipled with the second contact of each 
group thereafter and extends over conductor 56 
to the feeler levers 5 to 54. The third Seg 
ment is multipled with the third segm2nt of each 
group of segments and extends over the conduc 
tor 52 to feeler levers 505 and 505. It Will also 
be noted that the first segments of each of the 
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groups of segments starting with the second group 
are multipled to each other and extend over con 
ductor 52 to the lower contact of the arma 
ture 57. 
The arm 548 is connected through a friction 

clutch 56f to the shaft 562 of a motor 563 as in 
the case of the first embodiment described. A 
Speed governor 564 is also connected on the motor 
Shaft for controlling the speed of the machine 
and a Spring 565 engaging a shoulder 566 on the 
shaft 562 forces the friction clutch 56 into en 
gagement. With the distributor arm 548. 
The distributor arm 548 is normally held from 

rotation by an armature 57 carried on the frame 
work 572 of a start magnet 573. There is now 
held closed a stop-current for the distant receiver, 
from positive battery over the first segment of 
distributor ring 543, brush 546, brush 547, Solid 
ring 545 and line wire 549 to the receiving mag 
net of the distant receiving apparatus. There is 
also held closed at this time a circuit to energize 
the magnet 59 over wire 58, armature 57, wire 
520, brushes 552 and 55, and ring 553 to nega 
tive. The magnet 53, as in the case of the pre 
viously described embodiments, is controlled by 
the tape control arm 574 which in turn is operated 
by the slack in the tape. Latch 574 performs a 
function Similar to latch 243 of Fig. 3. Normally 
When the tape is not in engagement With the arm 
574, the negative side of battery extends to the 
magnet 53 through the closed contact of the arm 
54 and the armature 57 is moved from the path 
of the distributor arm 548. 
Assuming this to be the condition, the magnet 

573 is energized and armature 5T is operated to 
move out of the path of the distributor arm 548. 
The brush 546 being at this time in engagement 
with the first segment on the distributor 543, a 
stop impulse of positive polarity is impressed upon 
the signalling line 549 as traced above. 

In Fig. 3, the negative impulse is the normal, 
stop condition but here positive impulse on the 
line is the normal stop condition. When now the 
brush 546 moves into engagement with the Sec 
Ond segment, a negative or start impulse is in 
pressed upon the conductor 549 over the circuit 
traced above and a receiving distributor at the 
remote end of conductor 549 to be described 
more fully hereinafter is started into operation. 
The last code combination on the tape, having 

had a sixth perforation, feeler 52 moved to its 
upper position and the upper winding of relay 56 
was energized. Simultaneously with the brush 
546 on the first segment, the brush 552 is also on 
the first segment of the first group of Segments on 
the segmented ring 554 and a circuit is completed 
for the magnet 59 from positive side of battery 
through the magnet 59 over the armature 57 in 
engagement with its upper contact and through 
the first contact of the segmented ring 554, 
brushes 552 and 55 over ring 553 to the negative 
side of battery. As a result of the energization of 
the magnet 59, the pin 59 is pulled downwardly 
moving the feeler levers 50 to 506 from the per 
forated tape and at the same time moving the 
feeding lever 580 to feed the tape one step. As 
the brushes 546, 547, 55 and 552 move to the 
second segment, the brush 552 breaks from the 
first segment of the first group of segments on 
ring 554 and the magnet 59 is deemergized and 
the feeler levers 50 to 596 move into the code 
combination perforations with which they are at 
that time in operative relation. At the same 
time, the brush 552 being on the second segment, 
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current of negative polarity is impressed from the 
ring 553 through the second segment 554, conduc 
tor 56, feelers 50 f to 504, and, depending upon 
whether the contactors of these feelers are in 
their upper or lower position, the polar relays 55 
and 525 to 527 will be energized to in turn operate 
their armatures 5 and 53 to 533 to either their 
upper or lower contacts, respectively. The sixth 
feeler 50 will not find a hole at this time, and 
the armature 57 will move to its lower contact. 
While the brush 546 is on the first segment of 

ring 543, the brush 552 is on the first segment of 
the first group of segments of ring 554. The 
brush 546 is transmitting the stop signal from 
positive to the line 549 and the brush 552 is charg 
ing the magnet 59. 
While the brush. 546 is moving over the Second 

segment of ring 543, the brush 552 is on the Sec 
Ond segment of the first group of segments of the 
ring 554. The brush 546 is transmitting the start 
signal from negative battery to the line 549 and 
the brush 552 is transferring the St, 2nd, 3d 
and 6th tape-hole signals from the tape to the 
storing relays 525, 525, 527 and 56 respectively, 
the feelers having risen into the tape by release 
of the magnet 59 in time to effect this function. 
This prepares the third, fourth and fifth seg 
ments of the ring 543 in readiness for the 
brush 546. 
While the brush 548 is moving over the third 

segment of ring 543, the brush 552 is on the third 
segment of the first group of segments of the ring 
554. The brush 546 is transmitting the code sig 
nal from arnature 53 over wire 53 to the line 
549 and the brush 552 is transferring the 4th and 3; 
5th tape-hole signals from the tape to the stor 
ing relays 528 and 529 respectively. This pre 
pares the sixth and seventh segments of ring 3 
in readiness for the brush 546. 
While the brush 545 is moving over the fourth 

and fifth segments of ring 543, transmitting the 
code Signals from arnatures 532 and 533 over 
wires 538 and 539 to the line 549, the brush 552 
is not used. 
While the brush 546 is noving over the sixth 

segment of ring 543, the brush 552 is on the first 
segment of the second group of segments of the 
ring 554. The brush 546 is transmitting the code 
signal from the armature 534 over the wire 54) 
to the line 549 and the brush 552 is charging the 
magnet 59 to draw the feelers 52 out of the 
tape and to step the tape to render effective the 
second code of perforations in the cycle. The 
magnet 59 is being charged over the circuit of 
the wire 58, armature 57, lower point and then 
wire 52 to the first segment of the second group 
on the ring 554. 
While the brush 545 is moving over the Seventh 

segment of ring 543, the brush 552 is on the Second 
Segment of the Second group of Segiments of the 
ring 554. The brush 546 is transmitting the code 
signal from the armature 535 over the wire 54, 
to the line 549 and the brush 552 is transferring 
the first, second, third and sixth tape-hole sig 
nals from the tape to the storing relays 525, 526, 
527 and 56 respectively, the feelers 52 having 
risen into the tape by release of the magnet 59. 
This prepares the eighth, ninth and tenth seg 
ments of the ring 543 in readiness for the brush 
546. 
While the brush 546 is moving over the eighth 

segment of the ring 543, the brush 552 is on the 
third segment of the second group of segments of 
the ring 554. The brush 546 is transmitting the 
code signal from the armature 53 over the Wire 
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537, to the line 549 and the brush 552 is trans 
ferring the fourth and fifth tape-hole signals from 
the tape to the storing relays 528 and 529 re 
spectively. This prepares the eleventh and 
twelfth segments of ring 543 in readiness for the 
brush 546. 
The sequence will repeat and the brush. 552 

always will transfer the tape record to the storing 
relay and prepare any segment of the ring 543 

it before the brush 546 reaches the Segment. 
It Will be recalled that in perforating the tape, 

a sixth perforation is nade during the perfora 
tion of the fraction or last code combination to be 
transmitted. Accordingly when the brush 552 
moves over the first segment of the last group and 
the magnet 5:9 energizes, feeding the tape to the 
next position, upon deenergization of the magnet 
Sf9 and movement of the feeler 5 into the sixth 
perforation of the tape, a circuit is prepared for 
relay 56. As the brush 552 moves to the Second 
contact of the last group, current of negative po 
larity is impressed on conductor 56 which flows 
through the feeler 50 to the upper winding of the 
relay 56 and the armature 5 7 will be noved 
to engage its upper contact as shown. 
As Will now be clear, the tape is noved one 

step as the brushes move from one to the suc 
ceeding group Of Contacts. To insure Synchro 
nism between the tape and the distributor brush, 
energization of magnet 59, upon which stepping 
of the tape and therefore operation depends, is 
made to respond to an impulse of different po 
larity once for each group of code combinations 
from that to which it responds at the remaining 
Stepping positions in the group. 

In this arrangement it will be noted that if the 
tape becomes taut enough to move lever 54 and 
Open the contact of the circuit for magnet 573, 
the code combinations will continue to be trans 
mitted until the brush arm 548 reaches the first 
position shown whereat it will be engaged by the 
armature 57. Furthermore in the event that 
the tape is placed in the transmitter in the Wrong 
position and the distributor is operated, it will 
step along until it comes to a position having the 
sixth perforation whereupon it will fail to step 
until the distributor reaches the position shown 
and Will be automatically brought to the correct 
position with reference to the distributor regard 
less of how it may have originally been placed in 
the transmitter. It also will be noted that the 
Signals are stored in two groups, the transfer tak 
ing place at different times for the two groups 
SO that an Overlap is provided which allows time 
for the stepping of the tape although the suc 
Cessive segments corresponding to the last pulse 
of One single code combination and to the first 
pulse of the succeeding single code combination 
have no extra segments between them; that is, 
the tape may be operated to the next position 
during the period while the preceding stored code 
combination is still being transmitted. 

Segllen Ce SUitch mechanism, 

In Fig. 7, a modified form of mechanism is 
shown for operating the sequence switch of Fig. 4 
in Which electrical control from the distributor 
and a friction drive are employed. Motor 58 
Operating through a pinion 582 meshing with 
a gear 583 drives a shaft 584 through friction 
clutch 585, Spring pressed by action of the spring 
586 bearing against the shoulder 587. Carried 
on the shaft 584 is a seventh tooth escape wheel 
588, the teeth of which are in operative relation 
With a pallet 589, pivoted at 59 and normally 
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held in the position shown by the Spring 592. 
The extension 593 of the pallet acts as an arma 
ture of the magnet 594 which is electrically con 
nected over the conductor 595 with the segment 
596 on a distributor 59. 
The distributor 59 is bridged with the solid 

ring 598 by brushes 599 and 60. The transmit 
ting segment ring 62 (279 in Fig. 4) is bridged 
with the solid ring 63 (277 in Fig. 4) by brushes 
604 and 605 (28, 282 in Fig. 4). All of the 
brushes are carried on an arm 605 (283 in Fig. 4) 
which is operated in the usual manner. The 
motor normally tends to rotate the shaft 584 (cor 
responding to 296 in Fig. 4) through the friction 
clutch 585 or any other convenient means So that 
the shaft 584 normally tends to rotate, but is 
withheld by the escapement mechanism 589. AS 
the brush 599 wipes over the contact 596 an Ob 
vious energizing circuit is completed for the mag 
net 594 and the armature 593 is operated remov 
ing the tooth of the escapement 539 from engage 
ment with one of the teeth of the ratchet 588 
and the ratchet is permitted to rotate to the next 
stop position. The brush 599 then moves off of 
the segment 595 and the magnet 59 is deener 
gized so that the action of the spring 592 again 
causes the upper tooth of the escapement or pallet 
589 to engage the next tooth of the ratchet pre 
venting further rotation at this time. Accord 
ingly for each revolution of the distributor arm 
606, the sequence switch is rotated One step, or 
One-Seventh revolution. 

Perforator mechanism-Modification 
In Fig. 8, a modification of the perforator of 

Fig. 1 is shown, in which the escapement mag 
net 594 is energized by operation of the contact 
6 fixed upon the perforator table 28 of Fig. 1. 
In applying this modification to the punch of 

Fig. 1, the gears 63, 64, are removed and the shaft 
65 is driven by friction and restrained by an 
escapement, as the shaft 584 is driven by notor 
58 with clutch 585 and restrained by ratchet 588 
with escapement 589 in Fig. 7. The operation is 
as follows: When the solenoid 45 (Figs. 1 and 8) 
operates to push upward the perforator table 28, 
the contactor 6 i? closes the obvious circuit for the 
escapement magnet 594 which operates the 
escapement 68 to permit the sequence-SWitch 
shaft 65 to make a fractional step, the step of the 
sequence-switch shaft being completed when the 
retiring table 28 breaks the contact at , dis 
charging the magnet 594 and permitting the 
escapement, 603 to return to normal by its Spring 
as 592 in Fig. 7. The effect of the gears 63, 64 is 
attained and the work of the Solenoid 4.5 is re 
duced. 

Figure 9 shows a small section of the tape with 
perforations for a complete group of code combi 
nations. The center row of perforations 6 are 
the feed perforations and perforations 68 are 
the designation perforations. 
The present invention provides for Selecting 

operations in accordance with received code com 
binations of conditions and in addition provides 
means for other selecting operations which are 
not controlled by code combinations of conditions 
and controlled entirely by local means, such as 
start stop impulses in a start stop System to Con 
trol the phase position of a transmitter With re 
spect to a receiver and to determine whether a 
character is shift or unshift. 

Distribution Systems 

Referring now to Figure 10, a number of Sys 
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tems are disclosed, each of which operates on a 
different principle but which is nevertheless con 
trolled by the same tape 37 perforated in a man 
ner described and disclosed in connection With 
Fig. 1. 
Although in Figure 10, tape 37 is disclosed as 

passing through each of four successive senders 
626 to 629, it will be understood that this is not 
necessarily the operation but rather that it may 
pass through the particular type of sender to 
produce the type of translation best Suited to the 
line service. The sender 626, the details of which 
will be described hereinafter, is connected over 
the conductors 63 to 635 to contacts of a multi 
plex distributor f3. The other channels of the 
multiplex distributor are connected over conduc 
tors 63, 638 and 639 to the regular standard 
telegraph transmitters 64, 642, and 643, respec 
tively. 
The tape 37 operating the sender 626 controls 

the transmission of stock quotation code combi 
nations of impulse conditions over one of the 
channels of the multiplex distributor 636 and Over 
the other three channels regular telegraph code 
combinations are transmitted. The distributor 
36 is in turn connected over conductor 63 to a 

receiving distributor 638' at a remote station. 
Three channels of this distributor are connected 
over conductors 639, 649' and 64 to the respec 
tive telegraph receiving devices 642, 643' and 
644. The fourth channel, which is the channel 
with which the Sender 626 is connected, is in turn 
connected over conductors 644 to 648 to the 
translating distributor 65 which in turn redis 
tributes the impulses through the sequence SWitch 
652 as will be described. The sequence switch 
652 in turn controls the operation of register 
magnets in accordance with the Successive code 
combinations of impulses as described above. 
The distributor 65 also distributes impulses 

over conductors 653 to 657 to the reperforator 658 
which Will perforate a tape 66 Similar to the tape 
37 and which, when passing through a trans 
mitter 662, will operate to transmit code combi 
nations of impulse conditions over line 663 as in 
the case of the Sender at the first station. 

For purpose of convenience, the above de 
Scribed System has been named the nononux 
System. It is especially adapted for transmitting 
the Stock quotation messages over long trunk lines 
which are regularly in use with the commercial 
Synchronous multiplex System. One channel of a 
multiplex line, as described, is used. Without modi 
fying or in any way interfering with the remain 
ing connercial channels of such a line. 

it will be noted that provision has been made 
for reperforating the tape, thereby reproducing 
the original tape With its sixth Synchronizing 
perforation and when the original tape has been 
SO reproduced, it may control the retransmission 
of code combinations over an extension system 
similar to any one of the other three Systems. 
Tape 37 also controls transmitter 527 connected 

over conductors 664 to 669 to the sending dis 
tributor 67 f. The sending distributor 67 is con 
nected over a conductor 62 to a rennie receiv 
ing distributor 673. As will be described in de 
tail hereinafter in connection with detailed fig 
ures, the distributor 6 constitutes a standard 
multiplex Systern in Which seven channels are 
employed for the stock quotation System, the code 
combinations controlled by the sender 627 being 
translated for transmission over the line 62 in a 
manner to be described. 
Impulses received by the receiving distributor 
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673 are translated and repeated to a start stop 
printer 64 provided with a line relay 6i5 and the 
impulses operating the line relay 65 also extend 
Over conductor 66 to any other normal or Start 
stop printers which it may be desired to connect, 
in the line. The distributor 673 also repeats im 
pulses over the conductors 677 to individual stock 
quotation magnets as described in connection 
with Fig. 4 and over the conductors 68 to a re. 
perforator 679, which perforates a tape 680, simil 
lating the tape 3 at the transmitting station and 
which controls a sender 68 for retransmission of 
the code over conductor 682. 

It will ba noted that the receiving distributor 
673 is connected in series in the line 62 which 
extends as conductor 683 to a similar distributor 
684 at a remote station operating in a manner 
similar to the distributor 63 for operating stock 
quotation magnets over conductors 685. 
For purpose of convenience, I have designated 

this system the multinux System. This Systen 
is useful for fast service, the thirty five signal 
impulses being placed upon seven channels of a 
Synchronous multiplex system. 
The third sender 628 is connected over a con 

ductor 686 to a receiving distributor 687, shown 
in detail in Fig. 15, which in turn repeats the im 
pulses to the stock quotation magnets Over coin 
ductors 688. The receiving distributor 687 is con 
nected in series over conductor 686 with the line 
689 connected to a translator 69 for translating 
the code combinations comprising thirty five in 
pulses of the stock quotation system to a five 
unit code for printer operation, and, when operat 
ing, controls over the conductor 692, a start stop 
printer 593 of the standard type which requires 
for synchronous operation a start and stCp in 
pulse preceding each code of five impulses as dis 
closed in Patent No. 1,745,633. The translator 69 
is connected in series over conductor 694 with a 
Second translator 695 which translates the code 
combinations in a similar manner, and through 
the conductors 696, controls a reperforator 69 
which perforates a tape 698 similar to the tape 
37, the tape 698 in turn controlling a transmitter 
699 sending codes over the conductor if extend 
ing to a remote Station. 
This system I have named the monostop Systern 

and it functions to economize the time of the 
start stop impulses by providing a single start 
pulse followed by the thirty five signals of the 
stock quotation code and a stop impulse. 
The transmitter 629 is connected Over a conduc 

tor 722 to a start-stop printer 703 controlled by 
the line magnet (4 which in turn is connected 
in series over a conductor 705 to a start-stop 
printer 76 controlled by line magnet 707, both 
printers being of the type disclosed in the above 
mentioned application. The printer 796 in turn 
is connected in series over the conductor 708, to 
a sequence switch 709, such as shown in Fig. 4, 
controlled by the impulses over conductor 708 
operating the line relay 7 0. Impulses from the 
sequence switch 709 are repeated over the con 
ductors 7 f to stock quotation register magnets 
as in Fig. 4. 
The receiving line relay 70 is in turn connected 

over the conductor 72 to a distributor 73 con 
trolled by line relay 74 and which in turn con 
trols a reperforator 75, shown in detail in Fig. 
14, which perforates a tape 6 similar to the 
tape 37. The tape T?6 in turn controls a sending 
distributor f7, such as shown in Fig. 3, for trans 
mitting code combinations of impulse conditions 
over the conductor 78 and a transmitter 79 for 
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operating a distributor 20, shown in detail in 
Fig. 21, to transmit different code combinations 
over the conductor 2. The line relay f4 is con 
nected over the conductor 725 to the start-stop 
printer 726 controlled by the line relay 727 which 
in turn is connected in series over conductor 728 
to the line relay 733 of the sequence switch 73 
similar to the sequence SWitch 709. Impulses 
from the sequence switch 3 are repeated over 
conductors 732 to stock quotation register mag 
nets. The line relay 733 is connected in series 
over the conductor 34 to the start-stop distribu 
tor 735 controlled by the line relay 736 and in 
turn controlling a reperforator 37 similar to the 
reperforator 7 5 perforating a tape 738 similar to 
the tape T 16 and the tape 37. 

For purpose of expression, I have named this 
the Multistop System. In this system, as Will ap 
pear hereinafter, the standard distributor of 
Seven contact segments in the transmitter and six 
in the receiver is used, each message comprising 
three letter codes, three numeral codes and a 
fraction code, with a resignation code accorn 
panying one of the numeral or fraction codes. 
These require a total of seven revolutions of the 
standard distributor Which therefore starts and 
stops seven times for each message or complete 
stock quotation. 
As will be clear from the above general de 

scription, in each system mechanism may be pro 
vided for reperforation thereby reproducing the 
original tape With its sixth Synchronizing perfora 
tion and the original tape which has been repro 
duced in any one of the four systems may con 
trol the retransmission of codes over an extension 
line using the same system or One of the other 
three Systems. In this manner, I have provided 
a complete interrelation of all of the Systems so 
that any one can be used With any other and 
without affecting the telegraph operation. 
The mechanism employed in the multistop sys 

ten will first be described followed by a descrip 
tion of the mechanism in the monostop, multistop 
and mcnomux systems, respectively. 

alltistop system. 

This System of transmission differs from nor 
mal commercial transmission in two respects: 
first, case shift signals are not sent as is usual in 
standard telegraph systems and secondly, the 
stop and start signals preceding the first code of 
a cycle of seven are reversed in polarity from 
those which are associated with each of the other 
codes in the cycle of operation. It will be obvious 
therefore that the System must be modified. Some 
what in order to permit the operation of any 
standard printer by such a System. 

In the printer disclosed in Fig. 11, the circuits 
are modified so as to adapt the printer diagrani 
matically shown to operate in connection with 
such a System. 
The signalling line 795 is connected to the line 

relay 707 as described above, the armature 75 
of which is connected over conductor 752 to 
the solid ring T53 of the distributor T54. The 
distributor 754 comprises in addition to the 
solid ring 753, an elongated stop segment 755 
and five code segments 755 to 76) bridged with 
the solid ring 753 by brushes 76 on brush car 
rier 62. 
The brush carrier 762 is carried on a shaft 

763 by mechanism not disclosed which in turn 
is driven by motor mechanism not shown and is 
held from rotation by the extension 66 on the 
bell crank 767 pivoted at 768 and carrying at 
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its opposite end an armature 769 of the start 
magnet if. The start magnet TT f is connected 
Over conductor 72 to the elongated Start seg 
ment 755 and its opposite terminal is connected 
OVer the Conductor 3 to the can follower 4 
Operating between upper and lower contacts 75 
and 776 connected to negative and positive sides 
of battery respectively. 
The cam follower 74 is operated by a cam 

777 carried on the shaft 8 to Which is secured 
a gear 779 meshing with the pinion 780 carried 
on and rotatable with the motor shaft (63. With 
the cam 777 in the position shown negative bat 
tery is impressed on the conductor 73 so that 
the start magnet 77 will be energized only 
when the positive battery is connected to the 
opposite terminal. When, however, the cam 
777 moves from the position shown and the foll 
lower 74 moves to its lower contact, positive 
battery is connected to the conductor 3 and 
the magnet will then be energized only by 
a start impulse of negative polarity. The can 

has a second follower 83 controlling the 
impression of positive polarity from the contact 
784 to the conductor 785. 
Carried on the Shaft 78 and rotatable there 

With is the Second can 788 in operative relation 
with a can follower 737, controlling the in 
pression of positive polarity from contact 88 to 
the conductor 789. The conductors 785 and 789 
are connected to printer magnets 79 and 192 
respectively of a standard telegraph printer 793. 
The magnet 79 functions in a special manner 
which will be described in detail hereinafter. 
The magnet 792 when charged will attract its : 
armature 782 which will operate the forked lever 
T8 to lift the platen 83 into its upper position 
as shown dotted to effect the printing of the shift 
character 82 instead of the normal or lower 
case character 8 f. 
The printer 793 comprises, in addition to the 

magnets 79 and 792, the standard five Selector 
magnets 794 which through their respective 
armatures 795 operate pawls 796 pivoted at T 97 
and normally held in retracted position by 
springs, not shown. The pawls 796 are in oper 
ative relation by means of the teeth 798 with 
notches 799 in individual permutation bars 80. 
When the magnets T 93 are energized, they op 

erate their armatures to lift the pawls 799 and 
release their individual permutation bars 80 for 
operation to the right, the restoration of these 
bars being effected in a manner well known in 
the art. The notches 80 are so cut that upon 
a predetermined combined setting of the bars, 
a selector bar 883, Fig. 12, which is positioned 
transversely across the permutation bars, is per 
mitted to drop into the notches in alignment for 
performing a selecting operation. 
The selector bars 83 are normally held from 

movement into the aligned notches of the per 
mutation bars by a universal bar 894, although 
by action of the spring 85, the bars 83 nor 
mally tend to move to this position. At the lower 
end of each selector bar 83, a set of teeth 896 
mesh with the teeth 83) formed on the lower 
end of a character bar 88 pivoted at 839 and 
carrying at its upper end 8 two characters, one 
in the lower case shift 8 and the other in 
the upper case shift 82. 
When the permutation bars 8 have been op 

erated in accordance with the predetermined Set 
ting, the universal bar 324 is operated, permit 
ting the bar e3 to drop into the aligned notches 
of the permutation bars 82, and as the universal 
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bar 804 moves upwardly, it will engage the notch 
extension 85 of the particular bar which has 
dropped into the permutation bars, lifting this 
bar against the action of the spring 805 and 
causing an upward movement of the selector bar 
803. The selector bar 803 moving upwardly ro 
tates the individual character bar 808 producing 
the printing operation. The case shift operation 
is determined by the position of the platen which 
is shifted one way or another depending upon the 
operation of the magnet 92. 

It will be noted that the selector magnets 794 
are Connected over the conductors 816 to in 
dividual Segments 36 to 6. On the distributor 
754. 
In order to properly time the operations of the 

printer, there is carried on the motor shaft 763, 
in addition to the pinion 780, a cam 82 in oper 
ative relation. With a can follower 822 Which 
controls the application of impulses of positive 
polarity from the contact 823 to the conductor 
824 connected to the start magnet 825, the oppo 
site terminal of which is connected to negative 
battery. The armature 826 of the start magnet 
825 is connected to the pawl member 827 pivoted 
at 828 and has a lug portion 829 adapted to en 
gage with the notch 835) of the disk 83 of the 
printing mechanism. The disk 83 is carried 
on the friction driven shaft for operating the 
printing mechanism. Following the setting of 
the printing magnets 794, the magnet 825 is ener 
gized and permits the disk 83 to be released for 
rotation. 
With the apparatus of Fig. 11 in the position 

shown, negative polarity is impressed on the 
conductor 773 at the contact 75 and negative 
polarity is impressed on the opposite terminal of 
the start magnet 7 at the armature 5. Ac 
cordingly the start magnet T is not energized 
and the distributor 754 is locked against rotation. 
When now a positive start impulse is received 
over the conductor 705, the line relay T37 is 
energized to operate its armature 75 into en 
gagement with its lower contact and an ener 
gizing circuit is completed for the start magnet 
77 from the positive side of battery over the 
lower contact and armature 75, ring 753, 
brushes 76, start segment 755, conductor 72, 
start magnet 77, conductor 3 and cam foll 
lower 774 and upper contact 5 to the negative 
side of battery. - 

Start magnet upon energization attracts 
the armature 769 and rocks the bell crank 767 
about its pivot 768, removing the lug 766 from 
engagement with the brush carrier 762 and the 
brushes are now released for rotation in a clock 
wise direction. As the distributor brush 16 ro 
tates, it moves off the segment 755 deenergizing 
magnet TT f and onto the first code segment 56 
at which instant the first of the code impulses is 
received over the line 75 to operate the first 
of the selector magnets 794. 

In a similar manner, the code impulses being 
transmitted in synchronism with the rotation of 
the distributor 754, the brush 76f engages each 
of the successive code segments 757 to 760 as 
the code impulses are received to in turn either 
energize or fail to energize the individual mag 
nets 794, the circuit in each instance extending 
from the armature 75 over conductor 52, ring 
753, brushes 76, segments 756 to 760, a con 
ductor 86 and a magnet T94 to negative bat 
tery. Inasmuch as the magnets 794 are con 
nected to the negative side of battery, energizing 
circuits therefore are completed only when a 
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positive impulse is received over the line O5 to 
operate the armature 75 to engage its lower 
contact, connected to the positive side of bat 
tery. 
The distributor 754 in rotation operates the 

gear 780 through the shaft 763 to in turn rotate 
the cam 777 and the follower T 74 moves from the 
raised portion of the cam to the lower portion 
and disengages the contact 75 and engages the 
contact 776 so that the start magnet T is now 
connected to positive battery over the conductor 
773. Accordingly, magnet 77 can now only be 
reenergized by a start impulse of the Opposite 
polarity from that of the first described start 
impulse. At this time, of course, the brush car 
rier 762 has moved beyond the lug 66 of the bell 
crank 767 so that the disengagement between 
follower 774 and contact 775 has no effect until 
the brush has been restored to its starting posi 
tion. 

Near the end of the first revolution of dis 
tributor 754, the cam disk 82 engages its follow 
er 822 and causes the follower to engage the con 
tact 823 completing an obvious energizing circuit 
for the start magnet 825. The magnet 825 upon 
energization rocks the lever 827 about its pivot 
828 to remove the lug 829 from the notch 830 in 
the disk 83 of the printing mechanism and this 
disk is released for rotation to operate the uni 
versal bar 804, in a manner described, permitting ; 
the Selector bar 803 to move into the alined 
notches in the permutation bars 80 thereupon 
operating the selector bar 893 upwardly and 
rocking its individual type bar 808 about its pivot 
809 to print the selected character. 
At the end of the first revolution, the brushes 
6 are restored to the elongated start segment 
755 in the position shown. At this instant a 
start impulse of the opposite polarity from that 
of the first described start impulse is received 
over the line 705, in a manner described in con 
nection with Fig. 4, and the armature 75 moves 
to engage its upper contact shown connected to 
negative battery and a circuit, as described above, 
is completed through the start magnet from 
negative battery at the armature 75 to positive 
battery at the cam follower 4 and the brushes 
6f are then released for a second revolution. 
During this revolution, a code is received as de 
scribed in connection with the first cycle and 
near the end of the revolution, the printing 
mechanism start magnet 825 is energized to re 
lease the printing mechanism for operation in 
accordance With the new code received. Prior 
to the receipt of the second code the bars 8 
have been restored to the positions shown for re 
Operation in accordance with the new code. The 
gear TT9 is designed to rotate one seventh of a 
revolution for each complete revolution of the 
gear 780 which in turn determines the respective 
rotations of the two with respect to the distribu 
tor 754. The distributor 754 in other Words 
makes one complete revolution for each seventh 
of a revolution of the cams 777 and 788. 

During the first three revolutions of the dis 
tributor 754, the selector magnets 794 are oper 
ated in accordance with code combinations of 
five impulses each to operate their individual per 
mutation bars 80? and letters will be printed as 
described. 
During the fourth, fifth, sixth and seventh rev 

olutions of the distributor 754, as described above, 
the numerals comprising the quotation of the se 
lected item are received and during this period 
the raised portion of cam 786 will operate to 
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maintain the follower 78 in engagement With 
the contact 788. As a result an obvious energiz 
ing circuit is completed for the magnet 792 which 
through its individual arnature and pivoted 
pawl member controls the shift position of the 
platen 83. The codes received during these rev 
olutions therefore will operate the selector mag 
nets 94 So that the characters in the case shift 
position will now be printed. It will be under 
stood that when the apparatus is in the case 
shift position numerals and fractions Will be 
printed. 

During the transmission of the last code of the 
group, the cam 77 will cause the follower 783 
to engage its contact 184 energizing magnet 79 
which controls a permutation bar 87. The bar 
87 is arranged to control a selector bar 803 
which selects a fraction quotation to be printed 
at this time. 
At the end of this last or seventh code of the 

cycle, the can 777 is restored to the position 
shown and the distributor 754 is also restored to 
normal in the position shown and the above cycle 
may now be again repeated by a start impulse of 
positive polarity to move the armature 75i to en 
gage its lower contact. 

It will be recalled that each numeral code con 
bination generated at the transmitting station 
comprises four impulses, the fifth perforating po 
sition following each code being utilized for trans 
mission of the designation code. 

Similarly each fraction code combination gen 
erated comprises three impulses, the fifth code 
position being utilized for the designation code. 
Inasmuch as the designation code forms part 

of the code combination interval of one of the 
numeral or fraction code combinations, it is 
obvious that the selection made when the desig 
nation code is received is different than the Se 
lection which otherwise would have been made 
due to the fact that the fifth magnet 94 is en 
ergized by this designation code to operate its 
associated permutation bar 80. With the fifth 
bar 80 operated, the selection made will be 
different than when the fifth bar is not operated, 
and as a result for any one numeral or fraction 
code two different selections may be made, de 
pending upon whether it is or is not accompanied 
by a designation code. 
To take care of this condition, two sets of nu 

negals and two sets of fractions are provided on 
the type bars as will be apparent from Fig. 13. 
The Second Set of numerals differ from the 
first set in that each numeral in the second set 
has a dot beneath it. Likewise the second set of 
fractions differ from the first set in that each 
fraction in the Second set has a dot beneath it. 

Referring to Fig. 13, it will be seen that the 
numeral is located on the bar that carries the 
letter E and that the numeral is located on the 
bar that carries the letter Z. Likewise the num 
eral 3 is on the bar that carries the letter A and 
the numeral 3 is on the bar which carries the 
letter W. e 
When the designation of a quotation is re 

ceived with a numeral, the type bar carrying 
that numeral accompanied by a dot is operated. 
Similarly when the designation of a quotation is 
received with a fraction, a type bar carrying that 
fraction accompanied by a dot is operated. 
To determine the kind of designation received, 

it is necessary to observe where the dot appears. 
ASSume that 14.8% is the quotation received. The 
dot appears beneath the second digit. This in 
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dicates that the quotation is High. If the dot 
appears beneath the first digit the quotation is 
Open, if it appears beneath the third digit, the 
quotation is Low and if it appears beneath the 
fraction the quotation is Last. 
Ordinarily the total number of numeras and 

fractions employed amount to seventeen in all 
So that there are sufficient code combinations for 
Operating bars carrying these numerals and frac 
tions in the upper case position. Inasmuch, how 
ever, aS under the present conditions, this nun 
ber has been multiplied by two in order to provide 
for the designation operation, there are thirty 
four numeral and fraction selections which is 
more than the available code combinations. 

In order to overcome this difficulty, an extra 
bar 87 is provided operated by the magnet 73 
which is arranged to be energized when the Switch 
783 is operated by the elevatd portion on the 
can . 
invariably must follow the third numeral code 
combination received, this switch lever 783 can 
be predetermined in position. So as to close its 
contact 84 to energize the magnet 9 just 
preceding the receipt of the fraction code. The 
operation of the bar 8; 7 accordingly invariably 
OCCurs. With the fraction designation and thus 
provides for further code combinations to per 
mit the Selection of a fraction, as indicated upon 
the line 0 in Fig. 13, the signals indicated upon 
the line 0 being generated locally by the can 
follower 83. 

Reperforator 

As described in connection with Fig. 10, codes 
transmitted by the sender 629 not only operate a 
printer 73, but also operate a reperforator 75 
for perforating a tape similar to the tape at the 
transmitting station. The reperforator 75, 
shown in detail in Fig. 14, Will now be described. 
The signalling line f2 which extends from the 
transmitting station as disclosed in Fig. 10 is con 
nected to the line relay Ti4 which through its 
armature 840 operating between the upper and 
lower contacts connected respectively to the nega 
tive and positive side of battery, extends potential 
from this battery over conductor 84 to the ring 
842 of a distributor 83. The distributor 8.3 in 
addition to the Solid ring 8A2 comprises an elon 
gated start segment 844 and five code segments 
845 to 849, bridged by the brushes 85) on the 
holder 85l. The holder 85 is mechanically con 
nected in a nanner not shown to the notor shaft, 
852 rotated by the motor, not shown, but is 
normally held from rotation by the Jatch 853 on 
the bell crank 854 pivoted at 855 arranged to be 
attracted by the stop magnet 85. The stop mag 
net 85 has one of its terminals connected over 
the conductor 858 to the elongated start segment 
844, and its other terminal is connected over con 
ductor 859 to the cam follower 85 operating be 
tween the upper and lower contacts re?pectively 
connected to negative and positive side of a source 
Of energy and Controlled by a can on shaft 
862. The shaft 862 carries a gear 83 meshing 
With the pinion 864 on the shaft, 852 and adapted 
to rotate in the manner shown. The Shaft, 85 
in addition carries a disk cam 865 operating a 
can follower 866. The code segments 845 to 
849 are connected over conductors 867 to the polar 
relays 858 of the reperforator 75 and which 
through their amatures 869 control over con 
ductors 870, the perforating magnet 3 8. A 
sixth perforating magnet 872 is connected over 
the conductor 873 to cam follower 84 operated 

Inasmuch as the fraction designation 
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by the disk can 86 for connecting ground to 
the conductor 83 for a purpose to be described in 
detail hereinafter. 
Each perforating selector magnet 8 controls 

an individual Operating member 85 pivoted at 
86 and connected by a Spring 8 to a rocker 
member 88 individual thereto and pivoted at 
89. Rocker 8.8 may occupy either one of two po 
Sitions as ShoWn by the full and dotted lines and 
are normally urged to the full line position by 
their individual Springs 880, one end of each 
Spring being Secured to the rocker member 88 
and the Other end to the framework in a Wel 
known manner. At their lower ends, the rocker 
members 878 are each in operative relation with 
the lug extension 88? of the lever member 882 
carrying the arnature 883 of magnet 884. The 
lever 882 is provided with a lug 885 cooperating 
With a stop arm 886 carried on the shaft 88. 
driven by a notor and friction means not shown, 
but normally latched against rotation when the 
Stop arm 886 is engaged with the lug 835, Car 
ried on the shaft 88 is a can 888. 
The can follower 889 controls pivoted rocking 

members 890 each of Which is pivoted at 69 to 
a rocker member 878 and each in operative rela 
tion With an individual punch member 892 for 
perforating the tape 833, which passes between 
the punch members 832 and the upper member 
894 provided with a row of holes 895 for per 
mitting the members 892 to pass through the 
tape. The members 890 are operated by the 
universal member 889 Which is in operative rela 
tion with the cam 888 and periodically rocks up 
and down to in turn operate the members 890 to 
push the punches 892 depending upon whether 
these members are moved to the right or left as 
ShoWn in tile full or dotted position in turn de 
pending upon the position of the associated lever 
members 88 Which have been operated in turn 
by their individual arnatire lever members 875. 
AS in the case of Fig. 11, with the apparatus in 

the position shown and in response to a positive 
Or Start impulse, the line relay is energized 
and the armature 83 noves to engage its lower 
contact completing an energizing circuit for the 
start magnet 857 from the positive side of battery 
over the lower contact and armature 843, con 
ductor 84, ring 842, brushes 85, segment 234, 
Conductor 858 and magnet 85, line 859 to the 
follower 86 and to the negative side of battery. 
The start magnet 857 upon energization attracts 
the arnature 856 releasing the stop lug. 853 from 
engagement With the brush holder 85 which is 
thereupon released for rotation. The distributor 
brushes 859 and shaft 852 are now free to rotate 
through One cycle of operation during which the 
first Code is received for operating the relays 868. 
These relays upon operation in turn control their 
armatures 869. If an impulse of positive polarity 
is received the direction of current flow to a relay 
88 from the repeating arnatire aé is Sugh as 
to operate its armature 869 to engage its front 
contact and complete the energizing circuit, for 
the individual perforating magnet over the 
Conductor 870, armature 83 and its front, con 
tact and ground. 
Near the end of the first revolution, the can 

865 has reached the position where the raised 
portion engages the follower 86 closing a circuit 
for the magnet 884 which, upon energization 
Operates its arnature 882 to relegase the arm 886 
and permit rotation of the shaf, 83 and the can 
888 in the direction of the arrow. 
The magnets 8 if which are energized have at 



tracted their individual armatures 875 and now in 
turn while the lug 88 is retracted the Springs 
87 rock the members 878 about their pivots 879 
in a clockwise direction to the position shown in 
dotted lines during the period While the magnet 
884 is energized and the projection 88 disengages 
the ends of the members 88. Immediately 
thereafter the magnet 884 is deenergized as the 
raised portion of the Cain 835 passes beyond the 
foll:Wer 866 and the members 88 are locked in 
their Operated position. As the can 888 con 
tinues to rotate, the large portion thereof moves 
the universal member 889 upwardly, pushing 
those of the punches 892 which are in operative 
relation with the members 890 through the tape 
thereby perforating the tape in accordance with 
the code received over the line 2. 

it Will be noted that the time interval during 
Which the can 888 is rotated to perform the per 
forating operation in accordance with the re 
ceived code occurs While the brushes 85 of the 
distributor 843 are rotating to receive the suc 
ceeding code combinations for operating the 
magnets 8 . Although the relays 868 operate 
the magnets 87 in accordance with the new code 
they have no effect at this time due to the fact 
that the members 878 are locked in position pre 
viously set and will not be unlocked until the end 
of the cycle when the magnet 884 is again ener 
gized. 
The speed of rotation of the cam 888 is ad 

justed so that the perforating operation is com 
pleted and the arm 886 restored to engage the lug 
885 before the new code has been completely re 
ceived and before the raised portion of the cam 
865 operates the follower 866. A complete over 
lap is provided in this manner. 
As in the case of Fig. 11, the cam 86 is ar 

ranged to rotate one seventh of a revolution for 
each complete revolution of the brushes 850. 
During the seventh revolution of the distributor 
843 the cam follower 874 is operated by the raised 
portion of the cam 88? and completes an ener 
gizing circuit for magnet 872 over conductor 873. 
The magnet 872 controls a sixth perforator for 
making the sixth perforation which reverses the 
polarity of the start and stop signal in a manner 
already described in connection with Fig. 1. The 
newly perforated tape is accordingly an exact 
reproduction of the tape at the transmitting sta 
tion, including the provision of the necessary 
change in the character of the start and stop im 
pulse for each cycle of operation. 
As will now be clear from the description in 

connection with Figs. 11 to 14, in the system con 
trolled by the tiansmitter 629 which is similar to 
that disclosed in Fig. 3, a start-stop printer T 93, 
stock quotation mechanism, shown in Fig. 4, and 
perforating mechanism 5, shown in Fig. 14, all 
may be operated over the same system. 
The sender 77 operates from the tape T 6 to 

transmit impulses over the line 78 in the same 
manner as the sender 629. The transmitter 79, 
which may be similar to the transmitter 626, to be 
described in detail hereinafter, controls one 
channel of a multiplex distributor 720 for re 
peating impulses over the line 72. 

Monostop system. 

Referring now to Fig. 15, one form of receiver 
for the monostop system is disclosed. In this 
System, it is assumed that a code of thirty-five 
signals is transmitted by the transmitter, shown 
in Fig. 6, to thirty-four stock quotation board 
magnetS and is received by the receiving dis 
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tributor 687, Fig. 15. The signalling line 686 is 
connected to the receiving relay 90? which con 
trols arnature 92. The armature 902, operating 
between its upper and lower contacts, impresses 
positive or negative polarity upon solid ring 904 
of the distributor 935. The distributor 95 com 
prises in addition to the solid ring 904, the seg 
mented ring 905 bridged with the ring 904 by 
brushes 9 carried on the brush carrier 908. The 
brush Carrier 98 is carried on the motor shaft 
92 being connected thereto by means of a fric 
tion clutch 99. A spring 93 surrounds the shaft 
92 and has one of its ends pressed against the 
shoulder 9 f4 and the other end against the face 
of the clutch 999 pressing the disk into operative 
relation with the brush carrier 908 for rotation 
With the motor shaft. Carried on the shaft 92 
is a Synchronizing device 95 of any well known 
Construction for assuring that the distributor is 
rotating at a proper speed. The motor 96 op 
erates continuously and supplies the power for 
driving the brush carrier 908. 
The brush carrier 908 normally tends to rotate 

With the shaft 92 but may be prevented from 
rotation by the stop member 97 which carries 
the armature 98 of the start magnet 99. When 
So prevented from rotating the brush carrier 908 
SlipS With respect to the shaft 912 by reason of 
the friction clutch connection. However, when 
the magnet 99 is energized the stop member 9 fi 
is Withdrawn from the path of the brush carrier 
98 and the latter is then rotated by the motor 
through the frictional connection. 
The magnet 99 it will be noted is connected 

to the first segment of the ring 906 and the re 
maining segments on the ring 906 are connected 
to stock quotation magnets 92, the opposite ter 
minals of which are connected to the negative 
Side of battery. In response to a start impulse 
which is of negative polarity, the relay 90 is 
energized to operate its armature 902 to engage 
the lower contact and complete an energizing cir 
cuit from the negative side of battery over the 
lower contact and armature 902, the conductor 
903, Solid ring 904, brushes 907, first or stop seg 
ment of the Segmented ring 906, through the 
Winding of the start magnet 919 to positive side 
of battery. Magnet 949 is energized and oper 
ates its armature 9 f8 which removes the stop 
member 97 from engagement with the brush 
carrier 908. 
The Speed of rotation of the brush carrier 908 

is Such that the brushes 907 move over the suc 
cessive segments of the segmented ring 906 as 
the code combinations of impulses are received 
and Operate line relay 90?. The first fifteen of 
these code combination impulses, as described 
above, Will Operate the magnets 92 which select 
the letters representing the item to be quoted, 
then 6th-9th, 21st-24th, 26th-29th, and 
31st-33rd will operate magnets 92 to select the 
numerals and fraction comprising the quotation 
of the selected item and the 20th, 25th, 30th and 
35th impulses operate magnets to select the index 
or designation of the quotation. Carried on arm 
908 is a disk 922 which periodically completes an 
energizing circuit for operating magnet 923 which 
Completes the operation in accordance with the 
Selection made by magnets 92. In this manner 
the monostOp System may operate a giant dis 
tributor for operating the stock quotation board. 

In this system it will be noted that no shift 
Operation is necessary inasmuch as the first fif 
teen code combination impulses invariably select 
the letters of the item and the remaining code 
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combination impulses invariably select the quo 
tation and designation, each of the above groups 
of code combination impulses operating different 
mechanisms. 

It will also be noted that in this System, only 
one start signal is transmitted for each complete 
cycle as distinguished from Successive start Stop 
signals sent between each of the codes compris 
ing a complete cycle of codes. However, the preS 
ent system may be modified to function in the 
manner of the first described System, providing 
a start stop signal for each code combination as 
will now be described. 

Receiving distributor-Modification. 
Connected in the same System over conductor 

689 is the line receiving relay 930 which controls 
the giant receiving distributor or translator 69 
shown in detail in Fig. 17. The distributor 69 
comprises a solid ring 932 and a segmented ring 
933 bridged by brushes 934 carried on the arm 935, 
which is connected to the motor shaft 936 through 
a friction clutch mechanism 93, Similar to that 
described in connection with Fig. 15, and Which is 
spring pressed by the spring 938 secured by the 
shoulder 939. A speed regulating mechanism 94 
carried on the shaft 936 governs the Speed of ro 
tation of the motor 932 which is connected to 
and drives the shaft 936. The brush carrier 935 is 
driven by the motor through the shaft 936 and 
the carrier friction clutch mechanism 937, but 
may be held from rotation by the stop arm 943 
carrying the armature 944 of the stop magnet 945. 
The stop magnet 945 is connected over the con 
ductor 946 to the first segment of the segmented . 
ring 933. As in the construction described in 
connection. With Fig. 15, when a start impulse of 
negative polarity is received over the line 689, 
the relay 930 is energized and operates its arma 
ture 93 to engage its lower contact, completing 
an energizing circuit from the negative side of 
battery to the lower contact and armature 93 
over the Solid ring 332, brushes 934 and over the 
conductor 946 to the stop magnet 945. Stop mag 
net 945 upon energization attracts the armature 
944 and removes the stop member 943 from the 
path of the brush carrier 935. 
The segments 933 are connected to individual 

polar receiving relays 96 to 964. The relays 961, 
it will be noted, are connected over individual 
conductors 965 to the segments 966 to 968. These 
relays operate in response to the fifteen code com 
bination impulses to make a selection of the item 
to be quoted controlling, however, start stop 
printers of the standard type. The relays 962 are 
connected over conductors 969 to the sets of seg 
mentS 97 f, 972 and 973 and operate in response 
to Code impulses for making a Selection of the 
numbers comprising the quotation. The relays 
933 are connected over conductors 974 to the seg 
ments 95 and operate to make the fraction quo 
tation Selection. 

Thirty-five code impulses are received over the 
conductor 689 and repeated through the distrib 
utor brushes 934 to the receiving relays 96 to 
964, the first fifteen of these impulses being item 
selecting impulses, index codes being interspersed 
between the codes for the numerals making up 
the quotation. It may be desirable, however, to 
tianslate the codes thus received over the con 
ductor 689 into code combinations which may op 
erate the Standard type of telegraph printer. 
The standard telegraph printer, such as shown 

in Patent 1,783,382 referred to merely as illustrat 
ing the usual type of printer, requires for oper 
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ation a stop, start and five code combinations of 
impulses. Accordingly, in Order to operate a 
printer, it will be necessary to interpolate between 
the various codes, a Stop and start impulse and 
also to separate the various code combinations for 
selecting the item and for indicating the quota 
tion and for the index. 
To this end, the distributor brushes 95, solid 

ring 952 and distributor 953 are provided. AS 
Stated before, the armatures of the first five re 
lays 36 are connected to five successive segments 
36 j on the segmented ring 953. Preceding these 
1ive segments 966 are two segments, the first of 
which is connected to the positive Side of battery. 
As the brushes 9 rotate over these seven seg 

IrelatS, a positive impulse Will be impressed upon 
tile conductor 692 through the first of these seg 
lier, tS and brush 35i and as the brush moves over 
the Succeeding Segment, a negative impulse Will 
ge in pressed upon the conductor 692. The con 
ductor is 32 extends, as described above, to a tele 
graph printer of the type illustrated in the patent 
referred to above. The positive impulse trans 
initted over the conductor 692 constitutes a stop 
inpuise and holds the printer from rotation. 
When the brush, however, rotates over the next 
Segrillent a negative Start inpulse is impressed 
upon the conductor 692, releasing the printer for 
rotation and conditioning it for operation in ac 
Cordance With the five code combinations trans 
Initted While the brushes 95 rotate over the next 
five segments 966, the code combination being 
determined in accordance with the operation of 
the first five relays 96. 

It will be noted that the Succeeding seven seg 
merits following those just described comprise a 
Segment connected to positive side of battery, a 
Segment connected to negative side of battery, 
and five Segments connected to the armatures of 
the next five relays 96 and the same applies to 
the Seven segments marked 968. Accordingly as 
the brush 95 rotates over the segments, a stop, 
Start and five code combinations of impulses will 
be transmitted for operating the printer in ac 
cordance with the second and third groups of five 
relays 96. 
The printer will now have printed three letters 

designating the item which is being quoted in ac 
Cordance With the code received over the con 
ductor 689. The printer must now print the nu 
nerals comprising the quotation of the selected 
item. 

Referring to Fig. 16, it will be noted that two 
shift codes are provided, one for shifting from the 
letters to the numerals and one for shifting back 
to the lette:S. The numeral shift it will be noted 
comprises two marking impulses, a spacing im 
pulse and two more marking impulses. In order 
to Shift the printer, the next succeeding group of 
SegmentS 982 is provided comprising the usual 
positive and negative segments for start and stop 
of the printer followed by two positive, a negative 
and again two positive segments which will auto 
matically thus transmit this particular code over 
the conductor 692 for operating the shift mecha 
nism to shift the printer in position for receiving 
numerals thereafter. 

Following the Segments 982 for transmission of 
the shift code are the Segments 97 for transmis 
Sion of the first numeral. The segments 97, it 
Will be noted, are connected to the armatures of 
the first four relays 962 which operate in response 
to the first numeral code and as the brush 95 
rotates Over the segments code combinations 
Will be transmitted over the conductor 692 to op 
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erate the printer in accordance with the numeral 
code received. Inasmuch, however, as this code 
comprises only four impulse periods and the 
printer is arranged to Operate in accordance With 
the code combinations of five impulses or five in 
pulse periods, provision must be made to take 
care of the fifth period in the present case. 
To this end, following the fourth segment on 

each numeral selecting portion 9, 972 and 973, 
the fifth Segnent is connected to the negative side 
Of battery and the pirinter is SO arranged that the 
four code combinations cf impulses received for 
the numeral plus a negative inpulse on the fifth 
Segment operate the printer in Such a manner as 
to Select the numeral in accordance with the four 
impulse code. 

Following the Segments 93, are the segments 
95 comprising the usual positive and negative 
Stop and Start SegmentS and three segments 
Which are connected to the armatures of the 
three relayS 933 Which Operate in accordance 
With the fraction quotation code combination. 
It Will be recalled that only three code combina 
tions of impulses are necessary for selecting a 
fraction quotation item. This leaves two seg 
mentS Which are blank and to correct for this 
condition, the last two segments are connected 
to negative and positive battery respectively, the 
printer being SO arranged that when the fraction 
Code combination is received and is followed by 
a negative and positive impulse, the five code lim 
pulses make the fraction Selection. In other 
Words, as in the case of the other numerals, the 
codes are So arranged that the fourth and fifth 
impulses are locally interpolated to make a com 
plete Selecticn, the actual selection, however, be 
ing determined by the first three impulse con 
ditionS. 

It Will be recalled that the codes transmitted 
OVer the conductor 689 were so arranged that 
the designation codes indicating the type of quo 
tation, that is, Whether High, Low, Open or Last, 
comprise impulses transmitted over the fifth 
position following the codes for any one of the 
numerals Or fractionS. Accordingly, such relays 
as 964 interspersed between the numeral and 
fraction CCde receiving relays are operated in 
accordance with the designation impulses. With 
the designation code interspersed between the 
numeral and fraction code, it could obviously 
not Operate a printer as the printer requires a 
code combination of five successive impulse con 
ditions. It is accordingly necessary to separate 
the effect of the designation impulses from the 
numeral and fraction codes and to place them 
together. To this end, the conductors 976 ex 
tending from the armatures of the relays 964 
are connected to four Successive segments 97 
On the distributor 953 and as in the previous 
cases are preceded by the positive and negative 
start and stop segments. AS in the previous 
cases, inasmuch as Only four Code positions are 
provided, a fifth position must have no effect on 
the selection and accordingly is connected to the 
negative side of battery. In accordance with the 
designation code received, as the brushes 95. 
rotate over the segments 977, the code segments 
over conductor 692 Will Select a particular char 
acter which designates the type of quotation 
indicated by that particular code. 
The printer is now in the shift position, and the 

complete cycle of codes has been received to 
operate the printer, the next codes again being 
the letter codes of a new quotation. It is there 
fore necessary to shift the printer back to the 
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lower case. It Will be noted from reference to 
Fig. 16 that the shift code of the other case com 
prises five positive impulses. To this end, fol 
lowing the segmentS 9, there are provided the 
usual Segments for the positive and negative stop 
and start inpulses followed by five Segnents 
Which are connected to the positive side of bat 
tery. Thus five positive impulses are trans 
mitted over the conductor 692 as the brush 35 
rotates over these five Segments and the printer 
Would operate in response to this code to Shift 
the printer back to its lower case position. 
Although the printer is now in condition to 

receive the next code, it is desirable to separate 
successive quotations by a Space. To this end, 
instead of connecting the armature of relays 96 
directly across to the Segments 98 on the dis 
tributor ring 953, these arrnatures, it, Will be 
noted, are connected to the Segments 933 Which 
are considerably further down on the ring S53 
and the segments 978 are connected to negative 
and positive battery according to the code for 
"Space' in Fig. 16. To provide time for the con 
tacts of the polar relayS to settle, the designation 
code combinations received by the relays 954 
are arranged to be repeated over the first group 
of segments 9 on the next succeeding revolu 
tion of the brush 95 following the receipt of the 
code thereof. 
The birushes 95 thereafter wipe over the stop 

Segiment preceding the first letter segments 966 
and the Cycle as described above is then repeated. 

Referring back to Fig. 10 it will be noted that 
the signals received over the line 694 may be ar 
ranged to operate a reperforator mechanisin 697 
controlled by the translator 695. 
The line 694 is connected to a receiving polar 

relay 0 which controls armature iO2 to oper 
ate between its Upper and lower contacts. The 
arnature 2 is connected over conductor 3 
to ring 64 which is bridged with the segmented 
ring 95 by the brushes (6 carried on the 
brush carrier . The brush carrier is 
normally driven through clutch mechanism 008 
on the notor Shaft OG9 driven by the motor Oi O, 
the construction being Similar to that shown and 
described in connection. With Fig. 15. 
The first or start Segment of the segmented 

ring 05 is connected over the conductor fel 5 
to the start magnet 6 which through its arma 
ture of carried on the stop arm 8 controls 
the release of the brush carrying arm for 
rotation as driven by the motor 90. 
AS in the case of Fig. 17, the Segments of the 

ring 005 are connected to polar receiving relays 
O2 of which only the first three are shown in 

a Smuch as the remainder are similarly connected 
to the individual segments. The first fifteen 
Segments are responsive to the first fifteen in 
pulses for Selecting the item to be quoted, the 
remainder being responsive to the succeeding 
impulses for making the quotation and for the 
index operation. The armatures G22 of the 
relays 2 f are connected over conductors 23 
to Segment.S on the Segmented ring 024. It will 
be noted that the connections here are arranged 
in groups, the first fifteen being connected in 
groups of five Segments each to the segmented 
ring 024. The ring 024 is bridged with the seg 
mented ring 025 by a pair of brushes 26 also 
carried On the brush carrier O. 

It Will be noted that the second and tenth 
Segments On the Segmented ring G25 are mul 
tipled together and connected over the conductor 
027 to the polar receiving relay 028. 
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This relay controls a circuit, which corresponds 

to line 873, Fig. 14, and functions to effect the 
addition of magnet 872 for the guide perforation 
(on top row of rolls in Fig. 9) to such other 
magnets as have been Set. It Will be further 
noted that the segments 03 are multipled and 
Connected Over the conductor 32 to the receiv 
ing relay 33. The segments 034 are multipled 
and connected over conductor 36 to the polar 
relay 037, the segments (38 are multipled and 
connected over conductor 0.39 to the polar relay 
040, the segments G4 are multipled and con 

nected over conductor 042 to the relay 043 and 
the segments f44 are multipled and connected 
Over conductor 45 to the relay G46. The seg 
ments O47 are connected in multiple over the 
conductor C48. The relays 633, O37, 40, 43 
and 046 correspond to the relays 938 shown 
in Fig. 14 and function in the same manner to 
Operate a perforating mechanism. Relay 028, 
it will be noted, is Operated by an impulse of pos 
itive polarity when the brushes 26 move over 
the second segment and by an impulse of nega 
tive polarity when the brushes move over the 
tenth segment to restore and control the sixth 
perforation in the seventh position or synchro 
nizing position on the tape. When the brushes 
026 move over the third to the Seventh segments, 

the relays 33 to 46 are invariably operated in 
accordance with the seventh code received per 
forating a tape in accordance thereWith. The 
brushes 28 Will then move over the eighth 
Segment which is connected to positive side of 
battery and an impulse of positive polarity is 
impressed on the conductor 48 which extends 
to a magnet similar to the magnet 884 shown in 
Fig. 14 for controlling the perforation Operation 
in a CCO dance With ke Opeia in of the efo 
rating magnets during the preceding cycle. Co 
ductors (5) are similar to the conductors 80 
extending from the arnatures 33 of the relays 
868 to the Selector magnets 8 . 
The brushes then rotate over the next set of 

five segments and the relays are operated in 
accordance With the next five code impulses re 
Ceived and control the perforator in accordance 
thereWith, the same operations occurring during 
the movement over the third group of segments. 
Immediately following the operation of the re 
lays for the perforating magnets an impulse of . 
positive polarity is transmitted over the con 
ductor C48 for operating the magnet which con 
trols the perforating Operaticn in accordance 
with the code setting. It will be noted in this 
COInnection that the last three groups of ring 
fe25 just as the first three groups, are arranged 
in combinations of five each, the first four con 
tacts being arranged for the indication of the 
item and the fifth being the index quotation code 
position. The last group of this set is arranged 
at the top of the distributor in order to provide 
the Sane sort of overlap as shown in Fig. 17. 

In operation, in response to the receipt of a 
start impulse as described above over the con 
ductor 694, relay of operates its armature 002 
to engage its lower contact and an impulse of 
negative polarity is sent over the line 3, ring 
04, brushes 26, the first segment of the seg 
mented ring 5, conductor of 5 and magnet 

S. Magnet 6 upon energization operates 
the stop arm 0.8 from engagement With the 
brush carrier 93 which is thereupon released 
for rotation. 
As the brushes is 8 now rotate over the suc 

cessive segments, code combinations of impulses 
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received by the relay of operate the armature 
A2 to repeat the impulses to the relays 02 f. 
Relays C2 are thus set in accordance with the 
received code. The brushes 026 now reach and 
rotate over the group of segments 11th to 17th 
Of ring 25 and operate in accordance With the 
previously received code. As the brushes 026, 
In Ove Over the segments with which conductors 

23 of relays G2 are connected the settings of 
the relayS 2 are repeated through the seg 
ments O24 and 0.25 to the relays C33, O37, 
i40, 343 and 46, and these relays upon being 
Set in turn Operate the perforating selector mag 
natS, following the operation of these relays the 

is brushes move over a segment connected to posi 
tive polarity and an impulse of positive polarity 
is Sent over conductor 48 to operate the mag 
ract for Starting the perforator into operation. 
The magnets are thereupon reoperated in accord 
ance to the next code as the brush 26 moves 
over the next set of segments. When the brush 
526 has returned to normal and has been 

Stopped and has been re-started for its subse 
quant revolution, and moves over the first set of 
Segments which are connected to the last set of 
Segments on the Segmented ring GO5, the last 
received Code is transferred to the relays and to 
the perforator magnets. 
The tape is perforated in accordance with the 

tage at the transmitter comprising three sets of 
perforaticinS for code combinations of the item to 
be quoted and the next four sets of perforations 
COIn prising four positions each for code combi 
nations Cf the quotation and an extra position for 
the index quotation. 
The MOn Ostop System, although arranged to 

tlanSnit in code combinations of thirty-five im 
pulses each, may Operate a thirty-four magnet 
SOck quotation system 68; a five unit code 
Baudot printer by means of the translating 
necialinisin 69 and a reperforator for perforat 
iiig a tape 693 by means of the mechanism 695 
aid the reperforator 697. 

Malltimatic system 
Referring to Fig. 19, there are five feelers 5f 

for engaging perforations in the tape in accord 
a;nce With CCde combinations of impulses to be 
trainSaitted, plus a sixth feeler f) 5’ which is 
Operated Only Once during the transmission of 
the SeVCnth code for synchronizing purposes. 
The ShoWing here, of the feeler, is diagrammatic 
&S the nanner in which they engage the tape to 
connect either positive or negative battery to the 
Conductor's 52 connected thereto has been de 
Scribed in connection with earlier figures. 
The Conductors 52 connected to the first five 

feelers 5 extend in multiple to contacts Os3 
to 1859. These contacts to 53 to G59 are in op 
erative relation with the switches 06 to 1067, 
respectively, which in turn are connected over 
ConductorS 68 to the polar receiving relays to f. 
The SWitches 6 to 0.67 are arranged about 
the circumferential edge of a sequence cam disk 

50 mounted on a motor shaft 069 and driven 
by a motor of any well known construction 
and provided With a speed regulating device 2. 
The motor file it will be noted is connected to 
the positive and negative side of a source of en 
energy for rotating the motor. 
The can disk e39 is provided with a sequence 

can 3 comprising a raised portion which as 
the disk fest rotates successively engages and 
raises the followers 6 to 0.67 and as these foll 
lowers are raised they close their respective con 
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tacts (653 to O59. Carried on the shaft 069 in 
addition to the disk 060 is a second cam disk 
O4 and a third can disk f(5. The Switches 

operate thus: 
Follower lifts 
Follower C6 lifts 
Follower 82 lifts and falls 
Follower C6 falls 
Follower ?o falls 

This is indicated by the comparative lengths 
of the cams on the leading side and following 
side of the radial broken line from the Shaft 
869. The tape-control cam disk (4 is pro 

vided with a series of raised portions O 6 which 
periodically operate a switch lever 107 operating 
a make before break contact felt connected to 
wire 2). The switch 37, it will be noted, is 
connected over a conductor of 9 to a stepping 
magnet C80 which controls the movement of the 
feelers O5 into the perforations of the tape 3 
and steps the tape in a manner described in con 
nection with earlier figures. As Will be noted, 
the switch C7 is periodically operated by the 
portions (76 on the cam disk 374 as the latter is 
rotated to periodically ground the conductor 079 
and provide an energizing circuit for the magnet 

80 during normal operations. It Will be noted 
that the switch 377 engages the elevated portion 
76 of the disk 974 invariably an instant before 

the cam portion f 973 on the disk fö60 engages 
one of the switches (6 to 106 for the purpose 
to be described in more detail hereinafter. 
The phase-testing cam disk (; 5 is provided 

with a series of cams 08 which periodically Op- : 
erate a switch 082 to engage a contact 083. 
The switch 82 is connected over a conductor 
084 and resistance 1885 to the sixth feeler 05'. 

As has been described in connection with previ 
ous figures, the tape 3 is provided with a sixth 
perforation opposite the seventh code only of any 
group of codes so that the feeler (5i at other 
times impresses the negative side of battery On 
conductor 84. The follower 182 periodically 
engages the contact 383 which is connected over 
the conductor (86 to one side of the relay 08T 
and to the arm 088 controlled by the perforated 
tape 37 to engage or disengage the contact 089 
connected to the negative side of battery through 
the resistance 393 and to the opposite Side of the 
relay 08 . As the switch 082 periodically closes 
negative potential is impressed on one side of the 
relay 8 over the conductor (30 hut inasmuch 
as the other side of the relay is also connected 
to the negative side of battery through resistance 
090 this relay is not affected. When, however, 

due to the sixth perforation, positive polarity is 
impressed on the conductor 684 on closure of 
the contact 983 by switch 82, positive polarity 
is impressed on one side of the relay 887 and if 
at this time, the tape follower arm 88 has been 
disengaged from its contact (89 by reason of 
the fact that the tape is taut, relay (87 Will be 
energized to operate its armature 2 and to 
stop the transmission. 

It will be noted from the above description that 
the shaft, 869 is continually driven by the motor 
OTO so that the brush 99 moves continuously 

and switches list to 067 are continually being 
closed in sequence during operating periods. 
The relay Oc comprises a locking armature 
fi, a synchronizing impulse control armature 
2 and an armature 3 which when the relay 

100 is energized engages its front contact con 
nected over conductor C4 to a relay f 05. The 
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relay i? 05 is provided with a locking armature 

06, an armature 07 for extending the wind 
ing of relay 90 to conductor f : 93 and an arma 
ture O9 which controls an energizing circuit 
to the tape stepping magnet 989 in a manner to 
be described. A third relay f is connected 
over a conductor if 2 to a sixth Switch contact 

3. It will be noted in this connection that 
the switches (6 to 66 each control five con 
tacts whereas the Switch 06 controls in addition 
to the five contacts, the sixth contact 3 which 
as stated above controls an energizing circuit 
for the relay . The relay in this manner 
functions to detect closing of the Seventh Switch 
96 and therefore the end of the previous cycle. 

As will be described this relay upon detecting this 
condition, prepares the apparatus for starting 
transmission at the beginning of the next cycle 
when the brushes (9 reach the first segment 
On the segmented ring 94. 
The relay comprises an armature 4 

which controls the locking circuit of relay ff00 
and an arnature 5 which controls connection 
from the winding of relay and the conductor 

08 to the resistance 6 and to the point 083. 
The Shaft S9 carries also the brush-arm 092 

and the double brush 09 which at all times 
connects the line wire 32 to Some one of the 
thirty-five segments of the segmented ring 1094. 
Thirty-three of these segments are connected by 
wires fe95 to armatures 096 of thirty-three polar 
relays 07, the 34th segment is connected to 
negative by Wire 24 and the 35th segment is 
connected to the armature f8 of the relay 9. 
The locking manual tape-stop key 097 and its 

tongue C98 places earth on Wire (99 to hold 
charged the relay () whose armature i G3 holds 
charged the relay 85 whose armature O9 holds 
charged the tape-stepping magnet 38 which 
holds the tape from Stepping and holds all feelers 
05 and 0.5 against negative. 
The reversing relay 0 when in unoperated 

position will reverse the 35th Segment from nega 
tive to positive. The 35th segment is connected 

5 to the armature 8 of relay 9, whose upper 
point is connected to positive and WhcSe lower 
point is connected by Wire to armature 22 
of relay whose front point is connected to 
negative and whose back point is connected to 
positive. 
The apparatus being at rest, the operator at 

the Sender 62 starts the motor is and closes 
the locking key or tape stop switch 897. The 
motor attains its regulated Speed and rotates the 
disks 62, 974, 95, and the brush carrier 092. 
The key C97 energizes the relay 38 which ener 
gizes the relay 5 which energizes continuous 
ly the stepping magnet (80. The Sender 627 
does not step. All feelers 05 are held to nega 
tive, all relays 6 are charged negative and all 
arnatures 1096 are held to negative but armature 

8 is connected to positive at the armature 02 
of charged relay ). This is the normal con 
dition of running idle, or running without trans 
mission. In this period the receiving station 
starts and attains Synchronism, being guided in 
Synchronizing by the sole positive impulse from 
the relay if G in each revolution. The key fo97 
is kept closed when not transmitting thus main 
taining the Synchronism by reason of the one 
reversed impulse in each revolution. 
As a result of the operation of switch f O97 an 

obvious energizing circuit is completed for the 
relay OO over conductor 999 to ground over 
the switch 098. Relay OG upon energization 
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closes the clocking circuit for itself over arma 
ture of and its front contact and the back con 
tact and armature f4 and breaks the circuit 
of relay O. 
A further result of the energization of relay 
foo is to operate the armature O3 to engage the 

front contact completing an obvious energizing 
circuit for the relay G5 over the conductor C4. 
Relay 05 upon energization prepares a locking 
circuit for itself at armature G6 and over Con 
ductor f 120 to the make before break contact of 8. 
This make before break contact is periodically 
closed an instant before the closing of any one of 
the Switches O 6 to 67 by movement of the 
switch 077 over the cam 0 6 on disk 074, but 
is again broken an instant thereafter When the 
switch 0.77 moves off of the cam portion f76, 
immediately after any one of the switches 06 
to C67 moves off of the cam 073. However, this 
has no effect on relay 05 inasmuch as the origi 
nal energizing circuit for the relay O5 remains 
completed over the front contact and armature 
f O3 while the relay if 00 remains locked. 
A further result of the energization of the re 

lay G5 is to complete a closing circuit for the 
tape stepping magnet f C89 over the front contact 
and armature G9 and the magnet 08) is held 
energized preventing operation of the tape and 
accordingly preventing any operations of the ap 
paratus at this time. The operation of armature 
f OT has no effect at this time, its operating hav 
ing effect as will be described hereinafter in con 
nection with other operations. 
The attendant at the sender 627 inserts a tape 

such as 37, with the first code holes of the cycle 
above the retracted feelers 95, and then Opens 
the tape-stop switch 0.97 to permit the transnis 
sion to start. 
With this condition existing, the motor 07) 

continues to rotate the three disks 060, 1074 and 
O75 and the brush carrier 092 until the Switch 
067 is the next to be operated by the cam 03. 

The switch 1977 now is operated by one of the 
cams O76 connecting ground to the contact OT8 
and locking the relay f. When now the cam 
O3 closes the switch 67 the sixth contact 3 

is closed and an obvious energizing circuit is con 
pleted for the relay f it over the conductor if 2. 
The energization of the relay operates the 
armature 4 to disengage its back contact open 
ing the locking circuit for the relay 09 and the 
relay OO is deenergized dropping its armatures 
into the position shown in Fig. 19. Disengage 
ment of armature ff03 from its front contact 
opens the original energizing circuit for the relay 

C5, but this relay is now locked up over the 
contact OT8 as described above and the move 
ment of armature (3 therefore has no effect at 
this time. The stepping magnet (80 therefore 
continues to receive an energizing current 
through the front contact and armature 09. 
The operation of the armature 02 from its 
front to its back contact charges the relay to 
over the conductor 23 and the relay Oper 
ates quickly and connects negative battery over 
the armature 22 and conductor if T and the 
lower contact and armature if 8 to the last Seg 
ment on the segmented ring 1094. At this time 
cam 08 will operate switch 082 to close contact 
O83, but this will have no effect at this time. 
On continued rotation of the three disks, the 

cam portion to 73 moves past the last Switch 06 
and the switch 067 is opened breaking the cir 
cuit at 3. Relay if f is deenergized again 
preparing a locking circuit for the relay 0. 
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Which, however, is at this time deenergized and is 
not affected thereby. Immediately thereafter, 
the cam portion 076 is beyond the switch 77 
and the Switch 0 is again moved to the posi 
tion shown, opening contact 1078 and closing the 
contact shown. As a result of the opening of 
contact f8, the locking circuit for the relay 

5 is opened and inasmuch as the original 
energizing circuit for this relay is also opened at 
armature C3, relay 05 now deenergizes. The 
Cnly effect of the deenergization of the relay 05 
is to open one of the energizing circuits for the 
tape stepping magnet 080 at armature 9, 
although this circuit continues to receive ener 
gizing current over the conductor OT 9 and 
switch G77 with the adjacent contact shown 
connected to ground. 
On continuous rotation of the three disks, 

switch 77 is again operated by the can portion 
76 on the disk 94 opening the only energiz 

ing circuit left for the stepping magnet fe8) and 
this magnet is deenergized. At the same time the 
contact 078 is connected to ground to prepare a, 
locking circuit for the relay f (5 but this relay is 
now deenergized and the locking circuit prepared 
therefor has no effect. 
As the disks now continue to rotate, the first 

switch 96 f is operated closing its five contacts 
0.53 and connecting the relays 97 associated 

thereWith to the first five feelers 95 over the 
conductors 052. 
The deenergization of the stepping magnet 
80 has released the feelers permitting them to 

move into the perforations in the first tape por 
tion of the cycle with which they are at that time 
in operative relation and the relays 07 are 
accordingly operated over the conductors 52 in 
accordance with the perforations of the tape, 
setting their armatures 096 for repeating in 
pulses over the conductor 32 as the brush f39 
moves over the first five segments the phase-test 
cam switch 082 now operates briefly without 
effect. 
Soon thereafter disk 080 has rotated to move 

the cam 073 beyond the switch 06 which again 
drops to its lower position opening the contacts 
O53 and an instant thereafter the switch 0 
moves off the cam 06 again closing an energiz 
ing circuit for the stepping magnet 080 and 
opening the locking circuit of the relay f (5 
which has however no effect as Will be clear. 
The energization of stepping magnet C8) moves 
the feelers from the tape and steps the tape to 
the succeeding pcsition in a manner which has 
already been described in detail in connection 
with other figures. As in previous figures, it will 
be clear that brushes 09 may be arranged to 
rotate over the five segments associated with the 
relays 07 of switch 06 sufficiently long after 
the energization of these relays to provide the 
necessary overlap permitting these relays to 
properly energize and be in operative position 
before the impulses are to be repeated. 
During the operation of the Switch 66 by 

cam 03 and of switch foll by cam 06, the 
phase-testing cam 8 operates the switch 082 
engaging contact 083 briefly, as mentioned 
above, and potential from the negative side of 
battery is extended over conductor 084 through 
the contact 1983 to cne side of the relay 287. 
This potential is of negative polarity inasmuch 
as the sixth feeler (5' does not engage any 
perforation of the tape during the first six code 
periods. Relay f O81 is not affected inasmuch as 
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its opposite terminal is also connected to negative 
battery through the resistance 990, 

During the continued rotation of the three 
disks successive Switches (62 and 67 are oper 
ated in a manner described in detail in connec 
tion with 6. In each case the energizing 
circuit for the relay 080 is opened an instant 
before the operation of the switches C8 to 06. 
permitting the feelers to move into the perfora 
tions in the tape and in this manner the relays 
O are operated in accordance with the per 

forations in the tape 3. 
As described in other figures, the first three 

switches (6, 62 and 963 energize their asso 
ciated relays 07 in accordance with the letter 
code combinations of conditions and the next 
four will energize their associated relays in ac 
cordance With numerals, fractions and designa 
tion codes. 
Operations will now continue as described dur 

ing the continued proper phase condition of the 
apparatus until the tape 3 becomes taut and 
opens the contact 089 by moving the tape fol 
lower 088 from engagement therewith. During 
this continued operation it will be noted that 
positive or negative polarity is periodically in 
pressed over the armature f8 to the last seg 
ment of the segmented ring 94, positive if the 
quotation be "Last' and negative if otherwise, 
the relay 9 being the recording relay for the 
35th pulse of each cycle. 

It Will noW be assumed that the tape 3 be 
comes taut due to the more rapid rate of trans 
mission of codes than rate of perforations of the 
tape. As a result thereof, the bypass circuit of 
relay 08 is opened. As stated above, the cam 
08 periodically moves the follower C82 into 

engagement With the contacts 083 so as to 
impress negative polarity over the conductor 086 
from conductor 084 during the transmission of 
the first six code combinations as the tape feeler 
f05 fails to engage any perforation in the tape. 
Accordingly, during the transmission of the first 
six code combinations no effect occurs, even 
though the tape becomes taut. When, however, 
the Seventh code position is reached, the sixth 
feeler 05' enters the sixth perforation impress 
ing positive polarity on the conductor 84 and 
When now the follower 032 engages the contact 
083 an energizing circuit is completed for the 

relay 08 through the resistance 090 to nega 
tive side of battery. The energization of relay 
087 operates its armature 2 to engage its 

front contact and thereby close a locking circuit 
for relay 08 over armature 2, resistance 6, 
winding of relay 037, and resistance 090. Cam 
followers OST and O77 are up at this time, switch 
067 is in operated position, points 3 are closed 
and relay f l l is in Operated position. Cam 073 
now releases switch fel which in turn releases 
relay and completes an energizing circuit 
for the relay 00 through the front contact and 
armature f2, back contact and armature f l 5, 
back contact and armature 7, and to the Wind 
ing of the relay floo to negative side of battery. 
Relay f OO now energizes and the cycle of opera 
tions described above in connection with the op 
eration of the key to 97 occurs; that is, the relay 
foO is locked over its arnature G, moves its 

armature 02 to open the circuit of relay O 
(to callse positive impulses over the last segment 
of ring fo94), and closes an obvious energizing 
circuit for the relay 05 at armature 03. Re 
lay 05 as long as it remains energized main 
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ating of the tape feelers, and the apparatus 
accordingly is rendered non-operative. 
The brush 09 ags behind the cam 03 in 

phase relation in the cycle of transmission. So 
that armatures 996 of relays OT may have 
time to Settle after being Set by can O-3 and 
before being traversed by brush 09. In the case 
of Stopping transmission by the tape-follower as 
just described, the armature 8 will have been 
set by control of the tape 37 and the relay to 
Will have opened the circuit of relay at an 
instant before the brush. O9 has traversed the 
armature 8. To preserve the signal of the 
relay 9 until the brush 09 shall have trav 
ersed the armature f l 8, the slow-release relay 
if retains negative potential upon the wire 

for a period of time Sufficient to permit the brush 
09 to traverse the armature 8, after which 

the relay 0 will connect positive potential to 
the wire 7 and the negative potential from the 
stopped feelers will operate relay 9 to move 
the armature f 8 to connect the wire to 
the last segment of the ring 094, thus Supplying 
a synchronizing impulse upon the line 32 as 
before beginning transmission and as with the 
key O97 closed. 
As the motor C. rotates, thirty-four negative 

and one positive impulses are transmitted in each 
revolution inasmuch as the magnet 08) and the 
relay 00 remain energized as above described. 
When, however, the relay O8 is released due to 
the by-pass circuit completed therefor through 
contact 088-C89 and the relay O87 deener 
gizes. When relay O8 deenergizes its armature 

2 moves away from its contact, opening the 
energizing circuit for the relay OO and if as 
Stated above when the seventh code is transmitted 
this condition exists and relay is energized, 
the locking circuit for relay 09 is open and this 
relay deemergizes conditioning the apparatus for 
operation in a manner described above. 
The tape 37 may be out of phase with relation 

to the Switches 05 to 067 and with the sequence 
cam 073. The proper phase relation will be 
restored by stopping the tape in its first position 
of a Series and then by re-starting transmission 
from the tape to the polar relays 07 when the 
can disk O60 is in the position shown in Figure 
19. 
Should the feeler 05?' enter a guide hole when 

Sequence cam 073 is not in proper phase rela 
tion, then the Switch 06 is unoperated, points 

3 remain open, relay if f is unoperated and 
the phase-testing cam 075 will operate the relay 

00, over the circuit from negative through re 
lay f AO), armature ff07, wire f O8, armature 5, 
resistance 6, wire fo86, point 083, follower 
082, wire 084, resistance 085, and feeler O5' 

to positive. 
The relay GO locks through armatures 0 

and f4 to earth. The armature f O3 operates 
the relay 05. The armature 99 connects 
earth to Wire 079 which charges magnet O8O 
and holds it charged, thus stepping the tape into 
its first position of the cycle and holding it there. 
Meanwhile, the sequence cam 073 progresses and 
Sends Only negative pulses to the line 32 until 
can OT3 reaches the switch 06 when trans 
mission is resumed as described initially herein. 
From the above description it will now be clear 

that the apparatus is so arranged that it may be 
Conditioned for operation at any time and will 
automatically start into transmission in proper 
phase relation with respect to the remote receiver 

tains the relay G80 energized preventing oper- 75 and with respect to the perforations in the tape 
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and if for any reason transmission is suspended 
during operation it will start transmission again 
at the beginning of a cycle automatically. 

Multipleac receiving distributor 
The multinux receiving distributor will now be 

described in connection with Fig. 20. 
The code Signals received over the conductor 
32 flow in series through the line relay 5 

and the corrector relay 52. 
Th distributor 673 comprises a brush carrier 
53 carrying brushes 54 to 57. The brushes 
55 bridge the segmented ring 6 and the 

solid ring 58 the latter being connected over 
conductor 62 to the armature 63 of the relay 
5. Each segment of ring f6 is connected to 

an individual polar receiving relay f 64 of which 
there are thirty-five and which are energized in 
accordance with the operation of arnature S3 
in response to the impulses received over the 
line 32 in a manner described in connection 
with Fig. 19. Each relay 64 controls an indi 
vidual armature 68 operating between con 
tacts of positive and negative polarity and con 
nected over an individual conductor 67 to an 
individual register magnet 68. In this man 
ner, the magnets 68 are selectively energized 
in accordance with the operation of the polar 
line relays 64 and in turn in accordance With 
the code impulses received over the line 32. 
The brushes 54 bridge the grounded ring 

and the two segments 2 and 73 which 
are respectively connected over conductors f4 
and 5 over which periodic impulses are trans 
mitted for operating the devices prepared by 
magnets 68. 
The conductors f67 in addition to being con 

nected to the windings of the magnets 68 are 
connected to individual segments on the seg 
mented ring 7 bridged by brushes 56. The 
Order of connection to the segments on the ring 

77, it will be noted, is not altered from the 
consecutive arrangement of the relays 64. 
The first five connections extend to the last set 
of segments on the segmented ring 77 to pro 
wide the necessary overlap to permit relays 64 
to energize before impulses therefrom are re 
peated over the ring T 7 and so on. Thus the 
armatures of five successive relays 64 are con 
nected to five successive segments selected on the 
ring 77 and thereafter the same order is foll 
lowed throughout. It will be noted that inter 
polated between groups of five Segments, from 
the first group 9 through to the Seventh 
group 89, two segments are provided connected 
to positive and negative polarities respectively, 
and preceding the segments f : 79 for the first 
code combination, first negative and then posi 
tive segments are provided. 
The impulses transmitted over the conductors 
67 to the magnets if 68 and to the ring 77 

are extended through the solid ring 78 and 
over conductor 8 to a line receiving relay such 
as relay 707, Fig. 11, for operating a printing 
mechanism similar to that shown in said figure. 
The impulses transmitted over the conductor 

A 8: it will be noted comprise code combinations 
similar to those codes transmitted over the line 
75 With the positive and negative interpolated 
impulses for starting and stopping the distributor 
and printing operations just as in that case. 

It will be noted from an inspection of Fig. 11, 
that the start impulse is always one of negative 
polarity, as the opposite terminal of the start 
magnet is connected to the positive side of 
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battery over switch 774, except for the first code 
combinations when the cam follower 4 is on 
the raised portion of the can 777. As shown in 
Fig. 20, preceding each code combination there 
is a Segment connected to positive polarity foll 
lowed by a segment connected to negative 
polarity. When the brush 56 is in engagement 
With the positive segment a positive or stop im 
pulse Will be transmitted over the line 8. 
When, however, the brush i? 56 moves to the suc 
ceeding segment which is negative in polarity, a 
start impulse is transmitted over the line 8 
Which will start the apparatus into operation. 
This is the condition obtained preceding all 

of the code combinations except the first. As 
shown in Fig. 20, the armatures 66 of the first 
five relays are connected to segments near the 
lower end of the segment ring 77. These seg 
ments accoordingly transmit the first received 
code over conductor 8 and accordingly in 
view of the construction shown in Fig. 11, the 
stop and start impulses are negative and posi 
tive respectively. 

In addition to flowing over the conductor 8 
to operate a printer such as shown in Fig. 11, 
the code impulses generated by the polar relays 
f 64 and flowing over the conductors f67, are 
also transmitted by the brushes 56, conductors 
f82 and the conductor 83. The conductors 
82 are connected to relays of a perforating 

mechanism. Such as the relays 868 of Fig. 14. 
The conductor f 83 controls a circuit to a per 
forating magnet such as magnet 884. 
To provide for perforating the sixth perfora 

tion at the end of the cycle the brushes 57 
bridge the segments f 84 and f85. The seg 
ment f84 is connected with positive side of bat 
tery and segment 85 is connected over con 
ductor if 86 with a relay similar to relay 028 of 
Fig. 18 causing an impulse of positive polarity 
to flow over conductor 86 and to operate the 
relay to in turn operate a perforating magnet 
such as magnet 82 (Fig. 14) to perforate the 
sixth perforation on the tape. After the trans 
mission of the seventh code, the brushes 57 
bridge the segments 88 and 89 causing a 
negative impulse to flow over conductor f 86 to 
restore the relay and the punch magnet. 
From the above description it will now be clear 

that the impulses received over the line 32 
may be employed to perform a thirty-four mag 
net stock quotation operation or they may be 
translated into five unit code impulses for oper 
ating a start-stop printer or they may be trans 
mitted to operate a perforator as described in 
connection with Fig. 18. 

Monomuac System 
The monomlux System of transmission also 

controlled by the perforated tape 37 is arranged 
to transmit over one channel of a multiplex sys 
ten. The common practice in printing teleg 
raphy is to Operate multiplex or multichannel, 
five significant pulses being transmitted in Suc 
cession over each channel. 
A problem arises in adapting the System of this 

invention to transmission by the existing termi 
nal equipment of the present telegraph system. 
It is required to transmit the thirty five impulse 
condition by a system of existing terminal appa 
ratus which will receive seven groups of five and 
then unite them into a dependent group of thirty 
five. 
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Multipleac transmitter 

Referring to Fig. 21, the reference character 
20 designates a standard four channel mull 

tiplex Sending distributor commonly used in 
the telegraph art and modified for the purposes 
Of this invention. The distributor 2 con 
prises a segmented ring 22 and a Solid ring 
f 203 bridged by the brushes 203'. There are 
follr groups of segments on the segmented ring 
202, each group consisting of five segments. 

Associated with the last three groups of Seg 
ments on the ring 202 are three standard tele 
graph transmitters, 204, f 205 and 206 which 
have not been modified from the standard prac 
tice now in use and which, as shown, are pro 
vided with contactors 207 operating between 
upper and lower contacts and connected over 
individual conductors 28 to individual segments 
On the segmented ring 292. 

Each of these transmitters is provided with a 
magnet 2 connected over a conductor 2 f3 to 
an individual segment 24 on a segmented ring 
25 and bridged by a brush f 26 with the solid 
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ring 217 which is connected to positive side of 
battery. Following the code transmission by 
movement of the brushes 203 over the seg 
ments on ring 22 of a particular transmitter 
f 204 the associated magnet 2 f is energized over 
a circuit including the associated segment 24 
on ring 25. The associated segment 2:4 is 
placed just below the last segment of the group 
of five segments associated with that particular 
transmitter so that the contacts are prepared 
to be operated in accordance with the new code 
setting in preparation for a new code to be sent 
immediately after transmission of the preceding 
code combination. 
The first five segments on the ring 22 are 

connected over the conductors 22 to the Sender 
contacts 222 of the sender 223 which is a 
tape sender of standard construction but modi 
fied for the purpose of this invention by the ad 
dition of a pole changing relay 234, a starting 
relay 233 and a cam 27 with its accompany 
ing equipment as will now be described more 
fully. 
The feelers of the transmitter 223 are oper 

ated into engagement with their upper positive 
plate or lower negative plate in accordance with 
the perforations in the tape 37 upon release of 
the bell crank 235 pivoted at 236 and carrying 
these feelers. The bell crank 235 at its oppo 
side end 237 is in operative relation with the 
lever 238 carrying the armature 239 of magnet 
24. 

ductor 242 to the break Switch 243 for opera 
tion. The transmitter 223 comprises in addi 
tion to the five feelers 222 shown a further 
set of contactors 25 and 252 which are op 
erated by the feeler 253 operated in accordance 
With the Sixth perforation as described above and 
connected over conductor 254 to the armature 
255 of relay 234 for controlling the synchro 

nizing pulse. 
The relay 234 comprises an armature f 255 

which at its back contact controls the polarity 
over the conductor 256. The relay 234 also 
comprises two armatures 25 and 258 which 
at their front and back contacts control the 
polarities over the upper and lower contacts, re 
spectively, of the sender 223, over conductors 
1259 and 26, respectively. For controlling the 
operation of the transmitter in accordance With 
the condition of the tape the tape follower arm 
262 controls a shunt circuit around the relay 

The magnet 24 is connected over con 
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264, the shunt circuit comprising conductors 
265 and 263. The energizing circuit for relay 
264 extends from negative side of battery 
through resistance 266, winding of relay 264, 
over conductor 267 to the contact 2S3 adjacent 
can 2. The can f27 is secured to the shaft 
22 which also has secured thereto a ratchet 
wheel 273 in operative relation with a pawl 274 
pivoted at 275 to a lever 276 carrying the ar 
mature 27 of a stepping magnet 28. The 
stepping magnet 28 is connected over con 
ductors 279 and f28) to the Segment 28. The 
follower 283 connects positive polarity over the 
conductor 284 to the relay 234. The cam por 
tion 282 also operates the can follower 286 
to break the contact 287 and make the contact, 
268 connected to the conductor 23 for the 

purpose to be described. 
Connected to the conductor 256 is a start key 
29 which controls the application of positive 

polarity to conductor 256 for a purpose now to 
be described in connection with the operation of 
the apparatus thus far described. 
To start operation, the driving motor is start 

ed, and the start key 29 is operated to close 
its contact with the positive side of battery. An 
obvious energizing circuit is completed for the 
relay 233. Relay 233 upon energization com 
pletes a locking circuit for itself over armature 
292, cann follower f 286 and its contactor 287 to 

positive and operates armature 233 to discon 
nect the contactor 243 from the conductor 28 
and to extend positive polarity over arnature 
293, contactor 243 and conductor 242 to en 

Magnet 24 upon en 
ergization operates its armature 239, and the 
universal member 238 in engagement with the 
bell crank 235 at 23 holds all of the feelers 
of transmitter 223 in engagement, with their 
lower contact and out of the perforations of the 
tape. It will be understood in this connection 
that a similar bell crank lever is provided for 
each of the feelers 222 and 253 and that all 
are in Operative engagement with the universal 
member 238. 
The brushes 293 and 26 now 'evolve con 

tinuously and at regulated Speed. As the brushes 
203 move over the first five segments five im 

pulses from the negative side of battery at arma 
ture 25 in engagement with its negative con 
tact are transmitted over the brushes 3' ring 
f2O3 and to the line 295 connected to the polar 
transmitting relay 296 which controlling its ar 
nature 29 controls the transmission cf in 
pulses of positive and negative polarity over the 
line 298 extending to the remote station. 

Immediately after the transmission over con 
ductors 22 and the first five segments of the 
segmented ring 202, the brush 26 wiping over 
the segment 28 completes an energizing cricuit 
for the magnet 28 to ground through the wind 
ing of the relay 278 conductor 29, conductor 
280, segment 28?, brush 2 6, and solid ring 
27 to the positive side of battery. Stepping 
magnet 278 upon energization operates its ar 
mature 27, and the lever arm 276 moves the 
pawl 274 to rotate the cam disk 27 through 
one seventh of a revolution. The impulse trans 
mitted over conductor 28 has no effect, Cn the 
magnet 24 at this time inasmuch as the con 
ductor 242 is disconnected therefrom at the 
break Switch 243 in a mannser described above. 
As the brushes 26.3' move over the succeeding 

Sets of segments on ring 292 telegraph codes 
from the transmitters 204 to 26 are trans 
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mitted and following each code transmission from 
One of the transmitters, its individual magnet 
2 is energized and deenergized as the brush 
26 moves over and off of the segment 24 

conditioning the individual transmitter for the 
Succeeding code to be transmitted. 
The above cycle of operations is repeated as 

magnet 278 is energized once during each revo 
lution of the brushes of the distributor 20 when 
the brushes 26 engage the segment 28 until 
the can 282 of the cam disk 27 operates the 
follower 283. During the succeeding or seventh 
revolution, positive polarity is connected over 
Conductor 284, energizing relay 234 which re 
verses the polarity impressed by armature 257 
Over conductor 259 and the feelers 222. 

For the first channel, the brushes 203 send 
to the relay 296 five negative pulses in each rev 
olution except in the re-current seventh revolu 
tion, in which five positive pulses are sent. For 
the six revolutions, the circuit of the relay (296 
is from earth through relay 296, wire 295, ring 
263, brushes 203 first five segments of ring 
202, five wires 22, five feelers 222 down, wire 
259, armature 257 and back point to negative 

potential. For the seventh revolution, the cam 
282 stops under the follower 283 and energizes 

the pole-changer relay 234 over an obvious cir 
cuit, charging the circuit of the relay 296 to the 
front point on armature 257 and to positive po 
tential. By this sequence of thirty pulses nega 
tive and five pulses positive, indefinitely repeated, 
the receiving equipment, to be described, is syn 
chronized and made ready for operation in re 
ception. 
To start transmission, Synchronism having been 

attained, the tape 3 is inserted in the transmitter 
With the first cycle of holes Over the retracted 
feelers 222. The key 29 then is opened. At 
the instant of opening the key 29f the brushes 
26 may be in any position and the cam disk 
27 may be in any position. Brush 26 and 

contact plate 28 operate magnet 278 to step 
the can disk 2. 
By the operation of the stepping magnet 278, 

the can 282 of the cam disk 27 is operated 
to move its cam follower 286 causing a make 
before break operative making engagement be 
tWeen the contact 28 and the contact 268 and 
breaking engagement between the contact 287 
and the follower 286. Engagement between con 
tacts 287 and 268 closes a circuit over conductor 
289 to the relay 264. If, however, the tape is 
not taut at this time, this relay Will be shunted 
by the tape arm 262 and conductor 263 and this 
Operation Will have no effect at this time. 

Locking circuit for the relay 233 is also opened 
at the cam follower 286 and relay f 233 will there 
fore deenergize at this time. This controls the 
starting of the transmission. 
Upon deemergization of relay f233 armature 

293 permits the make before break switch 243 
to close contact connecting the stepping magnet 
24 to the wire 280. Meanwhile the brush 26 
has passed from the contact plate 28, and the 
magnet 24 now is deenergized, permitting the 
feelers 222 to move into the perforations of the 
tape and to in press positive or negative polarity 
on the various conductors 22. 
When now the brushes 203' rotate over the 

first five segments, code combinations of five im 
pulses will be transmitted in accordance with the 
perforations encountered by the feelers 222. 
Immediately thereafter the brush 26 rotating 
over the segment f8 f energizes the stepping mag 
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net 28 over conductor 280 and completes a 
multiple circuit for the magnet 278 and for the 
tape controlling magnet 24f through the make 
before break switch 243. Energization of the 
Stepping magnet 278 will step the cam disk 27 
to its next position by which the locking circuit 
for the relay 233 is again prepared at the cam 
follower 286. Energization of the tape control 
magnet 24 will operate its lever arm 238 and 
through the bell crank 235 move all of the feelers 
222 out of engagement with the tape and will 

at the same time cause stepping of the tape to 
present a new set of perforations in a manner 
Which has been described in detail above. Now 
after the brush 26 moves off of the segment 
28 stepping magnets 278 and 24 are deener 

gized. Magnet 28 upon deemergization allows 
the pawl 24 to move to engage the succeeding 
tooth of the ratchet wheel 273 and magnet 24 
upon deemergization releases the bell crank 235 
to permit the tape feelers 222 to enter the suc 
ceeding set of perforations and to prepare for 
the Stepping of the tape to the next position. The 
movement of the feelers 222 into the perforations 
has no effect at this time inasmuch as the brush 
203 is now moving over the segments associated 
With the standard telegraph transmitters and 
transmitting Standard uniform telegraph codes 
over the line 1298. When, however, the brush 
203' returns to the position shown, the next suc 
ceeding stock quotation code of five impulses is 
transmitted. 
This cycle of operation is now repeated, a 

code of five impulses being transmitted over one 
channel of the distributor with three other of the 
telegraph codes. The cam disk 27 is stepped 
from position to position until finally the en 
larged portion 282 thereof again operates the 
Cam follower 283. An energizing circuit is 
thereupon completed for the relay 234 which 
Operates its armatures 257 and 258 to engage 
their front contacts which thereupon reverses the 
polarity impressed on conductors 259 and 26. 
The seventh code transmitted accordingly com 
prises marking and spacing impulses which are 
negative and positive respectively instead of posi 
tive and negative respectively as in the preceding 
code combinations. During the transmission of 
the Seventh code of the cycle, the armature 255 
of the relay 234 opens the wire 254 and pre 
vents the contact 25 and feeler f 253 from oper 
ating the relay 233. 

If during transmission the tape becomes too 
taut for operation, the transmitter having oper 
ated faster than the perforator, the tape follower 
262 will disengage its contact and open the by 

pass circuit for the relay 264. This may have no 
immediate effect, but when the cam 282 oper 
ates the follower f 286, the make before break 
switch 28 is closed completing an energizing 
circuit for the relay 264. Relay f 264 upon en 
ergization causes its armature 299 to engage 
With its front contact. As a result of the arma 
ture 299 engaging its front contact an energizing 
circuit is completed for the relay 233 from posi 
tive battery over armature f 299 and conductor 
256, through the winding of the relay 233 to 
negative battery. Relay 233 upon energization 
prepares a locking circuit for itself at armature 
292 and its front contact which, however, is not 
completed due to the fact that the follower 286 
at this time is disengaged from its contact. By 
action of armature 293, the relay 24 f is dis 
connected from the line 280 and an energizing 
circuit therefor is completed over the make before 



reak Switch 243 and the front contact and 
armatures 293 to positive battery. Magnet 24 
upon energization operates the armature and 
lever arm 238 to prevent further operation of 
the feelers. 
The stepping magnet 28, however, is peri 

cdically energized as the brushes 2 f6 move over 
segment 28 and continues to step the disk 27 
step by step. On the first movement thereof the 
locking circuit, for relay 233 is completed and the 
circuit of relay 264 is opened at the follower 
286. The relay 233 continues energized and pre 

vents further stepping of the tape until the can 
2 has stepped to the position at Which the 

follower 286 is again operated, when, should 
the tape follower 262 be still lifted, the locking 
circuit of relay 233 will be opened and the en 
ergizing circuit of relay 264 will be closed and 
relay 264 will continue the energization of relay 
233. The receiver is then in condition to re 

ceive the first of the letter code combinations at 
the beginning of operations and by the automatic 
phase corrections described above, the trans 
nitter Will condition itself to transmit the first 
or letter ccde combination at the beginning of a 
cycle. 

If now the tape becomes sufficiently loose the 
arm 262 reengages its contact, and the by-pass 
for the relay f 264 is again completed. When now 
the can 27 f is in position where the follower ; 
235 is again operated the locking circuit for re 
lay 233 is opened, the relay 264 is not operated 
and the transmitter is again in condition for re 
operation. 

It will be obvious from the above also that in 
the event, the tape for Some reaSOn is Out of 
proper phase relation with the can disk 27 and 
distributor 20, the tape will be prevented from 
operation. Thus, for example, assume that the 
tape is out of Such phase relation and that the 
feeler 23 noves to its contact 25 at an in 
stant when the can 282 has not rotated into the 
position which indicates a Sixth pulse or last 
code of the cycle. In that event no energizing 
circuit will be completed for the relay 234 by 
the follower f283 as the cam 282 will not be in 
engagement, thereWith. As a result a circuit Will 
be completed from positive battery over the con 
tact 25 and tape feeler 253 to the armature 
255 and its back contact, conductor 256 and to 

the relay 233. Relay 233 upon energization 
closes a locking circuit for itself through foll 
lower 285 and front contact and armature 292 
and at arnature f 293 it completes an energizing 
circuit for relay 24 f. The tape is thus brought 
to a stop With the perforations of the first code 
of the Subsequent cycle under the retracted feel 
erS 222 and is held from further operation until 
the can 282 has moved to operate the follower 
286 at which position the locking circuit for 
relay 233 is opened. The original energizing 
circuit therefor being also open at the tape feeler 
253, relay 233 is deenergized. The tape is now 

in proper phase relation. With the can 27 and 
distributor 20 and transmission is resumed. 
The impulses repeated over the line 298 flow 

through a line receiving relay 30? (Figure 22) 
and through a corrector relay 302 which operates 
to control the synchronism, in any well known 
manner, of a distributor 303. The distributor 
393 comprises a brush carrier 304 mounted on 

a motor drive shaft 395 and carrying brushes 
A305 which bridge the solid ring 307, connected 
by conductor 308 to the armature 309 of the 
relay 30 with the segmented ring 3. The 
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twenty segments of the segmented ring 3 com 
prise the channels of the transmitter disclosed 
in Fig. 21 and are connected to the terminal 
blocks 33. Five of these blocks, it will be noted, 
are connected over the conductors 35 to the re 
ceiving relayS 36 of the stock quotation board 
System. 
The receiving relays 36 are connected by 

their armatures 3 to conductors 38 which 
are connected to the segments on the segmented 
ring 39 and to the pole changing relays 32 
in multiple, the arnatures 32 of which are 
connected over conductors 322 to a group of five 
Segments near the end of the segmented ring 
39. Segmented ring 3 i9 is bridged with the 

Solid ring 325 and also with the segmented ring 
326 by the brushes 32. The segments on the 
segmented ring 326 are connected in groups 
of five to the conductors S3 and interposed 
between each group is a segiment which is multi 
pied and connected over conductor 332 for the 
purpose to be described hereinafter. The Solid 
1ing 325 is connected over a conductor 334 to 
a printer Such as shown in Fig. 1. 

For controlling the operation of the perfora 
tor by the impulses over the conductors 33, 
ring segments 337 and 338 are bridged by 
brushes f34. The brushes 32 and 34 are 
cCnnected on a brush carrier 342 carried on 
a shaft 343 driven by a gear 344 and meshing 
With a pinion 345 on shaft 346. Carried on 
and rotatable With the Shaft 346 is a gear 34 
neShing with a pinion 348 on the motor shaft 
365. By this gear arrangement, the brush car 

rier 342 is rotated at One seventh the speed of 
the brush carrier 304 So that for each com 
plete revolution of the brush carrier 334, the 
brushes 34 will only rotate over the first group 
of Seven segments which constitutes one seventh 
of the distributor. 

It will be assumed that the apparatus of Fig. 
21 is operating idly; that is, not transmitting 
impulses in response to perforations in the tape. 
During the first revolution of any one group of 
code combinations, as the brush f2O3" moves over 
the first five segments of ring 262, five negative 
impulses will be transmitted from negative side 
of battery over armature 257, conductor f 259, 
feelers 222, conductors 22, first five segments 
Of ring 202 and over the line 293 as previously 
described. Similarly, five negative impulses will 
be transmitted during the second, third, fourth, 
fifth and sixth revolutions of the cycle. 

Preceding the seventh revolution the cam por 
tion f282 will move follower ? 283 into engage 
ment with its contact, extending positive side 
of battery over conductor 284 and winding of 
relay 234, energizing this relay and moving ar 
mature 257 into engagement with its front con 
tact. Then when the seventh revolution takes 
place five positive impulses will be transmitted 
over armature f 257, conductor 259, feelers 222, 
conductors f22, first five segments of ring 22 
and over the line 298. Thus, during each cycle 
comprising seven revolutions of brushes f2O3, 
thirty negative and five positive impulses are 
transmitted over the line 298. These impulses 
as described above are received by relay f38 and 
repeated over line 308, ring 307, brushes 306, 
ring ?3f, terminals 33, conductors 3 5, and 
relays 35. 
The Speed of rotation of brushes 327 is such 

that these brushes will make one revolution 
While brushes 23' of the transmitter make 
Seven revolutions. Let it be assumed that the 



22, 175 
brushes 336 are in proper phase relation with 
the bi'ushes 233' and that the brushes 327 are 
in proper phase relation with the cam 282. With 
this condition, and with key 29 remaining 
closed, as the first five negative impulses are re 
ceived, the relays 36 will be energized to con 
nect their almatures with the negative Side of 
battery and the brush 327 will move over the 
first five segments of ring 39, negative impulses 
will be transmitted Cver these segments and Over 
line 334, the phase relation of brush 327 to 
brush 36 being such that the brush 327 con 
pletes the transmission of the fifth negative in 
pulse from the fifth segment of ring 39 just 
before the fifth relay armature 37 is set or 
reset by the brush 36 in its subsequent revolu 
tion. Similarly as the next five groups Of nega 
tive impulses are received the brush 327 will be 
moving over the next five groups of Segments of 
ring 39. When the five positive impulses which 
follow the thirty negative impulses are received 
the brush 32 will be moving over the last group 
of segments on the ring 39. These five posi 
tive impulses will energize relays 320 since the 
windings of these relays are each connected to 
negative side of battery. Energization of these 
relays will move their armatures into engage 
ment with their respective negative contacts, im 
pressing negative potential upon the first five 
of the last group of segments on ring 39. Ac 
cordingly as the brush 327 moves over the last 
group of segments on ring 39 five negative im 
pulses will be transmitted over the line 334. 
From the above description it will be evident that 
if the receiving distributor is in synchronism with 
the transmitting distributor thirty-five negative 
impulses will be impressed upon the segments of 
the ring 39 to be transmitted over the line 334. 
Now let it be assumed that the distributors 

are not in synchronism. Under this condition 
the brush 327 will be moving over the last group 
of segments on ring 319 not while the five posi 
tive impulses are coming in over line 298 but 
While five negative impulses are coming in. These 
negative impulses will energize relays 36 to 
move their armatures to engage their respective 
negative contacts and negative potential will be 
impressed on the pole changing relays 320. 
These relays will then have negative potential 
impressed on both terminals of their Windings, 
and Will remain deenergized. Their armatures 
will therefore remain in engagement with the 
positive contacts and positive potential will be 
impressed upon the last group of segments. Thus 
if the distributors are not in Synchronism. Some 
of the thirty-five impulses transmitted over the 
segmented ring f33 will be positive. The ring 
39 shall have some known form of Orientation 

device for attaining synchronism initially. 
It will be understood that connected to the con 

ductor 334 is a printer similar to that shown in 
Fig. 11 and connected to the conductors 33 is 
a perforator similar to that shown in Fig. 14. 
The conductor 342 connected to the Segments 
338 and 337 is connected to a relay as 028, 

Fig. 18, which controls the reperforator magnet 
872 as shown in Fig. 14. 

It will be noted that the conductors 38 which 
are connected to the relays 320 are also nul 
tipled to a set of segments 35, Fig. 23. Seg 
mented ring 35 is bridged with the segmented 
ring 352 by the brushes 354 carried on the 
brush holder 355 and driven through the shaft 
A 356 and the meshing gears 357 and 358 by 
the motor shaft 395 shown in Fig. 22. By this 
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means, the two distributors are maintained in 
Synchronism. The segments on the Segmented 
ring 352 are connected to thirty-four stock 
quotation magnets f353, with starting magnets 
359 and 360 interposed, the first for operating 

the letter selection and the Second for operating 
the numeral and fraction selection. It will be 
noted in this connection that the last four mag 
nets comprising the last group are connected to 
positive polarity instead of negative polarity, as 
the codes therefor, as noted in connection with 
the transmitting operation, are reversed in 
polarity. 

Fig. 24, the manner of connecting two sources 
of energy 36 and 362 for supplying positive 
and negative energy is shown. 
The perforator and reperforator disclosed 

herein form the Subject matter of U. S. Patent 
No. 2,024,012 issued December 10, 1935. 
Although I have disclosed my invention in con 

nection with a specific application thereof, it 
will be obvious that many modifications and ad 
justments thereof are possible and all come with 
in the Scope of my invention nor do I intend 
to limit myself in the specific application there 
of, but intend to cover rather broadly the altera 
tions of the System in connection with one type 
of code translation to any other type of code 
translation. Accordingly my invention is as set 
forth in the appended claims. 
What is claimed is: 
1. In a telegraph system, a sending distributor 

having a plurality of impulse transmitting ele 
ments, a corresponding plurality of primary con 
trol elements, a transmitter having a number 
Of Secondary control elements fewer than the 
nuinbir Of Said impulse transmitting elements, 
and means including said transmitter to in 
Variably and Singly associate each impulse trans 
mitting element with a definite primary control 
element. 

2. In a telegraph System, a transmitting dis 
tributor having successive groups of transmitting 
Segments and having the same spacing between 
consecutive Segments in a group as between the 
last Segment of one group and the first segment 
of a Succeeding group, a transmitter having a 
group of transmitting contacts corresponding in 
number to the segments in said groups, and 
means to aSSociate Said contacts successively with 
Successive groups of segments. 

3. In a signalling System, a transmitting dis 
tributor operative in unit multiple cycles, a re 
ceiving distributor operative in corresponding unit 
multiple cycles, means for operating said dis 
tributors in their respective cycles, an electrical 
circuit connecting said distributors over which 
intelligence Signals and cylic phasing signals are 
transmitted, and means operated over said cir 
cuit to aSSociate a certain cyclic phasing signal 
of Said transmitting distributor with a selected 
cycle only of said receiving distributor. 

4. In a signalling system, a telegraph circuit, 
means to transmit code combinations of signal 
ling conditions and start-stop signals over said 
circuit, and means for perforating a tape in 
accordance With both the code combination sig 
nals and the start-stop signals. 

5. In a telegraph system, a telegraph circuit, 
means to transmit code combinations of impulses 
Over said circuit, means to send a spacing con 
dition for a start impulse and a marking con 
dition for a Stop impulse for certain of said code 
combinations of impulses, and means to send a 
marking condition for a start impulse and a 
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spacing condition for a stop impulse for other 
of said code combinations of impulses. 

6. In a telegraph System, a single channel of 
communication, means to transmit groups of 
signals over said channel, each of Said groups 
being representative of a digit or part of a Con 
plete stock quotation or price, and means to 
transmit concurrently with the transmission of 
each of said groups of signals an additional sig 
nal, such additional signals constituting a group 
of signals for indicating the range of a quotation 
represented by the particular groups of signals 
representing the quotation. 

7. In a telegraph system, means to transmit 
code combination signals, a permutation device 
comprising a set of code combination elements, 
signal controlled means for conditioning certain 
of said elements in accordance with the permu 
tation of a code signal, and cyclically operative 
means for conditioning certain other of said ele 
ments Specially for thereby increasing the num 
ber of permutation possibilities of said device. 

8. In a telegraph System, a transmitting dis 
tributor, two groups of Signal controlling ele 
ments, means to Set said controlling elements in 
Varying permutations accolding to the Signals to 
be transmitted, a second series of impulse con 
trolling elements corresponding to the first set 
of elements, means timed by said distributor to 
transfer the setting of said first mentioned ele 
ments to Said Second series at different times for 
the two groups. 

9. In a telegraph transmission system, a dis 
tributor having allocated signal channels over 
Which are adapted to be transmitted character 
Selection signals, and means to superpose desig 
nation impulses over said channels concurrently 
With the transmission of said character selection 
signals. 

10. In a transmitter, a distributor, transmitter 
contacts in Operative relation with said distributor 
for transmitting code combinations of impulses 
thereover, and means for transmitting variable 
Start and Stop impulses over said distributor. 

11. In a transmitter, a distributor, transmitter 
contacts aSSociated with said distributor for 
transmitting code combinations of impulses 
thereoVer, and other transmitter contacts for 
controlling the transmission of synchronizing 
impulses over said distributor. 

12. In a transmitter, a distributor, transmitter 
ContactS aSSociated with said distributor for 
transmitting code combinations of impulses 
thereover, other transmitter contacts for control 
ling the transmission of synchronizing impulses 
Over Said distributor, and means to sense a per 
forated tape for controlling said transmitter 
Contacts. 

13. In a telegraph System, a start-stop dis 
tributor, transmitter contacts in operative rela 
tion with the segments of said distributor, a sens 
ing mechanism responsive to a perforated tape 
controlling the Operation of said contacts, means 
carried by said distributor for controlling the 
feeding of Said tape in Synchronism with said dis 
tributor, and means whereby said transmitter 
contacts invariably transmit groups of code com 
binations of impulses comprising completed mes 
SageS. 

14. In a telegraph System, a transmitting dis 
tributor, a receiving distributor, means for check 
ing the Synchronism of each cycle of said dis 
tributors, and separate means for checking the 
Synchronism of a group of cycles of said dis 
tributors. 
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15. In a telegraph system, a transmitting dis 

tributor, a receiving distributor, a start and a 
stop segment on said transmitting distributor, a 
start segment on said receiving distributor, means 
responsive to an impulse of predetermined char 
acter during predetermined cycles of said receiv 
ing distributor for controlling the Synchronism 
thereof, and means responsive to an impulse of 
a different character over said transmitter start 
and stop segments for controlling the Synchro 
nism of said receiving distributor at other cycles 
thereof. 

16. In a telegraph System, a Single channel 
Simplex receiving distributor including a set of 
contact elements, a plurality of printers, and 
means for Successively associating the same ele 
ments of said distributor With each of Said 
printers. 

17. In a telegraph System, a distributor having 
a start segment, a distributor brush, electromag 
netic means for controlling the rotation of said 
distributor brush, and means whereby said elec 
tromagnetic means is responsive to an impulse of 
a predetermined polarity for starting said dis 
tributor into rotation during certain cycles there 
of and is responsive to impulses of different 
polarity for starting Said distributor during other 
cycles thereof. 

18. In a telegraph transmitter, a distributor, 
transmitting contacts less in number than the 
number of Segments on Said distributor, means 
for using Said transmitting contacts a plurality of 
times during a single rotation of said distributor, 
and means for Synchronizing said plurality of 
times With each complete cycle of rotation of said 
distributor. 

19. In a telegraph transmitter, a distributor, 
transmitting contacts less in number than the 
number of segments on said distributor, means 
for Operating said transmitting contacts a plu 
rality of times during a single rotation of said 
distributor, means for Synchronizing said plural 
ity of Operations with each complete cycle of ro 
tation of Said distributor, and an overlap means 
Whereby said contacts may be operated in accord 
ance With a Succeeding code to be transmitted 
While said distributor is transmitting the pre 
ceding code. 

20. In a telegraph transmitter, a distributor, 
transmitting contacts less in number than the 
number of Segments on said distributor, means 
for operating said transmitting contacts a plu 
raity of times during a single rotation of said 
distributor, means for Synchronizing said plu 
rality of times With each complete cycle of ro 
tion of Said distributor, and a partial overlap 
means Whereby Said transmitter is transmitting 
the last portion of a code while some of said 
transmitter contacts are being set in accordance 
With a succeeding code. 

21. The method of signaling which comprises 
the Steps of transmitting the character impulses 
only of a plurality of start-stop permutation 
code signals in a consecutive series without their 
asSociated Supervisory impulses, receiving said 
character impulses at an intermediate station, 
letransmitting each Signal in its original order, 
and regenerating Supervisory impulses corre 
Sponding to the original supervisory impulses of 
Said signals. 

22. In a telegraph system, a start-stop trans 
mitter having a series of impulse elements, a 
plurality of devices selectively controlling said 
transmitter, and means to associate said impulse 
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elements of said transmitter with different ones 
of Said devices in a transposed sequence. 

23. In a multiple channel telegraph system, 
means to control a single recording device on 
each of certain of said channels, and means to 
control a plurality of recording devices over a 
Single other channel during the same cycle of 
Operation. 

24. In combination, a multiplex telegraph sys 
ten, a plurality of display devices each capable 
of variable operation, and rotary switching means 
controllable over said system for operatively as 
Sociating each of said devices with a channel of 
Said System in accordance with a predetermined 
arrangement. 

25. In a multiplex telegraph system, a series 
Of groups of control elements adapted to control 
the transmission of the different elements of the 
Sane neSSage, and means to associate said cor 
trol elements with respective channels of said 
multiplex systein. 

26. In a Synchronous multiplex telegraph sys 
tem, means for transmitting successive groups of 
impulses over the respective channels of said 
SySen, and means to change the normal polar 
ity of a group of impulses in selected cycles of 
Operation of the multiplex system on each of its 
channels. 

27. In a telegraph system, a first circuit, means 
to transmit code combinations of signal con 
ditions over said first circuit, a second circuit, 
means to transmit code combinations of signal 
conditions over said second circuit in accord 
ance with said first mentioned code combina 
tions, and means independent of said code Com 
biinations on the first circuit to transmit addi 
tional signals. On the Second circuit for modify 
ing said first mentioned code combinations of 
signals. 

28. In a telegraph systein, a telegraph circuit, 
means to transmit code combinations of inpulse 
conditions and synchronizing impulses over said 
circuit, and a controlled device responsive to a 
perforated tape for conditioning said transmit 
ting means to issue said impulses, certain perfo 
rations in said tape controlling the code in 
pulses, and certain other perforations control 
ling the Synchronizing inpulses. 

29. In a telegraph system, a telegraph circuit, 
means to transmit over said circuit a series of 
groups of code combinations of impulse condi 
tions, means to receive said code combinations 
of impulse conditions, means to bring into cor 
rect phase relationship the groups of code com 
binations and the receiving means, and means 
responsive to certain of said impulse conditions 
to bring into correct phase relationship said se 
ries of groups of code combinations in accord 
ance with a predetermined arrangement and said 
receiving means. 

30. In a telegraph System, means to transmit 
a series of code combinations of impulses con 
prising marking and spacing signals of prede 
termined characteristics, and means for chang 
ing the character of the signals at regular 
periodic intervals. 

31. In a translator, a start-stop receiver 
adapted to receive a series of code combinations 
of impulse conditions in a certain sequence, and 
a start-stop transmitter adapted to retransmit 
a second series of corresponding code combina 
tions in a transposed sequence. 

32. In a telegraph system, a transmitting dis 
tributor, a transmitter associated with said dis 
tributor and controlled by a prepared form, 
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means controlled by the distributor to operate 
the transmitter, means to stop the transmitter, 
and automatic means to restart the transmitter 
Only when the form is in a predetermined phase 
relation with the distributor. 

33. In a translating device, a series of ele 
ments Settable in accordance with a series of 
code combinations, a plurality of recording de 
Vices operable in accordance with the setting of 
said elements, a series of members correspond 
ing to each of said recording devices and adapt 
ed to be operated by the combination individual 
to the associated recording device, and means 
to control each of said members by said record 
ing devices in accordance with the setting of 
Said elements. 

34. In a Synchronous multiplex telegraph sys 
ten, receiving apparatus and transmitting appa 
ratus operated over a single channel of said sys 
tem, and means operated over said channel in 
response to certain impulse changes to establish 
a predetermined phase relation between said 
transmitting and receiving apparatus. 

35. In a telegraph system, a distributor, type 
Selecting mechanism, electrical connections be 
tWeen the distributor and the type-selecting 
mechanism, case-shift control mechanism, and 
means for Operating the case shift control mech 
anism at established and regularly recurrent in 
tervals. 

36. In a telegraph system, a distributor, type 
Selecting mechanism, electrical connections be 
tween said distributor and said type selecting 
mechanism, a sequence Switch, and means con 
trolled by said sequence switch for performing a 
printing operation in accordance with the selec 
tion made by the type-Selecting mechanism. 

37. In a telegraph system, a type-selecting 
mechanism, means to operate said mechanism in 
accordance with a predetermined code of in 
pulses, case-shift control mechanism, and means 
independent of the code impulses for operating 
the case-shift control mechanism. 

38. In a telegraph System, a tape-operated 
transmitter comprising feelers for cooperating 
with a tape, a plurality of switches, circuit con 
nections between said feelers and said switches, 
a sequence mechanism for operating said 
Switches in a predetermined sequence, and means 
controlled by said Sequence mechanism for pre 
venting transmission of electrical impulses when 
the sequence mechanism is out of proper phase 
relation with the perforations in the tape. 

39. In a telegraph system, a telegraph circuit, 
transmitting apparatus at one end of said circuit, 
receiving apparatus at the other end of said cir 
cuit, means controlled by the transmitting appa 
ratus to transmit over said circuit a Series of 
code signals, means controlled by other signals 
representing messages to also maintain Synchro 
nism between the transmitting and receiving ap 
paratus, and automatic means to send a special 
Signal to maintain Synchronism. When neSSage 
signals are discontinued. 

40. In a telegraph system, means to transmit 
a series of start-stop telegraph signals repre 
senting letters and figures in a definite set Se 
quence, and means to distinguish between letters 
and figures by the characteristic of the start in 
pulse. 

41. In a telegraph system, a telegraph circuit, 
means to transmit over said circuit a series of 
start-stop signals, said signals being divided into 
groups of a definite set sequence, and means to 
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identify the beginnings of groups by the char 
acteristic of the start impulse. 

42. In a telegraph system, means to transmit a 
series of start-stop signals, a receiving device 
comprising a part operating in a cycle corre 
sponding to a single signal and a part Operating 
in a cycle corresponding to a group of signals, 
and means controlled by the start signal to bring 
both of said parts into the correct phase position 
with respect to said group of signals. 

43. In a telegraph system, a telegraph circuit, 
means to transmit over said circuit a series of 
start-stop signals having start impulses of differ 
ent characteristics, and means controlled by a 
perforated tape to control Said transmitting 
means, said tape having perforations to control 
the characteristic of the start impulse. 

44. In a telegraph system, a telegraph circuit, 
means to transmit over said circuit a Series of 
signals having start impulses of a predetermined : 
characteristic and stop impulses of a different 
characteristic, and sensing mechanism respon 
sive to coded perforations in a tape to control said 
transmitting means, said tape having perfora 
tions to alter the character of the stop pulse. 

45. In a telegraph system, a sending distributor 
having a plurality of groups of impulse transmit - 
ting elements, a transmitter having control ele 
ments less in number than the number of trans 
mitting elements, and means to associate said 
control elements with succeeding groups of the 
transmitting elements. 

46. In a signalling system, a transmitting dis 
tributor having a plurality of cycles, a receiving 
distributor having a corresponding number of 5 
cycles, an electrical circuit connecting said dis 
tributors, and means Operated Over said circuit, 
to release said receiving distributor in response 
to a certain cycle only of said transmitting dis 
tributor. 

47. In a telegraph System, a plurality of groups 
of circuits, means to impress on the respective 
groups of circuits code combinations of impulses 
representing successive characters of a message, 
a telegraph circuit, and means to transmit suc 
cessively over said telegraph circuit the impulses 
impressed on the groups of circuits. 

48. In a telegraph system, a plurality of groups 
of circuits, means to Sense the perforations in a 
tape perforated in accordance with the char- . 
acters of a message and to impress impulses on 
Said groups of circuits in the order of the occur 
rence of the characters of the message, a tele 
graph circuit, and means for transmitting over 
Said telegraph circuit the impulses representa 
tive of the character of the message in the order 
in which they are impressed on said groups of 
circuits. 

49. In a telegraph system, a distributor, a plu 
rality of groups of circuits associated with the 
distributor, relay means connected to a segment 
of the distributor for each group of circuits 
thereof, and means for impressing impulses on 
Said circuits at a frequency higher than the 
frequency of operation of said relay means. 

50. In a telegraph system, a distributor divided 
into Sections with a plurality of segments in 
each Section, a group of circuits individual to 
each Section, means for impressing signal im 
pulses at a predetermined frequency on said cir 
cuits, and relay means connected to the same 
Segment in each of said sections responsive to 
Said signal impulses and operative at a frequency 
lower than the frequency at which impulses are 
impressed on said circuits. 
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51. In a telegraph system, a channel of com 

munication, means to transmit over said chan 
nel successively and in a definite Crder a plu 
rality of groups of principal signals, and meains 
to transmit concurrently with the transmission 
of said groups of signals a further signal to qual 
ify said principal signals. 

52. In a telegraph System, a channel of con 
munication, means to transmit groups of code 
combinations of impulses over Said channel rep 
resentative of character selections, and means 
to transmit concurrently with said first men 
tioned means an impulse to qualify said charac 
ter Selections. 

53. In a telegraph System, a channel of com 
munication, means to transmit over said channel 
groups of signals representative of a complete 
stock quotation, and means to transmit con 
currently with the transmission of each of said 
groups of signals an additional signal impulse 
for indicating the range of a quotation represent 
ed by the particular group. 

54. In a permutation signalling device, indi 
vidual means for relaying component elements 
of a signal, storage controlled means for initiat 
ing certain elements, and locally controlled 
means for initiating other elements. y 

55. In a permutation signalling apparatus for 
issuing messages comprised of a fixed number of 
character signals having surplus signalling possi 
bilities, means for utilizing said surplus signalling 
pOSSibilities for superadditional communication 
Where the primary utility of such signals does 
not exhaust its signalling possibilities. 

56. In a permutation signalling apparatus for 
issuing messages comprised of a fixed number of 
character signals having surplus signalling pos 
Sibilities, means for transmitting principal com 
munication signals, and means for utilzing said 
Surplus signalling possibilities for superadditional 
communication where the primary utility of such 
signals does not exhaust its signalling possibili 
ties. 

57. In a permutation signalling apparatus for 
issuing messages comprised of a fixed number of 
groups of permutation signals having surplus sig 
nalling possibilities and representing a corre 
Sponding number of characters, means for issu 
ing additional information without increasing 
the number of groups of signals of a message in 
cluding means for utilizing the surplus signalling 
possibilities of each signal and denoting further 
information in accordance with the position of 
the particular signal thus utilized. 

58. In a permutation signalling apparatus for 
issuing messages comprised of a fixed number 
of groups of permutation signals having surplus 
Signalling possibilities, and representing a corre 
Sponding number of characters, means for issuing 
additional information without increasing the 
number of signals, including means for utilizing 
the Surplus signalling possibilities of several sig 
nals and creating a new permutation signal 
thereby. 

59. In a telegraph system, a recorder, a case 
shift mechanism associated with said recorder, 
means responsive to telegraph signals for con 
trolling the operation of said recorder, and auto 
matic means independent of shift signals for op 
erating said case shift mechanism during recep 
tion of a predetermined number of character sig 
nals. 

60. In a telegraph system, means to transmit 
code signals, a permutation device comprising a 
Set of code elements, signal controlled means for 
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Conditioning certain of said elements, and cycli 
cally operative means for conditioning certain 
other of said elements for thereby increasing tho 
number of permutation possibilities of said de 
Vice. 

61. In a telegraph system, a permutation de 
Vice comprising a number of Signal responsive 
code elements, an additional code element opera 
tive independent of signals, and means for pre 
Senting said additional code element in certain 
selecting positions during corresponding portions 
of each operative cycle. 

62. In a telegraph system, means to transit 
code signals, a permutation device comprising 
a plurality of movable elements, signal controlled 15 
means to move certain of said elements, locally 
controlled means to move other of Said elerinents 
for thereby increasing the permutation possibili 
ties of said device, and a recording mach 3, 
responsive to said permutation device inclu 
a case shift mechanism and locally control 
means for the operation thereof. 

63. In combination, a multiplex telegraph sys 
tem, a set of independent receiving devices asso 
ciated with individual channels of said system, 
a single transmitter, circuit connections for es 
tablishing signalling conditions between said 
transmitter and each of Said channels, and ro 
tary means to control all of said devices over said 
circuit connections successively fronn said Single 
transmitter. 

64. In a telegraph system, a set of impulse 
transmitting elements corresponding in number 
to the total number of elementary and Synchro 
nizing impulses of a character Signal to be trans 
mitted, means to set Said elements successively 
in accordance with successive signals, and dis 
tributing means for issuing over a line impulses 
of Successive elementary signals and for deleting 
said Synchronizing impulses. 

65. In a telegraph System, a distiibutor hav 
ing a multiplicity of impulse Segments, a record 
reader having a set of feeler levers for sensing the 
perforations of a tape some of which are ele 
mentary in nature and permutatively entet into 
the composition of character signals and others 
of which are collateral in nature and Serve to 
regulate the communication of said elementary 
signals, and means for introducing the elemen 
tary impulses of successive signals to the seg 
ments of Said distributor consecutively and there 
by obviating said collateral inpulses as would 
OtherWise intervene. 

66. The method of transmission of start-stop 
permutation code signals consisting of Synchro 
nizing impulses and permutation inapulses which 
comprises the Steps of sensing the several in 
pulses of each signal simultaneously, channel 
ling the permutation impulses of each signal over 
a signalling line, and eliminating Said Synchro 
nizing impulses of each Signal. 

67. In a multiplex communication system, a 
transmitting distributor, a tape transmitter, and 
means for associating said transmitter succes 
sively with the multiplex channels of Said dis 
tributor for the purpose of transmitting succes 
sively signals over consecutive ones of said chan 
nels. 

68. In a telegraph system, a record reader re 
sponsive to the storage signals of a control form, 
a set of elements in Said record reader corre 
sponding in number to the number of impulses 
of each signal in said form, means to transmit 
line signals in accordance with the settings of 
said elements, means to advance said form in 75 
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said record reader during the time in which a 
portion of a stored signal is being transmitted, 
and means to change the setting of each ele 
ment in accordance with a new signal while an 
impulse relating to a previous signal is being 
transmitted. 

69. In a multiplex System of transmission, the 
method of Synchronizing the cycles of a channel 
between a transmitting and a receiving station 
Which comprises the steps of assigning predeter 
mined current conditions to the impulses of cer 
tain ones of a unit number of signals, assigning 
predetermined other current conditions to the 
impulses of the remaining signals, and identify 
ing the phase relationship by the effect of the 
predetermined sequence upon the receiving 
channel. 

70. The method of establishing the phase re 
lationship between the proper cycles of a multi 
plex channel where messages of a constant num 
ber of signals are to be transmitted, which com 
nrises the steps of assigning predetermined cur 
rent conditions to the impulses of certain signals, 
aSSigning distinguishable current conditions to 
the other signals, and phasing the receiving sta 
tion apparatus with the predetermined signal 
Current conditions. 

71. In a multiplex transnission system, a mull 
tiplex distributor, a plurality of transmitting de 
Vices in communication with certain channels of 
Said distributor, a start-stop transmitter is com 
munication with one of the channels of said dis 
tributor, and means for phasing the cycles of 
Said start-stop transmitter independently of the 
other of said transmitters. 

72. In a Synchronous multiplex system, a 
transmitter, and rotary means to associate said 
transmitter with divers channels of the multiglex 
System. Successively. 

73. In a multiplex communication system, a 
transmitter controlled by the consecutive perfo 
rations of a control form, and means to associate 
Said transmitter with successive channels of the 
System. So as to transmit consecutive signals over 
successive channels of the system. 

74. In a transmitter including a recoid reader 
responsive to a control strip carrying groups of 
perforations arranged in varying permutations 
and in a plurality of positions, means ca;ntrolled 
by Said perforations to transmit corresponding 
signals, and means controlled by a certain per 
foration in one position and independent of the 
occurrence thereof in other positions of a group 
to start the operation of the transmitter. 

75. In an automatic control transmitter, means 
to transmit signalling conditions according to 
Successive groups of perforations, means to set 
up a control condition while an intermediate per 
foration is being sensed, and means operative 
When a subsequent perforation is being sensed to 
render said control condition effective for alter 
ing a signalling condition. 

76. In an automatic transmitter for issuing 
permutation code signals responsive to the per 
forations of a control form, a set of circuit con 
necting means each associative with a pair of sig 
nalling potentials having opposite electrical char 
acteristics, and means responsive to a physical 
condition of a control form for changing the 
electrical characteristics of one of said sources. 

77. In a distributor, a primary series of signal 
impulse segments, a secondary series of signal 
impulse segments, a set of storage elements in 
termediate corresponding segments of said two 
Series, means for inserting additional signal im 
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pulses in accompaniment with said secondary 
series, and a common brush carrier for bridging 
said Series. 

78. In a record reader mechanism, a plurality 
of elements responsive to perforated conditions 
in a tape, means for advancing the tape in Said 
record reader in accordance with the operation 
of said elements, and means under the Control 
of one of said elements to suspend the operation 
of Said advancing means. 

79. In a recording System, recording means 
controlled by a form having groups of code im 
pressions representing characters and occasional 
impressions accompanying said character im 
pressions, a plurality of registers for receiving 
settings from said recording means, and means 
controlled by said occasional impressions to Se 
lect the particular registers to be operated by said 
code impressions. 

80. In a telegraph System, means to transmit 
successively groups of code signals, receiving ap 
paratus, means to control single operations of 
said receiving apparatus by code signals, and 
means to control a plurality of operations con 
prising a predetermined cycle of Said receiving 
apparatus occasionally by means of an occasional 
and regularly occurring one of said code Signals. 

81. In a telegraph system, a transmitting dis 
tributor having a plurality of impulse transmit 
ting elements, a corresponding plurality of pri 
mary control elements, a transmitter having a 
number of secondary control elements fewer than 
the number of said impulse transmitting ele 
ments, and means to associate invariably and 
singly each impulse transmitting element with a 
certain one of Said primary control elements. 

82. In a telegraph System, a signal impulse dis 
tributor, impulse controlled recording mecha 
nism, electrical connections between said dis 
tributor and Said recording mechanism, case 
shift control apparatus associated with Said re 
cording mechanism, and means for Operating said 
case-shift control apparatus at predetermined in 
tervals during the operation of said recording 
mechanism. 

83. In a multiplex communication System, a 
transmitting distributor having a plurality of 
multiplex channels of communication, a tape 
transmitter, and means for aSSociating Said trans 
mitter periodically and cyclically with a multi 
plex channel of Said distributor for the purpose 
of transmitting signals from Said tape trans 
mitter over said channel. 
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84. In a multiplex communicating System, a 

transmitting distributor having a plurality of 
multiplex channels of communication, a tape 
transmitter, and means other than Said distribu 
tor for associating said transmitter periodically 
and cyclically with a multiplex channel of said 
distributor for the purpose of transmitting Sig 
nals thereover. 

85. In a multiplex communication System, a 
multiplex transmitting distributor having a plu 
rality of channels, a tape transmitter, and a se 
quence SWitch for associating Said tape trans 
mitter periodically and cyclically With One of 
the channels of said distributor for the purpose 
of transmitting signals thereover. 

86. In a multiplex communication System, a 
transmitting distributor having a plurality of 
multiplex channels of communication, a tape 
transmitter, and means for associating said dis 
tributor periodically and cyclically with a chan 
nel of said distributor for the purpose of trans 
mitting Corresponding Signals of a periodic Se 
quence over the same channel. 

87. In a receiving distributor, a plurality of 
segmented paths, individual Wipers for travers 
ing said paths, a common carrier member for 
said wipers, means for bridging segments of cer 
tain of said paths with those of other of said 
paths, and means for inserting additional im 
pulses to said other of said paths originating in 
dependently of said certain of said paths. 

88. In a telegraph transmitter, a plurality of 
elements responsive to code perforations in a 
tape, a further element responsive to another con 
dition of the tape, means for advancing the tape, 
and means under the control of said further 
element responsive to said other condition in 
the tape to suspend the operation of said tape 
advancing means. 

89. In a telegraph transmitter, a plurality of 
elements including elements responsive to code 
perforations in a tape, a further element re 
Sponsive to a special perforation in the tape, 
means for advancing the tape in timed relation 
to the operation of said plurality of elements, and 
means under the control of said further element 
When said special perforation is presented there 
to to Suspend the operation of said advancing 
leaS. 
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