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PROGRAM GUIDE DATA SELECTION DEVICE 

CROSS REFERENCE TO RELATED 
APPLICATION 

0001. This application is related to commonly owned 
U.S. Ser. No. 09/891,330 entitled “Graphical User Interface 
Device and Method’, filed on Jun. 27, 2001. 

FIELD OF THE INVENTION 

0002 This invention relates to a program guide data 
Selection device for displaying programming information 
concerning content available for viewing and has particular 
but not exclusive application to an interactive multi-channel 
television Set for Selecting content from a variety of different 
Sources Such as digital television broadcast channels and the 
Internet. 

BACKGROUND OF THE INVENTION 

0.003 Multiple channel television sets that can receive a 
multiplicity of digital broadcast channels via terrestrial 
broadcasts, Satellite or cable, are becoming popular. Very 
large numbers of channels can be transmitted by digital 
techniques, and So improved channel management Systems 
are needed to enable the viewer to make an informed 
Selection without having to Surf all of the available channels. 
The television Set can also be used to provide Internet acceSS 
So it is desirable to provide a System which can bookmark 
individual web sites and pages that are of interest to the user. 
0004 Proposals have been made to display a program 
ming guide on a display Screen. For example, U.S. Pat. No. 
5,812,123 concerns a System for retrieving and displaying 
programming information in response to Selection of a 
category of programming information. Programming infor 
mation is presented via a Schedule display having a category 
display, a Subcategory display and a program display. The 
category display displays an array of category tiles repre 
Senting categories of programming information. The Sub 
category display comprises an array of Subcategory tiles 
representing Subcategories that are associated with the cat 
egories of the category display. The program display dis 
plays an array of program tiles that are associated with the 
Subcategories of the Subcategory display. A viewing panel 
extends along each of the displays for displaying one each 
of the category, Subcategory, and program tiles. Classes of 
programming information are Selected by Scrolling the tiles 
of the associated displays until the desired class items are 
presented within the viewing panel. 

0005 U.S. Pat. No. 5,737,029 concerns a television 
reception controller that enables the viewer to choose a 
favorite program from among many broadcasting channels 
easily and Swiftly. The controller displays labels of catego 
ries that are News, Movie, Sports, Politics and Music on the 
top row of the display Screen and displays pictures of 
broadcasting channels of the leftmost category, which have 
been received in the last four weeks, in Small frames in the 
leftmost column of the screen downwardly in the order of 
the frequency of reception. The controller responds to the 
horizontal movement of a cursor to rotate the category labels 
horizontally and responds to the Vertical movement of the 
cursor on the Small-frame pictures and the action of Selec 
tion to display the picture of the Selected broadcasting 
channel in the main frame of the Screen. 
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0006 U.S. Pat. No. 6,243,071 discloses an interactive 
program guide System. The program guide System has a 
logically flat navigator menu structure made up of program 
guide categories and Selectable program guide options. The 
program guide categories correspond to fairly broad groups 
of program guide features. Selectable program guide options 
correspond to more specific program guide features. Each 
program guide category has associated Selectable program 
guide options. Program guide categories may be displayed 
in a row acroSS the top of the display Screen. Selectable 
program guide options may be displayed in the same column 
as the program guide category with which they are associ 
ated. A highlight region may be positioned on one of the 
Selectable program guide options. The Selectable program 
guide options may be Scrolled using a pair of Vertical 
cursors. A Select button allows the user to Select a given 
Selectable program option. For example, if the highlight is 
on the Selectable program guide option "by time', pressing 
the Select button causes a control circuitry to display a 
time-ordered grid of television program listings on a moni 
tor. 

SUMMARY OF THE INVENTION 

0007 An object of the invention is to provide a program 
guide device that can be used to Select and navigate between 
items of program data easily and intuitively. 
0008 Broadly stated, the invention provides a program 
ming guide data Selection device for Selecting program 
guide data corresponding to available programming content, 
which utilises a processor operable to filter the programming 
guide data according to different filter categories and indi 
vidual filter ranges associated with the respective categories. 
In accordance with the invention a graphical user interface 
is provided with first and Second transversely extending 
Scroll bars which each comprise a plurality of Scroll bar 
elements, the Scroll bar elements of the first Scroll bar 
Signifying individual filter ranges of the filter categories, 
such that when selected individually, the scroll bar elements 
of the Second Scroll bar Signify individual program content 
items from the program data that fall within the filter 
category and range of the Selected first Scroll bar element, at 
least one of the Scroll bar elements of the first Scroll bar 
comprising a multiple depiction of more than one of Said 
individual filter ranges of filter categories, whereby an 
individual one of the filter ranges may be selected from the 
multiple depiction. 
0009. The device may be operable to perform multiple 
filtering whereby scroll bar elements of the first scroll bar are 
Selected Successively, and the Scroll bar elements of the 
Second Scroll bar signify individual program content items 
from the program data that fall within the filter categories 
and ranges of all of the Successively Selected first Scroll bar 
elements. 

0010. The invention also includes a method of selecting 
program guide data using the interface, and a computer 
program to provide the interface. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0011 Further objects and advantages of the invention 
will be better understood from the following detailed 
description in conjunction with the accompanying drawings 
wherein: 
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0012 FIG. 1 is a schematic illustration of a television set 
and an associated infrared remote controller; 
0013 FIG. 2 is a schematic block diagram illustrating the 
circuitry of the arrangement shown in FIG. 1; 
0.014 FIG. 3 is a schematic illustration of a display of the 
graphical user interface provided on the television Set, 
showing vertical and horizontal Scroll bars, 
0.015 FIG. 4 illustrates a filtering process carried out by 
the processor shown in FIG. 2; 
0016 FIGS. 5, 6 and 7 illustrate alternative configura 
tions for the Scroll bar elements, and 
0017 FIGS. 8, 9 & 10 illustrate the graphical user 
interface when filtering is performed for time, channel and 
programming type categories respectively. 

DETAILED DESCRIPTION 

0.018 Referring to FIG. 1, a home entertainment center 
1 includes a television display monitor 2, control unit 3 and 
a handheld remote controller 4 coupled through a wireleSS 
link e.g. infrared, to the control unit 3. 
0019. The TV monitor 2 is configured to display content 
from a plurality of a different Sources Such as Satellite 
transmissions, terrestrial transmissions, cable transmissions 
and materials received through the Internet as well as locally 
stored content. Thus, the TV monitor 2 may comprise a 
conventional television Set and the control unit 3 may 
comprise a set top box providing Suitable signals to the 
television set 2. Alternatively, the TV monitor 2 may be 
solely a monitor and the control unit 3 provides data for 
direct display on the monitor. AS another alternative, the 
units 2, 3 may comprise a personal computer. In the follow 
ing example, the TV monitor 2 comprises a conventional 
television set with a display screen 5 and the control unit 3 
comprises a Set top box configured to receive multi-channel 
digital broadcast transmissions via Satellite and cable, and 
also is provided with an Internet connection. 
0020. The major circuit components of the set top box are 
shown in more detail in FIG. 2. The set top box 3 shown 
within dotted outline receives digital Satellite multi-channel 
transmissions from a Satellite Source 6 shown Schematically. 
Similarly, terrestrial and cable digital transmissions are 
received from sources 7a, 7b. The set top box 3 also has an 
Internet connection 8. 

0021. The set top box 3 may also include a device for 
retrieving digital data from a pre-recorded Source, Such as a 
DVD or hard disc shown schematically as data store 9. 
0022 Programming content data from the sources 6, 7, 8 
and 9 is fed to content data control circuitry 10 that appro 
priately passes or otherwise prepares the data from the 
individual source for display on the screen 5 of the TV 
monitor 2. Selection of the programming content data to be 
displayed is made by means of the infrared controller 4, 
which controls operation of a program controlled processor 
11. The controlling program provides the graphics user 
interface. The program may be stored in ROM in the 
processor 11 or in the data store 14. 
0023 The data selected by the processor 11 is fed to drive 
circuitry 12 to render the data in an appropriate form for 
display by the TV display screen 5. As well known in the art, 
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the data also includes audio data that is fed to a loudspeaker 
shown schematically by loudspeaker 13. It will be under 
stood that the circuitry includes appropriate D to A convert 
erS although these are not shown in order to Simplify the 
description. The loudspeaker 13 may comprise a conven 
tional loudspeaker in the TV monitor rather than in the set 
top box 3 as shown. 
0024. In order to assist the viewer in making a choice of 
program to View, the data Store 9 contains data correspond 
ing to a programming guide with a list of content to be 
broadcast on the available channels with transmission times 
and Summaries of the programming content. The program 
ming guide data may be downloaded from the individual 
content sources 6, 7 and 8 or may be provided by an 
individual content provider in respect of all available chan 
nels. 

0025 The set top box 3 is configured to provide a 
graphical user interface on the display Screen 5 to display the 
programming content data and enable the user to Select the 
content Source to be displayed. Data for the graphical user 
interface is held in a data Store 14 and is Supplied to the 
processor 11 by graphics display circuitry 15, So as to be 
included in the display on Screen 5. 
0026. An example of the graphical user interface is 
shown in FIG. 3. The interface comprises a vertically 
extending Scroll bar V which extends generally vertically 
adjacent to the left hand Side edge of Screen 5, together with 
a horizontally extending Scroll bar H that extends generally 
horizontally adjacent to the lowermost horizontal edge of 
screen 5. The scroll bars intersect in a focus region 16 in the 
lower left hand corner of the display 5. 
0027 Each of the scroll bars V, H comprises a series of 
Scroll bar elements Vo-VM and Ho-HN. Considering the 
Vertical Scroll bar V, the Scroll bar elements V-VM comprise 
individual object fields in which information concerning 
Sources of program content can be displayed. In this 
example, the vertical Scroll bar elements comprise essen 
tially two-dimensional rectangular displayS. The Scroll bar 
elements V can be scrolled vertically through the focus 
region 16 by the use of “up” and “down” scroll buttons 17 
and 18, So as to achieve Scrolling in the direction of arrow 
19 shown in FIG. 3. The scroll bar elements Ho-HN com 
prise depictions of three-dimensional elements that include 
more than one object field. In the example of FIG. 3, the 
horizontal elements comprise polygonal elements, in the 
form of a three dimensional rectangular block for which the 
individual faces or facets comprise individual object fields. 
The horizontal scroll bar H can be scrolled left and right in 
horizontal scrolling direction 20 under the control of “left” 
and “right' scrolling buttons 21, 22 on the remote controller 
4 shown in FIG. 1. Thus, the horizontal Scroll bar can be 
Scrolled so as to move the individual Scroll bar elements into 
the focus region 16. The user interface is So arranged that 
when an individual horizontal Scroll bar element is moved 
into the focus region 16, the object fields for the vertically 
extending Scroll bar elements V are populated with a group 
of objects which Signify individual content Sources i.e. to 
provide details concerning content Sources that fall within a 
group associated with the individual horizontal Scroll bar 
element displayed in the focus region 16. The population of 
the individual vertical Scroll bar elements with the content 
Source information may be initiated by depressing a Select 
button 23 on the remote controller 4 shown in FIG. 1. 
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shuffled so that the first, active file is taken to the back of the 
stack. Thus, as shown in FIG. 5, the file 31 is currently 
active and on operation of the button 30, is moved in the 
direction of arrow Z to the back of the Stack, So as to reveal 
file 32. Further operations of the rotate button 30 succes 
sively offer the files in the stack for selection. 
0036) Another modification is shown in FIG. 6 in which 
the individual Scroll bar elements are configured to rotate 
about a vertical axis rather than the horizontal axis X-X 
shown in FIG. 3. Thus, successive operations of the rotate 
button 30 of the controller 4 cause the block to rotate about 
the vertical axis in the direction of arrow Z to select the 
facets as previously described. 
0037. In the modification of FIG. 7, the three dimen 
Sional rectangular block His depicted in a more Schematic 
form, with only two of the facets being shown, So as to 
display to the user the active face 31 together with the next 
available face 32 available for selection. Operation of the 
rotate button 30 causes facet 32 to move into the position of 
facet 31, which itself moves out of view. Facet 32 then 
becomes replaced by facet 33. Although the facets 31, 32 are 
shown as if they are part of a rectangular block, their angular 
disposition need not be at right angles, a non-rectangular 
configuration could be used if desired. 
0.038 A more detailed example of the invention will be 
described with reference to FIGS. 8, 9 and 10 which 
illustrate use of the graphical user interface of FIG.3 for the 
filter categories and ranges shown in Table 1. 
0.039 The stored programming data in data store 9 may 
be organised as Set out in Table 2. 

TABLE 2 

Video 
Summary Preview Content 

Title text data Date & Time Channel data type 

Friends In this Dd.mm.yyyy O5 Yes Comedy 
episode... Hh.ss 

Dinosaurs Watch Dd.mm.yyyy O3 No Children 
them Hh.ss 
become 
extinct. . . 

Baywatch. A feast of Dd.mm.yyyy O3 Yes Film 
the Movie sun- Hh.ss 

drenched 

0040. As shown in Table 2, each programming content 
item is Stored with asSociated data. Taking the program 
“Friends' shown in Table 2 as an example, Summary text 
data is provided for display in the window 24. The date, time 
and duration of Showing of the program is included together 
with the channel concerned. Optionally, Video preview data 
may be provided So that a preview can be displayed in the 
programming content window 25 shown in FIG. 3. The 
programming content type is also listed e.g. Sport, news, 
comedy, children and the like. A rating for example for 
parental guidance may also be provided. It will be under 
stood that other categorisations may also be included within 
the data, for analysis using appropriate category filters in the 
filtering proceSS 26. 

0041) Referring to FIG. 8, it will be seen that the display 
of the horizontal Scroll bar elements corresponds to the 
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configuration of FIG. 7. When the graphical user interface 
is initially Switched on, facet 34 corresponding to a filter 
option of “all times” is configured by way of default in the 
focus guide region 16 So that all programs items in the 
program data from Store 9 populate the vertical Scroll bar 
elements V. Thereafter, as shown in FIG. 8, the horizontal 
scroll bar is moved in the horizontal scrolling direction 20 so 
that range 1 of filter category 1 is shifted into the focus 
region 16, namely “showing now', as Specified in Table 1. 
As a result, the filtering process 26 shown in FIG. 4 is set 
So as to Select filter category 1 i.e. "time' with a filter range 
1 i.e. "showing now”. The filtering process 26 thereby 
Selects from the program guide data in Store 9 programming 
content items which correspond to the filtering criteria. The 
results of the filtering are displayed in the vertical Scrolling 
elements V0-V5 etc as illustrated in FIG. 8. The user can 
then Scroll the vertical Scroll bar in direction 19 to make an 
appropriate channel Selection. To this end, the Selected 
channel is moved into the focus region 16 as an appropriate 
button is pressed on the remote controller 4 to Select the 
channel concerned. 

0042. If it is desired to select a different time range, for 
example “tomorrow” the horizontal scroll bar is shifted to 
the left in the horizontal scrolling direction 20 so that 
horizontal element H4 is moved into the focus region 16, in 
which case the vertical Scrolling elements will be populated 
with all programming content which Satisfies the filtering 
criteria for “tomorrow’ i.e. programming content with an 
appropriate date and time range as Specified in is Table 2. 
The scroll bar 19 can then be scrolled vertically to select a 
particular program of interest and the result may be used to 
program a video recording function in order to record the 
program content when broadcast, in the data Store 9. 

Rating Other 

0043. If it is desired to make a selection on the basis of 
channel, the horizontal Scroll bar H is rotated in the direction 
of arrow Z as previously described, using control buttons on 
the remote control 4, So as to bring the facets of the Scroll 
bar elements that Signify channel designations to the front, 
as shown in FIG. 9. Then filtering can be carried out as 
previously described by shifting the horizontal scroll bar in 
Scrolling direction 20 Such that the desired channel desig 
nation is moved into the focus region 16. Thereafter, Vertical 
Scroll bar is populated with programming content for the 
Selected channel. 

0044 Similarly, as shown in FIG. 10, the horizontal 
Scroll bar may be rotated a further time in order to present 
facets corresponding to program types, which can then be 
selected by horizontal movement of the scroll bar in direc 
tion 20, into the focus region 16. 
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0.045 Multiple filtering operations may be carried out 
with this arrangement to enable the user to Specify a pro 
gramming requirement more precisely. For example, a first 
filtering operation may be carried out, for example to choose 
a particular time range as described with reference to FIG. 
8. Then, a Second filtering proceSS may be carried out, for 
example according to program type by rotating the horizon 
tal Scroll bar and performing a Second filtering operation to 
bring a Selected program type facet into the focus region 16 
as shown in FIG. 10. After the first filtering operation, the 
programming content Specific to the Selected time range will 
be displayed in the vertical scroll bar elements. Thereafter, 
when the Second filtering operation is performed according 
to program type, only programming content that Satisfies 
both the time range and the program type filtering operations 
will be displayed in the vertical scroll bar elements. The 
combination of Searches may occur automatically when 
multiple filtering operations are Selected in Succession and 
the filtering proceSS may be re-set by moving the “all times' 
facet 34 back into focus region 16, or the corresponding “all 
channels' facet 35 shown in FIG. 9 or the “all program 
types” facet 36 shown in FIG. 10. Alternatively, a prede 
termined button on the remote controller 4 may be used to 
re-Set the filtering process. 

0046. In a modification, the individual filter settings 
which make up a multiple filtering operation may be dis 
played in a Small region of the Screen 5 to provide a record 
of the Successive filtering operations Selected in combination 
by the user. The user may then Switch off some or all of the 
filtering options individual using the remote control in order 
to change the filtering criteria. 

0047. In another modification, Sub-filter types are pro 
Vided when an individual filter category has been Selected. 
For example when the user Scrolls to the category-program 
ming content type (category 3 of Table 1) and Selects filter 
range 2 i.e. Sport, a Sub-filter option may be provided e.g. 
tennis, football and other types of sport. Once the sport filter 
range is activated, new filter categories are established 
corresponding to the Sub-filter types and are displayed in 
individual facets of the horizontal scroll bar, so that they can 
Selected individually by appropriate manipulation of the 
horizontal scroll bar into the focus region 16. 
0.048. Further filtering categories may be provided. For 
example, a category corresponding to “media' may be 
provided which allows programming content to be Selected 
according to its mode of delivery e.g. TV broadcast, Internet, 
radio, chat and the like. Also, a category corresponding to 
"rating may be included to provide filter options depending 
on how broadcasters categorise their transmissions pertain 
ing to age, Sex or Violence, for parental guidance or other 
purposes. 

0049. The user interface can also be used in a different 
mode to Select live programming content. The horizontal 
Scroll bar elements can be personalised for individual users 
of the home entertainment device. For example in a family, 
the Scroll bar can be configured for use by father, mother, Son 
and daughter, with each family member being allocated a 
row of the horizontal scroll bar elements. More specifically, 
the horizontal scroll bar element H may specify “news” for 
use by the father. When horizontally scrolled into the focus 
region 16 and depressing the Select button 23 on the remote 
controller, the vertical Scroll bar elements are populated with 
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details concerning content Sources that the father has 
Selected to form a group associated with “news for the 
horizontal scroll bar element H. Having selected the scroll 
bar element H for “news” in the focus region 16, the user 
can then operate the vertical scrolling keys 17, 18 on the 
controller 4 to Scroll the vertical Scroll bar V. So as to move 
one of the vertical scroll bar elements Vinto the focus region 
16. The vertical scroll bar elements may individually signify 
different Sources of news programming. When the desired 
vertical Scroll bar element has been Scrolled into the focus 
region 16, the select button 23 of the controller 4 is operated, 
which results in the programming Source being Selected and 
displayed on the display Screen 5. 

1. A programming guide data Selection device for Select 
ing program guide data corresponding to available program 
ming content, comprising: 

a processor operable to filter the programming guide data 
according to different filter categories and individual 
filter ranges associated with the respective categories, 
and 

a graphical user interface to provide first and Second 
transversely extending Scroll bars which each comprise 
a plurality of Scroll bar elements, the Scroll bar ele 
ments of the first scroll bar signifying individual filter 
ranges of the filter categories, Such that when Selected 
individually, the scroll bar elements of the second scroll 
bar Signify individual program content items from the 
program data that fall within the filter category and 
range of the Selected first Scroll bar element, at least one 
of the Scroll bar elements of the first Scroll bar com 
prising a multiple depiction of more than one of Said 
individual filter ranges of the filter categories, whereby 
the filter ranges may be Selected from the multiple 
depiction individually. 

2. The device of claim 1 including a focus region, the 
Scroll bars being configured So that their Scroll bar elements 
can be Scrolled through the focus region. 

3. The device of claim 1 wherein the multiple depiction of 
Said more than one filter category ranges comprises a three 
dimensional depiction thereof. 

4. The device of claim 1 wherein the Scroll bar elements 
of the first scroll bar include multiple facets that signify 
individual filter ranges of different categories. 

5. The device of claim 1 wherein the elements are 
polygonal and are rotatable about a common axis extending 
longitudinally of the first scroll bar. 

6. The device of claim 5 wherein the elements are 
rotatable in unison about Said axis. 

7. The device of claim 3 wherein the elements each 
include facets associated with respective different filter 
categories. 

8. The device of claim 2 further including a controller 
operable by a user to scroll the scroll bars individually 
through the focus region. 

9. The device of claim 8 wherein the controller includes 
a Selector device to Select an individual Scroll bar element 
corresponding to a filter category and range. 

10. The device of claim 8 wherein the controller includes 
a Selector device to Select a filter category and range 
corresponding to an individual Scroll bar element when 
Scrolled into the focus region. 
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11. The device of claim 1 wherein the processor is 
operable to perform multiple filtering whereby scroll bar 
elements of the first Scroll bar are Selected Successively, and 
the Scroll bar elements of the Second Scroll bar signify 
individual program content items from the program data that 
fall within the filter categories and ranges of all of the 
Successively Selected first Scroll bar elements. 

12. An interactive display device for displaying content 
from a plurality of different Sources thereof on a display 
Screen, including a programming guide data Selection device 
for Selecting program guide data corresponding to available 
programming content, comprising: 

a processor operable to filter the programming guide data 
according to different filter categories and individual 
filter ranges associated with the respective categories, 

a graphical user interface to provide a display on the 
display Screen that includes first and Second trans 
versely extending Scroll bars which each comprise a 
plurality of Scroll bar elements, the Scroll bar elements 
of the first Scroll bar Signifying individual filter ranges 
of the filter categories, Such that when Selected indi 
vidually, the scroll bar elements of the second scroll bar 
Signify individual program content items from the 
program data that fall within the filter category and 
range of the Selected first Scroll bar element, at least one 
of the Scroll bar elements of the first Scroll bar com 
prising a multiple depiction of more than one of Said 
individual filter ranges of filter categories, whereby an 
individual one of the filter ranges may be selected from 
the multiple depiction and 

a controller operable by a user to Select that Scroll bar 
elements. 

13. The device of claim 12 further including the display 
SCCC. 

14. The device according to claim 12 comprising a control 
unit for a multi-channel television Set. 

15. The device according to claim 14 and comprising a Set 
top box. 

16. The device of claim 12 configured to receive pro 
gramming data Selected from a group consisting of Satellite 
transmissions, cable transmissions, the Internet and pre 
recorded digital data. 

17. The device of claim 12 wherein the controller com 
prises a handheld device connected to the circuitry by a 
wireleSS link. 

18. A data carrier provided with a program to be run by 
a processor to provide a graphical user interface for a 
programming guide data Selection device which is operable 
to Select program guide data corresponding to available 
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programming content, the interface including first and Sec 
ond transversely extending Scroll bars which each comprise 
a plurality of scroll bar elements, the scroll bar elements of 
the first Scroll bar. Signifying individual filter ranges of the 
filter categories, Such that when Selected individually, the 
Scroll bar elements of the Second Scroll bar Signify indi 
vidual program content items from the program data that fall 
within the filter category and range of the Selected first Scroll 
bar element, at least one of the Scroll bar elements of the first 
Scroll bar comprising a multiple depiction of more than one 
of Said individual filter ranges of filter categories, whereby 
an individual one of the filter ranges may be Selected from 
the multiple depiction 

19. A method of operating a graphical user interface to 
Select content items from programming guide data the user 
interface including first and Second transversely extending 
Scroll bars which each comprise a plurality of Scroll bar 
elements, the Scroll bar elements of the first Scroll bar 
Signifying individual filter ranges of the filter categories, 
such that when selected individually, the scroll bar elements 
of the Second Scroll bar Signify individual program content 
items from the program data that fall within the filter 
category and range of the Selected first Scroll bar element, at 
least one of the Scroll bar elements of the first Scroll bar 
comprising a multiple depiction of more than one of Said 
individual filter ranges of filter categories, whereby an 
individual one of the filter ranges may be selected from the 
multiple depiction, the method comprising: 

Selecting an individual filter range and category from the 
multiple depiction for an individual one of the scroll 
bar elements of the first Scroll bar, and 

displaying program content items from the programming 
data corresponding to the Selected an individual filter 
range and category in the Scroll bar elements of the 
Second Scroll bar. 

20. The method of claim 19 wherein the selecting of the 
groupings from the multiple depiction includes rotating the 
elements of the first Scroll bar. 

21. The method of claim 19 wherein the selecting of the 
groupings from the multiple depiction includes shuffling 
facets which Signify the individual filter category ranges. 

22. The method of claim 19 including performing mul 
tiple filtering whereby scroll bar elements of the first scroll 
bar are Selected Successively, and Such that the Scroll bar 
elements of the Second Scroll bar Signify individual program 
content items from the program data that fall within the filter 
categories and ranges of all of the Successively Selected first 
Scroll bar elements. 


