
Published: with international search report (Art. 21(3))
PUMP DISPENSER AND CONTAINER FOR A PUMP DISPENSER

BACKGROUND

[0001] This invention relates to a pump dispenser for dispensing a product, such as an oral, personal or home care product, to a container for the pump dispenser, to a refill container, and to a system comprising the refill container with the pump dispenser or with the container.

[0002] It is known to provide a product, such as a liquid hand soap, in a pump dispenser for dispensing the product as desired. In some such pump dispensers, when the product in the dispenser has been exhausted, a user is able to refill the pump dispenser with the product. Often the refilling operation involves the user's hands coming close to, or into contact with, the product, meaning that the user has to go to the trouble of washing their hands afterwards. Moreover, the product for refilling the pump dispenser usually is provided in bulky packaging made from a relatively large quantity of material.

[0003] There is a need for a pump dispenser, and for a container therefor, that can be operated by a user to replenish the pump dispenser with an oral, personal or home care product with reduced risk of the user coming into contact with the product. There also is a need for a refill container that is less bulky and requires less material for its manufacture.

BRIEF SUMMARY

[0004] A first aspect of the present invention provides a container for a pump dispenser, the container comprising: a body defining a chamber for storing a product and defining an opening at a first end of the chamber through which the product is dispensable from the chamber; and a protrusion extending from the body into the chamber at a second end of the chamber opposite from the first end of the chamber, the protrusion having a sharp distal end in the chamber.

[0005] Optionally, the protrusion extends from the body towards the opening.

[0006] Optionally, a rim of the body defines the opening, the rim lies in a first plane, and the protrusion extends from the body in a direction normal to the first plane.

[0007] Optionally, the opening extends along an axis central to the opening, upon which axis the distal end of the protrusion lies. Further optionally, at least a portion of the protrusion extends along the axis. Still further optionally, both a proximal end and the distal end of the protrusion lie on the axis.
[0008] Optionally, the protrusion tapers to a point or to an edge at the distal end of the protrusion.

[0009] Optionally, two sides of the protrusion meet at an angle of less than 45 degrees at the distal end of the protrusion. Further optionally, the two sides of the protrusion meet at an angle of less than 30 degrees.

[0010] Optionally, the protrusion is rotationally symmetric about an axis that extends from a proximal end of the protrusion to the distal end of the protrusion.

[0011] Optionally, the protrusion is unitary with the body.

[0012] Optionally, the protrusion is non-unitary with the body and is affixed to the body.

[0013] Optionally, the body is transparent or translucent.

[0014] Optionally, the protrusion is made from a metal.

[0015] Optionally, the body has a fill mark provided thereon at a position between the first and second ends of the chamber. Further optionally, the container comprises a visible indication of a maximum volume of liquid containable in the chamber between the fill mark and the second end of the chamber.

[0016] Optionally, the body comprises one or more contact portions at an exterior of the body and lying in a second plane for stably standing the container on a horizontal support surface.

[0017] Optionally, the container comprises a closure movable relative to the body between a closed position at which the closure blocks the opening and an open position at which the opening is not blocked by the closure.

[0018] A second aspect of the present invention provides a pump dispenser comprising the container according to the first aspect of the present invention, wherein the container comprises a closure movable relative to the body between a closed position at which the closure blocks the opening and an open position at which the opening is not blocked by the closure, and wherein the closure comprises a pump for pumping the product from the chamber when the closure is at the closed position, and a dip tube with a lumen fluidly connected to the pump, the dip tube extending from the pump towards the second end of the chamber when the closure is at the closed position. The container of the pump dispenser may have any of the above-described optional features of the container of the first aspect of the invention.

[0019] Optionally, the dip tube has a length sufficient that a distal end of the dip tube contacts the second end of the chamber at a position spaced from the protrusion.
[0020] A third aspect of the present invention provides a refill container comprising a body enveloping a cavity storing a flowable oral, personal or home care composition, wherein the body includes a wall portion which is piercable, and the body is free of any predefined openable passageways or predefined line of weakening, for placing the cavity in fluid communication with an exterior of the body.

[0021] Optionally, the composition comprises water in an amount of less than 98% by weight, based on a total weight of the composition.

[0022] Optionally, based on the total weight of the composition, the composition comprises water in an amount of less than 95% by weight, or less than 90%> by weight, or less than 85% by weight, or less than 80%> by weight, or less than 75% by weight, or less than 70%> by weight, or less than 65% by weight, or less than 60% by weight, or less than 55% by weight, or less than 50% by weight. Further optionally, based on the total weight of the composition the composition comprises water in an amount of less than 45% by weight, or less than 40% by weight, or less than 35% by weight, or less than 30% by weight, or less than 25% by weight, or less than 20% by weight, or less than 15% by weight, or less than 10% by weight, or less than 5% by weight, or less than 2% by weight, or less than 1% by weight, or less than 0.5% by weight.

[0023] Optionally, the composition is one of a toothpaste, a dentifrice, a mouthwash, an antiperspirant composition, a deodorant composition, a skin care composition, a shaving soap, a soap, a hair care composition, a hair shampoo, a hair conditioner, a surface cleaner, a laundry detergent, a fabric cleaner, a fabric conditioner, a fabric softener, and a dish washing composition.

[0024] Optionally, the composition is one of a liquid and a powder.

[0025] Optionally, the composition is liquid hand soap.

[0026] Optionally, the composition includes a colorant.

[0027] Optionally, the body is a unitary body enveloping the cavity and the composition stored therein.

[0028] Optionally, a first portion of the body is weaker than a second portion of the body.

[0029] Optionally, the first portion of the body is thinner than the second portion of the body.

[0030] Optionally, the body comprises a plurality of layers of material, and wherein the first portion of the body has fewer of the layers of material than the second portion of the body.
[0031] Optionally, the body comprises a visible indication as to a location of the first portion of the body.

[0032] Optionally, the body has a thickness between the cavity and an exterior of the body of no more than 650 microns. Further optionally, the thickness is between 5 and 650 microns.

[0033] Optionally, the body has a thickness between the cavity and an exterior of the body of no more than 200 microns. Further optionally, the thickness is between 10 and 200 microns.

[0034] Optionally, the body has a thickness between the cavity and an exterior of the body of no more than 100 microns. Further optionally, the thickness is between 15 and 100 microns.

[0035] Optionally, the body is impermeable to the composition.

[0036] Optionally, the body is water-soluble.

[0037] Further optionally, the body is completely dissolvable in water at room temperature and atmospheric pressure within a time period of between 2 and 4 weeks.

[0038] Optionally, the body is collapsible according to a predetermined pattern of collapse.

[0039] Optionally, the body is one of a cup, a bag, a sachet, a packet and a pouch.

[0040] A fourth aspect of the present invention provides a package within which is located at least one refill container, the refill container being according to the third aspect of the invention. The refill container within the package may have any of the above-described optional features of the refill container of the third aspect of the invention.

[0041] Optionally, the package comprises one of a box, a bag and a pouch.

[0042] A fifth aspect of the present invention provides a system, comprising: the container of the first aspect of the invention or the pump dispenser of the second aspect of the invention; and the refill container of the third aspect of the invention; wherein the sharp distal end of the protrusion is for piercing the body of the refill container when the refill container is dropped into the chamber from and through the opening. The container of the system may have any of the above-described optional features of the container of the first aspect of the invention. The pump dispenser of the system may have any of the above-described optional features of the pump dispenser of the second aspect of the invention. The refill container of the system may have any of the above-described optional features of the refill container of the third aspect of the invention.

[0043] Optionally, the system comprises a plurality of the refill containers.
Further areas of applicability of the present invention will become apparent from the
detailed description provided hereinafter. It should be understood that the detailed description
and specific examples, while indicating the preferred embodiment of the invention, are intended
for purposes of illustration only and are not intended to limit the scope of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention will become more fully understood from the detailed description
and the accompanying drawings, wherein:

Figure 1 is a cross section view of a container for a pump dispenser according to an
embodiment of the present invention;

Figure 2 is a perspective view of a refill container according to an embodiment of the
present invention;

Figure 3 is a cross section view of the refill container of Figure 2 being dropped into a
chamber of a body of the container of Figure 1;

Figure 4 is a cross section view of the refill container of Figure 2 within the chamber of
the body of Figure 1 and with a body of the refill container having been pierced by a protrusion
of the body of the container;

Figure 5 is a cross section view of the components of Figure 4 with a volume of water
having been additionally provided in the chamber of the body of the container;

Figure 6 is a perspective view of a pump dispenser according to an embodiment of the
present invention, the pump dispenser comprising the container of Figure 1;

Figure 7 is a cross section view of a container for a pump dispenser;

Figure 8 is a cross section view of an alternative container for a pump dispenser;

Figure 9 is a cross section view of a combination of a closure, a pump and a projection
for a pump dispenser; and

Figure 10 is a cross section view of a pump dispenser according to an embodiment of the
present invention, the pump dispenser comprising the container of Figure 7 and the combination
of components of Figure 9.

DETAILED DESCRIPTION

The following description of the preferred embodiment(s) is merely exemplary in nature
and is in no way intended to limit the invention, its application, or uses.
As used throughout, ranges are used as shorthand for describing each and every value that is within the range. Any value within the range can be selected as the terminus of the range. In addition, all references cited herein are hereby incorporated by referenced in their entireties. In the event of a conflict in a definition in the present disclosure and that of a cited reference, the present disclosure controls.

An exemplary embodiment of a container according to the present invention will now be described with reference to Figure 1, and an exemplary embodiment of a refill container according to the present invention will be described with reference to Figure 2.

Figure 1 shows the exemplary container designated generally with reference numeral 1. Broadly speaking, the container 1 comprises a body 10 and a protrusion 20 extending from the body 10. The body 10 defines a chamber 13 for storing a product. The chamber 13 has a first end 11 and a second end 12. The body 10, or more specifically a rim 15 of the body 10, defines an opening 14 at the first end 11 of the chamber 13, through which opening 14 the product is dispensable from the chamber 13. The rim 15 lies in a first plane Pi-Pi. The opening 14 extends along a first axis A-A that is central to the opening 14 and normal to the first plane Pi-Pi. In the illustrated embodiment, the opening 14 is circular and the first axis A-A passes through a center of the opening 14. In variations to the illustrated embodiment, the opening 14 may be of any other shape, such as elliptical, polygonal, square, rectangular or triangular. However, preferably, but not necessarily, in such variations the opening 14 still extends along a first axis A-A that is central to the opening 14.

The body 10 comprises a contact portion 16 at an exterior of the body 10 and container 1 and lying in a second plane P2-P2, which second plane P2-P2 is parallel to the first plane P1-P1. The contact portion 16 is for stably standing the body 10 and the container 1 as a whole on a horizontal support surface 5. In the illustrated embodiment, the contact portion 16 is annular. The contact portion 16 may be planar or follow an annular line. In variations to the illustrated embodiment, the contact portion may be of a different shape, such as elliptical, polygonal, square, rectangular or triangular. In some variations to the illustrated embodiment, the body 10 comprises a plurality of contact portions lying in the second plane P2-P2. In some variations to the illustrated embodiment, the body 10 comprises one or more non-planar contact portions lying in the second plane P2-P2, such as one or more point apexes or line apexes that are each a portion of a curved or non-planar surface of the body 10, yet the combination of the contact portion(s) of
the body 10 enables the body 10 and the container 1 as a whole to stand stably on the horizontal support surface 5. Other configurations of contact portion(s) of the body 10 will be apparent to the skilled person in light of the present disclosure.

[0061] The body 10 may be made from any suitable material, such as a hard plastic. Example plastics are thermoplastic polymers, such as polypropylene (PP) or polyethylene terephthalate (PET). The body 10 is transparent, to enable a user to view contents of the chamber 13 from the exterior of the body 10 and container 1. In a variation to the illustrated embodiment, the body 10 may be translucent. In further variations to the illustrated embodiment, some or all of the body 10 may be opaque but, in some such further variations, only a first portion of the body 10 is opaque while a second portion of the body 10 is transparent or translucent, again to enable a user to view contents of the chamber 13 from the exterior of the body 10 and container 1. The body 10 has a fill mark 17 provided thereon at a position between the first and second ends 11, 12 of the chamber 13. The fill mark 17 is visible to a user from the exterior of the body 10 and container 1. The fill mark comprises a fill line that may extend partially or fully around a perimeter of the body 10, so that the fill mark is visible to a user regardless as to the side of the body 10 the user is viewing. In the illustrated embodiment, the fill mark comprises a ridge 17 that protrudes from an exterior surface of the body 10. In variations to the illustrated embodiment, the fill mark may comprise a groove or channel formed in the exterior surface of the body 10, or may comprise printing adhered or otherwise provided on the exterior surface of the body 10. In other variations to the illustrated embodiment, the fill mark may be a ridge, groove or other formation on an interior surface of the body 10, which interior surface of the body 10 delimits the chamber 13. Other configurations of the fill mark will be apparent to the skilled person in light of the present disclosure. The container 1 further comprises a visible indication 18 of a maximum volume of liquid containable in the chamber 13 between the fill mark 17 and the second end 12 of the chamber 13. In the illustrated embodiment, the visible indication 18 comprises text provided on the exterior surface of the body 10, but in variations to the illustrated embodiment the visible indication 18 may comprise text or another indication provided on the interior surface of the body 10 or elsewhere on the container 1.

[0062] In the illustrated embodiment, the protrusion 20 is non-unitary with the body 10 and is affixed to the body 10, specifically to the interior surface of the body 10. The protrusion 20 may be made from metal, such as aluminium, or a hard plastic. Example plastics are thermoplastic
polymers, such as polypropylene (PP) or polyethylene terephthalate (PET). In variations to the illustrated embodiment, the protrusion 20 may be unitary with the body 10. In such variations, it is preferred that the body 10 and the protrusion 20 be molded from a plastic, such as those discussed above for the protrusion 20.

[0063] The protrusion 20 extends from the body 10, and more specifically from the interior surface of the body 10, into the chamber 13 at the second end 12 of the chamber 13, the second end 12 being opposite from the first end 11 of the chamber 13. The protrusion 20 has a sharp distal end 21 in the chamber 13, which sharp distal end 21 is suitable for piercing a body of the refill container 40 discussed below. The protrusion 20 extends from the body 10 towards the opening 14, so that the distal end 21 faces the opening 14 and the refill container 40 as it is dropped into the chamber 13, as discussed below. In the illustrated embodiment, the protrusion 20 extends from the body 10 in a direction normal to the first plane Pi-Pi and all of the protrusion 20 extends along the first axis A-A, so that both a proximal end 22 and the distal end 21 of the protrusion 20 lie on the first axis A-A. In variations to the illustrated embodiment, the protrusion 20 extends from the body 10 towards the opening 14 but does not, or does not fully, lie on the first axis A-A. For example, the distal end 21 of the protrusion 20 may lie on the first axis A-A, while the proximal end 22 of the protrusion 20 is remote from the first axis A-A, whereby the protrusion 20 could be considered to extend along a path that is oblique to the first axis A-A. Alternatively, neither the distal end 21 nor the proximal end 22 of the protrusion 20 may lie on the first axis A-A, yet the protrusion 20 may still extend from the body 10 in a direction normal to the first plane Pi-Pi. In some embodiments, the protrusion 20 may have a curve or kink in it, so that the distal end 21 lies on the first axis A-A and a further portion of the protrusion 20 extends along the first axis A-A, while the proximal end 22 of the protrusion 20 is remote from the first axis A-A. Other configurations of the protrusion 20 will be apparent to the skilled person in light of the present disclosure. In some embodiments, the container 1 comprises a plurality of protrusions 20 extending from the body 10 into the chamber 13, each of the plurality of protrusions 20 having a sharp distal end 21 in the chamber 13. Some or all of the plurality of protrusions 20 may be at the second end 12 of the chamber 13 opposite from the first end 11 of the chamber 13.

[0064] In the illustrated embodiment, the protrusion 20 tapers to a point at the distal end 21 of the protrusion 20. That is, the distal end 21 of the protrusion 20 is a point. Two sides 23, 24 of
the protrusion 20 meet at an angle a of approximately 25 degrees to form the point. The angle a may be different in variations to the illustrated embodiment, but preferably the angle a is less than 45 degrees, and more preferably the angle a is less than 30 degrees. The smaller the angle a, the more easily the protrusion 20 is able to pierce the body of the refill container 40. In variations to the illustrated embodiment, the distal end 21 of the protrusion 20 may be an edge, so that the protrusion 20 tapers to the edge at the distal end 21 of the protrusion 20. In such variations, preferably two sides of the protrusion 20 still meet at an angle of less than 45 degrees, and more preferably less than 30 degrees. As is best seen in Figure 6, the protrusion 20 is rotationally symmetric about an axis that extends from the proximal end 22 of the protrusion 20 to the distal end 21 of the protrusion 20. In the illustrated embodiment, this axis is coextensive with the first axis A-A discussed above.

[0065] Figure 2 shows the exemplary refill container designated generally with reference numeral 40. The refill container 40 is dimensioned so as to be insertable into the chamber 13 through the opening 14 of the container 1. The refill container 40 comprises a body 44 in the form of a pouch. The body 44 has first and second ends 41, 42, which may be crimped closed or heat-sealed. The body 44 envelops a cavity 43 storing an oral, personal or home care composition 50. Herein, by "envelops" it is meant "encloses or surrounds completely on all sides". In the illustrated embodiment, the body 44 is a unitary body enveloping the cavity 43 and the composition 50 stored therein, but in variations to the illustrated embodiment the body 44 may comprise two or more non-unitary components that have been connected together to form the body 44. The body 44 is free of any predefined openable passageways, such as an opening or orifice closed by a removable plug or other closure, for placing the cavity 43 in fluid communication with an exterior of the body 44. The body 44 includes a wall portion which is piercable. The body 44 is free of any predefined line of weakening. Moreover, the body 44 is impermeable to the composition 50. Accordingly, over a predetermined period of time, which may be an infinite period of time or a finite period of time, such as six months or a number of years, the composition 50 is unable to pass through the body 44 from the cavity 43 to the exterior of the body 44. However, the body 44 of the illustrated embodiment is water-soluble. More specifically, the body 44 of the refill container 40 is completely dissolvable in water at room temperature and atmospheric pressure within a predetermined time period, such as a time period of between 2 and 4 weeks. Thus, while the body 44 is impermeable, so that the composition 50
cannot pass through the material of the body 44, over time the body 44 can degrade to create passages through the body 44 to place the cavity 43 in fluid communication with an exterior of the body 44, and the composition 50 could then pass through the passages. Herein, by "room temperature" it is meant a temperature of 20 degrees Celsius, and by "atmospheric pressure" it is meant a pressure of 101 kPa. In variations to the illustrated embodiment, the body 44 is not water soluble.

[0066] The body 44 has thin walls. More specifically, the body 44 has a thickness, i.e. a wall thickness, between the cavity 43 and the exterior of the body 44 of approximately 60 microns. The thickness may be different in variations to the illustrated embodiment, but preferably the thickness is no more than 650 microns, more preferably the thickness is no more than 200 microns, and still more preferably the thickness is no more than 100 microns. The thickness may be between 5 and 650 microns, more preferably between 10 and 200 microns, and more preferably between 15 and 100 microns. The smaller the thickness, the more easily the protrusion 20 is able to pierce the body 44 of the refill container 40.

[0067] The composition 50 stored in the cavity 43 of the refill container 40 is in concentrated form, and is intended to be used when dissolved or diluted in a predetermined volume of water to form a volume of oral, personal or home care product. Accordingly, in some embodiments, the refill container 40 may be smaller and require less material in its manufacture than an equivalent refill container 40 storing the volume of oral, personal or home care product in non-concentrated form. In other embodiments, the refill container 40 may use the same material in its manufacture as the equivalent refill container 40 storing the volume of oral, personal or home care product in non-concentrated form. In the illustrated embodiment, the composition 50 comprises water in an amount of about 50% by weight, based on a total weight of the composition 50. In variations to the illustrated embodiment, the composition 50 may comprise water in a different amount by weight, based on a total weight of the composition 50, but in any event the composition 50 comprises water in an amount of less than 98% by weight, based on a total weight of the composition 50. In various different embodiments to that illustrated, and based on a total weight of the composition 50, the composition 50 comprises water in an amount of less than 95% by weight, or less than 90% by weight, or less than 85% by weight, or less than 80% by weight, or less than 75% by weight, or less than 70% by weight, or less than 65% by weight, or less than 60% by weight, or less than 55% by weight, or less than 50% by weight, or less than 45% by
weight, or less than 40% by weight, or less than 35% by weight, or less than 30% by weight, or less than 25% by weight, or less than 20% by weight, or less than 15% by weight, or less than 10% by weight, or less than 5% by weight, or less than 2% by weight, or less than 1% by weight. Since, in the illustrated embodiment, the body 44 is water-soluble, it is preferred that the water content of the composition 50 be as little as possible. In some embodiments, the composition 50 comprises water in an amount of less than 0.5% by weight, based on a total weight of the composition 50.

[0068] As discussed above, the composition 50 is an oral care composition, a personal care composition, or a home care composition. Preferably, the composition 50 is an oral care composition or a personal care composition. More preferably, the composition is a personal care composition. Herein, by "oral care composition" it is meant "a composition for which the intended use can include oral care, oral hygiene, or oral appearance, or for which the intended method of use can comprise administration to (and not just via) the oral cavity". Example oral care compositions include toothpaste, dentifrice, and mouthwash. When the composition 50 is a personal care composition, it could be any personal care composition, such as an antiperspirant composition, a deodorant composition, a skin care composition, or a hair care composition. Herein, by "skin care composition" it is meant "a composition for which the intended use can include promotion or improvement of health, cleanliness, odor, appearance, or attractiveness of skin". Thus, the skin care composition could be a soap, such as a hand soap or a shaving soap, such as a liquid hand soap. Example hair care compositions include hair shampoo and hair conditioner. When the composition 50 is a home care composition, it could be any home care composition, such as a surface cleaner, a laundry detergent, a fabric cleaner, a fabric conditioner, a fabric softener, or a dish washing composition. The composition 50 may be a powder, but it is preferred that the composition 50 be a liquid. The composition 50 may include a colorant, so that the composition 50 is visible when dissolving in water. The colorant may give the composition 50 any color, such as white, cream, red, blue, green or yellow. The composition may be clear, opaque or translucent.

[0069] In a variation to the illustrated embodiment, the body 44 of the refill container 40 may not be a pouch, but may instead be any one of a cup, a bag, a sachet, and a packet. In some embodiments, the body 44 of the refill container 40 is collapsible according to a predetermined
pattern of collapse. Thus, in some such embodiments, the body 44 of the refill container 40 may take the form of a bellows.

[0070] In the illustrated embodiment, a middle first portion of the body 44 of the refill container 40 is weaker than each of the first and second ends 41, 42 of the body 44 of the refill container 40, each of which first and second ends 41, 42 is termed a second portion of the body 44. For example, the first portion of the body 44 may be thinner than the second portion of the body 44, and/or the body 44 may comprise a plurality of layers of material, and the first portion of the body 44 has fewer of the layers of material than the second portion of the body 44. In some embodiments, the body comprises a visible indication as to a location of the first portion of the body 44, so that a user readily can identify the first portion of the body 44. The provision of these first and second portions of the body 44 means that the first portion of the body 44 gives the body 44 structural integrity, so that the body 44 may be capable of withstanding knocks and bumps without bursting, yet a user can aim the second portion of the body 44 at the distal end 21 of the protrusion 20 when it is desired to pierce the body 44 in the chamber 13 of the container 1.

In variations to the illustrated embodiment, the location and form of each of the first and second portions of the body of the refill container may differ from those shown in the Figures. Accordingly, other configurations of first and second portion(s) of the body 44 of the refill container 40 will be apparent to the skilled person in light of the present disclosure.

[0071] The refill container 40 may be provided located within a package (not shown), such as one of a box, a bag and a pouch, to protect the refill container 40 prior to its intended use. A plurality of the refill containers 40 may be located within the same package. Each of the plurality of the refill containers 40 may contain the same composition 50, or some or all of the plurality of the refill containers 40 may contain a composition 50 that is different to a composition contained in some or all of the others of the plurality of the refill containers 40.

[0072] A method of using the refill container 40 of Figure 2 with the container 1 of Figure 1 will now be described with reference to Figures 1 to 6. Together the container 1 and the refill container 40 are comprised in an exemplary embodiment of a system according to the present invention. The system may comprise a plurality of the refill containers 40. Each of the plurality of the refill containers 40 may contain the same composition 50, or some or all of the plurality of the refill containers 40 may contain a composition 50 that is different to a composition contained in some or all of the others of the plurality of the refill containers 40.
First, the container 1 and the refill container 40 are provided, as respectively shown in Figures 1 and 2. The container 1 is positioned with the contact portion 16 stably standing or supporting the container 1 on a horizontal support surface 5. Then, the refill container 40 is dropped into the chamber 13 defined by the body 10 of the container 1 from and through the opening 14 defined by the body 10 of the container 1. That is, a user holds the refill container 40 within the opening 14 and then drops the refill container 40 from the opening 14 into the chamber 13. Under the influence of gravity, the refill container 40 falls into the chamber 13 in the direction of the arrow marked D in Figure 3, which is along the first axis A-A discussed above. Accordingly, the refill container 40 travels from the first end 11 of the chamber 13 towards the second end 12 of the chamber 13, and towards the distal end 21 of the projection 20 at the second end 12 of the chamber 13. As discussed above, the sharp distal end 21 of the protrusion 20 is for piercing the body 44 of the refill container 40 when the refill container 40 is dropped into the chamber 13 from and through the opening 12. Accordingly, as shown in Figure 4, when the body 44 of the refill container 40 contacts the distal end 21 of the protrusion 20, the distal end 21 of the protrusion 20 pierces the body 44 of the refill container 40 and passes into or through the cavity 43 of the refill container 40. This piercing places the cavity 43 of the refill container 40 in fluid communication not only with an exterior of the body 44 of the refill container 40 but with the chamber 13 of the container 1. Accordingly, once the body 44 has been so pierced by the protrusion 20, the composition 50 flows from the cavity 43 of the refill container 40 into the chamber 13 of the container 1, again as shown in Figure 4. Since the user is able to provide the composition 50 in the chamber 13 while the refill container 40 isolates the user from the composition 50, the user does not risk coming into contact with the composition 50.

Next, the user adds a volume of water to the chamber 13 of the container 1, in order to dissolve or dilute the composition 50 to form a usable oral, personal or home care product. Prior to the body 44 of the refill container 40 being pierced, the composition 50 in the refill container 40 was in concentrated form and had a certain known first volume. As discussed above, the composition 50 stored in the cavity 43 of the refill container 40 is intended to be used when dissolved or diluted in a predetermined volume of water. This predetermined volume of water equals the maximum volume of liquid containable in the chamber 13 between the fill mark 17 and the second end 12 of the chamber 13 minus the known first volume of the composition 50 in
the refill container 40 prior to piercing of the body 44 of the refill container 40 and minus the negligible volume of the material of the refill container 40 itself. Accordingly, with the system in the condition shown in Figure 4, with the container 1 maintained in position with the contact portion 16 stably standing or supporting the container 1 on the horizontal support surface 5, the user pours water through the opening 14 and into the chamber 13 until a top surface 55 of the water/composition 50 solution reaches the fill mark 17, as shown in Figure 5. The pouring of water into the chamber 13 not only dilutes the composition 50 to a predetermined intended concentration for use as an oral, personal or home care product, but it also helps to further evacuate the composition 50 from the cavity 43 of the refill container 40, and causes the body 44 of the refill container 40 to begin dissolving. Preferably, the body 44 of the refill container 40 is completely dissolvable in water at room temperature and atmospheric pressure within a predetermined time period that matches, or is less than, a time period, such as a time period of between 2 and 4 weeks, over which it is estimated that all of the water/composition 50 solution in the chamber 13 would be used-up by a user.

[0075] In a variation to the illustrated embodiment, it may be preferred to add a predetermined volume of water to the chamber 13 prior to dropping the refill container 40 into the chamber 13, in order to reduce the chance of the composition 50 being splattered or sprayed out of the chamber 13 through the opening 14. In such a variation, the container 1 preferably would be modified so that the fill mark 17 is closer to the second end 12 of the chamber 13, so that the maximum volume of liquid containable in the chamber 13 between the fill mark 17 and the second end 12 of the chamber 13 equals the predetermined volume of water intended to be used to dissolve or dilute the composition 50 to form a usable oral, personal or home care product.

[0076] Finally, the user moves a closure 60 of the container 1 relative to the body 10 of the container 1 from an open position (not shown), at which the closure 60 does not block the opening 14 defined by the body 10 of the container 1, to a closed position, at which the closure 60 blocks the opening 14, as shown in Figure 6. The closure 60 is attachable to the body 10 at the first end 11 of the chamber 13 with no part of the closure 60 contacting or proximal the protrusion 20. In the illustrated embodiment, the closure 60 is detachably connectable to the body 10 through cooperation of respective screw threads 19 of the closure 60 and the body 10, as is known in the art. In variations to the illustrated embodiment, the closure 60 may be detachably connectable to the body 10 using mechanisms other than cooperating screw threads,
such as a bayonet coupling, friction fit, or magnetically attractive materials. In such other
variations to the illustrated embodiment, the screw threads 19 of the closure 60 and the body 10
may be omitted.

[0077] The closure 60 comprises a pump 62 (not all of which is shown in the Figures) for
pumping the water/composition 50 solution from the chamber 13 of the container 1 to an outlet
63 of the closure 60 and the container 1 when the closure 60 is at the closed position.
Accordingly, the device shown in Figure 6 can be considered a pump dispenser 200 comprising
the container 1 and according to an embodiment of the present invention, and together the pump
dispenser 200 and the refill container 40 are comprised in another exemplary embodiment of a
system according to the present invention. The closure 60 also comprises a dip tube 64 with a
lumen 65 fluidly connected to the pump 62. The dip tube 64 extends from the pump 62 towards
the second end 12 of the chamber 13 when the closure 60 is at the closed position, as shown in
Figure 6. That is, a first end (not shown) of the dip tube 64 attached to the pump 62 is a
proximal end of the dip tube 64, and a second end of the dip tube remote from the pump 62 is a
distal end 66 of the dip tube 64. Preferably, and as shown in the illustrated embodiment, the dip
tube 64 has a length between its proximal and distal ends sufficient that the distal end 66 of the
dip tube 64 contacts the second end 12 of the chamber 13. Most preferably, and again as shown
in the illustrated embodiment, the distal end 66 of the dip tube 64 contacts the second end 12 of
the chamber 13 at a position spaced from the protrusion 20, so that the protrusion 20 does not
hinder fluid flow through the lumen 65 of the dip tube 64, and so that the distal end 66 of the dip
tube 64 is as close to the second plane P2-P2 as possible, to enable as complete an evacuation of
the water/composition 50 solution from the chamber 13 by pumping as possible.

[0078] An exemplary embodiment of another pump dispenser 300 according to the present
invention will now be described with reference to Figures 7, 9 and 10. The pump dispenser 300
is usable with the refill container 40 discussed above. Broadly speaking, the pump dispenser 300
comprises a container 2, a closure 160, a pump 170, and a projection 180 extending from the
closure 160.

[0079] The container 2 of the pump dispenser 300 is shown in isolation in Figure 7. The
container 2 comprises a body 110 that defines a chamber 113 for storing a product. The chamber
113 has a first end 111 and a second end 112. The body 110, or more specifically a rim 115 of
the body 110, defines an opening 114 at the first end 111 of the chamber 113, through which
opening 114 the product is dispensable from the chamber 113. The rim 115 lies in a first plane Pi-Pi. The opening 114 extends along a first axis A-A that is central to the opening 114 and normal to the first plane Pi-Pi. In the illustrated embodiment, the opening 114 is circular and the first axis A-A passes through a center of the opening 114. In variations to the illustrated embodiment, the opening 114 may be of any other shape, such as elliptical, polygonal, square, rectangular or triangular. However, preferably, but not necessarily, in such variations the opening 114 still extends along a first axis A-A that is central to the opening 114.

[0080] The body 110 comprises a contact portion 116 at an exterior of the body 110 and the pump dispenser 300 and lying in a second plane P_2-P_2, which second plane P_2-P_2 is parallel to the first plane Pi-Pi. The contact portion 116 is for stably standing the body 110 and the pump dispenser 300 as a whole on a horizontal support surface 5. In the illustrated embodiment, the contact portion 116 is annular. The contact portion 116 may be planar or follow an annular line. In variations to the illustrated embodiment, the contact portion may be of a different shape, such as elliptical, polygonal, square, rectangular or triangular. In some variations to the illustrated embodiment, the body 110 comprises a plurality of contact portions lying in the second plane P_2-P_2. In some variations to the illustrated embodiment, the body 110 comprises one or more non-planar contact portions lying in the second plane P_2-P_2, such as one or more point apexes or line apexes that are each a portion of a curved or non-planar surface of the body 110, yet the combination of the contact portion(s) of the body 110 enables the body 110 and the pump dispenser 300 as a whole to stand stably on the horizontal support surface 5. Other configurations of contact portion(s) of the body 110 will be apparent to the skilled person in light of the present disclosure.

[0081] The body 110 may be made from any suitable material, such as a hard plastic. Example plastics are thermoplastic polymers, such as polypropylene (PP) or polyethylene terephthalate (PET). The body 110 is transparent, to enable a user to view contents of the chamber 113 from the exterior of the body 110 and pump dispenser 300. In a variation to the illustrated embodiment, the body 110 may be translucent. In further variations to the illustrated embodiment, some or all of the body 110 may be opaque but, in some such further variations, only a first portion of the body 110 is opaque while a second portion of the body 110 is transparent or translucent, again to enable a user to view contents of the chamber 113 from the exterior of the body 110 and pump dispenser 300. The body 110 has a fill mark 117 provided
thereon at a position between the first and second ends 111, 112 of the chamber 113. The fill mark 117 is visible to a user from the exterior of the body 110 and pump dispenser 300. The fill mark comprises a fill line that may extend partially or fully around a perimeter of the body 110, so that the fill mark is visible to a user regardless as to the side of the body 110 the user is viewing. In the illustrated embodiment, the fill mark comprises a ridge 117 that protrudes from an exterior surface of the body 110. In variations to the illustrated embodiment, the fill mark may comprise a groove or channel formed in the exterior surface of the body 110, or may comprise printing adhered or otherwise provided on the exterior surface of the body 110. In other variations to the illustrated embodiment, the fill mark may be a ridge, groove or other formation on an interior surface of the body 110, which interior surface of the body 110 delimits the chamber 113. Other configurations of the fill mark will be apparent to the skilled person in light of the present disclosure. The pump dispenser 300 further comprises a visible indication 118 of a maximum volume of liquid containable in the chamber 113 between the fill mark 117 and the second end 112 of the chamber 113. In the illustrated embodiment, the visible indication 118 comprises text provided on the exterior surface of the body 10, but in variations to the illustrated embodiment the visible indication 118 may comprise text or another indication provided on the interior surface of the body 110 or elsewhere on the pump dispenser 300.

[0082] The body 110 further comprises a first surface 120 at the second end 112 of the chamber 113, the second end 112 being opposite from the first end 111 of the chamber 113. The first surface 120 is for cooperating with a second surface 184 of the projection 180 to compress or squeeze the refill container 40 therebetween, as will be described below. In the illustrated embodiment, the body 110 comprises a vessel 110a defining the chamber 113 and opening 114 and comprising the rim 115 and the contact portion 116. Moreover, the fill mark 117 is provided on the vessel 110a. The body 110 also comprises an internal member 110b within the chamber 113 and at the second end 112 of the chamber 113, and the first surface 120 of the body 110 is a surface 120 of the internal member 110b. In the illustrated embodiment, the internal member 110b is non-unitary with the vessel 110a and is affixed to the vessel 110a, specifically to the interior surface of the vessel 110a that defines the chamber 113. The internal member 110b may be made from metal, such as aluminium, or a hard plastic. Example plastics are thermoplastic polymers, such as polypropylene (PP) or polyethylene terephthalate (PET). In variations to the illustrated embodiment, the internal member 110b may be unitary with the vessel 110a. In such
variations, it is preferred that the vessel 110a and the internal member 110b be molded from a plastic, such as those discussed above for the internal member 110b.

[0083] In a variation to the embodiment illustrated in Figure 7, and as illustrated in Figure 8, the body 110 of the container 3 does not comprise an internal member, and the first surface 120 instead is a surface of the vessel 110a of the body 110, i.e. a surface of the body 110 that at least partially defines the chamber 113. In both the embodiments of Figures 7 and 8, the first surface 120 is considered a surface of the body 110 of the container 2, 3.

[0084] The closure 160, pump 170 and projection 180 of the pump dispenser 300 are shown together in isolation in Figure 9, and in combination with the body 110 in Figure 10. The closure 160 is movable relative to the body 110 between a closed position (see Figure 10) at which the closure 160 blocks the opening 114 defined by the body 110 and an open position (see Figure 7) at which the opening 114 is not blocked by the closure 160. In the illustrated embodiment, the closure 160 is detachably connectable to the body 110 through cooperation of respective screw threads 119, 169 of the closure 160 and the body 110, as is known in the art. In variations to the illustrated embodiment, the closure 160 may be detachably connectable to the body 110 using mechanisms other than cooperating screw threads, such as a bayonet coupling, friction fit, or magnetically attractive materials. In such other variations to the illustrated embodiment, the screw threads 119, 169 of the closure 160 and the body 110 may be omitted.

[0085] The pump 170 is fixed to the closure 160 and is shown only schematically in the Figures. The pump 170 is for pumping the product from the chamber 113 through the opening 114 and to an outlet 163 of the closure 160 and the pump dispenser 300 when the closure 160 is at the closed position relative to the body 110.

[0086] The projection 180 extends from the closure 160. When the closure 160 is at the closed position relative to the body 110, the projection 180 is located in the chamber 113. The projection 180 comprises a first portion 181 extending from the closure 160 in a first direction and a second portion 182 extending from the first portion 181 in a second direction that is different to the first direction. In the illustrated embodiment, the first portion 181 extends from the closure 160 along a second axis B-B, and the second portion 182 extends from the first portion radially outwards with respect to the second axis B-B, so that the second direction is orthogonal to the first direction. When the closure 160 is at the closed position relative to the
body 110, the second axis B-B is coextensive with the first axis A-A discussed above so that the first portion 181 extends from the closure 160 in a direction normal to the first plane Pi-Pi.

[0087] The second portion 182 has the second surface 184, mentioned above, of the projection 180, which second surface 184 is for cooperating with the first surface 120 of the body 110 to compress or squeeze the refill container 40 therebetween. The second surface 184 is oriented relative to the closure 160 such that the second surface 184 faces and approaches the first surface 120 of the body 110 when the closure 160 is moved relative to the body 110 from the open position to the closed position.

[0088] The first portion 181 of the projection is a rigid dip tube with a lumen 183 fluidly connected to the pump 170. The dip tube 181 extends from the pump 170 towards the second end 112 of the chamber 113 when the closure 160 is at the closed position, as shown in Figure 10. That is, a first end of the dip tube 181 attached to the pump 170 is a proximal end 185 of the dip tube 181, and a second end of the dip tube 181 remote from the pump 170 is a distal end 186 of the dip tube 181 and a distal end of the projection 180. It will be noted from Figure 9 that the dip tube 181 extends through the second portion 182 of the projection 180, so that the distal end 186 of the dip tube 181 projects from the second surface 184 of the second portion 182 of the projection 180, so that the distal end 186 of the dip tube 181 is further from the closure 160 than the second surface 184 of the second portion 182. Moreover, it will be noted from Figure 9 that the distal end 186 of the dip tube 181 is tapered, to facilitate piercing of the body 44 of the refill container 40, as will be described below. However, in variations to the illustrated embodiment, the distal end 186 of the dip tube 181 may not be tapered and instead may be substantially orthogonal to the second axis B-B. In some variations to the illustrated embodiment, the distal end 186 of the dip tube 181 may be flush with, or recessed relative to, the second surface 184 of the second portion 182 of the projection 180, so that the distal end 186 of the dip tube 181 is not further from the closure 160 than the second surface 184 of the second portion 182. Preferably, and as is the case in the illustrated embodiment, the dip tube 181 has a length between its proximal and distal ends 185, 186 so that the distal end 186 of the dip tube 181 is spaced from the first surface 120 of the body 110 when the closure 160 is at the closed position relative to the body 110, as shown in Figure 10, so that the first surface 120 of the body 110 does not hinder fluid flow through the lumen 183 of the dip tube 181. In variations to the illustrated embodiment, the first surface 120 of the body 110 has a recess therein dimensioned so as to
avoid collision between the distal end 186 of the dip tube 181 and the first surface 120. The recess may not be fully enclosed, so that fluid is able to be drawn into the lumen 183 from above the first surface 120 or below it for better evacuation of the chamber 113 of the container 2.

[0089] In the illustrated embodiment, and as shown in Figure 10, the second surface 184 of the second portion 182 of the projection 180 is spaced from the first surface 120 of the body 110 when the closure 160 is at the closed position relative to the body 110, so as to enable the refill container 40 to be accommodated between the first and second surfaces 120, 184. However, it is preferable that the first and second surfaces 120, 184 be close to each other when the closure 160 is at the closed position relative to the body 110, so that the first and second surfaces 120, 184 are co operable to compress or squeeze the refill container 40 when it is located between the first and second surfaces 120, 184. Accordingly, preferably the second surface 184 of the second portion 182 is spaced from the first surface 120 of the body by less than 5 millimeters when the closure 160 is at the closed position relative to the body 110. More preferably, the second surface 184 of the second portion 182 is spaced from the first surface 120 of the body by less than 1 millimeter when the closure 160 is at the closed position relative to the body 110. In a variation to the illustrated embodiment, the second surface 184 of the second portion 182 contacts the first surface 120 of the body 110 when the closure 160 is at the closed position relative to the body 110.

[0090] It will be seen from Figures 7, 9 and 10 that the first and second surfaces 120, 184 have matching surface profiles. More particularly, the first surface 120 is concave and the second surface 184 is convex. The concave nature of the first surface 120 means the first surface 120 is suitable for receiving the refill container 40 and retaining the refill container 40 in position relative to the body 110 for subsequently squeezing the refill container 40. The point of the first surface 120 furthest from the opening 114 lies on the axis A-A, which encourages the refill container 40 to lie on the axis A-A when dropped into the chamber 113. This maximizes alignment of the refill container 40 with the second surface 184 for subsequently squeezing the refill container 40, especially in embodiments in which the cross sectional size of the chamber 113 orthogonal to the axis A-A and remote from the opening 114 is appreciably larger than the cross sectional size of the chamber 113 orthogonal to the axis A-A at the opening 114. In a variation to the illustrated embodiment, the first surface 120 is convex and the second surface 184 is concave. In some embodiments, one of the first and second surfaces 120, 184 comprises a
recess and the other of the first and second surfaces 120, 184 comprises a protuberance. The embodiment illustrated in Figures 7, 9 and 10 is an example of such a construction, but in variations to the illustrated embodiment the recess and/or the protuberance may be other than concave and/or convex, respectively, such as polygonal. In some embodiments one or each of the first and second surfaces 120, 184 is flat or substantially flat.

**[0091]** In a variation to the illustrated embodiment, the container 2 may comprise a protrusion extending from the body 110 into the chamber 113, the protrusion having a sharp distal end in the chamber 113. The protrusion may extend from the body 110 into the chamber 113 at the second end 112 of the chamber 113. The protrusion may take the form of the protrusion 20 discussed above, or any one of the variations on the protrusion 20 discussed above. The protrusion may extend from the first surface 120. The protrusion may be axially aligned with the lumen 183 of the dip tube 181, and further the protrusion may be dimensioned relative to the lumen 183 so that the sharp distal end of the protrusion becomes located, or nests, in the lumen 183 when the closure 160 is moved from the open position to the closed position relative to the body 110. Accordingly, in some embodiments, a body 44 of a refill container 40 lying on the first surface 120 would be pierced both by the sharp distal end of the protrusion and by the tapered distal end 186 of the dip tube 181. In some embodiments, the container 2 comprises a plurality of protrusions extending from the body 110 into the chamber 113, each of the plurality of protrusions having a sharp distal end in the chamber 113. Some or all of the plurality of protrusions may extend from the body 110 into the chamber 113 at the second end 112 of the chamber 113. Some or all of the protrusions may extend from the first surface 120. For conciseness, no further discussion will be made of the provision of such a protrusion or protrusions in the chamber 113 of the body 110 of the container 2.

**[0092]** A method of using the refill container 40 of Figure 2 with the pump dispenser of Figures 7, 9 and 10 will now be described. Together the pump dispenser 300 and the refill container 40 are comprised in another exemplary embodiment of a system according to the present invention. The system may comprise a plurality of the refill containers 40. Each of the plurality of the refill containers 40 may contain the same composition 50, or some or all of the plurality of the refill containers 40 may contain a composition 50 that is different to a composition contained in some or all of the others of the plurality of the refill containers 40.
First, the pump dispenser 300 and the refill container 40 are provided, as respectively shown in Figures 10 and 2. The pump dispenser 300 is positioned with the contact portion 116 stably standing or supporting the pump dispenser 300 on a horizontal support surface 5, as shown in Figure 10. Then, the user moves the closure 160 of the pump dispenser 300 relative to the body 110 from the closed position shown in Figure 10 to the open position at which the opening 114 is not blocked by the closure 160, as shown in Figure 7.

The refill container 40 is then dropped into the chamber 113 defined by the body 110 from and through the opening 114 defined by the body 110. That is, a user holds the refill container 40 within the opening 114 and then drops the refill container 40 from the opening 114 into the chamber 113. Under the influence of gravity, the refill container 40 falls into the chamber 113 along the first axis A-A. Accordingly, the refill container 40 travels from the first end 111 of the chamber 113 towards the second end 112 of the chamber 113 until it lands on the first surface 120 of the body 110 at the second end 112 of the chamber 113. Again, since the user is able to provide the composition 50 in the chamber 113 while the refill container 40 isolates the user from the composition 50, the user does not risk coming into contact with the composition 50.

The user then moves the closure 160 of the pump dispenser 300 relative to the body 110 from the open position towards the closed position. During this movement, the second surface 184 of the second portion 182 of the projection 180 faces and approaches the first surface 120 of the body 110 until the second surface 184 contacts the body 44 of the refill container 40 lying on the first surface 120 of the body 110. Continued movement of the closure 160 relative to the body 110 towards the closed position causes the body 44 of the refill container 40 to be compressed or squeezed between the first and second surfaces 120, 184 until the body 44 of the refill container 40 bursts or ruptures. This bursting or rupturing places the cavity 43 of the refill container 40 in fluid communication not only with an exterior of the body 44 of the refill container 40 but with the chamber 113. Accordingly, once the body 44 has been so burst or ruptured, the composition 50 flows from the cavity 43 of the refill container 40 into the chamber 113.

Next, the user adds a volume of water to the chamber 113, in order to dissolve or dilute the composition 50 to form a usable oral, personal or home care product. As discussed above, the composition 50 stored in the cavity 43 of the refill container 40 is intended to be used when
dissolved or diluted in a predetermined volume of water. This predetermined volume of water equals the maximum volume of liquid containable in the chamber 113 between the fill mark 117 and the second end 112 of the chamber 113 minus the known first volume of the composition 50 in the refill container 40 prior to rupturing of the body 44 of the refill container 40 and minus the negligible volume of the material of the refill container 40 itself. Accordingly, the user pours water through the opening 114 and into the chamber 113 until a top surface of the water/composition 50 solution reaches the fill mark 117. As also discussed above, the pouring of water into the chamber 113 not only dilutes the composition 50 to a predetermined intended concentration for use as an oral, personal or home care product, but it also helps to further evacuate the composition 50 from the cavity 43 of the refill container 40, and causes the body 44 of the refill container 40 to begin dissolving. Finally, the user actuates the pump 170 to pump the water/composition 50 solution from the chamber 113 to the outlet 163.

[0097] In a variation to the illustrated embodiment, it may be preferred to add a predetermined volume of water to the chamber 113 prior to dropping the refill container 40 into the chamber 113, in order to reduce the chance of the composition 50 being splattered or sprayed out of the chamber 113 through the opening 114. In such a variation, the container 2 preferably would be modified so that the fill mark 117 is closer to the second end 112 of the chamber 113, so that the maximum volume of liquid containable in the chamber 113 between the fill mark 117 and the second end 112 of the chamber 113 equals the predetermined volume of water intended to be used to dissolve or dilute the composition 50 to form a usable oral, personal or home care product.

[0098] In a variation to the illustrated embodiment of the pump dispenser 300, the projection 180 may comprise one or more connectors, such as hook(s) and/or clip(s), for connecting a refill container to the projection 180. The connectors may be located on the second portion 182 of the projection 180, and may be located on the second surface 184 of the second portion 182. Correspondingly, in a variation to the illustrated embodiment of the refill container 40 shown in Figure 2, the refill container may comprise one or more connectors, such as hook(s) and/or clip(s), for connecting the refill container 40 to the one or more connectors of the projection 180 of the pump dispenser 300. The connector(s) of the refill container 40 may be located at one or each of the first and second ends 41, 42 of the body 44 of the refill container 40. Through the provision of such connector(s) of the pump dispenser 300 and the refill container 40, the refill
container 40 may be connected to the projection 180 prior to insertion of the projection 180 into the chamber 113, and instead of dropping the refill container 40 onto the first surface 120 of the body 110 as discussed above, so that the location of the refill container 40 relative to the first and second surfaces 120, 184 may be better controlled. In other words, the position of the refill container 40 relative to the projection 180 may be substantially fixed so that, when the closure 160 is moved to its closed position relative to the body 110, it can be better ensured that the refill container 40 will be located between the first and second surfaces 120, 184 for compression therebetween. In some such variations, there need not be a pump for pumping the solution out of the outlet. A

In respective variations to the system comprising the pump dispenser 300 and the refill container 40 discussed above, the system comprises, and the pump dispenser 300 is usable with, a refill container different to that shown in Figure 2. For example, the body 44 of the refill container 40 may not be a pouch, but may instead be any one of a cup, a bag, a sachet, and a packet. In some embodiments, the body 44 of the refill container 40 is collapsible according to a predetermined pattern of collapse. Thus, in some such embodiments, the body 44 of the refill container 40 may take the form of a bellows. In any embodiment, optionally all or part of the refill container 40 is water soluble, to leave little or nothing of the refill container 40 that needs to be discarded from the chamber of the container before the next refill cycle is performed.

In variations to the pump dispenser 300 shown in Figures 7, 9 and 10, the dip tube 181 is replaced by a rigid solid rod or stick connected to and extending from the closure 160 towards the second end 112 of the chamber 113 when the closure 160 is at the closed position. In some such variations, the water/composition 50 solution in the chamber 113 is pumped to the outlet 163 via a different route, such as via a tube formed in the body 110 or via a flexible dip tube that extends from the closure 160 into the chamber 113 in parallel to the rigid solid rod or stick. In some such variations, the pump 170 may be fixed to the body 110 rather than to the closure 160, and in some variations the outlet is formed in the body 110 rather than in the closure 160. In some such variations, there need not be a pump for pumping the solution out of the outlet. A
user may pour the solution out of the chamber 113 via the opening 114, rather than pump the solution out of the chamber 113. In such variations, the apparatus is then a container, rather than a pump dispenser.
CLAIMS

WHAT IS CLAIMED IS:

1. A container for a pump dispenser, the container comprising:
   a body defining a chamber for storing a product and defining an opening at a first end of the chamber through which the product is dispensable from the chamber; and
   a protrusion extending from the body into the chamber at a second end of the chamber opposite from the first end of the chamber, the protrusion having a sharp distal end in the chamber.

2. The container of claim 1, wherein the protrusion extends from the body towards the opening.

3. The container of any preceding claim, wherein a rim of the body defines the opening, wherein the rim lies in a first plane, and wherein the protrusion extends from the body in a direction normal to the first plane.

4. The container of any preceding claim, wherein the opening extends along an axis central to the opening, upon which axis the distal end of the protrusion lies.

5. The container of claim 4, wherein at least a portion of the protrusion extends along the axis.

6. The container of claim 5, wherein both a proximal end and the distal end of the protrusion lie on the axis.

7. The container of any preceding claim, wherein the protrusion tapers to a point or to an edge at the distal end of the protrusion.

8. The container of any preceding claim, wherein two sides of the protrusion meet at an angle of less than 45 degrees at the distal end of the protrusion.
9. The container of claim 8, wherein the two sides of the protrusion meet at an angle of less than 30 degrees.

10. The container of any preceding claim, wherein the protrusion is rotationally symmetric about an axis that extends from a proximal end of the protrusion to the distal end of the protrusion.

11. The container of any preceding claim, wherein the protrusion is unitary with the body.

12. The container of any one of claims 1 to 10, wherein the protrusion is non-unitary with the body and is affixed to the body.

13. The container of any preceding claim, wherein the body is transparent or translucent.

14. The container of any preceding claim, wherein the protrusion is made from a metal.

15. The container of any preceding claim, wherein the body has a fill mark provided thereon at a position between the first and second ends of the chamber.

16. The container of claim 15, comprising a visible indication of a maximum volume of liquid containable in the chamber between the fill mark and the second end of the chamber.

17. The container of any preceding claim, wherein the body comprises one or more contact portions at an exterior of the body and lying in a second plane for stably standing the container on a horizontal support surface.

18. The container of any preceding claim, comprising a closure movable relative to the body between a closed position at which the closure blocks the opening and an open position at which the opening is not blocked by the closure.

19. A pump dispenser comprising the container of claim 18, wherein the closure comprises a pump for pumping the product from the chamber when the closure is at the closed position, and a dip tube with a lumen fluidly connected to the pump, the dip tube
extending from the pump towards the second end of the chamber when the closure is at the closed position.

20. The pump dispenser of claim 19, wherein the dip tube has a length sufficient that a distal end of the dip tube contacts the second end of the chamber at a position spaced from the protrusion.

21. A refill container comprising a body enveloping a cavity storing a flowable oral, personal or home care composition, wherein the body includes a wall portion which is piercable, and the body is free of any predefined openable passageways or predefined line of weakening, for placing the cavity in fluid communication with an exterior of the body.

22. The refill container according to claim 21, wherein the composition comprises water in an amount of less than 98% by weight, based on a total weight of the composition.

23. The refill container according to claim 22, wherein, based on the total weight of the composition, the composition comprises water in an amount of less than 95% by weight, or less than 90% by weight, or less than 85% by weight, or less than 80% by weight, or less than 75% by weight, or less than 70% by weight, or less than 65% by weight, or less than 60% by weight, or less than 55% by weight, or less than 50% by weight.

24. The refill container according to claim 23, wherein, based on the total weight of the composition the composition comprises water in an amount of less than 45% by weight, or less than 40% by weight, or less than 35% by weight, or less than 30% by weight, or less than 25% by weight, or less than 20% by weight, or less than 15% by weight, or less than 10% by weight, or less than 5% by weight, or less than 2% by weight, or less than 1% by weight, or less than 0.5% by weight.

25. The refill container according to any one of claims 21 to 24, wherein the composition is one of a toothpaste, a dentifrice, a mouthwash, an antiperspirant composition, a deodorant composition, a skin care composition, a shaving soap, a soap, a hair care composition, a hair shampoo, a hair conditioner, a surface cleaner, a laundry detergent, a fabric cleaner, a fabric conditioner, a fabric softener, and a dish washing composition.
26. The refill container according to any one of claims 21 to 25, wherein the composition is one of a liquid and a powder.

27. The refill container according to any one of claims 21 to 26, wherein the composition is liquid hand soap.

28. The refill container according to any one of claims 21 to 27, wherein the composition includes a colorant.

29. The refill container according to any one of claims 21 to 28, wherein the body is a unitary body enveloping the cavity and the composition stored therein.

30. The refill container according to any one of claims 21 to 29, wherein a first portion of the body is weaker than a second portion of the body.

31. The refill container of claim 30, wherein the first portion of the body is thinner than the second portion of the body.

32. The refill container of claim 30 or claim 31, wherein the body comprises a plurality of layers of material, and wherein the first portion of the body has fewer of the layers of material than the second portion of the body.

33. The refill container of any one of claims 30 to 32, wherein the body comprises a visible indication as to a location of the first portion of the body.

34. The refill container according to any one of claims 21 to 33, wherein the body has a thickness between the cavity and an exterior of the body of no more than 650 microns; optionally wherein the thickness is between 5 and 650 microns.

35. The refill container according to claim 34, wherein the body has a thickness between the cavity and an exterior of the body of no more than 200 microns, optionally wherein the thickness is between 10 and 200 microns.
36. The refill container according to claim 35, wherein the body has a thickness between the cavity and an exterior of the body of no more than 100 microns, optionally wherein the thickness is between 15 and 100 microns.

37. The refill container according to any one of claims 21 to 35, wherein the body is impermeable to the composition.

38. The refill container according to any one of claims 21 to 37, wherein the body is water-soluble.

39. The refill container according to claim 38, wherein the body is completely dissolvable in water at room temperature and atmospheric pressure within a time period of between 2 and 4 weeks.

40. The refill container according to any one of claims 21 to 39, wherein the body is collapsible according to a predetermined pattern of collapse.

41. The refill container according to any one of claims 21 to 40, wherein the body is one of a cup, a bag, a sachet, a packet and a pouch.

42. A package within which is located at least one refill container, the refill container being according to any one of claims 21 to 41.

43. The package of claim 42, wherein the package comprises one of a box, a bag and a pouch.

44. A system, comprising:

   a container according to any one of claims 1 to 18 or a pump dispenser according to one of claims 19 and 20; and

   a refill container according to any one of claims 21 to 41;

   wherein the sharp distal end of the protrusion is for piercing the body of the refill container when the refill container is dropped into the chamber from and through the opening.
45. The system of claim 44, wherein the system comprises a plurality of the refill containers.
INTERNATIONAL SEARCH REPORT

Box No. II  Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1.☐ Claims Nos.:
   because they relate to subject matter not required to be searched by this Authority, namely:

2.☐ Claims Nos.:
   because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3.☐ Claims Nos.:
   because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

Box No. III  Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

see additional sheet

1.☐ As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2.☐ As all searchable claims could be searched without effort justifying an additional fees, this Authority did not invite payment of additional fees.

3.☐ As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.:

4.☒ No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:

1 - 20

Remark on Protest
☐ The additional search fees were accompanied by the applicant’s protest and, where applicable, the payment of a protest fee.
☐ The additional search fees were accompanied by the applicant’s protest but the applicable protest fee was not paid within the time limit specified in the invitation.
☒ No protest accompanied the payment of additional search fees.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

INV. B05B11/00 B65D83/00 A45D34/00

ADD.

According to International Patent Classification (IPC) and/or both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

B05B B65D A45D

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

Category* Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No.

X US 3 119 528 A (DUNNING JR LEIGHTON) 1-10, 12, 14-20
28 January 1964 (1964-01-28)
column 1, line 42 - column 2, line 18;
figures 1, 2

X US 6 626 379 B1 (RITSCHF STEFAN [DE] ET AL) 1-11, 13, 15-18
30 September 2003 (2003-09-30)
column 8, line 55 - column 9, line 53;
figures 5-7

X US 3 240 391 A (GARTON MERLIN E) 1-10, 12, 14-17-20
15 March 1966 (1966-03-15)
column 2, line 17 - column 4, line 34;
figures 1-5

Further documents are listed in the continuation of Box C.

* Special categories of cited documents:

“A” document defining the general state of the art which is not considered to be of particular relevance

“E” earlier application or patent but published on or after the international filing date

“L” document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

“O” document referring to an oral disclosure, use, exhibition or other means

“P” document published prior to the international filing date but later than the priority date claimed

“T” later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

“X” document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

“Y” document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

“Z” document member of the same patent family

Date of the actual completion of the international search

24 February 2015

Date of mailing of the international search report

29/05/2015

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040,
Fax: (+31-70) 340-3016

Authorized officer

Ionescu, C
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>FR 2 901 256 AI (PLATEL FREDERIC [FR]; JUMEL STEPHANE [FR]) 23 November 2007 (2007-11-23) page 2, line 20 - page 7, line 17; figures 1-3</td>
<td>1-11, 17, 18</td>
</tr>
</tbody>
</table>

---
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 3119528 A</td>
<td>28-01-1964</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2047599 A</td>
<td>31-05-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2307160 AI</td>
<td>20-05-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 19749514 AI</td>
<td>12-05-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 19837127 AI</td>
<td>12-05-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 59804744 DI</td>
<td>14-08-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 59807579 DI</td>
<td>24-04-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 59811482 DI</td>
<td>01-07-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 1027165 T3</td>
<td>21-07-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 1297898 T3</td>
<td>04-10-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1027165 A2</td>
<td>16-08-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1027166 A1</td>
<td>16-08-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1297898 A2</td>
<td>02-04-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2194360 T3</td>
<td>16-11-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2222430 T3</td>
<td>01-02-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4411374 B2</td>
<td>10-02-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4789089 B2</td>
<td>05-10-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2001522717 A</td>
<td>20-11-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2006081917 A</td>
<td>30-03-2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6626379 BI</td>
<td>30-09-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Wo 9924170 AI</td>
<td>20-05-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Wo 9924171 A2</td>
<td>20-05-1999</td>
</tr>
<tr>
<td>US 3240391 A</td>
<td>15-03-1966</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>FR 2901256 AI</td>
<td>23-11-2007</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (April 2005)
This International Searching Authority found multiple (groups of) inventions in this international application, as follows:

1. claims: 1-20

   Container for a pump dispenser comprising a body defining a chamber and a protrusion extending from the body
   ---

2. claims: 21-43

   Refill container comprising a body enveloping a cavity storing a flowable composition, wherein the body includes a wall portion which is piercable, and the body is free of any predefinened openable passageways or predefinened line of weakening, for placing the cavity in fluid communication with an exterior or of the body
   ---

3. claims: 44, 45

   System comprising a container or a pump dispenser and a refill container
   ---