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This invention relates to neckties and one, 

object of the invention is to provide im 
proved means for securing the necktie in 
place upon a collar, the tie-securing means 
also serving to keep the collar tightly closed 
at the front. After a collar has been worn 
for some time, the buttonholes at the front 
are liable to become enlarged so that the 
collar does not close properly and when a 
soft collar is worn it is usually necessary to 
connect the outer folds with a 
folds will be held close together to present a 
neat appearance. When, however, this im 
proved necktie is in use, the alastic strip 
carried thereby will serve to draw the side. 
portions of the collar or outer folds of the 
side portions towards each other and keep 
the collar tightly closed at the front. - 
This invention is illustrated in the accom panying drawing, wherein 
Figure 1 is a view showing the improved 

necktie applied to a collar, the outer folds 
of the collar being partially broken away; 

25 Fig. 2 is a view similar to Fig. 1 but show 
ing the necktie used in connection with a 
soft collar instead of a stiff collar; 

Fig. 3 is a perspective view showing the 
necktie before it is formed into a four-in 
hand knot, and 
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attaching strip. . . ; 
In the form shown in Figs. 1, 2 and 3, the . 

the made-up type by sewing it upon the 

Fig. 4 is a perspective view showing a 
made-up bow tie provided with the elastic 

invention has been shown applied to a four 
in-hand tie. The tie 1 which is of the ordi 
nary four-in-hand type is doubled intermedi 
ate its length and the portion which ordi 
narily passes around the collar cut off. The 
end portions from which the four-in-hand 
knot is to be made are then sewed together 
at their upper ends and provide depending 
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the tie with its end 

SO 

inner and outer tie portions. 
strip 2 extends between the end portions of 

The elastic 

the tie and is secured by stitches 3 to the 
inner tie portion at the upper end thereof 
so that it is firmly held in engagement with 
the tie. This strip 2 extends transversely of 

portions extending from 
the sides of the tie. Buttonholes 4 which are 
preferably round are formed in the extended 
ends of the strip 2 and since the strip is 
formed of elastic material it will be seen that 
the heads of the buttons 5 can be readily 
forced through these openings. 
The tie may be used in connection with a 

stiff collar, such as shown in Fig. 1 and in 

pin so that the. 

dicated by the numeral 6, or may be used 
in connection with a soft collar, such as 
shown in Fig. 2 and indicated by the nu 
meral 7. The stiff collar. 6 has its inner fold provided with the usual button-receiv 
ing openings at the back and at the front 
and in addition is provided with buttonholes 
8 which are spaced from the front of the 
collar. When the collar is fastened about 
the neckband of a shirt, the buttonholes 8 
are normally spaced from each other a dis 
tance greater than the distance between the 
buttonholes 4 of the necktie-securing strip 2. 
Therefore, in order to pass the heads of the 
buttons, which are inserted in the button 
holes 8 through the bittonholes 4 of the strip 
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2, it is necessary to stretch this attaching 
strip. It will, therefore, be seen that, when 
the attaching strip is engaged with the but 
tons, a pulling action will be exerted upon 
the buttons which will tend to draw the ends 
of the collar towards each other and retain. 
the collar in a closed position at the front. 
After the strip 2 is engaged with the buttons, 
the. tie can be formed into a four-in-hand 
knot in the usual manner by wrapping the 
outer endportion about the inner end por 
tion and then passing the outer end portion 
upwardly and forwardly over the strip 2 and 
downwardly through the loop formed. The 
necktie will then have the appearance shown 
in Figs. 1 and 2. It will be obvious that the 
strip 2 may be applied to a four-in-hand of 
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rear or inner face of the knot portion after 
the tie has been made. The tie may be ap 
plied to a soft collar as well as to a stiff 
collar but when applied to a soft collar the 
buttons are first passed through the button 
holes of the strip 2 and then outwardly 
through buttonholes formed in the outer 
fold of the soft collar. When so applied, the 
stretched attaching strip will exert a pulling 
action which will tend to draw the ends of 
the outer folds of the collar towards each 
other and hold them in proper relation to 
the tie, as shown in Fig. 2. Of course, if so 
desired, the inner fold of the soft collar 
could also be provided with buttonholes and 
the buttons passed through the buttonholes 
in the inner fold and then through the strip 
2 and buttonholes in the ends of the outer 
fold of the collar. The bow tie 9 shown in 
Fig. 4 is of a conventional construction and 
the attaching strip 2, when used in connec 
tion with this form of tie, is disposed at the 
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A 1,588,600 
rear of the tie and secured in the loop 10 at folded intermediate its length to provide in- . . . . . 
the center of the knot. The strip 2 shown ner and outer depending portions adapted to 16 
in Fig. 4 is of such length that it termi- be formed into a knot, and a strip of elastic - nates in spaced relation to the ends of the tie. material extending transversely of the tie 

5 Therefore, when applied to a collar, the strip strip between the depending inner and outer . . . 
will not show. There has, therefore been portions thereof and having its intermediate provided a necktie and attaching means portion secured to said inner portion at the 20 
which will serve to securely hold the tie in upper end thereof and its free end portions 
place upon a collar and also serve to keep extended from the tie strip and provided 

l0 the collar in proper shape. - with fastener receiving openings. 
Having thus described the invention, I. In testimony whereof I affix my signature. 

claim: . . . " A necktie comprising a strip of fabric JOHN V. PALMER. L. s. 


