(54) Title: METHODS AND SYSTEMS FOR FACILITATING A REMOTE DESKTOP SESSION UTILIZING A REMOTE DESKTOP CLIENT COMMON INTERFACE

(57) Abstract: Examples of methods, systems, apparatus, and machine-readable storage media are provided to facilitate access and control of a remote desktop of a remote machine by a web browser at a client device through a transcoding server without installing proprietary plug-ins or protocols on the client device. A transcoding server may translate user input requests from a web browser into input calls compatible with a remote desktop display protocol. The transcoding server may receive remote desktop drawing commands from the remote machine and translate the remote desktop drawing commands into web browser drawing updates compatible with the web browser. A transcoding server may communicate with a web browser via HTTP and communicate with a remote machine via a remote desktop display protocol. A web browser may be an HTML5 browser. A transcoding server may send drawing coordinates to the web browser via an HTTP header and may use long polling.
Published:
— with international search report (Art. 21(3))
— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments (Rule 48.2(h))
METHODS AND SYSTEMS FOR FACILITATING A REMOTE DESKTOP SESSION UTILIZING A REMOTE DESKTOP CLIENT COMMON INTERFACE

FIELD

[001] The subject technology relates in general to communications and processing, and more particularly to, methods and systems for facilitating a remote desktop session utilizing a remote desktop client common interface.

BACKGROUND

[002] Traditional implementations of remote desktop protocols enable a remote user to access his or her desktop or applications from a client device over a LAN or WAN network topology to a server.

[003] The traditional approach is for a software infrastructure vendor to support a specific public or proprietary remote desktop display protocol, which is native or installed on a server. To access the server using a remote desktop protocol, a client typically needs to have a protocol-specific software application that executes on the user's specific operating system and platform or plug-in for a specific browser.

[004] Conventional approaches are thus cumbersome to users. Accordingly, there is a need for systems and methods that facilitate user interaction with an application running on a server from a client device and provide an improved experience for users at the client device.

SUMMARY

[005] Aspects of the present disclosure may provide utilizing a transcoding server that provides one or more web browsers' access to one or more remote machines through a remote desktop client. Transcoding servers according to the present disclosure may include a module or functionality, e.g., machine-readable instructions, to receive requests from a web browser. The transcoding servers may further include a module or functionality, e.g., machine-readable instructions, to translate user input requests received (as HTTP requests) from a web browser into corresponding input calls in a
protocol/language compatible with one or more remote desktop clients for accessing one or more remote machines. The transcoding servers can receive information/data from, e.g., drawing commands, from one or more remote machines via the one or more remote desktop clients and translate the information/data into a protocol/language compatible with the associated web browser(s). The transcoding servers can include storage/memory functionality for holding an image, e.g., a Java bitmap, which can be modified in response to drawing commands received from the remote desktop server. Transcoding servers may also receive from the remote desktop server and store coordinates corresponding to the respective drawing commands.

[006] In some applications, a transcoding server may facilitate/accelerate rendering an image of the related remote desktop(s) at the related web browser by creating and modifying an image of the portion of the remote desktop that is affected by the user's input at the user device.

[007] Aspects of the present disclosure may provide a transcoding server with long polling functionality to handle requests from a web browser.

[008] Aspects of the present disclosure may include or provide a web browser having a canvas or 2D rendering functionality.

[009] It is understood that other configurations of the subject technology will become readily apparent to those skilled in the art from the following detailed description, wherein various configurations of the subject technology are shown and described by way of illustration. As will be realized, the subject technology is capable of other and different configurations and its several details are capable of modification in various other respects, all without departing from the scope of the subject technology. Accordingly, the drawings and detailed description are to be regarded as illustrative in nature and not as restrictive.

**BRIEF DESCRIPTION OF THE DRAWINGS**

[010] FIG. 1 illustrates an example of a display on a client device during a remote access session with a remote machine via a server.

[011] FIG. 2A is a diagram of an example of one or more client devices each with a web browser connected to one or more remote machines via multiple networks and a server.
FIG. 2B is a diagram of an example of one or more client devices each with a web browser connected to one or more remote machines through a network and a server.

FIG. 3A is a conceptual block diagram of an example of a transcoding server according to certain aspects of the present disclosure as used in conjunction with a web browser and a remote machine.

FIG. 3B is a conceptual block diagram of an example of a transcoding server according to certain alternate aspects of the present disclosure as used in conjunction with a web browser and a remote machine.

FIG. 4A is a conceptual block diagram of an example of a transcoding server.

FIG. 4B is a conceptual block diagram of an example of an alternate transcoding server.

FIG. 4C is a conceptual block diagram of a remote desktop of a remote machine.

FIG. 5 is a conceptual block diagram of an example of a web browser as used in conjunction with a transcoding server and a remote machine.

FIG. 6 is a conceptual block diagram of an example of a transcoding server according to certain aspects of the present disclosure.

FIG. 7 is an example of a sequence diagram of the interactions between a transcoding server as used in conjunction with a web browser and a remote machine.

FIG. 8 is a block diagram that illustrates an exemplary computing system.

FIG. 9A illustrates a block diagram representing an example of a method of accessing and controlling a remote desktop from a user device.

FIG. 9B illustrates a continuation of the FIG. 9A.

FIG. 10A is a block diagram representing an example of method of facilitating accessing and controlling a remote desktop of a remote machine in real time by a web browser at a client device via a hypertext transfer protocol (HTTP) utilizing a transcoding server.
FIG. 10B is a block diagram representing code of an example of a machine-readable storage medium encoded with instructions executable by a processing system to perform a method of facilitating accessing and controlling a remote desktop of a remote machine in real time by a web browser at a client device via a hypertext transfer protocol (HTTP) utilizing a transcoding server.

FIG. 10C is a block diagram module of an example of an apparatus for facilitating accessing and controlling a remote desktop of a remote machine in real time by a web browser at a client device via a hypertext transfer protocol (HTTP) utilizing a transcoding server.

FIG. 11A is a block diagram representing an example of a method of facilitating accessing and controlling a remote desktop of a remote machine in real time by a web browser at a client device via a hypertext transfer protocol (HTTP) utilizing a transcoding server.

FIG. 11B is a block diagram representing code of an example of a machine-readable storage medium encoded with instructions executable by a processing system to perform a method of facilitating accessing and controlling a remote desktop of a remote machine in real time by a web browser at a client device via a hypertext transfer protocol (HTTP) utilizing a transcoding server.

FIG. 11C is a block diagram module of an example of an apparatus for facilitating accessing and controlling a remote desktop of a remote machine in real time by a web browser at a client device via a hypertext transfer protocol (HTTP) utilizing a transcoding server.

FIG. 12A is a block diagram representing an example of a method of facilitating conducting a remote desktop session between a web browser of a client device and a remote machine via a transcoding server in real time and utilizing hypertext markup language that supports a two-dimensional (2D) canvas and dynamic drawing.

FIG. 12B is a block diagram representing code of an example of a machine-readable storage medium encoded with instructions executable by a processing system to perform a method of facilitating conducting a remote desktop session between a web browser of a client device and a remote machine via a transcoding server in real time and utilizing hypertext markup language that supports a two-dimensional (2D) canvas and dynamic drawing.

FIG. 12C is a block diagram of module of an example of an apparatus for facilitating conducting a remote desktop session between a web browser of a client device and a remote machine
via a transcoding server in real time and utilizing hypertext markup language that supports a two-dimensional (2D) canvas and dynamic drawing.

[033] FIG. 13A is a block diagram representing an example of a method of facilitating a remote desktop session between a web browser of a client device and a remote machine through a transcoding server, utilizing hypertext transfer protocol (HTTP) headers of HTTP for remote desktop session drawing.

[034] FIG. 13B is a block diagram representing code of an example of a machine-readable storage medium encoded with instructions executable by a processing system to perform a method of facilitating a remote desktop session between a web browser of a client device and a remote machine through a transcoding server, utilizing hypertext transfer protocol (HTTP) headers of HTTP for remote desktop session drawing.

[035] FIG. 13C is a block diagram of module of an example of an apparatus for facilitating a remote desktop session between a web browser of a client device and a remote machine through a transcoding server, utilizing hypertext transfer protocol (HTTP) headers of HTTP for remote desktop session drawing.

[036] FIG. 14A is a block diagram representing an example of a method of facilitating a remote desktop session between a web browser at a client device and a remote desktop server at a remote machine through a transcoding server, utilizing an adapter at the transcoding server.

[037] FIG. 14B is a block diagram representing code of an example of a machine-readable storage medium encoded with instructions executable by a processing system to perform a method of facilitating a remote desktop session between a web browser at a client device and a remote desktop server at a remote machine through a transcoding server, utilizing an adapter at the transcoding server.

[038] FIG. 14C is a block diagram of module of an example of an apparatus for facilitating a remote desktop session between a web browser at a client device and a remote desktop server at a remote machine through a transcoding server, utilizing an adapter at the transcoding server.

[039] FIG. 15A is a block diagram representing code of an example of a machine-readable storage medium encoded with instructions executable by a processing system to perform a method of
facilitating accessing and controlling a remote desktop of a remote machine in real time from a web browser at a client device via a hypertext transfer protocol (HTTP) handler and a remote desktop client adapter for a transcoding server.

[040] FIGS. 15B-15C are block diagrams representing an example of a method of facilitating accessing and controlling a remote desktop of a remote machine in real time from a web browser at a client device via a hypertext transfer protocol (HTTP) handler and a remote desktop client adapter for a transcoding server; FIG. 15C is a continuation of FIG. 15B.

[041] FIGS. 15D-15E are block diagrams of modules of an example of an apparatus for facilitating accessing and controlling a remote desktop of a remote machine in real time from a web browser at a client device via a hypertext transfer protocol (HTTP) handler and a remote desktop client adapter for a transcoding server; FIG. 15E is a continuation of FIG. 15D.

[042] While certain embodiments are depicted in the drawings, one skilled in the art will appreciate that the embodiments depicted are illustrative and that variations of those shown, as well as other embodiments described herein, may be envisioned and practiced within the scope of the present disclosure.

DETAILED DESCRIPTION

[043] The detailed description set forth below is intended as a description of various configurations of the subject technology and is not intended to represent the only configurations in which the subject technology may be practiced. The appended drawings are incorporated herein and constitute a part of the detailed description. The detailed description includes specific details for the purpose of providing a thorough understanding of the subject technology. However, it will be apparent to those skilled in the art that the subject technology may be practiced without these specific details. In some instances, well-known structures and components are shown in block diagram form in order to avoid obscuring the concepts of the subject technology. Like components are labeled with identical element numbers for ease of understanding.

[044] Prior approaches using hypertext markup language (HTML) have required the use of browser specific plug-ins as a method to create a better user experience by accelerating video and audio for
example. Browser plug-ins do not achieve HTML browser independence across the competing infrastructure vendors.

[045] Infrastructure vendors are competing heavily in the "proprietary" remote desktop protocols and are focused on modest improvements over time to improve the user experience. The user experience while using a remote desktop protocol is a primary differentiator between the infrastructure vendors. There are, however, no known efforts to enable the user and customer to have a single unified method to have remote access to their home, work or mobile Windows, Mac or Linux environments.

[046] In some aspects, embodiments of the subject technology can eliminate or reduce the need for the installation of "proprietary" protocols on a user's device (or a client device) for accessing a remote machine during a remote desktop session. A remote machine, or remotely accessed machine, may include a remote desktop server. By enabling the user to use a single method to access their remote desktops with an "open standard" technology like HTML5, the requirements placed on a user's device, e.g., a smart phone, can be greatly reduced.

[047] In some aspects, embodiments of the subject technology can reduce or eliminate the need for installation of client software and/or a browser plug-in on the user's client device.

[048] In some aspects, embodiments of the subject technology can achieve a robust user experience that one would expect from a local executing application on a personal computing desktop.

[049] In some aspects, embodiments of the subject technology can advantageously utilize 2D rendering capability of suitable web browsers and replace proprietary rendering protocols with the 2D drawing capabilities of a browser running on the user's client device.

[050] In some aspects, embodiments of the subject technology can allow a user to easily access one or multiple open remote desktops across multiple servers and maintain their exact state from information stored in real-time on an associated web server having protocol translation functionality that can function as a common interface between push-type protocol employed by most remote desktop protocols and the pull-type protocol employed by HTTP, also referred to herein as a "transcoding server," which the user may access via a web browser having 2D rendering capability. Doing so can allow the user to render a remote display of a currently open session in a few seconds.
Thus, as the user switches from client device to client device, the exact state of a particular remote
desktop is preserved and is re-rendered based on the capabilities of each display device. Effectively
the user's multiple desktops can be configured to be always on and ready to be displayed on demand.
The user's remote desktops can be configured to be accessed at any time and from any location.

[051] Prior to the subject technology as described herein, because HTTP (a pull-type protocol) and
most remote desktop display protocols (push-type protocols) are incompatible, it has generally been
recognized by those skilled in the art that proprietary software and/or downloadable plug-ins were
necessary for a web browser in order to have a remote desktop session using an HTTP on one end
and a remote desktop display protocol on the other end.

[052] In some aspects, embodiments of the subject technology can enable a user of any endpoint
device with a web browser having 2D rendering capabilities, e.g., an HTML5 browser, to display
one or more remote desktop sessions in a single or multiple browser windows. Embodiments of the
present disclosure can accordingly eliminate the need for installation on a client device of
proprietary or open source client applications for remote desktop access. Embodiments of the
present disclosure can establish and maintain simultaneous remote desktop connections to a single or
multiple Windows, Mac OS, or Linux servers and enable all remote sessions to be displayed and
interacted independently within the user's browser application. Embodiments of the present
disclosure can be rendered in real-time and be displayed as a web page on the remote client, e.g., a
user device such as a smart phone. All user mouse, touch and keyboard input may be captured
within the browser window and converted into the input format needed by the remote desktop
machine, which may utilize common desktop protocols, e.g., independent computing architecture
(ICA) by Citrix Systems, remote desktop protocol (RDP) by Microsoft, and PC-over-IP (PCoIP) by
Taradici, etc. Embodiments of the present disclosure can maintain open connections to the host
servers at all times allowing single or multiple endpoint devices to be interactively connected and
disconnected to the remote sessions instantly. Remote sessions never need to be disconnected from
the servers as embodiments of the present disclosure can maintain active connections to the desktop.
Active sessions can be resized and adjusted for best display and user experience to utilize the full
capability of the user's access device.

[053] In some aspects, embodiments of the subject technology can reduce or eliminate the
requirement for a local client application, e.g., a web browser, to support a vendor specific remote
desktop protocol. Embodiments of the present disclosure can allow a browser with 2D rendering capability to run on any hardware, any operating system and any form-factor for the user to access her or his remote desktop or applications. A user can simply point the browser, e.g., an HTML5 compatible browser such as Google Chrome, to a respective predetermined uniform resource locator (URL) for one or more remote machines configured as a remote desktop application servers. The browser can access a transcoding server that can translate or transcode between the protocol used for the browser and the protocol used for the remote machine(s). The transcoding server can be public/private cloud-based, and the access to the transcoding server can utilize HTTPS protocol. The transcoding server can authenticate the connection between the remote machine and a remote desktop client, render the desktop of the remote machine(s) in real-time, and transmit that rendering to the browser via HTTP so that the browser can display the rendering in HTML5 canvas.

Accordingly, embodiments of the present disclosure can function as, or provide, a virtual desktop and application server that connects to one or multiple remote desktop servers, e.g., Citrix XenDesktop with ICA, Microsoft Windows Client and Server with RDP, and VMware View with PCoIP, etc.

[054] Prior to HTML5 supporting canvas 2D real-time drawing primitives, HTML alone was not seen as a practical rendering technology due to the static nature of the rendered objects. As used according to the present disclosure, HTML5, and similar browser languages, can enable a new user robust experience due to the ability of rendering in 2D, 3D and multimedia video/audio objects on the client platform; HTML5 can also, in some cases, utilize hardware acceleration for such rendering. Aspects of the subject technology can facilitate enhanced user experience for remote desktop sessions by providing platform-independent techniques that allow real time access to remote machines and do not require the client device to have proprietary software or plug-ins. Moreover, the remote machines are not required to have HTTP or HTML compatibility for the remote desktop sessions.

[055] As described herein, aspects of the subject technology can reduce or minimize traffic between a browser and a transcoding server according the present disclosure. The reduction in traffic can be facilitated by various aspects of the subject technology including, but not limited to, implementation of long polling for drawing requests received from a web browser, providing to a web browser only image portions from a remote desktop that have changed and need to be updated (rather than the image of the entire remote desktop), and placing coordinates for updated image
portion(s) into a header of a single HTTP transmission response. The reduction of traffic to and from a browser can facilitate a remote desktop session that provides a real time user experience, e.g., a user experience with few if any perceivable delays in the round trip time (delay) for user inputs to travel from a client device, to the remote machine, and a corresponding update of the remote desktop showing up on the client device. In exemplary embodiments, such delay may be below, e.g., 100 milliseconds, so that most users will not perceive any delay at all.

[056] FIG. 1 shows an example of a display at a client device with a large screen during a remote desktop session with a remote machine via a server. The display 100 includes the local desktop 110 of the client device, a web browser window 120 that in turn includes a remote view window 130 showing an image 132 of a remote desktop of the remote machine, which image includes, in this example, folder and shortcut icons in addition to a remote web browser application 140 running on the remote machine. The remote view window 130 may have a height H and a width W, and remote view window 130 may be resized (e.g., to be made larger to cover the entire local desktop 110 or be made smaller). The image 132 of the remote desktop 130 and remote application 140 are based on display output data of the remote desktop 130 and remote application 140 from the remote machine transmitted to the client device via the server.

[057] As was noted previously, aspects of the present disclosure can include or utilize a HTML5 compatible web browser having a 2D canvas, e.g., 530 in FIG. 5. The HTML5 specification provides for a 2D canvas, which allows for dynamic, real-time, scriptable rendering of 2D shapes and bitmap images. In one aspect, being scriptable can mean or include reference to utilizing JavaScript for rendering a 2D image. The canvas consists of a drawable region defined in HTML code with height and width attributes. JavaScript code may access the area through a full set of drawing functions similar to other common 2D APIs, thus allowing for dynamically generated graphics.

[058] As shown in FIGS. 2A-2B, an overall architecture of exemplary embodiments of the present disclosure may contain three parts: a client device (or a user's device) containing a browser, e.g., an HTML5 compatible browser; a server, e.g., a Java web server, that is configured to function as a transcoding server, translating between different protocols; and a remote machine to which the client device is connecting. As shown and described for FIGS. 3A-3B, a transcoding server may include three main sections: a remote desktop client wrapper or adapter, a drawing commands queue, and a
web application container. The web application container can include various elements or components, e.g., a hypertext transfer protocol (HTTP) handler, a long polling handler, and a drawing requests queue, as shown and described with reference to FIGS. 2A-11. In an alternate embodiment, a drawing commands queue may be a part of a web application container.

[059] FIG. 2A is a diagram of an example of client devices such as those having a web browser connected to multiple remote machines through multiple networks and a server. The system 200 may include one or more remote client devices 202 in communication with one or more remote machines 204 via a server computing device 208 (server) via one or more networks 206. In one aspect, the server 208 is configured to allow remote sessions (e.g., remote desktop sessions) wherein users at client devices 202 can access applications and files on one or more remote machines 204 by logging onto the server 208 from a client device 202 over one or more networks 206.

[060] FIG. 2B is a diagram of an alternate example of one or more client devices connected to one or more remote machines through a network and a server. As shown in the drawing, the server 208 associated with the remote machines 204 can be connected to network 206, for example, in a hub and spoke configuration.

[061] By way of illustration and not limitation, in one aspect of the disclosure, stated from a perspective of a remote machine side (treating a remote machine 204 as a local device and treating a client device 202 as a remote device), an application is executed (or runs) at a local device 204. While a client device 202 may receive and display a view of the application on a display local to the client device 202, the client device 202 does not execute (or run) the application at the client device 202. Stated in another way from a perspective of the client side (treating a remote machine 204 as a remote device and treating a client device 202 as a local device), a remote application is executed (or runs) at a remote machine 204, and while a client device 202 may receive and display a view of the remote application, the client device 202 does not execute (or run) the remote application locally at the client device.

[062] By way of illustration and not limitation, a client device 202 can represent a computer, a mobile phone, a laptop computer, a thin client device, a personal digital assistant (PDA), a portable computing device, or a suitable device with a processor. In one example, a client device 202 may be a smartphone (e.g., iPhone, Android phone, Blackberry, etc.). In certain configurations, a client
device 202 can represent an audio player, a game console, a camera, a camcorder, an audio device, a video device, a multimedia device, or a device capable of supporting a connection to a remote server. In a preferred example, a client device 202 is mobile. In another example, a client device 202 can be stationary. According to one aspect of the disclosure, a client device 202 may be a device having at least a processor and memory, where the total amount of memory of the client device 202 could be less than the total amount of memory in a remote machine 204 or a server 208. In one example, a client device 202 does not have a hard disk. In one aspect, a client device 202 has a display smaller than a display supported by a remote machine 204 or a server 208. In one aspect, a client device may include one or more client devices.

[063] In one preferred aspect, a server 208 or a remote machine 204 may represent a computer. In another aspect, a server 208 or a remote machine 204 may represent a laptop computer, a computing device, a virtual machine (e.g., VMWare® Virtual Machine), a desktop session (e.g., Microsoft Terminal Server), a published application (e.g., Microsoft Terminal Server) or a suitable device with a processor. In one preferred example, a server 208 or a remote machine 204 is stationary. In another aspect, a server 208 or a remote machine 204 can be mobile. In certain configurations, a server 208 or a remote machine 204 may be any device that can represent a client device. In one aspect, a server 208 may include one or more servers.

[064] In one example, a first device is remote to a second device when the first device is not directly connected to the second device. In one example, a first remote device may be connected to a second device over a communication network such as a Local Area Network (LAN), a Wide Area Network (WAN), and/or other network.

[065] When a client device 202, a server 208 and a remote machine 204 are remote with respect to one another, a client device 202 may connect to a server 208 over a network 206, and a remote machine may connect to a server 208 over a network 206 via a network connection, for example, a modem connection, a LAN connection including the Ethernet or a broadband WAN connection including DSL, Cable, T1, T3, Fiber Optics, Wi-Fi, or a mobile network connection including GSM, GPRS, 3G, WiMax or other network connection. A network 206 can be a LAN network, a WAN network, a wireless network, the Internet, an intranet or other network. A network 206 may include one or more routers for routing data between client devices and/or servers. A remote device (e.g., client device, server) on a network may be addressed by a corresponding network address, such as,
but not limited to, an Internet protocol (IP) address, an Internet name, a Windows Internet name service (WINS) name, a domain name or other system name. These illustrate some examples as to how one device may be remote to another device. But the subject technology is not limited to these examples.

[066] According to certain aspects of the present disclosure, the terms "server" and "remote server" are generally used synonymously in relation to a client device, and the word "remote" may indicate that a server is in communication with other device(s), for example, over a network connection(s).

[067] According to certain aspects of the present disclosure, the terms "client device" and "remote client device" are generally used synonymously in relation to a server and/or a remote machine, and the word "remote" may indicate that a client device is in communication with a server(s) and/or a remote machine(s), for example, over a network connection(s).

[068] In one aspect of the disclosure, a "client device" may be sometimes referred to as a client, a user device, a user's device or vice versa. Similarly, a "server" may be sometimes referred to as a server device or vice versa. A server is sometimes referred to as a web server. Exemplary embodiments of the present disclosure include use of web servers with transcoding functionality, e.g., transcoding servers.

[069] In one aspect, the terms "local" and "remote" are relative terms, and a client device may be referred to as a local client device or a remote client device, depending on whether a client device is described from a client side or from a server side or a remote machine's side, respectively. A remote machine may be referred to as a local machine or a remote machine, depending on whether a remote machine is described from the remote machine's side or from a client or server side. Similarly, a server may be referred to as a local server or a remote server, depending on whether a server is described from a server side or from a client side or a remote machine's side, respectively.

Furthermore, an application running on a remote machine may be referred to as a local application, if described from a remote machine's side, and may be referred to as a remote application, if described from a client side or a server side.

[070] In one aspect, devices placed on a client side (e.g., devices connected directly to a client device(s) or to one another using wires or a short range wireless connection (e.g., Bluetooth)) may be referred to as local devices with respect to a client device and remote devices with respect to a
server. Similarly, devices placed on a server side (e.g., devices connected directly to a server(s) or to one another using wires or a short range wireless connection (e.g., Bluetooth)) may be referred to as local devices with respect to a server and remote devices with respect to a client device.

[071] FIG. 3A is an example of a conceptual block diagram of a system 300A including a transcoding server 330 according to certain aspects of the present disclosure as used in conjunction with a web browser 312 and a remote machine 320. A client device 310, such as a smart phone or laptop computer, is depicted along with a web browser having (i) a canvas 316, e.g., the web browser 312 supports a 2D rendering canvas, and (ii) a script client 314, e.g., a JavaScript client in a preferred embodiment.

[072] Transcoding server 330 can include three main functional blocks or modules: a web application container 340, a remote desktop client adapter 350, and a drawing commands queue 360 that includes a shared memory. The web application container can include an HTTP handler 344 for handling HTTP requests from the web browser and HTTP responses to the web browser. In some embodiments, the web application container 340 may also include a long polling handler module 342, as shown. The remote desktop client adapter 350 can be configured to interface with a remote desktop client 352, e.g., from a third-party vendor, for communication with remote machine 320, which may include a remote desktop server 322, as shown. Embodiments of a transcoding server 330 can be configured to provide an application framework for hosting one or more web applications and/or function as a Java web application container that can run Servlets. In some aspects, a remote desktop client adapter 350 may be referred to as a remote desktop client common interface.

[073] The remote desktop client 352 may function to communicate with the remote desktop server 322 of the remote machine 320 using a remote desktop display protocol. The remote desktop client sends a user's input to the remote machine, and receives drawing data from the remote machine via its specific remote desktop display protocol.

[074] In one aspect, a remote desktop server 322 may refer to a software installed on a remote machine 320, and a remote desktop server 322 may allow applications, particularly those including graphical applications, which run on the remote machine 320, to be displayed at a machine that is separate and distinct from the remote machine 320 (e.g., client devices 310). Remote desktop server 322 may allow drawing commands representing an image of a desktop of the remote machine to be
transmitted to the separate machine (e.g., transcoding server 330). In one aspect, remote desktop client 352 may refer to a software installed on the machine that is separate and distinct from the remote machine 320 (e.g., transcoding server 330). Remote desktop client 352 may send requests to remote desktop server 322 via a remote desktop display protocol and in response receive the drawing commands representing the image of the desktop of the remote machine via the remote desktop display protocol.

[075] In operation, the web application container 340 can function to receive and respond to the JavaScript client’s HTTP requests. In one implementation, a Servlet container can be used but the same result can be achieved using any similar web application framework, such as Restlet, for example. The remote desktop client adapter 350 may provide a common interface between any remote desktop client and the drawing commands queue/the web application container.

[076] The remote desktop client adapter 350 may receive a user’s input information, data, or commands (e.g., mouse, keyboard, and touch events) from HTTP handler 344 and translate the input information/commands into respective remote desktop input calls, which are sometimes referred to as remote desktop input commands. The remote desktop client adapter 350 may also translate the drawing commands of the remote desktop, e.g., GDI drawing commands, received from remote desktop server 322 (via a remote desktop display protocol and remote desktop client 352) into Java graphics application programming interface (API) commands. Java graphics API commands in themselves are not suitable for the web browser; but they are an intermediary step towards achieving browser compatibility. The remote desktop client adapter may then execute those Java graphics API commands, i.e., drawing into an off-screen Java bitmap, which can be stored in the drawing commands queue 360. In an alternative embodiment, the drawing commands queue (e.g., 360 of FIG. 3A or 440 of FIG. 4A or 4B) may receive the Java graphics API commands from the remote desktop client adapter and execute the Java graphics API commands to draw into an off-screen Java bitmap. The HTTP handler (e.g., 344 of FIG. 3A or 422 of FIG. 4A) or image conversion module (e.g., 346 of FIG. 3B or 428 of FIG. 4B) can create an image, such as a joint photographic experts group (JPEG) image, or a portable network graphics (PNG) image, or a bit image file (BMP) image or any other image file in an image format suitable for web browsers, from the Java off-screen bitmap; and the resulting image is suitable for the browser 312. In one aspect, a JPEG image may be referred to as a JPEG image file, and a PNG image may be referred to as a PNG image file, and BMP image may be referred to as a BMP image file. In one aspect, as the image (e.g., a JPEG or
PNG image) is created in real time, when it is created, it is simply sent to the web browser without being stored at the transcoding server.

[077] In one aspect, the drawing commands queue 360 can serve two purposes: holding or storing the off-screen Java bitmap onto which drawing commands are executed; and, holding or serving as a drawing coordinates pool, e.g., a queue of coordinates for drawing commands. The drawing commands queue 360 can, for example, store GDI drawing command coordinates received from the remote desktop client adapter. In the event there are new drawing coordinates in the queue, the drawing commands queue 360 may send a notification to long polling handler module 342 (e.g., can be sent so that any pending request in the drawing requests queue can be served). The drawing requests queue (e.g., 426 in FIG. 4A or 4B) can function to store incoming long polling drawing requests from the client and respond to them when there are pending drawing commands from the drawing commands queue.

[078] FIG. 3B is a conceptual block diagram of a system 300B including a transcoding server 330 according to certain alternate aspects of the present disclosure as used in conjunction with a web browser and a remote machine. System 300B is similar to system 300A of FIG. 3A with similar reference numbers, except that the remote desktop client 352 is shown as a separate module/functional block relative to the remote desktop client 350 adapter, and an image conversion module 346 is shown as a separate module/functional block relative to HTTP handler 344.

[079] FIG. 4A is a detailed conceptual block diagram of a transcoding server 400A according to certain aspects of the present disclosure. In one aspect, transcoding server 400A may preferably be a Java transcoding server. Transcoding server 400A may include an web application container 420 (e.g., a web application container such as a Servlet container), a remote desktop client adapter 430, and a drawing commands queue 440. The remote desktop client adapter 430 can be configured to interface with any suitable remote desktop client 432 for communication with a remote machine (e.g., 320 in FIG. 3A or 3B), which may be configured to include a remote desktop server (e.g., 322 in FIG. 3A or 3B). 432. The drawings commands queue 440 can function as memory or storage that is accessible by both the web application container 420 and the remote desktop client adapter 430. The web application container 420 may include an HTTP handler 422 for handling HTTP requests from a web browser and sending HTTP responses back to the client/web browser (e.g., 312 in FIG. 3A or 3B). In one aspect, the HTTP handler 422 is a standard HTTP handler. The drawing commands
queue 440 can serve two purposes: holding or storing an off-screen image, e.g., Java bitmap 444, onto which drawing commands are executed; and, serving as a drawing coordinates pool 442, e.g., a queue of coordinates for drawing commands. The coordinates can be those of regions or areas of an image of the remote desktop that need to be redrawn at the client device to reflect changes on the remote desktop. The areas or regions are sometimes referred to as "dirty" regions, as indicated in FIGS. 4A-4B.

[080] In some embodiments, the web application container may include a long polling handler module, which includes a long polling handler 424 and a drawing requests queue 426. The long polling handler 424 can operate with drawing requests queue 426. The drawing requests queue 426 can function to store incoming long polling drawing requests received from the client (e.g., HTML5 compatible web browser such as web browser 312 in FIG. 3A or 3B) via the long polling handler 424 and respond to them when there are pending drawing commands from the drawing commands queue 440. In one aspect, pending drawing commands may include coordinates for the image in dirty coordinates pool 442 and/or an image (e.g., Java bitmap 444) in the drawing commands queue 440.

[081] In operation, the web application container 420 may receive and respond to HTTP requests from a web browser on a user device (e.g., 202 in FIG. 2A or 310 in FIG. 3A or 3B). The web application container 420 may provide user input requests to the remote desktop client adapter 430, which provides a common interface between the web application container 420 and the remote desktop client 432. The remote desktop client adapter 430 may translate user input information (e.g., mouse, keyboard, and touch events) into respective remote desktop input calls for the remote desktop client 432. The remote desktop client adapter 430 may translate the drawing commands (e.g., GDI drawing commands) of an image of a remote desktop received from a remote machine (e.g., 204 in FIG. 2A or 2B or 320 in FIG. 3A or 3B) via a remote desktop display protocol and the remote desktop client 432, into Java graphics drawing commands.

[082] After receiving and translating the drawing commands from the remote desktop client 432, the remote desktop client adapter 430 may draw into an off-screen Java bitmap stored in the drawings commands queue 440 as shown. More specifically, the remote desktop client adapter 430 may provide as an image the portion, also referred to as the "dirty region(s)" of the remote desktop affected by the user's input from the user device. Along with the drawing commands, the remote
desktop client adapter 430 may extract, from the drawing command(s), coordinates of the dirty region(s) from the remote desktop client and provide the drawing coordinates to the drawing commands queue 440 (e.g., dirty coordinates pool 442), as indicated. As explained later, the coordinates can be placed into an HTTP header section (e.g., by HTTP handler 422) to send dirty region coordinates (e.g., as cookie), along with an image, to a browser (e.g., 312 in FIG. 3A or 3B) for display.

[083] In the event there are new drawing coordinates in the drawing commands queue 440 (e.g., in the dirty coordinates pool 442), drawing commands queue 440 may send a notification to the drawing requests queue 426 so that any pending request in the drawing requests queue 426 can be forwarded to the HTTP handler 422 for serving. The HTTP handler 422 may then reach to the drawing commands queue 440 (e.g., dirty coordinates pool 442), and obtain the dirty coordinates from the dirty coordinates pool 442. The HTTP handler 422 may then place the dirty coordinates into an HTTP header section (known as a cookie). In addition, according to those coordinates, the HTTP handler 422 may obtain an image portion from the Java off-screen bitmap 444. The HTTP handler 422 may then send the image (e.g., as a JPEG image or a PNG image) as well as the coordinates, which are stored in an HTTP response header section, to the web browser (e.g., 312 in FIG. 3A or 3B) for display at the user device's display (e.g., 313 in FIG. 3A or 3B). As a result, the transcoding server 400A can facilitate a remote desktop session between a user device (e.g., 202 in FIG. 2A or 2B or 310 in FIG. 3A or 3B) and a remote machine (e.g., 204 in FIG. 2A or 3B or 320 in FIG. 3A or 3B) without the need for the user device to utilize proprietary plug-ins or protocols.

[084] In one aspect, an image (or an image file) and drawing coordinates sent by a transcoding server to a web browser may be considered as an example of web browser drawing updates. In a preferred aspect, web browser drawing updates are compatible with the web browser so that the web browser can recognize the web browser drawing updates and process them to display an image at the appropriate location on a display. Web browser drawing updates may be implemented with other types of drawing data and commands.

[085] In one aspect, an HTTP protocol (the requests of which may be handled with an HTTP handler and a long polling handler) between a client device and a transcoding server is a pull protocol, and a remote desktop display protocol utilized between a transcoding server and a remote machine is a push protocol.
Long polling is a modification of the traditional polling technique and can allow emulation of an information push from a server to a client. With long polling, the client requests information from the server in a similar way to a normal poll. In the event the server does not have any information available for the client, instead of sending an empty response, the server holds the request and waits for some information to be available. Once the information becomes available (or after a suitable timeout), a complete response is sent to the client. The client can then immediately re-request information from the server, allowing the server to almost always have an available waiting request that it can use to deliver data in response to an event.

FIG. 4B is a conceptual block diagram of an alternate transcoding server 400B according to certain aspects of the present disclosure. Transcoding server 400B is similar to transcoding server 400A of FIG. 4A with similar drawing numbers, except a separate image conversion or generation block 428 is shown. Block 428 may function to take the Java bitmap 444 from the drawing commands queue 440 and convert it to an image file, e.g., JPEG, BMP, PNG, or the like, and provide the image file to the HTTP handler 422 so that the HTTP handler 422 can send the image file along with the associated coordinates to the web browser (e.g., 312 in FIG. 3A or 3B). An additional difference is that the remote desktop client 432 is shown as a separate module/functional block relative to the remote desktop client adapter 430.

FIG. 4C is a conceptual block diagram of an image 400C of a remote desktop of a remote machine. The image 400C can include the entire desktop of the remote machine. The image may be provided by a remote desktop client, e.g., 432 in FIG. 4A or 4B, as part of a remote desktop drawing command for a remote desktop session with a remote machine. A suitable remote desktop display protocol may be used for the remote desktop session. Examples can include, but are not limited to, the Microsoft® Remote Desktop Protocol (RDP), personal computer over internet protocol (PCoIP), remote FX (RFX) protocol, remote framebuffer (RFB) protocol, Citrix independent computing architecture (ICA), NX protocol, and/or other suitable remote desktop display protocols. In one example, it may be advantageous to use the RDP (which is a push-type protocol) as it is widely used. As shown, image 400C can include regions that have changed, e.g., image portion 450 and image portion 452, relative to a prior instance of the image of the desktop. Both image portions 450 and 452 can be provided, along with their coordinates, in a drawing command from an associated remote desktop server to an associated remote desktop client (to be processed and translated and then to be sent to a web browser by a transcoding server) for a remote desktop session. Alternatively, image
portion 450 may be provided in a drawing command with its coordinates, and then image portion 452 may be provided in another drawing command with its coordinates separately (e.g., sequentially). Thus, when only a portion of the remote desktop has changed, then only the changed portion can be provided from a remote desktop server to its remote desktop client, instead of providing the entire image of the remote desktop to reduce traffic and improve efficiency.

[089] FIG. 5 is a conceptual block diagram and image of a web browser 500 according to certain aspects of the present disclosure as used in conjunction with a transcoding server (e.g., 208 in FIG. 2A or 2B, 330 in FIG. 3A or 3B, 400A in FIG. 4A, or 400B in FIG. 4B) and a remote machine (e.g., 204 in FIG. 2A or 2B, or 320 in FIG. 3A or 3B). In a preferred aspect, web browser 500 may be an HTML5 compatible web browser. In one aspect, web browser 500 may be web browser 312. Web browser 500 can include a script client code 520, for example, a JavaScript client code, and a canvas 530 (e.g., an object or element in memory supporting 2D drawing or rendering). The script client code 520 may refer to a script client 314 in FIG. 3A or 3B. The canvas 530 can include or represent the entire viewable window (e.g., 130 of FIG. 1) of the browser (e.g., 312, 500). In a preferred aspect, the canvas 530 is an HTML5 compatible canvas, e.g., a canvas element according to the HTML5 specification. Examples of suitable web browsers can include, but are not limited to, Mozilla Firefox, Google Chrome, Safari, and Opera. Web browser 500 may be resident on a suitable user device such as a PC or smartphone or the like.

[090] The script client code 520 can include an input listener 522 responsive to user inputs such as mouse, keyboard, and touch events. The input listener 522 can send HTTP requests with the user inputs to a transcoding server, e.g., server 208 in FIG. 2A or 2B or 330 of FIG. 3A or 3B. The script client code 520 may also include a load image function or module 524 that includes an image onload handler 526, which may extract drawing coordinates from the HTTP header (e.g., from the portion known as a cookie), draw the received image onto canvas 530, and call the load image function 524 again, passing it its unique identification (ID). An image on error handler and/or image on abort handler 528 may also be included in the load image function 524 to handle loading errors. The handler 528 may call the load image function 524. For remote desktop sessions, the canvas 530 can hold an image of the remote desktop of the remote machine, e.g., 132 of FIG. 1, and the user device may display the image onto a display (e.g., 313 in FIG. 3A or 3B) in the viewable window 130 of the browser (e.g., 312, 500).
As mentioned previously, an HTML5 compatible browser can be used for exemplary embodiments of the present disclosure. HTML5 includes (or supports) a canvas, which allows for dynamic, real-time, scriptable rendering of 2D shapes and bitmap images. In one aspect, being scriptable can mean or include reference to utilizing JavaScript for rendering a 2D image. The canvas 530 consists of a drawable region defined in HTML code with height and width attributes. JavaScript code may access the canvas region or area through a full set of drawing functions similar to other common 2D APIs, thus allowing for dynamically generated graphics.

In operation, such as accessing a remote machine (e.g., 204 in FIG. 2A or 2B or 320 in FIG. 3A or 3B) during a remote desktop session, the input listener 522 may relay user inputs to the related transcoding server (e.g., 208 in FIG. 2A or 2B or 330 in FIG. 3A or 3B), which interfaces with the remote machine by way of a remote desktop client and remote desktop client adapter (e.g., 350 in FIG. 3A or 3B or 430 in FIG. 4A or 4B). The script client code 520 can also send a number of drawing requests, as indicated by LoadImage(1)-LoadImage(4). As described previously, the drawing requests can be handled by the related transcoding server as long polling requests.

When drawing commands are received from the remote desktop server via the remote desktop client, the transcoding server may create/modify an off-screen image of the remote desktop and provide the actual image and related coordinates to the browser 500, where the JavaScript client’s image onload handler (e.g., 528) can then draw the image 532 to the canvas 530 in accordance with the coordinates extracted from the HTTP header (e.g., cookie). In one aspect, the image 532 represents a portion of the entire image of the remote desktop that has been changed, and thus the onload handler can receive and update a portion of the canvas based on the coordinates received (instead of updating the entire canvas).

In one aspect, a bitmap in a transcoding server (e.g., Java off-screen bitmap 444) may include or represent a bitmap of an entire image of a remote desktop (e.g., 132 of FIG. 1). When a portion(s) of the image of the remote desktop is changed (e.g., image portion 450, 452) in response to, for example, a user’s input command or other changes by the remote machine, the changed image portion(s) and its remote desktop coordinates may be provided as a remote desktop drawing command(s) to a remote desktop client adapter (e.g., 430) from a remote desktop server (e.g., 322) via a remote desktop client (e.g., 432).
In one aspect, the remote desktop client adapter may translate the remote desktop drawing command(s) into a graphics drawing command(s), generate coordinates (corresponding to the remote desktop coordinates) based on the graphics drawing commands, and provide the coordinates into a pool (e.g., 442). The remote desktop client adapter may execute the graphics drawing command(s) to draw into the bitmap, or stated in another way to generate a bitmap portion(s) to update a portion(s) of the bitmap (e.g., a portion(s) of 444) according to the coordinates generated by the remote desktop client adapter. The updated portion(s) of the bitmap represents the changed image portion(s) of the remote desktop. In a preferred aspect, the updated portion(s) of the bitmap is a portion of a Java off-screen bitmap 444.

In one aspect, an HTTP handler (e.g., 422) may form an image file corresponding to the updated portion(s) of the bitmap, obtain the coordinates (e.g., from 442) for the image file, and place the coordinates into a section of an HTTP header. The HTTP handler may then provide the image file and the coordinates to a web browser (e.g., 312, 500) or more specifically to a script client code (e.g., 520) in a single HTTP response.

A canvas (e.g., 530) may store the entire image of a remote desktop (e.g., 132 of FIG. 1) to be displayed on a display (e.g., 100, 313) and then a portion(s) of the canvas 530 may be updated when a portion(s) of the image of the remote desktop is changed during a remote desktop session. In this example, when the script client code receives an image file and the coordinates corresponding to the changed portion(s) of the image of the remote desktop, the script client code can update a portion of the canvas at canvas coordinates corresponding to the coordinates received from the HTTP handler so that the updated portion of the canvas represents the image contained in the image file.

Because drawing commands provided by a remote desktop client may include only those image portion(s) or region(s) of the remote desktop (with corresponding coordinates) that have been changed or updated relative to previous drawing commands, the image provided to the canvas (e.g., 530) can accordingly be limited or minimized to include just the updated portion(s) of the remote desktop, in exemplary embodiments. The updates on the remote desktop can be due to a user's input (e.g., via a remote desktop session) or caused by the remote machine itself, e.g., a new indicated time from the system clock. Because the size of the image(s) provided to the canvas (e.g., 530) in response to drawing requests can be minimized, the traffic for the remote session can be reduced or minimized, facilitating a real time user experience for a remote desktop session.
In one example, a remote desktop drawing command may comprise a drawing call such as gdi_bitmap (*data, top, left, width, height, 16, 32) in which "*data" may be a pointer to a memory location where the bitmap data is located. The parameters "top, left, width, height" may represent the coordinates for the bitmap data. The parameter "16" may be the number of bits in red-green-blue (RGB), and the parameter "32" may be the number of bits in alpha-red-green-blue (ARGB). Thus, this exemplary call indicates where the bitmap data for a portion of the image of the remote desktop (e.g., the portion that has been changed) is located, the coordinates for the bitmap data, and the number of bits used to convert from an RGB format to an ARGB format.

In another example, a graphics drawing command may comprise a drawing call such as draw-rect (color, top, left, width, height). This drawing call can draw a rectangle at the coordinates specified by "top, left, width, height" using the specified "color."

In one aspect, when long polling is utilized between a client device and a transcoding server that uses HTTP (a pull protocol), traffic to the client device can be reduced to a level experienced by a push-type protocol.

FIG. 6 illustrates an example of remote desktop client adapter 600, in accordance with various aspects of the subject technology. The remote desktop client adapter 600 facilitates communication between the remote machine 690, which may include a remote desktop server 680, and the rest of the transcoding server components, e.g., the web application container (e.g., 420 in FIG. 4A or 4B) and drawing commands queue (e.g., 440 in FIG. 4A or 4B). In some aspects, a remote desktop client adapter 600 may provide a common interface between remote desktop client (e.g., 352 in FIG. 3A or 3B, 432 in FIG. 4A or 4B, or 640 in FIG. 6) and web application container (e.g., 420 in FIG. 4A or 4B). In some aspects, a remote desktop client adapter 600 may include a drawing command handler 630, a remote desktop client manager 610, a user input handler 620, and remote desktop client 640. In some aspects, a remote desktop client adapter does not necessarily include a remote desktop client 640. Rather, a remote desktop client may be a module separate from remote desktop client adapter (e.g., as shown in FIG. 3B).

According to various aspects of the subject technology, an adapter 600 may include a remote desktop client manager 610, which may be configured to receive a connection request (e.g., an HTTP request specifying a particular remote machine) indirectly from a web browser (e.g., 312 in
FIG. 3A or 3B) via a web application container (e.g., 340 in FIG. 3A or 3B or 420 in FIG. 4A or 4B). In some aspects, a connection request may be received from a web browser via a web application container that communicates with the web browser. For example, the connection request can be received from a web browser via an HTTP handler (e.g., 344 or 422) of a web application container. In some aspects, a remote desktop client manager 620 may manage (or facilitate) establishing a remote desktop session between a remote desktop client 640 and a remote desktop server 680 in response to the connection request. For example, a remote desktop client manager 610 may manage (or facilitate) starting the remote desktop session, passing credentials, settings, preferences, etc., to a remote desktop server (e.g., via a remote desktop client), and stopping the remote desktop session.

[0104] In one aspect, a remote desktop client manager 610 may receive a connection request, e.g., a request originated from a web browser to establish a connection with remote desktop server (e.g., 322 or 680). In response to the connection request, the remote desktop client manager 610 may generate session control commands that are compatible with the remote desktop client, remote desktop server and the remote desktop display protocol, e.g., session control commands that can be understood and processed by remote desktop client and remote desktop server and that can be transmitted and received by remote desktop client and remote desktop server utilizing the remote desktop display protocol. These session control commands may include a command for starting a remote desktop session, a command for stopping the remote desktop session. The session control commands may further include one or more of credentials, settings, preferences, etc. and command(s) for passing credentials, settings, preferences, etc. to remote desktop server (e.g., 322 or 680). In response to the connection HTTP request, the remote desktop client manager 610 may further provide the appropriate session control command(s), generated by the remote desktop client manager, to the remote desktop client (e.g., 352 or 640). The remote desktop client may then use the session control commands received from the remote desktop client manager 610 to start a remote desktop session with the remote desktop server, pass credentials, settings, preferences, etc., to remote desktop server, and stop the remote desktop session.

[0105] In one aspect, a remote desktop client manager 610 can translate a connection request that is not compatible with a remote desktop client, a remote desktop server, or a remote desktop display protocol (e.g., that cannot be understood or processed by a remote desktop client, a remote desktop server or a remote desktop display protocol) into session control commands that are compatible with
the remote desktop client, the remote desktop server and the remote desktop display protocol (i.e.,
that can be understood and processed by remote desktop client and remote desktop server and that
can be communicated between remote desktop client and remote desktop server utilizing the remote
desktop display protocol).

[0106] In some aspects, facilitating an establishment of a remote desktop session, between a remote
desktop client and a remote desktop server, comprises generating a session control command based
on the initial HTTP request. In some aspects, facilitating an establishment of the remote desktop
session comprises transmitting the session control command from a remote desktop client manager
610 to a remote desktop client 640 and then from the remote desktop client to a remote desktop
server 680. For example, the session control command may be transmitted to the remote desktop
server 680 via the remote desktop client 640 that communicates with remote desktop server 680
using a remote desktop display protocol. In some aspects, the remote desktop display protocol
comprises at least one of the Microsoft® Remote Desktop Protocol (RDP), personal computer over
internet protocol (PCoIP), remote FX (RFX) protocol, remote framebuffer (RFB) protocol,
independent computing architecture (ICA), NX protocol, and other suitable remote desktop display
protocols. In some aspects, the RFB protocol comprises virtual network computing (VNC).

[0107] According to certain aspects of the subject technology, a server such as server 208, 330,
400A, 400B (e.g., via a remote desktop client manager 610) can maintain open connections between
its remote desktop client and one or more remote desktop servers at all times, allowing single or
multiple client devices to be interactively connected and disconnected to remote desktop sessions
instantly. In some aspects, remote desktop sessions may never need to be disconnected from the one
or more remote desktop servers, as a server can maintain active connections to the one or more
remote desktop servers. Of course, a remote machine (e.g., 690) may go down for reasons that are
outside of a related transcoding server’s control; however, the connection can be maintained as long
as the remote machine is available for remote access. For example, a remote desktop client manager
610 may continuously maintain the remote desktop session until the remote desktop server
disconnects from the remote desktop session depending on the remote desktop server’s idle remote
connection settings. In some aspects, remote desktop sessions established utilizing a remote desktop
client manager 610 may be resized and adjusted for best display and user experience to utilize the
full capability of the client devices.
According to various aspects of the subject technology, a user input handler 620 may receive an input request indirectly from a web browser such as a server 208, 330, 400A, 400B (e.g., via an HTTP handler 344 or 422), and convert the input request into a format recognized by and/or compatible with remote desktop client 640 and remote desktop server 680. For example, user input handler 620 receives an input request that was transmitted utilizing a request-response protocol from web browser. In preferred aspects, the request-response protocol may comprise hypertext transfer protocol (HTTP). In another aspect, the request-response protocol may comprise other suitable request-response protocols. In some aspects, the input request is received from a web browser (e.g., 312 in FIG. 3A or 3B) via a web application container (e.g., 340 420) that communicates with the web browser. For example, the input request is received via an HTTP handler (e.g., 344 or 422) of a web application container. In some aspects, the input request comprises at least one of a mouse event, a keyboard event, and a touch event. User input handler 620 may translate the input request that is in a format suitable for or compatible with the request-response protocol into an input command (e.g., a remote desktop display protocol input command) that is suitable for or compatible the remote desktop display protocol. The user input handler 620 may transmit the input command to a remote desktop client 640, which may transmit the input command to a remote desktop server 680. For example, user input handler 620 may facilitate transmitting the input command to remote desktop server 680 via remote desktop client 640 that communicates with remote desktop server 680 using the remote desktop display protocol. In one aspect, an input request is sometimes referred to as a user input command and vice versa. Please note, however, if an input request is referred to as an input command when it is received via HTTP, it is a HTTP request rather than a command. In one aspect, an input command is sometimes referred to as an input call or a remote desktop input command and vice versa.

A remote machine 690 (e.g., its remote desktop server 680) may execute one or more actions based on the input command and send drawing data, as a result of the executed one or more actions, to a server such as a transcoding server 208, 330, 400A or 400B (e.g., a remote desktop client 620 of the server). According to various aspects, a remote desktop client 640 can receive a screen drawing command transmitted from a remote machine 690 (e.g., its remote desktop server 680) utilizing the remote desktop display protocol, in response to the input command transmitted to remote machine 690 (e.g., its remote desktop server 680). In one aspect, a screen drawing command received from a remote machine may be sometimes referred to as a drawing command, a remote machine drawing
command, or a remote desktop drawing command received from a remote machine and vice versa. The drawing command handler 630 may then receive the screen drawing command from the remote desktop client 640 connected to the remote machine 690. For example, a drawing command handler 630 can receive the screen drawing command from a remote machine 690 (e.g., its remote desktop server 680) via a remote desktop client 640 that communicates with the remote machine 690 (e.g., its remote desktop server 680) using the remote desktop display protocol.

According to certain aspects, a drawing command handler 630 may convert a screen drawing command into a format recognized by and/or compatible with a web browser (e.g., 312 in FIG. 3A or 3B). For example, a drawing command handler 630 may translate a screen drawing command that is suitable for or compatible with a remote desktop client, a remote desktop server and a remote desktop display protocol, into a graphics drawing command that is compatible with the server 208, 330, 400A or 400B, such as a Java graphics (abstract window toolkit) API command when the server is a Java transcoding server. In some aspects, translating the screen drawing command can include calculating new, and/or adjusting received drawing command parameters, and/or making adjustments to the received bitmap data, such as, but not limited to, converting the 16-bit red-green-blue (RGB) 5-6-5 color format into a 32-bit alpha-red-green-blue (ARGB) 8-8-8-8 format. In some aspects, drawing command handler 630 may execute the graphics drawing command (e.g., Java graphics API command) to draw into an already created image bitmap, (e.g., the off-screen Java bitmap 444) of the drawing commands queue (e.g., 360 in FIG. 3A or 3B, or 440 in FIG. 4A or 4B) at the transcoding server (e.g., 330 in FIG. 3A or 3B, 400A in FIG. 4A, or 400B in FIG. 4B). In one aspect, Java graphics API command is sometimes referred to as Java graphics command or Java graphics drawing command. In one aspect, the off-screen bitmap may be a storage or memory location that is a part of a drawing commands queue (e.g., 360 or 440) accessible by an application container (e.g., 340 or 420). In one aspect, the size of an off-screen bitmap may represent the size of a remote session. Stated in another way, the size of an off-screen bitmap may represent the size of the remote desktop, or an off-screen bitmap may be a bitmap representation of an entire image of a remote desktop.

Preferred embodiments of the present disclosure may, in essence, translate a request in HTTP to a command in a remote desktop display protocol and vice versa (e.g., translate requests/responses transmitted/received via HTTP to commands transmitted/received via a remote desktop display protocol, and vice versa) for a remote session between a client device and a remote machine. For
example, the input request from the web browser such as a server 208, 330, 400A, 400B may be
translated into the input command (e.g., a remote desktop input command) that is suitable for or
compatible with the remote desktop display protocol and is received by remote desktop server 680
via remote desktop client 640. The screen drawing command transmitted from the remote machine
690 (e.g., in response to the input command) utilizing the remote desktop display protocol may be
translated into the graphics drawing command that is compatible with the server 208, 330, 400A or
400B, such as a Java graphics (abstract window toolkit) API command. In some aspects, HTTP is a
pull protocol while a remote desktop display protocol may be a push protocol. In some aspects, a
drawing command in push protocol may be translated into a drawing update (or a drawing response)
in pull protocol during a remote session between a client device and a remote machine.

[0112] With continued reference to FIG. 6, a drawing command handler 630, when drawing into the
off-screen bitmap, may transmit pixel data to the off-screen bitmap. In some aspects, the pixel data
is used to update a portion of the off-screen bitmap (e.g., an off-screen Java bitmap). In some
aspects, a drawing command handler 630 may transmit the pixel data to the off-screen bitmap so that
the updated portion of the off-screen bitmap may be stored and/or converted to an image file.

[0113] According to certain aspects, a drawing command handler 630 can generate one or more
coordinates corresponding to the updated portion of the off-screen bitmap (e.g., an image drawn into
the off-screen bitmap when the graphics drawing command is executed). For example, the one or
more coordinates may identify the locations where the corresponding image bitmap is to be executed
on the canvas of a web browser. In one example, the one or more coordinates may be extracted or
copied from the graphics drawing command. A drawing command handler 630 may also transmit
the one or more coordinates to a dirty coordinates pool 442 in FIG. 4A or 4B that is a part of a
drawing commands queue (e.g., 360 or 440). In some aspects, a drawing command handler 630 may
transmit the one or more coordinates to the dirty coordinates pool so that the one or more
coordinates may be stored in the dirty coordinates pool. Thus, a drawing command handler 630 may
update "dirty" region coordinates in the drawing commands queue. In some aspects, a drawing
command handler 630 may transmit a notification signal to a drawing requests queue (e.g., 426 in
FIG. 4A or 4B) of a web application container (e.g., 420). In some aspects, the notification
signal/message may indicate that the that the image bitmap (e.g., the off-screen Java bitmap) has
been updated.
FIG. 7 is a sequence diagram 700 of the interactions between a transcoding server (e.g., 208, 330, 400A or 400B) as used in conjunction with a web browser (e.g., 312) and a remote machine (e.g., 204, 320 or 690), according to certain aspects of the present disclosure. The sequences are shown as 701-724. As shown at 701, a web browser can send an initial HTTP request to a transcoding server (e.g., transcoding server 400A of FIG. 4), for example, to its HTTP handler (e.g., 422). The initial HTTP request can include a URL that specifies a desired remote machine. At 702 and 703, the transcoding server can facilitate establishing a remote desktop connection with the remote machine (e.g., its remote desktop server). At 704, the transcoding server also can provide a client code, e.g., JavaScript client code, to the web browser. The JavaScript client code in the web browser can generate a number of drawing requests, which can be handled by the transcoding server as long polling requests. In exemplary embodiments, four drawing requests may be pending at any one time although the number can be selected as desired and optimized for different implementations.

As shown at the bottom of the diagram, e.g., at 719 and 722, the web browser can provide user input requests (as HTTP requests) to the transcoding server, which in turn, e.g., at 721 and 724, can provide the user input commands to the remote machine, e.g., for control of the remote desktop of the remote machine. At 705, the remote machine can provide drawing commands (one command is shown) to the drawing commands queue (e.g., 360 or 440) in the transcoding server by way of the remote desktop client adapter (e.g., 350, 430 or 600), which draws a corresponding image of the remote desktop into the off-screen bitmap in the drawing commands queue. In response to the drawing command, the drawing commands queue can provide, at 706, notification to the drawing requests queue (e.g., 426) in the long polling handler module (e.g., 342) of the transcoding server. In response, the first pending drawing request can be taken from the drawing requests queue and provided to the HTTP handler. In response, at 707 and 708, the HTTP handler may obtain the image from the drawing commands queue. At 709, the HTTP handler may provide the image and corresponding coordinates in a response sent to the script client (e.g., 314 or 520, or more specifically 526) of the web browser. The script client may then, at 711, draw the image (e.g., 532) to the canvas (e.g., 316 or 530) using the appropriate coordinates, extracted from the cookie, for displaying the remote desktop in the web browser.

In one aspect, an HTTP handler (e.g., 422) is a standard HTTP handler in that when it receives a request from a web browser, it responds without waiting or storing the request. For
example, when an HTTP handler receives a user input request as a HTTP request at 719 or 722 from a web browser, the HTTP handler responds immediately with a null response at 720 and 723, respectively (while the request is sent to the remote machine via a remote desktop client adapter). In one aspect, a long polling handler (e.g., 424) may be used to receive a request and respond to it based on an event, and a long polling request may be stored. For example, under one condition (e.g., a drawing command is pending), then the request is responded immediately (e.g., the polling handler sends the drawing request to the HTTP handler so that the HTTP handler can send a response to the drawing request immediately. Under another condition (e.g., a drawing command is not pending), then the request may be stored away (e.g., into a drawing requests queue) until a condition is satisfied (e.g., a new drawing command has arrived at a drawing commands queue).

[0117] In one aspect, a remote desktop is a desktop of a remote machine. In one aspect, during a remote desktop session with a remote machine, a web browser of a client device may access, control and/or view any or all applications and files resident on the remote machine. In another aspect, during a remote desktop session with a remote machine, depending on the user's credentials and settings, a web browser may be allowed to access, control and/or view some of the applications and files resident on the remote machine.

[0118] In one preferred aspect, each of a client device, a transcoding server, and a remote machine is a separate and distinct machine that is remote from one another. In one aspect, a transcoding server may be a machine that can communicate with one or more client devices and one or more remote machines, and a transcoding server may be a machine that can communicate over a web. In one aspect, a web browser may be an application that allows a user to retrieve, present or communicate information over a web.

[0119] FIG. 8 is a conceptual block diagram illustrating an example of a computing system 800 useful for embodiments of the present disclosure. System 800 may be, for example, a client device (e.g., 202 or 310), a server (e.g., 208, 330, 400A or 400B) or a remote machine (e.g., 204, 320 or 690). The system 800 may include a processing system 802. The processing system 802 is capable of communication with a receiver 806 and a transmitter 808 through a bus 804 or other structures or devices. It should be understood that communication means other than busses can be utilized with the disclosed configurations. The processing system 802 can generate audio, video, multimedia, and/or other types of data to be provided to the transmitter 809 for communication. In addition,
audio, video, multimedia, and/or other types of data can be received at the receiver 806, and processed by the processing system 802.

[0120] The processing system 802 may include a general-purpose processor or a specific-purpose processor for executing instructions and may further include a machine-readable medium 819, such as a volatile or non-volatile memory, for storing data and/or instructions for software programs. The instructions, which may be stored in a machine-readable medium 810 and/or 819, may be executed by the processing system 802 to control and manage access to the various networks, as well as provide other communication and processing functions. The instructions may also include instructions executed by the processing system 802 for various user interface devices, such as a display 812 and a keypad 814. The processing system 802 may include an input port 822 and an output port 824. Each of the input port 822 and the output port 824 may include one or more ports. The input port 822 and the output port 824 may be the same port (e.g., a bi-directional port) or may be different ports.

[0121] The processing system 802 may be implemented using software, hardware, or a combination of both. By way of example, the processing system 102 may be implemented with one or more processors. A processor may be a general-purpose microprocessor, a microcontroller, a digital signal processor (DSP), an application specific integrated circuit (ASIC), a field programmable gate array (FPGA), a programmable logic device (PLD), a controller, a state machine, gated logic, discrete hardware components, and/or any other suitable device that can perform calculations or other manipulations of information.

[0122] A machine-readable medium can be one or more machine-readable media. Software shall be construed broadly to mean instructions, data, or any combination thereof, whether referred to as software, firmware, middleware, microcode, hardware description language, or otherwise. Instructions may include code (e.g., in source code format, binary code format, executable code format, or any other suitable format of code).

[0123] Machine-readable media (e.g., 819) may include storage integrated into a processing system, such as might be the case with an application specific integrated circuit (ASIC). Machine-readable media (e.g., 810) may also include storage external to a processing system, such as a random access memory (RAM), a flash memory, a read only memory (ROM), a programmable read-only memory
(PROM), an erasable PROM (EPROM), registers, a hard disk, a removable disk, a CD-ROM, a DVD, or any other suitable storage device. In addition, machine-readable media may include a transmission line or a carrier wave that encodes a data signal. Those skilled in the art will recognize how best to implement the described functionality for the processing system 802. According to one aspect of the disclosure, a machine-readable medium is a computer-readable medium encoded or stored with instructions and is a computing element, which defines structural and functional interrelationships between the instructions and the rest of the system, which permit the instructions’ functionality to be realized. In one aspect, a machine-readable medium is a non-transitory machine-readable medium, a machine-readable storage medium, or a non-transitory machine-readable storage medium. In one aspect, a computer-readable medium is a non-transitory computer-readable medium, a computer-readable storage medium, or a non-transitory computer-readable storage medium. Instructions may be executable, for example, by a client device, a server, a remote machine, or by a processing system of a client device, a server, or a remote machine. Instructions can be, for example, a computer program including code.

[0124] An interface 816 may be any type of interface and may reside between any of the components shown in FIG. 8. An interface 816 may also be, for example, an interface to the outside world (e.g., an Internet network interface). A transceiver block 807 may represent one or more transceivers, and each transceiver may include a receiver 806 and a transmitter 809. A functionality implemented in a processing system 802 may be implemented in a portion of a receiver 806, a portion of a transmitter 809, a portion of a machine-readable medium 810, a portion of a display 812, a portion of a keypad 814, or a portion of an interface 816, and vice versa.

[0125] FIG. 9A illustrates a block diagram representing a method 900 of accessing and controlling a remote desktop from a web browser (e.g., 312 or 500) via a transcoding server (e.g., 208, 330, 400A or 400B) according to certain aspects of the present disclosure. FIG. 9B illustrates a continuation of the method 900. For method 900, a web browser having 2D rendering capabilities, e.g., an HTML5 compatible web browser, is provided, as described at 902. Input requests can be received at the transcoding server for controlling the remote desktop, as described at 906. The input requests can be translated from the protocol of the web browser, e.g., preferably HTTP, into the protocol of the remote desktop server associated with the remote desktop, as described at 908. The input commands can then be provided to the remote machine (which may include a remote desktop server) as described at 910.
[0126] Referring to FIG. 9B and continuing with the description of method 900, drawing commands and coordinates, e.g., of dirty regions, can be received by the transcoding server from the remote desktop server, as described at 912. In response, the drawing commands and coordinates can be translated from the protocol of the remote desktop server to the protocol of the web browser, as described at 914. The transcoding server can respond by drawing or generating an image of the remote desktop, as described at 916. The image and the corresponding coordinates can be linked or unionized, as described at 918. A drawing request from the web browser can be responded to, as described at 920, by sending the image and coordinates to the web browser for display, as described at 922. Accordingly, method 900 may be used for controlling and accessing a remote desktop session via HTTP, and such control can be in real-time.

[0127] An exemplary embodiment of a method of accessing and controlling a remote desktop of a remote machine (e.g., 204, 320 or 690) from a web browser (e.g., 312 or 500) via a transcoding server (e.g., 208, 330, 400A or 400B) may include the following three steps: step one can happen once, at the beginning of a session; and steps two and three can continue interchangeably during the remote desktop session.

[0128] The first step can include an initial HTTP request by the web browser (e.g., a connection request to connect to a remote machine). For example, an initial HTTP request is sent by the web browser, preferably an HTML5 compatible browser. The web browser receives back a response, which can contain a script client such as 314 or 500, e.g., JavaScript Ajax client code. The transcoding server (e.g., Java transcoding server) can use the connection request to establish a connection to a remote machine via a remote desktop client. A remote desktop client on or used with the Java transcoding server can establish the connection to a remote machine, which utilizes a remote desktop display protocol. The transcoding server can function to interface between the HTTP protocol and the remote desktop display protocol. In one aspect, between the web browser and the transcoding server, there is no connection, as HTTP is a connectionless protocol. Instead, there are only separate requests and responses in HTTP protocol.

[0129] The second step is remote session drawing at the web browser: On the browser side, the client JavaScript code can continuously re-send a number of, e.g., four asynchronous (Ajax) HTTP requests to find out if there are any "dirty" regions of the remote desktop of the remote machine to (re)draw. On the Java transcoding server, these drawing requests are handled as long polling
requests, meaning that they will be responded to only if there is data to be drawn, otherwise they hang in the drawing requests queue (e.g., 426). Also, on the Java transcoding server, the remote session is drawn into an off-screen Java bitmap in a drawing commands queue of the transcoding server. In addition, the coordinates of the drawing command are also appended or added to the drawing commands queue. This last part also sends a notification to the drawing requests queue of the transcoding server, so that the first waiting request from the drawing requests queue can be served. In HTTP response to the browser, the "dirty" drawing image is sent, together with the drawing coordinates that are stored in one of the HTTP header sections (known as a cookie). On the browser side, the script client receives the "dirty" image and the coordinates, and the script client draws the image into an HTML canvas (e.g., 530) using coordinates from the cookie. This allows the remote session from a remote machine (e.g., an image of the remote desktop of the remote machine) to be drawn, via a Java transcoding server, to the client's HTML5 browser.

[0130] The third step involves a user input, such as a mouse click, keystroke, or touch event. On the browser side, the script client detects, e.g., a mouse event, and sends an HTTP request to the transcoding server, passing along the X and Y coordinates of the event. The Java transcoding server receives the request, sends an empty reply (see, e.g., 720 and 723 in FIG. 7) to close the HTTP request, and then via remote desktop client adapter, it forwards this request to the remote desktop client, which sends it via its protocol to the remote machine. These user input requests can be handled in a standard way, i.e., not as long polling events, to receive and process user input. User input can then be sent to the remote machine.

[0131] In a preferred aspect, a script client is not installed on the client device. In other words, a script client does not exist (and is not pre-installed) on the web browser or on the client device prior to the first step described above (e.g., prior to the web browser connecting to, or sending a request to connect to, the transcoding server to initiate a remote session with a remote machine). In a preferred aspect, a client device simply needs a web browser to initiate accessing and controlling a remote desktop of a remote machine or to initiate a remote desktop session with the remote machine. Thus, the client device does not need software or a browser plug-in for a remote desktop display protocol. The transcoding server provides the script client in real time to the web browser via HTTP once the web browser requests a connection to a remote machine for a remote desktop session. The web browser's connection to the remote machine is established through the transcoding server, and the
script client is deleted from the client device and the web browser when the remote desktop session is terminated or the browser is closed.

[0132] Illustration of Method/Apparatus/Machine Readable Storage Medium for facilitating accessing and controlling a remote desktop of a remote machine in real time by a web browser at a client device via a hypertext transfer protocol (HTTP) utilizing a transcoding server (described as Clauses)

[0133] The subject technology is illustrated, for example, according to various aspects described below. Various examples of aspects of the subject technology are described as numbered clauses (1, 2, 3, etc.) for convenience. These are provided as examples, and do not limit the subject technology. Clause 1 below is presented, for example, with reference to the figures of the present disclosure, e.g., FIGS. 10A-IOC, etc. It is noted that any of the dependent clauses may be combined in any combination, and placed into a respective independent clause, e.g., clauses 1, 11, and 22. The other clauses can be presented in a similar manner.

1. A method (see, e.g., method 1000-A of FIG. 10A) of facilitating accessing and controlling a remote desktop of a remote machine (see, e.g., 320 of FIG. 3A) in real time by a web browser (see, e.g., 500 of FIG. 5) at a client device (see, e.g., 310 in FIG. 3A) via a hypertext transfer protocol (HTTP) utilizing a transcoding server (see, e.g., 330 of FIG. 3A, the method comprising:

   receiving, at the transcoding server, a remote desktop drawing command based on an image of the remote desktop of the remote machine, wherein the remote desktop drawing command is compatible with a remote desktop display protocol utilized by the remote machine (see, e.g., item 1002-A in FIG. 10A);

   translating, at the transcoding server, the remote desktop drawing command into a web browser drawing update that is compatible with the web browser (see, e.g., item 1004-A in FIG. 10A); and

   facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device utilizing HTTP during a remote desktop session between the client device and the remote machine (see, e.g., item 1006-A in FIG. 10A),

   wherein the remote desktop display protocol is a push protocol (see, e.g., item 1008-A in FIG. 10A),

   wherein HTTP is a pull protocol (see, e.g., item 1010-A in FIG. 10A);.
2. The method of clause 1, wherein the web browser drawing update comprises an image file and drawing coordinates for the image file that are recognizable and processable by the web browser.

3. The method of clause 1, wherein the translating comprises:
   translating the remote desktop drawing command into a Java graphics drawing command;
   updating a portion of a Java bitmap using the Java graphics drawing command, wherein the updated portion of the Java bitmap represents a portion of an entire image of the remote desktop;
   creating an image file from the Java bitmap; and
   generating drawing coordinates for the image file,
   wherein the web browser drawing update comprises the image file and the drawing coordinates for the image file,
   wherein the facilitating providing comprises placing the drawing coordinates into an HTTP header,
   wherein utilizing HTTP comprises using an HTTP handler,
   wherein the transcoding server is a Java transcoding server that is configured to provide an application framework for hosting one or more web applications.

4. The method of clause 1, wherein the translating comprises:
   translating the remote desktop drawing command into a graphics drawing command that is compatible with the transcoding server, wherein the graphics drawing command includes coordinates;
   extracting the coordinates from the graphics drawing command;
   updating at least a portion of an off-screen bitmap based on the graphics drawing command, wherein the at least a portion of the off-screen bitmap is associated with the coordinates,
   wherein the off-screen bitmap is based on the image of the remote desktop;
   creating an image file based on the at least a portion of the off-screen bitmap; and
   wherein the web browser drawing update comprises the image file and the coordinates.

5. The method of clause 1, wherein the web browser is an HTML5 compatible web browser.

6. The method of clause 1, further comprising:
   receiving a user input request from the web browser, using HTTP;
translating the user input request into an input command compatible with the remote desktop display protocol; and

providing the input command to the remote desktop client for accessing and controlling the remote desktop of the remote machine during the remote desktop session,

wherein the web browser drawing update comprises an image file and drawing coordinates for the image file that are recognizable and processable by the web browser,

wherein the image file and the drawing coordinates represent a portion of an entire image of the remote desktop that has been changed in response to the input command.

7. The method of clause 6, wherein the user input request comprises at least one of a mouse event, a keyboard event, and a touch event.

8. The method of clause 1, wherein the remote desktop drawing command comprises remote desktop drawing command parameters and bitmap data received from a remote desktop server of the remote machine,

wherein the translating comprises one or more of: calculating new drawing command parameters based on the remote desktop drawing command parameters; adjusting the remote desktop drawing command parameters; and making adjustments to the bitmap data.

9. The method of clause 1, wherein the remote desktop drawing command comprises remote desktop drawing command parameters and bitmap data received from a remote desktop server of the remote machine,

wherein the translating comprises making adjustments to the bitmap data,

wherein the making adjustments comprises converting a 16-bit red-green-blue (RGB) 5-6-5 color format into a 32-bit alpha-red-green-blue (ARGB) 8-8-8-8 format.

10. The method of clause 1, wherein the transcoding server is an intermediary between the remote machine and the client device, and wherein the transcoding server is physically separate from the remote machine.

11. A machine-readable storage medium (see, e.g., machine-readable storage medium 1000-B of FIG. 10B) encoded with instructions executable by a processing system to perform a method of facilitating accessing and controlling a remote desktop of a remote machine (see, e.g., 320 of FIG. 3A) in real time by a web browser (see, e.g., 500 of FIG. 5) at a client device (see, e.g., 310 of FIG. 3A) via a hypertext transfer protocol (HTTP) utilizing a transcoding server (see, e.g., 330 of FIG. 3A), the instructions comprising code for:

receiving, at the transcoding server, a remote desktop drawing command based on an image of the remote desktop of the remote machine, wherein the remote desktop drawing command is compatible with a remote desktop display protocol utilized by the remote machine (see, e.g., item 1002-B in FIG. 10B);
translating, at the transcoding server, the remote desktop drawing command into a web browser drawing update that is compatible with the web browser (see, e.g., item 1004-A in FIG. 10B); and

facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device using HTTP during a remote desktop session between the client device and the remote machine (see, e.g., item 1006-A in FIG. 10B),

wherein the remote desktop display protocol is a push protocol (see, e.g., item 1008-A in FIG. 10B), and

wherein HTTP is a pull protocol (see, e.g., item 1010-A in FIG. 10B).

12. The machine-readable storage medium of clause 11, wherein the web browser drawing update comprises an image file and drawing coordinates for the image file that are recognizable and processable by the web browser.

13. The machine-readable storage medium of clause 11, wherein the translating comprises:

translating the remote desktop drawing command into a Java graphics drawing command;

updating a portion of a Java bitmap using the Java graphics drawing command, wherein the updated portion of the Java bitmap represents a portion of an entire image of the remote desktop;

creating an image file from the Java bitmap; and

generating drawing coordinates for the image file,

wherein the web browser drawing update comprises the image file and the drawing coordinates for the image file,

wherein the facilitating providing comprises placing the drawing coordinates into an HTTP header,

wherein utilizing HTTP comprises using an HTTP handler,

wherein the transcoding server is a Java transcoding server that is configured to provide an application framework for hosting one or more web applications.

14. The machine-readable storage medium of clause 11, wherein the translating comprises:

translating the remote desktop drawing command into a graphics drawing command that is compatible with the transcoding server, wherein the graphics drawing command includes coordinates;

extracting the coordinates from the graphics drawing command;
updating at least a portion of an off-screen bitmap based on the graphics drawing command, wherein the at least a portion of the off-screen bitmap is associated with the coordinates, wherein the off-screen bitmap is based on the image of the remote desktop; creating an image file based on the at least a portion of the off-screen bitmap; and wherein the web browser drawing update comprises the image file and the coordinates.

15. The machine-readable storage medium of clause 11, wherein the web browser is an HTML5 compatible web browser.

16. The machine-readable storage medium of clause 11, wherein the instructions further comprise code for:

receiving a user input request from the web browser, using HTTP;

translating the user input request into an input command compatible with the remote desktop display protocol; and

providing the input command to the remote desktop client for accessing and controlling the remote desktop of the remote machine during the remote desktop session;

wherein the web browser drawing update comprises an image file and drawing coordinates for the image file that are recognizable and processable by the web browser; and

wherein the image file and the drawing coordinates represent a portion of an entire image of the remote desktop that has been changed in response to the input command.

17. The machine-readable storage medium of clause 16, wherein the user input request comprises at least one of a mouse event, a keyboard event, and a touch event.

18. The machine-readable storage medium of clause 11, wherein the remote desktop drawing command comprises remote desktop drawing command parameters and bitmap data received from a remote desktop server of the remote machine,

wherein the translating comprises one or more of: calculating new drawing command parameters based on the remote desktop drawing command parameters; adjusting the remote desktop drawing command parameters; and making adjustments to the bitmap data.

19. The machine-readable storage medium of clause 11, wherein the remote desktop drawing command comprises remote desktop drawing command parameters and bitmap data received from a remote desktop server of the remote machine,

wherein the translating comprises making adjustments to the bitmap data,

wherein the making adjustments comprises converting a 16-bit red-green-blue (RGB) 5-6-5 color format into a 32-bit alpha-red-green-blue (ARGB) 8-8-8-8 format.
20. The machine-readable storage medium of clause 11, wherein the transcoding server is an intermediary between the remote machine and the client device, and wherein the transcoding server is physically separate from the remote machine.

21. A computing machine comprising the machine-readable storage medium of clause 11, wherein the computing machine is the transcoding server.

22. An apparatus for facilitating accessing and controlling a remote desktop of a remote machine (see, e.g., 320 of FIG. 3A) in real time by a web browser (see, 500 of FIG. 5) at a client device (see, e.g., 310 of FIG. 3A) via a hypertext transfer protocol (HTTP) utilizing a transcoding server (see, e.g., 330 of FIG. 3A), the apparatus comprising:

 means for receiving a remote desktop drawing command based on an image of the remote desktop of the remote machine, wherein the remote desktop drawing command is compatible with a remote desktop display protocol utilized by the remote machine (see, e.g., item 1002-C in FIG. IOC);

 means for translating the remote desktop drawing command into a web browser drawing update that is compatible with the web browser (see, e.g., item 1004-C in FIG. IOC); and

 means for facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device utilizing HTTP during a remote desktop session between the client device and the remote machine (see, e.g., item 1006-C in FIG. IOC);

 wherein the remote desktop display protocol is a push protocol (see, e.g., item 1008-C in FIG. IOC); and

 wherein HTTP is a pull protocol (see, e.g., item 1010-C in FIG. IOC).

23. The apparatus of clause 22, wherein the web browser drawing update comprises an image file and drawing coordinates for the image file that are recognizable and processable by the web browser.

24. The apparatus of clause 22, wherein the means for translating comprises:

 means for translating the remote desktop drawing command into a Java graphics drawing command;

 means for updating a portion of a Java bitmap using the Java graphics drawing command, wherein the updated portion of the Java bitmap represents a portion of an entire image of the remote desktop;

 means for creating an image file from the Java bitmap; and

 means for generating drawing coordinates for the image file,

 wherein the web browser drawing update comprises the image file and the drawing coordinates for the image file,
wherein the means for facilitating providing comprises means for placing the drawing coordinates into an HTTP header,

wherein utilizing HTTP comprises utilizing an HTTP handler, and

wherein the transcoding server is a Java transcoding server that is configured to provide an application framework for hosting one or more web applications.

25. The apparatus of clause 22, wherein the means for translating comprises:

means for translating the remote desktop drawing command into a graphics drawing command that is compatible with the transcoding server, wherein the graphics drawing command includes coordinates;

means for extracting the coordinates from the graphics drawing command;

means for updating at least a portion of an off-screen bitmap based on the graphics drawing command, wherein the at least a portion of the off-screen bitmap is associated with the coordinates, wherein the off-screen bitmap is based on the image of the remote desktop; and

means for creating an image file based on the at least a portion of the off-screen bitmap;

wherein the web browser drawing update comprises the image file and the coordinates.

26. The apparatus of clause 22, wherein the web browser is an HTML5 compatible web browser.

27. The apparatus of clause 22, further comprising:

means for receiving a user input request from the web browser, using HTTP;

means for translating the user input request into an input command compatible with the remote desktop display protocol; and

means for providing the input command to the remote desktop client for accessing and controlling the remote desktop of the remote machine during the remote desktop session;

wherein the web browser drawing update comprises an image file and drawing coordinates for the image file that are recognizable and processable by the web browser; and

wherein the image file and the drawing coordinates represent a portion of an entire image of the remote desktop that has been changed in response to the input command.

28. The apparatus of clause 27, wherein the user input request comprises at least one of a mouse event, a keyboard event, and a touch event.

29. The apparatus of clause 22, wherein the remote desktop drawing command comprises remote desktop drawing command parameters and bitmap data received from a remote desktop server of the remote machine,
wherein the means for translating comprises one or more of: means for calculating new drawing command parameters based on the remote desktop drawing command parameters; means for adjusting the remote desktop drawing command parameters; and means for making adjustments to the bitmap data.

30. The apparatus of clause 22, wherein the remote desktop drawing command comprises remote desktop drawing command parameters and bitmap data received from a remote desktop server,

wherein the means for translating comprises means for making adjustments to the bitmap data of the remote machine,

wherein the means for making adjustments comprises means for converting a 16-bit red-green-blue (RGB) 5-6-5 color format into a 32-bit alpha-red-green-blue (ARGB) 8-8-8-8 format.

31. The apparatus of clause 22, wherein the transcoding server is an intermediary between the remote machine and the client device, and wherein the transcoding server is physically separate from the remote machine.

32. The apparatus of clause 22, wherein the apparatus comprises the transcoding server.

33. The apparatus of clause 22, wherein the apparatus comprises a processing system and a memory.

[0134] Illustration of Method/Apparatus/Machine Readable Storage Medium for facilitating conducting a remote desktop session between a web browser of a client device and a remote machine via a transcoding server in real time and utilizing hypertext markup language that supports a two-dimensional (2D) canvas and dynamic drawing (described as Clauses).

[0135] The subject technology is illustrated, for example, according to various aspects described below. Various examples of aspects of the subject technology are described as numbered clauses (1, 2, 3, etc.) for convenience. These are provided as examples, and do not limit the subject technology. Clause 1 below is presented, for example, with reference to FIGS. 11A-1 1C. It is noted that any of the dependent clauses may be combined in any combination, and placed into a respective independent clause, e.g., clauses 1, 11, and 22. The other clauses can be presented in a similar manner.

1. A method (see, e.g., item 1100-A in FIG. 11A) of facilitating conducting a remote desktop session between a web browser of a client device (see, e.g., 310 in FIG. 3A) and a remote machine (see, e.g., 320) via a transcoding server (see, e.g., 330) in real time and utilizing hypertext markup language that supports a two-dimensional (2D) canvas and dynamic drawing, the method comprising:
receiving, at the transcoding server, a user input request from the web browser at the client
device for access and control of the remote machine, wherein the web browser supports a 2D canvas
and dynamic drawing (see, e.g., item 1102-A in FIG. 11A);

 translating, at the transcoding server, the user input request into an input command
compatible with a remote desktop display protocol to be utilized by the transcoding server for
facilitating communication with the remote machine (see, e.g., item 1104-A in FIG. 11A);

 receiving, at the transcoding server, a remote desktop drawing command from the remote
machine in response to the input command (see, e.g., item 1106-A in FIG. 11A);

 translating, at the transcoding server, the remote desktop drawing command into a drawing
update compatible with the hypertext markup language (see, e.g., item 1108-A in FIG. 11A); and

 facilitating providing the drawing update from the transcoding server to the web browser (see,
e.g., item 1110-A in FIG. 11A);

 wherein the transcoding server is an intermediary between the remote machine and the client
device, and wherein the transcoding server is physically separate from the remote machine.

 2. The method of clause 1, wherein the translating the remote desktop drawing
command comprises:

 translating the remote desktop drawing command into a Java graphics drawing
command;

 executing the Java graphics drawing command to update a portion of a Java bitmap,
wherein the Java bitmap represents an entire image of a remote desktop of the remote machine;

 generating coordinates for the updated portion of the Java bitmap based on the Java
graphics drawing command;

 forming an image file based on the updated portion of the Java bitmap, wherein the
image file is compatible with HTML5; and

 obtaining drawing coordinates for the image file based on the coordinates for the
updated portion of the Java bitmap, wherein the drawing coordinates are compatible with HTML5,

 wherein the drawing update comprises the image file and the drawing coordinates for the
image file,

 wherein the drawing update represents a portion of the entire image of the remote desktop,

 wherein the web browser temporarily comprises JavaScript client code during the remote
desktop session while the remote desktop session persists;

 wherein the method further comprises receiving, at the transcoding server, drawing requests
from the JavaScript client code of the web browser,
wherein the facilitating providing the drawing update comprises facilitating providing the drawing update from the transcoding server to the JavaScript client code of the web browser in response to one of the drawing requests from the JavaScript client code of the web browser.

3. The method of clause 1, wherein the translating the remote desktop drawing command comprises:

   translating the remote desktop drawing command into a graphics drawing command compatible with the transcoding server;

   updating a portion of a bitmap based on the graphics drawing command, wherein the updated portion of the bitmap represents a portion of an entire image of a remote desktop of the remote machine that has changed relative to a previous graphics drawing command;

   generating coordinates for the updated portion of the bitmap;

   forming an image file based on the updated portion of the bitmap, wherein the image file is HTML5 compatible; and

   obtaining drawing coordinates for the image file, wherein the drawing coordinates are compatible with HTML5,

   wherein the drawing update comprises the image file and the drawing coordinates for the image file,

   wherein the method further comprises receiving, at the transcoding server, drawing requests from the web browser,

   wherein the facilitating providing the drawing update comprises facilitating providing the drawing update from the transcoding server to the web browser in response to one of the drawing requests from the web browser.

4. The method of clause 1, wherein the transcoding server comprises a remote desktop client adapter configured to translate the user input request into the input command compatible with the remote desktop display protocol and to translate the remote desktop drawing command into the graphics drawing command.

5. The method of clause 1, further comprising receiving long polling HTTP requests from the web browser, wherein the long polling HTTP requests comprise drawing requests.

6. The method of clause 1, further comprising receiving from the web browser an initial HTTP request comprising a uniform resource locator (URL) of the remote machine.

7. The method of clause 6, further comprising facilitating providing a script client code to the web browser in response to the initial HTTP request for the URL of the remote machine, wherein the script client code is compatible with HTML5.

8. The method of clause 1, wherein the remote desktop drawing command is compatible with the remote desktop display protocol, wherein the remote desktop display protocol is a push
protocol, and wherein the facilitating providing the drawing update comprises facilitating providing the drawing update using HTTP that is a pull protocol.

9. The method of clause 1, wherein dynamic drawing comprises drawing in real time a portion of the 2D canvas, rather than drawing the entire 2D canvas, in response to one or more drawing requests of a script client of the web browser.

10. The method of clause 1, wherein the 2D canvas is updatable by a portion at a time according to a set of coordinates.

11. A machine-readable storage medium (see, e.g., 810, 819 in FIG. 8) encoded with instructions executable by a processing system (see, e.g., 802) to perform a method of facilitating conducting a remote desktop session between a web browser of a client device (see, e.g., 310 in FIG. 3A) and a remote machine (see, e.g., 320) via a transcoding server (see, e.g., 330) in real time and utilizing hypertext markup language that supports a two-dimensional (2D) canvas and dynamic drawing, the instructions comprising code for:

receiving, at the transcoding server, a user input request from the web browser at the client device for access and control of the remote machine, wherein the web browser supports a 2D canvas and dynamic drawing (see, e.g., item 1102-B in FIG. 11B);

translating, at the transcoding server, the user input request into an input command compatible with a remote desktop display protocol to be utilized by the transcoding server for facilitating communication with the remote machine (see, e.g., item 1104-B in FIG. 11B);

receiving, at the transcoding server, a remote desktop drawing command from the remote machine in response to the input command (see, e.g., item 1106-B in FIG. 11B);

translating, at the transcoding server, the remote desktop drawing command into a drawing update compatible with the hypertext markup language (see, e.g., item 1108-B in FIG. 11B); and

facilitating providing the drawing update from the transcoding server to the web browser (see, e.g., item 1110-B in FIG. 11B);

wherein the transcoding server is an intermediary between the remote machine and the client device, and wherein the transcoding server is physically separate from the remote machine.

12. The machine-readable storage medium of clause 11, wherein the translating the remote desktop drawing command comprises:

translating the remote desktop drawing command into a Java graphics drawing command;

executing the Java graphics drawing command to update a portion of a Java bitmap, wherein the Java bitmap represents an entire image of a remote desktop of the remote machine;

generating coordinates for the updated portion of the Java bitmap based on the Java graphics drawing command;
forming an image file based on the updated portion of the Java bitmap, wherein the image file is compatible with HTML5; and

obtaining drawing coordinates for the image file based on the coordinates for the updated portion of the Java bitmap, wherein the drawing coordinates are compatible with HTML5, wherein the drawing update comprises the image file and the drawing coordinates for the image file, wherein the drawing update represents a portion of the entire image of the remote desktop, wherein the web browser temporarily comprises JavaScript client code during the remote desktop session while the remote desktop session persists;

wherein the method further comprises receiving, at the transcoding server, drawing requests from the JavaScript client code of the web browser, wherein the facilitating providing the drawing update comprises facilitating providing the drawing update from the transcoding server to the JavaScript client code of the web browser in response to one of the drawing requests from the JavaScript client code of the web browser.

13. The machine-readable storage medium of clause 11, wherein the translating the remote desktop drawing command comprises:

translating the remote desktop drawing command into a graphics drawing command compatible with the transcoding server;

updating a portion of a bitmap based on the graphics drawing command, wherein the updated portion of the bitmap represents a portion of an entire image of a remote desktop of the remote machine that has changed relative to a previous graphics drawing command;

generating coordinates for the updated portion of the bitmap;

forming an image file based on the updated portion of the bitmap, wherein the image file is HTML5 compatible; and

obtaining drawing coordinates for the image file, wherein the drawing coordinates are compatible with HTML5, wherein the drawing update comprises the image file and the drawing coordinates for the image file, wherein the method further comprises receiving, at the transcoding server, drawing requests from the web browser, and wherein the facilitating providing the drawing update comprises facilitating providing the drawing update from the transcoding server to the web browser in response to one of the drawing requests from the web browser.
14. The machine-readable storage medium of clause 11, wherein the transcoding server comprises a remote desktop client adapter configured to translate the user input request into the input command compatible with the remote desktop display protocol and to translate the remote desktop drawing command into the graphics drawing command.

15. The machine-readable storage medium of clause 11, further comprising code for receiving long polling HTTP requests from the web browser, wherein the long polling HTTP requests comprise drawing requests.

16. The machine-readable storage medium of clause 11, further comprising code for receiving from the web browser an initial HTTP request comprising a uniform resource locator (URL) of the remote machine.

17. The machine-readable storage medium of clause 16, further comprising code for facilitating providing a script client code to the web browser in response to the initial HTTP request for the URL of the remote machine, wherein the script client code is compatible with HTML5.

18. The machine-readable storage medium of clause 11, wherein the remote desktop drawing command is compatible with the remote desktop display protocol, wherein the remote desktop display protocol is a push protocol, and wherein the facilitating providing the drawing update comprises facilitating providing the drawing update using HTTP that is a pull protocol.

19. The machine-readable storage medium of clause 11, wherein dynamic drawing comprises drawing in real time a portion of the 2D canvas, rather than drawing the entire 2D canvas, in response to one or more drawing requests of a script client of the web browser.

20. The machine-readable storage medium of clause 11, wherein the 2D canvas is updatable by a portion at a time according to a set of coordinates.

21. A computing machine comprising the machine-readable storage medium of clause 11, wherein the computing machine is the transcoding server.

22. An apparatus (see, e.g., item 1100-C in FIG. 11C) for facilitating conducting a remote desktop session between a web browser of a client device (see, e.g., 310 in FIG. 3A) and a remote machine (see, e.g., 320) via a transcoding server (see, e.g., 330) in real time and utilizing hypertext markup language that supports a two-dimensional (2D) canvas and dynamic drawing, the apparatus comprising:

means for receiving a user input request from the web browser at the client device for access and control of the remote machine, wherein the web browser supports a 2D canvas and dynamic drawing (see, e.g., item 1102-C in FIG. 11C);

means for translating the user input request into an input command compatible with a remote desktop display protocol to be utilized by the transcoding server for facilitating communication with the remote machine (see, e.g., item 1104-C in FIG. 11C);

means for receiving a remote desktop drawing command from the remote machine in response to the input command (see, e.g., item 1106-C in FIG. 11C);
means for translating the remote desktop drawing command into a drawing update compatible with the hypertext markup language (see, e.g., item 1108-C in FIG. 11C); and

means for facilitating providing the drawing update from the transcoding server to the web browser (see, e.g., item 1110-C in FIG. 11C);

wherein the transcoding server is an intermediary between the remote machine and the client device, and wherein the transcoding server is physically separate from the remote machine.

23. The apparatus of clause 22, wherein the means for translating the remote desktop drawing command comprises:

means for translating the remote desktop drawing command into a Java graphics drawing command;

means for executing the Java graphics drawing command to update a portion of a Java bitmap, wherein the Java bitmap represents an entire image of a remote desktop of the remote machine;

means for generating coordinates for the updated portion of the Java bitmap based on the Java graphics drawing command;

means for forming an image file based on the updated portion of the Java bitmap, wherein the image file is compatible with HTML5; and

means for obtaining drawing coordinates for the image file based on the coordinates for the updated portion of the Java bitmap, wherein the drawing coordinates are compatible with HTML5,

wherein the drawing update comprises the image file and the drawing coordinates for the image file,

wherein the drawing update represents a portion of the entire image of the remote desktop,

wherein the web browser temporarily comprises JavaScript client code during the remote desktop session while the remote desktop session persists,

wherein the apparatus further comprises means for receiving drawing requests from the JavaScript client code of the web browser,

wherein the means for facilitating providing the drawing update comprises means for facilitating providing the drawing update from the transcoding server to the JavaScript client code of the web browser in response to one of the drawing requests from the JavaScript client code of the web browser.

24. The apparatus of clause 22, wherein the means for translating the remote desktop drawing command comprises:
means for translating the remote desktop drawing command into a graphics drawing command compatible with the transcoding server;

means for updating a portion of a bitmap based on the graphics drawing command, wherein the updated portion of the bitmap represents a portion of an entire image of a remote desktop of the remote machine that has changed relative to a previous graphics drawing command;

means for generating coordinates for the updated portion of the bitmap;

means for forming an image file based on the updated portion of the bitmap, wherein the image file is HTML5 compatible; and

means for obtaining drawing coordinates for the image file, wherein the drawing coordinates are compatible with HTML5,

wherein the drawing update comprises the image file and the drawing coordinates for the image file,

wherein the apparatus further comprises means for receiving drawing requests from the web browser,

wherein the means for facilitating providing the drawing update comprises means for facilitating providing the drawing update from the transcoding server to the web browser in response to one of the drawing requests from the web browser.

25. The apparatus of clause 22, wherein the transcoding server comprises a remote desktop client adapter configured to translate the user input request into the input command compatible with the remote desktop display protocol and to translate the remote desktop drawing command into the graphics drawing command.

26. The apparatus of clause 22, further comprising means for receiving long polling HTTP requests from the web browser, wherein the long polling HTTP requests comprise drawing requests.

27. The apparatus of clause 22, further comprising means for receiving from the web browser an initial HTTP request comprising a uniform resource locator (URL) of the remote machine.

28. The apparatus of clause 27, further comprising means for facilitating providing a script client code to the web browser in response to the initial HTTP request for the URL of the remote machine, wherein the script client code is compatible with HTML5.

29. The apparatus of clause 22, wherein the remote desktop drawing command is compatible with the remote desktop display protocol, wherein the remote desktop display protocol is a push protocol, and wherein the means for facilitating providing the drawing update comprises means for facilitating providing the drawing update using HTTP that is a pull protocol.
30. The apparatus of clause 22, wherein dynamic drawing comprises drawing in real time a portion of the 2D canvas, rather than drawing the entire 2D canvas, in response to one or more drawing requests of a script client of the web browser.

31. The apparatus of clause 22, wherein the 2D canvas is updatable by a portion at a time according to a set of coordinates.

32. The apparatus of clause 22, wherein the apparatus comprises the transcoding server.

33. The apparatus of clause 22, wherein the apparatus comprises a processing system and a memory.

[0136] Illustration of Method/Apparatus/Machine Readable Storage Medium for facilitating a remote desktop session between a web browser of a client device and a remote machine through a transcoding server, utilizing hypertext transfer protocol (HTTP) headers of HTTP for remote desktop session drawing (described as Clauses).

[0137] The subject technology is illustrated, for example, according to various aspects described below. Various examples of aspects of the subject technology are described as numbered clauses (1, 2, 3, etc.) for convenience. These are provided as examples, and do not limit the subject technology. It is noted that any of the dependent clauses may be combined in any combination, and placed into a respective independent clause, e.g., clauses 1, 11, and 22. Clause 1 below is presented, for example, with reference to FIGS. 12A-12C. The other clauses can be presented in a similar manner.

1. A method (see, e.g., item 1200-A in FIG. 12A) of facilitating a remote desktop session between a web browser of a client device (see, e.g., 310 in FIG. 3A) and a remote machine (see, e.g., 320) through a transcoding server (see, e.g., 330), utilizing hypertext transfer protocol (HTTP) headers of HTTP for remote desktop session drawing, the method comprising:

   receiving, at the transcoding server, drawing requests from the web browser at the client device (see, e.g., item 1202-A in FIG. 12A);

   receiving, at the transcoding server, a remote desktop drawing command from the remote machine using a remote desktop display protocol, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine (see, e.g., item 1204-A in FIG. 12A);

   translating, at the transcoding server, the remote desktop drawing command into a display image and drawing coordinates for the display image (see, e.g., item 1206-A in FIG. 12A);

   placing, at the transcoding server, the drawing coordinates into an HTTP response header (see, e.g., item 1208-A in FIG. 12A); and

   in response to at least one of the drawing requests, facilitating providing the display image and the drawing coordinates together to the web browser in a single HTTP response, for drawing the
display image of the remote desktop at the web browser, wherein the single HTTP response comprises the HTTP response header (see, e.g., item 1210-A in FIG. 12A),

wherein the remote desktop display protocol is a push protocol, and

wherein HTTP is a pull protocol.

2. The method of clause 1, wherein the translating comprises:

translating the remote desktop drawing command into a Java graphics drawing command, wherein the transcoding server comprises a Java compatible web application container;

updating a portion of a Java graphics bitmap of the remote desktop in response to the Java graphics drawing command;

generating coordinates for the updated portion of the Java bitmap from the Java graphics drawing command;

generating the display image compatible with the web browser based on the updated portion of the Java bitmap; and

obtaining the drawing coordinates for the display image based on the coordinates for the updated portion of the Java bitmap,

wherein the display image and the drawing coordinates are compatible with HTML,

wherein the updated portion of the Java graphics bitmap represents a portion of an entire image of the remote desktop of the remote machine,

wherein the display image and the drawing coordinates represent the portion of the entire image of the remote desktop of the remote machine.

3. The method of clause 1, wherein the translating comprises:

translating the remote desktop drawing command into a graphics drawing command compatible with the transcoding server;

updating a portion of a bitmap of the remote desktop based on the graphics drawing command;

generating the coordinates for the updated portion of the bitmap;

generating the display image compatible with the web browser based on the updated portion of the bitmap; and

obtaining the drawing coordinates for the display image,

wherein the display image and the drawing coordinates are compatible with HTML.
4. The method of clause 1, wherein the display image and the drawing coordinates are compatible with HTML5.

5. The method of clause 1, wherein the transcoding server is an intermediary between the remote machine and the client device, and wherein the transcoding server is physically separate from the remote machine.

6. The method of clause 1, wherein the remote desktop drawing command comprises coordinates of a region of the remote desktop that has changed relative to a previous remote desktop drawing command.

7. The method of clause 6, wherein the coordinates specify a redrawing region.

8. The method of clause 1, wherein the drawing coordinates are compatible with JavaScript client code of the web browser, and wherein the display image is compatible with HTML of the web browser.

9. The method of clause 1, wherein the display image comprises a scaled image of the remote desktop.

10. The method of clause 1, wherein the display image comprises an offset image of the remote desktop.

11. A machine-readable storage medium (see, e.g., 810, 819 in FIG. 8) encoded with instructions executable by a processing system (see, e.g., 802) to perform a method of facilitating a remote desktop session between a web browser of a client device (see, e.g., 310 in FIG. 3A) and a remote machine (see, e.g., 320) through a transcoding server (see, e.g., 330), utilizing hypertext transfer protocol (HTTP) headers of HTTP for remote desktop session drawing, the instructions comprising code for:

    receiving, at the transcoding server, drawing requests from the web browser at the client device (see, e.g., item 1202-B in FIG. 12B);

    receiving, at the transcoding server, a remote desktop drawing command from the remote machine using a remote desktop display protocol, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine (see, e.g., item 1204-B in FIG. 12B);

    translating, at the transcoding server, the remote desktop drawing command into a display image and drawing coordinates for the display image (see, e.g., item 1206-B in FIG. 12B);

    placing, at the transcoding server, the drawing coordinates into an HTTP response header (see, e.g., item 1208-B in FIG. 12B); and

    in response to at least one of the drawing requests, facilitating providing the display image and the drawing coordinates together to the web browser in a single HTTP response, for drawing the display image of the remote desktop at the web browser, wherein the single HTTP response comprises the HTTP response header (see, e.g., item 1210-B in FIG. 12B),

    wherein the remote desktop display protocol is a push protocol, and
wherein HTTP is a pull protocol.

12. The machine-readable storage medium of clause 11, wherein the translating comprises:

- translating the remote desktop drawing command into a Java graphics drawing command, wherein the transcoding server comprises a Java compatible web application container;
- updating a portion of a Java graphics bitmap of the remote desktop in response to the Java graphics drawing command;
- generating coordinates for the updated portion of the Java bitmap from the Java graphics drawing command;
- generating the display image compatible with the web browser based on the updated portion of the Java bitmap; and
- obtaining the drawing coordinates for the display image based on the coordinates for the updated portion of the Java bitmap,

wherein the display image and the drawing coordinates are compatible with HTML,

wherein the updated portion of the Java graphics bitmap represents a portion of an entire image of the remote desktop of the remote machine,

wherein the display image and the drawing coordinates represent the portion of the entire image of the remote desktop of the remote machine.

13. The machine-readable storage medium of clause 11, wherein the translating comprises:

- translating the remote desktop drawing command into a graphics drawing command compatible with the transcoding server;
- updating a portion of a bitmap of the remote desktop based on the graphics drawing command;
- generating the coordinates for the updated portion of the bitmap;
- generating the display image compatible with the web browser based on the updated portion of the bitmap; and
- obtaining the drawing coordinates for the display image,

wherein the display image and the drawing coordinates are compatible with HTML5.

14. The machine-readable storage medium of clause 11, wherein the display image and the drawing coordinates are compatible with HTML5.
15. The machine-readable storage medium of clause 11, wherein the transcoding server is an intermediary between the remote machine and the client device, and wherein the transcoding server is physically separate from the remote machine.

16. The machine-readable storage medium of clause 11, wherein the remote desktop drawing command comprises coordinates of a region of the remote desktop that has changed relative to a previous remote desktop drawing command.

17. The machine-readable storage medium of clause 16, wherein the coordinates specify a redrawing region.

18. The machine-readable storage medium of clause 11, wherein the drawing coordinates are compatible with JavaScript client code of the web browser, and wherein the display image is compatible with HTML of the web browser.

19. The machine-readable storage medium of clause 11, wherein the display image comprises a scaled image of the remote desktop.

20. The machine-readable storage medium of clause 11, wherein the display image comprises an offset image of the remote desktop.

21. A computing machine comprising the machine-readable storage medium of clause 11, wherein the computing machine is the transcoding server.

22. An apparatus (see, e.g., item 1200-C in FIG. 12C) for facilitating a remote desktop session between a web browser of a client device (see, e.g., 310 in FIG. 3A) and a remote machine (see, e.g., 320) through a transcoding server (see, e.g., 330), utilizing hypertext transfer protocol (HTTP) headers of HTTP for remote desktop session drawing, the apparatus comprising:

   means for receiving drawing requests from the web browser at the client device (see, e.g., item 1202-C in FIG. 12C);

   means for receiving a remote desktop drawing command from the remote machine using a remote desktop display protocol, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine (see, e.g., item 1204-C in FIG. 12C);

   means for translating the remote desktop drawing command into a display image and drawing coordinates for the display image (see, e.g., item 1206-C in FIG. 12C);

   means for placing the drawing coordinates into an HTTP response header (see, e.g., item 1208-C in FIG. 12C); and

   means for, in response to at least one of the drawing requests, facilitating providing the display image and the drawing coordinates together to the web browser in a single HTTP response, for drawing the display image of the remote desktop at the web browser, wherein the single HTTP response comprises the HTTP response header (see, e.g., item 1210-C in FIG. 12C),

   wherein the remote desktop display protocol is a push protocol, and
wherein HTTP is a pull protocol.

23. The apparatus of clause 22, wherein the means for translating comprises:

means for translating the remote desktop drawing command into a Java graphics drawing command, wherein the transcoding server comprises a Java compatible web application container;

means for updating a portion of a Java graphics bitmap of the remote desktop in response to the Java graphics drawing command;

means for generating coordinates for the updated portion of the Java bitmap from the Java graphics drawing command;

means for generating the display image compatible with the web browser based on the updated portion of the Java bitmap; and

means for obtaining the drawing coordinates for the display image based on the coordinates for the updated portion of the Java bitmap,

wherein the display image and the drawing coordinates are compatible with HTML,

wherein the updated portion of the Java graphics bitmap represents a portion of an entire image of the remote desktop of the remote machine,

wherein the display image and the drawing coordinates represent the portion of the entire image of the remote desktop of the remote machine.

24. The apparatus of clause 22, wherein the means for translating comprises:

means for translating the remote desktop drawing command into a graphics drawing command compatible with the transcoding server;

means for updating a portion of a bitmap of the remote desktop based on the graphics drawing command;

means for generating the coordinates for the updated portion of the bitmap;

means for generating the display image compatible with the web browser based on the updated portion of the bitmap; and

means for obtaining the drawing coordinates for the display image,

wherein the display image and the drawing coordinates are compatible with HTML.

25. The apparatus of clause 22, wherein the display image and the drawing coordinates are compatible with HTML5.

26. The apparatus of clause 22, wherein the transcoding server is an intermediary between the remote machine and the client device, and wherein the transcoding server is physically separate from the remote machine.
27. The apparatus of clause 22, wherein the remote desktop drawing command comprises coordinates of a region of the remote desktop that has changed relative to a previous remote desktop drawing command.

28. The apparatus of clause 27, wherein the coordinates specify a redrawing region.

29. The apparatus of clause 22, wherein the drawing coordinates are compatible with JavaScript client code of the web browser, and wherein the display image is compatible with HTML of the web browser.

30. The apparatus of clause 22, wherein the display image comprises a scaled image of the remote desktop.

31. The apparatus of clause 22, wherein the display image comprises an offset image of the remote desktop.

32. The apparatus of clause 22, wherein the apparatus comprises the transcoding server.

33. The apparatus of clause 22, wherein the apparatus comprises a processing system and a memory.

[0138] Illustration of Method/Apparatus/Machine Readable Storage Medium for facilitating a remote desktop session between a web browser of a client device and a remote machine through a transcoding server, utilizing long polling to reduce traffic to the client device (described as Clauses).

[0139] The subject technology is illustrated, for example, according to various aspects described below. Various examples of aspects of the subject technology are described as numbered clauses (1, 2, 3, etc.) for convenience. These are provided as examples, and do not limit the subject technology. It is noted that any of the dependent clauses may be combined in any combination, and placed into a respective independent clause, e.g., clauses 1, 11, and 22. Clause 1 below is presented, for example, with reference to FIGS. 13A-13C. The other clauses can be presented in a similar manner.

1. A method (see, e.g., 1300-A of FIG. 13A) of facilitating a remote desktop session between a web browser (see, e.g., 500 of FIG. 5) of a client device (see, e.g., 310 of FIG. 3A) and a remote machine (see, e.g., 320 of FIG. 3A) through a transcoding server (see, e.g., 330 of FIG. 3A), utilizing long polling to reduce traffic to the client device, the method comprising:

   receiving, at the transcoding server, a plurality of drawing requests from the web browser at the client device, using HTTP, wherein HTTP is a pull protocol (see, e.g., item 1302-A in FIG. 13A);

   handling, at the transcoding server, the plurality of drawing requests as long polling requests (see, e.g., item 1304-A in FIG. 13A);
receiving, at the transcoding server, a remote desktop drawing command from the remote machine (see, e.g., item 1306-A in FIG. 13A);

translating, at the transcoding server, the remote desktop drawing command into a web browser drawing update, wherein the remote desktop drawing command is compatible with a push protocol, wherein the web browser drawing update is compatible with HTTP, wherein HTTP is a pull protocol (see, e.g., item 1308-A in FIG. 13A); and

facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device, utilizing HTTP, as a response to at least one of the plurality of drawing requests from the web browser (see, e.g., item 1310-A in FIG. 13A).

2. The method of clause 1, wherein the handling comprises:

determining whether a drawing command is pending at the transcoding server for the web browser;

if there is no pending drawing command, then storing the plurality of drawing requests in a drawing requests queue as long poling requests; and

if there is a pending drawing command, then providing at least one of the plurality of drawing requests to an HTTP handler in the transcoding server to allow the HTTP handler to serve the pending drawing command in response to the at least one of the plurality of drawing requests.

3. The method of clause 1, wherein the remote desktop drawing command represents a portion of an entire image of a remote desktop of the remote machine,

wherein the translating comprises:

translating the remote desktop drawing command into a Java graphics drawing command;

updating a portion of a Java bitmap of the entire image of the remote desktop in response to the Java graphics drawing command;

generating coordinates of the updated portion of the Java bitmap based on the Java graphics drawing command;

obtaining drawing coordinates for the image file based on the coordinates of the updated portion of the Java bitmap,

wherein the web browser drawing update comprises the image file and the drawing coordinates.

4. The method of clause 3, wherein the handling comprises:
determining whether a drawing command is pending at the transcoding server for the web browser;

if there is no pending drawing command, then storing the plurality of drawing requests in a drawing requests queue as long poling requests; and

if there is a pending drawing command, then providing at least one of the plurality of drawing requests to an HTTP handler in the transcoding server to allow the HTTP handler to serve the pending drawing command in response to the at least one of the plurality of drawing requests.

5. The method of clause 4, wherein the facilitating providing comprises:

placing, at the HTTP handler, the drawing coordinates into an HTTP header of a single HTTP transmission response to the web browser; and

including, at the HTTP handler, the image file into the single HTTP transmission response to the web browser to facilitate providing the image file and the drawing coordinates together to the web browser in the single HTTP transmission response.

6. The method of clause 5, further comprising:

when a drawing commands queue has new coordinates, sending a notification to the drawing requests queue to allow at least one of the plurality of drawing requests in the drawing requests queue to be forwarded to the HTTP handler.

7. The method of clause 1, further comprising:

receiving a new drawing request from the web browser, in response to facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device as a response to the at least one of the plurality of drawing requests from the web browser.

8. The method of clause 1, further comprising:

receiving a request from the web browser to connect to the remote machine; and

facilitating providing a JavaScript client code to the web browser in response to the request to connect to the remote machine,

wherein the receiving the plurality of drawing requests comprises receiving the plurality of drawing requests from the JavaScript client code,

wherein the facilitating providing the web browser drawing update comprises facilitating providing the web browser drawing update to the JavaScript client code.

9. The method of clause 8, further comprising: facilitating deleting the JavaScript client code from the web browser when the remote desktop session is terminated.

10. The method of clause 1, further comprising:
receiving, at the transcoding server, a user input request from the web browser for accessing or controlling a remote desktop of the remote machine,

translating, at the transcoding server, the user input request into an input command compatible with the push protocol;

facilitating providing the input command to the remote machine utilizing the push protocol,

wherein the receiving the remote desktop drawing command comprises receiving the remote desktop drawing command in response to the input command.

11. A machine-readable storage medium (see, e.g., item 1300-B in FIG. 13B) encoded with instructions executable by a processing system to perform a method of facilitating a remote desktop session between a web browser (see, e.g., 500 of FIG. 5) of a client device (see, e.g., 310 of FIG. 3A) and a remote machine (see, e.g., 320 of FIG. 3B) through a transcoding server (see, e.g., 330 of FIG. 3B), utilizing long polling to reduce traffic to the client device, the instructions comprising code for:

receiving, at the transcoding server, a plurality of drawing requests from the web browser at the client device, using HTTP, wherein HTTP is a pull protocol (see, e.g., item 1302-B in FIG. 13B);

handling, at the transcoding server, the plurality of drawing requests as long polling requests (see, e.g., item 1304-B in FIG. 13B);

receiving, at the transcoding server, a remote desktop drawing command from the remote machine (see, e.g., item 1306-B in FIG. 13B);

translating, at the transcoding server, the remote desktop drawing command into a web browser drawing update, wherein the remote desktop drawing command is compatible with a push protocol, wherein the web browser drawing update is compatible with HTTP, wherein HTTP is a pull protocol (see, e.g., item 1308-B in FIG. 13B); and

facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device, utilizing HTTP, as a response to at least one of the plurality of drawing requests from the web browser (see, e.g., item 1310-B in FIG. 13B).

12. The machine-readable storage medium of clause 11, wherein the handling comprises:

determining whether a drawing command is pending at the transcoding server for the web browser;

if there is no pending drawing command, then storing the plurality of drawing requests in a drawing requests queue as long polling requests; and

if there is a pending drawing command, then providing at least one of the plurality of drawing requests to an HTTP handler in the transcoding server to allow the HTTP handler to serve the pending drawing command in response to the at least one of the plurality of drawing requests.
13. The machine-readable storage medium of clause 11, wherein the remote desktop drawing command represents a portion of an entire image of a remote desktop of the remote machine, wherein the translating comprises:

- translating the remote desktop drawing command into a Java graphics drawing command;
- updating a portion of a Java bitmap of the entire image of the remote desktop in response to the Java graphics drawing command;
- generating coordinates of the updated portion of the Java bitmap based on the Java graphics drawing command;
- generating an image file based on the updated portion of the Java bitmap, wherein the image file is compatible with the web browser; and
- obtaining drawing coordinates for the image file based on the coordinates of the updated portion of the Java bitmap,

wherein the web browser drawing update comprises the image file and the drawing coordinates.

14. The machine-readable storage medium of clause 13, wherein the handling comprises:

- determining whether a drawing command is pending at the transcoding server for the web browser;
- if there is no pending drawing command, then storing the plurality of drawing requests in a drawing requests queue as long poling requests; and
- if there is a pending drawing command, then providing at least one of the plurality of drawing requests to an HTTP handler in the transcoding server to allow the HTTP handler to serve the pending drawing command in response to the at least one of the plurality of drawing requests.

15. The machine-readable storage medium of clause 14, wherein the facilitating providing comprises:

- placing, at the HTTP handler, the drawing coordinates into an HTTP header of a single HTTP transmission response to the web browser; and
- including, at the HTTP handler, the image file into the single HTTP transmission response to the web browser to facilitate providing the image file and the drawing coordinates together to the web browser in the single HTTP transmission response.

16. The machine-readable storage medium of clause 15, further comprising code for:
when a drawing commands queue has new coordinates, sending a notification to the drawing requests queue to allow at least one of the plurality of drawing requests in the drawing requests queue to be forwarded to the HTTP handler.

17. The machine-readable storage medium of clause 11, further comprising code for:

receiving a new drawing request from the web browser, in response to facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device as a response to the at least one of the plurality of drawing requests from the web browser.

18. The machine-readable storage medium of clause 11, further comprising code for:

receiving a request from the web browser to connect to the remote machine; and

facilitating providing a JavaScript client code to the web browser in response to the request to connect to the remote machine,

wherein the receiving the plurality of drawing requests comprises receiving the plurality of drawing requests from the JavaScript client code,

wherein the facilitating providing the web browser drawing update comprises facilitating providing the web browser drawing update to the JavaScript client code.

19. The machine-readable storage medium of clause 18, further comprising code for:

facilitating deleting the JavaScript client code from the web browser when the remote desktop session is terminated.

20. The machine-readable storage medium of clause 11, further comprising code for:

receiving, at the transcoding server, a user input request from the web browser for accessing or controlling a remote desktop of the remote machine,

translating, at the transcoding server, the user input request into an input command compatible with the push protocol;

facilitating providing the input command to the remote machine utilizing the push protocol,

wherein the receiving the remote desktop drawing command comprises receiving the remote desktop drawing command in response to the input command.

21. A computing machine comprising the machine-readable storage medium of clause 11, wherein the computing machine is the transcoding server.

22. An apparatus (see, e.g., item 1300-C in FIG. 3A) for facilitating a remote desktop session between a web browser (see, e.g., 500 of FIG. 5) of a client device (see, e.g., 310 in FIG. 3A) and a remote machine (see, e.g., 330 in FIG. 3A) through a transcoding server (see, e.g., 330 in FIG. 3A), utilizing long polling to reduce traffic to the client device, the apparatus comprising:
means for receiving a plurality of drawing requests from the web browser at the client device, using HTTP, wherein HTTP is a pull protocol (see, e.g., item 1302-C in FIG. 13C);

means for handling the plurality of drawing requests as long polling requests (see, e.g., item 1304-C in FIG. 13C);

means for receiving a remote desktop drawing command from the remote machine (see, e.g., item 1306-C in FIG. 13C);

means for translating the remote desktop drawing command into a web browser drawing update, wherein the remote desktop drawing command is compatible with a push protocol, wherein the web browser drawing update is compatible with HTTP, wherein HTTP is a pull protocol (see, e.g., item 1308-C in FIG. 13C); and

means for facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device, utilizing HTTP, as a response to at least one of the plurality of drawing requests from the web browser (see, e.g., item 1310-C in FIG. 13C).

23. The apparatus of clause 22, wherein the means for handling comprises:

means for determining whether a drawing command is pending at the transcoding server for the web browser;

means for storing the plurality of drawing requests in a drawing requests queue as long poling requests if there is no pending drawing command; and

means for providing at least one of the plurality of drawing requests to an HTTP handler in the transcoding server, if there is a pending drawing command, to allow the HTTP handler to serve the pending drawing command in response to the at least one of the plurality of drawing requests.

24. The apparatus of clause 22, wherein the remote desktop drawing command represents a portion of an entire image of a remote desktop of the remote machine,

wherein the means for translating comprises:

means for translating the remote desktop drawing command into a Java graphics drawing command;

means for updating a portion of a Java bitmap of the entire image of the remote desktop in response to the Java graphics drawing command;

means for generating coordinates of the updated portion of the Java bitmap based on the Java graphics drawing command;

means for generating an image file based on the updated portion of the Java bitmap, wherein the image file is compatible with the web browser; and

means for obtaining drawing coordinates for the image file based on the coordinates of the updated portion of the Java bitmap,
wherein the web browser drawing update comprises the image file and the drawing coordinates.

25. The apparatus of clause 22, wherein the means for handling comprises:
   means for determining whether a drawing command is pending at the transcoding server for
   the web browser;
   means for storing the plurality of drawing requests in a drawing requests queue as long
   poling requests if there is no pending drawing command; and
   means for providing at least one of the plurality of drawing requests to an HTTP handler in
   the transcoding server, if there is a pending drawing command, to allow the HTTP handler to serve
   the pending drawing command in response to the at least one of the plurality of drawing requests.

26. The apparatus of clause 22, wherein the means for facilitating providing comprises:
   means for placing, at the HTTP handler, the drawing coordinates into an HTTP header of a
   single HTTP transmission response to the web browser; and
   means for including, at the HTTP handler, the image file into the single HTTP transmission
   response to the web browser to facilitate providing the image file and the drawing coordinates
   together to the web browser in the single HTTP transmission response.

27. The apparatus of clause 22, further comprising:
   means for sending a notification to the drawing requests queue, when a drawing commands
   queue has new coordinates, to allow at least one of the plurality of drawing requests in the drawing
   requests queue to be forwarded to the HTTP handler.

28. The apparatus of clause 22, further comprising:
   means for receiving a new drawing request from the web browser, in response to facilitating
   providing the web browser drawing update from the transcoding server to the web browser of
   the client device as a response to the at least one of the plurality of drawing requests from the web
   browser.

29. The apparatus of clause 22, further comprising:
   means for receiving a request from the web browser to connect to the remote machine; and
   means for facilitating providing a JavaScript client code to the web browser in response to
   the request to connect to the remote machine,
   wherein the means for receiving the plurality of drawing requests comprises means for
   receiving the plurality of drawing requests from the JavaScript client code,
   wherein the means for facilitating providing the web browser drawing update comprises
   means for facilitating providing the web browser drawing update to the JavaScript client code.
30. The apparatus of clause 29, further comprising: means for facilitating deleting the JavaScript client code from the web browser when the remote desktop session is terminated.

31. The apparatus of clause 22, further comprising:

means for receiving a user input request from the web browser for accessing or controlling a remote desktop of the remote machine,

means for translating the user input request into an input command compatible with the push protocol;

means for facilitating providing the input command to the remote machine utilizing the push protocol,

wherein the means for receiving the remote desktop drawing command comprises means for receiving the remote desktop drawing command in response to the input command.

32. The apparatus of clause 22, wherein the apparatus comprises the transcoding server.

33. The apparatus of clause 22, wherein the apparatus comprises a processing system and a memory.

**[0140]** Illustration of Method/Apparatus/Machine Readable Storage Medium for facilitating a remote desktop session between a web browser at a client device and a remote desktop server at a remote machine through a transcoding server, utilizing an adapter at the transcoding server (described as Clauses).

**[0141]** The subject technology is illustrated, for example, according to various aspects described below. Various examples of aspects of the subject technology are described as numbered clauses (1, 2, 3, etc.) for convenience. These are provided as examples, and do not limit the subject technology. It is noted that any of the dependent clauses may be combined in any combination, and placed into a respective independent clause, e.g., clauses 1, 10, and 20. Clause 1 below is presented, for example, with reference to FIGS. 14A-14C. The other clauses can be presented in a similar manner.

1. A method (see, e.g., item 1400-A in FIG. 14A) for facilitating a remote desktop session between a web browser at a client device (see, e.g., 310 in FIG. 3A) and a remote desktop server at a remote machine (see, e.g., 320) through a transcoding server (see, e.g., 330), utilizing an adapter (see, e.g., 600 in FIG. 6) at the transcoding server, the method comprising:

   receiving, at the adapter, an input request from the web browser utilizing a request-response protocol, wherein the request-response protocol is a pull protocol (see, e.g., item 1402-A in FIG. 14A);
translating, at the adapter, the input request into an input command compatible with a remote
desktop display protocol to be utilized by a remote desktop client at the transcoding server for
facilitating communication with the remote desktop server at the remote machine, wherein the
remote desktop display protocol is a push protocol (see, e.g., item 1404-A in FIG. 14A);

providing the input command to a remote desktop client at the transcoding server, to
facilitate providing the input command to the remote desktop server utilizing the remote desktop
display protocol (see, e.g., item 1406-A in FIG. 14A);

receiving, at the adapter, a remote desktop drawing command from the remote desktop server
in response to the input command, wherein the remote desktop drawing command is based on an
image of a remote desktop of the remote machine (see, e.g., item 1408-A in FIG. 14A); and

translating, at the adapter, the remote desktop drawing command into a graphics drawing
command compatible with the transcoding server to allow the transcoding server to facilitate
providing a web browser drawing update to the web browser, wherein the web browser drawing
update is compatible with the web browser (see, e.g., item 1410-A in FIG. 14A).

2. The method of clause 1, wherein the request-response protocol comprises hypertext
 transfer protocol (HTTP), wherein the graphics drawing command is a Java graphics drawing
 command, wherein the transcoding server is a Java transcoding server, wherein the web browser is
 HTML5 compatible.

3. The method of clause 1, wherein the receiving the input request comprises receiving
the input request from the web browser via an HTTP handler of a web application container at the
transcoding server,

wherein the receiving the remote desktop drawing command comprises receiving the remote
desktop drawing command via the remote desktop client using the remote desktop display protocol.

4. The method of clause 1, wherein the remote desktop drawing command comprises
remote desktop drawing command parameters and bitmap data received from the remote desktop
server,

wherein the translating the remote desktop drawing command comprises one or more of:
calculating new drawing command parameters based on the remote desktop drawing command
parameters; adjusting the remote desktop drawing command parameters; and making adjustments to
the bitmap data.

5. The method of clause 1, further comprising:
generating an image based on the graphics drawing command; and
generating coordinates for the image based on the graphics drawing command,
wherein the image represents a portion of an entire image of the remote desktop.

6. The method of clause 1, further comprising:
executing the graphics drawing command to generate and draw an image into a drawing commands queue at the transcoding server that is accessible by a web application container at the transcoding server for communicating with the web browser;

generating coordinates for the image based on the graphics drawing command;

storing the coordinates in the drawing commands queue; and

after generating the coordinates, transmitting a notification to the web application container that a drawing command is ready to be served to the web browser,

wherein the graphics drawing command represents a portion of an entire image of the remote desktop.

7. The method of clause 1, further comprising:

receiving, via an HTTP handler of the transcoding server, a connection request from the web browser; and

facilitating establishing, controlling or terminating the remote desktop session between the remote desktop client and the remote desktop server in response to the connection request, wherein the facilitating of the establishing, controlling or terminating comprises:

generating a session control command based on the connection request, wherein the session control command is compatible with the remote desktop display protocol; and

facilitating transmitting the session control command to the remote desktop server via the remote desktop client using the remote desktop display protocol.

8. The method of clause 7, wherein the session control command comprises at least one of: a command for starting the remote desktop session, a command for stopping the remote desktop session, a credential, a setting, a preference, and a command for passing at least one of a credential, a setting, and a preference.

9. The method of clause 1, further comprising:

extracting coordinates from the graphics drawing command; and

updating at least a portion of an off-screen bitmap based on the graphics drawing command, wherein the at least a portion of the off-screen bitmap is associated with the coordinates, wherein the off-screen bitmap represents an entire image of the remote desktop.

10. A machine-readable storage medium (see, e.g., 810, 819 in FIG. 8) encoded with instructions executable by a processing system (see, e.g., 802) to perform a method for facilitating a remote desktop session between a web browser at a client device (see, e.g., 310 in FIG. 3A) and a remote desktop server at a remote machine (see, e.g., 320) through a transcoding server (see, e.g., 330), utilizing an adapter (see, e.g., 600 in FIG. 6) at the transcoding server, the instructions comprising code for:
receiving, at the adapter, an input request from the web browser utilizing a request-response protocol, wherein the request-response protocol is a pull protocol (see, e.g., item 1402-B in FIG. 14B);

translating, at the adapter, the input request into an input command compatible with a remote desktop display protocol to be utilized by a remote desktop client at the transcoding server for facilitating communication with the remote desktop server at the remote machine, wherein the remote desktop display protocol is a push protocol (see, e.g., item 1404-B in FIG. 14B);

providing the input command to a remote desktop client at the transcoding server, to facilitate providing the input command to the remote desktop server utilizing the remote desktop display protocol (see, e.g., item 1406-B in FIG. 14B);

receiving, at the adapter, a remote desktop drawing command from the remote desktop server in response to the input command, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine (see, e.g., item 1408-B in FIG. 14B); and

translating, at the adapter, the remote desktop drawing command into a graphics drawing command compatible with the transcoding server to allow the transcoding server to facilitate providing a web browser drawing update to the web browser, wherein the web browser drawing update is compatible with the web browser (see, e.g., item 1410-B in FIG. 14B).

11. The machine-readable storage medium of clause 10, wherein the request-response protocol comprises hypertext transfer protocol (HTTP), wherein the graphics drawing command is a Java graphics drawing command, wherein the transcoding server is a Java transcoding server, wherein the web browser is HTML5 compatible.

12. The machine-readable storage medium of clause 10, wherein the receiving the input request comprises receiving the input request from the web browser via an HTTP handler of an application container at the transcoding server,

wherein the receiving the remote desktop drawing command comprises receiving the remote desktop drawing command via the remote desktop client using the remote desktop display protocol.

13. The machine-readable storage medium of clause 10, wherein the remote desktop drawing command comprises remote desktop drawing command parameters and bitmap data received from the remote desktop server,

wherein the translating the remote desktop drawing command comprises one or more of: calculating new drawing command parameters based on the remote desktop drawing command parameters; adjusting the remote desktop drawing command parameters; and making adjustments to the bitmap data.

14. The machine-readable storage medium of clause 10, wherein the instructions further comprise code for:

- generating an image based on the graphics drawing command; and
- generating coordinates for the image based on the graphics drawing command,
wherein the image represents a portion of an entire image of the remote desktop.

15. The machine-readable storage medium of clause 10, wherein the instructions further comprise code for:

executing the graphics drawing command to generate and draw an image into a drawing commands queue at the transcoding server that is accessible by a web application container at the transcoding server for communicating with the web browser;

generating coordinates for the image based on the graphics drawing command;

storing the coordinates in the drawing commands queue; and

after generating the coordinates, transmitting a notification to the web application container that a drawing command is ready to be served to the web browser,

wherein the graphics drawing command represents a portion of an entire image of the remote desktop.

16. The machine-readable storage medium of clause 10, wherein the instructions further comprise code for:

receiving, via an HTTP handler of the transcoding server, a connection request from the web browser; and

facilitating establishing, controlling or terminating the remote desktop session between the remote desktop client and the remote desktop server in response to the connection request, wherein the facilitating of the establishing, controlling or terminating comprises:

generating a session control command based on the connection request, wherein the session control command is compatible with the remote desktop display protocol; and

facilitating transmitting the session control command to the remote desktop server via the remote desktop client using the remote desktop display protocol.

17. The machine-readable storage medium of clause 16, wherein the session control command comprises at least one of: a command for starting the remote desktop session, a command for stopping the remote desktop session, a credential, a setting, a preference, and a command for passing at least one of a credential, a setting, and a preference.

18. The machine-readable storage medium of clause 10, wherein the instructions further comprise code for:

extracting coordinates from the graphics drawing command; and

updating at least a portion of an off-screen bitmap based on the graphics drawing command, wherein the at least a portion of the off-screen bitmap is associated with the coordinates, wherein the off-screen bitmap represents an entire image of the remote desktop.
19. A computing machine comprising the machine-readable storage medium of clause 10, wherein the computing machine is the transcoding server.

20. An apparatus (see, e.g., item 1400-C in FIG. 14C) for facilitating a remote desktop session between a web browser at a client device (see, e.g., 310 in FIG. 3A) and a remote desktop server at a remote machine (see, e.g., 320) through a transcoding server (see, e.g., 330), utilizing an adapter (see, e.g., 600 in FIG. 6) at the transcoding server, the apparatus comprising:

- means for receiving an input request from the web browser utilizing a request-response protocol, wherein the request-response protocol is a pull protocol (see, e.g., item 1402-C in FIG. 14C);

- means for translating the input request into an input command compatible with a remote desktop display protocol to be utilized by a remote desktop client at the transcoding server for facilitating communication with the remote desktop server at the remote machine, wherein the remote desktop display protocol is a push protocol (see, e.g., item 1404-C in FIG. 14C);

- means for providing the input command to a remote desktop client at the transcoding server, to facilitate providing the input command to the remote desktop server utilizing the remote desktop display protocol (see, e.g., item 1406-C in FIG. 14C);

- means for receiving a remote desktop drawing command from the remote desktop server in response to the input command, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine (see, e.g., item 1408-C in FIG. 14C); and

- means for translating the remote desktop drawing command into a graphics drawing command compatible with the transcoding server to allow the transcoding server to facilitate providing a web browser drawing update to the web browser, wherein the web browser drawing update is compatible with the web browser (see, e.g., item 1410-C in FIG. 14C).

21. The apparatus of clause 20, wherein the request-response protocol comprises hypertext transfer protocol (HTTP), wherein the graphics drawing command is a Java graphics drawing command, wherein the transcoding server is a Java transcoding server, wherein the web browser is HTML 5 compatible.

22. The apparatus of clause 20, wherein the means for receiving the input request comprises means for receiving the input request from the web browser via an HTTP handler of a web application container at the transcoding server,

wherein the means for receiving the remote desktop drawing command comprises means for receiving the remote desktop drawing command via the remote desktop client using the remote desktop display protocol.

23. The apparatus of clause 20, wherein the remote desktop drawing command comprises remote desktop drawing command parameters and bitmap data received from the remote desktop server,

wherein the means for translating the remote desktop drawing command comprises one or more of: means for calculating new drawing command parameters based on the remote desktop
drawing command parameters; means for adjusting the remote desktop drawing command parameters; and means for making adjustments to the bitmap data.

24. The apparatus of clause 20, further comprising:

means for generating an image based on the graphics drawing command; and

means for generating coordinates for the image based on the graphics drawing command,

wherein the image represents a portion of an entire image of the remote desktop.

25. The apparatus of clause 20, further comprising:

means for executing the graphics drawing command to generate and draw an image into a drawing commands queue at the transcoding server that is accessible by a web application container at the transcoding server for communicating with the web browser;

means for generating coordinates for the image based on the graphics drawing command;

means for storing the coordinates in the drawing commands queue; and

means for transmitting, after generating the coordinates, a notification to the web application container that a drawing command is ready to be served to the web browser,

wherein the graphics drawing command represents a portion of an entire image of the remote desktop.

26. The apparatus of clause 20, further comprising:

means for receiving, via an HTTP handler of the transcoding server, a connection request from the web browser; and

means for facilitating establishing, controlling or terminating the remote desktop session between the remote desktop client and the remote desktop server in response to the connection request, wherein the means for facilitating of the establishing, controlling or terminating comprises:

means for generating a session control command based on the connection request, wherein the session control command is compatible with the remote desktop display protocol; and

means for facilitating transmitting the session control command to the remote desktop server via the remote desktop client using the remote desktop display protocol.

27. The apparatus of clause 26, wherein the session control command comprises at least one of: a command for starting the remote desktop session, a command for stopping the remote desktop session, a credential, a setting, a preference, and a command for passing at least one of a credential, a setting, and a preference.

28. The apparatus of clause 20, further comprising:

means for extracting coordinates from the graphics drawing command; and
means for updating at least a portion of an off-screen bitmap based on the graphics drawing command, wherein the at least a portion of the off-screen bitmap is associated with the coordinates, wherein the off-screen bitmap represents an entire image of the remote desktop.

29. The apparatus of clause 20, wherein the apparatus comprises the transcoding server.

30. The apparatus of clause 20, wherein the apparatus comprises a processing system and a memory.

[0142] Illustration of Method/Apparatus/Machine Readable Storage Medium for facilitating accessing and controlling a remote desktop of a remote machine in real time from a web browser at a client device via a hypertext transfer protocol (HTTP) handler and a remote desktop client adapter for a transcoding server (described as Clauses).

[0143] The subject technology is illustrated, for example, according to various aspects described below. Various examples of aspects of the subject technology are described as numbered clauses (1, 2, 3, etc.) for convenience. These are provided as examples, and do not limit the subject technology. It is noted that any of the dependent clauses may be combined in any combination, and placed into a respective independent clause, e.g., clauses 1, 10, and 18. Clause 1 below is presented, for example, with reference to FIGS. 15A-15E. The other clauses can be presented in a similar manner.

1. A machine-readable storage medium (see, e.g., item 1500-A in FIG. 15A) comprising code for facilitating accessing and controlling a remote desktop of a remote machine (see, e.g., 320 in FIG. 3A) in real time from a web browser (see, e.g., 500 of FIG. 5) at a client device (see, e.g., 310 of FIG. 3A) via a hypertext transfer protocol (HTTP) handler (see, e.g., 422 of FIG. 4A) and a remote desktop client adapter (see, e.g., 430 of FIG. 4B) for a transcoding server (see, e.g., 330 of FIG. 3A), the machine-readable storage medium comprising:

- the HTTP handler (see, e.g., item 1502-A of FIG. 15A); and
- the remote desktop client adapter (see, e.g., item 1504-A of FIG. 15A); whereby the HTTP handler is configured to receive a connection request and a user input request from the web browser utilizing HTTP, to provide the connection request and the user input request to the remote desktop client adapter, and to facilitate providing a web browser drawing update to the web browser in response to a drawing request from the web browser, wherein the web browser drawing update is compatible with the web browser,

- wherein the remote desktop client adapter is configured to receive the connection request and the user input request, to translate the connection request into a session control command compatible with a remote desktop display protocol, and to translate the user input request into a remote desktop input command compatible with the remote desktop display protocol,
wherein the remote desktop client adapter is configured to facilitate providing the session control command to a remote desktop client for providing the session control command to a remote desktop server of the remote machine and for establishing, controlling or terminating a remote desktop session with the remote desktop server,

wherein the remote desktop client adapter is configured to facilitate providing the remote desktop input command to the remote desktop client for providing the remote desktop input command to the remote desktop server,

wherein the remote desktop client adapter is configured to receive a remote desktop drawing command from the remote desktop server via the remote desktop client in response to the remote desktop input command, wherein the remote desktop drawing command is compatible with the remote desktop display protocol,

wherein the remote desktop client adapter is configured to translate the remote desktop drawing command into a graphics drawing command compatible with the transcoding server, and to update a portion of an image representing the entire remote desktop and coordinates based on the graphics drawing command, and

wherein the HTTP handler is configured to generate an image file based on the updated portion of the image and to obtain drawing coordinates based on the coordinates in response to the drawing request, wherein the web browser drawing update comprises the image file and the drawing coordinates,

wherein the remote desktop drawing command represents a portion of the entire remote desktop,

wherein the remote desktop display protocol is a push protocol, and HTTP is a pull protocol.

2. The machine-readable storage medium of clause 1, wherein the user input request comprises at least one of a mouse event, a keyboard event, and a touch event.

3. The machine-readable storage medium of clause 1, wherein the session control command relates to establishing or controlling a connection between the remote desktop client and the remote desktop server and comprises at least one of: a command for starting the remote desktop session, a command for stopping the remote desktop session, a credential, a setting, a preference, and a command for passing at least one of a credential, a setting, and a preference.

4. The machine-readable storage medium of clause 1, wherein the graphics drawing command is a Java graphics drawing command, wherein the transcoding server is a Java transcoding server, and wherein the web browser is HTML5 compatible.

5. The machine-readable storage medium of clause 1, wherein the remote desktop client adapter is configured to place the image and the coordinates into a drawing commands queue,

wherein the machine-readable storage medium further comprises a long polling handler,

wherein the long polling handler is configured to receive the drawing request from the web browser utilizing HTTP, to forward the drawing request to the HTTP handler if coordinates for an
image are pending in the drawing commands queue, to place the drawing request into a drawing requests queue if coordinates for an image are not pending in the drawing commands, and

wherein the drawing commands queue is configured to send a notification to the drawing requests queue if the drawing commands queue receives a new drawing command comprising an image and coordinates for an image.

6. The machine-readable storage medium of clause 1, further comprising a drawing requests queue configured to forward the drawing request to the HTTP handler in response to a notification from a drawing commands queue that a drawing command is pending for the web browser.

7. The machine-readable storage medium of clause 1, wherein the HTTP handler is configured to place the drawing coordinates into a section of an HTTP header, wherein the HTTP handler is configured to facilitate providing the image file and the drawing coordinates together to the web browser in a single HTTP transmission response for drawing a display image at the web browser, wherein the display image represents the updated portion of the image representing the entire remote desktop.

8. The machine-readable storage medium of clause 1, wherein the HTTP handler is configured to facilitate providing script client code compatible with the web browser if the connection request from the web browser comprises a request to connect to the remote machine.

9. A computing machine comprising the machine-readable storage medium of clause 1, wherein the computing machine is the transcoding server.

10. A method (see, e.g., item 1500-B of FIG. 15B and item 1500-C of FIG. 15C) for facilitating accessing and controlling a remote desktop of a remote machine (see, e.g., 320 of FIG. 3A) in real time from a web browser (see, e.g., 500 of FIG. 5) at a client device (see, e.g., 310 of FIG. 3A) utilizing a transcoding server (see, e.g., 330 of FIG. 3A), the method comprising:

receiving, at the transcoding server, a connection request from the web browser utilizing HTTP (see, e.g., item 1502-B of FIG. 15B);

translating, at the transcoding server, the connection request into a session control command compatible with a remote desktop display protocol (see, e.g., item 1504-B of FIG. 15B);

providing the session control command to a remote desktop client of the transcoding server for providing the session control command to a remote desktop server of the remote machine and for establishing, controlling or terminating a remote desktop session with the remote desktop server (see, e.g., item 1506-B of FIG. 15B);

receiving, at the transcoding server, a user input request from the web browser utilizing HTTP (see, e.g., item 1508-B of FIG. 15B),

translating, at the transcoding server, the user input request into a remote desktop input command compatible with the remote desktop display protocol (see, e.g., item 1510-B of FIG. 15B);
providing the remote desktop input command to the remote desktop client for providing the remote desktop input command to the remote desktop server (see, e.g., item 1512-B of FIG. 15B),

receiving, at the transcoding server, a remote desktop drawing command from the remote desktop server via the remote desktop client in response to the remote desktop input command, wherein the remote desktop drawing command is compatible with the remote desktop display protocol, and wherein the remote desktop drawing command represents a portion of an entire image of the remote desktop (see, e.g., item 1502-C of FIG. 15C);

translating, at the transcoding server, the remote desktop drawing command into a graphics drawing command compatible with the transcoding server (see, e.g., item 1504-C of FIG. 15C);

updating, at the transcoding server, a portion of an image and coordinates based on the graphics drawing command (see, e.g., item 1506-C of FIG. 15C);

generating, at the transcoding server, an image file based on the updated portion of the image (see, e.g., item 1508-C of FIG. 15C);

obtaining drawing coordinates based on the coordinates (see, e.g., item 1510-C of FIG. 15C); and

facilitating providing a web browser drawing update to the web browser in response to a drawing request from the web browser, wherein the web browser drawing update comprises the image file and the drawing coordinates, and wherein the web browser drawing update is compatible with the web browser (see, e.g., item 1512-C of FIG. 15C),

wherein the remote desktop drawing command represents a portion of the entire remote desktop, and the image represents the entire remote desktop,

wherein the remote desktop display protocol is a push protocol, and HTTP is a pull protocol.

11. The method of clause 10, wherein the user input request comprises at least one of a mouse event, a keyboard event, and a touch event.

12. The method of clause 10, wherein the session control command comprises at least one of: a command for starting the remote desktop session, a command for stopping the remote desktop session, a credential, a setting, a preference, and a command for passing at least one of a credential, a setting, and a preference.

13. The method of clause 10, wherein the graphics drawing command is a Java graphics drawing command, wherein the transcoding server is a Java transcoding server, and wherein the web browser is HTML5 compatible.

14. The method of clause 10, wherein the updating a portion of an image and coordinates comprises storing the portion of the image and the coordinates into a drawing commands queue,

wherein the method further comprises: receiving the drawing request from the web browser utilizing HTTP; forwarding the drawing request to an HTTP handler if coordinates for an image are
pending in the drawing commands queue; placing the drawing request into a drawing requests queue if coordinates for an image are not pending in the drawing commands, and

wherein the method further comprises: sending a notification to the drawing requests queue if the drawing commands queue receives a new drawing command comprising an image and coordinates for an image.

15. The method of clause 10, further comprising forwarding the drawing request to an HTTP handler in response to a notification from a drawing commands queue that a drawing command is pending for the web browser.

16. The method of clause 10, further comprising placing the drawing coordinates into a section of an HTTP handler, wherein the facilitating providing the web browser drawing update comprises facilitating providing the image file and the drawing coordinates together to the web browser in a single HTTP transmission response for drawing a display image at the web browser, wherein the display image represents the updated portion of the image representing the entire remote desktop.

17. The method of clause 10, further comprising facilitate providing script client code compatible with the web browser, to the web browser, if the connection request from the web browser comprises a request to connect to the remote machine.

18. A transcoding server (see, e.g., item 1500-D of FIG. 15D and item 1500-E of FIG. 15E) for facilitating accessing and controlling a remote desktop of a remote machine (see, e.g., 320 of FIG. 3A) in real time from a web browser (see, e.g., 500 of FIG. 5) at a client device (see, e.g., 310 of FIG. 3A), the transcoding server comprising:

means for receiving a connection request from the web browser utilizing HTTP (see, e.g., item 1502-D in FIG. 15D);

means for translating the connection request into a session control command compatible with a remote desktop display protocol (see, e.g., item 1504-D in FIG. 15D);

means for providing the session control command to a remote desktop client of the transcoding server for providing the session control command to a remote desktop server of the remote machine and for establishing, controlling or terminating a remote desktop session with the remote desktop server (see, e.g., item 1506-D in FIG. 15D);

means for receiving a user input request from the web browser utilizing HTTP (see, e.g., item 1508-D in FIG. 15D);

means for translating the user input request into a remote desktop input command compatible with the remote desktop display protocol (see, e.g., item 1510-D in FIG. 15D);

means for providing the remote desktop input command to the remote desktop client for providing the remote desktop input command to the remote desktop server (see, e.g., item 1512-D in FIG. 15D),
means for receiving a remote desktop drawing command from the remote desktop server via the remote desktop client in response to the remote desktop input command, wherein the remote desktop drawing command is compatible with the remote desktop display protocol, and wherein the remote desktop drawing command represents a portion of an entire image of the remote desktop (see, e.g., item 1502-E in FIG. 15E);

means for translating the remote desktop drawing command into a graphics drawing command compatible with the transcoding server (see, e.g., item 1504-E in FIG. 15E);

means for updating a portion of an image and coordinates based on the graphics drawing command (see, e.g., item 1506-E in FIG. 15E);

means for generating an image file based on the updated portion of the image (see, e.g., item 1508-E in FIG. 15E);

means for obtaining drawing coordinates based on the coordinates (see, e.g., item 1510-E in FIG. 15E); and

means for facilitating providing a web browser drawing update to the web browser in response to a drawing request from the web browser, wherein the web browser drawing update comprises the image file and the drawing coordinates, and wherein the web browser drawing update is compatible with the web browser (see, e.g., item 1512-E in FIG. 15E),

wherein the remote desktop drawing command represents a portion of the entire remote desktop, and the image represents the entire remote desktop,

wherein the remote desktop display protocol is a push protocol, and HTTP is a pull protocol.

19. The transcoding server of clause 18, wherein the user input request comprises at least one of a mouse event, a keyboard event, and a touch event.

20. The transcoding server of clause 18, wherein the session control command comprises at least one of: a command for starting the remote desktop session, a command for stopping the remote desktop session, a credential, a setting, a preference, and a command for passing at least one of a credential, a setting, and a preference.

21. The transcoding server of clause 18, wherein the graphics drawing command is a Java graphics drawing command, wherein the transcoding server is a Java transcoding server, and wherein the web browser is HTML5 compatible.

22. The transcoding server of clause 18, wherein the means for updating a portion of an image and coordinates comprises means for storing the portion of the image and the coordinates into a drawing commands queue,

wherein the transcoding server further comprises: means for receiving the drawing request from the web browser utilizing HTTP; means for forwarding the drawing request to an HTTP handler if coordinates for an image are pending in the drawing commands queue; means for placing the drawing request into a drawing requests queue if coordinates for an image are not pending in the drawing commands, and
wherein the transcoding server further comprises: means for sending a notification to the drawing requests queue if the drawing commands queue receives a new drawing command comprising an image and coordinates for an image.

23. The transcoding server of clause 18, further comprising means for forwarding the drawing request to an HTTP handler in response to a notification from a drawing commands queue that a drawing command is pending for the web browser.

24. The transcoding server of clause 18, further comprising means for placing the drawing coordinates into a section of an HTTP header, wherein the means for facilitating providing the web browser drawing update comprises means for facilitating providing the image file and the drawing coordinates together to the web browser in a single HTTP transmission response for drawing a display image at the web browser, wherein the display image represents the updated portion of the image representing the entire remote desktop.

25. The transcoding server of clause 18, further comprising means for facilitate providing script client code compatible with the web browser, to the web browser, if the connection request from the web browser comprises a request to connect to the remote machine.

26. A processor comprising modules configured to perform the method of any one of the foregoing clauses in paragraphs [0132]-[0143].

27. A machine-readable storage medium comprising code for causing the transcoding server to perform the method of any one of the foregoing clauses in paragraphs [0132]-[0143].

28. The machine-readable storage medium of clause 27, wherein the transcoding server comprises the machine-readable storage medium.

29. An apparatus comprising means for performing the method of any one of the foregoing clauses in paragraphs [0132]-[0143].

30. The apparatus of clause 29, wherein the apparatus comprises a transcoding server.

31. The apparatus of clause 29, wherein the apparatus comprises a processing system and a memory.

33. An apparatus comprising components operable to perform the method of any one of the foregoing clauses in paragraphs [0132]-[0143].

34. The apparatus of clause 33, wherein the apparatus comprises a transcoding server.

35. The apparatus of clause 33, wherein the apparatus comprises a processing system and a memory.

[0144] Those of skill in the art would appreciate that the various illustrative blocks, modules, elements, components, methods, and algorithms described herein may be implemented as electronic hardware, computer software, or combinations of both.
For example, a module (e.g., a web application container, a long polling handler module, a long polling handler, a drawing requests queue, an HTTP handler, an image conversion module, a drawing commands queue, a remote desktop client adapter, a remote desktop client, a remote desktop server, or other modules or functions) may be implemented as electronic hardware, computer software, or combinations of both. Modules may be considered in some aspects as "means for" accomplishing one or more functions or steps. In one aspect, a module(s) may be an apparatus since a module(s) may include instructions encoded or stored on a machine-readable medium, on another device, or on a portion thereof. In one aspect, a module(s) may be software (e.g., an application, a subroutine) stored in a machine-readable medium and executable by a processing system or a processor. In another aspect, a module(s) may be hardware (e.g., machine-readable medium encoded with instructions, a pre-programmed general-purpose computer with for example ASIC or FPGA, or a special purpose electronic or optical device).

To illustrate this interchangeability of hardware and software, various illustrative blocks, modules, elements, components, methods, and algorithms have been described above generally in terms of their functionality. Whether such functionality is implemented as hardware or software depends upon the particular application and design constraints imposed on the overall system. Skilled artisans may implement the described functionality in varying ways for each particular application.

In one aspect of the disclosure, when actions or functions are described as being performed by a module or a component (e.g., establishing, sending, receiving, providing, building, displaying, notifying, accepting, selecting, controlling, issuing, transmitting, reporting, pushing, or any other action or function), it is understood that such actions or functions are performed by the module or the component directly or indirectly. As an example, when a module is described as performing an action, it is understood that the module may perform the action directly or may perform the action indirectly, for example, by facilitating such an action. For instance, when a session is described as being established by a module, it is understood that the module may establish the session indirectly by facilitating an establishment of the session. As yet another example, when an image is described as being displayed or rendered by a module, it is understood that the image may be displayed or rendered by the module either directly or indirectly.
[0148] Various components and blocks may be arranged differently (e.g., arranged in a different order, or partitioned in a different way) all without departing from the scope of the subject technology. In one aspect of the disclosure, the modules (or elements) recited in the accompanying claims may be performed by one module or by a smaller number of modules, and this arrangement is within the scope of the claims. In another aspect, the modules (or elements) recited in the accompanying claims may be performed by a larger number of modules, and this arrangement is within the scope of the claims. In yet another aspect, a module (or an element) recited in the accompanying claims may be performed by multiple modules, and this arrangement is within the scope of the claims.

[0149] It is understood that the specific order or hierarchy of steps in the processes disclosed is an illustration of exemplary approaches. Based upon design preferences, it is understood that the specific order or hierarchy of steps in the processes may be rearranged. Some of the steps may be performed simultaneously. The accompanying method claims present elements of the various steps in a sample order, and are not meant to be limited to the specific order or hierarchy presented.

[0150] The previous description is provided to enable any person skilled in the art to practice the various aspects described herein. The previous description provides various examples of the subject technology, and the subject technology is not limited to these examples. Various modifications to these aspects will be readily apparent to those skilled in the art, and the generic principles defined herein may be applied to other aspects. Thus, the claims are not intended to be limited to the aspects shown herein, but is to be accorded the full scope consistent with the language claims, wherein reference to an element (e.g., a command, a call, a handler, a device, a machine, etc.) in the singular is not intended to mean "one and only one" unless specifically so stated, but rather "one or more." Unless specifically stated otherwise, the term "some" refers to one or more. Pronouns in the masculine (e.g., his) include the feminine and neuter gender (e.g., her and its) and vice versa. Headings and subheadings, if any, are used for convenience only and do not limit the invention.

[0151] A phrase such as an "aspect" does not imply that such aspect is essential to the subject technology or that such aspect applies to all configurations of the subject technology. A disclosure relating to an aspect may apply to all configurations, or one or more configurations. An aspect may provide one or more examples of the disclosure. A phrase such as an aspect may refer to one or more aspects and vice versa. A phrase such as an "embodiment" does not imply that such
embodiment is essential to the subject technology or that such embodiment applies to all configurations of the subject technology. A disclosure relating to an embodiment may apply to all embodiments, or one or more embodiments. An embodiment may provide one or more examples of the disclosure. A phrase such an embodiment may refer to one or more embodiments and vice versa. A phrase such as a "configuration" does not imply that such configuration is essential to the subject technology or that such configuration applies to all configurations of the subject technology. A disclosure relating to a configuration may apply to all configurations, or one or more configurations. A configuration may provide one or more examples of the disclosure. A phrase such a configuration may refer to one or more configurations and vice versa.

[0152] The word "exemplary" is used herein to mean "serving as an example or illustration." Any aspect or design described herein as "exemplary" is not necessarily to be construed as preferred or advantageous over other aspects or designs.

[0153] In one aspect, the term "compatible" may be used in a sense that a first element (e.g., a drawing command, an input call, an input command, a connection request, a drawing request, etc.) is compatible with a second element (e.g., a remote desktop display protocol, a remote desktop client, a remote desktop server, a transcoding server, a web browser, a client device, a remote machine, HTML5, HTTP, etc.) so that the first element can be recognized or understood by the second element, can be processed by the second element, or can be utilized by or with the second element.

[0154] All structural and functional equivalents to the elements of the various aspects described throughout this disclosure that are known or later come to be known to those of ordinary skill in the art are expressly incorporated herein by reference and are intended to be encompassed by the claims. Moreover, nothing disclosed herein is intended to be dedicated to the public regardless of whether such disclosure is explicitly recited in the claims. No claim element is to be construed under the provisions of 35 U.S.C. § 112, sixth paragraph, unless the element is expressly recited using the phrase "means for" or, in the case of a method claim, the element is recited using the phrase "step for." Furthermore, to the extent that the term "include," "have," or the like is used in the description or the claims, such term is intended to be inclusive in a manner similar to the term "comprise" as "comprise" is interpreted when employed as a transitional word in a claim.
WHAT IS CLAIMED IS:

1. A method for facilitating a remote desktop session between a web browser at a client device and a remote desktop server at a remote machine through a transcoding server, utilizing an adapter at the transcoding server, the method comprising:

   receiving, at the adapter, an input request from the web browser utilizing a request-response protocol, wherein the request-response protocol is a pull protocol;

   translating, at the adapter, the input request into an input command compatible with a remote desktop display protocol to be utilized by a remote desktop client at the transcoding server for facilitating communication with the remote desktop server at the remote machine, wherein the remote desktop display protocol is a push protocol;

   providing the input command to a remote desktop client at the transcoding server, to facilitate providing the input command to the remote desktop server utilizing the remote desktop display protocol;

   receiving, at the adapter, a remote desktop drawing command from the remote desktop server in response to the input command, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine; and

   translating, at the adapter, the remote desktop drawing command into a graphics drawing command compatible with the transcoding server to allow the transcoding server to facilitate providing a web browser drawing update to the web browser, wherein the web browser drawing update is compatible with the web browser.

2. The method of claim 1, wherein the request-response protocol comprises hypertext transfer protocol (HTTP), wherein the graphics drawing command is a Java graphics drawing command, wherein the transcoding server is a Java transcoding server, wherein the web browser is HTML5 compatible.
3. The method of claim 1, wherein the receiving the input request comprises receiving the input request from the web browser via an HTTP handler of a web application container at the transcoding server, wherein the receiving the remote desktop drawing command comprises receiving the remote desktop drawing command via the remote desktop client using the remote desktop display protocol.

4. The method of claim 1, wherein the remote desktop drawing command comprises remote desktop drawing command parameters and bitmap data received from the remote desktop server, wherein the translating the remote desktop drawing command comprises one or more of: calculating new drawing command parameters based on the remote desktop drawing command parameters; adjusting the remote desktop drawing command parameters; and making adjustments to the bitmap data.

5. The method of claim 1, further comprising:

- generating an image based on the graphics drawing command; and
- generating coordinates for the image based on the graphics drawing command,

wherein the image represents a portion of an entire image of the remote desktop.

6. The method of claim 1, further comprising:

- executing the graphics drawing command to generate and draw an image into a drawing commands queue at the transcoding server that is accessible by a web application container at the transcoding server for communicating with the web browser;
- generating coordinates for the image based on the graphics drawing command;
- storing the coordinates in the drawing commands queue; and
- after generating the coordinates, transmitting a notification to the web application container that a drawing command is ready to be served to the web browser,
wherein the graphics drawing command represents a portion of an entire image of the remote desktop.

7. The method of claim 1, further comprising:

receiving, via an HTTP handler of the transcoding server, a connection request from the web browser; and

facilitating establishing, controlling or terminating the remote desktop session between the remote desktop client and the remote desktop server in response to the connection request, wherein the facilitating of the establishing, controlling or terminating comprises:

generating a session control command based on the connection request, wherein the session control command is compatible with the remote desktop display protocol; and

facilitating transmitting the session control command to the remote desktop server via the remote desktop client using the remote desktop display protocol.

8. The method of claim 7, wherein the session control command comprises at least one of: a command for starting the remote desktop session, a command for stopping the remote desktop session, a credential, a setting, a preference, and a command for passing at least one of a credential, a setting, and a preference.

9. The method of claim 1, further comprising:

extracting coordinates from the graphics drawing command; and

updating at least a portion of an off-screen bitmap based on the graphics drawing command, wherein the at least a portion of the off-screen bitmap is associated with the coordinates, wherein the off-screen bitmap represents an entire image of the remote desktop.

10. A machine-readable storage medium encoded with instructions executable by a processing system to perform a method for facilitating a remote desktop session between a web browser at a client device and a remote desktop server at a remote machine through a transcoding server, utilizing an adapter at the transcoding server, the instructions comprising code for:
receiving, at the adapter, an input request from the web browser utilizing a request-response protocol, wherein the request-response protocol is a pull protocol;

translating, at the adapter, the input request into an input command compatible with a remote desktop display protocol to be utilized by a remote desktop client at the transcoding server for facilitating communication with the remote desktop server at the remote machine, wherein the remote desktop display protocol is a push protocol;

providing the input command to a remote desktop client at the transcoding server, to facilitate providing the input command to the remote desktop server utilizing the remote desktop display protocol;

receiving, at the adapter, a remote desktop drawing command from the remote desktop server in response to the input command, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine; and

translating, at the adapter, the remote desktop drawing command into a graphics drawing command compatible with the transcoding server to allow the transcoding server to facilitate providing a web browser drawing update to the web browser, wherein the web browser drawing update is compatible with the web browser.

11. The machine-readable storage medium of claim 10, wherein the request-response protocol comprises hypertext transfer protocol (HTTP), wherein the graphics drawing command is a Java graphics drawing command, wherein the transcoding server is a Java transcoding server, wherein the web browser is HTML5 compatible.

12. The machine-readable storage medium of claim 10, wherein the receiving the input request comprises receiving the input request from the web browser via an HTTP handler of a web application container at the transcoding server,

wherein the receiving the remote desktop drawing command comprises receiving the remote desktop drawing command via the remote desktop client using the remote desktop display protocol.
13. The machine-readable storage medium of claim 10, wherein the remote desktop drawing command comprises remote desktop drawing command parameters and bitmap data received from the remote desktop server,

wherein the translating the remote desktop drawing command comprises one or more of: calculating new drawing command parameters based on the remote desktop drawing command parameters; adjusting the remote desktop drawing command parameters; and making adjustments to the bitmap data.

14. The machine-readable storage medium of claim 10, wherein the instructions further comprise code for:

- generating an image based on the graphics drawing command; and
- generating coordinates for the image based on the graphics drawing command,

wherein the image represents a portion of an entire image of the remote desktop.

15. The machine-readable storage medium of claim 10, wherein the instructions further comprise code for:

- executing the graphics drawing command to generate and draw an image into a drawing commands queue at the transcoding server that is accessible by a web application container at the transcoding server for communicating with the web browser;
- generating coordinates for the image based on the graphics drawing command;
- storing the coordinates in the drawing commands queue; and
- after generating the coordinates, transmitting a notification to the web application container that a drawing command is ready to be served to the web browser,

wherein the graphics drawing command represents a portion of an entire image of the remote desktop.

16. The machine-readable storage medium of claim 10, wherein the instructions further comprise code for:
receiving, via an HTTP handler of the transcoding server, a connection request from the web browser to connect to the remote machine; and

facilitating establishing, controlling or terminating the remote desktop session between the remote desktop client and the remote desktop server in response to the connection request, wherein the facilitating of the establishing, controlling or terminating comprises:

  generating a session control command based on the connection request, wherein the session control command is compatible with the remote desktop display protocol; and

  facilitating transmitting the session control command to the remote desktop server via the remote desktop client using the remote desktop display protocol.

17. The machine-readable storage medium of claim 16, wherein the session control command comprises at least one of: a command for starting the remote desktop session, a command for stopping the remote desktop session, a credential, a setting, a preference, and a command for passing at least one of a credential, a setting, and a preference.

18. The machine-readable storage medium of claim 10, wherein the instructions further comprise code for:

  extracting coordinates from the graphics drawing command; and

  updating at least a portion of an off-screen bitmap based on the graphics drawing command, wherein the at least a portion of the off-screen bitmap is associated with the coordinates, wherein the off-screen bitmap represents an entire image of the remote desktop.

19. A computing machine comprising the machine-readable storage medium of claim 10, wherein the computing machine is the transcoding server.

20. An apparatus for facilitating a remote desktop session between a web browser at a client device and a remote desktop server at a remote machine through a transcoding server, utilizing an adapter at the transcoding server, the apparatus comprising:

  means for receiving an input request from the web browser utilizing a request-response protocol, wherein the request-response protocol is a pull protocol;
means for translating the input request into an input command compatible with a remote
desktop display protocol to be utilized by a remote desktop client at the transcoding server for
facilitating communication with the remote desktop server at the remote machine, wherein the
remote desktop display protocol is a push protocol;

means for providing the input command to a remote desktop client at the transcoding server,
to facilitate providing the input command to the remote desktop server utilizing the remote desktop
display protocol;

means for receiving a remote desktop drawing command from the remote desktop server in
response to the input command, wherein the remote desktop drawing command is based on an image
of a remote desktop of the remote machine; and

means for translating the remote desktop drawing command into a graphics drawing
command compatible with the transcoding server to allow the transcoding server to facilitate
providing a web browser drawing update to the web browser, wherein the web browser drawing
update is compatible with the web browser.

21. The apparatus of claim 20, wherein the request-response protocol comprises
hypertext transfer protocol (HTTP), wherein the graphics drawing command is a Java graphics
drawing command, wherein the transcoding server is a Java transcoding server, wherein the web
browser is HTML5 compatible.

22. The apparatus of claim 20, wherein the means for receiving the input request
comprises means for receiving the input request from the web browser via an HTTP handler of a
web application container at the transcoding server,

wherein the means for receiving the remote desktop drawing command comprises means for
receiving the remote desktop drawing command via the remote desktop client using the remote
desktop display protocol.

23. The apparatus of claim 20, wherein the remote desktop drawing command comprises
remote desktop drawing command parameters and bitmap data received from the remote desktop
server,
wherein the means for translating the remote desktop drawing command comprises one or more of: means for calculating new drawing command parameters based on the remote desktop drawing command parameters; means for adjusting the remote desktop drawing command parameters; and means for making adjustments to the bitmap data.

24. The apparatus of claim 20, further comprising:

means for generating an image based on the graphics drawing command; and

means for generating coordinates for the image based on the graphics drawing command,

wherein the image represents a portion of an entire image of the remote desktop.

25. The apparatus of claim 20, further comprising:

means for executing the graphics drawing command to generate and draw an image into a drawing commands queue at the transcoding server that is accessible by a web application container at the transcoding server for communicating with the web browser;

means for generating coordinates for the image based on the graphics drawing command;

means for storing the coordinates in the drawing commands queue; and

means for transmitting, after generating the coordinates, a notification to the web application container that a drawing command is ready to be served to the web browser,

wherein the graphics drawing command represents a portion of an entire image of the remote desktop.

26. The apparatus of claim 20, further comprising:

means for receiving, via an HTTP handler of the transcoding server, a connection request from the web browser to connect to the remote machine; and

means for facilitating establishing, controlling or terminating the remote desktop session between the remote desktop client and the remote desktop server in response to the connection request, wherein the means for facilitating of the establishing, controlling or terminating comprises:
means for generating a session control command based on the connection request, wherein the session control command is compatible with the remote desktop display protocol; and

means for facilitating transmitting the session control command to the remote desktop server via the remote desktop client using the remote desktop display protocol.

27. The apparatus of claim 26, wherein the session control command comprises at least one of: a command for starting the remote desktop session, a command for stopping the remote desktop session, a credential, a setting, a preference, and a command for passing at least one of a credential, a setting, and a preference.

28. The apparatus of claim 20, further comprising:

means for extracting coordinates from the graphics drawing command; and

means for updating at least a portion of an off-screen bitmap based on the graphics drawing command, wherein the at least a portion of the off-screen bitmap is associated with the coordinates, wherein the off-screen bitmap represents an entire image of the remote desktop.

29. The apparatus of claim 20, wherein the apparatus comprises the transcoding server.

30. The apparatus of claim 20, wherein the apparatus comprises a processing system and a memory.
FIG. 2A
FIG. 8
providing a web browser having 2D rendering capability (902)

providing a web server having an application container, a remote desktop client wrapper, and a drawing commands queue (904)

receiving input commands from the web browser for controlling a remote machine (906)

in response, translating the input commands from the protocol of the web server to the protocol of the remote machine (908)

sending the input commands to the remote machine (910)

FIG. 9A
receiving drawing commands and coordinates from remote machine (912)

in response, translating the drawing commands and coordinates from the protocol of the remote machine to the Java graphics commands (914)

in response, generating an image of the remote desktop of the remote machine in the web server (916)

unionizing the image and the coordinates (918)

responding to a drawing request (920)

sending the image and the coordinates to the web browser for display (922)

FIG. 9B
receiving, at the transcoding server, a remote desktop drawing command based on an image of the remote desktop of the remote machine, wherein the remote desktop drawing command is compatible with a remote desktop display protocol utilized by the remote machine (1002-A)

translating, at the transcoding server, the remote desktop drawing command into a web browser drawing update that is compatible with the web browser (1004-A)

facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device utilizing HTTP during a remote desktop session between the client device and the remote machine (1006-A)

wherein the remote desktop display protocol is a push protocol (1008-A)

wherein HTTP is a pull protocol (1010-A)

FIG. 10A
code for receiving, at the transcoding server, a remote desktop drawing command based on an image of the remote desktop of the remote machine, wherein the remote desktop drawing command is compatible with a remote desktop display protocol utilized by the remote machine
(1002-B)

code for translating, at the transcoding server, the remote desktop drawing command into a web browser drawing update that is compatible with the web browser
(1004-B)

code for facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device using HTTP during a remote desktop session between the client device and the remote machine
(1006-B)

wherein the remote desktop display protocol is a push protocol
(1008-B)

wherein HTTP is a pull protocol
(1010-B)

FIG. 10B
module for receiving a remote desktop drawing command based on an image of the remote desktop of the remote machine, wherein the remote desktop drawing command is compatible with a remote desktop display protocol utilized by the remote machine

(module for translating the remote desktop drawing command into a web browser drawing update that is compatible with the web browser)

(module for facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device utilizing HTTP during a remote desktop session between the client device and the remote machine

wherein the remote desktop display protocol is a push protocol

wherein HTTP is a pull protocol

FIG. 10C
receiving, at the transcoding server, a user input request from the web browser at the client device for access and control of the remote machine, wherein the web browser supports a 2D canvas and dynamic drawing (1102-A)

translating, at the transcoding server, the user input request into an input command compatible with a remote desktop display protocol to be utilized by the transcoding server for facilitating communication with the remote machine (1104-A)

receiving, at the transcoding server, a remote desktop drawing command from the remote machine in response to the input command (1106-A)

translating, at the transcoding server, the remote desktop drawing command into a drawing update compatible with the hypertext markup language (1108-A)

facilitating providing the drawing update from the transcoding server to the web browser (1110-A)

FIG. 11A
code for receiving, at the transcoding server, a user input request from the web browser at the client device for access and control of the remote machine, wherein the web browser supports a 2D canvas and dynamic drawing (1102-B)

code for translating, at the transcoding server, the user input request into an input command compatible with a remote desktop display protocol to be utilized by the transcoding server for facilitating communication with the remote machine (1104-B)

code for receiving, at the transcoding server, a remote desktop drawing command from the remote machine in response to the input command (1106-B)

code for translating, at the transcoding server, the remote desktop drawing command into a drawing update compatible with the hypertext markup language (1108-B)

code for facilitating providing the drawing update from the transcoding server to the web browser (1110-B)

FIG. 11B
module for receiving a user input request from the web browser at the
client device for access and control of the remote machine, wherein the
web browser supports a 2D canvas and dynamic drawing
(1102-C)

module for translating the user input request into an input command
compatible with a remote desktop display protocol to be utilized by the
transcoding server for facilitating communication with the remote
machine.
(1104-C)

module for receiving a remote desktop drawing command from the
remote machine in response to the input command
(1106-C)

module for translating the remote desktop drawing command into a
drawing update compatible with the hypertext markup language
(1108-C)

module for facilitating providing the drawing update from the
transcoding server to the web browser
(1110-C)

FIG. 11C
receiving, at the transcoding server, drawing requests from the web browser at the client device

(1202-A)

receiving, at the transcoding server, a remote desktop drawing command from the remote machine using a remote desktop display protocol, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine

(1204-A)

translating, at the transcoding server, the remote desktop drawing command into a display image and drawing coordinates for the display image

(1206-A)

placing, at the transcoding server, the drawing coordinates into an HTTP response header

(1208-A)

in response to at least one of the drawing requests, facilitating providing the display image and the drawing coordinates together to the web browser in a single HTTP response, for drawing the display image of the remote desktop at the web browser, wherein the single HTTP response comprises the HTTP response header

(1210-A)

FIG. 12A
code for receiving, at the transcoding server, drawing requests from the web browser at the client device (1202-B)

code for receiving, at the transcoding server, a remote desktop drawing command from the remote machine using a remote desktop display protocol, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine (1204-B)

code for translating, at the transcoding server, the remote desktop drawing command into a display image and drawing coordinates for the display image (1206-B)

code for placing, at the transcoding server, the drawing coordinates into an HTTP response header (1208-B)

code for in response to at least one of the drawing requests, facilitating providing the display image and the drawing coordinates together to the web browser in a single HTTP response, for drawing the display image of the remote desktop at the web browser, wherein the single HTTP response comprises the HTTP response header (1210-B)

FIG. 12B
module for receiving drawing requests from the web browser at the client device (1202-C)

module for receiving a remote desktop drawing command from the remote machine using a remote desktop display protocol, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine (1204-C)

module for translating the remote desktop drawing command into a display image and drawing coordinates for the display image (1206-C)

module for placing the drawing coordinates into an HTTP response header (1208-C)

module for, in response to at least one of the drawing requests, facilitating providing the display image and the drawing coordinates together to the web browser in a single HTTP response, for drawing the display image of the remote desktop at the web browser, wherein the single HTTP response comprises the HTTP response header (1210-C)

FIG. 12C
receiving, at the transcoding server, a plurality of drawing requests from the web browser at the client device, using HTTP, wherein HTTP is a pull protocol (1302-A)

handling, at the transcoding server, the plurality of drawing requests as long polling requests (1304-A)

receiving, at the transcoding server, a remote desktop drawing command from the remote machine (1306-A)

translating, at the transcoding server, the remote desktop drawing command into a web browser drawing update, wherein the remote desktop drawing command is compatible with a push protocol, wherein the web browser drawing update is compatible with HTTP, wherein HTTP is a pull protocol (1308-A)

facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device, utilizing HTTP, as a response to at least one of the plurality of drawing requests from the web browser (1310-A)

FIG. 13A
code for receiving, at the transcoding server, a plurality of drawing requests from the web browser at the client device, using HTTP, wherein HTTP is a pull protocol
(1302-B)

code for handling, at the transcoding server, the plurality of drawing requests as long polling requests
(1304-B)

code for receiving, at the transcoding server, a remote desktop drawing command from the remote machine
(1306-B)

code for translating, at the transcoding server, the remote desktop drawing command into a web browser drawing update, wherein the remote desktop drawing command is compatible with a push protocol, wherein the web browser drawing update is compatible with HTTP, wherein HTTP is a pull protocol
(1308-B)

code for facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device, utilizing HTTP, as a response to at least one of the plurality of drawing requests from the web browser
(1310-B)

FIG. 13B
module for receiving a plurality of drawing requests from the web browser at the client device, using HTTP, wherein HTTP is a pull protocol (1302-C)

module for handling the plurality of drawing requests as long polling requests (1304-C)

module for receiving a remote desktop drawing command from the remote machine (1306-C)

module for translating the remote desktop drawing command into a web browser drawing update, wherein the remote desktop drawing command is compatible with a push protocol, wherein the web browser drawing update is compatible with HTTP, wherein HTTP is a pull protocol (1308-C)

module for facilitating providing the web browser drawing update from the transcoding server to the web browser of the client device, utilizing HTTP, as a response to at least one of the plurality of drawing requests from the web browser (1310-C)

FIG. 13C
receiving, at the adapter, an input request from the web browser utilizing a request-response protocol, wherein the request-response protocol is a pull protocol (1402-A)

translating, at the adapter, the input request into an input command compatible with a remote desktop display protocol to be utilized by a remote desktop client at the transcoding server for facilitating communication with the remote desktop server at the remote machine, wherein the remote desktop display protocol is a push protocol (1404-A)

providing the input command to a remote desktop client at the transcoding server, to facilitate providing the input command to the remote desktop server utilizing the remote desktop display protocol (1406-A)

receiving, at the adapter, a remote desktop drawing command from the remote desktop server in response to the input command, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine (1408-A)

translating, at the adapter, the remote desktop drawing command into a graphics drawing command compatible with the transcoding server to allow the transcoding server to facilitate providing a web browser drawing update to the web browser, wherein the web browser drawing update is compatible with the web browser (1410-A)

FIG. 14A
code for receiving, at the adapter, an input request from the web browser utilizing a request-response protocol, wherein the request-response protocol is a pull protocol (1402-B)

code for translating, at the adapter, the input request into an input command compatible with a remote desktop display protocol to be utilized by a remote desktop client at the transcoding server for facilitating communication with the remote desktop server at the remote machine, wherein the remote desktop display protocol is a push protocol (1404-B)

code for providing the input command to a remote desktop client at the transcoding server, to facilitate providing the input command to the remote desktop server utilizing the remote desktop display protocol (1406-B)

code for receiving, at the adapter, a remote desktop drawing command from the remote desktop server in response to the input command, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine (1408-B)

code for translating, at the adapter, the remote desktop drawing command into a graphics drawing command compatible with the transcoding server to allow the transcoding server to facilitate providing a web browser drawing update to the web browser, wherein the web browser drawing update is compatible with the web browser (1410-B)

FIG. 14B
module for receiving an input request from the web browser utilizing a request-response protocol, wherein the request-response protocol is a pull protocol (1402-C)

module for translating the input request into an input command compatible with a remote desktop display protocol to be utilized by a remote desktop client at the transcoding server for facilitating communication with the remote desktop server at the remote machine, wherein the remote desktop display protocol is a push protocol (1404-C)

module for providing the input command to a remote desktop client at the transcoding server, to facilitate providing the input command to the remote desktop server utilizing the remote desktop display protocol (1406-C)

module for receiving a remote desktop drawing command from the remote desktop server in response to the input command, wherein the remote desktop drawing command is based on an image of a remote desktop of the remote machine (1408-C)

module for translating the remote desktop drawing command into a graphics drawing command compatible with the transcoding server to allow the transcoding server to facilitate providing a web browser drawing update to the web browser, wherein the web browser drawing update is compatible with the web browser (1410-C)

FIG. 14C
code for the HTTP handler
(1502-A)

code for the remote desktop client adapter
(1504-A)

FIG. 15A
receiving, at the transcoding server, a connection request from the web browser utilizing HTTP
(1502-B)

translating, at the transcoding server, the connection request into a session control command compatible with a remote desktop display protocol
(1504-B)

providing the session control command to a remote desktop client of the transcoding server for providing the session control command to a remote desktop server of the remote machine and for establishing, controlling or terminating a remote desktop session with the remote desktop server
(1506-B)

receiving, at the transcoding server, a user input request from the web browser utilizing HTTP
(1508-B)

translating, at the transcoding server, the user input request into a remote desktop input command compatible with the remote desktop display protocol
(1510-B)

providing the remote desktop input command to the remote desktop client for providing the remote desktop input command to the remote desktop server
(1512-B)

FIG. 15B
1500-C

receiving, at the transcoding server, a remote desktop drawing command from the remote desktop server via the remote desktop client in response to the remote desktop input command, wherein the remote desktop drawing command is compatible with the remote desktop display protocol, and wherein the remote desktop drawing command represents a portion of an entire image of the remote desktop (1502-C)

translating, at the transcoding server, the remote desktop drawing command into a graphics drawing command compatible with the transcoding server (1504-C)

updating, at the transcoding server, a portion of an image and coordinates based on the graphics drawing command (1506C)

generating, at the transcoding server, an image file based on the updated portion of the image (1508-C)

obtaining drawing coordinates based on the coordinates (1510-C)

facilitating providing a web browser drawing update to the web browser in response to a drawing request from the web browser, wherein the web browser drawing update comprises the image file and the drawing coordinates, and wherein the web browser drawing update is compatible with the web browser (1512-C)

FIG. 15C
module for receiving a connection request from the web browser utilizing HTTP (1502-D)

module for translating the connection request into a session control command compatible with a remote desktop display protocol (1504-D)

module for providing the session control command to a remote desktop client of the transcoding server for providing the session control command to a remote desktop server of the remote machine and for establishing, controlling or terminating a remote desktop session with the remote desktop server (1506-D)

module for receiving a user input request from the web browser utilizing HTTP (1508-D)

module for translating the user input request into a remote desktop input command compatible with the remote desktop display protocol (1510-D)

module for providing the remote desktop input command to the remote desktop client for providing the remote desktop input command to the remote desktop server (1512-D)

FIG. 15D
module for receiving a remote desktop drawing command from the remote desktop server via the remote desktop client in response to the remote desktop input command, wherein the remote desktop drawing command is compatible with the remote desktop display protocol, and wherein the remote desktop drawing command represents a portion of an entire image of the remote desktop (1502-E)

module for translating the remote desktop drawing command into a graphics drawing command compatible with the transcoding server (1504-E)

module for updating a portion of an image and coordinates based on the graphics drawing command (1506-E)

module for generating an image file based on the updated portion of the image (1508-E)

module for obtaining drawing coordinates based on the coordinates (1510-E)

module for facilitating providing a web browser drawing update to the web browser in response to a drawing request from the web browser, wherein the web browser drawing update comprises the image file and the drawing coordinates, and wherein the web browser drawing update is compatible with the web browser (1512-E)

FIG. 15E
# INTERNATIONAL SEARCH REPORT

**International application No.**

PCT/US 11/64278

**According to International Patent Classification (IPC) or to both national classification and IPC**

### A. CLASSIFICATION OF SUBJECT MATTER

IPC(8) - G06F 15/16 (2011.02.01)  
USPC - 709/230

**Fields searched**

Minimum documentation searched (classification system followed by classification symbols)

USPC: 709/230

**Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched 709/230**

**Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)**

PubWest (PGPB, USPT, EPAB, JPAB), Google, Search terms used: session, client, plug-in, commands, web, remote, virtual, desktop, access, computer, browser, translat, adapter, image, draw, input, command, display, screen present, transcod, drawing, server, java, HTTP, HTML, bitmap, adjust, alter, updat, queue

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2007/0282951 A1 (Selmis et al.) 06 December 2007, Fig. 2, para [0007], [0057]-[0061], [0073], [0081], [0085], [0089], [0172], [0525]-[0527], [0766], [0951], [1630], [1066]</td>
<td>1-8, 10-17, 19-27, 29-30</td>
</tr>
<tr>
<td>Y</td>
<td>US 2009/0195537 A1 (Giu et al.) 06 August 2009, para [0024]</td>
<td>9, 18, 28</td>
</tr>
<tr>
<td>A</td>
<td>US 6,854,122 B1 (Sheriff et al.) 08 February 2005 (08.02.2005), entire document</td>
<td>1-30</td>
</tr>
</tbody>
</table>

**Further documents are listed in the continuation of Box C.**

* Special categories of cited documents:
  * "A" document defining the general state of the art which is not considered to be of particular relevance
  * "E" earlier application or patent but published on or after the international filing date
  * "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  * "O" document referring to an oral disclosure, use, exhibition or other means
  * "P" document published prior to the international filing date but later than the priority date claimed

* "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  * "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  * "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  * "Z" document member of the same patent family

**Date of the actual completion of the international search**

28 March 2012 (28.03.2012)

**Date of mailing of the international search report**

1 2 APR 2012

**Name and mailing address of the ISA/US**

Mail Stop PCT, Attn: ISA/US, Commissioner for Patents  
P.O. Box 1450, Alexandria, Virginia 22313-1450  
Facsimile No. 971-272-3201

Authorized officer: Lee W. Young

PCT Helpdesk: 571-272-4300  
PCT O/E: 571-272-7774

Form PCT/ISA/2 10 (second sheet) (July 2009)