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To all, whom it may concern. 
Be it known that we, ALEXANDER HASSEL 

BAUER, a subject of the Emperor of Austria 
Hungary, and LOUIS HASSELBAUER, a citizen 
of the United States, both residing in New 
York, in the county and State of New York, 
have invented a new and Improved Bit-Sup 
port, of which the following is a full, clear, 
and exact description. 
The invention relates to bridles and hal 

ters; and its object is to provide a new and 
improved bit-support which is simple and du 
rable in construction and arranged for con 
Venient adjustment to properly fit the ani 
mal's head without the use of buckles or simi 
lar fastening devices. 
The invention consists of certain parts and 

details and combinations of the same, as will 
be fully described hereinafter, and then point 
ed out in the claims. 

Reference is to be had to the accompanying 
drawings, forming a part of this specification, 
in Which similar letters of reference indicate 
corresponding parts in all the figures. 

Figure 1 is a perspective view of the im 
provement as applied. Fig. 2 is an enlarged 
perspective view of the improvement. Fig. 
3 is a sectional plan view of part of the im 
provement, and Fig. 4 is an enlarged plan 
view of the top of the crossing straps. 
The improved bit-support is provided with 

a single strap A, doubled up to form two 
Straps B B and BB on each side of the ani 
mal's head, the said straps being united at 
their upper ends by a ring C, as is plainly 
shown in Figs. 2 and 4, in such a manner that 
the side straps BB°pass under theside straps 
B' B, while the latter also pass under the 
ring and the other straps B B° over the said 
ring, as is plainly indicated in the said Fig. 
4. The side straps B B form on their lower 
ends a loop D, and a similar loop D' is 
formed on the lower end of the other side 
straps B'B', the said loops engaging the rings 
or eyes E E of the bit F, of the usual con 
struction. The two side straps B’ B° pass 
through a ring G, so as to bring the said straps 
close together at the under side of the ani 
mal's head, below the jaws, as is plainly shown 
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in Figs. 1 and 2. The side straps B B are 
connected with the side straps B’B° near the 
loops D. D' by means of a nose-strap H, ex 
tending over the animal's nostrils, as is 
plainly shown in Fig. 1. The strap H is pro 
vided with two eyes II', of which the eye I 
is rigidly connected with the strap B', while 
the other strap B passes through it, So that 
the length of the loop D can be regulated by 
moving the said strap B forward or back 
ward through the said eye. The other eye I' 
is rigidly connected with the strap B', and 
through the eye passes loosely the strap B, 
so as to adjust the length of the loop D" in a 
similar manner to that of the loop D. It will 
be seen that this bit-support can be readily 
passed over the animal's head, as shown in 
Fig. 1, to hold the bit F in the mouth of the 
animal, it being understood that the operator 
can quickly adjust the side straps B B and 
B° B8 so as to correctly fit the animal's head, 
as the side straps can be drawn through the 
ring C, so as to lengthen one strap B to 
shorten its continuation (the strap B) and 
likewise to lengthen the strap B to shorten 
its continuation B', a corresponding shifting 
of the ring G being necessary, so as to prop 
erly fit the animal’s head. In a like manner 
the position of the nose-strap H can be regul 
lated so as to fit the animal at the proper place. 
Having thus fully described our invention, 

we claim as new and desire to secure by Letters 
Patent 

1. A bit-support comprising a single end 
less strap doubled upon itself and formed 
into the two cheek-sections B B and the 
throat-latch section B'B', loops D D being 
formed at the juncture of the lower ends of 
the respective sections B B' and B'B', a slide 
or ring connecting the two throat-latch sec 
tions above the bit-loops D, and a slide or 
ring connecting the upper crossed ends of the 
cheek and throat-latch sections and a nose 
strap, substantially as set forth. 

2. A bit-support comprising a single end 
less strap. doubled upon itself and formed 
into the two cheek - sections B B and the 
throat-latch sections B' B°, loops D D' being 
formed where the lower ends of the cheek 
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sections B B° merge into the throat-latch sec- crossed upper ends of the fou sections BB' 
tions B B°, the nose-strap H, having loops I B'B', substantially as set forth. 
secured to the sections B B and through ALEXANDER HASSELBAUER. 
which the sections B'B' freely pass at the LOUIS HASSELBAUER. 

5 bit-loops D, the ring or slide G, through which Witnesses: 
the throat-latch sectionsB'B'freely pass, and THEO. G. HOSTER, 
the ring or slide C, through which pass the C. SEDGWICK. 

  


