FIG. 2

(57) Abstract: An aspect of the present disclosure relates to a system, which may include a faceplate and an electrical receptacle or switch. The faceplate may include a panel having a first surface, a second surface, and an opening defined in the panel providing communication between the first and second surfaces. The faceplate may also include an interrupter extending from the first surface of the panel having at least two interrupter contacts thereon and a first electrical circuit operatively coupled to the interrupter contacts. The electrical receptacle or switch may include a housing and a second electrical circuit, wherein the second electrical circuit is in communication with the first electrical circuit when the faceplate is mounted on the electrical receptacle or switch and the interrupter is configured to interrupt the second electrical circuit.
TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, Published: ML, MR, NE, SN, TD, TG). — with international search report (Art. 21(3))
PROVIDING ADDITIONAL ELECTRICAL FUNCTIONALITY TO A NODE

Cross-Reference to Related Applications

The present disclosure claims the benefit of the filing date of U.S. Provisional Application No. 61/082,996 filed on July 23, 2008, the teachings of which are incorporated herein by reference.

Field of Invention

The present disclosure relates to a device and system for providing additional switching functionality to a node, such as a receptacle, switch or other device in an electrical installation.

Background

It may be desirable to power appliances (possibly in the form of a faceplate) that are not plugged into an outlet or located where a switch or other device is installed. It may also be desirable to insert additional or varied functionality within a node (wherein a node may include a receptacle, switch or any other device in an electrical installation) circuit. To facilitate either of these scenarios it may be advantageous to have additional contacts, in addition to the standard screw lugs for wiring, on a node that may allow devices to either draw power or insert themselves into the node circuit in order to alter the circuit or provide additional functionality. This may then allow modification of the electrical installation without re-wiring.

There are a number of products on the market that may allow users to switch an outlet or switch on (or off) remotely. These products may burden the switch or outlet with the means to perform this switching operation. In an installation where an entire electrical system may be installed or replaced, it may not be known which outlets or switches might need or desirably include remote switching functionality. One might then make every installed outlet and switch capable of remote switching functionality. Providing such functionality as an integral part of the outlets and/or switches may add undue cost and complexity, especially if many of these outlets and/or switches do not actually need remote switching functionality.
Summary

An aspect of the present disclosure relates to a system, which may include a faceplate and an electrical receptacle or switch. The faceplate may include a panel having a first surface, a second surface, and an opening defined in the panel providing communication between the first and second surfaces. The faceplate may also include an interrupter extending from the first surface of the panel having at least two interrupter contacts thereon and a first electrical circuit operatively coupled to the interrupter contacts. The electrical receptacle or switch may include a housing and a second electrical circuit, wherein the second electrical circuit is in communication with the first electrical circuit when the faceplate is mounted on the electrical receptacle or switch and the interrupter is configured to interrupt the second electrical circuit.

A further aspect of the present disclosure relates to a faceplate. The faceplate may include a panel having a first surface, a second surface and an opening. The faceplate may also include an interrupter extending from a first surface of said panel having at least two interrupter contacts thereon. In addition, an electrical circuit may be mounted on the face plate, wherein the circuit is coupled to the interrupter contacts.

Another aspect of the present disclosure relates to an electrical receptacle or switch. The electrical receptacle or switch may include a housing and an opening defined by the housing. The receptacle or switch may also include an electrical circuit including a hot contact and hot spade contact in separable electrical communication with said hot contact. The opening may be configured to receive an interrupter and position the interrupter between the hot contact and the hot spade contact.

Brief Description of the Drawings

The above-mentioned and other features of this disclosure, and the manner of attaining them, may become more apparent and better understood by reference to the following description of embodiments described herein taken in conjunction with the accompanying drawings, wherein:

FIG. 1 illustrates an example of a node in the form of a receptacle including a faceplate;

FIG. 2 illustrates an example of a faceplate including an interrupter;

FIG. 3a illustrates an example of a receptacle;
FIG. 3b illustrates an example of a switch;

FIG. 4 illustrates an example of a receptacle hot contact and hot spade contact;

FIG. 5 illustrates an example of a first circuit in a receptacle and a second circuit provided in a faceplate;

FIG. 6a illustrates an example of a receptacle housing;

FIG. 6b illustrates an example of a switch housing;

FIG. 7a and FIG. 7b illustrate an example of auxiliary contacts provided on a faceplate and on a switch;

FIG. 8 illustrates an example of node electronics in communication with a faceplate through auxiliary contacts;

FIG. 9 illustrates an example of an appliance that may be integrated into a faceplate;

FIG. 10 illustrates an example of a receptacle with a plurality of auxiliary contacts;

FIG. 11 illustrates an example of node electronics in communication with a faceplate through auxiliary contacts;

FIG. 12 illustrates an example of a system configured to provide mapping;

FIG. 13 illustrates an example of node electronics that may be included in a node, such as a receptacle or switch;

FIG. 14 illustrates an example of node electronics provided in a receptacle;

FIG. 15 illustrates an example of node electronics provided in a switch;

FIG. 16 illustrates an example of node electronics provided in a three-way switch;

FIG. 17 illustrates an example of "pig tale" versus through wiring;

FIG. 18 illustrates an example of node electronics provided in a breaker;

FIG. 19 illustrates an example of a method of synchronizing;

FIG. 20 illustrates an example of a method for associating nodes with a particular circuit;

FIG. 21 illustrates an example of a method for mapping nodes within a circuit;

FIG. 22a illustrates an example of a display interface for interacting with the system including a map of nodes in a circuit;
FIG. 22b illustrates an example of a display interface for interacting with the system displaying information regarding a particular node in a circuit;

FIG. 23a illustrates an example of a display interface providing information regarding power usage throughout a building;

FIG 23b illustrates an example of a display interface providing information regarding the cost of power usage throughout a building;

FIG. 24a illustrates an example of a display interface providing information regarding the usage of power in a single room and the relative location of nodes throughout the room; and

FIG. 24b illustrates an example of a display interface providing information regarding the usage of power for a single node.

Description

The present disclosure relates to an electrical device or system that may provide functionality to electrical networks. One area of functionality may be included in a faceplate or front cover trim plate that may be applied to receptacles, switches and/or other node devices. The system may allow for electrical communication between the faceplate and a node device such as an outlet, switch, etc. via contacts on the node device allowing for remote control of the faceplate through wired or wireless means of communication. These contacts on the node may also allow signals to be sent to the faceplate which may be used to control functions/ functionality in the faceplate. In one example, the node (i.e., outlet, switch, etc.) may include a processor, sensor and/or a lower voltage power supply, which may be configured to supply and detect and electrical signal. In addition, the node may be provided in systems configured to locate and map the nodes relative to each other. Such node and/or systems may include those described in International Applications PCT/US07/82909 and PCT/US07/82912 both filed on October 29, 2007, the disclosures of which are incorporated herein by reference.

FIG. 1 illustrates an example of a node in the form of a duplex outlet. As seen, the outlet 100 may include two sockets 102 and 104 and a faceplate 106 mounted over the sockets defining openings 110, 112 for access to the sockets, or in the case of a light switch, access to the switch toggle. In some examples, a faceplate may insert itself within the wiring
circuit between the wiring lug or other wiring fixation device and, in the case of an outlet, the hot contacts, which may change or re-route the electrical path of the circuit used to power the node. The new electrical path may travel, for example, into a circuit in the faceplate, where remote switching capability may be added via a relay or other switching device, and back into the outlet or switch to which the faceplate is attached. This may then allow remote switching functionality to be added to any outlet or switch that may already be installed by simply using an appropriately configured faceplate. For example, such remote switching faceplate may include an electromagnetic communication device that may operate via wireless communication, including optical, such as IR, or radio frequency. In addition, remote switching capability of the faceplate may include electrical communication with a remote device in electrical communication with the node.

An example of a device or system may include a faceplate and an electrical receptacle, illustrated in FIG. 2. The faceplate 200 may include a first surface 202, a second surface 204 and an opening 206 providing communication between the first and second surface. The faceplate may also include an interrupter 208, extending from one of the surfaces which may, in some examples, be made of an electrically insulating material. The interrupter may include at least two electrical interrupter contacts 210. As illustrated, an electrical contact is positioned on either side of the interrupter; however, it may be appreciated that the contacts may all be positioned on one side of the interrupter or in other arrangements. Accordingly, an interrupter may be understood as any structure configured to interrupt a circuit. Interrupting a circuit may be understood as opening a circuit or providing a discontinuity in the circuit. While, in the present illustration, the interrupter is illustrated in the form of a plate, the interrupter may be in the form of a pin or other geometry, provided the interrupter may interrupt the flow of current in the circuit providing power to the receptacle or switch.

As noted above, the system may also include a receptacle or switch. FIG. 3a illustrates an example of a receptacle 300 without the cover including the spade sockets mounted on the housing 301 of the receptacle. The receptacle 300 may include a first hot contact 302, a neutral contact 304 and optionally, other contacts. A hot contact may be understood as a contact electrically connected either directly or indirectly to the hot side of an electrical circuit. A neutral contact may be understood as a contact electrically connected either directly or indirectly to the neutral side of an electrical circuit. Electrically connected
or in electrical communication may be understood as providing a pathway for current to flow, which may include, in some examples the use of induction.

The receptacle may include a hot wire retention device 306 and a neutral wire retention device 308 providing a connection between the hot and neutral contacts in the receptacle and the hot and neutral sides of an electrical circuit. A wire retention device may be understood as a lug or other clip or crimp that may mechanically hold a hot, neutral or other supply line in place, such as against the hot contact 302, neutral contact 304 or other contact.

The receptacle may also include a second hot contact 312 and a neutral contact 314. In a receptacle, these contacts may be spade contacts. Spade contacts may be understood as contacts, or the portions of a contact that may provide a connection to the prong (or spade) of a plug. The hot spade contact 312 may be a discrete contact (i.e., discrete or insulated from the hot contact itself) that may be physically biased towards the hot contact 302 and may touch the hot contact 302. The neutral spade contact 314 may be discrete from the neutral contact or integrated with the neutral contact 304 as illustrated.

FIG. 3b illustrates an example of a three-way switch 300 without a cover on the housing 301. The switch may include a first set of hot contacts 302 and a second set of hot contacts 304. Each set of hot contacts may include at least two hot contacts that may be electrically separable. The switch may also include a first hot wire retention device 306, a second hot wire retention device 308, and may include additional wire retention devices.

When the faceplate is attached to a node (e.g., an outlet or switch) the interrupter may break or interrupt the electrical circuit between the wire lug and, in the case of an outlet, the spade contacts. In some examples, as illustrated in FIG. 4, the interrupter may be positioned between the hot contact 402 and the second hot spade contact 404 or between a set of hot contacts (as in a switch), which may physically separate the two contacts. When the interrupter is inserted, the contacts on either side of the interrupter may make contact with either side of the circuit (i.e., hot contact and/or hot spade contact) which the insulating interrupter may interrupt. In such a manner, the circuit may be rerouted though an electronic circuit mounted in the faceplate and back into the outlet.

An example of an electrical circuit mounted on or in a faceplate is illustrated in the block diagram of FIG. 5. As noted above, a receptacle may include in a first circuit 501 a hot contact 502 and a second hot contact, such as a hot spade contact 504. When the interrupter
is positioned between the hot contact 502 and the second hot contact 504, the hot contact 502 may physically contact a first interrupter contact 506 and the second hot contact 504 may physically contact the second interrupter contact 508. The interrupter contacts may be in electrical communication with a switching device 510, such as a relay, which may open and/or close the second circuit 501 via the circuit 511 in the faceplate. The faceplate circuit 511 may contain communication components 512 and/or a processor or other circuitry components that may be in either direct or indirect electrical communication with the switching device and/or the base node electronics. Furthermore, as described further below, additional auxiliary contacts 514 may be provided in the faceplate, which may electrically communicate with the node (i.e., outlet, switch, etc.) and any node electronics provided therein. The communication device 512 may include, for example, an electromagnetic receiver or transceiver and may be an optical device (configured to respond to infra-red, ultra-violet or visible light), a radio frequency device (configured to response to frequencies and/or protocols in wi-fi, Bluetooth, or other ranges), or a wireline transceiver. The communication device may receive electronic communication.

This rerouting of the circuit may allow circuitry/switching components to be inserted into the circuit at some indeterminate time after installation. In addition, it may be appreciated that, in some examples, the circuit positioned or mounted in the faceplate may be in series with the circuit of the receptacle or switch. In an example of a switch, the interrupter may be inserted between one of the hot set of contacts.

To provide access for the interrupter into the receptacle or switch, the receptacle or switch may include a housing. FIG. 6a illustrates an example of a receptacle. The housing 600 of the receptacle may include a cover 602 having sockets 603 for receiving plug prongs affixed to the housing. In addition, the housing may have a slot or opening 604 defined in the housing, which may be configured to receive the interrupter when the faceplate is mounted on the electrical receptacle or switch, such that the interrupter may pass through the opening into the housing. Furthermore, the opening may be positioned so as to allow the interrupter to itself be positioned between the contacts (hot contact and hot spade contact) interrupting the circuit in the outlet. Similarly, in the arrangement of a switch, an example of which is illustrated in FIG. 6b, the housing may include a cover 602 including an opening 603 defined therein for a toggle 605, affixed to the housing and a slot or opening 604. The opening may be configured to receive the interrupter when the faceplate is mounted on the electrical
receptacle or switch, such that the interrupter may pass through the opening into the housing and extending between a set of hot contacts provided in the switch.

It may be appreciated that other devices may also be inserted into the circuit in a similar manner. In addition, it may be appreciated that in some examples, it may be possible to have two interrupters extending from the faceplate, one that may engage the hot leg and one that may engage the neutral leg of the receptacle or switch.

In addition, as alluded to above, the receptacle or switch may be remotely operated by electrical communication over the circuit provided in a receptacle or switch. The faceplate may receive communication signals and/or power from a receptacle by an interface between the faceplate and the receptacle. FIG. 7a illustrates an example of a receptacle 702 which may be provided with power from a power distribution center through a circuit breaker in a circuit breaker panel. The outlet 702 may includes a number of auxiliary contacts 704, three as illustrated. The faceplate 706 may also include a number of auxiliary contacts 708 (illustrated in FIG. 7b) on a finger or tab 710, which may engage the auxiliary contacts 704 on the outlet 702. The auxiliary contacts may provide power and/or communication to the faceplate 706.

It may be appreciated that where communication is contemplated without the need for a power supply, one auxiliary contact may be provided on the tab and the receptacle. However, where power and/or communication may be contemplated, two or more auxiliary contacts may be provided on the faceplate and/or receptacle or switch. Accordingly, the receptacle or switch may be controlled or monitored in a number of locations, such as at an interface on the receptacle or switch itself (such as the switch toggle), or as described above, by remote wireless or powerline communications.

Power may be provided to a faceplate through the auxiliary contacts in the outlet, switch or other receptacle through node electronics discussed further below. Each node may be capable of providing a certain amount of low voltage power, including \( \leq 30 \) volts and all values or increments between 0 and 30 volts, and a certain amount of communication bandwidth. Bandwidth may be understood as the amount of data that may be passed through a communications channel in a given period of time. If the faceplate can operate within the limits of the node power level and communication bandwidth, it may use the node for both power and communication. FIG. 8 illustrates an exemplary schematic of power distribution to a faceplate 802. As noted above, the power may be provided through the node electronics.
804 in an outlet 806. The outlet 806 may receive power from an electrical distribution system 808, such as a circuit panel.

Another aspect of the present disclosure relates to using nodes (e.g. outlets and switches, junction boxes... etc.) and their associated electronics to serve as a means for mounting, powering and/or communicating with "appliances." An appliance may be defined as a device with electronics that has one or more useful functions. These appliances may be embedded or incorporated into a outlet faceplate or switch faceplate, as well as, in some examples, a junction box cover... etc., and the appliance may include a means for drawing power from the nodes and communicating with or through the nodes (i.e., outlets or receptacles). It is important to note that these appliances do not interfere with the normal function of a node - the receptacles of an outlet remain open for plugs, switches continue to function and junction boxes continue to transmit power... etc. These appliances may not follow the form factor of existing faceplates (having a rather flat and rectangular shape), and may be modified in one or more dimensions to accommodate specific types of functionality.

In addition to remote switching embedded in the faceplate, these appliances may include such functionality as emergency lighting, night lights, environmental monitors, air quality monitors, alarms, sensors, intercoms, sound monitors, security devices, including cameras, battery backup, displays and information portals, among many others.

FIG. 9 illustrates an example of an appliance 902 integrated into a faceplate 904. In this example, the appliance is a thermostat controller. The appliance provides an interface 906, which in this case informs a user of the day, time of day, temperature, whether the heat is on, etc. In addition, functional controls 908 are provided for use of the appliance, including toggle keys and selection buttons. The faceplate may also define an opening 910 for receiving a switch 912 or other receptacle.

Once again, an appliance may receive power from a node by an interface between the faceplate and the node, as described above. In examples where a faceplate or appliance needs either more power or greater communication bandwidth, the nodes may be configured to enable an appliance to draw power from and communicate over the power network without the limitations imposed by the node. In other words, while the faceplate may still provide an interface between the appliance and the node, e.g. the outlet, the power is not provided through the power supply of the node electronics. These auxiliary contacts may also provide the voltage and power generally available on the node network (e.g. 110 volts) and/or an independent communication pathway. This may particularly be true in the case where the...
circuit in the faceplate is open preventing power from flowing through the receptacle or switch circuit. The node electronics may still transmit power to these contacts and/or have the ability to interact with the power provided from such contacts, for instance limiting current, switching power on or off, monitoring power, etc.

FIG. 10 illustrates such a node 1002 including more than the above referenced 3 contact points, e.g. 5 contact points 1004 that allow for an additional two contacts to supply power of greater than 30 volts and bandwidth greater than that which may be available in the node electronics. Depending on a particular appliance's need, it may have its own power supply and/or communication system and use the node primarily as an interface. FIG. 11 illustrates an exemplary schematic diagram wherein power is provided to an appliance 1102 through a node, e.g. an outlet, 1106, bypassing the power supply of the node electronics 1104. It is also envisioned that in any of the previous scenarios, that the communication and power could be achieved through means other than physical contacts, for instance, through inductive coupling. It is also envisioned that a power and communication connection could be established with a node through appliance contacts that are configured to make an electrical connection with standard outlet or switch screw type lugs or flying leads from the appliance to the screw type lugs. In this fashion, appliances can achieve power and communication with existing switch and outlet designs that may or may not have the electronics capabilities and electrical contacts described herein.

As alluded to above, an exemplary system in which the above devices may be incorporated may include a system for mapping a wired network containing nodes which may be configured to identify themselves to a central processor or identify themselves with respect to one other due to their own distributed processing capability. The connection of the nodes may then be determined with respect to other nodes from which an electrical wiring diagram may be generated. For example, a central processor (e.g. a computer), which may coordinate and collect node communications and information, may be connected or integrated into a breaker panel or any location within any given building, or even positioned at a remote location. A visual display may then be provided to analyze/review the electrical system, including the electrical wiring diagram, usage for given circuits or rooms, and/or usage for specific nodes. Furthermore, any aspect of this information regarding the electrical system may be forwarded to a remote location and accessed, e.g., over the Internet or any desired information network.
An overview of an example of the system architecture contemplated herein is illustrated in FIG. 12. The system may include a central processor 1202, and/or distributed processing capabilities, an electrical distribution system or power supply (e.g. as a breaker box 1204) and a series of nodes A-Q located along three circuits 1206, 1208 and 1210 connected to breaker nodes #2, #4 and #9 and other breaker nodes #1, #3, #5, #6 and #7. The nodes may include electronics configured to monitor power usage and other conditions in the nodes and signals sent between the nodes and/or the central processor 1202. The processor, or portions of its functions, may be remotely located and communicated via wireless techniques, phone, internet, power line or cable. The processor may also interface with the network at any of the node locations.

A processor as referred to herein may be any device or devices which may be configured to carry out one or more of the following: coordinate communication, control directional events at the nodes, run algorithms to determine topology and analyze power, as well as provide external communication to other devices through means such as phone, ethernet, internet, cable, wireless, etc. The processor may communicate over the electrical distribution system, be integrated into the system or located remotely. In one example, a processor 1202a may be positioned in a circuit breaker position within a breaker box (1204) and may communicate to multiple phases simultaneously. In another embodiment, the functions of the processor are handled on a distributed basis by computational power and memory available at each node.

In addition, reference to distributed processing herein may be understood as a technique of processing in which different parts of a program may be run on two or more processors that are in communication with one another over a network (as noted below, e.g., between two or more nodes). Accordingly, each node may be aware of at least one other node to communicate with, such that the plurality of nodes may be linked. Coordinating may be done on a cooperative basis, for example for synchronization (as explained more fully below) any node could establish a relative synchronization with any other, one pair at a time, until all of the nodes are synchronized. A similar process may occur for mapping (discussed more fully below). In addition, when data is required to be read for the system the request for information could be sent among the nodes until one or many nodes may respond.

As noted above, "nodes" may be understood herein as switches, outlets, breakers, connectors, junction boxes, lighting loads and many other hard wired devices or locations where connections may be made, and may include electronics at these locations for
communicating with the system and monitoring conditions. The term "node" may also be applied to devices which are plugged into a circuit if they are so enabled with a means for communicating with the system. The node may be associated with other nodes in a circuit or with a given location in a building. Furthermore, the node may provide additional functionality, such as providing power to an outlet under specific conditions, e.g. all prongs being inserted simultaneously into an outlet.

Referring back to FIG. 12, each of the three circuits 1206, 1208, 1210 depicted may contain a variety of switches and outlets which may provide routing of power throughout a building. For example, breaker #2 provides power to outlets A, B, C, E, H, G and I, and also to switches D and F. It may be understood that electrical devices and loads within a building are electrically wired in one or more circuits. A circuit may be understood as a path for the flow of current, which may be closed. Circuits may also be wired in "parallel." When wired in "parallel," disconnecting one device will not prevent the others from working. However, it may be appreciated that some devices may be wired in "series," wherein the devices may be dependent on other devices to provide power through an electrical connection in the device itself. In other words, disconnecting an upstream device will disable downstream devices. For example, on breaker #2, power to outlets E, G, I, H and switch F in Room 4 may be dependent on outlets A, B and C, i.e. if any of these are disconnected, outlets E, G, I, H and switch F in Room 4 may not have power since each of outlets A, B and C use an electrical bus in their housings to provide power to the next outlet. However, outlets G and I are not dependent on one another and both may maintain power if the other is disconnected.

Furthermore, it may be appreciated that the nodes may be connected to a common bus, or pathway, i.e., the circuit. As understood herein, a common bus may be understood as providing electrical continuity between at least one connection on each of the nodes. Furthermore, it may be appreciated that one or more additional common busses may be provided for the nodes.

Upon direction from processor 1202, which may be prompted by a user action into the interface 1212, each of the nodes included in the outlets, switches, etc., may be configured to create and detect a node electrical signal. The signal may be a directional and detectable electrical signal that may be utilized to map the nodes. That is, a node's location in a virtual electrical wiring diagram may be determined by creating a detectable signal at the node, which can be relayed to identify its position to a user in such a diagram. The directional electrical event may be understood as an electrical signal that may be detected differently by
upstream nodes as compared to downstream nodes. Upstream nodes may be wired electrically in the path of flowing current proximal to the primary power source relative to other nodes. Downstream nodes may be wired electrically in the path of flowing current distal to the primary power source relative to other nodes. For example for node E, nodes A, B, C and #2 (breaker) may be considered upstream nodes, and nodes F, G, H and I may be considered downstream nodes.

Depending on the signal method used, node D may or may not be considered an upstream node. For example, if the signal is generated by node E by creating an incremental electrical load, node D does not detect the flow of power. If the signal generated by node E is a voltage signal, node D may see the signal and be considered upstream. The algorithm for creating a map of the network (see below) can take into account what kind of signaling method is utilized. An incremental load may be understood as a current draw, in addition to those otherwise present in the circuit, with a sufficiently high source impedance that may have a relatively minimal effect upon the voltage on the wiring; such a signal may be at a lower frequency. A voltage signal may be understood as a power source with a sufficiently low source impedance that it is detectable as a change in voltage on the wiring; such a signal may be at a relatively higher frequency.

Each node may have a set of other nodes that are upstream and downstream from it. An accumulated table of information about which nodes are upstream and downstream from other nodes may then allow for the creation of an electrical wiring diagram. Some nodes may share the same set of upstream and/ or downstream nodes, because they are electrically equivalent, for example, in FIG. 12, nodes G and I. The processor, such as central computer 1202 may coordinate the sequence of directional events at each node, collect information regarding which nodes detect electrical events of other nodes, and develop a wiring diagram. The processor may also collect information regarding power usage and other data at each node and may compile the data for transmission through wireless or wired means for local viewing and interaction, e.g., interface 1212, another computer 1214 connected to the system, or a mobile computer 1216, which may wirelessly communicate with a router 1218 in either direct or indirect (as illustrated) communication with the system, or transmission to a remote location 1220, such as over the internet. This information may also be retrieved directly through the power network through an appropriate interface 1222.

In an illustrative embodiment, a directional electrical event may be created by a switched known load at each node. By using the power monitoring devices within each node,
and by measuring the power that flows through each node, each upstream node may detect
the load of a downstream node and a wiring diagram may be created. This process may be
done in the presence of other loads, i.e. the switched load may be incremental to existing
loads. A further enhancement includes a node having a remote current sensor (e.g. tethered)
for measuring current that flows through an electrical or junction box but not through the
device itself (described further herein). Using remote current sensors, outlets that would
otherwise be electrical "equivalents" may be physically ordered in the wiring diagram (e.g.,
all nodes are wired using a pig-tail configuration and do not carry power to other nodes using
an internal bus, further discussed below).

The control circuitry or node electronics may be utilized to provide signals to other
nodes or to a central processor, sense power usage by the node, and other functions. FIG. 13
is a block diagram of an exemplary version of the electronics associated with a node. The
unit may include a power supply 1302, a microcontroller 1308, a communications function
1310, a power measurement function 1312, a switchable micro-load 1314 and a coupler 1316,
which enables communication to take place on the power lines.

The power supply may draw power from a power source 1304 though power line
1306 with a return path for the current, neutral line 1307. The power supply may be a low
voltage power supply (e.g. less than 30 volts), and may be configured to transform the power
from AC to DC, and reduce the voltage to a level acceptable for the micro-controller, the
switchable micro-load and communication functions. In addition, the power supply may
include a battery, which may be charged with energy available between line power 1306 and
neutral 1307. A micro-controller is illustrated at 1308 for controlling the actions of the unit
based on logic inputs. The micro-controller may also include arithmetic elements, as well as
volatile and/or non-volatile memory. In addition, the micro-controller may include identifier
information for identifying the node, such as a serial number stored in the controller.

A communications function 1310 may also be provided. The communication function
may be provided on the micro-controller as input and output interfaces. The communication
function may create and receive node electronic signals which may be interpreted by the
various electronics within the node, other nodes or in a central processor with which the node
may communicate. Signals received by the node may be filtered from and to the power line
by a coupler 1316. The coupler 1316 may allow for one or more communication signals to
be sent over the power line 1306 and may utilize existing communication standards.
A power measurement function 1312 which may measure key aspects of power (current, voltage, phase... etc.), may also be integrated into the micro-controller, or communicate therewith. The power measurement function may be facilitated by measuring the magnetic field generated by the current and/or the voltage across the node. While it may be appreciated that power may not be measured directly, power may be determined by measurement of both current and voltage. Sensors for performing these functions, e.g., measuring current, phase or voltage, may include Hall effect sensors, current transformers, Rogowski coils, as well as other devices.

A switchable "micro-load" 1314 may also be included. The switchable "micro-load" may create a directional and detectable electrical event. The micro-load may be activated when directed by the microcontroller, such as during mapping or other system functions. The powered micro-controller may direct the switchable micro-load to trigger, creating a detectable signal for upstream nodes - i.e. those nodes required to transmit power from the source.

In addition to the above, the node electronics may also include a number of other functions. For example, the electronics may include a temperature sensor (or other environmental sensors). Furthermore, the electronics may also provide user-detectable signals, such as audio or optical signals for alerting a user to the physical location of the node.

The node may also include a means for a user to convey information to it, for example a button. When said button is operated by a user it may cause a communication to be sent identifying the node to which this operation occurred. This may provide another means of correlating a node's physical location with respect to an electronic representation of the system wiring.

The node wiring and electronics may be configured based on the node type. For example, FIG. 14 is a diagram of an exemplary outlet node 1400 (which represents a duplex socket) and associated wiring. The outlet may include power provided through a "hot wire" via the "Hot In" wire and to the individual sockets via wire "Hot to Outlet." Power may also pass through the outlet via "Hot Out 1" and "Hot Out 2." In addition, a neutral may be provided to the outlet "Neutral In" as well as through the outlet and out of the outlet, "Neutral Out 1" and "Neutral Out 2," respectively. The electronics 1402 may include a switchable micro-load 1404. Current sensor 1408 may enable measurement of the power
flowing through the node, a feature which may enable mapping, and current sensors 1410 and 1412, may measure power drawn from their respective sockets. In addition, external current sensors, 1406 and 1406a, may be provided, either of which may monitor power passing through the electrical box that does not pass through the node itself. Accordingly, it may be appreciated that the current passing through the node, being drawn from the node and flowing around the node may all be measured. These sensors may allow for a better understanding of the physical location of nodes with respect to one another. In situations where the two sockets of a duplex receptacle are wired separately, a single set of node electronics may be used for both monitoring and mapping each receptacle independently.

FIG. 15 is a diagram of an exemplary 2-way switch node 1500 and its associated wiring, i.e., "Hot In," "Hot Out," "Hot to Switch," "Switched Hot," as well as "Neutral In," "Neutral Out," "Neutral to Switch," etc. As seen, the electronics 1502 may include a switchable micro-load 1503 for the switch 1504. Current sensor 1508 may enable measurement of the power drawn through the switch. The electronics may also include external sensors 1506 and 1506a, which may monitor power which runs through the electrical box, but not the node, allowing for a better understanding of the physical location of nodes with respect to one another. Note that the switch may include a neutral connection, which allows the system electronics to be powered for its various activities. Other schemes for drawing power without the neutral connection are contemplated. For example a current transformer may be used, which may pull power from a single wire when the switch is closed and under load. This power may be used to drive the node electronics and/or recharge a battery to power the node electronics for periods when power is not flowing. In addition, a small amount of power may be drawn from line voltage and returned to ground, in such a fashion and amount that it does not present any danger to people or property (and also so that any GFI in the circuit does not unintentionally trip). This configuration may be used to charge a battery, which in turn may drive the electronics.

In another example, power may be drawn in series with the load, allowing a relatively small current to flow through the node when it is notionally off, in a configuration similar to existing lighted switches. Power drawn by this method might be used to power the node electronics and/or charge a battery to power the node electronics in conditions that do not allow for power to be provided.

FIG. 16 is a diagram of an exemplary 3-way switch, wherein some of the characteristics are consistent to those described with respect to FIG. 15. More specifically,
the electronics 1602 may include a switchable micro-load 1603 for the switch. Current sensor 1608 may measure the power drawn from the switch. The electronics may also include external sensors 1606 and 1606a for monitoring power which runs through the box but not the node, allowing for a better understanding of the physical location of nodes with respect to one another. Once again, the switch may include a neutral connection, which may allow the system electronics to be powered for its various activities. Similar methods for powering a 2-way switch in the absence of a neutral may also be applied for a 3-way switch.

FIG. 17 shows the difference between what is termed a "pig-tail" (or parallel) configuration 1702, and a "through" or series configuration 1712. In a "pig-tail" configuration power may be brought into an electrical or junction box A-D from a main line 706 and a short wire 1708 is connected to the incoming wire and the outgoing wire (through wire nut 1710, for example) to power a nodes A-D. This means that if any outlet/node is disconnected, power may continue to be provided to other nodes. This may be in contrast to through wiring 1712, where a conductive pathway within node J may be responsible for powering subsequent nodes K, L and M, (i.e. disconnecting power to node J will remove power from nodes K, L and M). In the pigtail configuration, external sensors (e.g. 1714) may be employed, which may indicate that A was wired before B, which was before C, which was before D. It should therefore be understood herein that node A is considered to be electrically upstream of, for example nodes B, C and D. For outlets J through K, the current sensor within the node may determine the order of the outlets relative to one another. Electrical junction boxes may also be configured with suitable electronics, so the monitoring and mapping information may be done by the box, which would then effectively be a node.

FIG. 18 is a diagram of an exemplary circuit breaker including system electronics 1803. The breaker may receive power from the circuit panel through a "hot" wire "Panel Hot." The breaker may provide power to a circuit "Hot to Circuit" and a neutral "Neutral to Circuit." Like other nodes, it may apply a switchable load 1810 which may allow itself to be identified in the network. The circuit breaker node may also include a sensor 1808 to enable power measurement through the breaker. Like other breakers, it may have the ability to switch off in the case of an over-current, ground fault and/or arc-fault condition or other conditions which may be deemed unsafe. For example, the breaker may include a GFI sensor and/or other electronics 1812. However, when the breaker trips and removes power, it may continue to provide communication with its circuit and the rest of the system. The individual nodes on the circuit may be self-powered including batteries, capacitor or super-capacitor.
etc., so that they may communicate information to the breaker during a fault condition. The
circuit may then report to the breaker and then to the processor (central or distributed) what
may have caused the fault and what actions should be taken before turning the circuit back
on. Among many possibilities, these actions may include unplugging a load (appliance) or
calling an electrician.

In one embodiment, the breaker may switch to a communications channel 1804 where
nodes, running on residual power (provided by a battery or capacitor, etc.) may communicate
their status. In another exemplary embodiment, the breaker may connect to a power limited
channel 1806 (low voltage and/or current) to continue to provide small amounts of power to
the circuit for communication. This power could be applied as a low voltage supply between
line and neutral or a low voltage supply between line and ground, at a level that does not
present a danger, and assuring the power draw does not cause any GFI in the circuit to trip.
The breaker may be configured to enter either a communications or low power mode via a
remote command to interrogate the system and identify problems. Alternatively, the nodes
may be able to communicate important information about the events leading to a fault
condition before the breaker trips.

It may be appreciated from the above, that also contemplated herein is a mechanism
for nodes to communicate their state to the system. State may be understood as the current
condition of a node and/or its adjustable parameters, e.g., whether a switch is on or off,
whether power is being drawn from the node and in some cases, the extent of the power being
drawn from the node. For instance, if a light switch, such as those referred to in FIGS. 15
and 16 did not have a neutral connection, but was powered through some other device (e.g.
inductive or battery), when turned on it would announce itself to the system and its state (of
being on) and the system could detect that a load appeared through the switch and other
upstream nodes, thereby establishing the switch's position in the network. Effectively, the
load may serve as the detectable directional event for the switch. Additionally, if a switch is
turned on and communicates its state to the system, and no load or outlet is seen beyond the
switch, one may construe some type of problem - e.g. a bulb has failed. Similarly, if the load
associated with a switch changes over time, one or more of many light bulbs may have failed.
A controlled or switchable outlet, could function in much the same manner described,
communicating its state to the system. A dimmer switch, for example, could communicate
the level at which it has been set.
Also contemplated herein is a method for mapping the various nodes and monitoring power usage and other information via communication between the nodes and the processor. The process of mapping the nodes may begin with the individual nodes or the central processor. For example, when a node is powered or reset, or the central processor sends a reset signal as illustrated in FIG. 19 a roll call may be initiated at 1902. Each active node may wait a random period of time and send a message to the processor indicating that it is present. An active node may be understood as a node currently capable of communicating with a processor. Inactive nodes may be understood as nodes currently unable to communicate with a processor (e.g. because they are isolated by a switch which is turned off or are powered only in the presence of a load...etc.) and may or may not be accounted for by the processor, depending on whether the node was (previously known to exist and deemed) likely to reappear at some later point in time. When each active node sends a message to the processor that it is present, the message may include descriptive information, such as, identifying information, e.g., a serial number, or the type of node it may be, e.g., switch, breaker, outlet, appliance, etc. The processor may create a list of all the active nodes present on the network at that time, including any descriptive information sent to the processor. In addition, the nodes may include a line cycle counter that may be started when the node is powered up or reset.

Once the system is aware of the active nodes which may be present in the system, the system may synchronize the nodes. The processor may broadcast a 'Sync' command to all nodes at 1904. In one exemplary embodiment, each node may maintain a line cycle counter, which may increment on the positive going zero crossing of the line voltage waveform. Upon receipt of the sync command, the node may save a copy of the counter as C, and the time since the last increment, i.e., on the last or previous positive going rising edge of the line voltage waveform as R at 1906. The node may then provide the values of C and R to the processor upon request, such as a Fetch Cycle at 1908. If R is reported as being too close to the zero crossing time for a significant number of nodes, then sync times may be found to be unacceptable and the set of measurements may be rejected at 1910.

The 'Sync' operation may be performed a number of times until sufficient samples are collected, as decided at 1912. For a given number of nodes n and a given number of samples q, the values of C collected may be saved as an array according to the following:

\[ C[m][p], \]
wherein \( m \) is an index of the node (from 1 to \( n \)), and \( p \) is an index of the sample set (from 1 to \( q \)). It may be appreciated that the data might contain some errors. The following table includes an exemplary dataset for purposes of illustration, wherein \( n = 5 \) and \( q = 6 \), as follows:

<table>
<thead>
<tr>
<th>( C[m][p] )</th>
<th>Time Sample p</th>
</tr>
</thead>
<tbody>
<tr>
<td>Node m</td>
<td>1</td>
</tr>
<tr>
<td>1</td>
<td>773</td>
</tr>
<tr>
<td>2</td>
<td>719</td>
</tr>
<tr>
<td>3</td>
<td>773</td>
</tr>
<tr>
<td>4</td>
<td>598</td>
</tr>
<tr>
<td>5</td>
<td>530</td>
</tr>
</tbody>
</table>

From the array, a set of differences may be calculated at 1914 according to the following equation:

\[
\Delta C[m][p] = C[m][p]-C[m][p-l]
\]

For example, based upon the same data the following results may be obtained:

<table>
<thead>
<tr>
<th>( \Delta C[m][p] )</th>
<th>Time Sample differences p</th>
</tr>
</thead>
<tbody>
<tr>
<td>Node m</td>
<td>2-1</td>
</tr>
<tr>
<td>1</td>
<td>384</td>
</tr>
<tr>
<td>2</td>
<td>383</td>
</tr>
<tr>
<td>3</td>
<td>384</td>
</tr>
<tr>
<td>4</td>
<td>386</td>
</tr>
</tbody>
</table>
The mode (most common value) for all m may then be calculated at 1916 for each value of p according to the following equation:

\[ \Delta T[p] = \text{mode of } \Delta C[m][p] \]

across all values of m, for each value of p. For example, based upon the same data, the following may be observed:

<table>
<thead>
<tr>
<th>( \Delta T[p] )</th>
<th>Time Sample difference p</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>2-1</td>
</tr>
<tr>
<td>Sample Vector</td>
<td>384</td>
</tr>
</tbody>
</table>

The series may be summed, where \( T[I] \) may be assumed to be 0, using the following equation:

\[ T[p] = \Delta T[p] + T[p-1] \text{ for } p \text{ from } 2 \text{ to } q. \]

For example, based upon the same data:

<table>
<thead>
<tr>
<th>( T[p] )</th>
<th>Time Sample p</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>1</td>
</tr>
<tr>
<td>Vector</td>
<td>0</td>
</tr>
</tbody>
</table>

If the mode does not represent a large enough proportion of the nodes at 1916 for any sample then the sample may be rejected from T and a more sync commands may be sent.
Where the mode represents a sufficient portion of the nodes at 1916, another set of differences may be calculated at 1918, wherein

\[ \Delta D[m][p] = C[m][p] - T[p]. \]

For example, based upon the same data:

<table>
<thead>
<tr>
<th>( \Delta D[m][p] )</th>
<th>Time Sample p</th>
</tr>
</thead>
<tbody>
<tr>
<td>Node m</td>
<td>1</td>
</tr>
<tr>
<td>1</td>
<td>773</td>
</tr>
<tr>
<td>2</td>
<td>719</td>
</tr>
<tr>
<td>3</td>
<td>773</td>
</tr>
<tr>
<td>4</td>
<td>598</td>
</tr>
<tr>
<td>5</td>
<td>530</td>
</tr>
</tbody>
</table>

The mode for all p may be calculated at 1920 from each value of m, according to the following equation:

\[ D[m] = \text{mode of } \Delta D[m][p] \]

across all values of p, for each value of m, wherein \( D[m] \) represents the relative cycle value for the nodes internal line cycle counters. For example, based upon the same data:

<table>
<thead>
<tr>
<th>D[m]</th>
<th>Sync Vector</th>
</tr>
</thead>
<tbody>
<tr>
<td>Node m</td>
<td></td>
</tr>
<tr>
<td>1</td>
<td>773</td>
</tr>
<tr>
<td>2</td>
<td>718</td>
</tr>
<tr>
<td>3</td>
<td>773</td>
</tr>
</tbody>
</table>
Showing that, for example, for node 1, line cycle 773 refers to the same interval of time as line cycle 530 for node 5.

If the mode for any node did not represent a large enough proportion of the samples at 1920, then the node may still be considered unsynchronized, and the operation may be repeated to synchronize any such nodes to the other already synchronized nodes. If the mode did represent a large enough portion of the samples at 1920, then as above, a table of sync offsets may be generated for each node at 1922. It may be appreciated that in repeating the procedure, a synchronized node does not become an unsynchronized node.

After the system is synchronized, the process of mapping the nodes relative to one another can take place. The first practical step in mapping the electrical network is to assign nodes to breakers. Although it is feasible to map the network without using this approach, assigning nodes to breakers first may be more efficient.

A first exemplary process of assigning individual nodes to breakers can be done on a node by node basis is illustrated in FIG. 20 as "Method A". A node may be given a command to trigger its switchable load at a known time at 2002. Each breaker monitors the power flowing through it at this time at 2004. The node may then be assigned to any breaker which observed the power flow caused by a node's switchable load at this time at 906.

A second method, illustrated in FIG. 20 as "Method B" may include commanding all nodes to trigger their switchable load on a predetermined schedule, allowing blank cycles to precede and follow each switchable load event at 2012. The blank cycles between switchable load events may desensitize the mapping process to other loads which may be present. Loads seen during the blank cycles (or an average of this load during the blank cycle immediately preceding and following a switchable load event) may be subtracted to better detect the switchable load power draw at 2014. For the duration of the schedule, all breakers are commanded to monitor power flow. After the schedule is complete, information is gathered by the processor to determine which nodes should be assigned to which breakers at 2016.
For example, individual nodes may be assigned to breakers according to the following methodology. For a given number of nodes $n$, and assuming that a micro-load uses energy "e" in one line cycle, all of the breakers may be commanded to measure energy flow on a line cycle by line cycle basis for $2n+1$ line cycles, from line cycle $a$ to line cycle $a+2n$ inclusive. All nodes may be commanded to fire their micro-loads at 2012 on different line cycles, node 1 on line cycle $a+1$, node 2 on $a+3$, node 3 on $a+5$ and so on to node $n$ on $a+2n-1$. Upon completion, the energy measurements may be retrieved from the breakers by the processor at 2014 and then the nodes may be correlated with the breakers at 2016. The energy flow in time cycle $a+t$ in breaker b may be designated $E[b][t]$.

The magnitude of difference in energy flow between a line cycle where a given node p's micro-load was fired, and the average of the adjacent cycles where no micro-load was fired, may then be calculated according to the following equation:

$$D[b][p]=I[E[b][2p-1]-0.5*(E[b][2p-2]+E[b][2p])$$

If, for example, the threshold for determining whether the switchable load observed was 80% of the expected value, then if $D[b][p]<0.2e$ then node p may not be present in breaker b's circuit. Otherwise if $0.8e<D[b][p]<1.2e$ then node p may be present in breaker b's circuit. If the conditions are not met at 2018, the measurement may be considered indeterminate and may be repeated. It may be appreciated that once all of the measurements and calculations are complete each node may be present under one and only one breaker's circuit (with the exception of breakers wired 'downstream' of other breakers) at 2018.

After the nodes have been assigned to a breaker, the next logical step is to map the nodes within the breaker circuits, as illustrated in FIG. 21. The method may include commanding all nodes within the breaker circuit to trigger their switchable load on a predetermined schedule, allowing blank cycles to precede and follow each switchable load event. The blank cycles between switchable load events, as before, may desensitize the mapping process to other loads which may be present. Loads seen during the blank cycles (or an average of this load during the blank cycle immediately preceding and following a switchable load event) may be subtracted to better detect the switchable load power draw. For the duration of the schedule, all nodes within the breaker circuit may be commanded to monitor power flow. After the schedule is complete, information may be gathered by the processor to determine which nodes observe the switchable load of each other nodes, and are therefore deemed "upstream" of them, and thereby determine the circuit topology.
For example, mapping nodes within the breaker circuit may include the following. For a given number of nodes \( n \) in a sub-circuit to be mapped, and assuming that a micro-load uses energy \( e \) in one line cycle, all of the nodes may be set up to measure through energy flow on a line cycle by line cycle basis for \( 2n+1 \) line cycles, from line cycle \( a \) to line cycle \( a+2n \) inclusive. All nodes may be set to fire their micro-loads at 2102 on different line cycles, node 1 on line cycle \( a+1 \), node 2 on \( a+3 \), node 3 on \( a+5 \) and so on to node \( n \) on \( a+2n-\)1. The power flow through all the nodes in the breaker circuit may be recorded and upon completion of the measurements the energy measurements may be retrieved from the nodes by the processor at 2104. The measurements from blank cycles may be subtracted from those when loads were expected, as well. The energy flow in time cycle \( a+t \) through a node \( b \) is designated \( E[b][t] \).

The magnitude of difference in energy flow between a line cycle where a given node \( p \)'s micro-load was fired, and the average of the adjacent cycles where no micro-load was fired, may then be calculated using the following equation.

\[
D[b][p]=IE[b][2p-1]-0.5*(E[b][2p-2]+E[b][2p])
\]

If, for example, the threshold for determining whether the switchable load observed was 80% of the expected value, then if \( D[b][p] < 0.2e \) then node \( p \) may not be downstream of node \( b \). Otherwise if \( 0.8e < D[b][p] < 1.2e \) then node \( p \) may be downstream of node \( b \). If these conditions are not met, the measurement may be considered indeterminate and may be repeated at 2106.

A determination may then be made as to which nodes may be "upstream" or "downstream" relative to one another at 2108. Once all of the measurements and calculations are completed each node may have a subset of nodes for which it detected the presence of the switchable load, i.e., nodes which are "downstream" of it. A node may be determined to be "downstream" of itself or not depending upon the direction in which it is wired; this may be used to determine wiring orientation of a given node (e.g. whether the line in power is coming in at bottom lug of an outlet or the top lug). Any node "downstream" of no nodes other than the breaker node, may be directly connected to the breaker, with no intervening nodes. In addition, any node detected by such a node and the breaker only may be directly 'downstream' of such detecting node. This process may be iterated until all of the nodes may be accounted for, and hence mapped. Furthermore, in order to represent the circuit topology in the database, the record for each node may contain a pointer to the node immediately
'upstream' of it. Accordingly a database of entries representing circuit mapping information may be created at 2110.

If a particular node is not powered because of a switch in the off condition, it may not be initially mapped. However, once power is enabled to those nodes, they may make themselves known to the network via the processor (such as central computer 1202 of FIG. 12) which may then call for the newly found node or nodes to be synchronized and mapped in a similar manner to the previously described synchronization and mapping methods.

A user may interact with the system through a system interface. Referring back to FIG. 12, a system interface may be present at the central processor 1202 or may be integrated as a display panel 1212 in or proximate to the breaker panel 1204 itself, or anywhere else in communication with the nodes. Furthermore, multiple system interfaces may be provided or may interact with the system. For example, in addition to or instead of a display mounted on the power distribution center or central computer as illustrated in FIG. 12, information may be sent to the internet, over the powerline, or wirelessly over a router to a remote device, or may be sent over a network to a phone, etc.

The interface may generally include a display and a mechanism for interacting with the system, such as a touch screen display, a mouse, keyboard, etc. As illustrated in FIG. 22a, the display may include a representation of the breaker box 2202 and the nodes 2204 mapped to a selected circuit 2206. By selecting a given node 2204 in the circuit 2206, as illustrated in FIG. 22b information 2208 may be displayed as to what may be plugged into the node, the current power usage of the node and the power used by the node over a given time period. It should be appreciated that other or additional information may be displayed as well.

The system may also allow for monitoring the power used at each node and, in fact, the power used at each outlet receptacle (top and bottom), as well as many other items (for instance, temperature, other environmental conditions, exact current draw profile...etc). In one example, data may be received by a processor that is indicative of power consumed or a load over a given period of time attached to one or more of the nodes. From this data a power consumption profiles for each node, as well as collective nodes (e.g., nodes of a given room or nodes of a given circuit) may be generated. While such a profile may consider power consumed over a period of time, including seconds, minutes, hours, days, weeks, months or years, the profile may also consider other variables, such as power usage, current
draw, power factor, duty cycle, start up current, shut down current, standby power, line voltage, current wave form, time of day, date, location and/or environmental conditions or cross-correlations thereof. Furthermore, data regarding power cost may be utilized to develop cost profiles. A cross-correlation may be understood as the measurement of a similarity across two or more datasets. For example, power consumption and ambient temperature, lighting loads and time of day, start-up current and temperature, etc.

Where deviations of a predetermined amount from the profile are detected, an alert may be provided, power to the node may be cut, or an associated breaker may be tripped. The predetermined amount may be based on the overall profile or given segments of a profile related to time of day, or may be device specific. In addition, the predetermined amount may be based on cost, where energy pricing may be higher during a given time of the day.

FIG. 23a is an illustration of how such data may be displayed to a user. For example the nodes may be associated with given rooms in a building, and determinations may be made as to the power usage of the various rooms, which may be broken down in a variety of units, such as Watts as illustrated in FIG. 23a, Watt-hours or monetary units as illustrated in FIG. 23b. The building 2302, rooms 2304 and power usage in each room 2306 may be displayed to a user. For reference purposes the usage may be quantified in terms of a color scale 2308. In addition, a representation of a specific room may be created, as illustrated in FIG. 24a, wherein information such as the power usage 2402 for the room 2404, node location 2406 or active nodes 2408 may be provided. Analysis of specific nodes may also be made, as illustrated in FIG. 24b, wherein usage at a given node may be determined, profiled 2410 or otherwise analyzed.

The foregoing description of several methods and embodiments has been presented for purposes of illustration. It is not intended to be exhaustive or to limit the claims to the precise steps and/or forms disclosed, and obviously many modifications and variations are possible in light of the above teaching. It is intended that the scope of the invention be defined by the claims appended hereto.
What is claimed is:

1. A system, comprising:
   a faceplate including a panel having a first surface, a second surface, an opening defined in said faceplate providing communication between said first and second surfaces, an interrupter extending from a first surface of said panel having at least two interrupter contacts thereon and a first electrical circuit operatively coupled to said interrupter contacts; and
   an electrical receptacle or switch including a housing and a second electrical circuit, wherein said second electrical circuit is in communication with said first electrical circuit when said faceplate is mounted on said electrical receptacle or switch and said interrupter is configured to interrupt said second electrical circuit.

2. The system of claim 1, wherein said second circuit includes at least one hot contact.

3. The system of claim 2, wherein said second electrical circuit further comprises a hot spade contact in separable electrical communication with said hot contact; wherein said faceplate is mounted on said electrical switch and said interrupter extends between said hot contact and said hot spade contact.

4. The system of claim 2, wherein said second electrical circuit comprises a first set of electrically separable hot contacts and a second set of electrically separable hot contacts, wherein when said faceplate is mounted on said switch, said interrupter extends between said second set of hot contacts.

5. The system of claim 1, wherein said faceplate further comprises a tab extending from said first surface of said panel and a first auxiliary contacts mounted on said tab, and said electrical receptacle or switch includes a second auxiliary contacts mounted on said housing in electrical communication with said first auxiliary contacts and said second electrical circuit, when said faceplate is mounted on said electrical receptacle or switch.

6. The system of claim 5, wherein said first auxiliary contacts are in electrical communication with said first electrical circuit.
7. The system of claim 1, wherein said first electrical circuit is in series with said second electrical circuit.

8. The system of claim 1, wherein said system further comprises a switching device in electrical communication with said first electrical circuit.

9. The system of claim 1, wherein said switching device is in communication with an electromagnetic communication device.

10. The system of claim 8, wherein said electromagnetic communication device is selected from the group consisting of an optical receiver, an optical transceiver, a radio frequency receiver, a radio frequency transceiver or a wireline transceiver.

11. The system of claim 1, further comprising node electronics.

12. The system of claim 11, wherein said electronics include a microcontroller, a communications function, a switchable micro-load and a coupler.

13. The system of claim 11, further comprising a switching device in electrical communication with said node electronics.

14. A faceplate, comprising:
   a panel having a first surface, a second surface and an opening;
   an interrupter extending from a first surface of said panel having at least two interrupter contacts thereon;
   an electrical circuit mounted on said face plate, wherein said circuit is coupled to said interrupter contacts.

15. The faceplate of claim 14, further comprising a switching device in electrical communication with said electrical circuit.

16. The faceplate of claim 14, wherein said switching device is in electrical communication with an electromagnetic communication device.
17. The faceplate of claim 16, wherein said electromagnetic communication device is selected from the group consisting of an optical receiver, an optical transceiver, a radio frequency receiver, a radio frequency transceiver or a wireline transceiver.

18. The faceplate of claim 14, further comprising a tab extending from said first surface of said panel and at least one or more auxiliary contacts mounted on said tab.

19. The faceplate of claim 18, further comprising a switching device in electrical communication with said at least one or more auxiliary contacts.

20. A faceplate adapted for use in a system according to one of claims 1 through 13.

21. An electrical receptacle or switch, comprising:

   a housing and an opening defined by said housing;
   an electrical circuit including a first hot contact and a second hot contact in separable electrical communication with said hot contact accessible from said opening, and wherein said opening is configured to receive an interrupter and position said interrupter between said hot contact and said hot spade contact.

22. The electrical receptacle or switch of claim 21, wherein said second hot contact is a spade hot contact.

23. The electrical receptacle or switch of claim 21, further comprising at least one or more auxiliary contacts mounted on said housing in electrical communication with said electrical circuit.

24. The electrical receptacle or switch of claim 21, wherein said electrical circuit further comprises a neutral contact.

25. An electrical receptacle or switch adapted for use in a system according to one of claims 1 through 13.
FIG. 1
From Sync

**METHOD B**

1. Command nodes to fire switchable load on schedule with blank cycles
2. Record load at breakers and compare to schedule, subtracting blank cycle loads
3. Correlate nodes with breakers
4. Per node adequate correlation

**METHOD A**

1. Command node to fire switchable load at time t
2. Record load seen at breakers at time t
3. Correlate node with breaker
4. Adequate correlation
    - True
    - All nodes correlated with breaker
5. To Map 2

**FIG. 20**
From Map 1

Within breaker circuit schedule nodes to fire switchable loads with blank cycles

Record power flow through all nodes in breaker circuit, subtracting blank cycles

Adequate correlation, per node?

Determine for each node which nodes are ‘Upstream’ (Toward breaker)

Create database entries representing circuit mapping information

Setup Complete

FIG. 21
INTERNATIONAL SEARCH REPORT

A CLASSIFICATION OF SUBJECT MATTER
IPC(8) - H01R 13/46 (2009 01)
USPC - 174/520
According to International Patent Classification (IPC) or to both national classification and IPC

B FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
IPC(8) - H01R 13/46 (2009 01)
USPC - 174/520

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
MicroPatent, Pathbase, Google Patent, IEEEXPLORE, Google Scholar

C DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
</table>

D Further documents are listed in the continuation of Box C

* Special categories of cited documents
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search
02 September 2009

Date of mailing - of actual completion of search report
15 SEP 2009

Name and mailing address of the ISA/US
Mail Stop PCT, Attn: ISA/US, Commissioner for Patents
P.O. Box 1450, Alexandria, Virginia 22313-1450
Facsimile No 571-273-320 1

Authorised officer
Blaine R Copenhaver
PCT H/Opdesk 571-272-4300
PCT OIS 571-272-7774

Form PCT/ISA/210 (second sheet) (April 2008)