METHODS AND DEVICES FOR ACCESSING A DRIVE DRAIN OF A WIND TURBINE WITH ELASTIC COUPLING, WIND TURBINE AND METHODS

Abstract: Methods and Devices for Accessing a Drive Drain of a Wind Turbine with Elastic Coupling, Wind Turbine and Methods. The invention relates to methods and devices for accessing a drive drain for a wind turbine comprising an elastic coupling. The drive drain comprises: a rotor shaft (main shaft) configured to be driven by the rotor about a main axis; a support structure including a bearing housing surrounding the at least one bearing and supporting the rotor shaft for rotation about the main axis, thereby constraining other movements of the rotor shaft; a gearbox input shaft and a gearbox housing supporting the gearbox input shaft for rotation about the main axis while constraining other movements of the gearbox input shaft; and an elastic coupling, wherein the gearbox input shaft is coupled to the rotor shaft by the elastic coupling, the elastic coupling comprising a first coupling part rigidly connected with the rotor shaft, a second coupling part rigidly connected with the gearbox input shaft and elastic elements positioned between the first and the second coupling part, thereby constituting a single joint between the rotor shaft and the gearbox input shaft. The invention also relates to wind turbines comprising such a drive drain and methods of manufacturing or retrofitting wind turbines with such a drive drain.
TITLE

Methods and Devices for Accessing a Drive Drain of a Wind Turbine with Elastic Coupling, Wind Turbine and Methods

FIELD OF INVENTION

The present invention relates to device and methods for accessing a drive drain for wind turbines, wind turbines and methods of manufacturing or retrofitting wind turbines.

BACKGROUND

Wind turbines or wind power plants comprise a drive drain or drive drain, which extends from the rotor or rotor hub to the generator. The drive train can comprise a hub, a rotor shaft (or main shaft) a gearbox input shaft, a gearbox and a generator. The drive train is mainly configured to transfer torque from the rotor to the generator. However, there are also other rotor loads different than the mere torque load. These other loads should be transferred to and eliminated by the nacelle structure. The load path of these other loads through the drive drain to the nacelle structure depends on the particular arrangement and on variations and magnitudes of these loads, the machining tolerances, load deformations, thermal effects and other conditions. All this may result in undesirable parasitic forces that have the potential to damage elements in the drive drain, particularly the gearbox components and the main bearings. Eliminating these parasitic forces is inseparably connected with gearbox and bearing reliability.

WO 201 2/052022 A1 discloses a drive train for a wind turbine comprising a main shaft and a gearbox with a gearbox input shaft driven by the main shaft. There are two couplings located between the main shaft and the gearbox input member of the gearbox. The two couplings are configured such that the transmission of undesired loads is reduced.
WO 2013/007322 A1 discloses a drive train comprising a rotor shaft and a generator input shaft which are coupled with each other via a coupling having elastic elements. It is disclosed that the coupling comprises two coupling parts which are rigidly connected with the rotor shaft and the generator shaft. However, the elastic elements provided between the coupling parts have chambers filled with a fluid, in particular a hydraulic fluid and they are arranged in pairs.

One of the main drawbacks of an elastic coupling is the potential wear or generally a change of the properties of the elastic coupling during operation. In order to perform maintenance tasks, it can be become necessary to access the inside of the coupling, for example for re-checking the preload of the bolted joints between the coupling and the shafts, access the central pipe which comprises the energy supply for the rotor hub or other maintenance work.

Typically, access to the coupling is possible through the rotor hub and the main shaft. However this is quite time consuming, as the service technician needs to leave the nacelle, enter the hub and move through a narrow space inside the rotor shaft until he reaches the center of the coupling. It is also quite uncomfortable to carry equipment through this access way.

SUMMARY

It is an object of the invention to simplify and improve the access to a drive drain of a wind turbine.

According to an aspect, a drive drain for a wind turbine is provided. The drive drain comprises a rotor shaft (main shaft) configured to be driven by the rotor about a main axis; a support structure including a bearing housing surrounding the at least one bearing and supporting the rotor shaft for rotation about the main axis, thereby constraining other movements of the rotor shaft; a gearbox input shaft and a gearbox housing supporting the gearbox input shaft for rotation about the main axis while constraining other movements of the gearbox input shaft; and an elastic coupling, wherein the gearbox input shaft is coupled to the rotor shaft by the elastic coupling, the elastic coupling comprising a first coupling part rigidly connected with the rotor shaft, a second coupling part rigidly connected with the gearbox input shaft and elastic elements positioned between the first coupling part and the second coupling part, thereby constituting a single joint between the
rotor shaft and the gearbox input shaft. The coupling housing and/or bearing housing can comprise an opening for accessing the inner space of the coupling housing and/or bearing housing.

In an advantageous aspect of the invention, the first coupling part and/or the second coupling part comprises an opening that coincides with the opening of the coupling housing and/or the main bearing housing in a predetermined locked position of the rotor shaft such that an inner space of the first coupling part and/or the second coupling part is accessible.

In another advantage aspect, the opening in the bearing housing and/or the coupling housing is configured to provide access to the elastic elements of the elastic coupling for assembling, disassembling or maintenance.

In still another aspect, the coinciding openings (of the bearing and/or coupling housing and the respective coupling part) are dimensioned as a manhole in order to allow a service technician to pass the openings.

Accordingly, the main bearing housing, the coupling housing and the coupling parts are configured and arranged such that access is directly provided from the nacelle of the wind turbine to the inner side of the elastic coupling by means of openings in the fixed housings and openings in the rotating parts that coincide when the rotor of the wind turbine is locked in a predetermined position. This access can be used as manhole and also to carry heavy equipment through the openings, for example by help of an onboard crane. Furthermore, the coinciding openings can also provide access to elastic elements of the elastic coupling for maintenance purposes. According to these aspects, the maintenance work in the wind turbine can be performed in much more efficient and safe manner.

The present invention also provides a method of accessing an elastic coupling of a drive drain of wind turbine. The method can comprise at least the steps of: locking a rotor shaft of the drive drain in predetermined position, accessing the elastic coupling through openings coinciding in the predetermined position.

According to the aspects of the invention, in particular due to the described openings, it is also possible for a technician to get access to the hub through the elastic coupling (first part of the elastic coupling) and the rotor shaft.
At least one or all of the elastic elements can be configured and/or arranged such that a force-deformation behavior of the elastic element(s) is different in a first load direction than in a second load direction or any other load direction other than the first load direction.

At least one or all of the elastic elements can be configured and/or arranged such that at least one or all of the elastic element(s) have a first stiffness in a first load direction (dominant direction of stiffness) and a second stiffness in a second load direction. The first stiffness is advantageously greater than the second stiffness. The first stiffness can be greater than any stiffness of the elastic element in other load directions (other than the dominant direction of stiffness). The elastic element advantageously provides the first stiffness in the main load torque directions. In the context of this specification, a torque or load torque or load torque direction is represented and described by the rotational direction instead of the vector representation, as the referral to the rotational directions is considered more intuitive.

At least one or all of the elastic elements can comprise or be made of rubber, polymer, elastic material or combinations of rubber and/or polymer and/or elastic material and/or stiff components. At least one or all of the elastic elements can be configured or be made in form of springs, helical springs, and/or coil springs. At least one or all of the elastic elements can have the form of pads, cylinders, or cubicles.

Advantageously, at least one or all of the elastic elements can have one dominant axis or dominant dimension or dominant direction in which the stiffness is higher than in any other dimension or axis of the elastic element. The main load direction (main load torque direction) of the drive drain advantageously coincides with the dominant axis or dominant dimension or dominant direction of greatest stiffness of the elastic elements. The axis or dimension of the greatest stiffness of the elastic elements advantageously corresponds to a direction of compression of the elastic element.

The elastic coupling can be configured to allow a relative rotation between the first and the second coupling part around axes perpendicular to the main axis, a translation along the main axis as well as a translation in the axes perpendicular to the main axis more easily than a relative rotation of the first coupling part and
the second coupling part with respect to each other in the load torque direction around the main axis. In other words, the elastic elements in the elastic coupling, in particular the stiffness of the elastic elements, are configured such that the elastic coupling allows the above movements more easily than any relative movement of the two coupling parts in the torque load direction(s).

The elastic elements can be arranged and configured such that the elastic elements provide different stiffness characteristics per load direction. The transfer of the torque can be performed with a first stiffness (in the dominant direction of stiffness). The elastic elements can be configured to provide a second stiffness with respect to movements in transverse degrees of freedom and rotational degrees of freedom except for a rotation around the longitudinal direction of the main axis. This allows the first coupling part and the second coupling part to be offset and deflected with respect to each other without generating significant reaction forces.

In an advantageous aspect, only a single elastic element is used for a first, positive load torque direction (i.e. in a first direction of rotation) and a second, negative load torque direction (i.e. in a second direction of rotation, opposite to first direction of rotation). The first load torque direction is opposite to the second load torque direction.

In an embodiment using a single elastic element for both torque directions, each elastic element can be arranged such that (congruent) attachment, abutment or pushing surfaces of the first coupling part and the second coupling part are at each side of the elastic element such that the elastic element can be loaded in a positive torque direction as well as in a negative torque direction. In particular, the elastic elements and the first and second coupling part are configured such that the elastic elements are compressed along their dominant direction and/or dominant axis of stiffness in the first load torque direction and in an opposite, second load torque direction. This aspect reduces the number of required elastic elements, simplifies manufacturing and maintenance and reduces costs.

Accordingly, in an aspect, only a single elastic element for two opposite torque load directions is used. All the elastic elements of the elastic coupling can be used for the two opposite torque loads. The first coupling part can provide at
least a first attachment (or abutment, or pushing) surface and an opposite second attachment (or abutment or pushing) surface. The second coupling part can then also provide at least a first attachment (or abutment or pushing) surface and an opposite second attachment (or abutment or pushing) surface.

One attachment (or abutment) surface of each of the two coupling parts can be in contact with a same first side of an elastic element and one attachment (or abutment) surface of each of the first and the second coupling part can be in contact with a same second side of the elastic element. The second side of the elastic element is opposite to the first side of the elastic element. The attachment (or abutment) surfaces of the first and the second coupling part being in contact with the same side of the elastic element can be referred to as "congruent". In an embodiment, the abutments surfaces can be provided by superposed or coinciding windows in the coupling parts. However, there are various different possible configurations. One minimum requirement is that each of the two opposite sides of the elastic element should at least be arranged to be pushed (or abut against) an abutment or attachment or contact surface of both, the first and the second coupling part. The elastic elements can be located on congruent attachment/abutment surfaces of the first and the second coupling part such that a single elastic element can be loaded in a positive torque direction as well as in a the negative torque direction. The respective surfaces of the two coupling parts on one side of the elastic element can be arranged side by side and adjacent to each other. It is also possible that the two surfaces are provided by different coupling parts and that the surface of one coupling part is arranged behind a shoulder or extension of the respective other coupling part. However, the last embodiment can advantageous for embodiments not requiring pre-stressed elastic elements.

The previously described aspects provide that a single elastic element can be used for two opposite load torque directions, i.e. the positive torque direction and the negative torque direction. The elastic element is than only compressed or squeezed along the dominant axis or direction of stiffness regardless of the load torque direction. The number of required elastic elements EM can then be reduced to half the number of embodiments using pairs of modules.
In an aspect, if the elastic elements use a chamber for fluid for adjusting the stiffness of the elastic elements, all the elastic elements can be hydraulically coupled with each other. It is not necessary to separate the hydraulic connection into one system for positive load torque and one system for negative load torque.

In an aspect, pairs of elastic elements can be located between respective opposite attachment surfaces of the first coupling part and the second coupling part such that a first element of each pair is loaded in a first/positive torque direction and a second element of each pair is loaded in a second/negative torque direction. The second torque direction is opposite to the first torque direction. More specifically, the elastic elements can be arranged in pairs of two adjacent elastic elements along a circumference of the elastic coupling between abutment surfaces of the same coupling part, such that the pairs of the elastic elements can be located between respective opposite attachment surfaces of the first coupling part or the second coupling part such that a first element of each pair is loaded in a first/positive torque direction and a second element of each pair is loaded in a second/negative torque direction, wherein the second torque direction is opposite to the first torque direction.

In an aspect, the rotor shaft and the gearbox input shaft can be mounted/assembled with a preset eccentricity of their longitudinal main axes, such that a longitudinal axis of the rotor shaft and a longitudinal axis of the gearbox input shaft are initially mounted eccentrically to each other in order to minimize any eccentricity or offset resulting from weight and/or loads and/or torque during operation. The relevant torque could be the normal expected torque during operation of the wind turbine. In order to achieve the preset eccentricity the center point of the bearing housing may be slightly shifted. The center point of the bearing housing may be shifted vertically. This has an influence on the bending line such that in total undesired eccentricities are compensated by the preset eccentricity during mounting and assembly of the wind turbine/drive drain.

Regarding the previously described aspect, it is normally most advantageous that the rotor shaft and the gearbox input shaft of a drive drain of a wind turbine are perfectly aligned and centered with respect to each other. Otherwise, any coupling and in particular an elastic coupling, specifically the elastic elements, as described herein, will be constantly agitated during each rotation. This can
substantially increase the wear of the elastic elements. According to this aspect, 
the rotor shaft and the gearbox input shaft are arranged with respect to each 
other with a slight eccentricity in order to compensate any other effects that 
introduce an opposite eccentricity. If for example the coupling housing, the 
gearbox housing and the generator are all freely suspended from the bearing 
housing, this can introduce a slight eccentricity between the rotor shaft and the 
gearbox input shaft which results in an eccentricity in the elastic coupling, in 
particular an eccentricity of the first coupling part with respect to the second 
coupling part. This and any other eccentricity can then be compensated by the 
suspension of the bearing housing, in particular the suspension of the main 
bearing in the bearing housing. The bearing housing may be coupled to the main 
frame of the nacelle. The ring flange between the bearing housing and coupling 
housing can be used to create the eccentricity between the rotor shaft and the 
gearbox input shaft. The eccentricity can also or in combination be created by the 
coupling (flange) the coupling housing and the gearbox housing. An 
advantageous direction is an eccentricity in a vertical direction. It is also possible 
to create the eccentricity in any other directions, as for example the horizontal 
direction. The eccentricity is advantageously in the range of less than 1 mm. The 
eccentricity provides that during each rotation the elastic elements are not 
agitated. Since the gearbox (housing) and the generator (housing) are 
suspended from the bearing housing, the weight of these components can 
introduce an eccentricity that is to be compensated by a predetermined and 
preset eccentricity in the opposite direction. Accordingly, and expected or 
determined eccentricity can be can be compensated by a slight preset 
eccentricity introduced by a shift of the bearing housing.

The elastic elements can generally be positioned circumferentially and in a 
tangential direction between (for example respective abutment, attachment, or 
pushing surfaces of) the first coupling part and the second coupling part of the 
estatic coupling and the first coupling part and the second coupling can provide 
attachment, abutment and/or pushing surfaces for opposite ends of each of the 
estatic elements.

At least one or all of the elastic elements can be pre-stressed (squeezed, 
compressed) in a non-loaded condition in order to increase the stiffness in a 
specific load direction. In particular, the torsional stiffness can be increased by
pre-stressing the elastic elements. The stiffness is advantageously increased in the main load torque direction which can then correspond to the dominant axis and/or the dominant direction of stiffness of the elastic elements.

At least one of the elastic elements can contain a chamber configured to be filled with a fluid. Advantageously, a plurality of the elastic elements can contain a chamber configured to be filled with a fluid. The chambers can be hydraulically connected with each other.

The chambers of all elastic elements acting in the positive torque direction can be hydraulically coupled with each other and the chambers of all the elastic elements acting in the negative torque direction can be hydraulically coupled with each other.

The invention also provides a wind turbine comprising the drive drain according to the aspects and embodiments of the invention. The invention further provides a wind park comprising a wind turbine comprising a drive drain according to the aspects and embodiments of the invention.

The invention also provides a method for manufacturing and/or for retrofitting a wind turbine comprising a drive drain according to the aspects and embodiments of the invention.

BRIEF DESCRIPTION OF DRAWINGS

Further features and advantages of the invention will ensue from the following description with reference to the accompanying drawings, wherein

FIG. 1 is simplified representation of a part of a drive drain according to an embodiment,

FIG. 2 is a simplified perspective view on an elastic coupling according to an embodiment,

FIG. 3 is a simplified cross-sectional view of a part of the drive drain shown in FIG. 1 according to an embodiment,

FIG. 4 is a simplified perspective view on a part of the drive drain shown in FIG. 1 and FIG. 3 according to an embodiment,
FIG. 5 is a simplified detailed view of an access opening to an elastic element,

FIG. 6 is a simplified cross-sectional view of a part of the drive drain shown in FIG. 1 according to an embodiment,

FIG. 7 is a simplified cross-sectional view along line A-A in FIG. 1 of an elastic coupling according to an embodiment,

FIG. 8 is a simplified cross-sectional view along line A-A in FIG. 1 of an elastic coupling according to an embodiment in a first load condition,

FIG. 9 is a simplified cross-sectional view along line A-A in FIG. 1 of an elastic coupling according to an embodiment in a second load condition,

FIG. 10 is a simplified cross-sectional view along line A-A in FIG. 1 of an elastic coupling according to an embodiment in a third load condition,

FIG. 11 is substantially similar to FIG. 8 including an additional detail,

FIG. 12 is a simplified cross-sectional view of a part of the embodiments shown in FIGs 8 to 10 using a single elastic element,

FIG. 13 is a simplified cross-sectional view of a part of the embodiments shown in FIGs 8 to 10 using a single elastic element,

FIG. 14 is a simplified perspective view on an elastic element according to an embodiment, and

FIG. 15 is a simplified perspective view on an elastic element according to an embodiment.

FIG. 16 shows a simplified side view of a part of the drive drain of a wind turbine according to an embodiment.

DETAILED DESCRIPTION OF EMBODIMENTS

FIG. 1 is simplified representation of a part of a transmission system 1 according to an embodiment. The transmission system 1 comprises a hub 2, a rotor shaft (or main shaft) 3, a main bearing 4, a main bearing housing 5, a
gearbox input shaft 6, a gearbox 7 with a gearbox housing 8 and a generator 9. Between the rotor shaft 3 and the gearbox input shaft 6 is the elastic coupling 10. The elastic coupling 10 comprises a first coupling part 11 and a second coupling part 12. The elastic coupling 10 has a coupling housing 15.

FIG. 2 is a simplified perspective view on an elastic coupling 10 according to an embodiment. The elastic coupling 10 comprises the first coupling part 11 and the second coupling part 12. The first coupling part 11 has a flange 13 by which it can be rigidly coupled to the rotor shaft 3. The second coupling part 12 has a flange 14 by which it can be rigidly coupled to the gearbox input shaft 6. The first coupling part 11 is coupled to the second coupling part 12 by a plurality of elastic elements EM1 to EM10 (EM7 and EM8 are not visible in this perspective). The elastic elements EM1 to EM10 are evenly distributed along a circumferential direction of the first coupling part 11 and the second coupling part 12. Although the present embodiment shows ten elastic elements EM1 to EM10, any number of elastic elements can be used in other embodiments.

FIG. 3 is a simplified cross-sectional view of a part of the drive drain 1 shown in FIG. 1 according to an embodiment. There is a first opening 01 in the main bearing housing 5 and a second opening 02 in the first coupling part 11 of the elastic coupling 10. In the shown position of the rotor shaft 3, the two openings 01 and 02 coincide. The openings 01, 02 are both large enough to provide access to a service technician ST to the interior space of the elastic coupling 10. The interior space of the elastic coupling 10, i.e. the space between the first coupling part 11 and the second coupling part 12 is large enough to accommodate the service technician ST. The service technician ST can now access an elastic element EM of the elastic coupling 10. The openings 01, 02 are dimensioned as manholes, being large enough to allow a service technician to pass through them and reach the interior space of the elastic coupling.

Furthermore, due to the described openings 01, 02, it is also possible for a technician to get access to the hub 2 through the elastic coupling 10 (first part of the elastic coupling 11) and the rotor shaft 3.
FIG. 4 is a simplified perspective view on a part of the drive drain 1 shown in FIG. 1 and FIG. 3 according to an embodiment. The service technician is located in the opening 01 in the main bearing housing 5. There are further openings 03, 04, 05 in the coupling housing 15. In a predetermined locked position of the rotor shaft 3, these openings 03, 04, 05 grant access to the elastic elements of the elastic coupling 10. This is shown in more detail in FIG. 5. The openings 03, 04, 05 can have a rather circular or rectangular shape. In the present embodiment the openings have a rather rectangular shape. The maximum diameters DM1 and DM2 can then have the following advantageous dimensions. DM1 can be 400 mm to 600 mm, advantageously about 450 mm. The diameter DM2 can also be 400 mm to 600 mm, advantageously about 500 mm. Any opening in any of the housings may have a minimum diameter of 400 mm, more advantageously, the diameter of any opening should at least be 500 mm. For openings being configured to provide access for a service technician, the minimum diameter of any such opening can be greater than 600 mm.

FIG. 5 is a simplified detailed view of an access opening 04 to an elastic element EM of the elastic coupling. Also in this situation, there are coinciding openings in the coupling housing 15 and in the coupling parts of the elastic coupling 10. The elastic element EM is partly lifted already towards the opening 04 in order to be replaced or checked. Likewise, it is possible to insert an elastic element EM through the opening 04.

FIG. 6 is a simplified cross-sectional view of a part of the drive drain 1 shown in FIG. 1 according to an embodiment. In this embodiment, the opening 02 in the first coupling part 11 and an opening in the main bearing housing are such that the service technician ST can access the main bearing 4. This aspect is advantageous for maintaining or replacing, for example a sealing of the main bearing 4.

FIG. 7 is a simplified cross-sectional view of an elastic coupling 10 along line A-A in FIG. 1 according to the embodiment shown in FIG. 1 and FIG. 2. The elastic elements EM1 to EM10 are substantially evenly distributed along a circumferential direction CD. In this embodiment, the elastic elements EM1 to EM10 are arranged in pairs of two elastic elements: EM1 and EM2, EM3 and EM4, EM5 and EM6, EM7 and EM8 as well as EM9 and EM10. Accordingly there
a five pairs of elastic elements. There is always a circumferential section CS1 to C10 of one of the first or second coupling part 11, 12 between adjacent elastic elements. Circumferential sections CS1, CS3, CS5, CS7 and CS9 belong to the first coupling part 11. Circumferential sections CS2, CS4, CS6, CS8 and CS10 belong to the second coupling part 12. Accordingly, each elastic element E1 to E10 is located between a circumferential section of the first coupling part 11 and a circumferential section of the second coupling part 12. The circumferential sections CS1 to CS10 provide attachment surfaces AS for the elastic elements EM1 to EM10 on opposite ends of the each elastic element EM1 to EM10.

The circumferential direction CD is also the direction of the torque load. However, the torque load can have a first direction LDP or a second direction LDN which are opposite to each other. In the present context, a torque or load torque or load torque direction is represented and described rather by the rotational direction than by the vector representation, as the referral to the rotational directions is considered more intuitive.

FIG. 8 is a simplified cross-sectional view of an elastic coupling 10 along line A-A in FIG. 1 in a first load condition according to an embodiment. This embodiment of an elastic coupling 10 differs from the previous one in that each of the elastic elements EM1 to EM4 is configured and arranged such that the elastic elements EM1 to EM4 can be loaded in positive torque direction LDP as well as in the negative torque direction LDN. The first coupling part 11 and the second coupling part 12 are represented as disks having superposed windows W through which each of the elastic elements EM1 to EM4 protrudes. The first coupling part 11 is represented in dashed lines while the second coupling part 12 is represented by solid lines. The shown load condition is an undeflected situation such that no torque load is applied and the rotor shaft 3 and the gearbox input shaft 6 and therefore the coupling parts 11, 12 are not misaligned.

FIG. 9 is a simplified cross-sectional view of the an elastic coupling 10 along line A-A in FIG. 1 (similar to the embodiment of FIG. 8) in a second load condition. In this load condition, load torque is applied to the elastic coupling 10 but the axes of the gearbox input shaft and the rotor shaft are still well aligned.

FIG. 10 is a simplified cross-sectional view of the an elastic coupling 10 along line A-A in FIG. 1 (similar to the embodiment of FIG. 8 and FIG. 9) in a third load
condition. In this load condition load torque is applied and the main axes are misaligned.

FIG. 11 is substantially similar to FIG. 8 including an additional detail. This embodiment uses elastic elements EM1 to EM4 which are also referred to as hydraulic rubber elements or hydraulic elastomers etc (more details of such an element are described with respect to FIG. 15). These elements have a inner chamber that can be filled with a fluid in order to adjust the stiffness (for example torsional stiffness). The elastic elements or rather the chambers of the elastic elements are coupled to a hydraulic circuit. It only a single elastic element EM1 to EM4 can be used for both load torque directions, as described herein, a single hydraulic circuit HYD can be used for all elements EM1 to EM4 instead of two separate hydraulic circuits for the elastic elements of each load torque direction.

FIG. 12 is a simplified cross-sectional view of a part of the embodiments shown in FIGs 8 to 10 using a single elastic element EM for two opposite torque load directions. Each of the elastic elements (in FIG. 8 to 10) can be the elastic element EM shown in FIG. 11. The first coupling part 11 provides at least a first attachment (or abutment) surface AS1_1 and an opposite second attachment (or abutment) surface AS2_1. The second coupling part 12 also provides at least a first attachment (or abutment) surface AS1_2 and an opposite second attachment (or abutment) surface AS2_2. In this embodiment, one attachment (or abutment) surface AS1_1, AS1_2 of each of the two coupling parts 11, 12 is in contact with a same first side EMFS of the elastic element and one attachment (or abutment) surface AS2_1, AS2_2 of each of the two coupling parts 11, 12 is in contact with a same second side EMSS of the elastic element. The second side EMSS of the elastic element EM is opposite to the first side EMFS of the elastic element. In an embodiment, the abutments surfaces AS1_1, AS2_1, AS1_2, AS2_2 can be provided by superposed or coinciding windows W11, W12 in the coupling parts. However, there are various different possible configurations. A minimum requirement is that each of the two opposite sides EMFS, EMSS of the elastic element should at least abut against an abutment or attachment or contact surface of both, the first and the second coupling part 11, 12. In other words, the elastic elements are located on congruent attachment/abutment surfaces of the first and the second coupling part
such that a single elastic element is loaded in a positive torque direction as well as in the negative torque direction.

This provides that a single elastic element EM can be used for both, opposite load torque direction, i.e. the positive torque direction LDP and the negative torque direction LDN. The elastic element is than only compressed or squeezed along the dominant axis or direction of stiffness regardless of the load torque direction. The number of required elastic elements EM can then be reduced to half the number of embodiments using pairs of modules.

In an aspect, if the elastic elements use a chamber for fluid for adjusting the stiffness of the elastic elements, all the elastic elements can be hydraulically coupled with each other. It is not necessary to separate the hydraulic connection into one system for positive load torque and one system for negative load torque.

FIG. 13 is a simplified cross-sectional view of a part of the embodiments shown in FIGs 8 to 11 using a single elastic element EM for two opposite torque load directions according to another embodiment. In this embodiment, the elastic element EM is only held between one abutment, attachment and/or pushing surface (or shoulder) AS1 1 of the first coupling part 11 at one end of the elastic element EM and one abutment, attachment and/or pushing surface (or shoulder) AS1 2 of the second coupling part 12 at another, opposite end of the elastic element EM. However, the respective abutment surface AS1 1 and A12 of each coupling part 11, 12 extends over and covers the respective other coupling part. This embodiment is advantageous if the elastic element EM does not need to be pre-stressed.

FIG. 14 is a simplified perspective view on an elastic element EM to be used for the embodiments and aspects described herein. The dominant direction D1 is the direction of a force (due to torque) in which the elastic element EM has the greatest stiffness. It should be noted that the elastic element EM is supposed to be compressed or squeezed in the dominant direction D1. Just as examples other directions D2, D3 of potential forces are also indicated. The elastic element EM has a lower stiffness in the directions D2 and D3 and any other direction different than D1.
In still other words, any elastic element EM has a dominant axis of stiffness DA and a dominant direction of stiffness D1 lying in the dominant axis of stiffness DA. The dominant direction of stiffness D1 is advantageously a direction in which the elastic element EM is compressed. The stiffness of the elastic element EM is greater in the dominant direction of stiffness D1 than in any direction relative to the elastic element EM different from the dominant direction D1.

FIG. 15 is a simplified perspective view on an elastic element EM that can be used in connection with the aspects and embodiments of the invention. Generally, at least one or all of the elastic elements can comprise or be made of rubber, polymer, elastic material or combinations of rubber and/or polymer and/or elastic material and/or stiff components. At least one or all of the elastic elements can be configured or be made in form of springs, helical springs, and/or coil springs. At least one or all of the elastic elements can have the form of pads, cylinders, or cubicles.

The elastic element EM shown in Fig. 15 is generally made of an elastic material (like rubber or polymers etc.) and comprises an inner chamber CH (dashed lines) that can be filled with a fluid in order to adjust the stiffness. The elastic element EM can further comprise inlet and outlets for the fluid. In this embodiment, there is a radial inlet/outlet IN_OUT_R and a tangential inlet/outlet IN_OUT_T. Furthermore, there is a fluid access FA and a pressure sensor SENS for determining the pressure in the chamber CH of the elastic element EM.

The elastic element EM can also be referred to as rubber hydraulic element. It can have a pitch cycle diameter of 2300 mm, a weight of 38 kg and provide a high torsional stiffness in the dominant direction. It further provides a low axial and lateral stiffness, i.e. in directions other than the dominant direction. The elastic element can operate with a hydraulic pressure of max. 600 bar. It can be hydraulically coupled with other elastic elements of a similar type through hoses or tubes (hydraulic circuit). The working pressure of these tubes or hoses can be 1040 bar, while the minimum burst pressure could be 2600 bar.

FIG. 16 shows a simplified side view of a part of the drive drain 1 of a wind turbine according to an embodiment. There is a main frame 16 (supporting structure of a nacelle (not shown) of a wind turbine (not shown). The drive drain comprises a rotor shaft (or main shaft) 3 which is held by the main bearing 4 (not
shown) in the bearing housing 5. Only the bearing housing 5 is suspended from or carried by the main frame 16. The coupling housing 15 including the elastic coupling 10, the gearbox housing 8 including the gearbox input shaft 6 and the gearbox 7 as well as the generator 9 are only suspended from the bearing housing 5. They all extend freely over the main frame 16. The entire weight of the elastic coupling 10, the gearbox, and the generator 9 including all their housings and internal parts can introduce an eccentricity between the rotor shaft 3 and the gearbox input shaft 6.

In an embodiment, a longitudinal axis A3 of the rotor shaft 3 and a longitudinal axis A6 of the gearbox input shaft 6 are then mounted/assembled with a predetermined and preset eccentricity EXC with respect to each other in order to minimize the offset/eccentricity resulting from, for example weight and/or other loads and/or other effects. Normally, it is most advantageous that the rotor shaft 3 and the gearbox input shaft 6 of a drive drain 1 of a wind turbine are perfectly aligned and centered with respect to each other. Otherwise, any coupling and in particular an elastic coupling 10, more specifically the elastic elements EM of the elastic coupling 10, as described herein, can be constantly agitated/worked through during each rotation. This can substantially increase the wear of the elastic elements EM. According to the present embodiment, the rotor shaft 3 and the gearbox input shaft 6 are arranged with respect to each with a slight eccentricity in order to compensate any other effects that introduce an opposite eccentricity. If for example the coupling housing 15, the gearbox housing 8 and the generator 9 are all freely suspended from the bearing housing 5, this can introduce a slight eccentricity between the rotor shaft 3 and the gearbox input shaft 6 which results in an eccentricity in the elastic coupling 10, in particular an eccentricity of the first coupling part 11 with respect to the second coupling part 12. This and any other eccentricity can then be compensated, for example by the suspension of the bearing housing 5, in particular the suspension of the main bearing 4 in the bearing housing 5. The bearing housing 5 may be coupled to the main frame 16 of the nacelle by an annular (ring-shaped) flange (not shown). This flange can be used to create the eccentricity between the rotor shaft 3 and the gearbox input shaft 6. In particular, the center point of the bearing may be shifted during mounting/assembly. An advantageous direction is a preset eccentricity in a vertical direction V. It is also possible to create the preset
eccentricity in any other directions, as for example the horizontal direction H. The preset eccentricity is advantageously in the range of less than 1 mm. The preset eccentricity provides that the elastic elements EM are not or less agitated during each rotation. Since the gearbox 7 (housing) and the generator 9 (housing) are suspended on the bearing housing 5, the weight of these components can introduce an eccentricity that is to be compensated by a predetermined and preset eccentricity in the opposite direction. Accordingly, an expected or determined eccentricity can be compensated by a slight preset and compensating (for example opposite) eccentricity introduced by a shift of the bearing housing 5. The preset eccentricity of the longitudinal main axes of the rotor shaft and the gearbox input shaft can be used to compensate and/or minimize any eccentricity or offset resulting from weight and/or loads and/or torque. The relevant torque could be the normal expected torque during operation of the wind turbine. In order to achieve the preset eccentricity the center point of the bearing housing may be slightly shifted. The center point of the bearing housing may be shifted vertically. This has an influence on the bending line such that in total, the undesired eccentricities are compensated by the preset eccentricity during mounting and/or assembling of the wind turbine/drive drain.

The aspects and embodiments of the invention are particularly synergetic, as the elastic coupling 10 requires maintenance of the elastic elements. The openings provide access to these elements. Furthermore, the openings may also grant access to hydraulic circuits, tubes or hoses of any hydraulic parts or sensors provided in the elastic coupling. All these parts can be accessed and maintained or exchanged. The term "coinciding" openings can be interpreted as precisely overlapping, lying one above another or being precisely superposed. This means that any opening can be made just large enough to allow the respective measure to be taken (technician to pass or elastic element to be accessed, retrieved from or inserted into the elastic coupling).

Although the invention has been described hereinabove with reference to specific embodiments, it is not limited to these embodiments and no doubt further alternatives will occur to the skilled person that lie within the scope of the invention as claimed.
CLAIMS

1. A drive drain for a wind turbine comprising: a rotor shaft (main shaft) configured to be driven by the rotor about a main axis; a support structure including a bearing housing surrounding the at least one bearing and supporting the rotor shaft for rotation about the main axis, thereby constraining other movements of the rotor shaft; a gearbox input shaft and a gearbox housing supporting the gearbox input shaft for rotation about the main axis while constraining other movements of the gearbox input shaft; and an elastic coupling, wherein the gearbox input shaft is coupled to the rotor shaft by the elastic coupling, the elastic coupling comprising a first coupling part rigidly connected with the rotor shaft, a second coupling part rigidly connected with the gearbox input shaft and elastic elements positioned between the first coupling part and the second coupling part, thereby constituting a single joint between the rotor shaft and the gearbox input shaft, wherein the coupling housing and/or bearing housing comprises an opening for accessing the inner space of the coupling housing and/or bearing housing.

2. The drive drain according to claim 1, wherein the first coupling part and/or the second coupling part comprises an opening that coincides with the opening of the coupling housing and/or the main bearing housing in a predetermined locked position of the rotor shaft such that an inner space of the first coupling part and/or the second coupling part is accessible.

3. The drive drain according to claim 1 or 2, wherein the opening in the bearing housing and/or the coupling housing is configured to provide access to the elastic elements of the elastic coupling for assembling, disassembling or maintenance.

4. The drive drain according to claim 2 or 3, wherein the coinciding openings are dimensioned as a manhole in order to allow a service technician to pass the openings.

5. The drive drain according to anyone of the previous claims, wherein the opening in the main bearing housing and/or the coupling housing is
configured to provide access to a sealing of the main bearing for maintenance purpose.

6. The drive drain according to anyone of the preceding claims, wherein the elastic elements are configured such that the elastic elements have a first stiffness in a first load direction and a second stiffness in a second load direction, the first stiffness being greater than the second stiffness, and the elastic elements are arranged such that a main load torque direction coincides with the first load direction.

7. The drive drain according to anyone of the preceding claims, wherein the rotor shaft and the gearbox input shaft are mounted with a preset eccentricity of their longitudinal main axes, such that a longitudinal axis of the rotor shaft and a longitudinal axis of the gearbox input shaft are initially mounted eccentrically to each other in order to minimize any eccentricity or offset resulting from weight and/or loads and/or torque during operation.

8. The drive drain according to anyone of the preceding claims, wherein the elastic elements are pre-stressed in a non-loaded condition in order to increase a stiffness, in particular a torsional stiffness.

9. The drive drain according to anyone of the preceding claims, wherein each of the elastic elements contains a chamber configured to be filled with a fluid and at least some of the chambers are hydraulically connected with each other.

10. A wind turbine comprising the drive drain according to anyone of the preceding claims.

11. A wind park comprising a wind turbine according to claim 10.


13. A method of accessing an elastic coupling of a drive drain of wind turbine, the method comprising the steps of: locking a rotor shaft of the drive drain in predetermined position, accessing the elastic coupling through openings coinciding in the predetermined position.
Fig. 6
Fig. 12
**INTERNATIONAL SEARCH REPORT**

### A. CLASSIFICATION OF SUBJECT MATTER

**INV.** F03D15/00 F03D80/50 F16F13/08

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

- F03D
- F16F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

- EPO-Internal, WPI Data

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>wo 2015/071689 AI (RICARDO UK LTD [GB]) 21 May 2015 (2015-05-21) abstract page 13, paragraph 1 - page 15, paragraph 2 page 17, paragraph 2 - paragraph 5; figures 1, 2, 3, 5, 6, 10</td>
<td>1, 3, 6-13</td>
</tr>
</tbody>
</table>

**X** Further documents are listed in the continuation of Box C. **X** See patent family annex.

* Special categories of cited documents:
  - "A" document defining the general state of the art which is not considered to be of particular relevance
  - "E" earlier application or patent but published on or after the international filing date
  - "L" document which may throw doubts on priority claim(s) one of which is cited to establish the publication date of another citation or other special reason (as specified)
  - "O" document referring to an oral disclosure, use, exhibition or other means
  - "P" document published prior to the international filing data but later than the priority date claimed

**T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

**X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

**Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

**S** document member of the same patent family

**Date of the actual completion of the international search**

8 February 2017

**Date of mailing of the international search report**

15/02/2017

Name and mailing address of the ISA/

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040
Fax: (+31-70) 340-3016

Authorized officer

Westermayer, Philipp

Form PCT/ISA/210 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 2012/052022 Vestas Wind Sys As [DK]; Demtroeder Jens [DK]; Bugiel Christoph [DE]</td>
<td>1,7,8,10-12</td>
</tr>
<tr>
<td></td>
<td>26 April 2012 (2012-04-26) cited in the application abstract</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0008] - paragraph [0010]</td>
<td>2-5,13</td>
</tr>
<tr>
<td></td>
<td>paragraph [0031] - paragraph [0036]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0041] - paragraph [0046]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0051] - paragraph [0053]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>figures 1,2,3,4,5,6,9,10,11</td>
<td></td>
</tr>
<tr>
<td></td>
<td>abstract</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0011] - paragraph [0012]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0022] - paragraph [0042]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0042] - paragraph [0045]</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>WO 2013/007322 Fm Energy Gmbh &amp; Co Kg [DE]; Mitsch Franz [DE]; Schumacher Tobias [DE]</td>
<td>1,3,6-12</td>
</tr>
<tr>
<td></td>
<td>17 January 2013 (2013-01-17) cited in the application abstract</td>
<td></td>
</tr>
<tr>
<td></td>
<td>page 10, line 26 - page 12, line 16; figures 9-11</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0024]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0030] - paragraph [0035]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>paragraph [0049] - paragraph [0050]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>figure 2</td>
<td></td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 3069022 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2522113 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2535331 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2016298603 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2016298604 A1</td>
</tr>
<tr>
<td>WO 2012052022 A1</td>
<td>26-04-2012</td>
<td>CN 103168169 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 103168171 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 103210215 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2630367 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2630369 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2630371 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2537715 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2541408 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013270837 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013300125 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013302144 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012052022 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012052023 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012052024 A1</td>
</tr>
<tr>
<td>DE 102007037542 A1</td>
<td>12-02-2009</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013007322 A1</td>
</tr>
<tr>
<td>EP 2784309 A1</td>
<td>01-10-2014</td>
<td>NONE</td>
</tr>
</tbody>
</table>