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To all whon, it may concer'72: 
Be it known that I, MARITN J. GROSZ, a 

citizen of the United States, and a resident of 
Emporia, in the county of Lyon and State of 
Kansas, have invented certain new and useful 
Improvements in Pie-Plates; and I do hereby 
declare that the following is a full, clear, and 
exact description C. iii., iii velution, which 
will enable others skilled in the art to which 
it appertains to make and use the Same, refer 
ence being had to the accompanying drawings, 
which form a part of this specification, and 
in which Figure 1 is a top view of lny improved pie 
plate. Fig. 2 is a diametrical sectional view 
of the same. Figs. 3, 4, and 5 are views of 
the partitions; and Fig. 6 is a view of a modi 
fied form of partition or strip. 
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Similar letters of reference indicate corre 
sponding parts in all the figures. 
My invention has relation to pie-plates; and 

it consists in the improved construction and 
combination of parts of such a plate, in which 
the pie may be divided in a number of sectors before being baked, avoiding the cutting of 
the pie afterward, and the loss of the contents 
of the pie when it is cut, as hereinafter more 
fully described and claimed. In the accompanying drawings, the letter 
A indicates the plate, which is formed with a 
number of slots, 13, i, ii., ii.1, a equal dis 
tances from each other and diametrically op 
posite to each other. The partitions C, D, and 
E, of which the drawings show three, are 
formed at their ends to correspond to the 
slope of the side of the plate and with out. 
wardly-projecting lips, F, which may fit into 
the slots in the rim of the plate. The centers 
of the partitions are formed with vertical 
slots, one partition, C, having the slot extend 
ing from the upper edge to below the middle, 
as shown at G, while the next partition, I), 
has two slots, HH, extending from both edges 
to near the middle, and the third partition, 
E, is formed with a slot, I, extending from the 
lower edge to above the middle of the strip. 
It will now be seen that the partitions or 
strips may be placed in the plate intersecting 
each other, and with the projecting ends rest 
ing in the slots in the rim of the plate, the 
partition having the slot from the upper edge 
being placed first, whereupon the partition 

having the two slots is placed with its lower 
slot resting in the upper slot of the other part 
tition, and atlast the partition having the slot 5 
in the lower edge is placed into the upper 
slots of both the foregoing partitions, When 
the plate will be divided into six equal parts. If desired, the partitions may be corrugated, 
as shown in Fig. 6, when the edges of the € 
pieces of pie will be serrated. s' The plate may, if desired, be divided into 
four or any other number of parts by a suita 
ble number of partitions. 
When the pie is to be made, the under crust 

is rolled somewhat thicker than usually, whereupon it is placed in the plate, resting 
on the partitions, and the portions between 
the partitions are pressed down, whereupon 
the contents of the pie are filled into the lower 
crust and the upper crust placed over it. The 
upper and lower crusts are now pressed down 
against the edges of the partitions, which will t - - - - - - - -- i. compress E3 EYC CSES C. R. is last cut 
them, the thick lower crust being stretched to 
its required thickness by this process and by 
the forcing of the portions between the parti 
tions, and the pie may now be baked, when 
each piece will have its edges sticking together 
and retain its contents. Having thus described my invention, Iclaim 
and desire to secure by Letters Patent of the 
United States 
In a pie-plate, the combination of a plate 

having a number of equidistant and diamet 
rically opposite slots in its rim, with a parti 
tion having a slot at its middle extending from 
the upper edge to below the middle of the 
strip, and having lips at its ends for fitting in 
the slots of the rim, a partition having simi 
lar lips and having slots at its center extend 
ing from both edges to near the middle of the 
strip, and a partition having lips at its ends, 
and having a slot extending from the cen: 
ter of the lower edge to slightly above the 
Elle, as and for the purpose shown and set 
orth. 
In testimony that I claim the foregoing a 

my own I have hereunto affixed my signatur 
in presence of two witnesses. 

MARTN J. GROSZ, 
Witnesses: 

CASPER ELISON, , 
HENRY A. ALTMAN. 
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