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To all whom it may concerm:

Be it known that we, CLEMENS A. STOLTE
and Hervan E. SyrrH, citizens of the United
States, residing at Indianapolis, in the county
of Marion and State of Indiana, have invented
certain new and useful Improvements in
Match-Strips, of which the following isaspeci-
fication.

The object of our inventiow is to 1)1 oduce a
strip which may be formed into a plurality of
matches easily detachable in' succession one
from another.

The accompanying drawings illustrate our
invention.

Tigurelis aplanof amatch-strip construct-
ed in accordance with our invention, in which
the matches are arranged alternately, so that
two heads cannot come into contact and ignite
by interfriction. Fig. 2 is a side elevation.

In the drawings, 10 indicates a strip ot suit-
able material of any desirable widthand length
and of any suitable material-—as, for instance,
paper, strawboard, wood, or the like. This
stripis cut uponits opposite edges so as to pro-
vide a plurality of tongues 11, alternately ar-
ranged upon opposite_ “sides of the str 1, and
the material of the strip iseut iInward toward
the center with cuts 12, which do not meet at
their inner ends, thus Ieuvingn strip 13, which
serves to attach the matches together. The
protruding énds 11 aré dipped in any desired
manner and in any desived material, so as to
form match-heads 14. It desired, the cuis 12
may extend only a short distance toward the

center, as shown at the right in Fig. 1, and 35

an intermediate cut 15 is made in line with
each pair of cuts 12, thus leaving two strips
or 'portions 16 which are uncut. Again, as
shown in the middle of Fig. 1, the cuts may

be in the form of short dot-like perforations 40

17. It will be understood that the cuts need
not go entirely through the material.

In the construction shown the ordinary
match compound may be used, which can be
struck against any rough surface.
portions 10 may be used to bind one or more
strips into book form, if desired.

‘We claim as our invention—

1. A match-strip consisting of a strip of

suitable material- scalloped upon its opposite 50

edges so as to form a plurality of alternately-
arranged match-splint sections side by side,
said sections being headed alternately on op-
posite sides of the strip. '

2. A match-strip consisting of a strip of 55
stiitable material divided into a plurality of
detachable splint-sections arranged side by
side and headed alternately upon oppom )
edges of the strip.

In witness whereotf we have her eunto set our 60

hands and seals, at Indianapolis, Indiana, this
16th day of May, A. D. 1903.

CLEMENS A. STOLTE. |[L.s.]
HERMAN K. SMITH. [L. s.]
Witnesses:

Arvruur M. Hoob,
Janmus A, Warsn. -

The uncut 45



