Title: PROCESS FOR OPERATING A QUENCH DEVICE IN AN OXYGENATE-TO-OLEFIN PRODUCTION UNIT

Abstract: The present invention is a process for producing olefin(s) from oxygenates that is more effective than previously known processes at removing carbon dioxide from the effluent stream by operating a quench tower at a pH greater than 7.0.
Published: — with international search report
— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
PROCESS FOR OPERATING A QUENCH DEVICE IN AN OXYGENATE-TO-OLEFIN PRODUCTION UNIT

FIELD OF THE INVENTION

[0001] The present invention relates to a process for operating a quench device in an oxygenate-to-olefin production unit.

BACKGROUND OF THE INVENTION

[0002] Olefin(s) are traditionally produced from petroleum feedstock by catalytic or steam cracking processes. These cracking processes, especially steam cracking, produce light olefin(s) such as ethylene and/or propylene from a variety of hydrocarbon feedstock. Ethylene and propylene are important commodity petrochemicals useful in many processes for making plastics and other chemical compounds. Ethylene is used to make various polyethylene plastics, and in making other chemicals such as vinyl chloride, ethylene oxide, ethylbenzene and alcohol. Propylene is used to make various polypropylene plastics, and in making other chemicals such as acrylonitrile and propylene oxide.

[0003] The petrochemical industry has known for some time that oxygenates, especially alcohols, are convertible into light olefin(s). This process is referred to as the oxygenate-to-olefin process. Typically, the preferred oxygenate for light olefin production is methanol. The process of converting methanol-to-olefin(s) is called the methanol-to-olefin(s) process.

[0004] There are numerous technologies available for producing oxygenates, and particularly methanol, including fermentation or reaction of synthesis gas derived from natural gas, petroleum liquids, carbonaceous materials including coal, recycled plastics, municipal waste or any other organic material. The most common process for producing methanol is a two-step process of converting natural gas to synthesis gas. Then, synthesis gas is converted to methanol.

[0005] Generally, the production of synthesis gas involves a combustion reaction of natural gas, mostly methane, and an oxygen source into hydrogen, carbon monoxide and/or carbon dioxide. Synthesis gas production processes are
well known, and include conventional steam reforming, autothermal reforming or a combination thereof.

[0006] Synthesis gas is then processed into methanol. Specifically, the components of synthesis gas (i.e., hydrogen, carbon monoxide and/or carbon dioxide) are catalytically reacted in a methanol reactor in the presence of a heterogeneous catalyst. For example, in one process, methanol is produced using a copper/zinc oxide catalyst in a water-cooled tubular methanol reactor.

[0007] The methanol is then converted to olefin(s) in a methanol-to-olefin(s) process. The methanol-to-olefin(s) reaction is highly exothermic and has a large amount of water. Water comprises as much as one half of the total weight of the output stream of the reactor or effluent stream. Consequently, the water must be removed by condensation in a quench device to isolate the olefin product. A quench device cools the effluent stream to the condensation temperature of water.

[0008] The effluent stream of an oxygenate-to-olefin reactor also contains byproducts including oxygenate byproducts such as organic acids, aldehydes and/or ketones. Carbon dioxide is also a byproduct of the oxygenate to olefin reaction. Furthermore, depending upon operating conditions, unreacted methanol is likely to be present in the effluent of the oxygenate-to-olefin reaction.

[0009] U.S. Patent Nos. 6,482,998 and 6,121,504 describe an oxygenate-to-olefin process that includes a quench tower for removal of water produced in the oxygenate-to-olefin reactor. Unreacted oxygenate feed (typically methanol) that is liquid under quenching conditions is removed from the quench tower as a heavy product fraction. The unreacted oxygenate feed is separated from water in the quench medium in a fractionation tower.

[0010] U.S. Patent No. 6,403,854 describes a two stage solids wash and quench for use with the oxygenate conversion process where catalyst fines are removed from the effluent stream through a first quench stage. The bottoms of the quench include water, alcohols, ketones and neutralized organic acids that have a boiling point greater than water. The quench medium is a portion of the quench bottoms that is mixed with a neutralization stream and purified water stream.
Therefore acids such as formic acid, acetic acid, butyric acid and propanoic acid can be neutralized. The neutralization material can be caustic, amines or ammonia.

[0011] Notwithstanding the improvements in technology relating to the removal of impurities from the effluent stream of an oxygenate-to-olefin reactor with a quench device, it would be desirable to have a process for quenching an oxygenate-to-olefin effluent stream that will remove carbon dioxide as well as organic acids, aldehydes and/or ketones in the quench bottoms stream. The present invention addresses these and other needs.

SUMMARY OF THE INVENTION

[0012] The present invention is a process for producing olefin(s) from oxygenates that is more effective than previously known processes at removing carbon dioxide from the effluent stream by operating a quench tower with an alkaline quench medium. By alkaline it is meant a solution that has a pH greater than 7.0. One embodiment of the process comprises contacting an oxygenate feed stream with an oxygenate-to-olefin catalyst. The contacting produces an effluent stream comprising carbon dioxide, water and olefin(s). The effluent stream is quenched at a pH above 7.0. This quenching produces an olefin stream with reduced amount of carbon dioxide and water.

[0013] In another embodiment, there is a process for making polyolefin(s) from an oxygenate feed stream. The process comprises contacting an oxygenate feed stream with an oxygenate-to-olefin catalyst. The contacting produces an effluent stream comprising carbon dioxide, water and olefin(s). The effluent stream is quenched at a pH above 7.0. This quench step produces an olefin stream (or quenched effluent stream) with reduced amount of carbon dioxide and water. The olefin(s) from the olefin stream (or quenched effluent stream) are then converted to polyolefin(s).

[0014] In still another embodiment there is a process for purifying an effluent stream withdrawn from an oxygenate-to-olefin reactor. The effluent stream comprises olefin(s), water and carbon dioxide. The process comprises
quenching the effluent stream with a quench medium having a pH above 7.0. A majority of the water and a portion of the carbon dioxide is removed by the quenching step.

[0015] In still another embodiment, there is a process for quenching an effluent stream from an oxygenate-to-olefin reactor that comprises providing the effluent stream that contains 40 wt.% or more water, from about 50 wppm to about 2000 wppm carbon dioxide and from about 40 wt.% to about 60 wt.% olefin(s) based upon the composition of the effluent stream. The effluent stream further has a temperature above the dewpoint of the effluent stream. The effluent stream is contacted with an aqueous quench medium having a pH above 7.0 and a temperature below the dewpoint of the effluent stream.

[0016] Optionally, the effluent stream further comprises aldehydes and/or ketones and the step of contacting removes from about 25 wt.% to about 95 wt.% of the aldehydes and/or ketones from the effluent stream based upon the total amount of aldehydes and/or ketones in the effluent stream before the step of contacting. Optionally, the effluent stream further comprises organic acids and the step of contacting removes 95 wt.% or more of organic acids from the effluent stream based upon the total amount of organic acids in the effluent stream before the step of contacting. Optionally, the quench medium has a pH ranging from 7.1 to about 11.5. Optionally, the step of contacting the effluent stream with the quench medium produces a liquid fraction and a quenched effluent stream. The quench medium optionally contains caustic. Optionally, the effluent stream further comprises methanol. Optionally, the effluent stream further comprises from about 0.05 wt.% to about 5 wt.% alcohol based upon the total weight of the effluent stream before the step of contacting. Optionally, the effluent stream further comprises from about 0.05 wt.% to about 5 wt.% methanol based upon the total weight of the effluent stream before the step of (b) contacting. In one embodiment, the process includes a step of polymerizing the olefin produced in claim 43 to make a polyolefin product.

[0017] There is another embodiment according to any process disclosed herein wherein the contacting the effluent stream with a quench medium removes
5 wt.% or more, preferably 50 wt.% or more, more preferably 75 wt.% or more of the carbon dioxide from the effluent stream based upon the total amount of carbon dioxide in the effluent stream before the effluent stream is quenched.

[0018] There is another embodiment according to any process disclosed herein wherein the step of contacting the effluent stream with a quench medium removes 95 wt.% or more of the water, preferably 98 wt.% or more, more preferably 99 wt.% or more from the effluent stream based upon the total amount of water in the effluent stream before the effluent stream is quenched.

[0019] There is another embodiment according to any process disclosed herein wherein the effluent stream further comprises alcohol. There is yet another embodiment according to any process disclosed herein wherein the effluent stream further comprises methanol, including unreacted methanol.

[0020] There is an embodiment according to any process disclosed herein wherein the effluent stream further comprises from about 0.05 wt.% to about 5 wt.%, preferably from about 0.1 wt.% to about 3 wt.%, more preferably from about 0.2 wt.% to about 3 wt.%, even more preferably from about 1 wt.% to about 2 wt.%, most preferably of about 1.5 wt.% alcohol (optionally methanol) based upon the total weight of the effluent stream before the effluent stream is quenched.

[0021] The step of contacting the effluent stream with a quench medium removes 95 wt.% or more, preferably 98 wt.% or more, more preferably 99 wt.% or more of alcohol from the effluent stream based upon the total amount of alcohol in the effluent stream before the effluent stream is quenched.

[0022] There is still another embodiment according to any process disclosed herein wherein the effluent stream further comprises aldehydes and/or ketones and the step of contacting the effluent stream with a quench medium removes from about 25 wt.% to about 95 wt.%, preferably from about 40 wt.% to about 90 wt.%, more preferably from about 50 wt.% to about 85 wt.% of the aldehydes and/or ketones from the effluent stream based upon the total amount of aldehydes and/or ketones in the effluent stream before the effluent stream is quenched.
[0023] There is yet another embodiment according to any process disclosed herein wherein the effluent stream further comprises organic acids and the step of contacting the effluent stream with a quench medium removes 95 wt.% or more, preferably 98 wt.% or more, more preferably 99 wt.% or more of organic acids from the effluent stream based upon the total amount of organic acids in the effluent stream before the effluent stream is quenched.

[0024] There is another embodiment according to any process disclosed herein wherein the quench medium is an aqueous solution.

[0025] There is an embodiment according to any process disclosed herein wherein the quench medium has a pH ranging from 7.1 to about 11.5, preferably from 7.5 to about 11.0, more preferably from 8.0 to about 10.0, most preferably 9.0 based upon the pH of the quench medium at the time the quench medium enters the quench device.

[0026] There is still another embodiment according to any process disclosed herein wherein the quench medium contains caustic.

[0027] There is another embodiment including a process for making a polyolefin product comprising polymerizing the olefin produced according to any of the processes disclosed herein to make the polyolefin product.

**BRIEF DESCRIPTION OF THE DRAWINGS**

[0028] Figure 1 illustrates the overall process of an oxygenate-to-olefin plant according to one embodiment of the present invention.

[0029] Fig. 2 illustrates a process for purifying the effluent stream of the oxygenate-to-olefin reactor.

**DETAILED DESCRIPTION OF THE INVENTION**

Introduction and Overview

[0030] The present invention is a process for making an olefin stream from an oxygenate feed stream. The oxygenates are converted into olefin(s) in a reactor to produce an effluent stream that in addition to the olefin(s), also has carbon dioxide as a byproduct. At least a portion of the carbon dioxide is removed from
the effluent stream in a quenching step and more carbon dioxide is removed from the effluent stream in an alkaline wash step. Additionally, corrosion of the quench device and other downstream equipment is inhibited under at least one embodiment of the present invention.

[0031] To aid in the understanding of the present invention, a brief overview of the processing steps of producing and using one or more olefin(s) from an oxygenate feed stream, according to one embodiment, is discussed with reference to Fig. 1. The oxygenate-to-olefin reaction 10 converts an oxygenate feed stream into olefin(s). The gaseous output stream of an oxygenate-to-olefin reaction is defined as the effluent stream. The reactor effluent stream is particularly the gaseous output stream from the point the effluent stream exits a reactor to the point the gaseous output stream is quenched.

[0032] The step of quenching 12 cools the reactor effluent stream to separate water from the effluent stream and to produce a quenched effluent stream. According to one embodiment, carbon dioxide is separated in a quench device from the effluent stream, in another embodiment, alcohol, aldehydes and/or ketones are separated from the effluent stream in the quench device. These alcohols, aldehydes and ketones can be recycled in an oxygenate recycle stream back to the oxygenate feed stream. Optionally, carbon dioxide is purged from this oxygenate recycle stream. Optional compression of the quenched effluent stream is included in the step of quenching 12. A quenched effluent stream is an effluent stream after at least one stage of quenching.

[0033] The quenched effluent stream then undergoes a collective step of washing and drying 14 to produce a dried effluent stream. Washing the quenched effluent stream separates acidic components, such as carbon dioxide, with an alkaline wash. The alkaline wash produces a used alkaline wash medium. In one embodiment, the used alkaline wash medium is combined with the quench medium to adjust the pH of the quench device. Aldehydes and/or ketones can be removed according to one operation scheme of the alkaline wash. In another embodiment, additional water washing and or washing with other extractants can remove oxygenate(s) in the effluent stream.
Drying follows washing and removes water that is saturated in the quenched effluent stream. Optionally, the washing and drying stage 14 includes other processing steps to remove additional oxygenates.

The dried effluent stream then undergoes a step of recovering the olefin(s) in one or more olefin product(s) 16. Particularly, light olefin(s), i.e. ethylene and propylene, are recovered in an acceptable grade of purity for a particular application. Thereafter, the recovered olefin product(s) are used in various product applications 18, for example in a polymerization process to make polyolefin product(s). The present invention is an improvement to the process of making olefin(s) from an oxygenate feed stream. Accordingly, the present invention including a more detailed discussion of each step in the manufacture and use of olefin(s) from an oxygenate feed stream is discussed below.

The Oxygenate-to-Olefin Reaction

As shown in Fig. 2, an oxygenate feed stream is fed along line 20 into an oxygenate-to-olefin reactor 22 producing a reactor effluent stream that is withdrawn along line 24. The reactor 22 uses a catalyst, for example, a molecular sieve catalyst that comprises a molecular sieve catalyst composition.

As noted, oxygenate-to-olefin processes typically use molecular sieve catalysts or molecular sieve catalyst compositions. The molecular sieve catalyst compositions have molecular sieve and binder and/or matrix material. The molecular sieve catalysts are prepared according to techniques that are known to a person of ordinary skill in the art.

Molecular sieves are disclosed in PCT Publication Nos. WO 03/000412 and WO 03/000413, the contents of which are incorporated herein by reference. Preferably, the molecular sieve is a zeolitic or zeolitic-type molecular sieve. Alternatively, the preferred molecular sieve is an aluminophosphate (ALPO) molecular sieves and/or silicoaluminophosphate (SAPO) molecular sieves and substituted, preferably metal substituted, ALPO and/or SAPO molecular sieves including the molecular sieves that are intergrowth materials having two or more distinct phases of crystalline structures within one molecular sieve composition.
[0039] Binder materials that are useful alone or in combination include various types of hydrated alumina, silicas, and/or other inorganic oxide sol. In one embodiment, the binders are alumina sols including Nalco 8676 available from Nalco Chemical Co., Naperville, Illinois and Nyacol available from The PQ Corporation, Valley Forge, Pennsylvania.

[0040] Matrix materials include one or more of: rare earth metals, metal oxides including titania, zirconia, magnesia, thoria, beryllia, quartz, silica or sols, and mixtures thereof, for example, silica-magnesia, silica-zirconia, silica-titania, silica-alumina and silica-alumina-thoria. In an embodiment, matrix materials are natural clays such as those from the families of montmorillonite and kaolin. These natural clays include sabbentonites and those kaolins known as, for example, Dixie, McNamee, Georgia and Florida clays. Non-limiting examples of other matrix materials include: halloysite, kaolinite, dickite, nacrite, or anauxite.

[0041] Increasing the selectivity of preferred hydrocarbon products such as ethylene and/or propylene from the conversion of an oxygenate using a molecular sieve catalyst composition is described in U.S. Patent No. 6,137,022 (linear velocity), and PCT WO 00/74848 published December 14, 2000 (methanol uptake index of at least 0.13), which are all herein fully incorporated by reference.

[0042] Molecular sieve catalysts are useful for conversion of a feed stream that contains one or more aliphatic-containing compounds. The one or more aliphatic-containing compounds are disclosed in PCT Publication Nos. WO 03/000412 and WO 03/000413, the contents of which are incorporated herein by reference.

[0043] In a preferred embodiment of the process of the invention, the aliphatic feed stream is an oxygenate feed stream. Particularly, an oxygenate feed stream is a feed stream that comprises one or more organic compound(s) containing at least one oxygen atom. Non-limiting examples of oxygenates include methanol, ethanol, n-propanol, isopropanol, methyl ethyl ether, dimethyl ether, diethyl ether, di-isopropyl ether, formaldehyde, dimethyl carbonate, dimethyl ketone, acetic acid, and mixtures thereof. In the most preferred embodiment, the oxygenate feed stream comprises oxygenates selected from one
or more of methanol, ethanol, dimethyl ether, diethyl ether or a combination thereof, more preferably methanol and dimethyl ether, and most preferably methanol.

[0044] In one embodiment, the oxygenate feed stream is produced from an integrated process for producing oxygenates, particularly alcohols, from a hydrocarbon feedstock, preferably a hydrocarbon gas feedstock, more preferably methane and/or ethane. A method of preparing an alcohol feedstock is disclosed in PCT Publication Nos. WO 03/000412 and WO 03/000413, the contents of which are incorporated herein by reference. The methanol production process produces an oxygenate containing stream, or crude methanol, typically contains the alcohol product (including methanol, ethanol and fusel oil) and various other components such as ethers, particularly dimethyl ether, ketones, aldehydes, as well as dissolved gases such as hydrogen methane, carbon dioxide and nitrogen. The oxygenate containing stream, crude methanol, in the preferred embodiment is passed through a well known purification processes, distillation, separation and fractionation, resulting in a purified oxygenate containing stream, for example, commercial Grade A and AA methanol. This purified oxygenate containing stream is used in one embodiment as the oxygenate feed stream. Non-limiting examples of a process for producing an oxygenate feed stream from hydrocarbons and using it to produce olefin(s) is described in EP-B- 0 933 345, which is herein fully incorporated by reference.

[0045] The aliphatic feed stream, preferably oxygenate feed stream, discussed above is converted primarily into one or more olefin(s). The olefin(s) or olefin monomer(s) produced from the aliphatic feed stream typically have from 2 to 30 carbon atoms, preferably 2 to 8 carbon atoms, more preferably 2 to 6 carbon atoms, still more preferably 2 to 4 carbons atoms, and most preferably ethylene and/or propylene.

[0046] Non-limiting examples of olefin monomer(s) include ethylene, propylene, butene-1, pentene-1, 4-methyl-pentene-1, hexene-1, octene-1 and decene-1, preferably ethylene, propylene, butene-1, pentene-1, 4-methyl-pentene-1, hexene-1, octene-1 and isomers thereof. Other olefin monomer(s) include
unsaturated monomers, diolefin(s) having 4 to 18 carbon atoms, conjugated or non-conjugated dienes, polyenes, vinyl monomers and cyclic olefin(s). PCT Publication Nos. WO 03/000412 and WO 03/000413 for a more complete description of the olefin(s) produced, the content of these publications are incorporated herein by reference. Most preferably, the olefin(s) produced are ethylene, propylene or butene often referred to as prime olefin(s) or light olefin(s).

[0047] In one embodiment of the process for conversion of an oxygenate feed stream, the total amount of olefin(s) produced based on the total weight of hydrocarbon produced is greater than 50 weight percent, preferably greater than 60 weight percent, more preferably greater than 70 weight percent, and most preferably greater than 75 weight percent.

[0048] The aliphatic feed stream, preferably an oxygenate feed stream, in one embodiment, contains one or more diluents, typically used to reduce the concentration of the active ingredients in the oxygenate feed stream, and are generally non-reactive to the active ingredients in the oxygenate feed stream or molecular sieve catalyst composition. Non-limiting examples of diluents are disclosed in PCT Publication Nos. WO 03/000412 and WO 03/000413, the contents of which are incorporated herein by reference. The most preferred diluents are water and nitrogen, with water being particularly preferred.

[0049] In one embodiment, other hydrocarbons are added to the aliphatic feed stream, preferably oxygenate feed stream, either directly or indirectly, and include olefin(s), paraffin(s), aromatic(s) (see for example, U.S. Patent No. 4,677,242, addition of aromatics) or mixtures thereof, preferably propylene, butene, pentene, and other hydrocarbons having 4 or more carbon atoms, or mixtures thereof.

[0050] The process for converting an aliphatic feed stream, especially an oxygenate feed stream in the presence of a molecular sieve catalyst composition is carried out in a reaction process in a reactor, where the process is a fixed bed process, a fluidized bed process, preferably a continuous fluidized bed process, and most preferably a continuous high velocity fluidized bed process.
The reaction processes can take place in a variety of catalytic reactors such as hybrid reactors that have a dense bed or fixed bed zones and/or fast fluidized bed reaction zones coupled together, circulating fluidized bed reactors, riser reactors, and the like. Suitable conventional reactor types are described in, for example, U.S. Patent No. 4,076,796, U.S. Patent No. 6,287,522 (dual riser), and Fluidization Engineering, D. Kunii and O. Levenspiel, Robert E. Krieger Publishing Company, New York, New York 1977, which are all herein fully incorporated by reference.


In one embodiment, the reactor effluent stream comprises ethylene and propylene, C4+ olefin(s), methane, C2+ parafins, water, unreacted oxygenate(s), and oxygenate hydrocarbons. In another embodiment, the reactor effluent stream comprises from about 30 wt.% to about 70 wt.% water, preferably, from about 35 wt.% to about 70 wt.% water; more preferably from about 40 wt.% to about 65 wt.% water expressed as a percentage of the total weight of the reactor effluent stream.

In the embodiment illustrated in Fig. 2, the reactor effluent stream exits the reactor 22 through particle size separators and travel along line 24. The reactor effluent stream contains catalyst fines. According to one embodiment, the reactor effluent stream has about 2 wt.% or less, preferably about 1 wt.% or less, more preferably from about 0.005 wt.% to about 0.5 wt.% catalyst fines based upon the total weight of the reactor effluent stream.

In still another embodiment, there is a process for quenching an effluent stream, and particularly a reactor effluent stream, from an oxygenate-to-olefin reactor that comprises providing a reactor effluent stream that contains 40 wt.% or more water, from about 50 wppm to about 2000 wppm carbon dioxide.
and from about 40 wt.% to about 60 wt.% olefin(s) based upon the composition of the reactor effluent stream. There is an embodiment according to any process disclosed herein wherein the reactor effluent stream further comprises from about 0.05 wt.% to about 5 wt.%, preferably from about 0.1 wt.% to about 3 wt.% more preferably from about 0.2 wt.% to about 3 wt.%, even more preferably from about 1 wt.% to about 2 wt.%, most preferably of about 1.5 wt.% alcohol based upon the total weight of the reactor effluent stream.

[0056] There is another embodiment according to any process disclosed herein wherein the reactor effluent stream further comprises from about 0.05 wt.% to about 5 wt.%, preferably from about 0.1 wt.% to about 3 wt.%, more preferably from about 0.2 wt.% to about 3 wt.%, even more preferably from about 1 wt.% to about 2 wt.%, most preferably of about 1.5 wt.% methanol based upon the total weight of the reactor effluent stream.

[0057] The reactor effluent stream is transported along line 24 to a quench device 26, as described below. According to one embodiment, the reactor effluent stream has a dewpoint. By dewpoint it is meant the temperature that a gaseous stream first condenses. The reactor effluent stream remains at a temperature above the dewpoint while it is transported from the reactor effluent stream to the quench device in a first conduit along line 24.

[0058] In one embodiment illustrated in Fig. 2, the first conduit is in fluid communication with a heat exchanger system 25. According to one embodiment, the heat exchanger system 25 comprises one or more heat exchanger services, preferably two to four heat exchanger services, most preferably two or three heat exchanger services. Optionally, the heat exchanger system 25 cools the effluent stream, including the reactor effluent stream, to produce a cooled effluent stream. The cooled effluent stream is an effluent stream after at least one stage of cooling before at least one stage of quenching.

**Quench, Compression, and Oxygenate Recycle**

[0059] Following optional cooling, the effluent stream, of one embodiment, travels along line 24 to a quench device 26. The effluent stream (including the reactor effluent stream or the cooled effluent stream) is quenched
with a quench medium in the quench device 26 to produce a quenched effluent stream. As used herein "quench device" is a device for removing a portion of the effluent stream (including the reactor effluent stream or the cooled effluent stream) by establishing a sufficient quantity of liquid quench medium in contact with a gaseous reactor effluent stream which condenses at least a portion of the material in the reactor effluent stream. One example of a quench device in an oxygenate-to-olefin product stream is found in U.S. Patent No. 6,121,504 (direct product quench) fully incorporated herein by reference. A "quench medium" is defined as a liquid that contacts the effluent stream in a quench device.

[0060] The quench device in one embodiment has single or multiple heat transfer stages. The multiple stages of a particular embodiment has preferably two to four stages, more preferably two to three stages. The quench device is optionally in single or multiple housings or towers.

[0061] The quench device typically includes internal elements in a contact zone to facilitate intimate contacting of the quench medium with the reactor effluent stream or portions thereof. Contact zone is defined as the zone of the quench device where the effluent stream comes in contact with the quench medium. Internal elements include liquid distributors and contacting devices such as baffles, trays, random packing or structured packing. According to one embodiment, corrosion can be inhibited in the quench device and particularly in the overhead components of the quench device, by coating the quench device, or portions thereof, with a lining material conventionally used to mitigate corrosion. In one embodiment, the lining material is a material selected from the group comprising glass, teflon, titanium and platinum.

[0062] Generally, the step of quenching the effluent stream forms a quenched effluent stream and a liquid fraction or quench bottoms stream. As used herein, the terms, "liquid fraction" and "quench bottoms stream" are used interchangeably and refer to the portion of the effluent stream and quench medium that is liquid under quench conditions and includes all streams that contain the condensed portion of the effluent stream and fractions of the condensed effluent
stream. The term "quenched effluent stream refers to the portion of the effluent stream that is gaseous after at least one step of quenching.

[0063] The quenched effluent stream or "olefin stream" is predominantly gaseous and, in one embodiment, leaves the quench device 26 along line 30. The liquid fraction contains a majority of the catalyst fines in the effluent stream. The liquid fraction is withdrawn along line 32 for additional processing. In one embodiment, a quench medium is supplied to the quench device 26 along line 28. According to one embodiment, the quench medium is an aqueous quench medium. In another embodiment, the quench medium is an aqueous quench medium that is pH adjusted by adding alkaline, preferably caustic. In still another embodiment, the pH is adjusted by adding ammonium or amines.

[0064] According to an embodiment, the pH of the quench medium as it enters the quench device 26 is greater than 7. Preferably, the pH of the quench medium as it enters the quench device ranges from about 7.1 to about 11.5, more preferably ranging from about 7.5 to about 11, even more preferably ranging from about 8 to about 10 at the time the quench medium enters the quench device. Most preferably, the pH of the quench medium as it enters the quench device 26 is about 9 at the time the quench medium enters the quench device.

[0065] The quench device bottoms temperature is from about 180°F (82°C) to about 300°F (149°C); preferably from about 180°F (82°C) to about 250°F (121°C); more preferably about 200°F (93°C). The temperature of the quench medium is from about 60°F (15°C) to about 200°F (93°C); preferably from about 80°F (27°C) to about 140°F (60°C); more preferably about 110°F (43°C). The quench device is operated at a pressure that is from about 15 psig (103 kPag) to about 50 psig (345 kPag); preferably from about 15 psig (103 kPag) to about 40 psig (276 kPag); and more preferably about 20 psig (138 kPag).

[0066] The step of contacting the effluent stream with a quench medium removes water from the effluent stream. In one embodiment, the step of contacting the effluent stream with a quench medium removes 95 wt.% or more of the water, preferably 98 wt.% or more, more preferably 99 wt.% or more from the
effluent stream based upon the total amount of water in the effluent stream before the effluent stream is quenched.

[0067] In one embodiment, a majority of the catalyst fines in the effluent stream is removed in the liquid fraction of the quench device 26. The term "majority" means more than 50%. According to one embodiment, the weight of the catalyst fines in the liquid fraction is about 5 wt.% or less, preferably about 2 wt.% or less, more preferably about 0.1 wt.% or less based on the total weight of the liquid fraction. According to one embodiment, the weight of catalyst fines in the liquid fraction is about 10 wppm or greater based upon the total weight of the liquid fraction.

[0068] There is another embodiment according to any process disclosed herein wherein the contacting the effluent stream with a quench medium removes 5 wt.% or more, preferably 50 wt.% or more, more preferably 75 wt.% or more, most preferably about 80 wt.% of the carbon dioxide from the effluent stream based upon the total amount of carbon dioxide in the effluent stream before the effluent stream is quenched.

[0069] A portion of aldehydes and/or ketones, in one embodiment, are present in the quench bottoms stream. According to one embodiment, the step of contacting the effluent stream with a quench medium removes from about 25 wt.% to about 95 wt.%, preferably from about 40 wt.% to about 90 wt.%, more preferably from about 50 wt.% to about 85 wt.%, of the aldehydes and/or ketones from the effluent stream based upon the total amount of aldehydes and/or ketones in the effluent stream before the effluent stream is quenched.

[0070] At a pH of 7 or above, organic acids are also neutralized. By organic acids, it is meant acids that contain one or more carbon atoms that have at least one C-H bond. Such acids include formic acid, acetic acid, propanoic acid and butyric acid. Unless otherwise specifically mentioned the term organic acid, as well as specific organic acids include the salt form. In the neutral salt form, the organic acids are more soluble in water and are more likely to be extracted in the bottoms stream of the quench device. According to one embodiment, the step of contacting the effluent stream with a quench medium removes 95 wt.% or more,
preferably 98 wt.% or more, more preferably 99 wt.% or more of organic acids from the effluent stream based upon the total amount of organic acids in the effluent stream before the effluent stream is quenched.

[0071] Oxygenates, including but not limited to unreacted oxygenate feed, particularly alcohol feed and more particularly methanol feed is found in the reactor effluent stream—typically when oxygenate conversion in the oxygenate-to-olefin reactor is less than 100%. Oxygenates, including but not limited to unreacted oxygenates are removed from the effluent stream. In one embodiment, the effluent stream further comprises alcohol. The contacting the effluent stream with a quench medium removes 95 wt.% or more, preferably 98 wt.% or more, more preferably 99 wt.% or more of alcohol from the effluent stream based upon the total amount of alcohol in the effluent stream before the effluent stream is quenched.

[0072] The quenched effluent stream or portion of the effluent stream that is gaseous after at least one step of quenching, typically comprises light olefin(s) including ethylene, propylene and butylene, dimethyl ether, methane, carbon monoxide, ethane, propane, and any water and unreacted oxygenate(s) such as alcohol (including methanol) that are not condensed during the operation of the quench device. According to some embodiments of the present invention, not all carbon dioxide is removed from the reactor effluent stream by the step contacting the effluent stream with a quench medium. Accordingly, carbon dioxide is found in the quenched effluent stream according to one embodiment of the present invention.

[0073] The quench bottoms stream or liquid fraction, of one embodiment, is transported along line 32 to a separation drum 34 where a phase separation occurs between a hydrocarbon phase and an aqueous phase. The hydrocarbon phase optionally comprises one or more of the following: red oil (if any) produced from the aldol condensation of aldehydes and ketones, and any aromatic compounds including alkylated aromatics. The aqueous phase comprises water, oxygenates such as methanol and dissolved carbon dioxide and its respective acid and salt forms and other organic acids such as formic acid, acetic acid, propanoic
acid and butyric acid in their respective salt forms. According to one embodiment, the aqueous phase is most likely to contain a majority of the catalyst fines in the quench bottoms stream.

[0074] The aqueous phase of the quench bottoms stream is transported from the separation drum 34 along line 38. The aqueous phase of the quench bottoms stream is pumped in a pump 40. At least a portion of the aqueous phase of the quench bottoms stream is transported along line 42 to a heat exchanger 44. The heat exchanger 44 cools the aqueous phase of the quench bottoms stream that is in line 42 thus producing a cooled quench medium that is recycled back to the quench device 26 along line 28. If desired, alkaline is added to the quench medium in line 28 to adjust the pH of the quench medium according to one embodiment. Alternatively, the alkaline can be added in any part of the quench system including but not limited to the quench device, the quench bottoms stream, or along line 42. The quench medium is then introduced into the quench device as set forth above. (Optionally, the source of the quench medium is the quench bottoms stream before the separation drum 34.)

[0075] The quench bottoms (in one embodiment the aqueous phase of the quench bottoms stream) is typically transported along line 46. According to one embodiment the quench bottoms stream contains carbon dioxide in the form of dissolved carbon dioxide, carbonic acid, sodium bicarbonate, and sodium carbonate. It is typically desirable to remove carbon dioxide from the quench bottoms stream. In an embodiment, there is a step of separating carbon dioxide from the quench bottoms stream by lowering the pH of the quench bottoms stream. Accordingly, an acidic composition is added along line 48 to the quench bottoms stream, typically represented by line 46. In one embodiment, the acidic composition is an inorganic acid, more preferably hydrochloric acid, nitric acid or sulfuric acid. In another embodiment, the acidic composition is an organic acid, preferably formic acid, acetic acid, propanoic acid, butyric acid, more preferably acetic acid.
[0076] The acid-treated quench bottoms stream is typically moved along line 46 into a separation vessel 50. Alternatively or optionally, the acidic composition can be added directly to the separation vessel 50 along line 52.

[0077] There is another embodiment according to any process disclosed herein wherein the step of separating carbon dioxide from the quench bottoms stream occurs at a pH that is from about 6 to about 9 more preferably from about 6.5 to about 8.5, most preferably about 7.

[0078] The separation vessel 50 removes carbon dioxide gas through line 54. The carbon dioxide is disposed or otherwise used. In one embodiment, the step of separating carbon dioxide from the quench bottoms stream removes more than 10 wt.%, preferably from about 50 wt.% to about 99 wt.%, more preferably from about 80 wt.% to about 95 wt.%, most preferably about 90 wt.% of the carbon dioxide in the quench bottoms stream.

[0079] The degasified quench bottoms stream is defined as the quench bottoms stream after carbon dioxide is removed. It is withdrawn from the separation vessel 50 along line 56. In one embodiment, the quench bottoms stream (alternatively the aqueous quench bottoms stream or degasified quench bottoms stream) is transported to a condensate stripper 58. The condensate stripper 58 is a distillation tower that fractionates the oxygenate hydrocarbons in the quench bottoms stream from water, catalyst and dissolved mineral salts in the quench bottoms stream. The fractionation results in a fractionation overhead stream and a fractionation bottoms stream.

[0080] Certain oxygenates are in the quench bottoms stream and are fed into the condensate stripper 58. Alcohols (e.g. methanol), aldehydes, ketones, that are in the quench bottoms stream are withdrawn through the fractionation overhead stream along line 62. The water, catalyst fines, organic acids and dissolved inorganic salts (including but not limited to inorganic salts of carbon dioxide) are withdrawn through the fractionation bottoms stream along line 60. The amount of oxygenates other than organic acids in the fractionation bottoms stream is less than 3,000 ppm preferably less than 2,000 ppm, more preferably less than 500 ppm based upon the composition of the fractionation bottoms stream.
The fractionation bottoms stream is transported along line 60 to wastewater treatment 64. In wastewater treatment, catalyst fines, if any, are separated from the wastewater and the water is further treated for release into the environment, as represented by line 66.

In one embodiment, the wastewater treatment 64 includes a settling device. A settling device is a device that separates solids from liquid by differences in their relative densities. A settling device includes but is not limited to settling ponds, settling tanks, clarifiers, centrifugal separators, and cyclonic separators are all examples of settling devices. The catalyst fines are separated from the first liquid portion forming concentrated catalyst fines and a clarified quench bottoms stream. The quench bottoms stream is clarified by the sedimentation of the catalyst fines in the settling device.

To aid in the efficient removal of catalyst fines from the fractionation bottoms stream (or alternatively the quench bottoms stream), a flocculent, optionally, is added. The flocculent enhances the settling of the catalyst fines to the bottom of the settling device. According to one embodiment, the time it takes for effective separation with the flocculent is about 2.5 hours or less, preferably about 2.0 hours or less, more preferably of about 1.5 hours or less, most preferably about 1.0 hours or less. In one embodiment the flocculent is a cationic polymer. Preferably, the flocculent is a cationic polymer selected from the group consisting of: polyacrylamides, diallyldimethyl ammonium chloride, epichlorohydrin-amine, and dicandiamide-formaldehyde.

As previously described, the effluent stream is quenched to remove catalyst fines and water in the effluent stream and produces a quenched effluent stream. With continued reference to Fig. 2, the quenched effluent stream is withdrawn from the quench device 26 along line 30 to optional compressor 68. In one embodiment, the compressor is a single compression stage or comprises more than one compression stages. After compression, the quenched effluent stream travels along line 70 where, optionally, it is further processed by washing to remove carbon dioxide and other oxygenates and drying to remove water as described below.
Product Washing and Drying

[0085] Line 70 transports the quenched effluent stream to an optional oxygenate wash tower 72 which removes oxygenates by extraction with an oxygenate wash medium. An oxygenate wash medium is any medium that preferentially adsorbs oxygenates over olefin(s). The oxygenate wash tower 72 has an inlet stream comprising the oxygenate wash medium that enters the oxygenate wash tower 72 along line 74. The oxygenates are removed through the oxygenate wash tower bottoms along line 76 where it is transported and combined with the quench bottoms stream in line 56 or alternatively, lines 46 and/or 62.

[0086] All or a portion of the oxygenates such as ethers, aldehydes and/or ketones that are remaining in the quenched effluent stream are optionally removed during the oxygenate wash step. In one preferred embodiment, all or a portion of oxygenates such as dimethyl ether, acetaldehyde, acetone, propanal and/or propanone are optionally removed in the oxygenate wash tower 72.

[0087] In one embodiment of the invention, oxygenate wash medium is added to the oxygenate wash tower 72 in an amount sufficient to substantially reduce oxygenate content. It is preferred that oxygenate wash medium is added to the vessel at a molar ratio of oxygenate wash medium to quenched effluent stream from about 4:1 to about 1:5,000 based upon the total number of moles of the composition of the quenched effluent stream.

[0088] Higher molar ratios of oxygenate wash medium to quenched effluent stream are desirable for reducing oxygenate content; preferably from about 4:1 to about 1:1, more preferably from about 3:1 to about 1.2:1, and most preferably from about 2.5:1 to about 1.5:1.

[0089] Examples of oxygenate wash mediums include alcohols, amines, amides, nitriles, heterocyclic nitrogen containing compounds, or a combination of any of the preceding. Either monohydric alcohols or polyhydric alcohols can be used as the alcohol absorbent. Specific examples of absorbents include methanol, ethanol, propanol, ethylene glycol, diethylene glycol, triethylene glycol, ethanolamine, diethanolamine, triethanolamine, hindered cyclic amines, acetonitrile, N-methylpyrrolidone, dimethyl formamide, and combinations thereof.
According to one embodiment, the wash is a two stage wash. The first stage wash uses a wash medium selected from any of wash medium embodiments described above, except water. The second stage wash medium is water.

The quenched effluent stream that passes through the oxygenate wash tower 72 is withdrawn along line 78 where it passes through an alkaline wash tower 80.

An alkaline wash medium is used to remove carbon dioxide from the quenched effluent stream by contacting quenched effluent stream with an alkaline wash medium according to one embodiment. The alkaline wash medium is an aqueous medium that has a pH greater than 7. Examples of such alkaline wash mediums include amines, potassium carbonate, and caustic. The term "caustic" as used herein refers to group 1 metal hydroxides such as potassium hydroxide and sodium hydroxide. Solutions containing amines and caustic compositions are preferred, with caustic compositions being more preferred.

Solutions containing aqueous amines, which are useful in an embodiment of this invention, contain any amine composition suitable as alkaline wash mediums. Examples include alkanolamines, such as triethanolamine (TEA); methyl-dietanolamine (MDEA); diethanolamine (DEA); monoethanolamine (MEA); diisopropanolamine (DIPA); and hydroxyaminoethoxy ether (DGA). Effective concentrations of any of the foregoing amine compositions can range from about 0.5 to about 8 moles of amine per liter of aqueous solution.

In one embodiment, piperazine and/or monomethylethanolamine (MMEA) is added to aqueous amine solutions to enhance their absorption capabilities. Preferably, these additives are included in the alkaline wash medium at a concentration of from about 0.04 to about 2 moles per liter of the alkaline wash medium in one embodiment of the invention.

The alkaline wash tower 80 of one embodiment has an alkaline wash stage 82 and a water wash stage 84. The quenched effluent stream, typically, enters at the bottom of the alkaline wash stage where it contacts an alkaline wash medium entering the alkaline wash stage along line 86. Preferably, alkaline wash
medium removes any remaining carbon dioxide from the quenched effluent stream. In one embodiment, the alkaline wash stage has one or more discrete sections, optionally with or without separate pumparound streams, where caustic is introduced at different points at different concentrations. For example, the alkaline wash stage of one embodiment has a first section where alkaline wash medium is introduced at a concentration of 10 wt.%. The alkaline wash stage of the same embodiment has a second section where the alkaline wash medium is introduced at a concentration of 3 wt.%. 

[0096] In an embodiment, the alkaline wash stage washes the quenched effluent stream with an alkaline stream having a pH greater than about 13. According to one embodiment, the alkaline stream, containing one or more alkaline compositions, has an alkaline concentration of 1 wt.% or more, preferably from about 1 wt.% to about 15 wt.%, more preferably from about 2 wt.% to about 5 wt.%, most preferably of about 3 wt.% based upon the total weight of the alkaline stream. In another embodiment the concentration of alkaline in the alkaline stream is from about 5 wt.% to about 50 wt.% preferably from about 5 wt.% to about 15 wt.% most preferably about 10 wt.% based upon the total weight of the alkaline stream. Any one or more of the alkaline compositions listed or represented above are added to the alkaline wash at the concentrations listed above. The alkaline content is adjusted to ensure essentially complete removal of carbon dioxide from the quenched effluent stream.

[0097] The used alkaline wash medium or alkaline stream is withdrawn along line 90. A portion of the used alkaline wash medium is pumped through pump 96 back to the alkaline wash stage. Fresh alkaline stream is combined with line 86 along line 88. Another portion of the used alkaline wash medium is transported along line 92 where it is added to the quench medium, typically in line 28, to adjust the pH thereof. Furthermore, a purge stream 93 is provided to purge carbon dioxide (in its acid salt form) as well as inorganic acids and other compounds that are alternatively and optionally removed from the quenched effluent stream in the alkaline wash tower. The quenched effluent stream passes through an additional stage of washing referred to as the water wash stage 84.
Water is introduced into the top of the water wash stage 84 along line 98. The used water wash medium is withdrawn along line 100 where it is used or disposed of. The water wash removes any remaining alkaline wash medium in the quenched effluent stream or olefin stream. The water wash produces a washed effluent stream that is withdrawn along line 102 where it is dried and fractionated into specific product streams.

The washed effluent stream leaving the alkaline wash and water wash, of one embodiment, has a concentration of carbon dioxide of less than about 1000 ppb, preferably less than about 300 ppb, more preferably less than 50 ppb carbon dioxide based upon total weight of the washed effluent stream.

A drying step is optionally included. In this embodiment, a solid or liquid drying system can be used to remove water and/or additional oxygenate from the effluent stream.

In the solid drying system, the effluent stream having been quenched and optionally alkaline washed and water washed is contacted with a solid adsorbent to further remove water and oxygenates to very low levels. Typically, the adsorption process is carried out in one or more fixed beds containing a suitable solid adsorbent.

Adsorption is useful for removing water and oxygenates to very low concentrations, and for removing oxygenates that may not normally be removed by using other treatment systems. Preferably, an adsorbent system used as part of this invention has multiple adsorbent beds. Multiple beds allow for continuous separation without the need for shutting down the process to regenerate the solid adsorbent. By way of example and not by limitation, a three bed system typically has one bed that is on-line, one bed regenerated off-line, and a third bed on stand-by.

The specific adsorbent solid or solids used in the adsorbent beds depends on the types of contaminants being removed. Non-limiting examples of solid adsorbents for removing water and various polar organic compounds, such as oxygenates and absorbent liquids, include aluminas, silica, 3A molecular sieves, 4A molecular sieves, and alumino-silicates. Beds containing mixtures of these
sieves or multiple beds having different adsorbent solids are used to remove water, as well as a variety of oxygenates in one embodiment.

[0103] In an embodiment of the present invention, one or more adsorption beds are arranged in series or parallel. In one example of a series arrangement, a first bed is used to remove the smallest and most polar molecules, which are the easiest to remove. Subsequent beds for removing larger less polar oxygenated species are next in series. As a specific example of one type of arrangement, water is first selectively removed using a 3Å molecular sieve. This bed is then followed by one or more beds containing one or more less selective adsorbents such as a larger pore molecular sieve e.g. 13X and/or a high surface area active alumina.

[0104] In another embodiment, the first bed is a 3.6Å molecular sieve capable of selectively separating both water and methanol from the hydrocarbons in the olefin stream. This first bed can then be followed by one or more 13X or active alumina beds as described above.

[0105] The adsorbent beds can be operated at ambient temperature or at elevated temperature as required, and with either upward or downward flow. Regeneration of the adsorbent materials can be carried out by conventional methods including treatment with a stream of a dry inert gas such as nitrogen at elevated temperature.

[0106] In the liquid drying system, a water absorbent is used to remove water from the effluent stream. The water absorbent can be any liquid effective in separating water from an olefin stream. Preferably, the water absorbent is a polyol or an alcohol, such as ethanol or methanol.

[0107] The step of drying produces a dried effluent stream that is hereinafter referred to as the olefin product stream.

[0108] Preferably, the olefin product stream contains less than about 100 wpmm water, more preferably less than about 10 wpmm, and most preferably less than 1 wpmm based upon the weight of the olefin product stream. Preferably less than about 10 wpmm, more preferably less than about 5 wpmm, and most
preferably less than about 1 ppm dimethyl ether is present in the dried olefin stream.

Product Recovery

[0109] The dried olefin stream, or olefin product stream, is further processed to isolate and purify components in the olefin product stream, particularly, ethylene and propylene. There are many well-known recovery systems, techniques and sequences that are useful in separating olefin(s) and purifying olefin(s) in the olefin product stream. Recovery systems generally comprise one or more or a combination of various separation, fractionation and/or distillation towers, columns, splitters, or trains, reaction systems and other associated equipment, for example, various condensers, heat exchangers, refrigeration systems or chill trains, compressors, knock-out drums or pots, pumps, and the like.

[0110] Non-limiting examples of equipment used in a recovery system include one or more of a demethanizer, preferably a high temperature demethanizer, a dethanizer, a depropanizer, membranes, ethylene (C2) splitter, propylene (C3) splitter, butene (C4) splitter, and the like.

[0111] Various recovery systems useful for recovering predominately olefin(s), preferably prime or light olefin(s) such as ethylene, propylene and/or butene are described in U.S. Patent No. 5,960,643 (secondary rich ethylene stream), U.S. Patent Nos. 5,019,143, 5,452,581 and 5,082,481 (membrane separations), U.S. Patent 5,672,197 (pressure dependent adsorbents), U.S. Patent No. 6,069,288 (hydrogen removal), U.S. Patent No. 5,904,880 (recovered methanol to hydrogen and carbon dioxide in one step), U.S. Patent No. 5,927,063 (recovered methanol to gas turbine power plant), and U.S. Patent No. 6,121,504 (direct product quench), U.S. Patent No. 6,121,503 (high purity olefin(s) without superfractionation), and U.S. Patent No. 6,293,998 (pressure swing adsorption), which are all herein fully incorporated by reference.

[0112] Generally accompanying most recovery systems is the production, generation or accumulation of additional products, by-products and/or contaminants along with the preferred prime products. The preferred prime
products, the light olefin(s), such as ethylene and propylene, are typically purified
for use in derivative manufacturing processes such as polymerization processes.
Therefore, in the most preferred embodiment of the recovery system, the recovery
system also includes a purification system. For example, the light olefin(s)
produced particularly in an oxygenate-to-olefin process are passed through a
purification system that removes low levels of by-products or contaminants.

[0113] Non-limiting examples of contaminants and by-products include
generally polar compounds such as water, alcohols, carboxylic acids, ethers,
carbon oxides, ammonia and other nitrogen compounds, arsine, phosphine and
chlorides. Other contaminants or by-products include hydrogen and hydrocarbons
such as acetylene, methyl acetylene, propadiene, butadiene and butyne.

[0114] Other recovery systems that include purification systems, for
example, for the purification of olefin(s), are described in Kirk-Othmer
Sons, 1996, pages 249-271 and 894-899, which is herein incorporated by
reference. Purification systems are also described in, for example, U.S. Patent No.
6,271,428 (purification of a diolefin hydrocarbon stream), U.S. Patent No.
6,293,999 (separating propylene from propane), and U.S. Patent Application No.
09/689,363 filed October 20, 2000 (purge stream using hydrating catalyst), which
is herein incorporated by reference.

[0115] Typically, in converting one or more oxygenates to olefin(s) having
2 or 3 carbon atoms, an amount of hydrocarbons, particularly olefin(s), especially
olefin(s) having 4 or more carbon atoms, and other by-products are formed or
produced. Included in the recovery systems of the invention are reaction systems
for converting the products contained within the olefin product stream withdrawn
from the reactor or converting those products produced as a result of the recovery
system utilized.

[0116] In one embodiment, the olefin product stream is passed through a
recovery system producing one or more hydrocarbon containing stream(s), in
particular, a three or more carbon atom (C3+) hydrocarbon containing stream. In
this embodiment, the C3+ hydrocarbon containing stream is passed through a first
fractionation zone producing a crude C3 hydrocarbon and a C4+ hydrocarbon containing stream, the C4+ hydrocarbon containing stream is passed through a second fractionation zone producing a crude C4 hydrocarbon and a C5+ hydrocarbon containing stream. The four or more carbon hydrocarbons include butenes such as butene-1 and butene-2, butadienes, saturated butanes, and isobutanes.

[0117] The olefin product stream removed from a conversion process, particularly an oxygenate-to-olefin process, typically contains hydrocarbons having 4 or more carbon atoms. The amount of hydrocarbons having 4 or more carbon atoms is typically in an amount less than 30 weight percent, preferably less than 25 weight percent, more preferably less than 20 weight percent, and most preferably less than 15 weight percent, based on the total weight of the olefin product stream withdrawn from an oxygenate-to-olefin process, excluding water. In particular with a conversion process of oxygenates into olefin(s) utilizing a molecular sieve catalyst composition the resulting olefin product stream typically comprises a majority of ethylene and/or propylene and a lesser amount of four carbon and higher carbon number products and other by-products, excluding water.

[0118] The preferred light olefin(s) produced by any one of the processes described above, preferably conversion processes, are high purity prime olefin(s) products that contains a CX olefin, wherein x is a number from 2 to 4, in an amount greater than 80 wt.%, preferably greater than 90 wt.%, more preferably greater than 95 wt.%, and most preferably no less than about 99 wt.%, based on the total weight of the olefin. The purity of the olefin(s) is preferably of a grade that makes the use of the olefin(s) acceptable for one or more applications discussed below.

Olefin Product Use

[0119] Suitable well-known reaction systems that follow the recovery system primarily take lower value products and convert them to higher value products. For example, the C4 hydrocarbons, butene-1 and butene-2 are used to make alcohols having 8 to 13 carbon atoms, and other specialty chemicals,
isobutylene is used to make a gasoline additive, methyl-t-butylether, butadiene in a selective hydrogenation unit is converted into butene-1 and butene-2, and butane is useful as a fuel.

[0120] Non-limiting examples of reaction systems that take lower value products and convert them to higher value products include U.S. Patent No. 5,955,640 (converting a four carbon product into butene-1), U.S. Patent No. 4,774,375 (isobutane and butene-2 alkylated to an alkylate gasoline), U.S. Patent No. 6,049,017 (dimerization of n-butylene), U.S. Patent Nos. 4,287,369 and 5,763,678 (carbonylation or hydroformulation of higher olefin(s) with carbon dioxide and hydrogen making carbonyl compounds), U.S. Patent No. 4,542,252 (multistage adiabatic process), U.S. Patent No. 5,634,354 (olefin-hydrogen recovery), and Cosyns, J. et al., Process for Upgrading C3, C4 and C5 Olefinic Streams, Pet. & Coal, Vol. 37, No. 4 (1995) (dimerizing or oligomerizing propylene, butylene and pentylene), which are all herein fully incorporated by reference.

[0121] Other uses for one or more olefin product(s) are disclosed in U.S. Patent No. 6,121,503 (making plastic with an olefin product having a paraffin to olefin weight ratio less than or equal to 0.05), U.S. Patent No. 6,187,983 (electromagnetic energy to reaction system), PCT WO 99/18055 published April 15, 1999 (heavy hydrocarbon in the olefin product stream fed to another reactor) PCT WO 01/60770 published August 23, 2001 and U.S. Patent Application Serial No. 09/627,634 filed July 28, 2000 (high pressure), U.S. Patent Application Serial No. 09/507,838 filed February 22, 2000 (staged feedstock injection), and U.S. Patent Application Serial No. 09/785,409 filed February 16, 2001 (acetone co-fed), which are all herein fully incorporated by reference.

[0122] In another embodiment, olefin(s) produced are directed to, in one embodiment, one or more polymerization processes for producing various polyolefin(s). (See for example, U.S. Patent Application Serial No. 09/615,376 filed July 13, 2000 that is herein fully incorporated by reference.)

[0123] Polymerization processes include solution, gas phase, slurry phase and a high-pressure process, or a combination thereof. Particularly preferred is a


[0125] In preferred embodiment, the present invention comprises a polymerizing process of one or more olefin(s) in the presence of a polymerization catalyst system in a polymerization reactor to produce one or more polymer products, wherein the one or more olefin(s) having been made by converting an alcohol, particularly methanol, using a zeolite or zeolite-type molecular sieve
catalyst composition. The preferred polymerization process is a gas phase polymerization process and at least one of the olefin(s) is either ethylene or propylene, and preferably the polymerization catalyst system is a supported metalloocene catalyst system. In this embodiment, the supported metalloocene catalyst system comprises a support, a metalloocene or metalloocene-type compound and an activator, preferably the activator is a non-coordinating anion or alumoxane, or combination thereof, and most preferably the activator is alumoxane.

[0126] Polymerization conditions vary depending on the polymerization process, polymerization catalyst system and the polyolefin produced. Typical conditions of polymerization pressure vary from about 100 psig (690 kPag) to greater than about 1000 psig (3448 kPag), preferably in the range of from about 200 psig (1379 kPag) to about 500 psig (3448 kPag), and more preferably in the range of from about 250 psig (1724 kPag) to about 350 psig (2414 kPag). Typical conditions of polymerization temperature vary from about 0°C to about 500°C, preferably from about 30°C to about 350°C, more preferably in the range of from about 60°C to 250°C, and most preferably in the range of from about 70°C to about 150°C. In the preferred polymerization process the amount of polymer being produced per hour is greater than 25,000 lbs/hr (11,300 Kg/hr), preferably greater than 35,000 lbs/hr (15,900 Kg/hr), more preferably greater than 50,000 lbs/hr (22,700 Kg/hr) and most preferably greater than 75,000 lbs/hr (29,000 Kg/hr).

[0127] The polymers produced by the polymerization processes described above include linear low density polyethylene, elastomers, plastomers, high density polyethylene, low density polyethylene, polypropylene and polypropylene copolymers. The propylene-based polymers produced by the polymerization processes include atactic polypropylene, isotactic polypropylene, syndiotactic polypropylene, and propylene random, block or impact copolymers.

[0128] Typical ethylene based polymers have a density in the range of from 0.86g/cc to 0.97 g/cc, a weight average molecular weight to number average molecular weight (Mw/Mn) of greater than 1.5 to about 10 as measured by gel
permeation chromatography, a melt index (I2) as measured by ASTM-D-1238-E in the range from 0.01 dg/min to 1000 dg/min, a melt index ratio (I21/I2) (I21 is measured by ASTM-D-1238-F) of from 10 to less than 25, alternatively a I21/I2 of from greater than 25, more preferably greater than 40.

[0129] Polymers produced by the polymerization process are useful in such forming operations as film, sheet, and fiber extrusion and co-extrusion as well as blow molding, injection molding and rotary molding; films include blown or cast films formed by coextrusion or by lamination useful as shrink film, cling film, stretch film, sealing films, oriented films, snack packaging, heavy duty bags, grocery sacks, baked and frozen food packaging, medical packaging, industrial liners, membranes, etc. in food-contact and non-food contact applications; fibers include melt spinning, solution spinning and melt blown fiber operations for use in woven or non-woven form to make filters, diaper fabrics, medical garments, geotextiles, etc; extruded articles include medical tubing, wire and cable coatings, geomembranes, and pond liners; and molded articles include single and multi-layered constructions in the form of bottles, vessels, large hollow articles, rigid food containers and toys, etc.

[0130] In addition to polyolefin(s), numerous other olefin derived products are formed from the olefin(s) recovered any one of the processes described above, particularly the conversion processes, more particularly the GTO process or MTO process. These include, but are not limited to, aldehydes, alcohols, acetic acid, linear alpha olefin(s), vinyl acetate, ethylene dichloride and vinyl chloride, ethylbenzene, ethylene oxide, cumene, isopropyl alcohol, acrolein, allyl chloride, propylene oxide, acrylic acid, ethylene-propylene rubbers, and acrylonitrile, and trimers and dimers of ethylene, propylene or butylenes.

Example 1

[0131] The flow diagram illustrated in Figure 2 is used in Example 1. Effluent from the oxygenate to olefin reactor 22 passes through quench device 26 which removes water in the effluent stream (including the reactor effluent stream and the cooled effluent stream) and produces a quenched effluent stream. The quench medium is supplied along line 28. The pH of the quench medium is
adjusted by adding alkaline from line 92 to line 28. According to this example, the alkaline is sodium hydroxide (NaOH). A portion of the carbon dioxide is removed in the quench device 26. The quenched effluent stream leaves the quench device 26 and directly or indirectly passes through an alkaline wash tower 80. The remainder of the carbon dioxide is removed from the quenched effluent stream in the alkaline wash tower 80. A portion of the bottoms stream 90 of the alkaline wash tower 80 is transported along line 92 to adjust the pH of the quench medium.

[0132] According to this example, a reactor effluent stream comprises ethylene, propylene as well as carbon dioxide and acetic acid. The reactor 22 of example 1 is capable of producing 1000 kta (270 klbs/hr or 122 Mg/hr) of ethylene and 1000 kta (270 klbs/hr or 122 Mg/hr) of propylene. Both the carbon dioxide (503 lbs/hr or 228 kg/hr) and acetic acid (170 lbs/hr or 77 kg/hr) are in the reactor effluent stream.

[0133] The conditions of operation of the quench device 26 are shown in Table 1 as follows:

<table>
<thead>
<tr>
<th>Condition</th>
<th>Quench Device/Quench Medium</th>
<th>Alkaline Wash Tower/Alkaline Wash Medium</th>
</tr>
</thead>
<tbody>
<tr>
<td>Pressure</td>
<td>2.72 atm (275 kPa)</td>
<td>18 atm (1818 kPa)</td>
</tr>
<tr>
<td>Temperature of Medium</td>
<td>100°F (38°C)</td>
<td>110°F (43°C)</td>
</tr>
<tr>
<td>pH of Medium</td>
<td>9.4</td>
<td>14</td>
</tr>
<tr>
<td>NaOH used per hour</td>
<td>0</td>
<td>622 lbs/hr (282 kg/hr)</td>
</tr>
<tr>
<td>NaOH used per processing 1000kTa of ethylene and 1000kTa of propylene</td>
<td>0</td>
<td>2.30kTa</td>
</tr>
</tbody>
</table>

TABLE 1: Conditions of Quench Device
And Alkaline Wash Tower in Example 1

33
At the foregoing conditions, 170 lbs/hr (77 kg/hr) of acetic acid is removed in the quench bottoms stream. 332 lbs/hr (151 kg/hr) of carbon dioxide are removed through the quench bottoms stream and 171 lbs/hr (78 kg/hr) of carbon dioxide pass through the quenched effluent stream. This represents removal of 66% of the carbon dioxide in the quench bottoms stream. The amount of NaOH added to the quench device 26 to maintain the pH at 9.4 and remove 66% of the carbon dioxide is 332 lbs/hr (151 kg/hr).

The quenched effluent stream passes through the alkaline wash tower 80. The conditions of operating the alkaline wash tower 80 are illustrated in Table 1. Under these conditions, all of the carbon dioxide is removed. A total of 622 lbs/hr (282 kg/hr) of fresh NaOH is used in the quench device 26 and alkaline wash tower 80. The process described in Example 1 uses 2.30kTa of NaOH to process 1000kTa of ethylene and 1000kTa of propylene.

Example 2:

The process of example 1 was followed in example 2 except that the pH of the quench medium was adjusted to 7. All acetic acid is removed and no carbon dioxide is removed in the quench device 26. All of the carbon dioxide is removed in the alkaline wash tower 80. The conditions for operating the quench device 26 and the alkaline wash tower 80 are shown in Table 2.

**TABLE 2: Conditions of Quench Device And Alkaline Wash Tower in Example 2**

<table>
<thead>
<tr>
<th>Condition</th>
<th>Quench Device/Quench Medium</th>
<th>Alkaline Wash Tower/Alkaline Wash Medium</th>
</tr>
</thead>
<tbody>
<tr>
<td>Pressure</td>
<td>2.72 atm (275 kPa)</td>
<td>18 atm (1818 kPa)</td>
</tr>
<tr>
<td>Temperature of Medium</td>
<td>100°F (38°C)</td>
<td>110°F (43°C)</td>
</tr>
<tr>
<td>pH of Medium</td>
<td>7.0</td>
<td>14</td>
</tr>
<tr>
<td>NaOH used per hour</td>
<td>113 lbs/hr (51 kg/hr)</td>
<td>1828 lbs/hr (829 kg/hr)</td>
</tr>
<tr>
<td>NaOH used per</td>
<td>0.42 kTa</td>
<td>6.77 kTa</td>
</tr>
</tbody>
</table>
Under the foregoing conditions, a total of 1941 lbs/hr (880 kg/hr) are used in the quench device 26 and alkaline wash tower 80. The process described in Example 2 uses 7.19 kTa of NaOH to process 1000kTa of ethylene and 1000kTa of propylene. A comparison of example 1 and example 2 illustrates that 4.89kTa of NaOH can be conserved by operating the quench device 26 under the conditions of Example 1. This represents a reduction in use of 68 wt.% of NaOH over the amount used in Example 2.

The foregoing description of the invention including but not limited to drawings and examples are intended to illustrate one or more embodiments of the invention and are non-limiting. While the invention has been illustrated an described herein in terms of the advantages, features, and applications disclosed, it will be apparent to a person of ordinary skill in the art that the invention can be used in other instances. Other modifications and improvements can be made without departing from the scope of the invention.
CLAIMS

What is claimed is:

1. A process for producing olefin(s) from oxygenates, the process comprising the steps of:
   (a) contacting an oxygenate feed stream with an oxygenate-to-olefin catalyst to produce an effluent stream comprising water and olefin(s); and
   (b) quenching the effluent stream with a quench medium having a pH above 7.0 to produce an olefin stream comprising olefin(s).

2. The process of claim 1, wherein the effluent stream further comprises carbon dioxide and the quenching results in removing a majority of the water and removing at least a portion of the carbon dioxide.

3. The process of any of claims 1 or 2, wherein the effluent stream further comprises carbon dioxide and the step of (b) quenching removes 5 wt.% or more of the carbon dioxide from the effluent stream based upon the total amount of carbon dioxide in the effluent stream before the step of (b) quenching.

4. The process of any of the preceding claims, wherein the step of (b) quenching removes 95 wt.% or more of the water from the effluent stream based upon the total amount of water in the effluent stream before the step of (b) quenching.

5. The process of any of the preceding claims, wherein the effluent stream further comprises alcohol and the step of (b) quenching removes 95 wt.% or more of alcohol from the effluent stream based upon the total amount of alcohol in the effluent stream before the step of (b) quenching.
6. The process of any of the preceding claims, wherein the effluent stream further comprises aldehydes and/or ketones and the step of (b) quenching removes from about 25 wt.% to about 95 wt.% of the aldehydes and/or ketones from the effluent stream based upon the total amount of aldehydes and/or ketones in the effluent stream before the step of (b) quenching.

7. The process of any of the preceding claims, wherein the effluent stream further comprises organic acids and the step of (b) quenching removes 95 wt.% or more of organic acids from the effluent stream based upon the total amount of organic acids in the effluent stream before the step of (b) quenching.

8. The process of any of the preceding claims, wherein the step of (b) quenching uses a quench medium that is an aqueous solution.

9. The process of any of the preceding claims, wherein the quench medium has a pH ranging from 7.1 to about 11.5.

10. The process of any of the preceding claims, wherein the step of (b) quenching produces a liquid fraction and a quenched effluent stream.

11. The process of any of the preceding claims, wherein the quench medium contains caustic.

12. The process of any of the preceding claims, wherein the effluent stream further comprises methanol.

13. The process of any of the preceding claims, wherein the effluent stream further comprises from about 0.05 wt.% to about 5 wt.% alcohol based upon the total weight of the effluent stream before the step of (b) quenching.
14. The process of any of the preceding claims, wherein the effluent stream further comprises from about 0.05 wt.% to about 5 wt.% methanol based upon the total weight of the effluent stream before the step of (b) quenching.

15. The process of any of the preceding claims, wherein the olefin stream has a reduced amount of water.

16. A process for making a polyolefin product comprising polymerizing the olefin produced in any of claims 1 to 15 to make the polyolefin product.

17. A process for quenching an effluent stream from an oxygenate-to-olefin reactor, the process comprising the steps of:
   (a) providing the effluent stream comprising 40 wt.% or more water, from about 50 wppm to about 2000 wppm carbon dioxide and from about 40 wt.% to about 60 wt.% olefin(s) based upon the composition of the effluent stream, the effluent stream further has a temperature above the dewpoint of the effluent stream; and
   (b) contacting the effluent stream with an aqueous quench medium having a pH above 7 and a temperature below the dewpoint of the effluent stream.

18. The process of claim 17, wherein the step of (b) contacting removes 5 wt.% or more of the carbon dioxide from the effluent stream based upon the total amount of carbon dioxide in the effluent stream before the step of (b) contacting.
19. The process of any of claims 17 or 18, wherein the step of (b) contacting removes 95 wt.% or more of the water from the effluent stream based upon the total amount of water in the effluent stream before the step of (b) contacting.

20. The process of any of claims 17 to 19, wherein the effluent stream further comprises alcohol and the step of (b) contacting removes 95 wt.% or more of alcohol from the effluent stream based upon the total amount of alcohol in the effluent stream before the step of (b) contacting.
Fig. 1

Oxygenate to Olefin Reaction

Reactor Effluent Quenching

Washing and Drying

Olefin Product Recovery

Olefin Product Use
### INTERNATIONAL SEARCH REPORT

**A. CLASSIFICATION OF SUBJECT MATTER**

<table>
<thead>
<tr>
<th>IPC</th>
<th>C10G3/00</th>
<th>C07C1/20</th>
</tr>
</thead>
</table>

According to International Patent Classification (IPC) or to both national classification and IPC.

**B. FIELDS SEARCHED**

<table>
<thead>
<tr>
<th>IPC</th>
<th>C10G</th>
<th>C07C</th>
</tr>
</thead>
</table>

Minimum documentation searched (classification system followed by classification symbols).

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched.

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

**EPO-Internal**

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>WO 02/00579 A (EXXONMOBIL CHEM PATENTS INC) 3 January 2002 (2002-01-03) claims 1,6 page 13, line 4 - line 24</td>
<td>1, 3, 4, 8, 10, 12-14, 17-20</td>
</tr>
<tr>
<td>A</td>
<td>US 6 121 504 A (LATTNER JAMES R ET AL) 19 September 2000 (2000-09-19) cited in the application claims 1,2,8,10 column 7, line 7 - line 23</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>WO 01/47810 A (MERTENS MACHTELD M ; EXXON CHEMICAL PATENTS INC (US)) 5 July 2001 (2001-07-05) claims 9-11</td>
<td></td>
</tr>
</tbody>
</table>

- See above

**X** Further documents are listed in the continuation of box C.  
**X** Patent family members are listed in annex.

- *A* document defining the general state of the art which is not considered to be of particular relevance  
- *E* earlier document but published on or after the international filing date  
- *L* document which may throw doubt on priority claim(s) or which is died to establish the publication date of another citation or other special reason (as specified)  
- *C* document relating to an oral disclosure, use, exhibition or other means  
- *P* document published prior to the international filing date but later than the priority date claimed  
- *T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention  
- *X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone  
- *Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art  
- *A* document member of the same patent family

**Date of the actual completion of the international search**

8 November 2004

**Date of mailing of the international search report**

30/11/2004

**Name and mailing address of the ISA**

European Patent Office, P.B. 5818 Patentlegen 2 NL – 2280 HV Rijswijk Tel. (+31-70) 940-2040, Tx. 31 651 epo nl, Fax. (+31-70) 940-3013

**Authorized officer**

Gilliquet, J-N

Form: PCT/ISA/2/1c (second sheet) (January 2004)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 6128801 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2406326 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1429190 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1294661 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 20025491 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0200579 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2002087041 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ZA 200209310 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 747641 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 3652699 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 2328982 A3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 1303360 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 69914073 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 107664O A3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 20005449 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2002087041 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9955650 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6482998 B1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ZA 200405911 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2740901 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2394092 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1413170 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60003338 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 60003338 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1246775 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2200986 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 20023072 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0147810 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6403855 B1</td>
</tr>
</tbody>
</table>