
IN 
US 20200097140A1 

( 19 ) United States 
( 12 ) Patent Application Publication ( 10 ) Pub . No .: US 2020/0097140 A1 
MCCALL et al . ( 43 ) Pub . Date : Mar. 26 , 2020 

Publication Classification ( 54 ) GRAPHICAL USER INTERFACE DIVIDED 
NAVIGATION 

( 71 ) Applicant : salesforce.com , inc . , San Francisco , CA 
( US ) 

( 72 ) Inventors : Daniel MCCALL , San Rafael , CA 
( US ) ; Sheena Lee , Oakland , CA ( US ) ; 
Annie Abrahamian , La Crescenta , CA 
( US ) ; David Klein , San Francisco , CA 
( US ) ; Mike Rosenbaum , Alameda , CA 
( US ) 

( 51 ) Int . Ci . 
G06F 3/0482 ( 2006.01 ) 
GO6F 3/0483 ( 2006.01 ) 
G06F 3/0481 ( 2006.01 ) 
G06F 3/01 ( 2006.01 ) 

( 52 ) U.S. CI . 
??? GO6F 3/0482 ( 2013.01 ) ; G06F 37017 

( 2013.01 ) ; G06F 3704812 ( 2013.01 ) ; G06F 
3/0483 ( 2013.01 ) 

( 57 ) ABSTRACT 
Disclosed herein are system , method , and computer program 
product embodiments for unifying graphical user interface 
( GUI ) displays across different device types . In an embodi 
ment , a unification system may convert various GUI view 
appearing on , for example , a desktop device into a GUI view 
on a mobile device . Both devices may be accessing the same 
application and / or may use a cloud computing platform to 
access the application . The unification system may aid in 
reproducing GUI modifications performed on one user 
device onto other user devices . In this manner , the unifica 
tion system may maintain a consistent look - and - feel for a 
user across different computing device type . 

( 73 ) Assignee : salesforce.com , inc . , San Francisco , CA 
( US ) 

( 21 ) Appl . No .: 16 / 221,097 

( 22 ) Filed : Dec. 14 , 2018 

Related U.S. Application Data 
( 60 ) Provisional application No. 62 / 735,496 , filed on Sep. 

24 , 2018 . 

100 

Administrator 
Device 
120 

Unification System 

User 
Database 

114 

Layout System 
112 

Content 
Database 

116 

Network 
130 

Mobile 
Device 
140 

Desktop 
Device 
150 



Administrator Device 120 

Patent Application Publication 

Unification System 110 

User Database 

Layout System 112 

Content Database 116 

Mar. 26 , 2020 Sheet 1 of 33 

Network 130 

Mobile Device 140 

Desktop Device 150 

US 2020/0097140 A1 

FIG.1 



200A 

210 

Application Launcher 

Find an Application or Item 

Patent Application Publication 

215A 

V All Applications Console 
Console is a faster way to 

work . Open records , organize ... More 

Service 
Manage account services , contacts , cases , and more 

Feedback The Feedback App 

215B 

Mar. 26 , 2020 Sheet 2 of 33 

000 

Social Media The Social Network 
including profiles and 

feeds 

Template Template Application 

Advertise Advertisement App 

US 2020/0097140 A1 

FIG . 2A 



200B 

220A 

220B 

210 

2200 

220D 

220E 

Search 

7 

7 

Patent Application Publication 

230B 

Console 
Home 

Post News Groups 

People Accounts 

Opportunities 
Dashboards 
More V 

230A 

Latest Posts 

Search This Feed 

items to Approve 
No approval requests need your attention right now . 

230C 

Employee Referral Program - Michael Smith 
Hi , I referred someone for the Software Position . I am trying to add 

the resume to the referral . What should I do ? 

Recent Records 
Robert D'Anjou 

Like 

Comment 
Share 

Lupe Flores 

Write a comment ... 

The Grocery Company Marketing Activities 

Mar. 26 , 2020 Sheet 3 of 33 

Emily Benson 

Expense Help Desk - Jamie Rosenthal 

Expense Help desk - I'm trying to submit my expenses and made a 
few errors in my submission . Can someone please help ? Like Comment Share 

230D 

Insights 

Write a comment ... 

Leadership changes 

US 2020/0097140 A1 

FIG . 2B 



200C 

2200 

Search 

Console Home 

Post News Groups 

People V Accounts 

Opportunities 

Dashboards V More V 

Patent Application Publication 

Accounts Home 

Find an Account 

240A 

Lists 

Recent Accounts 

240B 

Sidney Central 

al Opptys ( ECS ) 

The Grocery Company 

2400 

Jennifer West 

Home Store 

Mar. 26 , 2020 Sheet 4 of 33 

2400 

> $ 50k This Month G8 West 

Acme Partners 

Annie Thompson's Oppts ( G8 ) 

Vand Enterprises , Inc. 

All Lists 

US 2020/0097140 A1 

FIG . 2C 



200D 

220C 

Search 

Patent Application Publication 

Console Home Post News Groups 

People Accounts 

Opportunities 

Dashboards V More V 

250 

Account 

+ Follow 

Edit View Account History News 

The Grocery Company 

260 

Account Owner AOV Band 
Michael Smith $ 10M- $ 25M 

Website www.groceryco.com 
Phone 555-555-5555 
Account Record Type 

Sales 

Support leve : 
Premier 

270 

Insights 

Related Details News 

360 Org View 

282A 

Leadership changes 

2828 

Team View Page 

262A 

2820 

User 

Team Role 

Start Date 

Source 

ACTIVITY 
Post 

Create 

Mar. 26 , 2020 Sheet 5 of 33 

262B 

Alliances GTM Cloud AE 

Team Team 

Next Steps 

No next steps . To get things Moving , add 

a task or set up a meeting , 

280 

Cloud BOR 

Team 

MC DMP AE 

Robert Drummond 2/10/2018 Angie Arlington 2/10/2018 
Kevin Pehle 

2/10/2018 
John Mak 

2/10/2018 
Tom Dickerson 

4/9/2018 
Vanessa Paz 

4/9/2018 

Todd Payes 

4/9/2018 
Team 

MCRM 

Team 

Past Activities 

No post activity . Past meetings and tasks marked as done show up here . 

RM 

Team 

Service AE 

Team 

US 2020/0097140 A1 

FIG . 2D 



Patent Application Publication Mar. 26 , 2020 Sheet 6 of 33 US 2020/0097140 A1 

300A 

9:41 

315 Menu 

320A OMy Applications 
320B 

Home 
320C 

320D 

320E 

320F 

OPost 
O News 
O Groups 

People 
O Accounts 
O Opportunities 
O Dashboards 

320G 

320H 

3201 

3201 

320K Contacts 
O Notes 

320L 
A Cases 320M 

Forecasts 
320N 

O Reports 
OCampaigns 

Q 
Accounts Favorites Search Notifications Menu 

310 312 314 316 318 

FIG . 3A 



Patent Application Publication Mar. 26 , 2020 Sheet 7 of 33 US 2020/0097140 A1 

300B 

9:41 

Accounts 
Find an Account 340A 

340B 
Lists 

340C 
Sidney Central Opptys ( ECS ) 

340D 
Jennifer West 

> $ S0k This Month G8 West 

Annie Thompson's Oppts G8 
340E 

Recent Accounts 

340F The Grocery Company 
Account Site : Headquarters 

340G 
Home Store 
Account Site : Headquarters 

340H Acme Partners 
Account Site : Single Location 

Vand Enterprises , Inc , 
Account Site : Branch 

Q E 
Accounts Favorites Search Notifications Menu 

FIG . 3B 



Patent Application Publication Mar. 26 , 2020 Sheet 8 of 33 US 2020/0097140 A1 

300C 390A 390B 390C 390D 

9:41 hull 
Accounts 

The Grocery Company 
350 we c 

Log a Call Edit Post More 

Account Owner 
Michael Smith 

AOV Band 
$ 10M- $ 25M 
Website 
Www.groceryco.com 

Phone 
555-555-5555 

Account Record Type 
Sales 

362A 
360 

Support Level 
Premier 3628 

3620 
Related 

362D 
Details 

362E 
News 

360 
370 

Org View 

Insights 
Leadership changes 

Q E 
Accounts Favorites Search Notifications Menu 

FIG . 3C 



Patent Application Publication Mar. 26 , 2020 Sheet 9 of 33 US 2020/0097140 A1 

300D 

9:41 

Accounts 

The Grocery Company 
350 

Edit Post Log a Call More 

555-555-5555 
Account Record Type 
Sales 

360 
Support Level 
Premier 

Related 
Details 

News 

360 
370 

Org View 

Insights 
Leadership changes 380 

- 382A 

382B Activity 
3820 Post 

Create 

? Q o 
Accounts Favorites Search Notifications Menu 

FIG . 3D 



Patent Application Publication Mar. 26 , 2020 Sheet 10 of 33 US 2020/0097140 A1 

400 

410 Instantiate a first graphical user interface ( GUI ) 
corresponding to a first device , wherein the first GUI 

includes a plurality of GUI components of an application . 

420 Sequentially assign a value to each GUI component of the 
plurality of GUI components of the first GUI to generate a 

set of assigned values . 

430 

Store the set of assigned values in memory . 

440 

Receive a request to view the application on a second 
device . 

450 

In response to the receiving , retrieve the set of assigned 
values from the memory . 

460 

instantiate a second GUI by arranging the plurality of GUI 
components according to the set of assigned values . 

FIG . 4 



510 

530 

560 

520 

App Builder 

550 

Patent Application Publication 

Desktop 

Pages 

SAVE 

Search Components 

Page Detail 

Account 

que Follow 

Edit 

ViewAccount History 
News 

Label 

The Grocery Company 
Account Owner Michael Smith 

AOV Band $ 10M- $ 25M 

Website WWW.groceryco.com 
Phone 555-555-5555 
Account Record Type 

Sales 

Support Level Premier 

Developer Name 

Insights 

Details 
News 
360 

Org View 

Leadership changes 

Team View Page 

Page Type 

Standard of Actions * Activities of Post for Feed Publisher + Hierarchy + Insights of Flow eftir Panel op List View + News * Path * Potentials * Duplicates + File 
fi Recent Items 
+ Rec's 
* Record Detail 

Team Role 

User 

Start Date 

Source 

Post 

Create 

TITI 
Mar. 26 , 2020 Sheet 11 of 33 

Team 

Alliances GTM Robert Drummond 2/10/2018 
Cloud AE Angie Arlington 

2/10/2018 

Object 

Team 

Next Steps 
No next steps . To get things 

Moving , add a task or set up a 

meeting 

Cloud BOR 

Kevin Pehle 

2/10/2018 
Team 

MC DMP AE 

John Mak 

2/10/2018 
Team 

Template 

MCRM 

Tom Dickerson 

4/9/2018 
Team 

Past Activities 
No post activity . Past meetings and tasks marked as done show 

RM 

Vanessa Paz 

4/9/2018 
Team 

Description 

Service AE 

up here . 

Todd Payes 

4/9/2018 
Team 

GET MORE 

US 2020/0097140 A1 

FIG.5 



600 640 

610 

670 

630 

660 

620 

App Builder 

V Phone 

V Pages 

SAVE 

Patent Application Publication 

Search Components 

Page Detail 

The Grocery Company 

Label 

Account Owner Michael Smith 

Developer Name Page Type 

Standard + Actions + Activities + Post + Feed + Publisher + Hierarchy + Insights * Flow oth Panel to List View + News + Path of Potentials + Duplicates + File 
+ Recent Items 
+ Rec's 
+ Record Detail 

AOV Band $ 10M- $ 25M Website WWW.groceryco.com Phone 555-555-5555 Account Record Type 
Sales 

Support Level Premier 

Mar. 26 , 2020 Sheet 12 of 33 

Object INTE Template 

Related Details News 360 Org View 

Description 

GET MORE 

Insights 
Leadership changes 

US 2020/0097140 A1 

FIG . 6 



700 

770 

760 

App Builder 

Mobile 

V Pages 

SAVE 

Patent Application Publication 

Search Components 

Page Detail 

The Grocery Company 

Label 

Account Owner Michael Smith 

Developer Name 

Standard + Actions * Activities + Post + Feed + Publisher + Hierarchy + Insights + Flow megter Panel to List View + News + Path of Potentials to Duplicates + File 
+ Recent Items 

of Rec's 
of Record Detail 

AOV Band $ 10M- $ 25M Website WWW.groceryco.com Phone 555-555-5555 Account Record Type 

Page Type TITUI 
Mar. 26 , 2020 Sheet 13 of 33 

Filter Type 

Value 

Object 

Small 

Template 

Operator 

Description 

DONE 

GET MORE 

LCET1 VT0603 

US 2020/0097140 A1 



Patent Application Publication Mar. 26 , 2020 Sheet 14 of 33 US 2020/0097140 A1 

800 

810 Instantiate an editor graphical user interface ( GUI ) 
including a first view displaying a first GUI corresponding 
to a first device and a second view displaying a second 

GUI corresponding to a second device . 

820 
Receive an edit interaction with the first view modifying a 

GUI component of the first GUI . 

830 
In response to the receiving , modify a GUI component of 
the second GUI corresponding to the GUI component of 

the first GUI . 

FIG . 8 



Patent Application Publication Mar. 26 , 2020 Sheet 15 of 33 US 2020/0097140 A1 

900 

9:41 

Accounts 

Find an Account 920 

Lists 

Sidney Central Opptys ECS ) 

Jennifer West 

> $ Sok This Month G8 West 

Annie Thompson's Opots G8 

Recent Accounts 

The Grocery Company 
Account Site : Headquarters 

Home Store 
Account Site : Headquarters 

Acme Partners 
Account Site : Single Location 

910 
Vand Enterprises , Inc , 
Account Site : Branch 

? Q A 
Accounts Favorites Search Notifications Menu 

FIG.9 



Patent Application Publication Mar. 26 , 2020 Sheet 16 of 33 US 2020/0097140 A1 

1000 

9:41 

Accounts 
Find an Account 1020 

Lists 

Sidney Central Opptys ( ECS ) 

Jennifer West 

> $ SOK This Month G8 West 

Annie Thompson's Oppts G8 ) 

Recent Accounts 

The Grocery Company 
Account Site : Headquarters 

1035G 

Dashboards 1035F 

1035E 
eadquarters Opportunities 

1030 . 10350 People 

10350 Groups ingle Location 

1035B News 

1035A Post ranch 

Home 
1010 

Q 
Accounts Favorites Search Notifications Menu 

FIG . 10 



Patent Application Publication Mar. 26 , 2020 Sheet 17 of 33 US 2020/0097140 A1 

1100 

9:41 ull 
Opportunities 

a Find an Opportunity 
1120 

Lists 

The Merchant Company 

Jason Mario 

pullman's Trust 

12K Hours 

Recent Opportunities 

Brand Marketers 
Account Site : Headquarters 

PMT Partners 
Account Site : Headquarters 

KILOX Ltd. 
Account Site : Single Location 

Retny Inc. 
Account Site : Branch 

1110 

Q a 
Opp's Favorites Search Notifications Menu 

FIG . 11 



1200A 

12454 

1245B 

12450 

12450 

12455 

Search 

Patent Application Publication 

Console 
Home 
Post 

News Groups 

People Accounts 

Opportunities 
Dashboards y More 

Latest Posts 

a Search This Feed 

Items to Approve 
No approval requests need your attention right now . 

Employee Referral Program - Michael Smith 
Hi , I referred someone for the Software Position . I am trying to add 

the resume to the referral . What should I do ? 

Recent Records 

Like 

Robert D'Anjou 

Comment 
Share 

Write a comment ... 

Lupe Flores 
hnnnnnnn 

The Grocery Company 

Mar. 26 , 2020 Sheet 18 of 33 

Marketing Activities 

Expense Help Desk - Jamie Rosenthal 

Expense Help desk - I'm trying to submit my expenses and made a 
few errors in my submission . Can someone please help ? 

Emily Benson 

Comment 
Share 

Insights 

Write a comment ... 

Leadership changes 

US 2020/0097140 A1 

FIG . 12A 



1200B 

12454 1245D 

1245B 

12450 

12455 

Search 

Patent Application Publication 

Console 
Home Opportunities 

Post News Groups 

People V Accounts 

Dashboards y More 7 

Latest Posts 

a Search This Feed 

items to Approve 
No approval requests need your attention right now . 

Employee Referral Program - Michael Smith 
Hi , I referred someone for the Software Position . I am trying to add 

the resume to the referral . What should I do ? 

Recent Records 

Like 

Robert D'Anjou 

Comment 
Share 

Write a comment ... 

Lupe Flores 
hnnnnnnn 

The Grocery Company 

Mar. 26 , 2020 Sheet 19 of 33 

Marketing Activities 

Expense Help Desk - Jamie Rosenthal 

Expense Help desk - I'm trying to submit my expenses and made a 
few errors in my submission . Can someone please help ? 

Emily Benson 

Comment 
Share 

Insights 

Write a comment ... 

Leadership changes 

US 2020/0097140 A1 



Patent Application Publication Mar. 26 , 2020 Sheet 20 of 33 US 2020/0097140 A1 

1200C 

9:41 

Accounts 
Find an Account 

Lists 

Sidney Central Opptys ( ECS ) 

Jennifer West 

> $ 50k This Month G8 West 

Annie Thompson's Oppts ( G8 ) 

Recent Accounts 

The Grocery Company 
Account Site : Headquarters 

Dashboards 
eadquarters 

1235B People 

1230 Groups 

News ingle Location 

1235D Post 
es , Inc. 

Opportunities ranch 
... 11 

1235A 

Home 
1210 

Q o 5 
Accounts Favorites Search Notifications Menu 

FIG . 120 



1200D 

1245A 1245D 

1250 

12458 

12450 

1245E 
X 

Search 

Patent Application Publication 

Console 
Home Opportunities 

Post News Groups 

People V Accounts 

Dashboards V More 

Test 

Items to Approve 
No approval requests need your attention right now . 

Latest Posts 

Search This FC My Group 
West 

Employee Referral Program - Mich Cloud Selling 
Hi , I referred someone for the Softy 

GO Center 

the resume to the referral . What si 

to add 

Recent Records 
Robert D'Anjou 

Like 

Comment 
Share 

Write a comment ... 

Lupe Flores 
hann 

The Grocery Company 

Mar. 26 , 2020 Sheet 21 of 33 

Marketing Activities Emily Benson 

Expense Help Desk - Jamie Rosenthal 

Expense Help desk - I'm trying to submit my expenses and made a 
few errors in my submission . Can someone please help ? 

Like 

Comment 
Share 

Insights 

Write a comment ... 

Leadership changes 

US 2020/0097140 A1 



1200E 

1245A 
12450 
1250 

1245B 

1245C 

1245E 

Search 

Patent Application Publication 

Console 
Home Opportunities 

Test 

Post 

News Groups y People Accounts V Dashboards V More 

Latest Posts 

Search This Feed 

Items to Approve 
No approval requests need your attention right now . 

Employee Referral Program - Michael Smith 
Hi , I referred someone for the Software Position . I am trying to add 

the resume to the referral . What should I do ? 

Recent Records 
Robert D'Anjou 

Like 

Comment 
Share 

Lupe Flores 
M 

Write a comment ... 

The Grocery Company Marketing Activities 

Mar. 26 , 2020 Sheet 22 of 33 

Emily Benson 

Expense Help Desk - Jamie Rosenthal 

Expense Help desk - I'm trying to submit my expenses and made a 
few errors in my submission . Can someone please help ? Comment Share 

Insights 

Write a comment ... 

Leadership changes 

US 2020/0097140 A1 



Patent Application Publication Mar. 26 , 2020 Sheet 23 of 33 US 2020/0097140 A1 

1200F 

9:41 

Accounts 

Q Find an Account 

Lists 

Sidney Central Opotys ( ECS 

Jennifer West 

> $ 50k This Month G8 West UN Annie Thompson's Oppts ( G8 

Recent Accounts 

The Grocery Company 
eadquarters 

Dashboards 

12358 People 
eadquarters Groups 

1230 News 

1255 Post ingle Location 

12350 Test 
es , Inc. 

Opportunities ranch 1235A 

Home 
1210 

Q 
Accounts Favorites Search Notifications Menu 

FIG . 12F 



Patent Application Publication Mar. 26 , 2020 Sheet 24 of 33 US 2020/0097140 A1 

1300 

1310 
Generate an instance of a first graphical user interface 
( GUI ) menu configured to display on a first device , the 

first GUI menu including a list of objects . 

1320 Generate an instance of a second graphical user interface 
( GUI ) menu configured to display on a second device , the 

second GUI menu including the list of objects , 

1330 
Receive a modification interaction at the second GUI 

modifying an object of the list of objects on the second 
GUI menu . 

1340 
In response to the receiving , modify the list of objects on 

the first GUI menu according to the modification 
interaction , 

FIG . 13 



*** 

Patent Application Publication Mar. 26 , 2020 Sheet 25 of 33 US 2020/0097140 A1 

1400A 1420A 1420B 1420C 14200 

9:41 

Accounts 

The Grocery Company 
Edit Post Log a Call More 

Account Owner 
Michael Smith 

AOV Band 
$ 10M- $ 25M 
Website 
www.groceryco.com 

Phone 
555-555-5555 

Account Record Type 
Sales 

Support Level 
Premier 

Related 

Details 

News 
360 

Org View 
1410 

Insights 
Leadership changes 

? Q 
Accounts Favorites Search Notifications Menu 

FIG . 14A 



Patent Application Publication Mar. 26 , 2020 Sheet 26 of 33 US 2020/0097140 A1 

1400B 1420A 1420B 1420C 14200 

9:41 
1440 

Accounts 

The Grocery Company 

Edit Post Log a Call More 

Account Owner 
Michael Smith 

AOV Band 
$ 10M- $ 25M 
Website 
www.groceryco.com 

Phone 
555-555-5555 
Account Record Type 
Sales 
Support Level 
Premier 

Related 
Details 

News 
360 

Org View 

Insights 
Leadership changes 

E 
Accounts Favorites Notifications Menu 

1430 

FIG . 14B 



*** 

Patent Application Publication Mar. 26 , 2020 Sheet 27 of 33 US 2020/0097140 A1 

1400C 1420A 1420B 1420C 1420D 

9:41 hull 
Accounts 

The Grocery Company 
***** 

***** 
Edit Post Log a Call More 

Account Owner 
Michael Smith 

1440 AOV Band 
$ 10M- $ 25M 
Website 
www.groceryco.com 

Phone 
555-555-5555 

Account Record Type 
Sales 

Support Level 
Premier 

Related 

Details 

News 

360 

Org View 

Insights 
Leadership changes 

Q 
Accounts Favorites Search ons Menu 

1430 

FIG . 14C 



Patent Application Publication Mar. 26 , 2020 Sheet 28 of 33 US 2020/0097140 A1 

1500 

1510 

Generate an instance of a graphical user interface ( GUI ) 
having a first GUI portion and a second GUI portion . 

1520 

Receive a selection interaction at the first GUI portion . 

1530 

Identify the selection interaction at the first GUI portion 
as a cursor gesture . 

1540 

In response to the identifying , generate a GUI cursor on 
the second GUI portion . 

FIG . 15 



Patent Application Publication Mar. 26 , 2020 Sheet 29 of 33 US 2020/0097140 A1 

1600A 

9:41 I 
1610 Menu 

1620A OMv Applications 
1620B 

Home 16200 

1620D 

1620E 

1620F 

1620G 

1630 - 1620H 

16201 

O Post 
O News 
O Groups 
O People 
OAccounts 

Opportunities 
O Dashboards 
O Contacts 
O Notes 
O Cases 

Forecasts 
O Reports 
Campaigns 

16201 

1620K 

1620L 

1620M 

1620N 

Q A 
Accounts Favorites Search Notifications Menu 

FIG . 16A 



Patent Application Publication Mar. 26 , 2020 Sheet 30 of 33 US 2020/0097140 A1 

1600B 

9:41 

My Applications 
1605 

Find an Application or item 
1615A 

Console 
Console is a faster way to work . Open 
records , organize ... More 

16158 
Service 
Manage account services , contacts , cases , 
and more 16150 

Feedback 
The Feedback App 1615D 
Template 
Template Application 

1615E 
Social Media 
The Social Network including profiles and 
feeds 1615F 

Advertise 
Advertisement App 

Q A 
Accounts Favorites Search Notifications Menu 

FIG . 16B 



Patent Application Publication Mar. 26 , 2020 Sheet 31 of 33 US 2020/0097140 A1 

1600C 

9:41 

1610 Menu 

1640A OMv Applications 
16408 

Tests 1640C 

1640D 

1650 - 1640E 

1640F 

O Contacts 
O Leads 
O Opportunities 
O Reports 
OV2 
O Forecasts 

1640G 

1670A 

1670B 
Forecasts 

1670C 
V2 

1670D 
1680 Reports 

1670E 
Opportunities 

1670F 
Leads 

Contacts 

Q 
Tests Favorites Search Notifications Menu 

1660 

FIG . 16C 



Patent Application Publication Mar. 26 , 2020 Sheet 32 of 33 US 2020/0097140 A1 

1700 

Generate an instance of a graphical user interface ( GUI ) 
corresponding to a first application , wherein the GUI 

includes a first list of objects corresponding to the first 
application . 

1720 
Receive a selection interaction at the GUI selecting a 

second application . 

1730 
In response to the receiving , replace the first list of 

objects with a second list of objects corresponding to the 
second application . 

FIG . 17 



Patent Application Publication Mar. 26 , 2020 Sheet 33 of 33 US 2020/0097140 A1 

Computer System 1800 

Processor 1804 

Main Memory 1808 

User Input / Output 
Interface ( s ) 1802 

User Input / Output 
Device ( s ) 1803 

Communication 
Infrastructure 

1806 

Secondary Memory 
1810 

Hard Disk Drive 
1812 

Removable 
Storage Drive 

1814 

Removable 
Storage Unit 1818 

Interface 1820 Removable 
Storage Unit 1822 

Communications 
Interface 1824 

Remote device ( s ) , 
* network ( s ) , entity ( ies ) 

1828 

Communications Path 1826 

FIG . 18 



US 2020/0097140 A1 Mar. 26 , 2020 

GRAPHICAL USER INTERFACE DIVIDED 
NAVIGATION 

CROSS - REFERENCE TO RELATED 
APPLICATIONS 

[ 0001 ] This application claims the benefit of U.S. Provi 
sional Application No. 62 / 735,496 filed on Sep. 24 , 2018 , 
which is hereby incorporated by reference in its entirety . 
[ 0002 ] This application is further related to U.S. patent 
application Ser . No. filed Dec. 13 , 2018 , entitled 
“ Desktop and Mobile Graphical User Interface Unification ” 
( Atty . Dkt . No. 3462.1730001 ) , to U.S. patent application 
Ser . No. filed Dec. 13 , 2018 , entitled “ Application 
Builder ” ( Atty . Dkt . No. 3462.1730002 ) , to U.S. patent 
application Ser . No. filed Dec. 13 , 2018 , entitled 
“ Graphical User Interface Object Matching ” ( Atty . Dkt . No. 
3462.1730003 ) , and to U.S. patent application Ser . No. 

filed Dec. 13 , 2018 , entitled “ Graphical User Inter 
face Management for Different Applications " ( Atty . Dkt . 
No. 3462.1730005 ) all of which are hereby incorporated by 
reference in their entireties . 

BACKGROUND 

[ 0003 ] As users continue to rely on computer and soft 
ware , their reliance and interactions with a user interface 
( UI ) or a graphical user interface ( GUI ) also increase . These 
interactions may include manipulating buttons or icons on a 
GUI to execute software commands or to navigate to dif 
ferent views . Users also are beginning to expect a full 
featured desktop GUI experience to be mirrored onto a 
mobile GUI experience , despite limitations with the mobile 
form factor . While developers have attempted to provide this 
mirrored capability , the applications developed and sup 
ported typically have fixed GUI configurations . For 
example , many application GUIs include fixed buttons or 
icons . This fixed nature may lead to inefficiencies in navi 
gation as users navigate through and access various GUI 
components on a desktop computing device and / or on a 
mobile computing device . Further , modifications made on 
the desktop computing device may not be reproduced in the 
mobile computing device and vice versa . 

[ 0012 ] FIG . 3C depicts a block diagram of a GUI display 
ing a mobile record page , according to some embodiments . 
[ 0013 ] FIG . 3D depicts a block diagram of a GUI display 
ing a scrolled mobile record page , according to some 
embodiments . 
[ 0014 ] FIG . 4 depicts a flowchart illustrating a method for 
sequentially generating a second GUI corresponding to a 
first GUI , according to some embodiments . 
[ 0015 ] FIG . 5 depicts a block diagram of a GUI displaying 
an application builder , according to some embodiments . 
[ 0016 ] FIG . 6 depicts a block diagram of a GUI displaying 
a mobile application builder , according to some embodi 
ments . 
[ 0017 ] FIG . 7 depicts a block diagram of a GUI displaying 
an editor prompt , according to some embodiments . 
[ 0018 ] FIG . 8 depicts a flowchart illustrating a method for 
building a unified application , according to some embodi 
ments . 
[ 0019 ] FIG . 9 depicts a block diagram of a GUI displaying 
a navigation button , according to some embodiments . 
[ 0020 ] FIG . 10 depicts a block diagram of a GUI display 
ing a navigation menu , according to some embodiments . 
[ 0021 ] FIG . 11 depicts a block diagram of a GUI display 
ing an updated navigation button corresponding to a selected 
object , according to some embodiments . 
[ 0022 ] FIG . 12A depicts a block diagram of a GUI dis 
playing a page including tab objects , according to some 
embodiments . 
[ 0023 ] FIG . 12B depicts a block diagram of a GUI dis 
playing tab object movement , according to some embodi 
ments . 
[ 0024 ] FIG . 12C depicts a block diagram of a GUI dis 
playing mobile object movement , according to some 
embodiments . 
[ 0025 ] FIG . 12D depicts a block diagram of a GUI dis 
playing a page including an expanded tab object , according 
to some embodiments . 
[ 0026 ] FIG . 12E depicts a block diagram of a GUI dis 
playing a page including an added tab object , according to 
some embodiments . 
[ 0027 ] FIG . 12F depicts a block diagram of a GUI dis 
playing an added mobile object , according to some embodi 
ments . 
[ 0028 ] FIG . 13 depicts a flowchart illustrating a method 
for modifying a navigation menu , according to some 
embodiments . 
[ 0029 ] FIG . 14A depicts a block diagram of a GUI dis 
playing a mobile page including a cursor button , according 
to some embodiments . 
[ 0030 ] FIG . 14B depicts a block diagram of a GUI dis 
playing a mobile page including a visible cursor , according 
to some embodiments . 
[ 0031 ] FIG . 14C depicts a block diagram of a GUI dis 
playing a mobile page including cursor movement , accord 
ing to some embodiments . 
[ 0032 ] FIG . 15 depicts a flowchart illustrating a method 
for generating a cursor , according to some embodiments . 
[ 0033 ] FIG . 16A depicts a block diagram of a GUI dis 
playing a mobile application menu page , according to some 
embodiments . 
[ 0034 ] FIG . 16B depicts a block diagram of a GUI dis 
playing a mobile application selection page , according to 
some embodiments . 

BRIEF DESCRIPTION OF THE DRAWINGS 

[ 0004 ] The accompanying drawings are incorporated 
herein and form a part of the specification . 
[ 0005 ] FIG . 1 depicts a block diagram of a computing 
environment , according to some embodiments . 
[ 0006 ] FIG . 2A depicts a block diagram of a graphical user 
interface ( GUI ) displaying an application selection page , 
according to some embodiments . 
[ 0007 ] FIG . 2B depicts a block diagram of a GUI display 
ing an application home page , according to some embodi 
ments . 
[ 0008 ] FIG . 2C depicts a block diagram of a GUI display 
ing an object home page , according to some embodiments . 
[ 0009 ] FIG . 2D depicts a block diagram of a GUI display 
ing a record page , according to some embodiments 
[ 0010 ] FIG . 3A depicts a block diagram of a GUI display 
ing a mobile application menu page , according to some 
embodiments . 
[ 0011 ] FIG . 3B depicts a block diagram of a GUI display 
ing a mobile object home page , according to some embodi 
ments . 
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[ 0035 ] FIG . 16C depicts a block diagram of a GUI dis 
playing an updated mobile application menu page , accord 
ing to some embodiments . 
[ 0036 ] FIG . 17 depicts a flowchart illustrating a method 
for replacing a list of objects corresponding to an applica 
tion , according to some embodiments . 
[ 0037 ] FIG . 18 depicts an example computer system use 
ful for implementing various embodiments . 
[ 0038 ] In the drawings , like reference numbers generally 
indicate identical or similar elements . Additionally , gener 
ally , the left - most digit ( s ) of a reference number identifies 
the drawing in which the reference number first appears . 

DETAILED DESCRIPTION 

[ 0039 ] Provided herein are system , apparatus , device , 
method and / or computer program product embodiments , 
and / or combinations and sub - combinations thereof , for uni 
fying graphical user interface ( GUI ) views , components , 
usage , and control between different computing devices . 
[ 0040 ] Unification of GUI views may refer to configuring 
a GUI appearing on a mobile computing device to corre 
spond to a GUI appearing on a desktop computing device . 
While the following description may describe this type of 
computing environment , the embodiments described may 
also extend to any configuration of computing devices . 
[ 0041 ] In an embodiment , a unification system may sup 
port the unification of GUI views . This unification may refer 
to generating a GUI on a mobile device that corresponds to 
a GUI on a desktop device . The unification , however , may 
extend to other computing device configurations . When a 
user creates and / or manipulates the GUI as displayed on the 
desktop device , a central system may control the GUI 
display on the mobile device to also reflect the manipulation . 
The central system may be a unification system as described 
below . 
[ 0042 ] The unification system may not only control the 
content of applications manipulated by computing devices , 
but also alter GUI objects to generate a mobile GUI that 
corresponds to a desktop GUI . In an embodiment , the 
unification system may use a sequential component tagging 
process to tag different GUI data portions . The sequential 
tagging process may allow for GUI components arranged 
horizontally and / or arranged in a combination of vertical and 
horizontal locations on a desktop GUI to be rearranged into 
a vertical order for the mobile GUI . This configuration may 
result in a more comfortable viewing experience for a user 
using a mobile device to view the content of an underlying 
application having a corresponding desktop view . While the 
desktop view may include a more horizontally configured 
layout due to the use of a computer screen , the mobile view 
may organize the same components in a vertically config 
ured layout . A user may be able to scroll through the GUI 
components and interact with the same application in a more 
intuitive manner via the mobile layout . 
[ 0043 ] In this manner , a user may use either a desktop GUI 
or a mobile GUI to access the same application . The 
unification system may instantiate a particular GUI based on 
the device accessing the application . Further , the manipula 
tion of the GUI in one device may be replicated in the other 
device . Beyond the change in underlying application content 
( such as data and / or records ) , a user may edit the GUI 
objects of a particular GUI view on the desktop GUI . For 
example , a user may move or add a tab to a list of tabs on 
the desktop GUI . The unification system may produce this 

modification in the mobile GUI . In this manner , when the 
user views the mobile GUI , the unification system may 
instantiate a mobile version including the modification . 
Based on this configuration , the user may personalize a 
desktop GUI , and the unification system may adjust the 
mobile GUI to include the personalization . 
[ 0044 ] The unification system may also include controls 
for an administrator to manage access to applications and / or 
to configure GUI views . For example , the unification system 
may provide an application builder GUI that an administra 
tor ( or a user having permissions ) may use to manipulate 
GUI objects . The application builder may include an inter 
changeable desktop and mobile view and may allow an 
administrator to add and / or remove GUI components . For 
example , an administrator may use a gallery of components 
with a drag - and - drop gesture to add a GUI component to a 
desktop or mobile GUI . The unification system may then 
arrange the GUI component for the other corresponding 
GUI . In this manner , the administrator may quickly generate 
multiple GUIs that may be applied to different devices using 
the unification system . 
[ 0045 ] The application builder may also allow an admin 
istrator to control various aspects of each GUI component . 
For example , the administrator may modify GUI objects 
within a GUI component . Further , the administrator may 
distinguish GUI component views between the desktop GUI 
and the mobile GUI . For example , the administrator may use 
a visibility filter to identify particular GUI component as 
visible on desktop GUI but not visible on the mobile 
application . This customization may still unify the desktop 
and mobile GUIs while still maintaining a desired indepen 
dence in the visualization . Using either the desktop or 
mobile GUI may still allow manipulation of the same 
underlying application being viewed by the GUIS . 
[ 0046 ] In addition to translating a desktop GUI to a mobile 
GUI , the unification system may also provide mobile GUI 
controls that may aid in the accessibility of the mobile 
version of the desktop GUI . For example , the unification 
system may provide a framework for switching between 
applications , a navigation menu , and / or cursor control . 
[ 0047 ] In the mobile application , like the desktop appli 
cation , a user may interact with a GUI to switch between 
different applications . When the unification system detects 
this command , the unification system may replace GUI 
components of the currently displayed application with GUI 
components of the selected application . In an embodiment , 
the unification system may maintain the same framework 
used so that the user may maintain familiarity with the 
location of GUI objects . While the particular contents , 
commands , and / or navigation options may change according 
to a selected application , the unification system may main 
tain a common framework between selected applications . In 
this manner , the unification system may support user access 
to multiple applications as well as customization of GUI 
views within the applications and across different devices . 
[ 0048 ] When navigating through an application , the appli 
cation may include different objects or categories . These 
objects may be tabs in a desktop view and / or may be 
represented by GUI buttons . Interacting with these objects 
may allow a user to navigate to different elements of an 
application . When using a desktop to navigate through these 
objects , the desktop GUI may display the objects due to the 
large amount of available GUI space relative to the mobile 
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GUI . This same view , however , may not be available in the 
mobile version due to screen size restrictions . 
[ 0049 ] In response to the difference in screen sizes , the 
unification system may generate a navigation menu with a 
corresponding navigation button . The navigation menu may 
correspond to the objects of the application seen in the 
desktop GUI view . In an embodiment , these objects may 
remain hidden to conserve space on the mobile view . Using 
the navigation button , a user may navigate to a correspond 
ing GUI object . Using a menu gesture on the navigation 
button ( e.g. , a long - press ) may display the navigation menu . 
The user may then select an object from the navigation menu 
to navigate to the particular object . This selection may also 
update the navigation button to reflect the selected object . In 
this manner , the navigation button may reflect the most 
recently selected object so that a user can quickly return to 
the selected object . 
[ 0050 ] Using the navigation button and navigation menu 
may allow a user to navigate through an application using a 
mobile GUI in a manner similar to the navigation on a 
desktop GUI . By instantiating the mobile GUI to include the 
same objects as the desktop GUI , the unification system may 
unify these views and allow a user to perform the same 
actions on either GUI . Further , by allowing the users to 
customize the objects on the desktop GUI as well as repro 
ducing the customization on the mobile GUI , the user is able 
to preserve desired configurations and navigate the applica 
tion in a unified manner . If a user moves an object from a 
first location to a second location on the desktop GUI , the 
unification system may also adjust the navigation menu to 
reflect the change in object location . 
[ 0051 ] In addition to the change of desktop objects , the 
unification system may also provide controls on the mobile 
GUI for navigating through components of the mobile GUI . 
For example , the mobile GUI may include an interface for 
gesture controls . The gesture controls may allow for divided 
navigation . A user may use a portion of the GUI in a 
particular manner to select a different portion of the GUI . 
For example , a user may perform a gesture ( e.g. , a long 
press ) on the bottom half of the mobile GUI . This bottom 
half may be more comfortable if a user is holding a mobile 
device with one hand and may also aid in accessibility . After 
performing the gesture , GUI may display a cursor on another 
portion of the GUI ( e.g. , the top half ) . The user may then 
move the cursor using the gesture on the bottom half of the 
mobile GUI . In this manner , the user may control a second 
portion of the GUI using the first portion of the GUI . 
[ 0052 ] Through the implementation of these embodiment , 
the unification system may generate various GUIs for 
accessing one or more applications . These applications may 
exist , for example , on a cloud computing platform . In an 
embodiment , the cloud computing platform may be a mul 
titenant system . A user may then access , customize , and / or 
manipulate these GUIs from different computing devices 
while the unification system may transmit instructions to 
computing devices to maintain a unified appearance . These 
instructions may command the computing devices to render 
a GUI in a particular manner . As this disclosure will explain 
below , the unification system may provide centralized man 
agement of the applications as well as the GUI generation to 
preserve continuity between computing devices such as a 
desktop and a mobile device . Users making changes on one 
device may expect to view the changes on the other device 
based on the management of the unification system . In this 

manner , users may more efficiently interact with applica 
tions across different platforms and preserved personaliza 
tion across different platform GUIS . 
[ 0053 ] These features of example embodiments will now 
be discussed in greater detail with respect to the correspond 
ing figures . 
[ 0054 ] FIG . 1 depicts a block diagram of a computing 
environment 100 , according to some embodiments . Com 
puting environment 100 may represent a computing network 
allowing user devices to communicate and interact with 
programs and / or applications . In an embodiment , computing 
environment 100 may facilitate cloud computing operations 
for user devices . The user devices may use Internet browsers 
and / or installed programs to access the cloud - hosted appli 
cations and / or data . 
[ 0055 ] Computing environment 100 may include unifica 
tion system 110. Unification system 110 may be imple 
mented using one or more processors , memory , databases , 
servers , routers , modems , antennae and / or hardware or soft 
ware that may be configured to generate one or more GUIS 
and / or receive GUI interaction information from mobile 
device 140 and / or desktop device 150. Unification system 
110 may be implemented using computer system 1800 
described with reference to FIG . 18. Unification system 110 
may implemented in a computing network , such as , for 
example , a cloud computing platform and / or a software as a 
service platform . In an embodiment , unification system 110 
may provide the GUI instantiation elements for a cloud 
computing platform hosting Internet applications and / or 
records . In some embodiments , unification system 110 may 
also host elements of the Internet applications and / or 
records . In either configuration , unification system 110 may 
support multiple users and / or multiple user devices corre 
sponding to each of the multiple users . 
[ 0056 ] Unification system 110 may communicate with 
mobile device 140 , desktop device 150 , and / or administrator 
device 120. Collectively , these devices may be referred to as 
user devices . User devices may be , for example , desktop 
computers , laptop computers , tablets , phones , smartphones , 
and / or other computing devices . Mobile device 140 may 
refer to tablets , phone , and / or smartphones while desktop 
device 150 may refer to desktop computers or laptop com 
puters . These user device configurations , however , are not 
limited to these specific embodiments . 
[ 0057 ] The user devices may access the applications via 
the Internet using a locally installed program and / or an 
Internet browser . As the user devices access the applications , 
unification system 110 may act as an intermediary and 
instantiate the GUI views allowing the users to display the 
GUIs on the user devices and manipulate GUI objects . The 
user devices may then send the commands to unification 
system 110 for processing to control the hosted applications . 
In an embodiment , mobile device 140 , desktop device 150 , 
and / or administrator device 120 may communicate with 
unification system 110 using network 130 . 
[ 0058 ] Network 130 may be a network capable of trans 
mitting information either in a wired or wireless manner and 
may be , for example , the Internet , a Local Area Network , or 
a Wide Area Network . Network 130 may utilize a network 
protocol , such as , for example , a hypertext transfer protocol 
( HTTP ) , a TCP / IP protocol , Ethernet , or an asynchronous 
transfer mode . In an embodiment , network 130 facilitates 
communications between the user devices and unification 
system 110. Unification system 110 may instantiate GUIS 
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that may be displayed on the user devices . Instantiation may 
include transmitting and / or sending GUI commands to the 
user devices to cause the user device to generate a GUI 
specified by unification system 110. The process of instan 
tiation may include transmitting and / or sending commands 
to manipulate program code and / or data stored locally on a 
user device . The GUI commands may cause the user devices 
to generate and / or display GUIs according to the instructions 
provided in the GUI commands . Through the instantiation , 
users may view generated GUIs and send commands to 
unification system 110 via network 130 . 
[ 0059 ] Unification system 110 may also communicate 
with administrator device 120. Administrator device 120 
may be a user device configured to grant administrator 
controls over the content , applications , and / or GUI functions 
accessible by a user using mobile device 140 and / or desktop 
device 150. Using administrator device 120 , an administra 
tor may configure the applications and / or records accessible 
to a user . An administrator may also manage multiple users 
via commands sent to unification system 110. Administrator 
device 120 may be implemented in cloud computing plat 
form that is executing unification system 110. In an embodi 
ment , administrator device 120 may communicate with 
unification system 110 via network 130 . 
[ 0060 ] Based on these interactions , unification system 110 
may instantiate GUIs and / or maintain GUI information to 
aid in the generation of GUIs on user devices . To instantiate 
a GUI , unification system 110 may include layout system 
112 , user database 114 , and / or content database 116. Layout 
system 112 may be one or more processors , servers , routers , 
modems , antennae and / or hardware or software that may be 
configured to generate one or more GUIs and / or receive GUI 
interaction information from mobile device 140 and / or desk 
top device 150. Layout system 112 may receive requests 
from the user devices and may form commands based on 
programmed rules to generate a requested GUI . 
[ 0061 ] Layout system 112 may utilize information stored 
in user database 114 and / or content database 116 in con 
junction with request data received from mobile device 140 
and / or desktop device 150 to instantiate a GUI . User data 
base 114 may be memory that includes information related 
to user preferences . User database 114 may also include 
administrator configurations for particular applications and / 
or permissions assigned by an administrator . Content data 
base 116 may include page and / or record data related to 
applications . In an embodiment , content database 116 may 
be located within unification system 110 and / or within a 
cloud computing platform executing cloud applications . 
Content database 116 may include the record and / or data 
associated with an underlying application that a user may 
manipulate using an instantiated GUI . 
[ 0062 ] In an embodiment , unification system 110 may use 
a single metadata definition to define a data page of an 
application . Rather than having two separate data versions 
of an application for execution on the mobile device 140 and 
desktop device 150 , unification system 110 may store a 
single record or page definition representing the application 
page in content database 116. In an embodiment , this single 
page definition may represent an application configuration 
for a particular user and may be used regardless of whether 
the user is accessing the application on mobile device 140 or 
desktop device 150. When unification system 110 receives 
an access request from a user device , layout system 112 may 
determine the device type being accessed . Unification sys 

tem 110 may make this determination independent of 
whether the access comes from a natively installed applica 
tion or from an Internet browser . 
[ 0063 ] For example , layout system 112 may receive an 
access request from mobile device 140 for a particular 
application . Based on the device type , layout system 112 
may retrieve the single application page definition from 
content database 116. The single application page definition 
may include the particular user GUI customization or per 
sonalization parameters set by the user . This customization 
and / or personalization metadata may be stored within the 
page definition . In response to the request , layout system 112 
may then utilize the metadata to instantiate the GUI . In an 
embodiment , layout system 112 may use portions of the 
metadata corresponding to the requesting device type . In an 
embodiment , layout system 112 may supply transformation 
commands based on the stored metadata to instantiate the 
GUI . In this manner , the GUI generation for mobile device 
140 and / or desktop device 150 may be completed using a 
single stored data definition with a conversion of the data 
definition depending on the device type of the access 
request . 
[ 0064 ] As will be described further below with reference 
to the figures displaying GUI embodiments , unification 
system 110 may generate different desktop and mobile GUIS 
that may share a common page definition . By accessing this 
common page definition , unification system 110 may gen 
erate GUIs on different devices as well as reproduce modi 
fications made to the GUIS from one device to another . 
[ 0065 ] In an embodiment , the stored data definition may 
include metadata including component sequencing . Compo 
nent sequencing may indicate the location placement of GUI 
components that may be shared among the desktop GUI and 
mobile GUI . Using this process may allow for the arrange 
ment of GUI components . When creating or designing an 
application page , unification system 110 may automatically 
generate sequencing information and store the sequencing 
information in the page definition . In this manner , when 
unification system 110 receives a request from a particular 
device , unification system 110 may access the page defini 
tion and instantiate the corresponding GUI using the 
sequencing metadata . An embodiment of this sequencing is 
further described with reference to FIG . 4 . 
[ 0066 ] To briefly illustrate a non - limiting example of this 
sequencing , a developer or administrator may first design a 
page having several GUI components . For example , the 
developer may use a desktop to design a page having 
components similar to that embodiment depicted in FIG . 2D . 
Unification system 110 may then assign a sequential num 
bering to the components of the GUI . If the GUI includes 
horizontal locations , unification system 110 may assign 
numbers in , for example , a left to right manner . Using this 
sequential numbering , unification system 110 may generate 
a mobile GUI including elements from the desktop GUI . 
Unification system 110 may order the GUI components 
vertically corresponding to the sequence numbering . In this 
manner , unification system 110 may store a particular record 
to efficiently invoke elements for instantiating a mobile GUI 
that corresponds to the desktop GUI and maintains a similar 
look and feel . Unification system 110 may convert horizon 
tally arranged GUI components in a vertical manner that 
may yield a more comfortable viewing experience on mobile 
device 140 . 
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[ 0067 ] Similarly , if a user reorders a component using 
mobile device 140 , unification system 110 may receive a 
reordering command from mobile device 140. Unification 
system 110 may then update the stored definition with the 
updated sequential ordering . Unification system 110 may 
reassign the set of assigned values . When unification system 
110 receives a request from desktop device 150 , unification 
system 110 may use the updated or reassigned ordering in 
instantiating the desktop GUI . In this manner , unification 
system 110 may unify the GUI views between different 
devices and different device types . In an embodiment , 
unification system 110 may also preserve differences 
between views . For example , unification system 110 may 
store a particular ordering for a mobile view while storing a 
different ordering for a desktop view . An administrator or 
user may specify this difference using commands sent to 
unification system 110 . 
[ 0068 ] In addition to instantiating a GUI for user usage 
across different devices , unification system 110 may also 
provide administrator controls . Administrator device 120 
may specify application permissions and / or corresponding 
GUI permissions for users . Unification system 110 may 
store this information in content database 116 and in the 
definitions corresponding to the pages to block and / or permit 
user access depending on the permissions . 
[ 0069 ] As will be further described below with respect to 
FIG . 5 - FIG . 8 , unification system 110 may also instantiate an 
application builder . The application builder may allow a user 
and / or an administrator develop a particular GUI and / or 
page views of an application . These GUIs and / or page views 
may be default views that may also be editable by users . The 
application builder may include an interchangeable desktop 
and mobile view and may allow an administrator to add 
and / or remove GUI components . For example , an adminis 
trator may use a gallery of components with a drag - and - drop 
gesture to add a GUI component to a desktop or mobile GUI . 
Unification system 110 may then arrange the GUI compo 
nent for the other corresponding GUI . In this manner , the 
administrator may quickly generate multiple GUIs that may 
be applied to different devices using unification system 110 . 
[ 0070 ] As will be further described below with respect to 
FIG . 9 - FIG . 13 , unification system 110 may also instantiate 
mobile GUIs including a navigation button and / or a navi 
gation menu . The navigation menu may include objects that 
correspond to desktop objects . Mobile device 140 may 
display the navigation button and / or navigation menu and 
may allow a user to quickly navigate to different portions of 
an application using the GUI objects . Users may also modify 
the arrangement of the GUI objects . Unification system 110 
may modify the arrangement of mobile GUI objects in 
response to a change in the arrangement of the desktop GUI 
objects . 
[ 0071 ] As will be further described below with respect to 
FIG . 14A - FIG . 15 , unification system 110 may also generate 
a cursor on a GUI display . This cursor may allow a user to 
manipulate a portion of the GUI without directly interacting 
with the portion . For example , if the GUI is displayed on 
mobile device 140 , the user may press on the bottom half of 
the GUI to cause a cursor to appear on the top portion . In this 
manner , unification system 110 may instantiate a mobile 
GUI that includes accessibility elements and allows a user to 
access the top portion of a GUI while controlling the bottom 
portion of the GUI . 

[ 0072 ] As will be further described below with respect to 
FIG . 16A - FIG . 17 , unification system 110 may also facilitate 
switching between different applications and providing 
updated GUIs depending on the selected application . In this 
manner , unification system 110 may provide a framework to 
implement different applications and application types while 
maintaining a unification of the GUIs instantiated on mobile 
device 140 and desktop device 150. Unification system may 
also load different applications developed by different par 
ties and maintain a consistent layout for each application . 
[ 0073 ] The operation of unification system 110 will now 
be described with respect to the GUI displays instantiated by 
unification system 110 as well as corresponding flowcharts 
illustrating corresponding processes . 
[ 0074 ] Sequential Arrangement of Desktop and Mobile 
GUIS 
[ 0075 ] FIG . 2A depicts a block diagram of a graphical user 
interface ( GUI ) 200A displaying an application selection 
page , according to s some embodiments . GUI 200A may be 
instantiated by unification system 110. In an embodiment , 
unification system 110 may instantiate GUI 200A to be 
displayed on desktop device 150. Unification system 110 
may instantiate GUI 200A in response to receiving a request 
from desktop device 150. The request may include user 
information , such as , for example , log - in credentials or a 
session token . The request may also include data indicating 
the device type initiating the request and / or whether the 
request was made from a locally installed application or an 
Internet browser . Using the request , unification system 110 
may instantiate GUI 200A and / or send commands to desktop 
device 150 to display GUI 200A . The requests and / or 
commands may be exchanged via an API used by unification 
system 110 and desktop device 150 . 
[ 0076 ] In an embodiment , unification system 110 may 
instantiate GUI 200A to be displayed in response to a log - on 
or a power on request . GUI 200A may be a home page for 
a cloud computing platform allowing a user to select an 
application . Different applications may be supported by the 
cloud computing platform . These applications may be pre 
programmed into the cloud computing platform , may be 
created by an administrator using the cloud computing 
platform , and / or may be retrieved from an application 
exchange or marketplace . These applications will be further 
described with reference to FIG . 16A - FIG . 17 . 
[ 0077 ] GUI 200A may display application buttons 215 
allowing a user to select an application . The display appli 
cation buttons 215 may correspond to applications permitted 
according to user account information . For example , an 
administrator may designate particular applications to be 
accessible to a user . This user permission information may 
be stored in user database 114. When unification system 110 
receives a request from a user device , layout system 112 may 
consult this permission information to determine the appli 
cations available for the user and which application buttons 
215 to display on GUI 200A . The permission information 
may also indicate particular GUI components available for 
the user . Unification system 110 may display the applica 
tions selected by an administrator and / or by the user . 
[ 0078 ] A user may make a gesture to select an application 
button 215. For example , if GUI 200A is displayed on a 
desktop monitor or display screen , the user may use a cursor 
with a hardware input peripheral to make the selection . If the 
display screen includes touchscreen functionality , the user 
may select the particular application button 215 by touching 
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the screen . Desktop device 150 may process the selection 
locally to determine the following action or GUI screen 
and / or send this selection to unification system 110 . 
[ 0079 ] GUI 200A may also include a search bar 210 . 
Search bar 210 may allow a user to search for a particular 
application . In an embodiment , search bar 210 may also 
allow a user to search for items within a particular applica 
tion . Using application buttons 215 and / or search bar 210 , a 
user may select an application and explore elements of the 
selected application . 
[ 0080 ] FIG . 2B depicts a block diagram of a GUI 200B 
displaying an application home page , according to some 
embodiments . Desktop device 150 may display GUI 200B 
in response to a selection of application button 215. Desktop 
device 150 may generate GUI 200B based on locally stored 
rules or commands . In an embodiment , unification system 
110 may instantiate GUI 200B after receiving the selection 
data from desktop device 150 . 
[ 0081 ] GUI 200B may display an application home page . 
An application home page may allow a user to interact with 
a selected application . The application home page may 
include one or more GUI components that may include 
different commands and / or data . For example , GUI 200B 
may include a search bar 210 , objects 220 , and / or applica 
tion components 230 . 
[ 0082 ] Search bar 210 from GUI 200B may be similar to 
and / or the same as search bar 210 as displayed on GUI 
200A . A user may use search bar 210 to navigate between 
applications and / or to retrieve items within a selected appli 
cation . As the user navigates through different page views 
and / or components of the application , search bar 210 may 
persist on the display screen so the user may navigate 
throughout the application . 
[ 0083 ] In addition to search bar 210 , GUI 200B may 
include objects 220. Objects 220 may represent different 
page views of the application . Objects 220 may also persist 
on the display screen as the user interacts with objects 220 
and / or navigates through the application . In an embodiment , 
objects 220 may be represented as tabs on GUI 200B , but 
may also be represented by other GUI buttons . Objects 220 
may also include collapsed or grouped options . Grouped 
objects 220 may be expanded to view hidden buttons . As 
will be further described below with reference to FIG . 
12A - FIG . 12F , objects 220 may be edited and / or customized 
by a user . 
[ 0084 ] Interacting with an object 220 may access different 
page views of the application . The objects 220 may depend 
on the functionality provided by the application . The appli 
cation may include different data record portions and / or 
executable program code . Selecting an object 220 may 
display these data records and / or executable program code 
for user interaction and / or manipulation . GUI 200B may 
also include these data records and / or executable program 
code as application components 230 . 
[ 0085 ] Application components 230 may include different 
portions of GUI 200B displaying data records and / or execut 
able program code . GUI 200B may display these application 
components and / or may allow the user to interact with the 
application components 230 to interact with the underlying 
application . In an embodiment , the application may be a data 
management application and may include a posting compo 
nent 230A . Posting component 230A may allow a user to 
submit text and / or files to the application . GUI 200B may 
also include other components allowing a user to view 

records , update or modify records , generate files such as 
documents , spreadsheets , or presentations , send approval 
commands , and / or connect to external programs or other 
programs managed by a cloud computing platform . When 
viewing GUI 200B , a user may interact with available 
application components 230 and / or navigate to other ele 
ments of the application using objects 220. For example , a 
user may select object 220C by using a cursor command or 
gesture . In response to receiving this command , desktop 
device 150 and / or unification system 110 may instantiate 
GUI 200C as depicted in FIG . 2C . 
[ 0086 ] FIG . 2C depicts a block diagram of a GUI 200C 
displaying an object home page , according to some embodi 
ments . GUI 200C may include objects 220 and / or search bar 
210 which may persist even after an object 220 selection . 
The object home page may correspond to a selected object 
220. In an embodiment , an object home page may display 
grouped and / or collapsed objects 240. The object home page 
may be , for example , an intermediary application page 
allowing a user to navigate between grouped and / or col 
lapsed objects 240. If a user selects one of the grouped 
and / or collapsed objects 240 as shown in GUI 200C , the user 
may access a record page as depicted in GUI 200D and in 
FIG . 2D . 
[ 0087 ] In an embodiment , the user may access the record 
page from GUI 200B and / or GUI 200C . For example , if a 
user selects an object 220 from GUI 200B that is not 
grouped , unification system 110 may instantiate GUI 200D 
to display a record page corresponding to the selected object . 
In contrast , if a user selects an object 220 having multiple 
object choices such as object 220C , unification system 110 
may generate the object home page shown in GUI 200C . The 
object home page may include grouped and / or collapsed 
objects 240. The user may select a grouped and / or collapsed 
object 240 to access the corresponding record page . 
[ 0088 ] Additionally , grouped and / or collapsed objects 240 
may be accessed from GUI 200B . For example , when 
accessing object 220C from GUI 200B , GUI 200B may 
display a menu including grouped and / or collapsed objects 
240. A user may then select a grouped and / or collapsed 
object 240 from this menu to access the record page . 
[ 0089 ] FIG . 2D depicts a block diagram of a GUI 200D 
displaying a record page , according to some embodiments . 
A record page may be a particular application page having 
components similar to application components 230. For 
example , a record page may be a particular account such as 
“ The Grocery Company ” that specifies an instance of an 
“ Account ” under the “ Accounts ” object . The components in 
GUI 200D may include data records and / or executable 
program code . For example , a header component 250 may 
include data record information and / or GUI buttons allow 
ing a user to interact with header component 250. Similarly , 
an information component 260 may include record data 
and / or may allow a user to view and / or navigate through 
data records . Information component 260 may include com 
ponents such as tab components 262. Tab components 262 
may allow a user to navigate through different data records 
as grouped by the different tab components 262 . 
[ 0090 ] The record page may also include a messaging 
component 270. Messaging component 270 may retrieve 
data records linked to communications . For example , admin 
istrator device 120 may supply news and / or other commu 
nications related to the particular record page , user , and / or 
organization . 
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[ 0091 ] The record page may also include program com 
ponent 280. Program component 270 may include one or 
more program tabs 282. Program tabs 282 may allow for the 
selection of different portions of executable program code . 
For example , program tab 282A may include an activity 
monitor . The activity monitor may track tasks for a user 
and / or tasks related to the particular record page . 
[ 0092 ] Program component 280 may also include program 
tab 282B allowing a user to post information . For example , 
the user may post information related to the record page . 
Unification system 110 may accept data received from 
desktop device 150 and may correlate post data with the 
record page . In an embodiment , unification system 110 may 
pass this information to a cloud computing program execut 
ing the application and processing application data . 
[ 0093 ] Program component 280 may also include program 
tab 282C allowing a user to create a file . The file may be 
stored on a cloud computing platform and / or may execute 
program code for creating a file . The file may be , for 
example , a word processing file , a spreadsheet file , a pre 
sentation , an image , an audio file , a video file , and / or another 
data file . Creating the file using GUI 200D may allow the 
user to correlate the file with the record page displayed . 
Unification system 110 may facilitate this correlation with 
the underlying application . In this manner , a user may utilize 
program component 280 and / or GUI 200D to interact with 
a record page of the application . 
[ 0094 ] In an embodiment , FIG . 2A - FIG . 2D may corre 
spond to GUI examples displayed on desktop device 150 . 
Unification system 110 may instantiate these GUI examples 
and may allow a user to access an application . Unification 
system 110 may also instantiate corresponding GUIs on 
mobile device 140. These mobile GUIs are described in the 
embodiments discussed below with respect to FIG . 3A - FIG . 
3D . 
[ 0095 ] FIG . 3A depicts a block diagram of a GUI 300A 
displaying a mobile application menu page , according to 
some embodiments . GUI 300A may be instantiated by 
unification system 110. In an embodiment , unification sys 
tem 110 may instantiate GUI 300A to be displayed on 
mobile device 140. Unification system 110 may instantiate 
GUI 300A in response to receiving a request from mobile 
device 140. The request may include user information , such 
as , for example , log - in credentials or a session token . The 
request may also include data indicating the device type 
initiating the request and / or whether the request was made 
from a locally installed application or an Internet browser . 
Using the request , unification system 110 may instantiate 
GUI 300A and / or send commands to mobile device 140 to 
display GUI 300A . The requests and / or commands may be 
exchanged via an API used by unification system 110 and 
mobile device 140 . 
[ 0096 ] GUI 300A may depict a mobile application menu 
page . The mobile application menu page may correspond to 
GUI 200B as depicted in FIG . 2B . GUI 300A may represent 
a selected application as displayed on mobile device 140 . 
GUI 300A may include application menu button 315 to 
select another application . Selecting application menu but 
ton 315 may cause mobile device 140 to display GUI 1600B 
and a mobile application selection page 1605 as depicted in 
FIG . 16B . 
[ 0097 ] GUI 300A may also include objects 320. Objects 
320 may correspond to objects 220 from the desktop GUI . 
Selecting objects 320 may allow a user to navigate through 

different pages of the application . Accessing these objects 
may access the single definition of a page as managed by 
unification system 110 and / or a cloud computing platform . 
Similar to accessing objects 220 , when a user selects an 
object 320 , mobile device 140 may display GUI 300B or 
GUI 300C depending on whether the selected object 320 
includes grouped objects . 
[ 0098 ] For example , if the selected object 320 includes 
grouped objects , unification system 110 may instantiate GUI 
300B . FIG . 3B depicts a block diagram of a GUI 300B 
displaying a mobile object home page , according to some 
embodiments . From GUI 300B , a user may select a grouped 
and / or collapsed object 340 to access a record page . In this 
manner , GUI 300B may be similar to GUI 200C for the 
desktop viewing . 
[ 0099 ] If mobile device 140 is displaying GUI 300A and 
a user selects an object 320 that does not include grouped or 
collapsed objects , unification system 110 may instantiate 
GUI 300C directly to display a record page corresponding to 
the object 320. In this manner , interactions with objects 320 
and / or grouped and / or collapsed objects 340 may allow a 
user to reach a record page as displayed in GUI 300C . 
[ 0100 ] In addition to object navigation , GUI 300A may 
include various mobile buttons 310-318 that allow naviga 
tion through GUIs displayed on mobile device 140. Mobile 
buttons 310-318 may persist and may appear as the user 
navigates to different pages of the application as displayed 
on mobile device 140. Mobile buttons 310-318 may include 
navigation button 310 , favorites button 312 , search button 
314 , notifications button 316 , and / or menu button 318 . 
Navigation button 310 may allow quick navigation to dif 
ferent objects of an application and may reveal a navigation 
menu including one or more objects 320. Navigation button 
310 will be described in further detail with reference to FIG . 
9 - FIG . 13 . 
[ 0101 ] Favorites button 312 may indicate record pages 
and / or objects 320 that have been marked as a favorite . 
Selecting favorites button 312 may generate a GUI display 
ing the marked favorites . 
[ 0102 ] Search button 314 may allow for searching of 
objects and / or records related to the underlying application . 
Selecting search button 314 may reveal a search GUI 
including an interface that may allow a user to input search 
terms . Search button 314 may also be used to generate 
cursor controls as will further be described with reference to 
FIG . 14A - FIG . 15 . 
[ 0103 ] Notifications button 316 may allow a user to view 
updates related to the user . For example , if the user is 
mentioned in a post or an alert has been generated for a 
record tied to the user , the user may view the updates using 
notification button 316 . 
[ 0104 ] Menu button 318 may allow a user to display GUI 
300A . For example , as a user navigates and / or interacts with 
different objects and / or data records , a user may wish to 
return to GUI 300A . For example , the user may wish to 
select a different object 320 and / or a different application 
using application menu button 315. Selecting menu button 

reveal GUI 300A and may allow a user to pursue 
the desired action . 
[ 0105 ] After a user selects an object 320 and / or a grouped 
and / or collapsed object 340 , unification system 110 may 
instantiate a mobile record page . FIG . 3C depicts a block 
diagram of a GUI 300C displaying a mobile record page , 
according to some embodiments . FIG . 3D depicts a block 

318 may 
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diagram of a GUI 300D displaying a scrolled mobile record 
page , according to some embodiments . The mobile record 
page may correspond to the record page described in GUI 
200D and FIG . 2D . Unification system 110 may store a 
definition for this record page and may instantiate GUI 200D 
or GUIs 300C - 300D depending on the device type accessing 
the record page . 
[ 0106 ] Because GUIs 300C - 300D may also depict the 
same record page as GUI 200D as shown on desktop device 
150 , GUIs 300C - 300D may also depict the same compo 
nents . For example , GUIS 300C - 300D may include header 
component 350 corresponding to header component 250 ; 
information component 360 corresponding to information 
component 260 ; messaging component 370 corresponding 
to messaging component 270 ; and program component 380 
corresponding to program component 280 . 
[ 0107 ] These mobile components may include similar 
capabilities as the desktop components . For example , infor 
mation component 360 may include tab components 362 
similar to tab components 262. Selecting a tab component 
364 may allow a user to view the related information and / or 
“ drill - down ” to different data records . This GUI configura 
tion may allow for a similar look - and - feel to the desktop 
version of the GUI with familiar tabs but may also preserve 
display screen space on the mobile version so that more 
information is display and / or accessible . 
[ 0108 ] Similarly , as displayed in GUI 300D , program 
component 380 may include program tabs 382 that may be 
similar to program tabs 282. A user may use a scrolling 
gesture to move the mobile record page and to view program 
component 380. Similar to program tabs 282 , a user may 
interact with program tabs 382 to execute particular program 
code corresponding to the application . 
[ 0109 ] While the components between the desktop GUI 
version and mobile GUI version of the page may be similar 
and / or may include similar components , the sequencing 
and / or placement of the components may differ . Unification 
system 110 may control this sequencing so that the mobile 
GUI version may maintain a similar look - and - feel as the 
desktop version but still maintain efficient accessibility 
based on the smaller screen size . 
[ 0110 ] To manage these components , unification system 
110 may use a sequential assignment process to characterize 
the components . An embodiment of this sequential assign 
ment process is further described with reference to FIG . 4 . 
[ 0111 ] The sequential assignment process may include 
analyzing the desktop GUI to identify particular GUI com 
ponents of a record page . Unification system 110 may then 
sequentially assign a value to each GUI component even if 
the GUI components are in disparate locations on the GUI . 
For example , the GUI components may be located in dif 
ferent rows and / or columns and / or may include relative 
horizontal placements . These horizontal locations may be 
undesirable when the record page is displayed on mobile 
device 140 , however , due to a vertical screen structure . In 
this case , unification system 110 may utilize the sequentially 
assigned values to instantiate a vertical organization for 
mobile device 140 in response to receiving a request to view 
the record page on mobile device 140. The vertical screen 
structure may allow a user to scroll through the record page 
vertically without needing to scroll horizontally . This struc 
ture may aid in user accessibility as well as allow a user to 
more quickly navigate to different portions of the record . 
Because the user may focus on vertical scrolling movement 

in one dimension , the user may avoid scrolling in the second 
dimension in an attempt to locate a desired GUI object . 
[ 0112 ] Additionally , GUIS 300C - 300D may include action 
buttons 390. While a user scrolls and / or navigates the record 
page , action buttons 390 may persist and / or may allow a user 
to perform an action related to the displayed record page . 
For example , edit button 390A may allow a user to edit data 
in the record page . Post button 390B may allow a user to 
post a comment to the record page . A comment may be a 
user message or note and may differ from data correspond 
ing to the record page . For example , data may be an 
organization name while a comment may be a user message 
to another user capable of accessing the record page . Simi 
larly , log button 390C may include a special type of post 
directed to logging information such as a phone call . In an 
embodiment , log button 390C may create a special data 
record for tracking information . 
[ 0113 ] Action buttons 390 may also include other actions 
depending on the record page and / or the application . Actions 
buttons 390 displayed may also include more and / or less 
than the number of action buttons 390 displayed in FIG . 3C . 
Expand button 390D may also reveal other possible actions . 
For example , other possible actions may include generating 
or appending a file , generating a link , generating a new 
group of users , adding a new note , generating a poll , posting 
a question , adding a thanking note , appending a video , 
sending an email , and / or other actions . 
[ 0114 ] To select an action , the user may click and / or press 
an action . In an embodiment , a user may use a scrubbing 
gesture along with search button 314. Search button 314 
may also be used to generate cursor controls as will further 
be described with reference to FIG . 14A - FIG . 15. A user 
may scroll with the cursor using a long press . When a cursor 
selects an action button 390 , releasing the long press may 
signify a selection of a particular action button 390 selected 
by the cursor . 
[ 0115 ] Using GUIS 300C - 300D , a user may navigate a 
record page using mobile device 140. As will be explained 
further below , personalization configurations made by the 
user on desktop device 150 may also appear in the mobile 
GUI version . Unification system 110 may store these con 
figurations and retrieve them in response to a request . 
Unification system 110 may apply the personalization 
choices when generating a mobile GUI . In addition to these 
choices , unification system 110 may utilize a sequential 
component assignment process to produce the mobile . 
[ 0116 ] FIG . 4 depicts a flowchart illustrating a method 400 
for sequentially generating a second GUI corresponding to 
a first GUI , according to some embodiments . Method 400 
shall be described with reference to FIG . 1 ; however , 
method 400 is not limited to that example embodiment . 
[ 0117 ] In an embodiment , unification system 110 may 
utilize method 400 to generate a second GUI corresponding 
to a first GUI . The foregoing description will describe an 
embodiment of the execution of method 400 with respect to 
GUI 200D and GUIS 300C - 300D , but may be applicable to 
any mapping GUIs . While method 400 is described with 
reference to unification system 110 , method 400 may be 
executed on any computing device , such as , for example , the 
computer system described with reference to FIG . 18 and / or 
processing logic that may comprise hardware ( e.g. , circuitry , 
dedicated logic , programmable logic , microcode , etc. ) , soft 
ware ( e.g. , instructions executing on a processing device ) , or 
a combination thereof . 
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[ 0118 ] It is to be appreciated that not all steps may be 
needed to perform the disclosure provided herein . Further , 
some of the steps may be performed simultaneously , or in a 
different order than shown in FIG . 4 , as will be understood 
by a person of ordinary skill in the art . 
[ 0119 ] In an embodiment , at 410 , unification system 110 
may instantiate a first graphical user interface ( GUI ) corre 
sponding to a first device , wherein the first GUI includes a 
plurality of GUI components of an application . Unification 
system 110 may instantiate the first GUI on desktop device 
150. For example , a user , administrator , may construct the 
first GUI corresponding to an application . The application 
may be hosted by a cloud computing program and / or a 
networked computing system . The administrator and / or the 
user may develop one or more GUI views corresponding to 
the application . The first GUI may , for example , correspond 
to a record page . In an embodiment , the administrator and / or 
the user may use an application builder to generate the 
record page . An embodiment of an application builder is 
described with reference to FIG . 5 - FIG . 8 . 
[ 0120 ] The record page may be displayed using the first 
GUI . The first GUI may represent the record page as 
displayed on desktop device 150. The first GUI may include 
a plurality of GUI components representing different access 
portions for the application . An example embodiment of the 
GUI components is described with reference to FIG . 2D and 
GUI 200D . An administrator and / or a user may place the 
components in desired locations of the first GUI . These 
locations may be in rows and / or columns and / or may be 
arbitrary . At 410 , a user or administrator may modify the 
location of the components and unification system 110 may 
track the modified locations . Unification system 110 may 
note that first GUI creation and / or modification has been 
completed using , for example , an elapsed time and / or from 
receiving a command to save the first GUI . In an embodi 
ment , unification system 110 may save configurations of the 
first GUI in a continuous and / or monitored manner without 
a direct command from the user . At 410 , instantiation may 
include commanding desktop device 150 to display the first 
GUI and / or may include saving a configuration of the first 
GUI . 
[ 0121 ] At 420 , unification system 110 may sequentially 
assign a value to each GUI component of the plurality of 
GUI components of the first GUI to generate a set of 
assigned values . Referring to FIG . 2D and GUI 200D , a first 
GUI may include components 250-280 . These components 
250-280 may be arranged in an arbitrary manner and / or into 
rows and columns . For example , header component 250 may 
be arranged above information component 260 , messaging 
component 270 , and program component 280. Information 
component 260 may be located to the left of messaging 
component 270 and program component 280. Messaging 
component 270 may be located above program component 
280 . 
[ 0122 ] Unification system 110 may store metadata data 
related to these locations . The metadata may correspond to 
a shared definition of the record page . This shared definition 
may be used to instantiate the first GUI and / or the second 
GUI . When storing this metadata , unification system 110 
may sequentially assign a value to each component of the 
first GUI . For example , unification system 110 may assign a 
numerical value or binary code corresponding to the com 
ponents based on the arrangement on the first GUI . Unifi 
cation system 110 may utilize a left to right and top to 

bottom process of assigning the values . For example , header 
component 250 may be first and followed by information 
component 260 , messaging component 270 , and program 
component 280. Each GUI component may be assigned a 
sequential value . This sequential value may aid in recreating 
the first GUI as a second GUI to be displayed on a different 
device . The second device may , for example , utilize a 
vertical display screen and reordering the components may 
aid in a more accessible GUI relative to the horizontal GUI 
200D displayed in FIG . 2D . 
[ 0123 ] At 430 , unification system 110 may store the set of 
assigned values in memory . As previously discussed , the 
assigned values may be stored as metadata in memory . 
Unification system 110 may store this metadata in content 
database 116 and / or may store the metadata externally . For 
example , if a cloud computing system is using unification 
system 110 to manage the GUI construction of an applica 
tion view , the set of assigned values may be passed to the 
cloud computing system for storage . 
[ 0124 ] In an embodiment , the set of assigned values may 
be stored in correspondence to the record page displayed by 
the first GUI . The record page may use a single definition 
that may be modified to include the set of assigned values . 
This single definition may be a data structure or record 
facilitated by the application . Unification system 110 may 
use this single definition to recreate different GUI views of 
the record page . For example , unification system 110 may 
use this single definition to generate the first GUI and / or the 
second GUI . 
[ 0125 ] At 440 , unification system 110 may receive a 
request to view the application on a second device . The 
second device may differ from the first device and / or may be 
a different device type . For example , the first device may be 
desktop device 150 while the second device may be mobile 
device 140. The request from the second device may be a 
message including log - in credentials , a session token , device 
information , and / or other information identifying the second 
device . When unification system 110 receives the request , 
unification system 110 may analyze this data to determine 
the device type . For example , at 440 , unification system 110 
may determine that the second device is mobile device 140 . 
In an embodiment , unification system 110 may utilize rules 
and / or logic to determine that the GUI instantiation for 
mobile device 140 differs from the GUI instantiation for 
desktop device 150 . 
[ 0126 ] At 450 , in response to receiving the request , uni 
fication system 110 may retrieve the set of assigned values 
from the memory . After determining the device type by 
checking data or metadata of the request , unification system 
110 may retrieve the set of assigned values to determine the 
arrangement of the GUI components . If the request were 
received from desktop device 150 , unification system 110 
may arrange the GUI components in a manner similar to 
GUI 200D . Because the request is received from the second 
device , however , unification system may utilize the set of 
assigned values to create a different GUI . 
[ 0127 ] At 460 , unification system 110 may instantiate a 
second GUI by arranging the plurality of GUI components 
according to the set of assigned values . For example , after 
determining that the second device is mobile device 140 , 
unification system 110 may use programmatic rules or logic 
to instantiate the second GUI in a manner corresponding to 
mobile devices . For example , unification system 110 may 
recognize that GUI components should be arranged verti 
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cally for mobile devices and mobile device 140 because of 
the vertical nature of the display screen . 
[ 0128 ] In this manner , unification system 110 may instan 
tiate GUIS 300C - 300D to be displayed on mobile device 
140. The particular sequence of components may corre 
spond to the set of assigned values . This sequence may allow 
unification system 110 to create a similar look and feel for 
mobile device 140 and desktop device 150 . 
[ 0129 ] In this manner , using method 400 may allow uni 
fication system 110 to recreate different GUI component 
arrangements for different devices . Unification system 110 
may store a single page definition that may be retrieved upon 
receiving a request from a particular device . Unification 
system 110 may then determine the device type and instan 
tiate a corresponding GUI based on the device type . In this 
manner , the devices may share the single page definition as 
managed by unification system 110. The single page defi 
nition may be modified . For example , a user may modify the 
location of particular components using a first device . As 
will further be described below , a user may also modify 
object locations . Unification system 110 may update the 
single page definition to include these modifications . Uni 
fication system 110 may then consult the single page defi 
nition when instantiating new GUI views for the record 
page . In this manner , unification system 110 may allow for 
user personalization of GUI components and may also 
reproduce modifications or personalization choices across 
the different devices . While unification system 110 may also 
manage modified application content , allowing and tracking 
modification of GUI components allows users to have more 
flexibility and navigation access across different devices . 
[ 0130 ) Application Builder 
[ 0131 ] While unification system 110 may instantiate vari 
ous GUI views of an application or record page depending 
on device type , unification system 110 may also provide an 
application builder . Unification system 110 may instantiate 
various GUI views of an application builder allowing a user 
and / or administrator to configure and / or create a record page 
for an application . While the following description may refer 
to administrator device 120 accessing the application builder 
GUIs , a user may also access and / or manipulate the appli 
cation builder GUIs using desktop device 150. This func 
tionality may depend on whether the user has been granted 
access by an administrator . 
[ 0132 ] FIG . 5 depicts a block diagram of a GUI 500 
displaying an application builder , according to some 
embodiments . The application builder may be managed by 
unification system 110 and may allow an administrator to 
modify a record page of an application . These modifications 
may include GUI modifications including the particular 
components available for a user when accessing a record 
page . In an embodiment , unification system 110 may instan 
tiate GUI 500 on administrator device 120. Administrator 
device 120 may accept commands and / or interactions with 
GUI 500. Administrator device 120 may then transmit these 
commands and / or interactions to unification system 110 . 
Unification system 110 may then save these commands 
and / or may update a record page according to the com 
mands . In an embodiment , unification system 110 may 
update a single definition data structure corresponding to the 
record page . Unification system 110 may use this single 
definition data structure when instantiating GUI views of the 
application and / or record page for mobile device 140 and / or 
desktop device 150 . 

[ 0133 ] GUI 500 may include different elements allowing 
an administrator or user to view , create , and / or modify a GUI 
view of a record page . For example , GUI 500 may include 
a device button 510 , save button 520 , GUI viewer 530 , 
component panel 540 , page panel 550 , visibility icon 560 , 
and / or page button 570 . 
[ 0134 ] Device button 510 may allow an administrator to 
toggle GUI views of a record . Device button 510 may be a 
drop - down menu and / or an icon for selecting a particular 
device . Device button 510 may indicate a device type , such 
as , for example , “ desktop ” or “ mobile . ” Device button 510 
may allow different categorizations based on device type , 
such as " desktop , " " laptop , " " tablet , ” or “ phone . " In an 
embodiment , device button 510 may allow a user to specify 
a particular device such as “ User's Tablet ID # 123 . ” Based 
on the selection of device button 510 , unification system 110 
may modify the contents of GUI viewer 530 . 
[ 0135 ] GUI viewer 530 may include a preview of the GUI 
being created and / or modified by the application builder . 
GUI viewer 530 may display the GUI or record page to be 
displayed on , for example , desktop device 150. For example , 
GUI viewer 530 may display the components from GUI 
200D . An administrator may interact with GUI viewer 530 
to modify the components of the GUI . 
[ 0136 ] The administrator may use administrator device 
120 to supply commands to unification system 110. In 
response to the commands , unification system 110 may 
modify the GUI displayed in GUI viewer 530. For example , 
unification system 110 may modify the location of particular 
components . An administrator may supply a drag - and - drop 
command or gesture when interacting with GUI 500. In 
response to this command , unification system 110 may move 
the components to indicated locations . Further , unification 
system 110 may provide different layouts in terms of rows 
or columns or component placement . In this manner , the 
administrator may customize the GUI components of a 
record page . As will be explained below with reference to 
FIG . 7 , an administrator may also configure elements within 
a GUI component using GUI viewer 530 . 
[ 0137 ] In addition to modifying the location of compo 
nents , an administrator may also add and / or remove GUI 
components from a GUI . To remove a GUI component , an 
administrator may supply deletion command from adminis 
trator device 120 to unification system 110. This deletion 
command may refer to removing a GUI component but may 
not delete the underlying record data and / or modify the 
application data or executable program . Removing a GUI 
component may reflect a design decision and may indicate 
to unification system 110 that a particular component not be 
loaded . A user may or may not still access the component or 
underlying application elements using other operations . 
[ 0138 ] In an embodiment , an administrator may specify a 
particular GUI view for a particular user . The administrator 
may decide to block a user from using certain application 
elements and / or GUI components . In this manner , unifica 
tion system 110 may be configured to receive commands 
indicating that particular GUI components be block and may 
not load particular GUI components for the user to prevent 
the user from accessing application elements . 
[ 0139 ] In addition to removing and / or blocking GUI com 
ponents from a GUI , an administrator may add components . 
The administrator may use component panel 540 to access 
components . Unification system 110 may retrieve these 
components depending on the installed components in the 
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cloud computing platform . Using component panel 540 , a 
drag - and - drop gesture to move the component to GUI 
viewer 530 and to add a listed component to the GUI . The 
user may then move the added GUI component to a desired 
location . While GUI viewer 530 displays four components 
in FIG . 5 , more or less components may be added . The 
components may also be resized by unification based on the 
commands provided by the administrator . Further , the added 
components may overflow " off - screen . ” In this case , unifi 
cation system 110 may provide a scrolling element in GUI 
viewer 530 to allow a user to scroll and view the compo 
nents . 
[ 0140 ] While component panel 540 may include pre 
loaded components from a cloud computing platform , com 
ponent panel 540 may also include a button for retrieving 
additional components . This button may reveal an applica 
tion marketplace or exchange for installing additional com 
ponents . A user may also use a search bar in component 
panel 540 to filter and / or retrieve a particular component . 
[ 0141 ] The components discussed here may correspond to 
GUI views and / or commands that may be utilized in an 
application . For example , a record may include account 
information that may be listed in a header component . An 
information component may organize the record data in a 
tabbed manner to allow a user to browse the stored infor 
mation . Action components may allow a user to edit the 
record data and / or interact with the record data based on the 
functionality provided by the underlying application . In this 
manner , an administrator may define components to com 
pose a GUI , and a user may use these components to interact 
with the underlying application and application record data . 
[ 0142 ] In addition to editing GUI components , an admin 
istrator may also edit metadata associated with a record 
using page panel 550. Page panel 550 may include admin 
istrator metadata that may not be available for viewing for 
a user . For example , page panel 550 may allow an admin 
istrator to add a label for the GUI view , a developer name , 
a page type , an object description , select a template , and / or 
add a description . This metadata editing may be useful for a 
categorizing the record . For example , the metadata may 
specify that the particular record page is an “ Account ” 
object . Page panel 550 may then display the object infor 
mation . 
[ 0143 ] Page panel 550 may also allow a user to select a 
particular template of components to quickly build a GUI 
view . This template may include preselected components 
and / or component locations . Changing the template may 
also cause unification system 110 to modify the GUI to 
conform with the template . 
[ 0144 ] As will be further discussed with respect to FIG . 7 , 
GUI 500 may also include visibility icon 560. Visibility icon 
560 may represent a GUI component that has different 
properties depending on the device type . For example , in 
one embodiment , when unification system 110 instantiates 
the GUI on desktop device 150 , desktop device 150 may 
display the component having visibility icon 560. When 
unification system 110 instantiates the GUI on mobile device 
140 , however , mobile device 140 may not display the 
component in this embodiment . Unification system 110 may 
store this visibility information in the single definition for 
the record page . Unification system 110 may maintain these 
visibility elements and may allow an administrator to hide 
and / or show particular components depending on device 
type . An administrator may wish to provide the component 

on , for example , desktop device 150 because of the larger 
screen size but hide the component on mobile device 140. In 
this manner , the GUI display of the record page for mobile 
device 140 may be more aesthetically appealing depending 
on the administrator choices . 
[ 0145 ] GUI 500 may also include a page button 570. Page 
button 570 may allow for quick access between record pages 
to allow editing of the GUI components . An administrator 
may use page button 570 to reveal a drop - down menu and 
select a particular page . Unification system 110 may then 
instantiate that page in GUI viewer 530 and allow the 
administrator to manipulate the page . 
[ 0146 ] GUI 500 may also include save button 520. In 
response to receiving an interaction on save button 520 , 
unification system 110 may save the GUI component con 
figuration in the single page definition corresponding to the 
page . This single page definition may apply to a single user 
and / or more than one users depending on the configuration 
information provided by the administrator . For example , the 
administrator may configure a GUI for User A that includes 
a component but may configure a GUI for User B that does 
not include the component . Unification system 110 may 
maintain this configuration information . In an embodiment , 
if the component is available for User A , however , unifica 
tion system 110 may manage the single page definition for 
User A and allow User A to access the component using 
desktop device 150 and / or mobile device 140. Modifications 
to the GUI component and / or application contents may be 
preserved for User A in the single page definition so that they 
may be reproduced for each user device corresponding to 
User A. 
[ 0147 ] FIG . 6 depicts a block diagram of a GUI 600 
displaying a mobile application builder , according to some 
embodiments . GUI 600 may depict a mobile view of the 
GUI edited in GUI viewer 530 as described with reference 
to FIG . 5. Unification system 110 may instantiate GUI 600 
in response to receiving an interaction with device button 
510. The interaction may be , for example , a click or tap 
switching the view to a mobile view . 
[ 0148 ] GUI 600 may include elements similar to GUI 500 
and that may operate in a similar manner . For example , GUI 
600 may include a device button 610 , save button 620 , GUI 
viewer 630 , component panel 640 , page panel 650 , visibility 
icon 660 , and / or page button 670. Using device button 610 
may allow a user to toggle between a mobile view as shown 
in GUI viewer 630 and a desktop view as shown in GUI 
viewer 530 . 
[ 0149 ] Unification system 110 may utilize the single page 
definition to instantiate the GUI components in GUI viewer 
630. In this manner , the GUI components in GUI viewer 630 
may correspond to the GUI components in GUI viewer 530 . 
Unification system 110 may arrange these components in a 
sequential manner as described with reference to FIG . 4. In 
an embodiment , an administrator may arrange GUI compo 
nents in a particular desktop layout . Unification system may 
then automatically generate a default mobile layout having 
a corresponding arrangement of GUI components . In an 
embodiment , an administrator or user may distinguish order 
ing between the desktop layout and the mobile layout . For 
example , an administrator or user may modify the modify 
layout separately from the desktop label . Unification system 
110 may then store the different arrangements and use the 
specified arrangements when instantiating a GUI on desktop 
device 150 and / or mobile device 140 respectively . 
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[ 0150 ] Using GUI viewer 630 , an administrator may 
modify a mobile GUI view of the record page . Similar to 
GUI 500 , an administrator may add , remove , modify , and / or 
alter the components of the mobile GUI displayed in GUI 
viewer 630 using component panel 640 and GUI viewer 630 . 
An administrator may also modify metadata using page 
panel 650. These modifications on the mobile GUI view may 
be preserved and may automatically be duplicated on the 
desktop view shown in GUI viewer 530. In this manner , the 
application builder may allow a user to edit both the desktop 
view and the mobile view of a record page . Unification 
system 110 may then preserve changes and automatically 
update the GUI views so that the edits are visible in both 
GUIs . Using the application builder , an administrator may 
quickly generate a desktop GUI and / or a corresponding 
mobile GUI for allowing a user to access an application 
and / or data records . Similarly , the administrator may gen 
erate a mobile GUI and unification system 110 may auto 
matically produce a desktop version of the mobile GUI . 
[ 0151 ] While unification system 110 may automatically 
organize and / or replicate GUI components for the desktop 
and mobile view , unification system 110 may also allow an 
administrator to distinguish particular components to only 
be visible on a particular view . For example , a user may 
designate a component be visible on the desktop view but 
not the mobile view . This component may be marked with 
visibility icon 660. While the component may not appear 
visible to an end user of the created GUI , an administrator 
may still see the component in GUI viewer 630 to modify 
the component and / or to accept the hidden aspect of the 
component . 
[ 0152 ] In this manner , the application builder may allow 
an administrator to customize GUI component views . If an 
administrator grants permission to a user , the user may also 
be able to customize GUI component views . Unification 
system 110 may preserve these configurations across differ 
ent devices and device types to instantiate the created GUI 
view . Unification system 110 may manage these configura 
tions using a single definition file that is accessed regardless 
of the device type that is sending a request . 
[ 0153 ] FIG . 7 depicts a block diagram of a GUI 700 
displaying an editor prompt 770 , according to some embodi 
ments . While displayed over the mobile view , editor prompt 
770 may also appear over the desktop view . Editor prompt 
770 may allow an administrator to edit configurations for a 
particular component . For example , editor prompt 770 may 
allow editing of particular fields of a component . A compo 
nent may include several tabs . Using editor prompt 770 may 
allow an administrator to modify the visible tabs . 
[ 0154 ] Similarly , editor prompt 770 may allow an admin 
istrator to designate a visibility parameter for a component . 
As described above , an administrator may wish to reveal a 
component in a first GUI ( e.g. , for desktop device 150 ) but 
may wish to hide the component in a second GUI ( e.g. , for 
mobile device 140 ) . Using editor prompt 770 , the adminis 
trator may make this designation . A component having an 
adjusted visibility parameter may include visibility icon 760 . 
[ 0155 ] Using editor prompt 770 , an administrator may 
define several visibility rules . For example , the administrator 
may create multiple device categories such as desktop , 
tablet , and phone . The administrator may then define vis 
ibility parameters for each of the categories . For example , a 
component may be visible on the phone but not on a desktop 
or tablet . Using editor prompt 770 , an administrator may 

specify and / or customize these visibility parameters . Unifi 
cation system 110 may then store these parameters for 
application when a particular GUI is instantiated . 
[ 0156 ] In an embodiment , editor prompt 770 may include 
a drop - down menu allowing an administrator to specify the 
type of devices showing the particular GUI component . For 
example , the drop - down menu may include a “ small ” 
option , a “ large " option , and / or a blank option . In an 
embodiment , selecting the “ small ” option may indicate that 
the GUI component should only be shown on a mobile 
device 140. Similarly , the “ large " option may indicate that 
the GUI component should only be shown on the desktop 
device 150. The blank option may indicate that the GUI 
component be displayed on all devices . The drop - down 
menu may also include a " medium " option , which may 
correspond to tablet devices . In an embodiment , the editor 
prompt 770 may also allow an administrator to specify a 
negative conditions and / or select devices that hide the GUI 
component . Using these visibility options , an administrator 
may customize different GUI views across different user 
devices . 
[ 0157 ] FIG . 8 depicts a flowchart illustrating a method 800 
for building a unified application , according to some 
embodiments . Method 800 shall be described with reference 
to FIG . 1 ; however , method 800 is not limited to that 
example embodiment . 
[ 0158 ] In an embodiment , unification system 110 may 
utilize method 800 manage different GUI views of an 
application builder . The foregoing description will describe 
an embodiment of the execution of method 800 with respect 
to GUI 500 and GUI 600 , but may be applicable to any 
application builder GUIs . While method 800 is described 
with reference to unification system 110 , method 800 may be 
executed on any computing device , such as , for example , the 
computer system described with reference to FIG . 18 and / or 
processing logic that may comprise hardware ( e.g. , circuitry , 
dedicated logic , programmable logic , microcode , etc. ) , soft 
ware ( e.g. , instructions executing on a processing device ) , or 
a combination thereof . 
[ 0159 ] It is to be appreciated that not all steps may be 
needed to perform the disclosure provided herein . Further , 
some of the steps may be performed simultaneously , or in a 
different order than shown in FIG . 8 , as will be understood 
by a person of ordinary skill in the art . 
[ 0160 ] In an embodiment , at 810 , unification system 110 
may instantiate an editor GUI including a first view display 
ing a first GUI corresponding to a first device and a second 
view displaying a second GUI corresponding to a second 
device . The first view may be GUI 500 and / or may include 
GUI viewer 530. The corresponding device may be desktop 
device 150. Unification system 110 may identify the par 
ticular device GUI being edited and store modifications to 
GUI components in memory for the particular device . 
[ 0161 ] The second view may be GUI 600 and / or may 
include GUI viewer 630. The corresponding device may be 
mobile device 140. Unification system 110 may allow a user 
or administrator to toggle between these two views to view 
the GUIs as they would appear when instantiated on a user 
device . Further , unification system 110 may instantiate the 
first view and the second view using a single page definition 
of an application or record . 
[ 0162 ] At 820 , unification system 110 may receive an edit 
interaction with the first view modifying a GUI component 
of the first GUI . The edit interaction may include adding a 
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component to the first GUI , removing a component from the 
first GUI , changing a location of a component on the first 
GUI , adjusting a component parameter , adjusting a visibility 
parameter for a component , and / or other edits . An admin 
istrator device 120 may supply the edit interaction to uni 
fication system 110. Unification system 110 may save the 
configuration in the single page definition for the application 
or record and / or may update the first view to include the 
modified GUI component . 
[ 0163 ] At 830 , unification system 110 may , in response to 
the receiving , modify a GUI component of the second GUI 
corresponding to the GUI component of the first GUI . In an 
embodiment , unification system 110 may perform this modi 
fication using the single page definition . For example , when 
an administrator toggles to view the second GUI , the second 
GUI may be updated based on a modification performed on 
the first GUI . Unification system 110 may reproduce this 
modification automatically using the shared single page 
definition . An administrator may continue to modify ele 
ments on the second GUI , and unification system 110 may 
reproduce these additional modifications on the first GUI . In 
this manner , unification system 110 may allow component 
modification across different GUI views and may allow an 
administrator to quickly view how a potential modification 
on a first GUI ( e.g. , to be displayed on desktop device 150 ) 
may affect a second GUI ( e.g. , to be displayed on mobile 
device 140 ) . 
[ 0164 ] Navigation Button and Navigation Menu 
[ 0165 ] Unification system 110 may instantiate a naviga 
tion button and / or a navigation menu . These navigation GUI 
elements may aid a user in navigating through different page 
views of an application . These GUI elements may also 
provide faster navigation on mobile device 140 due to their 
position and accessibility . A user may use the navigation 
button and / or navigation menu to select different application 
objects . Unification system 110 may also modify the navi 
gation button and / or the objects in the navigation menu . In 
an embodiment , unification system 110 may identify adding , 
deleting , and / or moving an object on a desktop GUI view . 
Unification system 110 may receive these commands from 
desktop device 150. Unification system 110 may then alter 
the navigation button and / or navigation menu to maintain 
the same personalization . FIG . 9 - FIG . 13 describe the navi 
gation button and navigation menu . 
[ 0166 ] FIG . 9 depicts a block diagram of a GUI 900 
displaying a navigation button 910 , according to some 
embodiments . Navigation button 910 may operate in a 
manner similar to navigation button 310 as described with 
respect to FIG . 3A . Unification system 110 may instantiate 
GUI 900 on mobile device 140. A user viewing GUI 900 
may interact with a display screen of mobile device 140 
and / or other touch screen interface to submit a user inter 
action with navigation button 910. The user interaction may 
be , for example , a click or a tap on navigation button 910 . 
Mobile device 140 may transmit this interaction to unifica 
tion system 110 and / or may process the interaction locally . 
[ 0167 ] In response to receiving an interaction with navi 
gation button 910 , mobile device 140 may display naviga 
tion screen 920. Navigation screen 920 may be instantiated 
by unification system 110 and / or may be determined inter 
nally to mobile device 140. Navigation screen 920 may 
correspond to the object displayed in navigation button 910 . 
For example , if navigation button 910 represents the 
“ Accounts ” object in the underlying application , selecting 

navigation button 910 may display the “ Accounts ” home 
page on navigation screen 920. In this manner , if navigation 
button 910 changes to represent a different object , when a 
user selects navigation button 910 , navigation screen 920 
will change to represent the page for that object . This 
changing navigation button 910 is further described with 
reference to FIG . 11 . 
[ 0168 ] FIG . 10 depicts a block diagram of a GUI 1000 
displaying a navigation menu 1030 , according to some 
embodiments . To display navigation menu 1030 , a user may 
interact with navigation button 1010. In contrast with the 
interaction described with respect to FIG . 9 , the interaction 
with navigation button 1010 may differ to reveal navigation 
menu 1030. For example , a user may use a long press on 
navigation button 1010 to reveal navigation menu 1030. A 
long press may be a gesture or selection that indicates 
contact with navigation button 1010 for longer than a 
predetermined amount of time or exceeds a predetermined 
threshold of time . Mobile device 140 may measure an 
elapsed time corresponding to user contact to determine 
whether a long press interaction has been detected . In an 
embodiment , an operating system operating on mobile 
device 140 may detect a long press , a short press , and / or 
other gestures . In this case , a software program executing on 
mobile device 140 and communicating with unification 
system 110 may execute a function when called by the 
operating system in response to detecting a particular ges 
ture . 
[ 0169 ] A short press may be an interaction with navigation 
button 1010 that falls below the predetermined amount of 
time . If a short press is detected on navigation button 1010 , 
similar to the process described in FIG.9 , mobile device 140 
may alter navigation screen 1020 to display the home page 
corresponding to the object current displayed in navigation 
button 1010. In this manner , two different gestures may be 
applied at navigation button 1010 reveal navigation menu 
1030 and / or to navigate to the highlighted object . 
[ 0170 ] Navigation menu 1030 may include a list of objects 
1035 corresponding to an application . These objects 1035 
may be similar to objects 220 as described with reference to 
FIG . 2B . Once navigation menu 1030 has been revealed , a 
user may select an object 1035 to navigate to the selected 
object page . In a non - limiting example , a user may select 
object 1035F to navigate to an “ Opportunities ” object . FIG . 
11 depicts an embodiment of a result of this selection . 
[ 0171 ] FIG . 11 depicts a block diagram of a GUI 1100 
displaying an updated navigation button 1110 corresponding 
to a selected object , according to some embodiments . If a 
user selects a particular object 1035 from navigation menu 
1030 , unification system 110 and / or mobile device 140 may 
update navigation button 1010 to become navigation button 
1110 and / or may update navigation screen 1020 to become 
navigation screen 1120 . 
[ 0172 ] For example , if a user selects object 1035F to 
navigate to an “ Opportunities ” object , navigation button 
1110 may be updated to display an “ Opportunities ” icon . 
Similarly , navigation screen 1120 may display the “ Oppor 
tunities ” home page or object home page . In this manner , a 
user may able to use navigation menu 1030 to navigate to 
different objects of the application . 
[ 0173 ] With updated navigation button 1110 , a user may 
use a short press gesture to return to navigation screen 1120 . 
If a user navigates to a different application page , selecting 
navigation button 1110 may reveal navigation screen . In this 
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manner , navigation button 1110 may be updated to reflect a 
“ most recent ” choice from navigation menu 1030. Unifica 
tion system 110 and / or mobile device 140 may store this 
selection in memory so the user may quickly navigate back 
to a previously selected object . A user may further update 
navigation button 1110 by invoking navigation menu 1030 
and selecting a different object . 
[ 0174 ] As will be further explained with reference to FIG . 
12A - FIG . 12F , the mobile objects 1035 listed in navigation 
menu 1030 may correspond to tab objects 1245 as seen on 
the desktop version of the application GUI . In this manner , 
manipulation of the tab objects 1245 on desktop device 150 
may result in a change in navigation menu 1030 objects and 
vice versa . Unification system 110 may facilitate these 
changes based on a single definition used for both GUIS 
displayed on mobile device 140 and GUIs displayed on 
desktop device 150 . 
[ 0175 ] FIG . 12A depicts a block diagram of a GUI 1200A 
displaying a page including tab objects 1245 , according to 
some embodiments . The tab objects 1245 may be similar to 
objects 220 described with reference to FIG . 2B . Unification 
system 110 may instantiate GUI 1200A to be displayed on 
desktop device 150 . 
[ 0176 ] FIG . 12B depicts a block diagram of a GUI 1200B 
displaying tab object 1245 movement , according to some 
embodiments . Unification system 110 may instantiate GUI 
1200B in response to detecting a movement interaction of 
tab objects 1245. For example , from GUI 1200A , a user may 
move tab object 1245D from between tab objects 1245C and 
1245E to between tab objects 1245A and 1245B . A user may 
have supplied this gesture at desktop device 150. Desktop 
device 150 may have transmitted this modification to uni 
fication system 110. Unification system 110 may store this 
modification and update the ordering of the tab objects 1245 . 
Unification system 110 may store this modification as an 
update to a single page definition representing the page . 
Further , because unification system 110 may utilize a single 
page definition to correlate the tab objects , unification sys 
tem 110 may apply this modification when the page is 
accessed on mobile device 140 . 
[ 0177 ] FIG . 12C depicts a block diagram of a GUI 1200C 
displaying mobile object 1235 movement , according to 
some embodiments . In contrast with FIG . 10 , navigation 
menu 1230 includes a different ordering of objects relative 
to navigation menu 1030. For example , the " Opportunities " 
object 1235D may be next to the “ Home ” object 1235A . 
This change may correspond to the arrangement of tab 
objects 1245 as depicted in FIG . 12B . Navigation menu 
1230 may be invoked with a gesture using navigation button 
1210 . 

[ 0178 ] The flow from FIG . 12A to FIG . 12C may illustrate 
the capability of unification system 110 to track object 
movement in the desktop device 150 environment and 
translate this movement to navigation menu 1230. This 
movement may preserve a particular desired ordering by the 
user and may be reflected on the user devices used by the 
user . In this manner , unification system 110 may preserve 
GUI object modifications in a two - way manner to allow for 
faster user navigation in both the desktop device 150 envi 
ronment and mobile device 140 environment . Beyond the 
modification of application content , unification system 110 
allow for a particular modification of GUI components in a 
customizable manner . 

[ 0179 ] Similar to the flow described with reference to FIG . 
12A to FIG . 12C , FIG . 12D - FIG . 12F may represent a flow 
adding an object to a list of objects . 
[ 0180 ] FIG . 12D depicts a block diagram of a GUI 1200D 
displaying a page including an expanded tab object 1250 , 
according to some embodiments . Similar to grouped and / or 
collapsed objects 240 as described with reference to FIG . 
2C , GUI 1200D may include an expanded tab object 1250 
among tab objects 1245. Expanded tab object 1250 may 
represent a grouped object that is now visible due to expan 
sion of the particular tab object 1245. In an embodiment , a 
user may wish to remove expanded tab object 1250 from the 
group and use expanded tab object 1250 as a standalone 
object similar to tab object 1245. In this manner , a user may 
drag - and - drop expanded tab object 1250 into the list of tab 
objects 1245 . 
[ 0181 ] FIG . 12E depicts a block diagram of a GUI 1200E 
displaying a page including an added tab object 1250 , 
according to some embodiments . In response to the drag 
and - drop interaction , unification system 110 may identify 
that added tab object 1250 has now been added to the list of 
tab objects 1245. Unification system 110 may adjust and / or 
resize the GUI portions representing the objects to provide 
spacing on GUI 1200E . In the new location , a user may 
interact with added tab object 1250 to reach the correspond 
ing object home page . Similarly , unification system 110 may 
save this configuration in the single page definition to 
reproduce this ordering on a mobile GUI . 
[ 0182 ] FIG . 12F depicts a block diagram of a GUI 1200F 
displaying an added mobile object 1255 , according to some 
embodiments . As seen in GUI 1200F , added mobile object 
1255 may appear in navigation menu 1230. The ordering of 
navigation menu 1230 may also correspond to the ordering 
of tab objects 1245 with the added tab object 1250 on the 
desktop GUI . In this manner , unification system 110 may 
reproduce modified GUI views where modifications to 
objects have been detected from desktop device 150. Uni 
fication system 110 may modify GUIs displayed on mobile 
device 140 to include these GUI modifications . 
[ 0183 ] While these descriptions have described the initial 
modification on desktop device 150 , in an embodiment , the 
modification may be performed on mobile device 140 . 
Unification system 110 may the translate this modification to 
desktop device 150 GUIS . 
[ 0184 ] Additionally , unification system 110 may also 
apply similar techniques when an object is removed from a 
list . A removal of an object may not delete the underlying 
application data but may remove the object from a particular 
GUI view . If an object is removed from a list on desktop 
device 150 , for example , unification system 110 may remove 
the object from the list on mobile device 140 and vice versa . 
[ 0185 ] An additional aspect of this GUI modification 
includes the combination of administrator and user customi 
zation versus personalization . An administrator using 
administrator device 120 may identify particular applica 
tions accessible to a user . In an embodiment , the adminis 
trator may also specify the GUI components accessible to a 
user using , for example , an application builder . Layered 
within an administrator's customization controls , a user may 
personalize their own view of a desktop GUI or mobile GUI . 
As previously discussed , the user controls may include 
moving , adding , and / or removing objects . Further , a user 
may personalize different elements within GUI components . 
In this manner , unification system 110 may support both 
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administrator and user customizations simultaneously . 
Using a single page definition , these configurations may be 
stored and / or retrieved to instantiate one or more GUIs for 
the user when an application is accessed on mobile device 
140 and / or desktop device 150 . 
( 0186 ] FIG . 13 depicts a flowchart illustrating a method 
1300 for modifying a navigation menu , according to some 
embodiments . Method 1300 shall be described with refer 
ence to FIG . 1 ; however , method 1300 is not limited to that 
example embodiment . 
[ 0187 ] In an embodiment , unification system 110 may 
utilize method 1300 to modify a navigation menu such as 
navigation menu 1230. The foregoing description will 
describe an embodiment of the execution of method 1300 
with respect to GUIs 1200A - 1200F , but may be applicable 
to any GUIs including a navigation menu . While method 
1300 is described with reference to unification system 110 , 
method 1300 may be executed on any computing device , 
such as , for example , the computer system described with 
reference to FIG . 18 and / or processing logic that may 
comprise hardware ( e.g. , circuitry , dedicated logic , program 
mable logic , microcode , etc. ) , software ( e.g. , instructions 
executing on a processing device ) , or a combination thereof . 
[ 0188 ] It is to be appreciated that not all steps may be 
needed to perform the disclosure provided herein . Further , 
some of the steps may be performed simultaneously , or in a 
different order than shown in FIG . 13 , as will be understood 
by a person of ordinary skill in the art . 
[ 0189 ] In an embodiment , at 1310 , unification system 110 
may generate an instance of a first GUI menu configured to 
display on a first device , the first GUI menu including a list 
of objects . The first GUI menu may be , for example , 
navigation menu 1230. Navigation menu 1230 may be 
displayed on a first device such as mobile device 140. The 
list of objects may be objects 1235. Using the objects , a user 
may navigate to different object home pages . 
[ 0190 ] At 1320 , unification system 110 may generate an 
instance of a second GUI menu configured to display on a 
second device , the second GUI menu including the list of 
objects . The second GUI menu may be , for example , the list 
of tab objects 1245. The list of tab objects 1245 may be 
displayed on a second device such as desktop device 150 . 
Similar to the mobile scenario , a user may navigate to 
different object homes using tab objects 1245 . 
[ 0191 ] At 1330 , unification system 110 may receive a 
modification interaction at the second GUI modifying an 
object of the list of objects on the second GUI menu . For 
example , a user at desktop device 150 may modify the list 
of tab objects 145. The user may change the ordering , add 
an object , and / or remove an object . In this case , unification 
system 110 may receive the modification interaction from 
desktop device 150. Unification system 110 may store this 
modification as an update to a single record representing the 
page . 
[ 0192 ] At 1340 , in response to the receiving , unification 
system 110 may modify the list of objects on the first GUI 
menu according to the modification interaction . Unification 
system 110 may access the record and transmit a command 
to mobile device 140 to modify navigation menu 1230 
according to the change detected from desktop device 150 . 
For example , unification system 110 may change the order 
ing of the objects 1235 , remove an object 1235 , and / or add 
an object 1235. In this case , unification system 110 may 
modify the list of objects so that the customization choices 

are preserved among the different GUIs . Unification system 
110 may automatically perform method 1300 in response to 
detecting a modification at mobile device 140 and / or desk 
top device 150 . 
[ 0193 ] While the first device has been described as mobile 
device 140 and the second device has been described as 
desktop device 150 , these could also be reversed . In an 
embodiment , the devices may also be other devices and / or 
software applications such as a tablet or Internet browsers . 
For example , a user could use two windows on a computer 
to access the application . Modifying the list of objects in a 
first window may result in the modification of the list of 
objects in the second window . 
[ 0194 ] Cursor Gesture Control 
[ 0195 ] As will be further described below with respect to 
FIG . 14A - FIG . 15 , unification system 110 may also generate 
a cursor on a GUI display . This cursor may allow a user to 
manipulate a portion of the GUI without directly interacting 
with the portion . For example , if the GUI is displayed on 
mobile device 140 , the user may press on the bottom half of 
the GUI to cause a cursor to appear on the top portion . In this 
manner , unification system 110 may instantiate a mobile 
GUI that includes accessibility elements and allows a user to 
access the top portion of a GUI while controlling the bottom 
portion of the GUI . The GUI content and / or program ele 
ments may be sourced from unification system 110. Mobile 
device 140 may then execute these program elements to 
display the corresponding GUI and / or cursor controls . In 
this manner , the cursor controls described herein may be 
applied to any program executing on a computing device 
and displaying a GUI . 
[ 0196 ] FIG . 14A depicts a block diagram of a GUI 1400A 
displaying a mobile page including a cursor button 1410 , 
according to some embodiments . Cursor button 1410 
occupy a space on GUI 1400A that allows a user to generate 
a cursor on a separate portion of GUI 1400A . In an embodi 
ment , cursor button 1410 may occupy the same space as 
another button . For example , cursor button 1410 may 
occupy the same space as search button 314. While cursor 
button 1410 may occupy the same space as search button 
314 , accessing cursor button 1410 involve using a different 
gesture relative to accessing search button 314 . 
[ 0197 ] In an embodiment , using search button 314 may 
involve a short press while using cursor button 1410 may 
involve a long press . If GUI 1400A is displayed on mobile 
device 140 , mobile device 140 may determine the type of 
interaction detected based on a timing of the press . Further , 
while cursor button 1410 may be depicted as occupy the 
space of search button 314 , cursor button 1410 may occupy 
other spaces on GUI 1400A and invoking the particular 
interaction ( e.g. , a long press ) may initialize a cursor button 
1410 command . 
[ 0198 ] In addition to cursor button 1410 , GUI 1400A may 
include action buttons 1420. Action buttons 1420 may be 
similar to action buttons 390 described with reference to 
FIG . 3C . As will be explained below , using cursor button 
1410 may allow a user to select action buttons 1420 from 
across the display screen . A user interacting with cursor 
button 1410 may generate a cursor that may be scrubbed 
across the screen to select a desired action button 1420 . 
[ 0199 ] FIG . 14B depicts a block diagram of a GUI 1400B 
displaying a mobile page including a visible cursor 1440 , 
according to some embodiments . To reveal cursor 1440 , a 
user may invoke cursor button 1410 using interaction 1430 . 
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For example , interaction 1430 may be a long press on cursor 
button 1410 , a double tap , drawing a shape , and / or other 
interactions . In response to detecting the long press , mobile 
device 140 may display a cursor 1440. Unification system 
110 may generate the mobile GUI but may allow mobile 
device 140 to manage the processing for the cursor button 
interaction . 
[ 0200 ] After displaying cursor 1440 , a user may scrub 
along the bottom of the screen to move cursor 1440. For 
example , this motion may be seen in FIG . 14C . FIG . 14C 
depicts a block diagram of a GUI 1400C displaying a mobile 
page including cursor 1440 movement , according to some 
embodiments . As seen when moving from GUI 1400B to 
GUI 1400C , when a user moves interaction 1430 to the right , 
cursor 1440 may also move to the right . Cursor 1440 may 
move from selecting action button 1420A to selecting action 
button 1420B . The user may also move interaction 1430 left 
to move cursor 1440 to the left . 
[ 0201 ] In an embodiment , this movement may correspond 
to a long press . That is , the user may continuously tap or 
hold onto the display screen to generate interaction 1430. As 
the user moves interaction 1430 , the user may continue to 
press the display screen . The user may move interaction 
1430 to the left or right to move cursor 1440 to the left or 
right respectively . Further , this interaction may reveal other 
action buttons 1420 such as action buttons hidden under 
action button 1420D . This scrolling movement for cursor 
1440 may allow for increase accessibility . A user holding 
mobile device 140 may interact with the bottom portion of 
the screen while controlling actions on the top of the screen . 
This divided aspect of GUI manipulation may allow a user 
to , for example , use one hand to navigate the GUI . This 
navigation may increase comfort in navigation . 
[ 0202 ] After generating cursor 1440 , to select an applica 
tion button , the user may release interaction 1430 and / or 
discontinue interaction 1430. For example , if interaction 
1430 is a long press , releasing the press may indicate a 
selection of the action button 1420 currently highlighted by 
cursor 1440. Mobile device 140 may then generate the 
corresponding GUI for the selection and / or send a request to 
unification system 110 to instantiate the requested GUI . This 
selection may execute the action or action button 1420 
corresponding to the cursor 1440 . 
[ 0203 ] As previously discussed , interaction 1430 may 
appear on different portions of GUI 1400B . For example , 
rather than pressing search button 314 , cursor button 1410 
may be represented by portions of the screen or GUI . For 
example , cursor button 1410 may be defined as the bottom 
half or bottom third of the screen . When mobile device 140 
detects interaction 1430 that invokes cursor button 1410 , 
mobile device 140 may display cursor 1440 . 
[ 0204 ] Similarly , cursor 1440 may be an object that moves 
in response to a movement of interaction 1430. In an 
embodiment , this movement may be one - directional . For 
example , as interaction 1430 moves left or right , cursor 1440 
may also move left or right . Cursor 1440 may move along 
a specified track and / or may stick to icons displayed on GUI 
1400B or GUI 1400C . In an embodiment , cursor 1440 may 
not follow a specified track and may be moveable to an 
arbitrary location . 
[ 0205 ] In some embodiments , cursor 1440 may be moved 
in a two - dimensional location . This movement may 
resemble a mouse cursor movement . Interaction 1430 may 
command cursor 1440 to move to different portions of the 

GUI and / or to interact with different GUI elements . This 
movement may also provide beneficial accessibility options 
for a user to navigate on a GUI . 
[ 0206 ] FIG . 15 depicts a flowchart illustrating a method 
1500 for generating a cursor 1440 , according to some 
embodiments . Method 1500 shall be described with refer 
ence to FIG . 1 ; however , method 1500 is not limited to that 
example embodiment . 
[ 0207 ] In an embodiment , unification system 110 and / or 
mobile device 140 may utilize method 1500 to generate a 
GUI cursor 1440. The foregoing description will describe an 
embodiment of the execution of method 1500 with respect 
to GUIs 1400A - 1400C , but may be applicable to any GUIS 
including cursors . While method 1500 is described with 
reference to unification system 110 and / or mobile device 
140 , method 1500 may be executed on any computing 
device , such as , for example , the computer system described 
with reference to FIG . 18 and / or processing logic that may 
comprise hardware ( e.g. , circuitry , dedicated logic , program 
mable logic , microcode , etc. ) , software ( e.g. , instructions 
executing on a processing device ) , or a combination thereof . 
[ 0208 ] It is to be appreciated that not all steps may be 
needed to perform the disclosure provided herein . Further , 
some of the steps may be performed simultaneously , or in a 
different order than shown in FIG . 15 , as will be understood 
by a person of ordinary skill in the art . 
[ 0209 ] In an embodiment , at 1510 , unification system 110 
and / or mobile device 140 may generate an instance of a GUI 
having a first GUI portion and a second GUI portion . 
Unification system 110 may supply a command to mobile 
device 140 to instantiate a particular GUI . Mobile device 
140 may then display the instantiated GUI on a display 
screen . Mobile device 140 may display , for example GUI 
1400A . GUI 1400A may include a first GUI portion repre 
senting action buttons 1420 and / or a second GUI portion 
representing cursor button 1410 . 
[ 0210 ] At 1520 , mobile device 140 may receive a selec 
tion interaction 1430 at the first GUI portion . At 1530 , 
mobile device 140 may identify the selection interaction at 
the first GUI portion as a cursor 1440 gesture . The selection 
interaction 1430 may be a particular interaction invoking 
cursor button 1410. For example , the interaction 1430 may 
be a long press , or a double tap , or a particular shape drawn . 
Based on programmed logic provide by unification system 
110 and / or locally stored in mobile device 140 , mobile 
device 140 may determine the selection interaction . 
[ 0211 ] At 1540 , in response to identifying the selection 
interaction 1430 , mobile device 140 may generate a GUI 
cursor 1440 on the second GUI portion . As described above , 
this GUI cursor 1440 may allow a user to interact with the 
first GUI portion to provide controls to a second GUI 
portions . The user may use a scrubbing or scrolling motion 
to move the cursor to select different GUI buttons , such as , 
for example , action buttons 1420. Releasing interaction 
1430 may indicate a user selection of an action button 1420 
or an element of the second GUI portion . Based on the 
selection , mobile device 140 may transmit the selection to 
unification system 110 for processing and / or may handle the 
processing locally . 
[ 0212 ] Application Framework and Application Selection 
[ 0213 ] As will be further described below with respect to 
FIG . 16A - FIG . 17 , unification system 110 may also facilitate 
switching between different applications and providing 
updated GUIs depending on the selected application . In this 
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manner , unification system 110 may provide a framework to 
implement different applications and application types while 
maintaining a unification of the GUIs instantiated on mobile 
device 140 and desktop device 150. Unification system may 
also load different applications developed by different par 
ties and maintain a consistent layout for each application . 
[ 0214 ] FIG . 16A depicts a block diagram of a GUI 1600A 
displaying a mobile application menu page , according to 
some embodiments . GUI 1600A may be similar to GUI 
300A as depicted in FIG . 3A . GUI 1600A may be instanti 
ated by unification system 110 and / or may be displayed on 
mobile device 140 . 
[ 0215 ] GUI 1600A may depict a menu page displaying 
objects 1620 of a particular application . A user may access 
the menu page by selecting , for example , menu button 318 
as described with reference to FIG . 3A . GUI 1600A may 
include application menu button 1610 which may be similar 
to application menu button 315. Interacting with application 
menu button 1610 may allow a user to select a different 
application . Interaction with objects 1620 may allow a user 
to view pages corresponding to the objects 1620. GUI 
1600A may present objects 1620 as a list 1630 for ease of 
navigation . As described earlier with respect to FIG . 10 , the 
GUI may include a navigation button that may reveal a 
navigation menu 1030 corresponding to the listed objects 
1620. In an embodiment , navigation menu 1030 may be an 
abbreviated version of list 1630 as seen on the menu page . 
[ 0216 ] List 1630 and objects 1620 may correspond to the 
currently selected application . As will be described with 
respect to FIG . 16B and as previously described with respect 
to FIG . 2A , a user may select a different application . This 
selection may alter list 1630 , objects 1620 , and / or navigation 
menu 1030 . 
[ 0217 ] FIG . 16B depicts a block diagram of a GUI 1600B 
displaying a mobile application selection page 1605 , accord 
ing to some embodiments . Unification system 110 may 
instantiate GUI 1600B to be displayed on mobile device 140 
in response to receiving a selection at application menu 
button 1610. Listed in application selection page 1605 may 
be applications buttons 1615. Applications buttons 1615 
may be similar to application buttons 215 as described with 
reference to FIG . 2A . Selecting a particular application 
button 1615 may allow a user to select between different 
available applications . In an embodiment , GUI 1600A may 
have corresponded to application button 1615A . Selecting a 
different application button , such as application button 
1615B , however , may result in a different menu page and / or 
different corresponding objects . 
[ 0218 ] As seen from these selection objects , unification 
system 110 may support multiple applications for users to 
select and / or utilize . Unification system 110 may provide a 
framework for supporting GUI views for cloud computing 
platforms and / or the applications enabled for use . In an 
embodiment , the cloud computing platform may utilize 
standard supplied applications that may be pre - programed . 
The cloud computing platform may also allow users or 
administrators to create their own applications . In an 
embodiment , users may be able to download applications 
from a third party and / or may use an application market 
place or application exchange . Users may install these 
applications to be used with the cloud computing platform . 
[ 0219 ] In this manner , unification system 110 may support 
different types of applications and create a cohesive GUI 
experience across a desktop device 150 environment and a 

mobile device 140 environment . The generation of this 
cohesive look - and - feel across different applications , appli 
cation types , and / or different application sources may allow 
for better scalability and customization for administrators 
and / or users . In this manner unification system 110 may act 
as or be included into a framework or container for man 
aging different applications . 
[ 0220 ] Returning to GUI 1600B , a user may decide to 
select application button 1615B . The application corre 
sponding to application button 1615B may differ in type 
and / or source from the previously viewed application cor 
responding to application button 1615A . In response to the 
selection , mobile device 140 may transmit an indication of 
the selection to unification system 110. Unification system 
110 may then instantiate a corresponding GUI such as GUI 
1600C . 
[ 0221 ] FIG . 16C depicts a block diagram of a GUI 1600C 
displaying an updated mobile application menu page , 
according to some embodiments . This selection may change 
the available objects as well as navigation menu based on the 
correspondence with the application . 
[ 0222 ] GUI 1600C may include application menu button 
1610 similar to GUI 1600A . Interacting with application 
menu button 1610 may instantiate GUI 1600B and allow the 
user to select another application button 1615 . 
[ 0223 ] Because the user has selected another application , 
unification system 110 may instantiate the other application 
and provide updated objects 1640 , an updated list 1650 , an 
updated navigation menu 1680 , an updated navigation but 
ton 1660 , and / or updated navigation objects 1670. These 
updated components may be similar in function to the past 
objects and navigation elements ; however , the updated ver 
sions may correspond to the newly selected application and 
application button 1615 . 
[ 0224 ] For example , list 1650 and objects 1640 may 
represent the objects of the newly selected application . In 
response to the selection , mobile device 140 may now 
support the newly selected application and allow the user to 
interact with the corresponding objects 1640 . 
[ 0225 ) Similarly , navigation menu 1680 has been updated 
to include navigation objects 1670 corresponding to objects 
1640. Navigation menu 1680 may be updated even if it is 
collapsible . In this manner , when a user interacts with 
navigation button 1660 to reveal navigation menu 1680 , the 
user may select from navigation objects 1670 to navigate to 
different portions of the newly selected application . The 
newly selected application corresponding to application 
button 1615B may include its own set of data records and / or 
executable programs that may differ from the application 
corresponding to apr ication button 1615A . Unification sys 
tem 110 , however , may be able to allow a user to switch 
between these applications on mobile device 140 and / or on 
desktop device 150. In this manner , unification system 110 
may act as a framework or contain and may support different 
applications while maintaining a look - and - feel that may be 
similar across the different applications . 
[ 0226 ] FIG . 17 depicts a flowchart illustrating a method 
1700 for replacing a list of objects corresponding to an 
application , according to some embodiments . Method 1700 
shall be described with reference to FIG . 1 ; however , 
method 1700 is not limited to that example embodiment . 
[ 0227 ] In an embodiment , unification system 110 may 
utilize method 1700 to update and / or replace a list of objects 
based on a selected application . The foregoing description 
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may be 
will describe an embodiment of the execution of method 
1700 with respect to GUIs 1600A - 1600C , but 
applicable to any GUIs supporting multiple applications . 
While method 1700 is described with reference to unifica 
tion system 110 , method 1700 may be executed on any 
computing device , such as , for example , the computer 
system described with reference to FIG . 18 and / or process 
ing logic that may comprise hardware ( e.g. , circuitry , dedi 
cated logic , programmable logic , microcode , etc. ) , software 
( e.g. , instructions executing on a processing device ) , or a 
combination thereof . 
[ 0228 ] It is to be appreciated that not all steps may be 
needed to perform the disclosure provided herein . Further , 
some of the steps may be performed simultaneously , or in a 
different order than shown in FIG . 17 , as will be understood 
by a person of ordinary skill in the art . 
[ 0229 ] In an embodiment , at 1710 , unification system 110 
may generate an instance of a GUI corresponding to a first 
application , wherein the GUI includes a first list of objects 
corresponding to the first application . For example , unifica 
tion system 110 may generate GUI 1600A with list 1630 of 
objects 1620. Objects 1620 may correspond to a particular 
application . While the application is selected , a user may 
interact with the application through various objects and / or 
GUI components . These interactions may manipulate 
records , programs , and / or commands corresponding to the 
application . 
[ 0230 ] At 1720 , unification system 110 may receive a 
selection interaction at the GUI selecting a second applica 
tion . For example , mobile device 140 may display GUI 
1600A and / or application menu button 1610. A user may 
select application menu button 1610. Mobile device 140 
may transmit this selection to unification system 110. In 
response , unification system 110 may transmit a list of 
available applications and / or instantiate available applica 
tion buttons 1615 as displayed in GUI 1600B . A user may 
then select an application button 1615 from selection page 
1605. Mobile device 140 may process this selection and may 
transmit an indication of this selection to unification system 
110 . 
[ 0231 ] At 1730 , in response to receiving the selection 
interaction , unification system 110 may replace the first list 
of objects with a second list of objects corresponding to the 
second application . Unification system 110 may , for 
example , instantiate GUI 1600C . Unification system 110 
may replace list 1630 with list 1650. Similarly , unification 
system 110 may replace objects 1620 with objects 1640 . 
Unification system 110 may also modify the navigation 
menu to include an updated navigation menu 1680 with 
updated navigation objects 1670 and navigation button 
1660. Using this GUI , a user may navigate and / or interact 
with different applications as supplied in the framework 
managed by unification system 110 . 
[ 0232 ] While FIG . 16A - FIG . 17 has described the differ 
ent application options for mobile device 140 , unification 
system 110 may also maintain these different applications 
for desktop device 150. As discussed above , modifications 
performed on desktop device 150 may be reproduced by 
unification system 110 on mobile device 140. In this manner , 
unification system 110 may manage different administrator 
customization parameters , different application customiza 
tion parameters , and / or different user personalization param 
eters so that a particular look - and - feel may be reproduced 
across different user devices . In this manner , unification 

system 110 may aid in organizing a particular GUI layout for 
users for different user devices . Users may be able to more 
quickly navigate through different application objects and 
record pages using the framework and GUIs instantiated by 
unification system 110 across the multiple types of user 
devices . 
[ 0233 ] Example Computer System 
[ 0234 ] Various embodiments may be implemented , for 
example , using one or more well - known computer systems , 
such as computer system 1800 shown in FIG . 18. One or 
more computer systems 1800 may be used , for example , to 
implement any of the embodiments discussed herein , as well 
as combinations and sub - combinations thereof . 
[ 0235 ) Computer system 1800 may include one or more 
processors ( also called central processing units , or CPUs ) , 
such as a processor 1804. Processor 1804 may be connected 
to a communication infrastructure or bus 1806 . 
[ 0236 ] Computer system 1800 may also include user 
input / output device ( s ) 1803 , such as monitors , keyboards , 
pointing devices , etc. , which may communicate with com 
munication infrastructure 1806 through user input / output 
interface ( s ) 1802 . 
[ 0237 ] One or more of processors 1804 may be a graphics 
processing unit ( GPU ) . In an embodiment , a GPU may be a 
processor that is a specialized electronic circuit designed to 
process mathematically intensive applications . The GPU 
may have a parallel structure that is efficient for parallel 
processing of large blocks of data , such as mathematically 
intensive data common to computer graphics applications , 
images , videos , etc. 
[ 0238 ] Computer system 1800 may also include a main or 
primary memory 1808 , such as random access memory 
( RAM ) . Main memory 1808 may include one or more levels 
of cache . Main memory 1808 may have stored therein 
control logic ( i.e. , computer software ) and / or data . 
[ 0239 ] Computer system 1800 may also include one or 
more secondary storage devices or memory 1810. Second 
ary memory 1810 may include , for example , a hard disk 
drive 1812 and / or a removable storage device or drive 1814 . 
Removable storage drive 1814 may be a floppy disk drive , 
a magnetic tape drive , a compact disk drive , an optical 
storage device , tape backup device , and / or any other storage 
device / drive . 
[ 0240 ] Removable storage drive 1814 may interact with a 
removable storage unit 1818. Removable storage unit 1818 
may include a computer usable or readable storage device 
having stored thereon computer software ( control logic ) 
and / or data . Removable storage unit 1818 may be a floppy 
disk , magnetic tape , compact disk , DVD , optical storage 
disk , and / any other computer data storage device . Remov 
able storage drive 1814 may read from and / or write to 
removable storage unit 1818 . 
[ 0241 ] Secondary memory 1810 may include other means , 
devices , components , instrumentalities or other approaches 
for allowing computer programs and / or other instructions 
and / or data to be accessed by computer system 1800. Such 
means , devices , components , instrumentalities or other 
approaches may include , for example , a removable storage 
unit 1822 and an interface 1820. Examples of the removable 
storage unit 1822 and the interface 1820 may include a 
program cartridge and cartridge interface ( such as that found 
in video game devices ) , a removable memory chip ( such as 
an EPROM or PROM ) and associated socket , a memory 



US 2020/0097140 A1 Mar. 26 , 2020 
19 

stick and USB port , a memory card and associated memory 
card slot , and / or any other removable storage unit and 
associated interface . 
[ 0242 ] Computer system 1800 may further include a com 
munication or network interface 1824. Communication 
interface 1824 may enable computer system 1800 to com 
municate and interact with any combination of external 
devices , external networks , external entities , etc. ( individu 
ally and collectively referenced by reference number 1828 ) . 
For example , communication interface 1824 may allow 
computer system 1800 to communicate with external or 
remote devices 1828 over communications path 1826 , which 
may be wired and / or wireless ( or a combination thereof ) , 
and which may include any combination of LANs , WANs , 
the Internet , etc. Control logic and / or data may be transmit 
ted to and from computer system 1800 via communication 
path 1826 . 
[ 0243 ] Computer system 1800 may also be any of a 
personal digital assistant ( PDA ) , desktop workstation , lap 
top or notebook computer , netbook , tablet , smart phone , 
smart watch or other wearable , appliance , part of the Inter 
net - of - Things , and / or embedded system , to name a few 
non - limiting examples , or any combination thereof . 
[ 0244 ] Computer system 1800 may be a client or server , 
accessing or hosting any applications and / or data through 
any delivery paradigm , including but not limited to remote 
or distributed cloud computing solutions ; local or on - prem 
ises software ( " on - premise ” cloud - based solutions ) ; “ as a 
service ” models ( e.g. , content as a service ( CaaS ) , digital 
content as a service ( DCaaS ) , software as a service ( SaaS ) , 
managed software as a service ( MSaaS ) , platform as a 
service ( PaaS ) , desktop as a service ( DaaS ) , framework as a 
service ( FaaS ) , backend as a service ( BaaS ) , mobile backend 
as a service ( MBaaS ) , infrastructure as a service ( IaaS ) , 
etc. ) ; and / or a hybrid model including any combination of 
the foregoing examples or other services or delivery para 
digms . 
[ 0245 ] Any applicable data structures , file formats , and 
schemas in computer system 1800 may be derived from 
standards including but not limited to JavaScript Object 
Notation ( JSON ) , Extensible Markup Language ( XML ) , Yet 
Another Markup Language ( YAML ) , Extensible Hypertext 
Markup Language ( XHTML ) , Wireless Markup Language 
( WML ) , MessagePack , XML User Interface Language 
( XUL ) , or any other functionally similar representations 
alone or in combination . Alternatively , proprietary data 
structures , formats or schemas may be used , either exclu 
sively or in combination with known or open standards . 
[ 0246 ] In some embodiments , a tangible , non - transitory 
apparatus or article of manufacture comprising a tangible , 
non - transitory computer useable or readable medium having 
control logic ( software ) stored thereon may also be referred 
to herein as a computer program product or program storage 
device . This includes , but is not limited to , computer system 
1800 , main memory 1808 , secondary memory 1810 , and 
removable storage units 1818 and 1822 , as well as tangible 
articles of manufacture embodying any combination of the 
foregoing . Such control logic , when executed by one or 
more data processing devices ( such as computer system 
1800 ) , may cause such data processing devices to operate as 
described herein . 
[ 0247 ] Based on the teachings contained in this disclosure , 
it will be apparent to persons skilled in the relevant art ( s ) 
how to make and use embodiments of this disclosure using 

data processing devices , computer systems and / or computer 
architectures other than that shown in FIG . 18. In particular , 
embodiments can operate with software , hardware , and / or 
operating system implementations other than those 
described herein . 
[ 0248 ] It is to be appreciated that the Detailed Description 
section , and not any other section , is intended to be used to 
interpret the claims . Other sections can set forth one or more 
but not all exemplary embodiments as contemplated by the 
inventor ( s ) , and thus , are not intended to limit this disclosure 
or the appended claims in any way . 
[ 0249 ] While this disclosure describes exemplary embodi 
ments for exemplary fields and applications , it should be 
understood that the disclosure is not limited thereto . Other 
embodiments and modifications thereto are possible , and are 
within the scope and spirit of this disclosure . For example , 
and without limiting the generality of this paragraph , 
embodiments are not limited to the software , hardware , 
firmware , and / or entities illustrated in the figures and / or 
described herein . Further , embodiments ( whether or not 
explicitly described herein ) have significant utility to fields 
and applications beyond the examples described herein . 
[ 0250 ] Embodiments have been described herein with the 
aid of functional building blocks illustrating the implemen 
tation of specified functions and relationships thereof . The 
boundaries of these functional building blocks have been 
arbitrarily defined herein for the convenience of the descrip 
tion . Alternate boundaries can be defined as long as the 
specified functions and relationships ( or equivalents thereof ) 
are appropriately performed . Also , alternative embodiments 
can perform functional blocks , steps , operations , methods , 
etc. using orderings different than those described herein . 
[ 0251 ] References herein to “ one embodiment , ” “ an 
embodiment , ” “ an example embodiment , ” or similar 
phrases , indicate that the embodiment described can include 
a particular feature , structure , or characteristic , but every 
embodiment can not necessarily include the particular fea 
ture , structure , or characteristic . Moreover , such phrases are 
not necessarily referring to the same embodiment . Further , 
when a particular feature , structure , or characteristic is 
described in connection with an embodiment , it would be 
within the knowledge of persons skilled in the relevant art ( s ) 
to incorporate such feature , structure , or characteristic into 
other embodiments whether or not explicitly mentioned or 
described herein . Additionally , some embodiments can be 
described using the expression " coupled ” and “ connected ” 
along with their derivatives . These terms are not necessarily 
intended as synonyms for each other . For example , some 
embodiments can be described using the terms " connected ” 
and / or " coupled ” to indicate that two or more elements are 
in direct physical or electrical contact with each other . The 
term " coupled , ” however , can also mean that two or more 
elements are not in direct contact with each other , but yet 
still co - operate or interact with each other . 
[ 0252 ] The breadth and scope of this disclosure should not 
be limited by any of the above - described exemplary embodi 
ments , but should be defined only in accordance with the 
following claims and their equivalents . 
What is claimed is : 
1. A computer - implemented method , comprising : 
generating an instance of a graphical user interface ( GUI ) 

having a first GUI portion and a second GUI portion ; 
receiving a selection interaction at the first GUI portion ; 
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identifying the selection interaction at the first GUI por 
tion as a cursor gesture ; and 

in response to the identifying , generating a GUI cursor on 
the second GUI portion . 

2. The computer - implemented method of claim 1 , further 
comprising : 

in response to generating the GUI cursor on the second 
portion , detecting horizontal movement of the selection 
interaction ; and 

in response to the detecting , moving the GUI cursor in a 
direction corresponding to the horizontal movement . 

3. The computer - implemented method of claim 1 , 
wherein the identifying further comprises : 

measuring an elapsed time corresponding to the selection 
interaction remaining in contact with the first GUI 
portion . 

4. The computer - implemented method of claim 3 , 
wherein generating the GUI cursor further comprises : 

generating the GUI cursor in response to detecting that the 
elapsed time has exceeded a predetermined threshold . 

5. The computer - implemented method of claim 1 , 
wherein the second GUI portion is located vertically above 
the first GUI portion on the GUI . 
6. The computer - implemented method of claim 1 , 

wherein the selection interaction is a long press . 
7. The computer - implemented method of claim 1 , further 

comprising : 
identifying a release of the selection interaction ; and 
in response to the identifying , executing an action corre 

sponding to a location of the cursor on the second GUI 
portion . 

8. A system , comprising : 
a memory ; and 
at least one processor coupled to the memory and con 

figured to : 
generate an instance of a graphical user interface ( GUI ) 
having a first GUI portion and a second GUI portion ; 

receive a selection interaction at the first GUI portion ; 
identify the selection interaction at the first GUI portion 

as a cursor gesture ; and 
in response to the identifying , generate a GUI cursor on 

the second GUI portion . 
9. The system of claim 8 , wherein the at least one 

processor is further configured to : 
in response to generating the GUI cursor on the second 

portion , detect horizontal movement of the selection 
interaction ; and 

in response to the detecting , move the GUI cursor in a 
direction corresponding to the horizontal movement . 

10. The system of claim 8 , wherein to identify the 
selection interaction , the at least one processor is further 
configured to : 
measure an elapsed time corresponding to the selection 

interaction remaining in contact with the first GUI 
portion . 

11. The system of claim 10 , wherein to generate the GUI 
cursor , the at least one processor is further configured to : 

generate the GUI cursor in response to detecting that the 
elapsed time has exceeded a predetermined threshold . 

12. The system of claim 8 , wherein the second GUI 
portion is located vertically above the first GUI portion on 
the GUI . 

13. The system of claim 8 , wherein the selection interac 
tion is a long press . 

14. The system of claim 8 , wherein the at least one 
processor is further configured to : 

identify a release of the selection interaction ; and 
in response to the identifying , execute an action corre 

sponding to a location of the cursor on the second GUI 
portion . 

15. A non - transitory computer - readable device having 
instructions stored thereon that , when executed by at least 
one computing device , cause the at least one computing 
device to perform operations comprising : 

generating an instance of a graphical user interface ( GUI ) 
having a first GUI portion and a second GUI portion ; 

receiving a selection interaction at the first GUI portion ; 
identifying the selection interaction at the first GUI por 

tion as a cursor gesture ; and 
in response to the identifying , generating a GUI cursor on 

the second GUI portion . 
16. The non - transitory computer - readable device of claim 

15 , the operations further comprising : 
in response to generating the GUI cursor on the second 

portion , detecting horizontal movement of the selection 
interaction ; and 

in response to the detecting , moving the GUI cursor in a 
direction corresponding to the horizontal movement . 

17. The non - transitory computer - readable device of claim 
15 , wherein the identifying further comprises : 
measuring an elapsed time corresponding to the selection 

interaction remaining in contact with the first GUI 
portion ; and 

generating the GUI cursor further comprises : 
generating the GUI cursor in response to detecting that the 

elapsed time has exceeded a predetermined threshold . 
18. The non - transitory computer - readable device of claim 

15 , wherein the second GUI portion is located vertically 
above the first GUI portion on the GUI . 

19. The non - transitory computer - readable device of claim 
15 , wherein the selection interaction is a long press . 
20. The non - transitory computer - readable device of claim 

19 , the operations further comprising : 
identifying a release of the selection interaction ; and 
in response to the identifying , executing an action corre 
sponding to a location of the cursor on the second GUI 
portion . 


