A microscope design for, and a kit to convert a standard epi-illumination microscope into a single aperture confocal scanning epi-illumination microscope comprises an assembly including, in one embodiment, a pair of intermediate lenses (28, 32) to create a second field plane (70) conjugate to the specimen plane (68) in both the incident and reflected light paths, with a single aperture positioned at this second conjugate field plane and controllably scanned through the plane to create the incident light beam as well as to mask the returning light before viewing. In a second embodiment, only a single lens (128) is included in the assembly and the objective lens may be positioned at its correct tube length, or a non-standard objective lens (152) may be used to prevent undesired degradation of the image. This assembly conveniently mounts to the nosepiece of the standard microscope in place of the objective lens, and the objective lens mounts to the assembly.
**FOR THE PURPOSES OF INFORMATION ONLY**

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>HU</td>
<td>Hungary</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IT</td>
<td>Italy</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>JP</td>
<td>Japan</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LU</td>
<td>Luxembourg</td>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>DE</td>
<td>Germany, Federal Republic of</td>
<td>MC</td>
<td>Monaco</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MG</td>
<td>Madagascar</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td></td>
<td></td>
<td>US</td>
<td>United States of America</td>
</tr>
</tbody>
</table>
-1-

KIT FOR CONVERTING A STANDARD MICROSCOPE INTO, AND DESIGN FOR, A SINGLE APERTURE CONFOCAL SCANNING EPI-ILLUMINATION MICROSCOPE

Cross-Reference to Related Applications

This application is a continuation-in-part or Serial No. 07/120,641 filed November 16, 1987, which is a continuation-in-part of Serial No. 07/100,468 filed September 24, 1987, now abandoned.

Background and Summary of the Invention

Confocal scanning microscopes are well known in the art. There are two types of these, one being the epi-illumination type which reflects light from a specimen and the other being the transillumination type which transmits light through a specimen. The present invention relates to microscopes of the epi-illumination type. These microscopes provide improved resolution by illuminating only a small portion of the specimen at a time, and masking the returning (reflected or fluorescence) light to view only that small portion to minimize the effects of scattered and out of focus light from surrounding portions of the specimen. The entire specimen is viewed by scanning the specimen in small increments and coalescing these increments either in real time or with a video
camera and image processor or the like. Several examples of microscopes utilizing this technique are shown in prior U.S. Patent Nos. 3,013,467; 3,518,014; 3,547,512; 3,926,500; 4,170,398; 4,323,299, the disclosures of which are incorporated herein by reference.

In most of these prior patents, the approach has been to utilize a first aperture for the incident light, or otherwise collimate the incident light into the desired scanning pattern such as by a focused laser, and a second, separate, aperture for the returning light, the incident and returning light generally having different paths through the microscope. In the prior art, these apertures were typically either slit or pin hole type, and there are various techniques in the prior art for synchronizing these apertures as they are moved to completely map the specimen and thereby create a complete image thereof.

One such technique utilizes the Nipkow disc, which is a disc typically containing over 32,000 holes, each about 50 microns in diameter, and arranged as a series of Archimedian spirals. In operation, the disc is spun to rotate a series of complex, precisely aligned holes in one side of the Nipkow disc across the incident light beam to create the incident light scan. The returning light is directed back along a different path through the opposite side of the Nipkow disc which contains a symmetrical set of complex, precisely aligned holes to mask the out-of-focus light. In other words, the Nipkow disc contains pairs of precisely aligned holes or apertures, each hole in the incident light path having a corresponding hole for the returning light path. In the Nipkow disc, great care must be taken
to create each hole exactly the same size and shape, and in a perfectly symmetrical pattern to obtain an evenly illuminated field, and then it must be aligned such that each hole and its corresponding hole pair are perfectly aligned to illuminate and view the same part of the specimen at the same time. As might be expected, Nipkow discs are quite expensive to make in the first place and, once made, great care must be taken to mount them properly and control their movement to ensure proper operation of the microscope. Furthermore, a change in the magnification of the primary objective requires a change in the Nipkow disc to one having holes of different sizes.

As shown in the prior art patents mentioned above, there are other solutions to aligning the sets of apertures in these tandem confocal scanning microscopes. However, all of these devices suffer from the inherent problems involved in not only creating a pair of apertures which are exactly the same size and shape, but also coordinating the movement of the aperture pair with the separate light paths for the incident and returning light to create a high resolution, high quality image. Because of the requirement for dual apertures that are precisely aligned with themselves and the two light paths, there is an inherent limitation in the ability of the manufacturers to produce consistently high quality microscopes. Furthermore, these microscopes are significantly more expensive than microscopes not using this technology and require much more fine tuning and adjustment to maintain the image quality.

One of the patents mentioned above, U.S. Patent No. 3,926,500, discloses a confocal scanning microscope utilizing a single pin hole diaphragm placed at a field plane which is conjugate to the
specimen plane in both the incident and reflected light and thus represents an advance over the tandem confocal scanning microscopes explained above. With this arrangement, a Nipkow disc is not required and there is no need to carefully match and line up pairs of apertures. However, this microscope design utilizes a first lens in the incident light path only for focusing the light through the objective lens onto the specimen and a second lens in the reflected light path only which focuses the image of the specimen at the observation plane. With this arrangement, it is quite inconvenient to change the magnification of the microscope. Either one of two approaches might be made to effect a change in magnification. The first of these would be to change the image forming lens which receives only reflected light. However, if this primary focal lens is changed, there is no corresponding change in the illumination of the specimen and this can seriously degrade the image. Changing the illumination is particularly important in scanning microscopes because an image is created by brief exposure of light to each small area of the specimen illuminated through the aperture. With brief illumination, high intensity light is absolutely necessary to view the specimen whether by film, video camera or eye. Thus, not only the image forming lens, but some other lens in the incident light path must also be changed in order to properly condense the light to match the new image forming lens.

A second way magnification can be changed is by changing the power of the primary objective. Although a change in the primary objective eliminates the problem mentioned above with regard to illumination as it receives both incident and reflected light, other adjustments are required. As the ideal aper-
ture size for confocal imaging is determined by the magnification and numerical aperture of the primary objective, a change in the primary objective must also be accompanied by a change in the aperture size in order to ensure proper confocal imaging. Thus, the aperture or pin hole size in the diaphragm would need to be changed each time the magnification is changed. Therefore, the inventors believe that the arrangement for the microscope shown in this reference is not readily adaptable to most microscopy applications because of its lack of versatility.

The inventors herein are also aware of a microscope which utilizes mirrors and extra lenses to create a conjugate field plane at a point proximate to the eyepiece thereof. Mirrors are placed in the returning light path only and reflect the light perpendicularly thereto for a distance to locate the created image plane physically away from the eyepiece for clearance purposes. At this conjugate image plane, various kinds of accessories, including a video or still camera, may be interfaced to provide greater versatility for viewing and recording the specimen. In essence, this conjugate field plane serves as an optical port for accessing the viewed specimen. However, this optical port may be used with any type of microscope, and does not have any effect on the image created by the microscope.

Despite all of the difficulties involved in the design and use of confocal scanning microscopes, and their rather significant expense, they provide significant improvement over the images which may be obtained through the use of an ordinary epi-illumination microscope. Indeed, in the last several years, there has been renewed interest in the use or confocal scanning microscopes as an instrument to aid in the
investigation of biological and physical phenomena. Because of this increased interest in confocal scanning microscopes, there has developed a significant demand for these microscopes. Presently, they are commercially available but, as mentioned above, are generally many times more expensive than an ordinary microscope because of the manufacturing and tolerance problems related above.

In order to solve these and other problems in the prior art, the inventors herein have succeeded in designing and developing a confocal scanning epi-illumination microscope and a kit for converting a standard epi-illumination microscope into a confocal scanning epi-illumination microscope which uses a single aperture for masking not only the incident light, but also the returning light. An extra lens or lenses are positioned between the body of the microscope and its primary objective lens to create a conjugate field plane for both the incident and reflected light in the light path between the specimen plane and the beam splitter, and an aperture is provided for placement within this conjugate field plane so that the incident and returning light are necessarily in focus both at the aperture (conjugate field plane) and the specimen (specimen plane). Lastly, means are provided to controllably scan the aperture across the specimen as required to achieve a true confocal scanning microscope. With this new arrangement, a standard microscope has not only been easily and inexpensively converted into a confocal scanning microscope, but this new arrangement provides advantages over all of the known, presently commercially available confocal scanning microscopes.

In both the full microscope design and the arrangement achieved by mounting the kit or the pres-
ent invention to a standard microscope, a tremendous advantage is obtained over the tandem confocal scanning microscopes in the prior art in that only a single aperture need be manufactured and aligned with a single light path. This completely eliminates the problem in aligning pairs of apertures with a pair of light paths, an inherently much more complex problem. In principle, the modified microscope is comprised of a standard microscope with a kit mounted thereto. The standard epi-illumination microscope contains a light source which provides an incident light beam, a beam splitter which may be a dichroic mirror, and a stage to move the specimen. In one embodiment, the kit includes a first or intermediate lens system which focuses the incident light at a first field plane, an aperture positioned at that first field plane, and a second intermediate lens system which defocuses the incident light into the microscope's standard objective lens, the objective lens refocusing the incident light at a plane where the specimen is positioned (specimen plane). In one embodiment, the microscope also has a first or intermediate lens system which focuses the incident light at a first field plane, an aperture positioned at that first field plane, and a second intermediate lens system which defocuses the incident light into the microscope's objective lens, the objective lens refocusing the incident light at a plane where the specimen is positioned (specimen plane). The returning light then retraces the same path through both of the intermediate lens systems and the same single aperture back to a beam splitter which may be a half-silvered mirror or the like where it is separated from the incident light and focused by an eyepiece lens, standard camera, video camera, or the like.
Thus, both of the incident and reflected light traverse both of the intermediate or extra lens systems, and the microscope continues to be compatible with its own and other standard lenses.

In essence, with this arrangement a second conjugate field plane for both the incident and returning light is formed at the aperture, this second field plane being conjugate to the specimen plane such that the specimen is illuminated with a light beam whose size and shape is determined by the size of the aperture and the lenses creating the conjugate field plane, the light being in focus both at the aperture and at the specimen. As a magnifying objective is positioned between the aperture and the specimen, the actual size of the light beam illuminating the specimen is smaller than the size of the aperture. Magnification of the microscope may be changed by merely replacing the first intermediate lens system. In this way the aperture size need not be changed as magnification changes as is required in other confocal scanning microscope designs. Moreover, the change in magnification is automatically accompanied by a concomitant change in the illumination as the size of the illuminating beam is condensed by the same lens.

The inventors herein also note, and disclose, still another embodiment for both a microscope and a kit which can be used to convert a standard microscope into a confocal scanning microscope, and which utilizes only one additional standard objective lens. However, in this embodiment, either the physical arrangement of the lenses or the performance of the microscope is not as convenient or desirable as in the first embodiment. As is well known in the art of microscopy, standard objective lenses are rated
with a particular magnification, numerical aperture, tube length, and working distance. The tube length represents the distance between the back focal plane of the lens and another focal plane behind the lens at which light of all wavelengths are in focus, that focal length thereby being the location for the color corrected focal plane. In a typical standard objective lens, this length is 160mm. As can be appreciated, if the second standard objective lens is inserted in line with the original standard objective lens, then the effective length of the microscope is virtually doubled, making the microscope somewhat unwieldy and inconvenient for proper laboratory use. Secondly, if there are no changes to the other lenses used in the microscope, then a phenomenon known as empty magnification may occur where excessive magnification of the specimen renders the image unintelligible. However, if lower power lenses are utilized at the other lens positions to correct for empty magnification, then it is quite possible to create a confocal scanning microscope with the addition of only one standard objective lens placed at the proper tube length.

In an alternate version of this embodiment, the primary objective lens may be placed closer to the aperture than would ordinarily be dictated by the tube length, but this would have an effect on the working distance of the lens and might possibly reduce it to such an extent as to make the microscope unusable. As known in the art, the working distance represents that distance between the front of the lens and the front focal plane of the lens where the specimen is to be placed for proper viewing. In a typical standard objective lens, this distance may be .17mm. As can be appreciated, significant reduction
in this distance would interfere with viewing of some specimens which are contained between glass slides, or the like. Additionally, there would be chromatic aberration in the image as the different wavelengths of light would not all be in focus at the same plane. In other words, the microscope could be focused for green but then be out of focus for blue and red. However, if the application would not require use of more than one wavelength or color component, or if the chromatic aberration is minimal for a particular application, then this would not detract from the operation of the microscope and it could be successfully achieved with standard lenses.

While all of the above embodiments utilize standard objective lenses, it is to be understood that special lenses could be designed and built in order to solve the tube length, working distance, and chromatic aberration problems inherent in the embodiments utilizing only one extra lens. However, this would eliminate the very significant advantage of a user being able to utilize his inventory of standard lenses in the microscope, an inventory which may include quite a number of special purpose lenses acquired at substantial cost for particular applications. The full microscope or the kit converted microscope would thus not be very versatile compared with the other embodiments and the cost could be quite significant to design and build such a special objective lens. The inventors therefore believe that this embodiment is not as desirable as the other embodiments disclosed and claimed herein.

Although it is important that the conjugate field plane be created for both incident and reflected light traversing the path between the specimen plane and the beam splitter, the inventors dis-
close embodiments wherein the physical location of the conjugate field plane is at different different positions. In some of the inventors' embodiments, the conjugate field plane is physically aligned along an axis extending between the eyepiece, beam splitter, and specimen. These embodiments require that the stage be low enough to allow the additional lenses and field plane to be inserted between the nose piece and stage. In other embodiments, a set of mirrors are provided and positioned to reflect both the incident and reflected light a distance away from the microscope centerline. By canting the mirrors properly, the stage need not be particularly low and greater clearance may be obtained for accessing the conjugate field plane such as might be desired to inter cambi e apertures. The mirrors in the principle axis of the microscope might also be formed on opposite sides of a single element to minimize the height of the microscope.

An aperture of any shape, such as a pin hole or slit or the like may be positioned at the coincident field plane to create the scanning beam for illuminating the specimen and also for masking the returning light. With this single aperture arrangement, many advantages are realized. For example, as mentioned above, there is no further need to create an aperture device which comprises two sets of precisely aligned holes or slits. Furthermore, there is no need to precisely align that pair of holes or slits with a pair of light paths, there being only one light path for both incident and returning light. Additionally, the manufacturing tolerances for a single aperture can be relaxed as the single aperture masks both the incident and returning light and must therefore be, by definition, fully and completely coinci-
dent. Replacement of the aperture may be easily ac-
commodated merely by removing the first aperture and 
replacing it with any other aperture. The only re-
quirement is that it be positioned at and aligned
within the conjugate field plane. As compared with 
the tandem confocal scanning microscopes in the prior
art, replacement of the aperture becomes a simple 
task as the problem of aligning the aperture is 
dramatically simplified.

This microscope design and converted single 
aperture confocal scanning epi-illumination micro-
scope made with the kit of the present invention is 
not only much less expensive than buying a "regular" 
confocal scanning microscope, but it is also of much 
higher quality in that manufacturing tolerances and 
alignment of the aperture do not have a dramatic ef-
fect on the quality of the image produced by the 
microscope.

While the principal advantages and features 
of the present invention have been explained, a more 
thorough understanding thereof may be obtained by re-
ferring to the drawings and description of the pre-
ferred embodiment which follow.

Brief Description of the Drawings

Figure 1 is a diagrammatic view of the 
single aperture confocal scanning epi-illumination 
microscope design and as formed by installation of 
the kit of the present invention to a regular epi-
illumination microscope; 

Figure 2 is a partial view of the optics 
portion of the microscope with light rays drawn in to 
represent the incident light; 

Figure 3 is a partial view of the optics of 
the microscope with light rays drawn in to represent 
the returning light;
Figure 4 is a diagrammatic view of the optics of the second embodiment of the present invention utilizing mirrors to relocate the conjugate field plane out of the vertical optical axis of the microscope;

Figure 5 is a side view of a version of the microscope and kit installed on a standard microscope;

Figure 6 is a cross-sectional view taken along the plane of line 6-6 in Figure 5 showing the interchangeable lens;

Figure 7 is a cross-sectional view taken along the plane of line 7-7 in Figure 5 detailing the aperture with the wedge-shaped slots;

Figure 8 is a diagrammatic view of the optics of the third embodiment of the present invention utilizing only one extra standard objective lens positioned at its correct tube length; and

Figure 9 is a diagrammatic view of the optics for two alternate versions of the third embodiment showing either a standard or specially ground objective lens placed relatively closer to the aperture.

Detailed Description of the Preferred Embodiment

As best shown in Figure 1, the first embodiment of the microscope and kit as installed on a standard epi-illumination microscope results in the single aperture confocal scanning epi-illumination microscope 20. As shown therein, a light source 22 produces a beam of incident light 24 for illuminating the specimen. A beam splitter such as a half-silvered mirror or the like 26 reflects the incident light 24 through a first, standard objective, intermediate lens 28 which focuses the incident light at a first field plane where an aperture 30 is positioned. The aperture 30 may comprise a single pin hole or spot, a
rectangular slit, an Archimedian spiral of holes, or any other suitable aperture as is known in the art of confocal scanning microscopes. A second intermediate lens 32, which may also be a standard objective lens, defocuses the incident light into the standard objective lens 34 of the microscope 20. A negative or diverging lens 36 may be placed between lenses 32, 34 to correct for the tube lengths of lenses 32 and 34, as is known in the art. The inventors have utilized matched 10x, EF, 160mm standard objective lenses for lenses 28, 32. It is noted that lenses 28, 32 are utilized to create the field plane at aperture 30 for both incident light and light returning from the specimen 38 mounted on the stage 40. Thus, both incident and reflected light traverse lenses 28, 32. If the lenses 28, 32 are matched, there is greater assurance that the same effect is given to the light as it passes through both lenses. However, excellent images may be obtained with a simple plano-convex lens replacing lens 32. Furthermore, the magnification of the microscope 20 may be changed by merely replacing lens 28 with a lens having a different power. This is because both incident and reflected light traverse lens 28, and lens 28 is "above" the aperture and specimen. A means to move the aperture 30 (rotating Wipkow disc, slits, or spots) is included. If a rectilinear scan of a pinhole aperture is desired, an X-Y stage controller 42 and matched computer 44 which are well known in the art for controlling the movement of a microscope stage could serve. The inventors have found that such a controller may also be used for controlling the movement of aperture 30 within the conjugate field plane to achieve the scanning of the aperture across the specimen 38 as desired herein. A second half-silvered
mirror or the like 46 may be utilized to divert the reflected light either into an eyepiece 48 for direct viewing of the specimen 38, or for directing the light to video camera 50 which produces a plurality of images reconstructed by an image processor 52 for display on a Ckt 54 or the like.

In practice, the inventors have found that the X-Y stage controller 42 may be a part No. 517mF as manufactured by Stahl Research Laboratories, and that the aperture may be mounted to a 22mm stage as manufactured by Artek. Also, a light source producing blue, green, or ultraviolet light may be utilized for light source 22, and the specimen 38 may be dyed such that incident light impinging on specimen 38 induces fluorescence of a different wavelength to facilitate its separation from incident light by standard fluorescence excitation and barrier filters near the half-silvered or diconroic mirror 26. However, it is to be understood that these particular components are merely examples of those which might be utilized by one of ordinary skill in the art and that other equivalent devices for achieving separation of incident from reflected light may also be used without departing from the spirit and scope of the invention. For example, bright field epi-illumination may also be carried out with an aperture in a surface that does not reflect light into the ocular or whose reflections are blocked by cross polarization.

As shown in Figure 1, those items which comprise the kit for converting the ordinary microscope into the single aperture confocal scanning microscope 20 include intermediate, standard objective lenses 26, 32; aperture 30; X-Y stage controller 42; and computer 44. As an option, the negative or di-
verging lens 36 may also be included to correct for the tube length of lenses 32, 34, as mentioned above. Typically, a standard, laboratory use, epi-illumination microscope would include the other components as shown in Figure 1. The mechanical positioning and layout of a commercial embodiment of the kit 21 as installed on an ordinary microscope is more fully explained below and shown in Figure 5.

As best shown in Figures 2 and 3, a conjugate field plane for both incident and returning light is created as it traverses the space between the mirror 26 and the specimen by lenses 28, 32, both of which are in the light paths for incident and reflected light. This is more easily understood by referring first to Figure 2 which represents the incident light. Typically, a light source 22 includes a lamp 56 for creating the illumination, a first lens 58 and second lens 60 which accommodate the placement of an aperture diaphragm 62 for adjusting the intensity of the incident light and also creating a field plane for the placement of a field diaphragm 64 to permit adjustment of the incident light beam size. A third lens 62 provides further control for focusing the incident light. As mentioned, these components are typically included within a Kohler illumination type light source 22, as known in the art. The incident light is then reflected by half-silvered or dichroic mirror 26 through the first intermediate lens 28 which creates a field plane 66 of the incident light for insertion of the aperture. This field plane 66 is conjugate to the field plane created at the specimen, or specimen plane 68. Field plane 64 is also conjugate to field plane 66. This minimizes the potential for inadvertent misalignment of the light source such that a good quality illuminating
beam is formed.

As best shown in Figure 3, the image forming path of the returning light essentially retraces the same path as the incident light traversed between the mirror 26 and specimen plane 68. However, the intermediate lens 32 acts to refocus the returning light and induce a field plane 70 which is conjugate to the specimen plane 68. It is noted that the induced conjugate field plane 70 for the returning light is coincident with the induced conjugate field plane 66 of the incident light such that an aperture placed at this coincident conjugate field plane has the same effect upon the incident light as it does upon the returning light. Additionally, another conjugate field plane 72 is induced such that an eyepiece 48 may be used to replicate the magnified specimen at the viewer's eye, or a video camera or film (see Figure 1) may be used to replicate the specimen as necessary to record an image.

As shown in Figure 4, a microscope arrangement 74 can be formed by adding a first pair of mirrors 76, 78 which are placed at an acute angle in the light path for both incident and reflected light. These mirrors reflect the light out of the optical axis or centerline 80 of the microscope 74 and through the intermediate lenses 28, 32. A second pair of mirrors 82, 84 are then used to bounce the incident and reflected light back in alignment to create the conjugate field plane 66, 70 at a point physically removed from the optical axis of centerline 80. As is well known to those in the art, the angles at which mirrors 76, 78, 82, 84 are positioned are virtually limitless and can be used to greatly vary the distance between mirrors 82, 84 and thereby increase the physical accessibility to the conjugate field
planes 66, 70, as desired. Also, the lateral dis-
tance between the conjugate field planes 66, 70 and
the optical axis or centerline 80 may be changed as
desired.

As shown in Figures 5, 6, and 7, an embodi-
ment of the microscope, or the kit 21 is attached to
the nosepiece 86 of a standard epi-illumination mi-
croscope with the microscope's standard objective lens
88 being secured to the kit 21. Therefore, the kit
21 interfits between the nosepiece 86 and the stand-
ard objective lens 88 in the manner shown. The mi-
croscope or the kit 21 includes a generally elongated
assembly 90 having a first pair of mirrors 92, 94
which divert the incident and reflected light along
the length of the assembly 90. A second pair of mir-
rors 96, 98 direct the incident and reflected light
through a spinning aperture 100 which takes the form
of a circular disc having a number of wedge shaped,
radially aligned slits 102, 104. The aperture 100 is
rotated by motor 106 and controlled by motor control
108. At a midpoint in the assembly 90 is mounted a
lower fixed lens 110 and an upper rotatable wheel 112
(see Figure 6) having four separate lenses 114, 116,
118, 120; any one of which may be rotated into posi-
tion in the light path. Lens 110 corresponds to lens
28 and lenses 114-120 correspond to lens 32 in Figure
1 and perform a like function as explained above.
Changing lenses with rotatable wheel 112 achieves a
change in magnification and illumination of the spec-
imen. A mechanical positioning device 122 mounted
atop the outboard end of assembly 90 permits reposition-
ing of the aperture 100 with respect to mirrors
96, 98. This permits adjustment of the optical sec-
tioning viewed by the microscope as the average width
of apertures 102, 104 (see Figure 7) through which
the light traverses is changed due to their wedge shape, thereby changing the size of the scanning light beam. The smaller the width of the apertures 102, 104 used to mask the incident and reflected light, the smaller the depth of the optical section obtained.

Still another embodiment of the invention disclosed and claimed herein is shown in Figure 8 and includes a standard eyepiece 124, a beam splitter 126, a standard objective lens 128, an aperture means 130, a second standard objective lens 132, and a specimen plane 134. Other components of the standard microscope are not shown in Figure 8 for purposes of clarity. As noted previously herein, each standard objective lens 128, 132 has a tube length representing the distance between the back focal plane 136, 138 respectively at each of lenses 128, 132 and its focal plane 140, 142 wherein a color corrected image is formed. As shown in Figure 8, this requires a physical separation represented by arrows 144, 146 corresponding to mounting tubes which may, in some instances, render the resulting microscope unwieldy or inconvenient for use. However, a major advantage can be realized in the embodiment in Figure 8 in that only a single extra standard objective lens 128 is required to create the field plane at aperture 130 both for incident light, and reflected light as the standard objective lens 132 need not be paired with the second intermediate lens, such as lens 32 as shown in Figure 1 in order to correct for the tube length. For purposes of illustration, arrows 148 and 150 represent the working distances for the standard objective lenses 128, 132. The full rated working distance of each of these lenses 128, 132 can be realized as the geometry of the microscope is ar-
ranged to make use of the full tube length rating of each lens.

An alternate version of the embodiment shown in Figure 8 is shown in Figure 9 and includes the same lenses 124, 128 and beam splitter 126 along with aperture 130 all oriented in their same relative physical positions. However, lens 152 may be either a standard objective lens or a specially ground lens, either one of which is oriented physically closer to the aperture 130 to render the microscope more compact and more readily usable in a manner similar to other standard microscopes presently commercially available. If lens 152 is a standard objective lens, then, as explained above, color aberrations may be induced in the resultant image and a reduced working height, as represented by the distance between arrows 154, may be experienced with the risk that the working height is reduced to a dimension so small as to render the microscope virtually unusable for many applications.

If lens 152 is a specially designed and manufactured lens having a reduced tube length, then the working distance and color aberration problems may be overcome with some sacrifice in the versatility of the microscope in that lens 152 may not be interchanged with other standard objective lenses.

There are various changes and modifications which may be made to the invention as would be apparent to those skilled in the art. However, these changes or modifications are included in the teaching of the disclosure, and it is intended that the invention be limited only by the scope of the claims appended hereto.
What Is Claimed Is:

1. A kit for converting a standard microscope for viewing a specimen into a confocal scanning microscope, the standard microscope including a light source for producing incident light for illuminating the specimen, a beam splitter means for separating incident light from light returning from the specimen, and an objective lens for focusing the light at a plane whereat the specimen is positioned (specimen plane), the kit comprising optic means to create a field plane in the incident light path, a means to re-position the objective lens to create a field plane in the returning light path, said field planes being conjugate to the specimen plane, an aperture means, the aperture means being positioned at the conjugate field planes, and means to controllably scan the aperture means within the conjugate field plane.

2. The kit of Claim 1 wherein the optic means comprises a standard objective lens.

3. The kit of Claim 2 wherein the kit further comprises means to position the standard objective lens at a distance substantially equal to its tube length.

4. The kit of Claim 1 wherein the kit further comprises a non-standard objective lens to use in place of the microscope objective lens.

5. The kit of Claim 2 wherein said optic means lens and the microscope objective lens are both traversed by both incident and reflected light, the
conjugate field planes created thereby being coincident.

6. The device of Claim 5 wherein the kit further comprises a second optic means positioned between the microscope objective lens and the aperture means, said second optic means having means to permit placement of the microscope objective lens closer to the aperture means than its tube length without degradation of the image.

7. The kit of Claim 5 further comprising means to divert both the incident and returning light to thereby position the conjugate field planes in an offset manner to the microscope.

8. The kit of Claim 1 wherein the aperture scanning means comprises a motor, and a computer means to control said motor.

9. The kit of Claim 1 wherein the optic means is positioned between the microscope objective lens and the beam splitter means of the standard microscope.

10. The kit of Claim 9 wherein the conjugate field planes are coincident thereby requiring only one aperture means.

11. The kit of Claim 10 wherein the microscope objective lens is attached to the microscope by screwing it thereinto, the kit having means to screw into the microscope in place of the microscope objective lens, and means for the objective lens to screw into the kit.
-23-

12. A kit for converting a standard epi-
illumination microscope for viewing a specimen into a
reflected light confocal scanning microscope (RLCSM),
the standard microscope including a light source for
producing incident light for illuminating the speci-
men, a beam splitter means for separating incident
light from light returning from the specimen, and an
objective lens for focusing the light at a plane
whereat the specimen is positioned (specimen plane);
the kit comprising an assembly for attachment between
the objective lens and the microscope, the assembly
being thereby positioned in both the incident and re-
turning light paths, the assembly including means to
create a single field plane conjugate to the specimen
plane, an aperture means positioned at the conjugate
field plane, and means to controllably scan the apen-
ture means within the conjugate field plane.

13. The kit of Claim 12 wherein the assembly
further comprises means to divert the incident and
returning light to thereby accommodate the position-
ing of the aperture means remote from the microscope.

14. The kit of Claim 13 wherein the conjugate
field plane creating means comprises a pair of lens
means, one lens means of the pair being positioned on
each side of the aperture means.

15. The kit of Claim 14 wherein the assembly
has means to facilitate the replacement of the apen-
ture means.

16. The kit of Claim 14 further comprising means
to facilitate changing one of said lens means to
thereby change the magnification of the microscope.
17. The kit of Claim 14 further comprising means to adjust the effective size of the aperture means to thereby adjust the optical section viewed by the microscope.

18. A confocal scanning microscope for viewing a specimen with epi-illumination, the microscope including a light source for creating incident light to illuminate the specimen, first optic means for focusing the incident light to form a specimen plane, means to separate incident light from light returning from the specimen, the specimen plane being adapted for receiving the specimen desired to be viewed, an aperture means, a second optic means to create a field plane conjugate to the specimen plane for incident light, said second optic means being positioned between the light separating means and the aperture means, said first optic means having means to create a field plane conjugate to the specimen plane for light returning from the specimen, said first optic means being positioned between the aperture means and the specimen, said conjugate field planes being coincident with the aperture means being positioned thereat, and means to create a conjugate field plane for returning light whereat the specimen may be viewed.

19. The device of Claim 18 wherein the first and second optic means each comprise standard objective lenses.

20. The device of Claim 19 wherein the first optic means also has means to act as the primary objective of the microscope, there being no other opti-
21. The device of Claim 18 wherein the first optic means also has means to act as the primary objective of the microscope, there being no other optical element positioned between the aperture means and the specimen for magnification of the specimen.

22. The device of Claim 20 wherein the first optic means has a tube length, and the microscope further comprises means to position said first optic means at a distance substantially equal to its tube length from the aperture means.

23. The device of Claim 21 wherein the first optic means has a tube length, and the microscope further comprises means to position said first optic means at a distance substantially equal to its tube length from the aperture means.

24. The device of Claim 20 wherein the first optic means has a tube length, and the microscope further comprises means to position said first optic means at a distance from the aperture means substantially less than its tube length.

25. The device of Claim 18 wherein the first optic means comprises a pair of lenses, at least one said lenses being a standard objective lens.

26. The device of Claim 25 wherein the first optic means lens pair comprises two standard objective lenses.
27.

The device of Claim 26 wherein the second optic means comprises a single standard objective lens.
INTERNATIONAL SEARCH REPORT

I. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both National Classification and IPC

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
<tbody>
<tr>
<td>U.S. CL.</td>
<td>350/507, 527, 274</td>
</tr>
</tbody>
</table>

II. FIELDS SEARCHED

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Minimum Documentation Searched</th>
</tr>
</thead>
<tbody>
<tr>
<td>U.S. CL.</td>
<td>350/6.2, 507, 523, 524, 525, 526, 528, 266, 272, 273, 274, 275, 356/152</td>
</tr>
</tbody>
</table>

III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US, A, 3,926,500 (FROSH ET AL.) 16 December 1975 (16.12.75) (See the entire document)</td>
<td>18-27</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,323,299 (ROBERTS) 06 April 1982 (06.04.82)</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,215,934 (KARASAWA ET AL.) 05 April 1980 (05.08.80)</td>
<td></td>
</tr>
</tbody>
</table>

* Special categories of cited documents:

- "A" document defining the general state of the art which is not considered to be of particular relevance
- "E" earlier document but published on or after the international filing date
- "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- "O" document referring to an oral disclosure, use, exhibition or other means
- "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"A" document member of the same patent family

IV. CERTIFICATION

Date of the Actual Completion of the International Search: 14 December 1988 (14.12.88)

Date of Mailing of this International Search Report: 08 FEB 1989

International Searching Authority: ISA/US

Signature of Authorized Officer: [Signature]