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To (til tith OT, it infty conce77: 
Beit known that I, ROBERT CLARKE, a citi 

Zen of the United States, residing at New 
York, (Brooklyn,) in the county of Kings and 
State of New York, have invented certain new 
and useful Improvements in Water-Gages, of 
which the following is a specification. 
My invention relates to that class of water 

gages in which a glass tube extends vertically 
between two casings communicating with a 
boiler or water or other receptacle, the level 
of the fluid in such receptacle being indicated 
by that of the Water in the tube; and my in 
vention consists of means whereby to facili 
tate the insertion and removal of the tube 
and to maintain it free from deposits, as fully 
set forth hereinafter and as illustrated in the 
accompanying drawings, in which 
Figure 1 is a front view of my improved wa 

ter-gage as arranged upon the front of the 
boiler. Fig. 2 is a plan of Fig. 1. Fig. 3 is 
a full-sized sectional elevation through the 
center of the gage. Fig. 4 is a detail view of 
the hollow piston-rod. 
In the gage are two casings AA, preferably 

duplicates of each other, and a glass water 
tube fitting sockets of said casings, and the 
said sockets are open at both ends-that is, 
at both top and bottom-SO that the tube may 
be inserted and withdrawn through the 
socket. 
In that class of gages where the casings are 

not provided With Walve-seats and valves the 
sockets my extend centrally to the casings; 
but I have shown in the drawings casings con 
structed, as usual, with seats for valves upon 
stems I, extending through packed openings 
in the casing and provided with handles 2, 
and in such case each casing has a lateral ex 
tension 5, in which is the Vertical open-ended 
socket 2. Each extension 5 is threaded ex 
ternally at the inner end to receive a screw 
cap 8, holding the packing y, through which 
the glass gage-tube I extends. The opposite 
end of each socket is threaded internally to 
receive a threaded plug. The plug C, fitting 
the outer end of the socket of the lower cas 
ing, is tubular and contracted in diameter at 
the upper end, forming a nozzle 3 less in di 
ameter than the socket and perforated, the 
upper end of the nozzle affording the bearing 
for the lower end of the tube I and the inter 

nal diameter of the nozzle corresponding with 
that of the tube for the purpose described 
hereinafter. The lower end of the opening 
in the plug C is suitably closed-as, for in 
stance, by the casing of a petcock E. The 
upper or outer end of the socket of the upper 
casing receives the threaded plug B, which 
may be a solid plug or otherwise, as herein 
after described. 

It is well known that the glass tubes of wa 
ter-gages soon become incrusted or coated by 
deposits from the Water, so that in a little 
while it becomes practically impossible to de 
termine with any facility the height of the 
water in any of the tubes. This demands the 
frequent removal of the tubes, which in the 
construction above described is greatly fa 
cilitated by providing the casing with sock 
ets open at both ends, as described. In some 
instances the casing, with an ordinary socket 
open at one end, may be employed in con 
nection with a casing, as described, having a 
Socket open at both ends, the tube being in 
Serted and removed through the latter socket. 
It is preferable, however, to make use of both 
casings, each with a socket open at both ends, 
especially when the casings are provided with 
Valves and with lateral extensions, because 
in such case the tube may be set to either the 
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right or left of the gage by simply substitut 
ing the upper for the lower casing, thereby 
bringing the extensions to opposite sides. As 
both casings are similar in construction, the 
plug C in case of such reversal is removed 
from the lower casing and a plug B from the 
upper one and then replaced after the cas 
ings have been reversed. 
While the construction described permits 

of the ready removal and replacing of the wa 
ter-tubes, I obviate to a great extent the ne 
cessity of such frequent removals by provid 
ing the gage with a cleaning device. This 
may be of any suitable character adapted by 
its movement to remove the coating from the 
inside of the glass tube I and provided with 
means for operating it. As shown, the cleaner 
consists of a piston D, connected to a piston 
rod 7, extending upward to a packed opening 
in the plug B, so that the piston may be car 
ried vertically through the tube by a recip 
rocating piston-rod. The lower end of the 
piston-rod is hollow, open at the lower end, and 
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provided with lateral openings U, so that the 
water can flow freely to opposite sides of the 
piston when the latter is reciprocated in the 
tube. The piston may be carried below the 
port b of the lower casing, which is effected 
by providing the nozzle 3 in line with the tube 
I and of like diameter, so that the piston can 
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pass from one to the other, the water passing 
from the channel b through the openings 2 in 
the nozzle 3 into the tube I. By thus provid 
ing the gage with a device for cleansing the 
interior of the tube I, I am enabled to main 
tain the gage at all times at its maximum ef 
ficiency. It will also be seen that the cleans 
ing of the gage may be effected without the 
necessity of opening the gage and Without any 
variation in the temperature of the parts 
which would result if communication with the 
boiler is cut off and the gage-tube were cleaned 
by the application of any external appliance. 
While I have shown the piston-rod 7 as 

sliding to the plug B, it might be connected 
fixedly with the latter and operated after un 
screwing the plug from the casing. 
Without limiting myself to the precise con 

struction and arrangement of parts shown, I 
claim as my invention 

1. In a water-gage, the combination with 
casings, of a gage-tube in sockets in said cas 
ings, and a cleaning device fitting in said tube 
and adapted to be reciprocated therein from 
end to end while the tube contains fluids, sub 
stantially as described. 

2. In a water-gage, the combination with 
two casings, of a gage-tube in sockets in said 
casings, a suitably-packed plug for one of said 
casings, a cleaning device fitting in said tube 
and provided with a rod extending through 
said plug, and means for permitting the flow 
of water through the cleaning device between 
opposite sides of said cleaning device, sub 
stantially as described. 

3. In a Water-gage, a cleaning device con 
sisting of a piston-rod hollow near one end, 
provided with an opening in the same end and 
lateral openings in the hollow portion, and a 
cleaning-piston mounted on the same end of 
the piston-rod below the lateral openings, sub 
stantially as described. 

4. In a Water-gage, the combination with 
two casings, of a gage-tube, a cleaning device 
fitting in said tube and adapted to be recip 
rocated therein, and a nozzle serving as a 
guide for said cleaning device beyond said 
tube, adapted to permit the flow of fluid into 
said tube and to serve also as a support for 
said tube, substantially as described. 

5. The combination in a water-gage, of a 
glass gage-tube, casings supporting the latter, 

a tube-cleaning device movable from end to 
end within the tube, and an operating-rod 
therefor extending through a packed opening 
in the casing, substantially as set forth. 

6. A water-gage provided with a casing hav 
ing a lateral projection with a tube-receiving 
socket open at both ends, a plug fitting one 
end, a rod extending through a hole in the 
plug into the tube, and a cleaning device car 
ried by said rod within the tube and movable 
in the latter from end to end, substantially 
as set forth. 

7. The combination in a water-gage, of a 
valve-casing, a lateral extension on said cas 
ing provided with a tube-receiving socket open 
at both ends, a plug fitted in one end of the 
socket and a tube in the other end, a rod ex 
tending through a hole in the plug into the 
tube, and a cleaning device carried by the rod 
within the tube and movable in the latter 
from end to end, Substantially as set forth. 

8. The combination with the casings and 
water-tube of a water-gage, of a perforated 
nozzle supporting the lower end of the tube 
and in line there with, and a cleaning-piston 
sliding in the tube and nozzle and connected 
with an operating-rod, substantially as set 
forth. 

9. The combination with the casings and 
water-tube of a water-gage, of a perforated 
nozzle supporting the lower end of the tube 
and in line there with, and a cleaning-piston 
sliding in the tube and nozzle and connected 
with a hollow perforated operating-rod, sub 
stantially as set forth. 

10. A water-gage consisting of a Water-tube 
and two casings, each with a socket open at 
both ends and adapted at the inner end to 
receive the end of the tube and threaded at 
the outer end to receive a plug, and plugs fit 
ting the outer ends of the sockets, one of said 
plugs supporting a perforated nozzle 3, and a 
cleaning-piston arranged within the tube and 
connected to a piston-rod extending through 
a packed opening in one of the plugs, sub 
stantially as set forth. 

11. The combination with the tube of a 
water-gage, of a casing having a socket re 
ceiving the tube at one end, a nozzle provided 
with lateral openings and a screw-plug Sup 
porting the latter fitting the other end of the 
socket, substantially as set forth. 
In testimony whereof I have signed my 

name to this specification in the presence of 
two subscribing witnesses. 

ROBT. CLARIKE. 
Witnesses: -- 

CHARLES E. FOSTER 
W. CLARENCE DUWALL. 

75 

9o 

95 

O) 

O 

  


