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To all whom, it invctly conce77. 
Be it known that I, WILLIAM W. ROSEN 

FIELD, a citizen of the United States, residing 
at New York, county of New York, and State 
of New York, have invented certain new and 
useful Improvements in Suspenders, fully de 
scribed and represented in the following speci 
fication and the accompanying drawings, form 
ing a part of the same. 

This invention relates to improvements in 
suspenders for trousers or other garments, the 
improvements relating particularly, however, 
to that portion of a suspender known as the 
“end, by which the suspender is connected 
to the waistband of the trousers or other gar 
ment. - 

It is the object of the present invention to 
provide a suspender-end which shall be free 
from these objections; and I attain this object 
by the use of a suspender-end having, in ad 
dition to the button and button-hole, means 
of attachment to the trousers or other gar 
ment, a second or Supplemental means of at 
tachment for use when the primary means 
has been rendered useless. 
Constructions embodying my invention in 

its preferred form will now be described in 
detail, and the special features constituting 
my invention pointed out in the claims. 
The invention further consists in the con 

struction and arrangement of this second or 
supplemental attaching means. 

In the accompanying drawings, the ends 
are shown as arranged in pairs, one pair for 
each suspender-strap, which is the arrange 
ment most commonly employed in Suspendel's 
used With trousers. 
In said drawings, Figures 1 and 2 are re 

spectively front and back views of a pair of 
suspender-ends, in which are embodied the 
improvements of the present invention. Figs. 
3 and 4 are side views of the suspender-ends 
of each of said figures. Fig. 5 is a perspec 
tive view of the clasp forming the Supple 
mental connecting means detached from the 
suspender-end. Figs. 6,7, and Sare views illus 
trating modifications, which will be herein 
after referred to. 

Referring to said drawings, and particu 
larly to Figs. 1 to 5, it will be understood that 
AA’ represent a pair of suspender-ends of 
ordinary form united at their upper ends, as 

shown, and there provided with a ring B for at 
tachment to the suspender-strap. Each of the 
ends A A', in addition to the button-hole a, 
by which it is ordinarily connected to the 
waistband C, is provided with a supplemental 
fastening device attached to the suspender 
end at a suitable point in its length by means 
of a rivet b. This mode of attachment per 
limits the Supplemental fastening device to be 
SWung into position upon the suspender-end 
for attachment to the waistband C, as shown 
at the left of Fig. 1, or out of that position 
into the position in which it is shown at the 
right of Fig. 1. 
The Supplemental fastening device shown 

in FigS. 1 and 2 consists of two members 
namely, a double-ended pin c and a body e, 
provided with ears d, in which the pin c is 
hinged. The body e consists, preferably, of 
a plate, as shown, and has at the end oppo 
site the ears d shields or point-protectors f 
for protecting the ends of the pin c, as best 
shown in Fig. 5. As shown therein, the ends 
of the pin care bent to form hooks g for en 
gagement with the waistband C. The plate 
e has also formed upon it a rearward exten 
sion h, through which the rivet b is passed in 
attaching the plate to the suspender-end. 
The pin C will preferably be bent, as best 
shown in Fig. 5, to provide inward projec 
tions i, which, when the fastening device is 
in the position in which it is shown on the 
suspender-end A, will embrace opposite edges 
of the end A and hold the fastening device 
in place upon the suspender-end. These pro 
jections may be formed upon the other mem 
ber of the clasp-that is, upon the plate e. 
The manner of using the supplemental fast 

ening device just described is as follows: So 
long as the suspender-end remains intact and 
its button remains on the waistband C the sup 
plemental fastening device will occupy the 
position in which it is shown on the suspender 
end A. When, however, the button by which 
the suspender-end is connected to the waist 
band is detached therefrom, (as in the case 
of the suspender-end A,) the plate e and its 
pin C can be swung down into the position 
shown on the end A'. The hooked ends g 
being then withdrawn from the point-protect 
ors f, the parts will occupy the positions in 
which they are shown in Fig. 5. The hooked 
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ends g being then passed through the waist- which it is shown in Fig. 7 by a stud k, riv 
band and again inclosed by the point - pro 
tectorsf, (the plate e and the pins being then 
upon opposite sides of the waistband,) the 
parts will occupy the positions in which they 
are shown in Figs. 1, 2, and 4 on the end A', 
and said end will be securely attached to the 
waistband, as best shown in Fig. 4. In some 
cases the Waistband of the trousers will be 
of such thick material that the points of the 
pins will not be of sufficient length to pass 
far enough through the Waistband to be en 
gaged by the point-protectors or shields f. In 
that case the plate e will itself act as a shield 
for the points of the pins and will protect the 
same from contact with the vest or other gar 
ment of the user. With a fastening device 
thus constructed and used the trousers will 
be supported as satisfactorily and comfort 
ably as with the ordinary button and button 
hole attachment. 
Many changes in the specific construction. 

and arrangement of the Supplemental fasten 
ing device may of course be made, and such 
changes are not to be considered as depart 
ures from the present invention, which con 
sists in the employment on a suspender-end 
provided with a button-hole of a catch or 
clasp carried by the suspender-end and ad 
justable thereon from and to position for use 
in place of the button-hole in attaching the 
suspender-end to the waistband of the gar 
ment, - - 

In Fig. 6 is illustrated a modification in 
which the connection of the parts to the sus 
pender-end differs slightly from that of the 
preceding figures of the drawings, the rear 
ward extension h, instead of being integral 
with the plate e, is separate therefrom and 
rigidly riveted to the suspender-end. The 
plate is hinged in said extension h, as shown, 
its hinged end also having hinged in it the 
pin c. From this arrangement it results that 
in moving the pin and its plate to position on 
the suspender-end for use they will be swung 
on the extension h outward from the face of 
the suspender-end instead of, as in the case 
of the previous figures, sidewise thereof, the 
extension h remaining stationary. When the 
position of non-use of the pin c is that in 
which it is shown in Fig. 6-i. e., next the 
suspender-end-it follows that when moved 
to its position of use its position with relation 
to the plate e will be reversed, the latter be 
ing then next the suspender-end. It is ob 
vious that the position of these parts may be 
easily reversed. 
One of the many other possible changes in the 

construction and arrangement of the Supple 
mental attaching device is illustrated in Figs. 
7 and 8. As shown therein, this fastening de 
vice, instead of having a Swinging connection 
to the suspender, is adapted to slide thereon. 
As shown in said figures, the pin chashinged 
to it between the ears did a slide i, embrac 
ing wholly or partly the suspender-end. The 
fastening device is held in the position in 

eted in the suspender - end and having a 
hooked end, as shown, engaging the loweredge 
of the plate e. Instead of the hinged slidej, 
the plate e may be provided with a slide in 
tegral or rigid there with; or it may be pro 
vided with inward projections, such as the 
point-protectors g, which will wholly or partly 
embrace the suspender-end and hold the fast 
ening device in proper position. 

In a construction of fastening device such 
as illustrated in Figs. 6 and 7 the inward pro 
jections i of the clasp, as shown in Figs. 1 to 
6, will be unnecessary, their function being 
performed by the -slide i and stud k. The 
method of using this construction and ar 
rangement of fastening device is substan 
tially the same as that of the construction 
and arrangement of Figs. 1 to 6. When the 
plate e and its pin c are moved from the po 
sition shown in Fig. 6 to that of Fig. 7, the 
plate e is prevented from further downward 
movement by the engagement of the stud ic 
with the hinged end of the slidei, as shown 
in the latter figure. 
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The fastening device of the present inven 
tion, although intended principally for use as 
a fastening device Supplemental to the means 
of fastening ordinarily employed, may, in 
stead of being reserved altogether for use as 
a supplemental fastening device, be used for 
the purpose of holding up the drawers of the 
user, in which case it will be located upon the 
inner side of the suspender-end. 
While Ihave shown and described the inven 

tion as applied to a pair of ordinary suspend 
ers used for supporting trousers, it is evident 
that the invention is also applicable to other 
forms of Suspenders, and may be used in all 
cases in which garments are supported nor 
mally by buttons. It is of especial value, 
however, as applied to the support of trou 
sers, as the catch or clasp while normally 
held out of the way when the button-hole is 
in use is moved downward to a position op 
posite the button-hole when used, thus avoid 
ing any change in the set of the trousers on 
changing from the primary to the supple 
mental fastening device. 

I claim 
1. A suspender-end having a button-hole 

normally used to support the garment, and a 
catch or clasp arranged substantially as de 
Scribed and normally held upon said sus 
pender-end in a fixed position above the but 
ton-hole, but adapted to be brought down upon 
the Suspender-end to a position at or near the 
button-hole when used in place of the latter 
to support the garment, substantially as de 
scribed. 

2. The combination, With a suspender-end 
having a button-hole normally used to sup 
port the garment, of a catch or clasp carried 
by Said Suspender-end and adjustable on said 
suspender-end to and from a position at or 
near the button-hole, said catch or clasp con 
sisting of a double pinc, having its ends bent 
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to form hooked points by which the garment 
is held when the clasp is used in place of 
the button-hole, body e, in which said pin is 
hinged at the end opposite the hooked points, 
shields if on the body inclosing the hooked 
points of the pin, and inward projections , 
embracing the edges of the suspender-end 
and holding the clasp in position above the 
button-hole when not in use, substantially as 
described. m 

3. A clasp consisting of a double pin c, 
having its ends bent to form hooked points, 
body e, in which said pin is hinged at the 
end opposite the hooked points, shields fon 
the body inclosing the hooked points of the 
pin, and inward projections for embracing 
the edges of the suspender-end or other ar 
ticle to which the clasp is attached to hold 
the clasp in position upon the suspender-end 

or other article when not in use, substantially 
as described. 

4. A clasp adapted to be attached to a sus 
pender-end or other article, substantially as 
shown and described, and consisting of a 
double pin C, having its ends bent to form 
hooked points, body e, in which said pin is 
hinged at the ends opposite the hooked points, 
shields if on the body inclosing the hooked 
points of the pin, and extension h for at 
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taching the clasp and in which the body e is 3o 
hinged, substantially as described. 
In testimony whereof I have hereunto set 

my hand in the presence of two subscribing 
Witnesses. 

WM. W. ROSENFIELD. 
Witnesses: 

J. J. KENNEDY, 
C. J. SAWYER. 

  


