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The object of my invention is to provide a chair, 
for use on beaches and lawns, the back and seat 
of which are both adjustable to different positions 
and in which all the structural elements are ca 
pable of being folded into positions of Substan 
tial parallelism, so that it is convertible into a 
nearly two-dimensional structure, which may 
therefore be easily carried by hand in trans 
porting it to and from the place of intended use. 

Preferred embodiments of the invention are 
shown in the drawings, wherein 

Fig. 1 is a perspective view of the chair with 
the parts thereof assembled and adjusted to one 
position. 

Fig. 2 is a side view of the chair, with the head 
rest removed, with the parts approximating folded 
position. 

Fig. 3 is a vertical section through the de 
tachable head rest. 

Fig. 4 is a similar view of a modified construc 
tion of head rest. 

Fig. 5 is a cross-section through Fig. 4 on the 
line 5-5. 
The back-rest comprises a series of upwardly 

extending, spaced-apart slats a which, at their 
lower ends, are Secured to a cross-bar b and, 
near, but below, their upper ends, are secured 
together by a cross-bar k. The ends of cross 
bar b are pivotally connected with the side bars 
c, c of the seat of the chair. The side bars c 
near their front ends are secured together by 
a cross-bard. Legs e are pivoted to the side bars 
c immediately back of the cross-bar d. The rear 
ends of the side bars have short feet f. The 
side bars are also connected, near their front 
ends, by a cross-rod g and, near their rear ends 
(back of cross-bar b) by a cross-rod h. A flex 
ible seat cover i, of any suitable fabric, extends 
between the cross-rods g and h, the ends of the 
cover being secured to these rods. 

Pivotally secured to the ends of the cross 
bar k are arms m, which serve as legs support 
ing the back-rest. The lower ends of these arms 
are secured together by a cross-rod in. A flexible 
connection o, preferably a strip of suitable fabric, 
is at Opposite ends wound about the rods h and in . 
and limits the angular movement of the arms m 
and thus limits the angle of inclination of the 
back rest. The arms m may be swung to any 
Smaller angle than that shown in Fig. 1 to allow 
the back-rest to assume a more nearly vertical 
position if desired. 
The head rest shown in Figs. 1 and 3 comprises 

a Series of cross-wise extending spaced-apart 
slats p secured together by side plates r. The 
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lower ends of these side-plates are connected by 
two relatively narrow slats or cross-bars S spaced 
apart a distance not materially greater than the 
thickness of the slats a. Thereby the head-rest 
may be slipped into engagement with the back 
rest. When so engaged the lower of the four 
cross-wise slats p of the head-rest rests against 
the upper ends of the slats a and thus the back 
rest and head-rest are held in rigid relation. 

Fig. 2 is a side view of the chair in process of 
being folded. It is clear that When the folding 
operation is complete all the parts will be in 
approximately the same plane. Before folding, 
the head rest is removed, and after folding the 
head rest may be deposited on the back-rest in 
a horizontai position. Thus all the parts of the 
chair will lie flat one upon or within another 
and the length will be no greater than the length 
of the back-rest, thereby making it compact for 
shipping and providing a nearly two-dimensional 
structure which may be easily carried. 
In Figs, 4 and 5 is shown a modified head-rest. 

Side plates t are connected together at or near 
the top by a cross-rod at and near the bottom by 
two pairs of slats or cross-bars v, u), which, like 
the slats s of Figs. 1 and 3, are spaced apart and 
adapted to slidably engage the upper ends of the 
slats at of the back-rest. Between the side plates 
is stretched a cover ac preferably of fabric, against 
which the head is adapted to rest. 
What I claim and desire to protect by Letters 

Patent is: 
1. A chair comprising a back-rest the back 

rest comprising upwardly extending spaced-apart 
slats, and a separate head-rest; the head-rest 
comprising side members and a pair of cross 
bars extending between and on opposite sides 
of the side members, the head rest being adapted . 
to engage the back-rest by positioning the cross 
bars on opposite sides of the back-rest slats and 
sliding the head-rest downward, stop means ory 
the back-rest and the head-rest for limiting the 
downward movement of the head-rest and means 
above the cross-bar adapted to engage the back 
rest Slats. 

2. A chair and head-rest as defined in claim 1 
in which the head-rest comprises also a cross 
slat, connecting said side members, above...and 
spaced from said cross-bars and which is adapted 
to rest upon the upper ends of the back rest 
slats when the head-rest is slid into position on 
the back-rest. 

3. A chair and head-rest as defined in claim 1. 
in which the head-rest comprises also a series of 
Spaced apart cross slats extending across and . 
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beyond the side members, while the side members 
are adapted to be seated between adjacent back 
rest Slats. 

4. A chair and head-rest as defined in claim 1 
in which the head-rest comprises also a cross slat, 
connecting said side members, above and spaced 
from said Cross-bars and which is adapted to rest 
upon the upper ends of the back-rest slats when 
the head-rest is slid into position on the back 
rest, and a sheet of flexible material extending 
between the side members of the head-rest. 

5. A chair and head-rest as defined in claim 1 
in which the head-rest comprises a second pair 
of CrOSS-bai's Spaced from the pair of cross-bars 
specified and extending between and on opposite 
sides of the side members of the head-rest, and 
a sheet of flexible material extending between 
said side members. 

6. A chair having a back-rest provided with a 
cross-bar below the upper end of the back-rest 
and a separate head-rest, the head-rest com 
prising side members and a pair of cross-bars 
extending between and on opposite sides of the 
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4. 
side members at the lower end of the head-rest, 
the head-rest being adapted to engage the back 
rest by positioning the cross-bars on opposite 
sides of the back-rest and sliding the head-rest 
downward to seat one of the cross-bars on the 
head-rest on the cross-bar on the back-rest and 
means on the head-rest above the cross-bars in 
engagement with the back-rest. 

HENRY HILL COLLINS. 
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