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(57) ABSTRACT 

Methods and apparatus are provided for an electric vehicle 
embodying an axial flux traction motor directly coupled to a 
wheel thereof. The traction motor comprises a stator having 
coils for producing a magnetic field, an annular rotor mag 
netically coupled to the stator and mechanically to an output 
shaft. Permanent magnets of alternating polarity are mounted 
on the annular rotor. Magnetic shunts bridge a portion of the 
stator slots above the coils. The magnets are arranged in 
groups with group-to-group spacing exceeding magnet-to 
magnet spacing. Adjacent edges of the magnets diverge. The 
method comprises, looking up d- and q-axis currents to pro 
vide the requested torque and motor speed for the available 
DC voltage, combining at least one of the d- and q-axis 
currents with a field weakening correction term, converting 
the result from Synchronous to stationary frame and operating 
an inverter therewith to provide current to the coils of the 
motor. 
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FIG. 4 
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GEARLESS WHEEL MOTOR DRIVE SYSTEM 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

0001. This application claims the benefit of U.S. Provi 
sional Applications Nos. 60/494.249; 60/494.250; and 
60/494.251, all filed on Aug. 11, 2003. This application is a 
continuation application of U.S. patent application Ser. No. 
1 1/845,469, filed Aug. 27, 2007, which is a divisional appli 
cation of U.S. application Ser. No. 10/903,929, filed Jul. 29, 
2004, the disclosures of which are hereby incorporated by 
reference. 

TECHNICAL FIELD 

0002 The present invention generally relates to electric 
vehicle (EV), fuel cell electric vehicle (FCEV), or hybrid 
electric vehicle (HEV) propulsion systems. More specifi 
cally, the present invention relates to electric traction motors 
and controls therefore, for use in EVs, FCEVs and/or HEVs 
where the motor directly drives the wheel. 

BACKGROUND 

0003. There exist a variety of electric propulsion or drive 
technologies used to power vehicles. The technologies 
include electric traction motors such as DC motors, AC induc 
tion motors, Switched reluctance motors, synchronous reluc 
tance motors, brushless DC motors and corresponding power 
electronics for controlling the motors. In the prior art, it has 
been common to couple the traction motor(s) to the front or 
rear wheels of the vehicle using a mechanical drive-line with 
reduction gears and a differential. Sometimes, the motors are 
mounted in the driving wheels without a differential and 
coupled to the wheels through speed reduction gears. While 
Such systems are functional, they suffer from higher weight, 
lower reliability and lower efficiency due to the mechanical 
drive-line (gears, differentials, transmissions, etc.) between 
the motor(s) and the wheels. 
0004. Accordingly, there is an ongoing need to provide 
traction motors and control systems for EV, FCEV, and HEV 
application that do not require use of a differential or reduc 
tion gears. In addition, it is desirable to provide Such traction 
motors having a form Suitable for inclusion directly in or 
adjacent to a vehicle wheel. It is further desirable that such 
motors employ permanent magnets for good efficiency and 
high torque density. Other desirable features and characteris 
tics of the present invention will become apparent from the 
Subsequent detailed description and the appended claims, 
taken in conjunction with the accompanying drawings and the 
foregoing technical field and background. 

BRIEF SUMMARY 

0005. An apparatus is provided for an electric vehicle 
embodying an axial flux traction motor directly coupled to a 
wheel thereof. The traction motor comprises a stator having 
coils for producing a magnetic field, an annular rotor mag 
netically coupled to the stator and mechanically coupled to an 
output shaft. Permanent magnets of alternating polarity are 
mounted on the annular rotor facing the stator. Magnetic 
shunts bridge a portion of the stator slots above the coils. The 
magnets are preferably arranged in two or more groups with 
group-to-group spacing desirably exceeding magnet-to-mag 
net spacing. Adjacent edges of the permanent magnets pref 
erably diverge. 
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0006. A method is provided for operating a traction motor 
for an electric Vehicle. The method comprises looking up 
optimized d- and q-axis stator currents to provide the 
requested torque and motor speed for the available DC volt 
age, combining at least one of the d- and q-axis currents with 
a field weakening correction term to take into account differ 
ences between the optimized stored motor parameters and 
actual motor parameters for optimized behavior, converting 
the corrected d- and q-axis currents from Synchronous to 
stationary frame and operating an inverter therewith to pro 
vide drive currents to the coils of the motor. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0007. The present invention will hereinafter be described 
in conjunction with the following drawing figures, wherein 
like numerals denote like elements, and 
0008 FIG. 1 is a partially cut-away simplified plan view of 
a traction motor according to the present invention; 
0009 FIG. 2 is a side view of the traction motor of FIG.1; 
0010 FIG. 3 is a simplified plan view of a portion of the 
stator of the traction motor of FIGS. 1-2 showing further 
details; 
0011 FIG. 4 is a side view of a portion of the stator and 
rotors of the traction motor of FIGS. 1-2, showing further 
details; 
(0012 FIGS.5A and 5B are plan views of the interior face 
of rotors of the traction motor of FIGS. 1-2 showing further 
details and according to further embodiments, and FIG.5C is 
a plan view of an enlarged segment of the rotor of FIG. 5A or 
5B showing still further details; 
0013 FIG. 6 is a plot of observed back-emf voltage on the 
windings of the traction motor of the present invention versus 
time, for a preferred embodiment of the present invention; 
0014 FIG. 7 is a plot of shaft power versus shaft speed for 
the motor of the present invention under several operating 
conditions; 
0015 FIG. 8 is a plot of no-load power consumption ver 
Sus speed for two motors, one including a preferred embodi 
ment of the present invention and the other without: 
(0016 FIGS. 9A and 9B are constant efficiency torque 
Versus speed contours for two motors, one with a preferred 
embodiment of the present invention in FIG.9B and the other 
without in FIG.9A. 
0017 FIG. 10 is a perspective view of a rotor support 
according to a preferred embodiment of the present invention; 
0018 FIG. 11 is a perspective view of the rotor support of 
FIG. 10 with rotors mounted thereon and showing further 
details; 
(0019 FIG. 12A is a simplified edge view and FIG. 12B is 
a simplified plan view of a portion of a rotor of FIG. 11 
showing still further details; 
(0020 FIGS. 13A-13B are simplified plan views of a seg 
ment of a stator and stator Support of the traction motor of the 
present invention, wherein FIG. 13A shows the stator and 
stator support separated and FIG. 13B shows them 
assembled; 
0021 FIG. 14 shows a partially cut-away and cross-sec 
tional view through the traction motor of the present invention 
with rotors, stator and stator Support in place; 
0022 FIG. 15 is a simplified representation of the d-q 
magnetic axes used in analyzing the motor of the present 
invention; 
0023 FIG. 16A is a plot of observed and calculated motor 
torque versus control angle C. and FIG. 16B is a plot of 
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calculated d-axis flux versus control angle and FIG.16C is a 
plot of calculated q-axis flux versus control angle, for the 
motor of the present invention; 
0024 FIG. 17 is a flow chart illustrating a method for 
calculating optimized control parameters for the motor of the 
present invention; 
0025 FIGS. 18A-B are plots of torque versus speed for 
different values of the optimal control parameters, the d- and 
the q-axes currents I, I wherein FIG. 18A has optimized I, 
as the parameter and FIG. 18B has optimized I as the param 
eter; 
0026 FIG. 19 is a plot of observed torque versus speed 
under various operating conditions for the motor according to 
the preferred embodiment of the present invention; 
0027 FIGS. 20A-B are simplified block diagrams of a 
motor control system process architecture according to a 
preferred embodiment of the present inventions, wherein 
FIG. 20A provides an overview and FIG. 20B provides fur 
ther detail; 
0028 FIGS. 21A-B are plots of d-axis and q-axis current, 
respectively, for the motor of the present invention under 
several operating conditions; and 
0029 FIG.22 is a simplified schematic diagram of a com 
puter based system Suitable for carrying out the control pro 
cesses of the present invention. 

DETAILED DESCRIPTION 

0030 The following detailed description is merely exem 
plary in nature and is not intended to limit the invention or the 
application and uses of the invention. Furthermore, there is no 
intention to be bound by any expressed or implied theory 
presented in the preceding technical field, background, brief 
summary or the following detailed description. The terms 
“motor and “machine' are used interchangeably herein to 
refer to the traction motor/generator of the present invention. 
0031 Referring now to FIGS. 1-2 together, FIG. 1 is a 
simplified partial cut-away plan view and FIG. 2 is a side view 
of rotor and stator portions of traction motor 30 according to 
the present invention. Motor portion 30 comprises first annu 
lar or washer-shaped rotor plate 32 on which are affixed 
permanent magnets (PMS) 33, second annular or washer 
shaped rotor plate 34 on which are affixed PMs 35, and stator 
36 with core 41 and current carrying coils (windings) 37 
separated by stator polepieces 42. In FIG.1, portion 38 offirst 
rotor 32 has been cut away to reveal permanent magnets 
(PMs) 33 lying above stator 36 and portion 40 has been cut 
away along with PMs 33 to show underlying stator core 41 
supporting windings 37 with stator pole pieces 42 between 
windings 37. Bolt holes 44, 46 are conveniently provided in 
rotors 32, 34 respectively by which a rotor support or yoke 
(not shown) can be provided to couple rotors 32,34 to a motor 
output shaft (not shown) rotating around center 48. Pole 
pieces 42 of stator Support core 41 are circumferentially 
spaced around stator 36, separated by angular amount 47. 
generally referred to as the stator pole pitch (SPP). In general, 
coils 37 are similarly spaced around stator 36. Coils 37 are 
preferably wound from flat ribbon conductors but this is not 
essential. 
0032 Rotors 32, 34 are usually the moving parts coupled 

to the vehicle wheels and stator 36 is generally fixed to the 
vehicle frame in Some way. This is the preferred arrangement, 
because it avoids commutating the power leads to the stator, 
but this is merely convenient and not essential. With the motor 
of the present invention either the rotors or the stator may be 
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coupled to the vehicle wheels and the other coupled to the 
vehicle frame. Either arrangement is useful. For convenience 
of description it is assumed hereafter that the rotors are 
coupled to the vehicle wheel and the stator to the vehicle 
frame but this is not intended to be limiting. 
0033 For convenience of explanation and clarity of illus 
tration of the important features of motor 30, the yoke or rotor 
Support coupling rotors 32, 34 to the motor output and the 
structure attaching stator 36 to the vehicle frame are omitted 
from FIGS. 1-2. (A preferred arrangement is illustrated in 
FIG. 14.) However, persons of skill in the art will understand 
that any convenient arrangement may be used for coupling the 
rotors to the motor output shaft and to the wheels without an 
intermediate mechanical drive-line (e.g., no differential, 
reduction gears, etc.) and for coupling the stator to the vehicle 
frame. Further, persons of skill in the art will understand 
based on the description herein that rotors 32, 34 are sup 
ported by bearings that align rotors 32, 34 with respect to 
stator 36 while allowing mutual rotation thereof. 
0034) First and second rotors 32, 34 with attached perma 
nent magnets (PMs) 33, 35 are coupled together and move 
together, rotating around axis 48 with respect to stator 36 
under the influence of the magnetic fields provided by PMs 
33, 35 and coils 37. PMs 33 are magnetized with their mag 
netic poles Substantially perpendicular to the plane of rotors 
32, 34 and stator 36, and the direction of magnetization of 
adjacent PMs alternates. For example (see FIG. 1), if PM330 
has a north (N) in contact with rotor 32 (and therefore a south 
(S) pole facing stator 36), then PM331 has a Spole in contact 
with rotor 32, PM332 a Nand PM 333 a S and so forth. Pairs 
of PMs are arranged on rotors 32, 34 facing each other across 
stator 36. Facing PMs on rotors 32, 34 preferably have the 
opposite magnetization direction. For example, (see FIG. 2) 
arrows 430, 432, 434 show the direction of magnetization of 
PMs 330, 332, 334 on rotor 32, which have S poles facing 
stator 36. Facing PMs 350, 352, 354 on rotor 34 have direc 
tions of magnetization shown by arrows 450, 452, 454, also 
with Spoles facing stator 36. Thus, each facing pair of PMs on 
rotors 32, 34 have opposed directions of magnetization (e.g., 
see arrows 434, 454 for PMs 334,354 respectively). This is 
the preferred arrangement, however, the other arrangement 
where the magnet facing each other have the same magnetic 
orientation is also possible and is useful. PMs 33, 35 are 
attached to rotors 32, 34 by any convenient means, but a 
fastening means that includes magnetic attraction is pre 
ferred. Glue or other adhesive may be used to attach PMs 33, 
35 to rotors 32, 34. It is desirable that the glue provide a shear 
strength equal or greater than about 3 N/mm. Permanent 
magnets 33, 35 are conveniently of sintered Nd Fe—B. 
Grade VACODYM655 HR supplied by Vacuumschmelze of 
Hanau, Germany and grade SC35 UH supplied by Italfit Mag 
neti of Udine, Italy are suitable. 
0035 FIG.3 is a simplified plan view of portion 80 of core 
41 of stator 36 of traction motor 30 of FIG. 1, showing further 
details and illustrating a preferred manner of construction. 
Core 41 is preferably radially laminated, that is, formed from 
many layers of spiral wound iron strip 83. Strip 83 is prefer 
ably of the same general type of high magnetization material 
used in electric machines. Grade M-15 non-oriented electri 
cal steel supplied by A K Steel Corporation, Middletown, 
Ohio is a non-limiting example of a suitable material. Slots 56 
needed to accommodate coils 37 are formed from cut-out 
regions punched in strip 83 before it is wound into a toriodal 
shape for core 41. The spacings between the cut-out regions 
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of strip 83 are graduated so that as the strip is wound one layer 
around the previous layer on a temporary mandrel or form, the 
cut-out regions in each new layer line up with the cut-out 
regions of the previous layer to form slots 56 in the finished 
core. Coils 37 are then conveniently wound in place in slots 
56. While this method of assembly of core 41 and coils 37 is 
preferred it is not essential. For example and not intended to 
be limiting, an alternative arrangement is to form core 41 in 
short circumferential segments, one segment for each coil. 
The core segments can be made, for example, using powder 
metallurgy techniques. A pre-wound coil is then placed on the 
segment and Successive segments Snapped or otherwise 
attached together to form the toroidal shape of stator 36 
complete with core 41 and coils 37. The coils can be electri 
cally coupled together in the desired electrical configuration 
either before or after assembly. Either arrangement is useful. 
0036 FIG. 4 is a side view (looking generally in the direc 
tion of arrow 53 in FIGS. 1-2) of portion 54 of stator 36 of 
traction motor 30 of FIGS. 1-2, much enlarged and showing 
further details illustrating the static flux flow through core 41 
and rotors 32, 34 produced by PMs 33,35. PMs 331,351 are 
particularly illustrated. Referring now to FIGS. 2 and 4 
together, coils 37 are mounted in slots 56 of stator core 41 
between stator pole pieces 42. Air gaps 49, 49' are provided 
between pole pieces 42 of stator core 41 and PMs 33, 35. In 
the preferred embodiment, coils 37 are divided into three 
groups, each driven by one of three phases of AC current. 
These phases are denoted 0a, Ob, Oc. Currents Ia, Ib, Ic are 
supplied to phases 0a, Ob, 0c respectively. As is common in 
the art, these three phases are “Y” connected with or without 
a neutral. The coils spaced around the stator are electrically 
coupled in spaced-apart pairs. Referring now to FIG. 2, coil 
371 is coupled in series with coil 374, coil 372 is coupled in 
series with 375 and coil373 is coupled in series with coil 376. 
Thus, coil 371 receives (0a--, coil 372 receives 0c-, coil 373 
receives Ob--, coil 374 receives 0a-, coil 375 receives 0c-i- 
and coil 376 receives Ob-. This coil arrangement is repeated 
around stator 36. While three phase AC windings are pre 
ferred, this is not essential and more or fewer phases may be 
used depending upon the needs of the vehicle design. 
0037. A problem associated with axial flux machines of 
the type described here is the cogging arising from the cored 
stator design. Cogging torque results from the interaction of 
the magnet edges with the stator slots. Cogging appears as 
pulsations in the torque output of the motor. Unless compen 
sated, these pulsations can be transferred to the vehicle driv 
eline, thereby producing unwanted vibrations. Cogging also 
causes wasteful harmonics to be generated. When cogging is 
severe these harmonics are visible in the motor's Voltage and 
current waveforms. It has been discovered that cogging can 
be virtually eliminated by dividing the PMs into two or more 
groups that are spaced apart on the rotors. 
0038 FIGS.5A and 5B are plan views of interior surface 
61, 61' of rotor 60, 60' according to further embodiments of 
the present invention and suitable for use in place of rotors 32. 
34 of traction motor 30 of FIGS. 1-2, so as to reduce or 
eliminate cogging. Interior surface 61, 61' of rotor 60, 60' 
faces toward stator 36 and rotor 60, 60' rotates around center 
62. 62 analogous to center 48, in much the same manner as 
rotors 32,34 already described. Surface 61, 61' of rotor 60, 60' 
has mounted thereon, PM’s 64, 64 generally similar to PMs 
33, 35 of rotors 32, 34, but with different circumferential 
spacing, that is, different PM pitch 51,51'. As illustrated by 
PMs 640, 641, 642, 643 of rotor 60 and PMs 640', 641', 642", 
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643" of rotor 60', north-south magnetic orientation alternates 
in the same manner as for PMs 33, 35 of rotors 32, 34. For 
example, if PM 640 has a Spole facing axially away from 
surface 61 (i.e., toward stator 36), then PM 641 will have a N 
pole, PM 642 a Spole, PM 643 a N Pole and so forth, facing 
stator 36, and similarly for their primed equivalents on rotor 
60'. In FIG. 5A, PMs 64 are conveniently divided into two 
groups 66, 68, and in FIG. 5B PMs 64' are conveniently 
divided into four groups 65", 66', 67, 68', but different num 
bers of groups may also be used and the examples in FIGS. 
5A-B are not intended to be limiting. Groups 66, 68 are 
separated by gaps 50 and groups 65", 66' 67", 68' are separated 
by gaps 50'. 
0039. Where stator 36 has M pole pieces and M coils and 

is driven by a 3-phase Supply, then M/3 coils are assigned to 
each phase. Each PM bridges approximately across three 
stator pole pieces 42 and three coils 37 (see FIGS. 2, 4). Thus, 
the preferred arrangement uses M/3 PMs. The stator pole 
pitch (SPP) is 360/M. The SPP is the angular separation 
between the centerlines of successive stator pole pieces 42 
(i.e., angle 47 in FIG. 1). Where the PMs are uniformly 
distributed around the periphery of rotors 32,34, then the PM 
pitch (PMP) is 3x(360/M). In the embodiment of FIG. 5A, 
there are M-90 coils and pole pieces on stator 36 and M/3=30 
PMs on rotors 32, 34, 60. Thus SPP=360/90–4 degrees and 
for evenly distributed PMs the PMP=360/30–12 degrees. 
0040. It has been found that cogging can be substantially 
reduced without adverse side affects by short pitching the 
PMs, for example in groups 66, 68 by an amount equal to 
about one-half the SPP for each group. In the preferred 
embodiment, gaps 50 between groups 66, 68 are each 
approximately 2xSPP/2=2x360/(2M)=360/90—about 4 
degrees for M=90. This is accomplished by reducing the 
spacing between PMS and/or slightly narrowing the circum 
ferential width of each PM so that the requisite number (360/ 
12)/n fit in each group where n is the number of groups. In 
FIG. 5A for a 90-pole machine with three poles per PM and 
two groups of PMs, there are 15 in each group. Thus, in the 
embodiment of FIG. 5A for an M-90 pole, 3 phase motor 
using short-pitched rotor 60, PMPs 51 desirably equals about 
(180-4)/ 15=11.73 degrees mechanical or 176 degrees elec 
trical, more or less. Electrical degrees equals mechanical 
degrees multiplied by the number of rotor pole pairs (15 for 
FIG. 5A). Persons of skill in the art will understand that gaps 
50 in PM group spacing of short pitched rotor 60 can vary 
from these ideal numbers. For example and not intended to be 
limiting, gaps 50 are usefully in the range of about 1 to 7 
degrees, better from about 2 to 6 degrees and preferably about 
4 degrees. PMPs 51 is adjusted correspondingly in accor 
dance with the size of gaps 50 and the number of PMs and 
gaps being used. 
0041 FIG. 5B illustrates a further embodiment employing 
four groups of PMs 65", 66', 67, 68 spaced apart by gaps 50'. 
Each group has 8 PMs so that the total number of PMs is 32. 
As noted in FIG.4, there are desirably 3 slots and coils per PM 
so there are a total of 3x32=96 slots and coils with the 
arrangement of FIG. 5B. So in FIGS. 5B, M=96. Shortened 
permanent magnet pitch PMP 51' is conveniently about (90 
3.75)/8=10.78125 mechanical degrees or 172.5 electrical 
degrees. Persons of skill in the art will appreciate based on the 
description herein that while two and four groups are illus 
trated in FIGS. 5A-B, this is not intended to be limiting and 
more groups can also be used. In general, it is desirable that an 
even number of groups be used. 
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0042 Expressed more generally, the shortened permanent 
magnet pitch PMPs in mechanical degrees can be determined 
from the equation PMPs (Yn360/M)(1/n-1/M)=360y(M-n)/ 
M’, where M is the number of poles on the stator, n is the 
number of groups into which the permanent magnets are 
divided (e.g., n-2, 3, 4. . . ), and Y is the number of phases 
(e.g., 2, 3, 4...). Thus for the arrangements of FIGS. 5A-B, 
identified respectively as PMP (60) and PMP (60'), evaluat 
ing the foregoing equation yields the shortened permanent 
magnet pitch values PMP (60)=(3*2*360/90)(1/2-1/90) 
=11.73 degrees, and PMP (60')=(3*4*360/96)(1/4-1/96) 
=10.78 degrees, as noted above. 
0043 FIG. 5C is a plan view of enlarged segment 60-1 of 
rotors 60, 60' of FIG. 5A or 5B, showing further details and 
according to a further embodiment. Segment 60-1 illustrates 
three adjacent PMs 64, that is, PMs 64-1, 64-2, 64-3. It will be 
noted that spacing 52 between adjacent PMs 64 of FIG.5C is 
not uniform, but varies as a function of radial distance from 
radially inner edges 64-IN of PMs 64 to radially outer edges 
64-OUT of PMs 64. In the example of FIG. 5C, magnet-to 
magnet spacing or gap 52-1 at radially outer edges 64-OUT is 
smaller than gap 52-2 at radially inner edges 64-IN. Stated 
another way, facing edges 64.R., 64L of adjacent PMs (e.g., 
PMS 64-2, 64-3) are not parallel but slantapart or toward each 
other, as preferred by the designer. In the example of FIG.5C, 
facing edges 64R, 64L slant apart as one progresses from 
radially outward PM edge 64-OUT toward radially inner PM 
edge 64-IN, but this is not intended to be limiting and they can 
also slant toward each other. Equivalently, the arrangement of 
facing edges 64R, 64L are such that they are preferably not 
parallel to radial line 60C that passes through center 62, 62 of 
rotor 60, 60'. It is preferred that facing edges 64R, 64L not be 
parallel to each other or parallel to radial line 60C. This 
reduces the cogging without a significant loss of torque and is 
generally Superior in performance to prior art arrangements 
where facing edges 64R, 64L are parallel with respect to 
radial line 60C. 
0044 Short-pitching the PMs and varying the spacing of 
adjacent PM facing edges, as illustrated in FIGS. 5A-C, pro 
duces a significant improvement in cogging and harmonic 
distortion as can be seen in FIG. 6 which shows back-emf 
voltage waveforms 100, 101, 102 of the three phases of trac 
tion motor 30 incorporating short-pitched rotors of the type 
shown in FIG. 5A. It will be observed that the waveforms are 
very sinusoidal indicating that there is little harmonic genera 
tion and therefore little cogging. The reduction in cogging is 
aparticular feature of the present invention. Short pitching the 
PMs averages the slotting effect of the interaction of the rotor 
magnets and the stator pole pieces, thereby reducing the 
cogging. The invented PM short pitching arrangement is par 
ticularly effective. The use of non-parallel facing magnet 
edges also contributes to the reduction in cogging. 
0045 FIG. 4 illustrates another aspect of the present 
invention. One of the problems associated with axial flux 
motors is the low phase inductance, especially at higher 
speeds. This adversely affects the range of speed over which 
the motor will operate at substantially constant power. More 
over, this low inductance can increase the d-axis current injec 
tion needed at higher speed for field weakening, thereby 
resulting in lower efficiency at higher speeds. Additionally, 
the slotting effect due to the slots between the PMs mounted 
on the rotors increases the no-load spin loss of the machine 
due to eddy current induced by the magnet flux. These prob 
lems are substantially eliminated by the inclusion of magnetic 
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fringing flux shunts or wedges 63 in stator core 41 above coils 
37 (see FIGS. 3-4). The material of magnetic wedges 63 
conveniently has a permeability that is much higher than that 
of air, but much lower than the permeability of steel lamina 
tion strip 83 used to form core 41 (see FIG. 3), and preferably 
does not saturate. This choice of this material for magnetic 
wedges 63 minimizes the short-circuit leakage flux into the 
magnetic wedges, while still providing improvement in the 
machine inductance. This provides a magnetic path for leak 
age flux, thereby improving inductance at all torque levels. 
The improvement in machine inductance both improves the 
high speed constant power range and the high speed effi 
ciency. Another benefit of magnetic wedges 63 is to increase 
the machine back-emf, thus improving torque without 
increasing the magnet content, and thus without increasing 
cost. This improvement in back-emf is achieved by the 
improvement of permeability of the magnetic circuit due to 
the addition of magnetic wedges 63 to the stator flux paths. 
The introduction of magnetic wedges 63 also reduces the 
stator slotting effect, which is a major source of no-load spin 
loss. As a consequence, the no-load spin loss is also reduced 
by using wedges 63. Soft magnetic composite type steel Such 
as Somaloy 500 +0.6% LB1 steel sold by Hoganas AB of 
Sweden, is a non-limiting example of the class of materials 
useful for wedges 63, but other materials meeting the general 
specification recited above may also be used. While the trap 
ezoidal-shape of wedges 63 illustrated in FIG. 4 allows them 
to be conveniently inserted into notches 58 in slots 56 and 
retained in place, this is not essential and any shape of wedges 
or fringing flux shunts 63 that allows them to be placed at least 
partly across the openings of coil slots 56 is also useful. 
Non-limiting examples of other shapes for magnetic wedges 
63 are trapezoidal, rectangular, elongated hexagon, half-cy 
lindrical shapes, and so forth. However, it is preferable that 
they not protrude substantially into space 49, 49' between 
pole pieces 42 and PMs 33, 35 (e.g., see FIG. 4). 
0046 Referring again to FIG. 3. Two examples of mag 
netic wedges 63 are shown installed in notches 58 of coil slots 
56. Magnetic wedge 631 in coil slot 561 extends part way 
across coil slot 561 between radially inward surface 411 and 
radially outward surface 412 of annular core 41. Magnetic 
wedge 632 located in coil slot 562 extends beyond surfaces 
411, 412. The arrangement of magnetic wedge 632 is pre 
ferred, but is not essential and not intended to be limiting. 
Smaller or larger coverage of slots 56 can also be used. 
0047 FIG. 7 shows shaft power versus speed curves 103 
106 of motor 30 incorporating magnetic wedges 63 of FIGS. 
3-4. Curve 103 shows calculated and measured regeneration 
operation at 250 volts, curve 104 shows the desired minimum 
motoring shaft power desired as a function of speed, curve 
105 shows calculated and measured motoring operation at 
250 volts, and curve 106 shows the calculated and measured 
motoring operation at 350 volts. It will be noted that the 
measured and calculated machine performance curves are 
Substantially coincident indicating that the magnetic model of 
the machine is reliable, and that the target motoring specifi 
cation is equaled or exceeded at all speeds. It can be further 
seen that at higher speeds, e.g., 600-1200 RPM the power 
output becomes approximately constant for the machine 
nominal Voltage of 250V. Maintaining a long constant power 
range is highly desirable for vehicle propulsion application. It 
will be noted further that from Zero to approximately 600 rpm 
(also at 250 volts; curve 105) the power output increases 



US 2009/029531.6 A1 

linearly with speed indicating that the motor is providing 
Substantially constant torque over this range. This is also 
desirable. 

0048 FIG.8 shows curves 107-108 of no-load power con 
Sumption versus speed for two machines; Machine A (curve 
107) without wedges 63 and Machine B (curve 108) with 
wedges 63, both operating under otherwise substantially 
identical conditions. Both machines have comparable back 
emf. It will be noted that Machine B (curve 108) with wedges 
63 uses much less power and therefore has significantly lower 
no-load spin loss. In addition to reducing the no-load spin 
loss, the addition of magnetic wedges 63 to stator 36 further 
improves the overall efficiency of the machine. This is shown 
by constant efficiency torque versus speed contours 109,110 
presented in FIGS. 9A-9B. Each of contours 109, 110 is the 
locus of allowable torque and speed at constant efficiency, the 
highest efficiencies in each case corresponding to the inner 
most contours. FIG.9B shows data for Machine B with mag 
netic wedges 63 and FIG. 9A shows data for an otherwise 
substantially identical Machine A without wedges 63. Both 
motors were operating at 250 volts. In FIG. 9B, inner-most 
contour 109-1 corresponds to an efficiency of ninety percent 
while in FIG.9-A innermost contour 110-1 corresponds to an 
efficiency of only eighty-seven percent. Thus, Machine B 
with wedges 63 has generally higher efficiency. In addition, 
for almost any given efficiency level, the torque-speed con 
tours of Machine B (with wedges 63) in FIG.9B have larger 
operating area. This means that, for almost any given effi 
ciency level, Machine B with wedges 63 can operate over a 
greater range of torque and speed than Machine A without 
wedges 63. This can be seen for example by comparing 
curves 109-2 and 110-2, which both correspond to eighty-five 
percent efficiency. The area of contour 109-2 is much larger 
than that of 110-2. The inclusion of magnetic wedges 63 is an 
important aspect of the present invention. 
0049 FIG. 10 is a perspective view of rotor support or 
yoke 70 according to a preferred embodiment of the present 
invention and FIG. 11 is a perspective view of assembly 87 
comprising rotor support or yoke 70 with rotors 32, 34 
mounted thereon. In the discussion that follows, it will be 
understood that rotors 32, 34 can also have the configuration 
of rotor 60, 60' of FIGS. 5A-C, and such are intended to be 
included in references to rotors 32, 34 in connection with 
FIGS. 10-14. Rotor support 70 comprises axial spacing 
region 72 whose axial width 71 conveniently (but not essen 
tially) determines the axial spacing of rotors 32, 34. Holes 73 
are conveniently included in axial spacer 72 to reduce its 
weight. Support 70 also desirably but not essentially has 
radial spacer 74 that centers rotors 32, 34 with respect to axis 
of rotation 48. Radial spacer 74 may be made a part of axial 
spacer 72. Either arrangement works. Axial spacer 72 and 
radial spacer 74 are tied together and Supported in the proper 
position with respect to axis of rotation 48 by radial gusset 
plates or web or spoke(s) 67 whose purpose is to couple rotors 
32, 34 to whatever is being driven by traction motor 30 and 
hold the moving parts (e.g., rotors 32, 34) in the proper 
alignment with respect to axis of rotation 48 and stator 36 (not 
shown here). Web 67 conveniently but not essentially has 
holes 77A-B provided therein to facilitate mounting and 
reduce weight. Web 67 may also be made in the form of one 
or more spokes extending from a central ring, rather than 
being a solid plate with holes, as shown for convenience of 
explanation in FIGS. 10-11. Either arrangement works. Web 
67 attaches to a wheel, shaft or other part (not shown) 
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intended to be driven by traction motor 30, in any convenient 
way according to the needs of the vehicle designer. Rotors 32. 
34 conveniently but not essentially have ventilation openings 
75, 75' therein (see FIG. 11) that provide for air circulation 
into interior space 65 between rotors 32, 34 where stator 36 
will be located (e.g., see FIGS. 2, 14). This helps to maintain 
uniform internal temperatures. Openings 75, 75" also reduce 
the weight of rotors 32, 34, which is desirable. For conve 
nience of illustration PMs 33, 35 are not shown in FIG. 11. 
0050 FIG. 12A is a simplified edge view and FIG. 12B is 
a simplified plan view of portion 81 of rotors 32.34 of FIG. 11 
showing still further details. Referring now to FIGS. 11 and 
12A-12B, rotors 32, 34 are provided with scooped-out or 
hollowed-out regions 76, 76 on their exterior faces, that is, on 
rotor surfaces 78, 78' facing away from region 65 between 
rotors 32, 34 where stator 36 will be located. (Scooped out or 
hollowed-out regions 76' on face 78' of rotor 34 are not visible 
in FIGS. 11, 12A-12B but are indicated in phantom in FIG. 
14.) Referring now to FIGS. 12A-12B, scooped out or hol 
lowed-out regions 76, 76' of depth 98 are located on exterior 
surfaces 78, 78' substantially directly behind permanent mag 
nets 33, 35 located on interior surfaces 79,79' of rotors 32, 34 
respectively, and are of Substantially similar area or lateral 
extent as magnets 33, 35. Depth 98 of scooped out or hol 
lowed-out regions 76, 76' is chosen so as to not significantly 
interfere with magnetic flux 84 coupling between adjacent 
permanent magnets 331,332,333, etc., on rotor 32 and analo 
gously on rotor 34. For example, Scooped out or hollowed-out 
region 761 lies substantially directly behind permanent mag 
net (PM) 331, region 762 behind PM332, region 763 behind 
PM333 and so forth circumferentially around rotor 32. Mag 
netic flux 84 passes from PM331 to PM332 and from PM332 
to PM333, etc., through rotor 32, traversing non-scooped out 
or non-hollowed-out regions 851, 852, etc., between PMs 33, 
essentially without significant interference from Scooped out 
or hollowed-out regions 761, 762, 763, etc. Rotor 34 is 
arranged in a similar way. This Substantially reduces the 
weight of rotors 32, 34 without a significant sacrifice in PM 
flux coupling and motor performance. Total flux in the rotor 
core behind the magnet is a minimum in the center of the 
magnet and gradually increases towards the two magnet 
edges. Therefore, the scooped out or hollowed-out region in 
the rotor back iron does not significantly affect total magnet 
flux, nor significantly affect the attainable torque. However, a 
significant reduction in rotor mass is achieved. This is a 
particular feature of the present invention. 
0051 Rotors 32, 34 are magnetic so as to provide a low 
reluctance magnetic path between adjacent PMs 33 on rotor 
32 and PMs 35 on rotor 34. Armco iron supplied by AK Steel 
of Middletown, Ohio is a non-limiting example of a suitable 
material for rotors 32,34. In general rotors 32, 34 need not be 
laminated, but this is not precluded. Rotor support structure or 
yoke 70 is preferably of a lighter and, usually, a non-magnetic 
material. Aluminum, magnesium, titanium, various non 
magnetic metal alloys, plastics, metal-plastic composites, 
plastics loaded with non-magnetic materials (e.g., glass, car 
bon, ceramic fibers or fragments, etc.) and combinations 
thereof are non-limiting examples of materials suitable for 
support structure or yoke 70. What is important is that support 
structure or yoke 70 be sufficiently stiffso as to hold rotors 32. 
34 in axial and radial alignment with respect to stator 36 (e.g., 
see FIG. 14), withstand the forces generated by operation of 
motor 30, couple the torque generated by motor 30 to the 
vehicle wheel (not shown), be generally corrosion resistant 
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and have the minimum possible weight consistent with the 
structural requirements. By using lighter weight structural 
materials for rotor support 70 and limiting the heavier mag 
netic materials of rotors 32, 34 to just the regions that require 
low magnetic reluctance, the overall weight and moment of 
inertia of motor 30 are minimized and the overall perfor 
mance of traction motor 30 is enhanced. This is a particular 
feature of the present invention. 
0052 FIGS. 13 A-13B are simplified plan views of seg 
ment 86 of stator 36 and stator support 88 of traction motor 30 
of the present invention, wherein FIG. 13A shows stator 36 
and stator support 88 separated, and FIG. 13B shows them 
assembled. Stator 36 has annular core 41 with poles 42 and 
with coils 37 interspersed between poles 42. By considering 
FIGS. 1-4 and 13 A-B together, it will be apparent that coils 37 
protrude beyond stator core 41 in the radial direction (perpen 
dicular to axis 48) but not in the axial direction (parallel to 
axis 48). This is a significant design feature since it allows the 
circumferentially directed Stator reaction torque to be trans 
ferred from stator 36 to stator support 88 by means of coils 37 
engaging stator support 88. Coils 37 are preferably wound 
from a flat ribbon and therefore possess significant lateral 
(circumferential) strength. Thus, coils 37 can withstand sig 
nificantly larger circumferentially directed forces than would 
be possible with wire wound coils. 
0053 Annular shaped stator support 88 preferably but not 
essentially has hollow interior 90 through which coolant 91 
circulates. Inwardly extending from stator support 88 are 
tooth-like protrusions 92 shaped and spaced so as to fit inti 
mately between coils 37 and in close proximity to core 41 of 
stator 36, as can be seen in FIG. 13B. This arrangement 
provides low thermal impedance so that heat may be readily 
extracted from coils 37 of stator 36 as shown by arrows 93 and 
from poles 42 of core 41 of stator 36 as shown by arrows 95. 
In the preferred embodiment, stator support 88 is attached to 
stator 36 by a thermally conductive epoxy, as for example, 
insertion molded or cast thermally conductive plastic or 
equivalent material 99 placed between protrusions 92, coils 
37 and pole pieces 42 of core 41. This insures intimate ther 
mal contact between support 88 and stator 36. Stycast Type 
2850 MT epoxy resin supplied through Emerson and Cuming 
of Canton, Mass., USA is a non-limiting example of Suitable 
thermally conductive material 99. Stator support 88 also 
reacts the circumferentially directed forces created by motor 
30 by means of, for example, attachment rings 88A, 88C and 
housing 113 shown in FIG. 14 by which motor 30 is coupled 
to the vehicle frame (not shown). Attachment rings 88A, 88C 
and housing 113 of FIG. 14 are non-limiting examples of how 
stator support 88 can be attached to the vehicle. Persons of 
skill in the art will understand based on the description herein 
that this is merely by way of illustration and not intended to be 
limiting and that the particular means for fixedly attaching 
stator support 88 to the vehicle will depend upon the particu 
lar vehicle configuration. 
0054 FIG. 14 shows a partially cut-away and simplified 
cross-sectional view through traction motor assembly 112 of 
the present invention with motor 30 comprising rotors 32,34, 
rotor support 70, stator 36, stator support 88 and housing 113, 
assembled in functional relationship. Internal ring structure 
88A is conveniently fixedly attached to stator support 88. 
External ring or plate 88C is conveniently attached to ring 
88A by bolts 88D, as for example by engaging threads 88B, 
but this is not essential. Any suitable means of attachment 
may be used. External ring or plate 88C is in turn fixedly 
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attached to housing 113 by any convenient means. In this way, 
the reaction torque of motor 30 is transferred from stator 36 to 
external housing 113 and eventually to the vehicle frame. The 
exact manner of attachment of external housing 113 to the 
vehicle frame will depend upon the particular vehicle con 
figuration and is omitted here. 
0055 Centrally located output shaft 114 is conveniently 
coupled to web portion 67 of rotor support 70, for example, by 
bolts 77AA engaging threaded holes 77A, but this is not 
essential. Any means of coupling rotor web 67 to output shaft 
114 of motor 30 of assembly 112 may be used. Further, while 
the construction and operation of motor 30 and motor assem 
bly 112 have been described interms of rotor support 70 being 
coupled to the wheel and stator support 88 being coupled to 
the vehicle frame, this is merely for convenience of descrip 
tion and not intended to be limiting. The connection of motor 
30 and motor assembly 112 between the wheel and vehicle 
frame could equally well be reversed, that is, stator support 88 
can be coupled to the wheel and rotor support 70 can be 
coupled to the vehicle frame. Either arrangement is useful. 
0056. The upper half of FIG. 14, that is, above axis of 
rotation 48 shows interior region 69 of motor assembly 112 
wherein rotors 32,34 with PMs 33, 35 and cooling holes 75, 
rotor support 70 with attachment holes 77A and mass reduc 
tion holes 77B, and alignment regions 72, 74, stator 36 with 
coils 37 and pole pieces 42 of core 41, stator support 88 with 
cooling chamber 90 and inwardly directed teeth92 for engag 
ing coils 37 and pole pieces 42 and so forth, are arranged in 
functional relationship. The lower half of FIG. 14, that is, 
below axis of rotation 48, shows exemplary housing 113 
surrounding interior region 69. Bearings 115, 115 are desir 
ably provided within or adjacent to housing 113 to support 
and align output shaft 114 (and therefore rotors 32, 34) with 
respect to housing 113 and stator support 88. Bearings 115, 
115 have inner races 116, 116' coupled to machine output 
shaft 114 and outer races 118, 118' coupled to housing 113, 
which is in turn coupled to stator support 88. Ball-bearings 
117, 117 roll between races 116, 118 and 116', 118' respec 
tively. By fixedly attaching races 116, 116' to output shaft 114 
and races 118, 118 to housing 113, gaps 94, 94' between PMs 
33, 35 and stator pole pieces 42, 42" are established and 
maintained at the proper size. Housing 113 with bearings 115, 
115 is intended to be merely exemplary and not limiting. 
Persons of skill in the art will understand based on the 
description herein that the mechanical arrangement for Sup 
porting rotors 32, 34 with respect to stator 36 may vary 
depending upon the particular vehicle or other apparatus to 
which motor 30 and assembly 112 is being applied. Accord 
ingly a wide variety of housing and Support arrangements 
may equally well be used and the claims that follow are not 
intended to be limited merely to the examples presented 
herein for purposes of explanation. 
0057 The electrical and magnetic operation of motor 30 
will now be described in more detail. In a Y-connected three 
phase machine with no neutral wire, the sum of the three 
phase currents I, II is Zero. Therefore, the actual number 
of variables is two and the third phase current can be calcu 
lated from the other two. In this way, a three-phase machine 
with phase currents I, I, I can be represented mathemati 
cally by two phases. This two-phase representation is well 
known in the art as the d-q representation, where machine 
behavior can be described in terms of quadrature currents I, 
I, where the d-axis is customarily aligned with the permanent 
magnet axis and the q-axis leads the magnet axis by 90 
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degrees electrical. This is illustrated in FIG. 15, which pro 
vides a simplified representation of the d-q magnetic axes 
used in analyzing the motor of the present invention. The 
control angle C. is the electrical angle between the phase 
current I, and the q-axis current I. The phase current I is the 
vector sum of dand qaxes currents II. For sinusoidal phase 
currents, I is the peak of the phase current. In general for 
positive values of the control angle C, the d-axis current I is 
negative, that is, it opposes the PM field. It is well known in 
the art to represent the operation of a PM multi-phase motor 
in terms of I, I, and C-arctan (-I/I). 
0058. The invented control technique can be implemented 
for a PM machine, both surface and interior type and makes it 
possible to maximize performance indices of the system Such 
as efficiency, torque per ampere, etc. By providing improved 
field weakening the control regulator (illustrated in FIGS. 
20A-B, 22) can transition into the non-linear (over modula 
tion) region of operation with operation close to the six-step 
or square wave mode of control Six-step control of a three 
phase PM motor is well known in the art and is described for 
example, in Power Electronics, Converters, Applications, 
and Design, Second Edition, by Ned Mohanetal published by 
John Wiley and Sons, Inc., New York, N.Y. In the six-step 
mode of control, timed current pulses are Supplied to combi 
nations of two of the three phases, which combination 
changes every sixty electrical degrees as the rotor turns. By 
allowing transitions into the non-linear region of operation 
the improved controller of the present invention improves 
both high-speed power and efficiency. The invented arrange 
ment works especially well for a strong flux machine Such as 
the axial flux machine of the present invention and works well 
in the presence of harmonics such as slot harmonics or wind 
ing harmonics. The torque command T, motor speed (), bus 
Voltage Vdc and stored machine properties are used to deter 
mine the optimum phase currents for efficient operation. The 
current commands are calculated using the current and Volt 
age limits of the system while utilizing them efficiently. These 
feed-forward current commands can then be used for control 
of the machine and, since they are calculated using the Voltage 
and current limits, ideally they are adequate to control the 
machine even during high-speed, field weakening operation. 
However, due to variations of the machine model parameters 
and the actual machine parameters, some deviation is 
expected and so a feedback field weakening term is provided 
to correct the error between the commanded current and the 
actual required current. Because the invented control 
approach uses the actual machine properties, the correction 
term is generally small and a smooth transition into the over 
modulation region is obtained. With respect to the variables 
mentioned herein, the convention is adopted of adding a 
SuperScript () to a quantity to indicate that it is a commanded 
quantity. For example, Trepresents the actual machine torque 
and T represents the commanded torque, that is, the torque 
command issued by the user to the motor controller; I rep 
resents the actual d-axis current and I represents the com 
manded d-axis current, that is, the d-axis current requested by 
the controller logic, and so forth for the other variables. 
0059 FIG. 16A shows curves 130 of the calculated and 
observed torque of motor 30 as a function of control angle C. 
FIG. 16B shows curves 132 of calculated d-axis flux as a 
function of control angle C, and FIG.16C shows curves 134 
of calculated q-axis flux as a function of control angle C, at 
different values of current. Positive current increases in the 
directions of arrows 131, 133, 135. The machine (motor) 
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characteristic data such as is illustrated in FIGS. 16A, 16B 
and 16C are used to develop a non-linear model of the 
machine that includes both saturation and cross Saturation 
effects. Once the non-linear model is created it is used to 
search for the optimized control parameters and the d-axis 
and q-axis current commands, using the methodology illus 
trated in FIG. 17. For each torque T, speed (), and bus voltage 
V, there exists a unique set of control parameters I, I, that 
maximize the machine performance indices. This model 
searches for these control parameters for all machine torque 
speed operational points for different bus Voltages. As will be 
Subsequently explained, the resulting optimized control 
parameters are stored in look-up tables that are employed by 
motor control system 160 (see FIG. 20) of the present inven 
tion, for operating the motor. 
0060 FIG. 17 illustrates method 790 for calculating opti 
mized control parameters. This method is preferably offline 
and can be carried out, for example, by computational system 
500 of FIG. 22 or any other computer system supplied with 
the needed input data. The calculated control parameters thus 
obtained are added as look-up table, e.g., stored in memory 
506 in real time machine controller 500 (see FIG.22). Method 
790 begins with START 792. In initial step 794 the inputs are 
the values of the torque command (T), the rotor speed (c)), 
the dc-bus Voltage (V) and the maximum inverter peak 
current (I), for which the control parameters (d- and the 
q-axes currents) are to be calculated. Method 790 calculates 
the optimized control parameter for all torque-speed (T-(),) 
operating points of the machine for a range of operating 
battery voltages (V). All these control parameters are then 
stored in memory 506 of real-time controller 500 as, for 
example, in lookup tables. It is an upper limit of the phase 
current, usually imposed by the inverter thermal limit. All the 
control parameters have to be calculated for operating within 
the Supply Voltage (V) and the current limit (I). In step 
800, a standard root seeking procedure, such as the method of 
bisections, etc., is executed to determine the control param 
eters I and C-arctan (-I/I) (see FIG. 15), operating within 
the inverter maximum current I, and dc bus Voltage V, 
needed to produce the commanded torque T. Query 802 is 
then executed to determine whether all possible control 
parameters, all currents (i.e., from 0 to I) and all control 
angles (i.e., from 0 to 90 degrees), are considered to make Sure 
that the optimal combination is selected. If the outcome of 
query 802 is YES (TRUE), meaning that all possible combi 
nations have been considered, then method 790 terminates at 
STOP 804. If the outcome of query 802 is NO (FALSE), 
meaning that all possible combinations have not yet been 
considered, then method 790 proceeds to Calculate Torque 
step 806 where the torque T is calculated for the current 
choice (from block 800) of the control parameters I and C. To 
calculate torque T, the machine characterization data of 
FIG. 16A is used. Query 808 is then executed to determine 
whether the absolute difference between the calculated 
torque T and commanded torque T is less than a pre 
defined small number e. In the preferred embodiment, e is 
selected such that the calculated torque T is within 0.1% of 
the commanded torque T or less. Higher or lower values of 
e can also be used depending on the level of accuracy desired. 
If the outcome of query 808 is NO (FALSE) then method 790 
returns to block 800 and selects another set of control param 
eters I and C. for the commanded operating point (T., (),) and 
the Voltage and current limits (V, and I) and repeats steps 
800-808 until the outcome of query 808 is YES (TRUE) or 
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STOP 804 occurs, i.e. the outcome of block 802 is YES 
(TRUE), which means that all the control parameters (Ivary 
ing from 0 to I and control angle C. varying from 0 to 90 
degrees) have been checked for a valid set of control param 
eter. If the outcome of query 808 is YES (TRUE), meaning 
that a useful set of control parameters has been found that will 
produce the desired commanded torque T at the machine 
output, then method 790 proceeds to step 810 where the 
d-axis and the q-axis flux linkages, p, and up respectively, 
are determined. To compute the machine flux linkages the 
characterization data of FIGS. 16B and 16C are used. The 
control parameter (I and C.) selected by the steps 800-808 
produce the commanded torque T operating within the cur 
rent limit of I. However, the Voltage limit imposed by the 
battery voltage V also needs to be considered. The next few 
steps calculate the machine terminal Voltage and check 
whether the machine voltage stays within the battery voltage 
V. For a bus Voltage of V the maximum phase Voltage 
available to the machine is (2/1)xV, this mode is called the 
six-step mode, where the full battery voltage is applied 
between machine terminals. In the preferred embodiment, the 
full six-step mode is not used but approximately 95% of the 
six-step mode Voltage. The constant Ma, (see Table I) in 
block 814 is selected accordingly. Calculate Voltage step 812 
is then executed wherein the machine phase Voltage V (de 
fined in Eq. (4) is calculated using the flux linkages deter 
mined in step 810 and Eqs. 2-5 described later. Then query 
814 is executed wherein the peak of the phase voltage Vs is 
compared to the dc-bus voltage V, multiplied by a constant 
(2/1)xM. The quantity (2/1)xV. is the maximum phase 
Voltage available to the machine for a battery Voltage of V. 
This mode is known as the six-step mode. The constant M, 
defines the inverter limit in the over-modulation region as will 
be explained in more detail later in connection with Table I 
and FIGS. 20A-B. If M is set to 1, inverter 182 (see FIG. 
20) operates in six-step mode. In the preferred embodiment 
M, is set to 0.95, which means that inverter 182 is operating 
at 95% of the six-step voltage limit. Inverter 182 operates in 
six-step when full bus Voltage V is applied to the terminals 
of machine 30 in FIGS. 20A-B. While the preferred value of 
M, 0.95, useful values are in the range of 
0.902M,210 and more conveniently 0.922M20.98. 
If the outcome of query 814 is YES (TRUE), which means 
that the selected control parameters would require more 
inverter voltage than available, then method 790 returns to 
block 800 as shown by paths 815, 823 where a further set of 
control parameters is selected. If the outcome of query 814 is 
NO (FALSE), then the current set of control parameter will 
achieve the commanded torque without exceeding the current 
and the Voltage limits of I and V respectively. In Subse 
quent step 816 the system losses (machine, inverter, etc.) are 
calculated and in step 818 the system efficiency is calculated. 
The losses are the sum of the inverter loss (IL) and the 
machine loss (ML), that is X(IL)+(ML). Persons of skill in the 
art will understand how to determine these losses. The effi 
ciency m is given by the equation m=(coxT)/((),xT* +X. 
(IL)+(ML)). Query 820 is then executed to compare the 
currently computed efficiency m, with the largest efficiency 
value m obtained with a previous valid set of control 
parameters. If the outcome of query 820 is NO (FALSE) 
indicating that the current efficiency is less than a previously 
computed efficiency, then method 790 returns to block 800 as 
shown by path 821,823 to select anotherset of control param 
eters. If the outcome of query 820 is YES (TRUE) then 
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method 790 proceeds to step 822 wherein the current set of 
control parameters I and C. are stored and m is set equal to 
the current value mand the new value of m is also stored, 
as for example in memory 506 of system 500 (see FIG. 22). 
Sub-steps 822A and 822B may be executed in either order. 
Following completion of step 822, method 790 returns to 
block 800 as shown by path 823. Method 800-823 repeats 
until the whole control range (I varying 0 to I and control 
angle C. varying 0 to 90 degrees) is checked for the optimal 
control parameters. The above-described process should 
yield a valid set of control parameter (I. C.) that maximizes 
the system efficiency for the required machine operating 
point (T. co,) and Voltage and current limits (V, and I). 
The whole process starting from the selection of another 
operating point (block 794) to the end should be carried out 
for all machine operating point (e.g., the entire torque-speed 
plane) and operating ranges of the battery Voltages. Once all 
the control parameters are obtained, they are stored in 
memory 506 of real time controller 500, e.g., as look-up table 
162 of FIGS. 20A-B. 

0061 FIGS. 18A and 18B show curves 136, 138 of torque 
Versus speed for optimal control parameters, the d- and the 
q-axes current commands respectively, for all torque-speed 
operating points of the machine whose characteristics are 
shown in FIGS. 16A-C. The bus voltage Vdc is 250 volts. 
These illustrate a typical set of optimum control parameters 
for the PM machine of FIG. 14, which maximize the drive 
system efficiency m. Curve 136 of FIG. 18A shows constant 
current contours of the q-axis current command and curve 
138 of FIG. 18B shows constant current contours of the d-axis 
current command. The parameter values on the various 
curves are I values in FIG. 18A and I, values in FIG. 18B. 
0062 Optimal control parameters are calculated for sev 
eral bus Voltages and for both motoring and regeneration 
operations. As will be Subsequently explained in more detail, 
these control parameters are stored in look-up tables available 
to motor control system 160 (FIGS. 20A-B) and system 500 
(FIG. 22). It is important to calculate look-up tables for 
motoring and regenerating operations separately. For the 
same torque-speed operating point, the machine terminal 
Voltage during regeneration operation is lower than for motor 
ing operation due to reverse direction of current flow. As a 
consequence, more torque is available duringfield weakening 
regeneration operation as compared to the motoring opera 
tion. 

0063 FIG. 19 shows plot 140 of observed torque versus 
speed under various operating conditions for machine 30 
according to the preferred embodiment of the present inven 
tion. Curve 142 corresponds to motoring at Vdc-184 volts, 
curve 143 generating at Vdc-184 volts, curve 144 motoring at 
Vdc 250 volts, curve 145 generating at Vdc 250 volts, and 
curve 146 motoring at Vdc-316 volts and curve 147 gener 
ating at Vdc-316 volts. It is clear that at high speed signifi 
cantly more power (torquexspeed) is available during regen 
erating operation as compared to motoring operation for the 
same bus Voltage Vdc. 
0064 FIGS. 20A-B are simplified block diagrams of a 
motor control system process architecture 160 according to a 
preferred embodiment of the present inventions, wherein 
FIG. 20A provides an overview and FIG. 20B provides fur 
ther detail. The hardware for performing the functions illus 
trated in FIGS. 20A-B is shown in FIG. 22. The control 
system of the present invention achieves two objectives: first, 
to maximize machine performance and second, to utilize the 
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DC bus voltage V effectively at high speed. The first objec 
tive is achieved by the optimized control table in block 162. 
The second objective is achieved by the field weakening 
provided by feedback module (field weakening function) 186 
in cooperation with optimized control parameter block 162. 
In a permanent magnet (PM) machine, the PM flux is always 
present. When the rotor rotates, the rotating magnet flux 
induces Voltage in the stator windings, which is called the 
back electromotive force (back-emf). As the speed becomes 
higher and higher, the back-emfalso increases. Above a cer 
tain speed the back-emf may exceed the DC bus Voltage V. 
At that point, control of the current through the machine is no 
longer possible. Therefore there is a need to reduce the mag 
net flux to reduce the back-emf so that the machine current 
can be controlled. This reduction in magnet flux is referred to 
as field weakening. In a PM machine, the PM flux itself 
cannot be reduced, therefore a negative d-axis current is 
injected into the machine at high speeds to counteract a por 
tion of the PM flux, thereby reducing the back-emf. Control 
function 160 carried out by real time controller 501 is par 
ticularly effective and allows greater than 95% utilization of 
the bus Voltage with stable control and good control response. 
The following parameters are defined for use in connection 
with control function 160 of FIGS. 20A-B and control system 
SOO of FIG. 22: 

0065. T: Torque Command 
0.066 (). Rotor Speed in rad/sec 
0067 (): Electrical frequency in rad/sec 
0068 0,. The measured or estimated rotor position 
0069 V: DC Bus Voltage 
(0070 I: d-axis current 
(0071. I*: d-axis current command 
(0072 I*: Modified (by the field weakening block 

186) d-axis current command 
(0073) I: q-axis current 
10074) I*: q-axis current command 
0075) p. d-axis flux linkage (flux linkage is the flux 
linking a coil created by another coil carrying current or 
a permanent magnet) 

0076 *: d-axis flux created by the d-axis current 
command I* 

(0077 p': d-axis flux created by the modified d-axis 
current command I** 

(0078 p, q-axis flux linkage 
(0079 p: q-axis flux created by the q-axis current 
command I* 

0080 R.: Machine per phase resistance S perp 

0081 U* : d-axis Voltage command (to the inverter d 9. 

I0082) U*, q-axis voltage command 
I0083 U.*: d-axis voltage in the stationary frame 
10084) U*: q-axis voltage in the stationary frame 
I0085 M: Modulation index, which defines the 
amount of voltage utilized by the inverter. (A modula 
tion index of 1 indicates 100% utilization of the dc bus 
Voltage.) 

I0086 M*: Modulation index command 
I0087 M., Reference modulation index. This defines 

the amount of voltage to be utilized by the inverter 
I0088. M.: A lower threshold value for M, 
I0089 Mr. A higher threshold value for M, 
(0090 PI: Proportional plus Integral controller. 

0091. Optimized current command table 162 receives 
inputs T, (), and V defined above. Table 162 is conve 
niently a look-up table, which is determined off-line using the 
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methods discussed in connection with FIGS. 16-19, wherein 
examples of optimized control parameter data are shown. The 
measured data defines the conditions that result in optimum 
performance, as for example, optimum efficiency, and 
include injecting negative d-axis current at high speed for 
field weakening. Based on: (i) the actual rotor speed (), 
obtained from measured quantities function 184 of FIGS. 
20A-B (and hardware block 512 of FIG. 22), (ii) user input 
commanded torque T, and (iii) DC bus voltage V obtained 
from measured quantities function 184 of FIGS. 20A-B (and 
hardware block 512 of FIG.22), table 162 provides the com 
manded d-axis current I, and the commanded q-axis current 
I* that should achieve the commanded torque T at speed co,. 
I* provides stability to the current regulation by lowering the 
machineback emf voltage at high speed. Ideally, I* from 162 
above is sufficient to lower the back emf and provide stability 
to the current regulator. However, any deviation between the 
optimized command table parameters and actual machine 
performance is taken care of by field-weakening correction 
function 186 described in more detail later. Function 186 
provides error correction term AI, which is added to I* in 
SUM function 199. This modified d-axis current is referred to 

as I, that is, IA*=(L*+AL,”). The I* output of function 
162 and the I*=(I*+AI*) output of SUM function 199 are 
fed to current regulator 185, which computes the necessary 
drive duty cycles D. D., D for inverter 182 that, in turn, 
drives machine 30. Feedback 187 (see FIG. 20A) is provided 
by current regulator 185 to field weakening function 186 so 
that the output of regulator 185 is adjusted (by modifying the 
commanded d-axis input current) to optimize overall perfor 
mance and take into account Small variations in machine 
properties. 
0092 Referring now to FIG.20B, the I* output of block 
162 and the I*=(I*+AI*) output of SUM block 199 are fed 
to SUM functions 163, 165 respectively, where the actual 
values I, I, obtained from measured quantities function 184 
are subtracted, giving the differences (errors) between the 
command value and actual values, which errors are then fed to 
PI functions 168, 170. Functions 168, 170 are proportional 
plus integral (PI) controllers, which are well known in the art. 
A properly designed PI controller will drive the above-noted 
current errors to Zero by appropriately modifying the Voltage 
applied to the machine. The outputs of PI functions 168, 170 
are fed respectively to SUM functions 172, 174 where the 
data received from PI function 168 is summed with the quan 
tity (coup *+I*R) and the data received from PI function 170 
is Summed with the quantity (-(),p.--I*R), and the results 
fed to over-modulation function 176. The above two feed 
forward terms are basically the respective axes (d- and 
q-axes) speed and resistive Voltage terms. By adding these 
two terms feed-forwardly to the current control loop, the 
dynamics of the current regulators are improved. Over-modu 
lation is a technique by which inverter 182 moves from opera 
tion in the linear region to operation in a non-linear region to 
maximize the voltage fed to the machine. There are several 
over-modulation techniques known in the art. Function 176 
implements an algorithm described by Holtz et el in IEEE 
Transactions on Power Electronics, Vol. 8, No. 4, October 
1993, pp. 546-553. This algorithm continuously and 
smoothly varies inverter fundamental output voltage with the 
modulation index up to its operation at full six-step. Function 
176 insures that inverter 182 continues to provide stable con 
trol of phase currents I, I, I even at high values of modula 
tion index M when inverter 182 is no longer linear in index 
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operation. Modulation index M is a measure of the 
inverter peak AC output versus the DC input V. M 0. 
means that the AC output voltage supplied by inverter 182 is 
Zero and M-1.0, means that the full battery Voltage Vis 
being applied to the machine terminal (this mode is also 
known as six-step mode). Up to about M=0.9069 where 
inverter 182 is delivering 90.69% of the battery voltage to its 
output AC waveforms, operation of inverter 182 is substan 
tially linear. Beyond that it is non-linear. Block 176 utilizes 
the algorithm of Holtz et al (ibid) to insure that operation in 
this region is still stable and provides d and q axis Voltage 
commands U*, U*, respectively, which are fed to synchro 
nous to stationary frame transformation function 178. 
0093. The approximately sinusoidal signals being Sup 
plied to machine 30 have a certain frequency. If an observer 
sits near the peak of the sine wave and rotates at the same 
frequency, the signal appears to be stationary in time. This is 
referred to in the art as the “synchronous frame” as opposed to 
the “stationary frame' where the observersees the actual time 
varying AC signals. In the synchronous frame the synchro 
nous AC quantities appear as DC quantities and are therefore 
easier to control. The phase current I and its d-axis and q-axis 
components I, and I are actually sinusoidal but in the syn 
chronous frame appear as DC quantities. Function 178 con 
verts these synchronous frame DC quantities back to Substan 
tially sinusoidal AC quantities in the stationary (real-time) 
frame. Function 178 yields outputs U.* and U* which are 
fed to duty cycle calculator block 180. D and Q are the 
stationary counterpart of the synchronous frame quantified d 
and q. The following expression is used to convert synchro 
nous frame quantities into stationary frame and vice versa 

cos(6) - sin(6) | 1 
wo sin(0) cos(6.) A 

where X is any machine variable Such as the machine Voltage, 
current, etc., and 0, is the rotor position. Inverter 182 is con 
ventional. Inverter 182 conveniently operates by pulse width 
modulation (PWM). Duty cycle calculator 180 determines 
the width of the pulses to produce the desired voltage (at the 
output of the inverter) as commanded by the current regulator. 
The wider the pulses (greater duty cycle) the greater the 
Voltage and therefore the greater the output currents. Function 
180 calculates the inverter duty cycles D. D., D for each 
phase a,b,c needed in response to inputs U.* and U* So that 
inverter 182 will produce the commanded voltages U, and 
U* at the machine terminals to produce the desired phase 
currents I, I, I. D. D., D are fed to inverter 182. Inverter 
182 receives D, D, D, and V and Supplies the requisite 
Voltage pulses to motor (machine) 30 to provide phase cur 
rents I, I, I. Measured quantities function 184 conveniently 
measures phase currents I, I flowing from inverter 182 to 
machine 30 and from these two calculates phase current I. In 
a Y-configuration with no neutral, the vector Sum of I, I, I, 
is Zero, so any two phase currents are sufficient to determined 
the third. However, any means or method for determining I, 
I, I may be used. Function 184 receives the battery voltage 
V and also conveniently receives (e.g., fed by a sensor) co, 
and 0, from machine 30 but this is not essential. It is well 
known in the art that both quantities can be determined by an 
analysis of the phase currents or other means that do not 
require separate sensors on machine 30. Either arrangement is 

Dec. 3, 2009 

useful. Function 184 uses these inputs to calculate the corre 
sponding values of I, and I. Function 184 is performed by 
measured quantities detector block 512 of FIG. 22. 
0094. The following describes field weakening correction 
function 186. For each current I and its control angle C. and 
hence for each d-axis and q-axis current, machine 30 pro 
duces certain d-axis and q-axis flux. The magnitude of these 
flux linkages does not change with speed and is therefore 
static in nature. These flux values are shown by curves 132, 
134 in FIGS. 16B-16C. Static flux table function 188 calcu 
lates or looks up the commanded d-axis and q-axis flux link 
ages co**, p, resulting from the modified d-axis and the 
q-axis current commands I**, I* obtained from function 
162. I* is the d-axis current command from function 162 
plus any field-weakening correction term added in SUM 
function 199. The outputs of function 188 are fed to function 
190, which calculates the commanded modulation index 
M*, based on I*, *, R., (), V, and P. p. 
according to the following equations: 

V*=I*R,-cop, 2 

V*=I*R,+cop,' 3) 

V-(V)2+(V)2 4 

Me (JIV) (2V) 5) 

M is used to calculate the limits applied in Saturation 
function 198 and reference modulation index M, which is 
explained later in connection with Table I. 
(0095. Function 192 of field-weakening module 186 calcu 
lates the square of the magnitude of M. The output of 
functions 172 and 174 (which are the inputs of function 192) 
are the d-axis and the q-axis Voltages that would be applied to 
the machine by the inverter. Using the equivalent equations of 
4 and 5. M is calculated. In the calculation Of M 
the actual Voltages, to be applied by the inverter, are used as 
opposed to the commanded Voltages used in equations 2 
5. The output of function 192 is fed to SUM 194 where 
IM, is subtracted from IM, where M is the refer 
ence modulation index (see Table I), and the result fed to PI 
function 196. M. defines the fraction of the available DC 
voltage that is to be used by inverter 182. PI function 196 
produces the desired additional d-axis current feedback 
needed to match the modulation index M to the reference 
modulation index M. The output of PI function 196 is fed to 
non-linear compensator 198 wherein the upper and lower 
limits on the feed-back error current AI, are set, according to 
Table I. The feed-back error current AI* modifies the current 
I* fed by optimized command table 162. Ideally, the feed 
back error current should be zero since function 162 should 
inject the right amount of d-axis current into the machine for 
field-weakening control at high machine speeds. However, 
the feed-forward control derived from function 162 by con 
troller or current regulator 185 cannot guaranty stability, 
because there are sometimes variations between the machine 
parameters stored in function 162 and the actual machine due 
to aging effects, variation in operational condition Such as 
temperature, variation from one machine to other due to 
manufacturing differences etc. Hence, field-weakening cor 
rection function 186 takes care of such variations by provid 
ing the correction term AI, which is added to I* in SUM 
function 199. 

(0096) The magnitude of M, fed to block 194 and the 
setting of the I limits in saturation block 198 activates or 
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de-activates the voltage loops. This is explained in the fol 
lowing table. Three cases are considered. The logical opera 
tions defined in Table I are used to set the limits in blocks 198 

and define the input M, to the block 194. 
TABLE I 

Limit Settings 

Case # Case Mer Idsal' I, Voltage Loop 

1 Mindex < Mio Miis, O -K2II* | Not Active 
2 Me & M M KII*| -K2II* Active 

and 

Mindex < Miis, 
3 Mindex > Minish Mhigh KII*| -K2II*| Active 

c Case 1 (M-M): 
I0097 Missetto M, and I" is set to zero. With these 
settings the error signal to the PI block 196 is positive and the 
output of Voltage loop 186 is Zero since the upper Saturation 
limit in the saturation block 198 is set to zero. Thus, voltage 
loop 186 is deactivated. The negative saturation limit of block 
198 has no consequence, however, for convenience it is set to 
-K2II*. 

Case 2 (M2M and M* ge 

(0098 Mis set to M*... The upper and the lower satu 
ration limits in block 198 are set to K1|I* and -K2II* 
respectively. These settings activate voltage loop 186. Voltage 
loop 186 loop is activated when M* exceeds the lower 
limit M. This lower limit can be set to any value. Typically 
when current regulator 160 is operating in the linear region 
(e.g., M.<0.9069) inverter 182 has adequate voltage mar 
gin and help from Voltage loop 186 is generally not required. 
Therefore, the lower limit M may be set at the transition 
value between the linear and the non-linear region or slightly 
lower. This allows a smooth transition from the linear to the 
non-linear region. 
0099. The d-axis current command I* is calculated in 
block 162 to maximize the system performance while prop 
erly utilizing the bus voltage. Therefore, ideally under steady 
state condition M should closely match with M and 
no help would be needed from voltage loop 186. In other 
words, output AI* of the saturation block 198would be zero. 
However, voltage loop 186 would be needed during transient 
operation to overcome the additional transient Voltages (e.g., 
from the inductive drops). Also, due to differences between 
the actual machine characteristics and the measured charac 
teristics illustrated in FIGS. 16A-C, the actual modulation 
index M is expected to be different from the commanded 
modulation index M*. The level of deviation will depend 
on the error between the measured and actual machine char 
acteristics. In such a case the Voltage loop will correct the 
error and would allow a stable control. Therefore, the con 
stants K1 and K2 can be set to low values. Typical values of 
0.1 and 0.4 respectively or lower would be sufficient. Allow 
ing a non-Zero positive Saturation limit significantly helps to 
bring the modulation index close to the commanded value 
once the output of PI block 196 becomes positive. 

index 

Case 3 (M* indee Much) : 

10100. If M*, exceeds a certain pre-defined limit Me, 
(see also FIG. 17), then M, is set to M. The Me, value 
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basically sets the upper limit of operation in the overmodu 
lation region. In our experiment we set this value to the 95% 
of six-step operation. Voltage control to full six-step would, 
however, not be recommended since the Voltage margin 
between six-step operation and 95% of six-step operation is 
needed by the current loop to take care of any transient opera 
tion. The saturation limits of block 198 are therefore kept 
unchanged from the values of case 2. 
0101 The overall operation of control system function 
160 of FIGS. 20A-B (carried out by system 500 of FIG.22) is 
now described. The voltage loop of control function 160 
comprising functions 188, 190, 192, 194, 196, 198 and the 
decision table described in Table I, directly modify the d-axis 
current of the machine to control the machine Voltage. Based 
on torque command T. machine speed co, and DC bus Volt 
age V, optimal current command table 162 generates (e.g., 
looks-up) the d-axis and q-axis current commands I*, I* 
that should drive the machine most efficiently to meet these 
performance expectations. The d-axis command may be 
modified by field-weakening correction AI, from function 
186. The calculated current commands are next compared 
with the measured currents II, and PI based regulator func 
tions 168, 170 work on the error signals to produce voltage 
commands and hence drive the error between the commanded 
and the actual current to Zero. The voltage feed-forward terms 
(+(), p +I*R) and (-C), p +I*R), which are basically 
the speed Voltage and the resistive drop, are added to the 
output of the PI regulators 168, 170 to improve the transient 
performance of the current regulator. An anti-windup current 
regulator may also be used here to minimize current over 
shoot but this is not essential. Anti-windup Schemes are 
known in the art, which modifies the integrator term of PI 
regulator functions 168, 170, preventing them from saturat 
ing. For instance the anti-windup scheme presented in PID 
Controller. Theory, Design, and Tuning by K Astrom, T. 
Hagglund, published by Instrument Society of America, 
Research Triangle Park, N.C., may be implemented. The 
output of the current regulators (functions 168-174) are fed to 
over-modulation function 176 which implements the scheme 
as described by Holtz et el (ibid), and thence to synchronous 
to-stationary frame converter function 178 wherein the syn 
chronous frame Voltage commands are converted to station 
ary frame voltage commands. Function 178 uses the 
measured or estimated rotor position 0, for the transforma 
tion. The outputs of transformation function 178 are fed to 
duty cycle calculator function 180 wherein the duty cycles 
needed to apply the appropriate gating signals to inverter 182 
are generated and passed to inverter 182, which then applies 
the appropriate Voltages to the machine to produce the desired 
currents, I. I. I. (I, I, I are stationary frame representa 
tions of the synchronous frame commanded currents I, and 
I*) in machine 30. 
0102 Field-weakening correction module 186 modifies 
the d-axis current command I, to adjust the Voltage for 
high-speed operation. In a PM machine the machine PM flux 
is not actually reduced, rather a negative d-axis demagnetiz 
ing current is applied that reduces the overall machine flux, 
thereby reducing the back-emf and allowing continuing con 
trol over the phase current. For strong flux machines such as 
the axial flux machine of the present invention, the d-axis 
current has strong influence on the machine Voltage, therefore 
controlling the d-axis current to control machine Voltage 
works well. To improve the transient as well as the steady 
state performance, ensure stability, and to provide for Smooth 
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transition into the over-modulation region of inverter 182, PI 
based feedback control module 186 is provided. 
0103) The outputs of the command current regulators 
(functions 168-174) are fed to modulation index calculation 
function 192 where the magnitude of modulation index M 
dex is calculated. The individual d-axis and q-axis Voltages 
and also the total Voltages are allowed to reach the six-step 
Voltage limit. During six-step operation the total bus Voltage 
is applied to the machine terminal, that is the duty cycle is 1. 
A detailed explanation of six-step operation can be found in 
the text of Mohan (ibid) described earlier. The magnitude of 
modulation index M is compared in block 194 with the 
magnitude of M, to determine the error. M is not a fixed 
reference but depends upon the operating conditions. To 
determine M, a knowledge of the modulation index com 
mand M is needed. M is calculated from the I** 
and I* values that are fed to flux-linkages computation func 
tion 188. The flux linkages are then fed to computation func 
tion 190 which determines M*, based on the flux linkages, 
bus Voltage V, machine speed (), phase command currents 
I*, I* and phase resistance R, according to equations 
2-5. 
0104. When M is below the linear region of opera 
tion of inverter 182, the rectified machine terminal voltage is 
lower than the DC bus voltage and the field-weakening loop 
(i.e., function 186) is not needed. In such case, Mis set to 
the upper limit of the Voltage loop as shown in Table I. Also, 
the positive saturation flux level (I) in function 198 is set 
to zero. Therefore, voltage loop 168 is disabled (i.e., the 
modulation index error is positive so that AI*=0) and d-axis 
current command I* from optimized function 162 is fed to 
current regulator 168,170 unchanged. Once M*, exceeds 
the linear to non-linear threshold M, and enters into the 
non-linear over-modulation region of inverter 182, the modu 
lation index reference M, is set equal to M*. The current 
commands I*, * are calculated to maximize system perfor 
mance while properly utilizing the bus voltage. Therefore, 
ideally under steady state conditions, M, should closely 
match M and little or no help is needed from feedback 
loop 186. In other words, output AI of saturation function 
198would be approximately zero. However, some help from 
loop 186 is generally needed during transient operations for 
the transient Voltage. Also, due to variations of the actual 
machine characteristics versus the measured characteristics 
of FIGS. 16A-C, the actual modulation index M. may be 
slightly different from the commanded modulation index 
M. In such case, feedback loop 186 will correct the error 
and allow stable control. Setting M, M*, allows very 
smooth transition of inverter 182 into the over-modulation 
region. If M*, exceeds a certain pre-defined limit Mr. 
then M is set equal to M, which is basically the upper 
limit of operation of the over-modulation region. The Me, 
value is conveniently about 95% of the six-step limit of opera 
tion, but larger or Smaller values may also be used. However, 
Voltage control to the full six-step limit is generally not desir 
able since the voltage margin between the full six-step limit 
and 95% is needed by the current loop (functions 163, 165, 
168, 170, 172, 174, 176, 178, and 180) to take care of any 
transient operation. However, even under steady state condi 
tions some variation between the commanded and actual 
modulation index may occur due to variations between the 
model and the actual machine and due to measurement errors. 
These differences are corrected by feedback loop function 
186. The upper and lower limits of saturation function 198are 
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also set by checking M*. Once M* exceeds Me. 
the upper (I) and lower (I) saturation limits of func 
tion 198 are set to (KII*) and (-K-III), respectively. The 
commanded and actual modulation indices should be close to 
each other, so K and K- are small with typical values of 
K=about 0.1 and Kabout 0.4, but larger or smaller values 
can also be used. Allowing a non-Zero positive Saturation 
limit significantly helps to bring the modulation index close to 
the commanded value once the output of PI function 196 
becomes positive. As noted earlier, this positive limit is set to 
Zero when the current regulator (functions 163, 165,168,170, 
172,174, 176, 178, and 180) is operating in the linear region, 
thereby disabling feedback loop 186. The above-described 
control system for operating machine 30 provides excellent 
steady-state and transient response. 
0105 FIGS. 21A-B show plots 202, 206 of d-axis and 
q-axis current commands, respectively, for the motor of the 
present invention under several operating conditions. These 
plots show the anti-windup synchronous current regulator 
(functions 163, 165, 168, 170, 172,174, 176, 178, and 180 
(the anti-windup scheme is however not shown in FIG. 20) 
performance at 1200 rpm responding to a 100% (i.e. 0-500 
N-m) torque transient at 250 V (curves 204, 208) and 350 
V (curves 203 and 207). For curve 204 the current scale is 
100 A?div and for curves 203,204, 207 the current scale is 120 
A/div. In enlarged portion 209 of curve 203, relatively slowly 
changing trace 203-1 shows I* and rapidly changing trace 
203-2 shows the measured d-axis current I. Trace 203-2 
approximates I, which actually moves up and down in a 
stair-step fashion. Traces 204, 207, 208 exhibit a similar 
behavior. The actual current is accurately following the cur 
rent command as can be seen in FIGS. 21A-B. For this experi 
ment, 1200 rpm was the maximum speed of the drive. At the 
maximum speed the machine back-emf is much higher than 
the bus voltages of 250V and 350V. The feed-forward control 
(command output of function 162 to current regulator or 
controller function 185) working along with voltage feed 
back loop function 186 are ensuring a stable performance of 
the drive even during the step command from Zero to the peak 
machine torque of 500 N-m. 
0106 FIG. 22 is a simplified schematic diagram of com 
puter based system 500 suitable for carrying out the control 
processes of the present invention. System 500 comprises 
control module 501 having processor 502, program, memory 
504 for storing the operating instructions for carrying out 
control process 160, temporary memory 505 for storing vari 
ables during the operation of control module 501 and system 
500, machine properties memory 506 for storing the machine 
properties for optimized command table of function 162 
determined by method 790 and used in control process 160, 
output buffers 508 for coupling controller 501 to inverter 182, 
and input buffers 510 for receiving measured quantities 184 
from measured quantities detector 512. Processor 502, 
memories 504,505, 506 and I/O buffers 510,508 are coupled 
by bus or leads 503. Output buffers 508 are coupled to inverter 
182 via bus or leads 509. Input buffers 510 are coupled to 
measured quantities detector 512 by bus or leads 511. Mea 
sured quantities detector 512 receives phase current I, I, 
magnitudes and directions via leads 513, 514, receives 
machine speed and rotor angle via leads 31, and receives V. 
via lead 515, and transmits the noted quantities to module 501 
on leads 511. Inverter 182 also received V via lead 183, as 
previously explained. Input buffers 510 also receives the 
commanded torque T provided by the user. In a vehicle 
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application this is typically derived from the acceleratorpedal 
position. System 500 illustrates controller 501 suitable for 
carrying out method 790 offline (although this is not essen 
tial) and for providing real time control of motor 30 using the 
sequence of operations and functions illustrated in FIGS. 
20A-B. 
0107 While at least one exemplary embodiment has been 
presented in the foregoing detailed description, it should be 
appreciated that a vast number of variations exist. For 
example, while coolant ring 88 is shown as engaging the outer 
circumference of annular stator 36, and this arrangement is 
preferred, it can alternatively or complementarily engage the 
inner circumference or other portions of annular stator 36 
with an appropriate modification of rotor web 70. Further, 
while the present invention is described as being particularly 
adapted to direct drive of a vehicle wheel without reduction 
gears or the like, use of such reduction gears is not precluded. 
In addition, while two rotors are preferred, this is not essential 
and one or more rotors can be used. It should also be appre 
ciated that the exemplary embodiment or exemplary embodi 
ments are only examples, and are not intended to limit the 
Scope, applicability, or configuration of the invention in any 
way. Rather, the foregoing detailed description will provide 
those skilled in the art with a convenient road map for imple 
menting the exemplary embodiment or exemplary embodi 
ments. It should be understood that various changes can be 
made in the function and arrangement of elements without 
departing from the scope of the invention as set forth in the 
appended claims and the legal equivalents thereof. 
What is claimed is: 
1. A method of operating a permanent magnet axial flux 

motor, comprising: 
receiving a requested torque and motor speed; 
determining commanded d- and q-axis currents corre 

sponding to the requested torque and motor speed; 
combining at least one of the commanded d-axis current or 

the commanded q-axis current with a field weakening 
correction to provide a corrected output; 

converting the corrected output to a stationary current 
frame of reference output; and 

operating an inverter based on the stationary frame of ref 
erence output to provide current to coils of the motor, 
thereby causing the motor to operate Substantially at the 
requested torque and motor speed. 

2. The method of claim 1, wherein the combining step 
comprises: 

for M-M, omitting the field weakening correction; 
for Mi-M,<M setting Mi-M, and 
for M', -M-, setting Me, Mr. 
3. The method of claim 1, wherein the determining step 

includes determining the commanded d- and q-axis currents 
from an optimized current command table. 

4. The method of claim 3, wherein the combining step 
comprises: 
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adding or Subtracting an incremental d-axis current to 
accommodate differences between data stored in the 
optimized current command table and actual behavior of 
the motor. 

5. The method of claim 3 further comprising, prior to the 
obtaining step, 

measuring operating parameters of the motor under differ 
ent combinations of torque and speed; and 

determining, based on the operating parameters, the com 
manded d- and q-axis current expected to produce the 
requested torque and speed for a given DC Supply Volt 
age at optimum operating efficiency, then storing these 
values in the optimized current command table. 

6. A method of controlling an electric motor, comprising: 
receiving a requested torque and speed associated with the 

electric motor; 
determining commanded currents corresponding to the 

requested torque and speed; 
adjusting at least one of the commanded currents with a 

field weakening correction to provide a corrected out 
put; and 

operating an inverter associated with the electric motor 
based on the corrected output, thereby causing the elec 
tric motor to operate Substantially at the requested 
torque and speed. 

7. The method of claim 6, wherein the determining step 
includes determining commanded d- and q-axis currents. 

8. The method of claim 7, further comprising determining 
a commanded modulation index (M), and wherein the 
adjusting step includes adjusting the at least one of the com 
manded currents with the field weakening correction based 
on the Mt. 

9. The method of claim 8, wherein the adjusting step com 
prises: 

for M-M, omitting the field weakening correction; 
for Mi-M.-M,gh setting M.-M*,de; and 
for M* e-M, Setting Me, Mt. 
10. The method of claim 7, wherein the determining step 

includes determining the commanded d- and q-axis currents 
from an optimized current command table. 

11. The method of claim 10, wherein the combining step 
comprises: 

adding or Subtracting an incremental d-axis current to 
accommodate differences between data stored in the 
optimized current command table and actual behavior of 
the motor. 

12. The method of claim 10 further comprising, prior to the 
obtaining step, 

measuring operating parameters of the motor under differ 
ent combinations of torque and speed; and 

determining, based on the operating parameters, the com 
manded d- and q-axis current expected to produce the 
requested torque and speed for a given DC Supply Voltage at 
optimum operating efficiency, then storing these values in the 
optimized current command table. 
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