Title: A DEVICE HAVING SEAL COATINGS FOR RECEIVING AND DISCHARGING FLUID

Abstract: The present invention features devices and methods for holding fluids at high pressures and a device for receiving and discharging fluids. The device comprises a first housing having at least one side wall. The side wall has an interior surface defining at least one chamber and has at least one end cap abutment surface for receiving an end cap. The end cap has a first housing abutment surface which receives the end cap abutment surface positioning the end cap on the first housing for enclosing the chamber. At least one of the first housing abutment surface and the end cap abutment has a first seal coating. The first seal coating comprises a deformable plastic adhering to the abutment surface. The device further comprises compression means to compress the end cap and deform the seal coating.
(84) Designated States (unless otherwise indicated, for every kind of regional protection available): ARIPO (BW, GH, GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, ZM, ZW), Eurasian (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), European (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, HU, IE, IS, IT, LT, LU, MC, NL, PL, PT, RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, ML, MR, NE, SN, TD, TG).

Published: — with international search report

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
A DEVICE HAVING SEAL COATINGS FOR RECEIVING AND DISCHARGING FLUID

CROSS REFERENCE TO RELATED APPLICATIONS

This application claims priority from United States Provisional Patent Application No. 60/550,972, filed March 5, 2004 and Application No. 60/577,405, filed June 4, 2004. The contents of these applications are incorporated herein by reference.

STATEMENT ON FEDERALLY SPONSORED RESEARCH

N/A

Embodiments of the present invention are directed to devices and method for coupling, or joining components for receiving and discharging fluids. Devices made in accordance with the present invention have special application to fittings, valves and check valves.

BACKGROUND OF THE INVENTION

The present invention is directed to devices for receiving and discharging fluids. Devices embodying features of the present invention include, by way of example, without limitation, tees, unions, fittings, valves and check valves. These devices are sometimes placed in line between two or more conduits that are joined in the form of a union, or tee, or valve. The term “union” is used in the sense of joining or bringing together. A “tee” is a form of fitting in which fluid flow is split or combined. The devices are sometimes part of a larger structure in which the device communicates through ports or openings. This application will use the term “fluid path means” to mean all conduits, tubing, pipes, openings or ports which convey or transport fluids.

In this application, the term fitting will be used in the broadest sense to refer to a device that may be placed in a larger structure, for example, a pump assembly, or in line.
The term "valve" is used in a conventional manner to denote a device that can stop fluid flow in a conduit or pipe. A check valve is a special valve that allows fluid to flow in one direction only.

Fitting and valves of the prior art typically have gaskets and seals that are separate and discrete parts. These gaskets and seals exhibit material creep, cold flow and relaxation. That is, as the fluid pressure fluctuates, the gaskets move. This movement can lead to the gasket slipping from an original position, leading to gasket or seal failure.

This movement also creates a rebound of the gasket as the pressure is released, creating a potential pressure ripple. Analytical instruments, in particular, are sensitive to the rebound and pressure ripple effect.

These problems are amplified as the pressure contained by such devices increases. Analytical instruments, such as chromatography pumps and detectors typically operate at pressures of up to 3,000 to 4,000 pounds per square inch (psi). It is desirable to have analytical instruments operate at higher pressures, however, fittings, valves and check valves have a high failure rate at pressures greater than 3,000 psi.

**SUMMARY OF THE INVENTION**

Embodiments of the present invention feature devices and methods for holding fluids at high pressures. One embodiment of the present invention features a device for receiving and discharging fluids. The device comprises a first housing having at least one side wall. The side wall has an interior surface defining at least one chamber and has at least one end cap abutment surface for receiving an end cap. The device has at least one end cap having at least one first housing abutment surface. The first housing abutment surface receives the end cap abutment surface positioning the end cap on the first housing for enclosing the chamber. At least one of the first housing abutment surface and the end cap abutment surface has first seal coating. The first seal coating comprises a deformable plastic adhering to the abutment.
surface. The device further comprises a fluid path means for receiving and removing fluid from the chamber. And, the device comprises compression means to compress the end cap, with the end cap abutment surface received on said first housing abutment surface, towards said first housing to deform said first seal coating and seal said chamber.

Preferably, the seal coating is selected from one or more of the polymeric coatings consisting of polytrifluoroethylene (PTFE), polyetheretherketone (PEEK), polychlorotrifluoroethylene (PCTFE), perfluoroalkoxy (PFA) and fluorinatedethylene propylene (FEP).

As used herein, the term “fluid path means” refers to openings, ports, conduits and pipes that provide fluid. Thus, embodiments of the present invention can be placed in line, with fluid path means comprising conduits and pipes or incorporated within the housing of a larger structure, for example, without limitation, a pump head or pump housing.

Preferably, the end cap abutment surface and/or the housing abutment surface is a ridge to localize compression forces on said seal coating. The ridge is a relatively narrow protrusion capable of contact with an opposing abutment surface.

Embodiments of the present invention are ideally suited for fittings and valves. Where the device is in the form of a valve, the chamber contains a valve assembly. The valve assembly may comprise rotary-type valves, gated valves or check valves.

In the case where the device is in the form of a check valve, the first housing has at least one end wall opposite the end cap. The fluid path means comprises at least one opening in said end cap and at least one opening in said end wall. And, the chamber holds a valve assembly comprises a ball seat and a ball.

Preferably, the interior wall and/or the end cap has a ball seat abutment surface. And, the ball seat comprises a cylinder having a two rims, and a fluid passage. At least one of the rims has a ball receiving surface for engaging the ball and
closing the fluid passage. And, at least one of the rims has a rim abutment surface for engaging the ball seat abutment surface and sealing the ball seat and the housing and/or end cap.

Preferably, the ball seat abutment surface and/or rim abutment surface has a ball seat seal coating. Preferably, the ball seat coating is made and formed as described above with respect to the seal coating.

Preferably the first housing end wall has an interior surface and an exterior surface, and one or more end wall openings. And, the exterior surface has an end wall abutment surface encircling the one or more end wall openings. Preferably, the end wall abutment surface has an end wall seal coating, the end wall seal coating comprising a deformable plastic to sealably engage an adjoining wall. Preferably, the end wall seal coating is made and formed as described above with respect to the seal coating. Devices of this type are well suited to be mounted in a further major housing structure having the adjoining wall. For example, without limitation, the end wall seal coating would engage the adjoining wall of a pump head housing. In this embodiment, preferably, the adjoining wall has an adjoining wall opening for the passage of fluid into the end wall opening. In this embodiment, the compression means comprises such adjoining wall for receiving the end wall and compressing the end wall seal coating in sealing engagement.

For inline application, preferably, the compression means comprises a compression housing assembly comprising a compression housing and compression sleeve. The compression housing has a compression chamber for receiving the housing. The compression sleeve engages the end cap for placing the end cap, and first housing under compression.

Preferably, the compression housing assembly has a compression nut. The compression nut and compression housing have cooperating threads which engage upon relative rotation of the compression nut and compression housing. The compression nut engage the compression sleeve to compress the compression sleeve, end cap and first housing within the compression housing chamber.
A further embodiment of the present invention comprises a method of joining fluid passages. One embodiment of the present method comprises the steps of providing a device having a first housing having a at least one side wall. The side wall has an interior surface defining at least one chamber, and has at least one end cap abutment surface for receiving an end cap. The device has at least one end cap. The end cap has at least one first housing abutment surface and is capable of being received on the first housing abutment surface for enclosing said chamber. The device has a first seal coating on at least one of the first housing abutment surface and the end cap abutment surface. The first seal coating comprises a deformable plastic adhering to the abutment surface. The device has a fluid path means for receiving and removing fluid from the chamber; and compression means to compress the end cap, with said end cap abutment surface received on said first housing abutment surface, towards said first housing to deform said first seal coating and seal said chamber. The method further comprises the step of placing the receiving conduit and discharge conduits in communication with the fluid passages.

Embodiments of the present method can be practiced with any of the devices of the present invention described above. The devices and methods of the present invention are ideally suited for high pressure applications. These high pressure applications include pressures of 4000 psi and greater.

The devices made in accordance of the present invention do not have seals that exhibit material creep, cold flow and relaxation. That is, as the fluid pressure fluctuates, the seal coating do not move. The seal coatings are adhered to or fixed to one of the abutment surfaces. As such the seal coating can not move or slip from an original position. Thus, embodiments of the present invention provide devices that do not have gasket failure.

Nor do devices of the present invention exhibit rebound pressure ripple due to gasket movement as the pressure is released. Analytical instruments, in particular, having devices made in accordance with the present invention are less sensitive to pressure fluctuations. These features and advantages will be apparent to those skilled
in the art to which this invention relates upon viewing the Figures and reading the
detailed description that follows.

BRIEF DESCRIPTION OF THE DRAWINGS

Figure 1 depicts, in cross section, a side view of a device made in accordance
with the present invention;

Figure 2 depicts, in slight elevation, a view of an end cap of a device made in
accordance with the present invention;

Figure 3 depicts, in slight elevation a view of an end cap of a device made in
accordance with the present invention;

Figure 4 depicts, in cross section, a side view of an end cap of a device made
in accordance with the present invention; and,

DETAILED DESCRIPTION OF THE INVENTION

Embodiments of the present invention will now be described with respect to
the Figures, with the understanding that the Figures and description are directed to the
preferred embodiments of the present invention. For example, the present invention
will be described in detail with respect to a check valve. Individuals skilled in the art
will recognize that features of the present invention have application in many devices
which hold or transport fluids under pressure.

Turning now to Figure 1, a device, for holding fluids at high pressures,
generally designated by the numeral 11, is depicted. The device 11, for receiving and
discharging fluids, is in the nature of a check valve. Device 11 comprises a first
housing 13, an end cap 15, at least one seal coating 17 and compression means 19.

Turning now to Figure 2, the first housing 13 has at least one side wall 25.
Side wall 25 has an interior surface 27a and an exterior surface 27b. The interior
surface 27a defines at least one chamber 29, preferably, cylindrical in shape. Interior
surface 27a has at least one end cap abutment surface 31 for receiving the end cap 15.

Preferably, the end cap abutment surface 31 is recessed into chamber 29 to facilitate
positioning of the end cap 15. As depicted, interior surface 27 has a recess section 33
forming the recess for receiving end cap 15.
The housing 13 has an end wall 35 having an interior surface 37a and an exterior surface 37b. The end wall 35 closes the chamber 29 defined by the interior surface 27a of the side wall 25.

End cap 15 is cylindrical in shape to cooperate with the recess section 33 of the interior surface 27a of the first housing 13. End cap 15 has at least one first housing abutment surface 39. Turning now to Figures 3 and 4, alternative embodiments of end cap 15 are disclosed. The end cap 15 of Figure 2 is illustrated in greater detail in Figure 3. End cap abutment surface 39 is a ridge 39a to localize compression forces on said seal coating 17. The ridge 39a is a protrusion jutting upward from a planar surface 39b. The ridge 39a is capable of contact with an opposing abutment surface such as end cap abutment surface 31 of the first housing 13. The ridge 39a localizes or focuses compression forces in a small area.

Turning now to Figure 4, a further embodiment of the end cap 15 is illustrated, generally designated by the numeral 15'. End cap 15' is cylindrical in shape to cooperate with the recess section 33 of the interior surface 27a of the first housing 13. End cap 15' has at least one first housing abutment surface 39'. In this embodiment, the first housing abutment surface 39' is planar, without any protruding surface features. The abutment surface 39' is capable of contact with an opposing abutment surface such as end cap abutment surface 31 of first housing 13.

The first housing abutment surface 31 receives the end cap abutment surface 39 and 39'' positioning the end cap 15 and/or 15' on the first housing 13 for enclosing the chamber 29. The end cap 15 and/or 15' and first housing are typically made of stainless steel; however, other materials can readily be substituted. In the case where, the first housing 13 and end cap 15 and/or 15' are parts of a check valve, the first housing 13 is approximately 0.25 to 0.75 mm in length and diameter. The end cap 15 and or 15' are approximately 0.1 to 0.70 in diameter and 0.1 to 0.2 mm in thickness.
At least one of the first housing abutment surface 39 and/or 39' and the end cap abutment surface 31 has first seal coating 17. The first seal coating 17 comprises a deformable plastic adhering to first housing abutment surface 31 and/or 31' or the end cap abutment surface 39. Seal coating 17 is selected from one or more of the polymeric coatings consisting of polytetrafluoroethylene (PTFE), polyetheretherketone (PEEK), polychlorotrifluoroethylene (PCTFE), perfluoroalkoxy (PFA) and fluorinatedethylene-propylene (FEP). The polymeric coating is applied to the entire end cap 15 and/or 15' or the first housing abutment surface 31 and/or 31' to a thickness of 0.0005 - 0.0025 inches, and most preferably, approximately 0.0010 to 0.0015 inches. Methods of placing a polymeric coating on a metal substrate are well known in the art.

The device 11 further comprises fluid path means for receiving and removing fluid from the chamber. Referring now to Figures 3 and 4, the end cap 15 and 15' have an end cap opening 45. And, returning now to Figure 1, the first housing has a first housing opening or more preferably a pair of first housing openings 47a and 47b for introducing fluids into the chamber 29. Preferably, the pair of openings are set off axis for check valve applications in end wall 35.

The end cap opening 45 and first housing openings 47a and 47b may comprise any ports, conduits and pipes that provide fluid. Thus, embodiments of the present invention can be placed inline, with fluid path means comprising conduits and pipes or incorporated within the housing of a larger structure, for example, without limitation, as depicted in Figure 1, a pump head or pump housing 49.

The device 11 comprises compression means 19 to compress the end cap 15 and/or 15', with the end cap abutment surface 31 and/or 31' received on said first housing abutment surface 39, towards said first housing 13. The compression deforms the first seal coating 17 and seals the chamber. As illustrated in Figure 1, the compression means 19 comprises pump housing 49, compression housing 51 and screw fitting 53.
It will be recognized by those skilled in the art that pump housing 49 may be substituted with a further fitting that cooperates with compression housing 51 and screw fitting 53, to allow the device 11 to be placed in a fluid line.

Embodiments of the present invention are ideally suited for fittings and valves. Where the device is in the form of a valve, referring to Figure 2, the chamber 29 contains a valve assembly 61. The valve assembly 61 may comprise rotary-type valves (not shown), gated valves (not shown) or check valves, to described in further detail.

In the case where the device is in the form of a check valve, the first housing 13 has at least one end wall 65 opposite the end cap 15 or 15'. The fluid path means comprises at least one opening 45 in said end cap 15 or 15' and at least one opening, and preferably two, 47a and 47b, in said end wall 65. Chamber 29 holds a valve assembly 61 comprising a ball seat 71 and a ball 73.

Preferably, the interior wall 27a has a first ball seat abutment surface 77. And, the end cap 15 and/or 15' has a ball seat abutment surface 79. The ball seat 71 comprises a cylinder section 81 having a first rim 83, a second rim 85 and a fluid passage 87. The first rim 83 has a ball receiving surface 89 for engaging the ball 73 and closing the fluid passage 87. Second rim 85 has a rim abutment surface 91 and end cap 15 and/or 15' has a ball seat abutment surface 79. Preferably, at least one of the rim abutment surface 91 and ball seat abutment surface 79 has a ball seat seal coating 95. The ball seat seal coating 95 engages the abutment surface opposite to that it is placed and seals the ball seat and the housing 13 and/or end cap 15 and/or 15'. The ball seat coating 95 may comprise a portion of the seal coating 17 on the end cap 15 and/or 15'. Preferably, the ball seat coating is made and formed as described above with respect to the seal coating 17.

The exterior surface 37b of end wall 35 has an end wall abutment surface 99 encircling the one or more end wall openings 47a and 47b. Preferably, the end wall abutment surface 99 has an end wall seal coating 101. The end wall seal coating 101 is a deformable plastic made and formed as described above with respect to the seal
coating 17. The end wall seal coating 101 sealably engages an adjoining wall to which it is compressed.

Devices of this type are well suited to be mounted in a further major housing structure having the adjoining wall. For example, turning now to Figure 1, the end wall seal coating 101 engages the adjoining wall 105 of a pump head housing 49. In this embodiment, preferably, the adjoining wall 105 has an opening 103 for the passage of fluid into the end wall opening (not shown). In this embodiment, the compression means 19 comprises such adjoining wall 105 and a cylindrical wall 107 for receiving the end wall abutment surface 99 and compressing the end wall seal coating 101 in sealing engagement. The compression means 19 comprises a compression assembly comprising a compression housing 51 and compression sleeve 53. The compression housing 51 has a compression chamber 113 for receiving the first housing 13 and the end cap 15 and/or 15'. The compression sleeve 53 engages the compression housing 51 for placing said end cap 15 and/or 15', and first housing 13 under compression.

Preferably, the compression sleeve 53 and compression nut (not shown) or the pump head 49 or other apparatus to which it is placed has cooperating threads 115 as depicted in Figure 1. The cooperating threads 115 engage upon relative rotation of the compression sleeve and pump housing 49 or compression nut (not shown).

Turning now to Fig 2, the compression housing 51 has an second end cap abutment surface 117. At least one of the end cap 15 and/or 15' has a compression assembly seal coating 121. The compression assembly seal coating 121 is a deformable plastic made and formed as described above with respect to the seal coating 17. The compression assembly seal coating 121 sealably engages an adjoining wall to which it is compressed.

In operation, a method of using the present invention to joining fluid passages comprises the steps of providing a device 11 having a first housing 13, an end cap 15 and or 15', a seal coating 17 and compression means 19. The device has a fluid path means for receiving and removing fluid from the chamber 29. The method further comprises the step of placing the receiving conduit and discharge conduits in
communication with the fluid passages and compressing the seal coating 17 to seal the chamber 29.

The devices and methods of the present invention are ideally suited for high pressure applications. The devices made in accordance of the present invention do not have seals that exhibit material creep, cold flow and relaxation. That is, as the fluid pressure fluctuates, the seal coating do not move. The seal coatings are adhered to or fixed to one of the abutment surfaces. As such the seal coating can not move or slip from an original position. Thus, embodiments of the present invention provide devices which do not have gasket failure.

These and other advantages and features will be apparent to those skilled in the art to which this invention relates and therefore the present invention should not be limited to the precise details disclosed herein but should encompass the subject matter of the claims that follow.
CLAIM

1. A device for receiving and discharging fluids comprising:

   a.) a first housing having a at least one side wall, said side wall having an interior
       surface defining at least one chamber, and having at least one end cap abutment
       surface for receiving an end cap;

   b.) at least one end cap, said end cap having at least one first housing abutment
       surface and said first housing abutment surface positioned on said end cap abutment
       surface for enclosing said chamber;

   c.) a first seal coating on at least one of said first housing abutment surface and said
       end cap abutment surface, said first seal coating comprising a deformable plastic
       adhering said abutment surface;

   d.) fluid path means for receiving and removing fluid from said chamber; and

   e.) compression means to compress said end cap, with said end cap abutment surface
       received on said first housing abutment surface, towards said first housing to deform
       said first seal coating and seal said chamber.

2. The device of claim 1 wherein said seal coating is selected from one or more of the
   polymeric coating consisting of polytetrafluoroethylene (PTFE), polyetheretherketone
   (PEEK), polychlorotrifluoroethylene (PCTFE), perfluoroalkoxy (PFA) and
   fluorinatedethylenepropylene (FEP).

3. The device of claim 1 wherein at least one of said end cap abutment surface and
   said housing abutment surface is a ridge to localize compression forces on said seal
   coating.

4. The device of claim 1 wherein at least one chamber contains a valve
   assembly.
5. The device of claim 4 wherein said housing has at least one end wall opposite said end cap and said fluid path means comprises at least one opening in said end cap and at least one opening in said end wall.

6. The device of claim 5 wherein said valve assembly comprises a ball seat and a ball.

7. The device of claim 6 wherein at least one of said interior wall and said end cap has an ball seat abutment surface, said ball seat comprising a cylinder having a two rims, and fluid passage, at least one of said rims having a ball receiving surface for engaging said ball and closing the fluid passage and at least one of said rims having a rim abutment surface for engaging said ball seat abutment surface and sealing the ball seat and at least one of said housing and end cap.

8. The device of claim 7 wherein at least one of said ball seat abutment surface and rim abutment surface has a ball seat seal coating.

9. The device of claim 8 wherein said ball seat seal coating is selected from one or more of the polymeric coating consisting of polytrifluoroethylene (PTFE), polyetheretherketone (PEEK), polychlorotrifluoroethylene (PCTFE), perfluoroalkoxy (PFA) and fluorinatedethylenepropylene (FEP).

10. The device of claim 5 wherein said end wall has an interior surface and an exterior surface, said end wall having one or more end wall openings and said exterior surface having an end wall abutment surface encircling said one or more end wall openings.

11. The device of claim 10 wherein said end wall abutment surface has an end wall seal coating, said end wall seal coating comprising a deformable plastic to sealably engage an adjoining wall.

12. The device of claim 11 wherein said end wall seal coating is selected from one or more of the polymeric coating consisting of polytrifluoroethylene (PTFE), polyetheretherketone (PEEK), polychlorotrifluoroethylene (PCTFE), perfluoroalkoxy (PFA) and fluorinatedethylenepropylene (FEP).
13. The device of claim 13 wherein said compression means comprises an adjoining wall for receiving said end wall and compressing said end wall seal coating in sealing engagement.

14. The device of claim 13 wherein said adjoining wall has a adjoining wall opening for the passage of fluid into said end wall opening.

15. The device of claim 14 wherein said compression means comprises a major housing assembly comprising a major housing and compression sleeve, said major housing having a first housing chamber for receiving said first housing, and said compression sleeve for engaging said end cap for placing said end cap, and first housing under compression.

16. The device of claim 15 wherein said major housing assembly has a compression nut means, said compression nut means and major housing having cooperating threads which engage upon rotation of the compression nut means and major housing, said compression nut means engaging said compression sleeve to compress said compression sleeve, end cap and first housing within said major housing chamber.

17. A method of joining a fluid conduits comprising the steps of providing a device having:

a.) a first housing having at least one side wall, said side wall having an interior surface defining at least one chamber, and having at least one end cap abutment surface for receiving an end cap;

b.) at least one end cap, said end cap having at least one first housing abutment surface and said first housing abutment surface positioned on said end cap abutment surface for enclosing said chamber;

c.) a first seal coating on at least one of said first housing abutment surface and said end cap abutment surface, said first seal coating comprising a deformable plastic adhering said abutment surface;
d.) fluid path means for receiving and removing fluid from said chamber; and

e.) compression means to compress said end cap, with said end cap abutment surface received on said first housing abutment surface, towards said first housing to deform said first seal coating and seal said chamber; and,

placing said receiving conduit and discharge conduits in communication with said fluid path means.

18. The method of claim 17 wherein said seal coating is selected from one or more of the polymeric coating consisting of polytetrafluoroethylene (PTFE), polyetheretherketone (PEEK), polychlorotrifluoroethylene (PCTFE), perfluoroalkoxy (PFA) and fluorinatedethylene propylene (FEP).

19. The method of claim 18 wherein at least one of said end cap abutment surface and said housing abutment surface is a ridge to localize compression forces on said seal coating.

20. The method of claim 17 wherein said at least one chamber contains a valve assembly.

21. The method of claim 20 wherein said housing has at least one end wall opposite said end cap and said fluid path means comprises at least one opening in said end cap and at least one opening in said end wall.

22. The method of claim 21 wherein said check valve assembly comprises a ball seat and a ball.

23. The method of claim 22 wherein at least one of said interior wall and said end cap has an ball seat abutment surface, said ball seat comprising a cylinder having a two rims, and fluid passage, at least one of said rims having a ball receiving surface for engaging said ball and closing the fluid passage and at least one of said rims having a rim abutment surface for engaging said ball seat abutment surface and sealing the ball seat and at least one of said housing and end cap.
24. The method of claim 23 wherein at least one of said ball seat abutment surface and rim abutment surface has a ball seat seal coating.

25. The method of claim 24 wherein said ball seat seal coating is selected from one or more of the polymeric coating consisting of polytrifluoroethylene (PTFE), polyethyetherketone (PEEK), polychlorotrifluoroethylene (PCTFE), perfluoroalkoxy (PFA) and fluorinatedethylenepropylene (FEP).

26. The method of claim 25 wherein said end wall has an interior surface and an exterior surface, said end wall having one or more end wall openings and said exterior surface having an end wall abutment surface encircling said one or more end wall openings.

27. The method of claim 26 wherein said end wall abutment surface has a end wall seal coating, said end wall seal coating comprising a deformable plastic to sealably engage an adjoining wall.

28. The method of claim 27 wherein said end wall seal coating is selected from one or more of the polymeric coating consisting of polytrifluoroethylene (PTFE), polyethyetherketone (PEEK), polychlorotrifluoroethylene (PCTFE), perfluoroalkoxy (PFA) and fluorinatedethylenepropylene (FEP).

29. The method of claim 28 wherein said compression means comprises an adjoining wall for receiving said end wall and compressing said end wall seal coating in sealing engagement.

30. The method of claim 29 wherein said adjoining wall has a adjoining wall opening for the passage of fluid into said end wall opening.

31. The method of claim 30 wherein said compression means comprises a major housing assembly comprising a major housing and compression sleeve, said major housing having a first housing chamber for receiving said first housing, and said compression sleeve for engaging said end cap for placing said end cap, and first housing under compression.
32. The method of claim 31 wherein said major housing assembly has a compression nut means, said compression nut means and major housing having cooperating threads which engage upon rotation of the compression nut means and major housing, said compression nut means engaging said compression sleeve to compress said compression sleeve, end cap and first housing within said major housing chamber.
FIG. 1
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

   IPC(7) : P04B 39/10; F16K 25/00
   US CL. : 417/559; 137/454.4, 454.5

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

   U.S.: 417/559; 137/454.4, 454.5, 533.11, 533.13

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

Please See Continuation Sheet

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 4,387,736 A (MAJOR) 14 June 1983 (14.06.1983), note Fig. 3 and col. 2 lines 51-62.</td>
<td>1, 3-7, 10 and 17-22</td>
</tr>
<tr>
<td></td>
<td></td>
<td>2</td>
</tr>
<tr>
<td>Y</td>
<td></td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 4,139,469 A (RAININ et al) 13 February 1979 (13.02.1979), see entire document.</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 4,945,945 A (SCHMID) 07 August 1990 (07.07.1990), see entire document.</td>
<td></td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C.

☐ See patent family annex.

* Special categories of cited documents:

\[\text{"A"} \text{ document defining the general state of the art which is not considered to be of particular relevance} \]

\[\text{"B"} \text{ earlier application or patent published on or after the international filing date} \]

\[\text{"C"} \text{ document which may throw doubt on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)} \]

\[\text{"D"} \text{ document referring to an oral disclosure, use, exhibition or other means} \]

\[\text{"E"} \text{ document published prior to the international filing date but later than the priority date claimed} \]

\[\text{"F"} \text{ later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention} \]

\[\text{"X"} \text{ document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone} \]

\[\text{"Y"} \text{ document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art} \]

\[\text{"&"} \text{ document member of the same patent family} \]

Date of the actual completion of the international search

04 June 2005 (04.06.2005)

Date of mailing of the international search report

14 JUL 2005

Name and mailing address of the ISA/US

Mail Stop PCT, Attn: ISA/US
Commissioner for Patents
P.O. Box 1450
Alexandria, Virginia 22313-1450

Facsimile No. (703) 305-3230

Authorized officer

Charles G. Freay

Telephone No. 571-272-3750

Form PCT/ISA/210 (second sheet) (January 2004)
Continuation of B. FIELDS SEARCHED Item 3:
EAST
  search terms: valve, seal, plastic, coating