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My invention relates to improvements in a 
mop for use especially for picking up dust from 
floors Or Walls and the like, and also having for 
a main purpose means for applying waxes and 
floor finishes, for polishing same and for main 
taining the same from time to time. 
An object of my invention is to provide, in a 

mop an improved Simplified construction which 
is adaptable for various uses in maintaining 
floors in dusting and the like, and which can be 
S0 manipulated as to serve for general usage 
and meet the needs of such an instrument fully. 
Another object of my invention is to provide a 

mop having receptacle means, and a cover there 
for incorporated into said mop so that various 
fluid materials may be contained therein against 
evaporation, and for use When requirements de 
mand. 
A still further object of my invention is a pro 

vision in connection with the mop proper, of re 
movable means and replaceable means which 
may be altered from time to time for specific use 
and purposes. 
Other objects and advantages of the invention 

Will be apparent during the course of the follow 
ing description in the accompanying drawing 
forming a part of this specification, and in which 
like numerals are employed to designate like parts 
throughout the same. 

Figure 1 is a plan View of the mop head of 
my invention; 

Figure 2 is a cross section thereto taken on 
the longitudinal axis 2-2; 

Figure 3 is a cross section through the pad 
members forming an important adjunct to my 
mOp; 

Figure 4 is a Cross sectional view through a 
COVer Or mop fabric of my invention; 

Figure 5 is an enlarged fragmentary cross sec 
tional view of the right hand side of Figure 3, 
with the cover attached thereto; 

Figure 6 is a detail of the handle attaching 
member; 
Figure 7 is a cross section through the head 

to show the manner of piVotally securing the 
handle to the head; 

Figure 8 is a fragmentary sectional Wiew of a 
portion of One of the polishing or floor contact 
fabrics, and 

Figure 9 is a croSS Sectional View taken on lines 
9-9 of Figure 1, showing the mop pads partly 
in cross section and partly in elevation. 

In the i drawing, wherein for the purpose of 
illustration is ShoWn a preferred embodiment of 
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head, preferably shown as Somewhat heart 
shaped, which shape materially aids in getting 
around furniture or other objects rising from 
or setting on a floor. This head is formed of a 
comparatively flat plate f i, having down turned 
fanges 2, which will be better explained later, 
and provides it with means to act as a cover 
for a second unit comprising the invention. The 
head is generally heart shaped for greater con 
Venience in meeting the requirements and needs 
for the same purpose. 

In the top plate l l are hinge means provided 
for supporting a pin 3, which secures a handle 

i 4 thereto through the aid of a holder member 
15 shown generally, which holder member has a 
l0Op Strap f 6, . Which is intended to be inserted 
into a depressed area in the plate f l or mop 
head 0, allowing free , movement to meet the 
best use when the mop is in service. The loop 
6 is pivoted as at 7 in a horizontal manner to 
the handle pivot ear il 5 to further provide facility 
in the use of my mop. The handle member 4, 
which usually is of wood, though it may be of 
other material, is fitted into a socket as i 8, and 
can be substantially held in that position by 
means of the thumb set screw 9, which acts to 
draw togethuer the ears 20. Also located and sup- - . 
ported in the plate il i forming, a portion of the 
head i 0 is located a thumb screw 2 f, which coop 
erates and serVes to retain the mop pad member 
shown as a whole as 22. This member comprises 
a plate 23 of a general confirmation of the head 
and around the periphery of Said plate is dis 
posed a band Or flange ribbon i 24 fixed to the 
edge of the plate in such manner that the plate 
is mounted midWay between the edges of the 
band; therefore forming a filange on each side of 
said plate around its entire edge, and conform 
ing to the shape of the head f 0 by being enough 
smaller in its area that the filanges i 2 of the head 

9 will form a cover therefor. - 
Located in the plate in a practically balanced 

position. I mount Or insert a sleeve 25 having in 
termal threads to cooperate with the threads of 
the thumb screw 2 f, and preferably. I bell the 
ends of this sleeve or threaded tube - 25. to aid in 
directing the thumb screw to the threads. for 
cooperative action upon the plate. On either side 
of the plate I place pad members as 26, 27, also : 
having the general shape of the plate, and these 
pad members may be of any suitable material 
such as Sponge, rubber, felt or fiber, but having 
the characteristics of resiliency and compress 
ability, and the power to absorb and hold desir 

my invention, the numeral 10 indicates a mop 55 able liquid materials required in the fullest use 
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of the mop. It is my plan in so providing the 
pad aSSembly that one pad aS 26 may be im 
pregnated with liquid WaX, i floor oils or other 
liquid Substance, Which when positioned on the 
floor Side of the mop, that is in contact With the 
floor area, will serve from time to time upon 
pressure applied to the handle, to deliver desir 
able quantities of the liquid to a cover member 
supported by the mop, and which has direct con 
tact with a floor surface or other Surface de 
sired. The liquid is held within the confines of 
the band 24 and when in its upper position in 
the mop head it is held in a sealed condition 
against future use. This prevents evaporation 
and loss of liquid content between times of uSe. 
The pad 27 on the opposite side of the plate 23 
is intended to be a resilient yieldable backing 
for the fabric cover above mentioned, which is 
generally shown in cross section in Figure 4, 
identified as 28. To provide a fit of the appli 
cator members shown generally at 22, to the mop 
head i 0, holes 29 are provided so that the thumb 
screw 2 may have access to the threaded sleeve 
25. Also, depressed portions as 39 are provided 
so that the pad members can be located without 
interference with the pivoted handle at itS junc 
ture i 6 in the plate I l of the mop head. Also, 
one of the pads which may be termed the dry pad 
on its back edge (see Figure 3), is concaved as 
indicated at 3 , to permit the mop being used to 
dust off or polish along a base board or shoe at 
the bottom of the base board of a room. When 
the pad assembly 22 mounted in the head with 
either pad 26 or 27 facing downward therefrom, 
a cover member as 28 made up of fabric of 
proper material and having a draw string or 
rubber shirr member 32 around its upper edge is 
then applied over the mop in the manner in 
dicated in the fragmentary view Figure 5. This 
cover may be renewed at desired intervals, may 
be taken from the mop and washed or thrown 
away, as its condition may require. This cover 
28 may be made in a range of materials from 
muslin to loosely knit or woven and thick mate 
rial having the requisite ability to readily pick 
up dust or to serve as a surface cleaner or 
polisher. 
In some cases the mop may be further en 

hanced for service by applying or sewing to the 
bottom surface a pad as 33" of fabric or other 
materials, and in some events a brush, as Figure 
8, preferably having a flexible backing 34 at 
tached in the manner of the member 33, and a 
brush face 35, which may be of any desired depth 
or thickness between the back and the surface 
content. Such an attachment to the cover 28 
may be of string formation, the COVer itSelf 
having incorporated therein or applied thereto 
a mop of string along the order of the common 
dustless mops, wherein the strings are used to 
pick up dust from a floor or other surface and 
retainit during the cleaning operation. Many 
different types of fabrics may be used in the 
make-up of the cover member, a principal desir 
able feature thereof being that the cover can be 
removed not only to reverse the pads as 26 and 
27 for their different uses, but also to provide 
means whereby the cover can quickly and easily 
be removed for washing or for replacement with 
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another type, it only being nécessary where th? 
cover is fitted with a yieldable member as 32 of 
rubber to stretch it over the mop head f 0 and 
replace it in the same manner. 
Through the construction that I have shown 

in the cover herein it is understood, of course, 
that this cover may have a double use in that it 
can be reversed, presenting a fresh face to a 
floor surface or the like when there is require 
ment therefor. 
AS a Safeguard for furniture and the like, to 

prevent marring, I place a soft yieldable rubber 
band as 36 around the down turned flange i 2 
of the head 0, securing same by any positive 
means thereto. Thus, when the mop is used 
around finished and polished furniture or other 
objects resting upon a floor, it will not mar the 
finish of that object. 

It is to be understood that the form of my in 
vention herewith shown and described is to be 
taken as a preferred example of the same, and 
that various changes in the shape, size and ar 
rangement of parts may be resorted to without 
departing from the spirit of my invention or the 
Scope of the appended claims. 

Having thus described my invention, I claim: 
1. A mop comprising a downwardly flanged 

mop head having a handle pivotally attached 
thereto, a detachable mop member having upper 
and lower flanges adapted to Slidably fit in said 
mop head and forming upper and lower cavities, 
a resilient absorbent pad member in each cavity, 
means for Securing said mop member to the mop 
head to close the upper cavity of the mop mem 
ber, and a fabric cover bag having resilient 
draw means and enclosing said mop edges and 
the mOp pad in the lower cavity. 

2. A mOp comprising a downwardly flanged 
mop head having a handle pivotally attached 
thereto, a detachable mop member comprising a 
central Web having upper and lower fanges 
adapted to Slidably fit in said mop head and 
forming upper and lower cavities, a bushing in 
said web having fiared ends, a resilient absorbent 
pad member in each cavity, having a hole there 
in engageable over a flared end of said bushing, 
and means On Said mop head cooperable with 
Said bushing to Secure the detachable mop mem 
ber in said mop head to close the upper cavity. 

3. A mop comprising a downwardly fanged 
mop head having a handle pivotally attached 
thereto, a detachable mop member comprising a 

- central web having upper and lower flanges 
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adapted to slidably fit in said mop head and 
forming upper and lower cavities, a resilient 
abSorbent pad member in each cavity, a fabric 
cover bag having resilient draw means and en 
cloSing Said mop edges and the mop i pad in the 
lower ca.Vity. M 

4. A mop comprising a downwardly - flanged 
mop head having sa handle pivotally attached 
thereto, a detachable mop member comprising a 
central web having upper and lower flanges 
adapted to slidably fit in said mop head and 
forming upper and lower cavities, a resilient 
absorbent pad member in each cavity, and means 
for securing said mop member to the mop head 
to close the upper cavity of the mop member. 

v JEAN B. STETSON. 


