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To alluvhom it may concern: 
Beit known that I, HARVEY D. HARADEN, 

of Hartford, in the county of Windsor and 
State of Vermont, have invented a new and 
valuable Improvement in Tobacco - Pipes; 
and I do hereby declare that the following is 
a full, clear, and exact description of the con 

, struction and operation of the same, reference 
being had to the annexed drawings, making 
a part of this specification, and to the letters 
and figures of reference marked thereon. 

Figure 1 of the drawings is a representa 
tion of a side view of this invention, and Fig. 
2 a longitudinal section through the bowl 
and stem. 
This invention hasrelation totobacco-pipes, 

and it consists in the construction and novel 
arrangement of the transverse perforated base 
of the bowl, having the tobacco-chamberabove 
it, and communicating with said chamberby 
an upwardly - extending perforation in the 
stem, provided with an opening from end to 
end, and perforated through its upper Wall, 
and adapted to be inserted in the transverse 
opening of the bowl; and in the stopper 
adapted for insertion into the rear open end 
of the stem, all as hereinafter shown and de 
scribed. 

. In the accompanying drawings, the let 
ter A designates the bowl of the pipe, the 
upper part of which forms the tobacco-cham 
ber B, while the body portion Cis below this 
chamber. The latter portion is provided with 
a transverse opening o' passage, a, entirely 
through from front to rear, which is usually 
made slightly conical or tapering, as shown 
in the drawings. From the chamber B a per 
foration, b, leads downward to the passage 
a connecting the two. 
D indicates the stem of the pipe. This is 

open from end to end, as shown at c, and near 

of the pipe-bowl. 

its rear end disperforated through its upper 
wall, as shown ate. This end of the stem is 
usually made somewhat tapering, to corre 
spond with the form of the passage a, through 
which said stemis passed, in order to connect 
it to the bowl. In this position the rear end 
d of the stem is designed to project somewhat 
beyond the bowl, as indicated in the draw 
ings, and the perforation e through its upper 
Wall is turned around until it coincides with 
the lower end of tbe perforation b of the base 

A stopper, 2, is designed 
to be inserted into the open rear end d of the 
Stem. 
The operation of this pipe is obvious. The 

tobacco isput in the large chamber B over 
the base C. Draft is established through the 
stem and bowl when the perforations e and b 
are adjusted to coincide, in the manner above 
mentioned. 

In order to clean the stem, the end-stopper 
2 is talken out. To clean the perforations b 
and e, the stem may be slipped entirely out of 
its seat a in the body of the bowl. 
Having described this invention, what I 

claim as new, and desire to secure by Letters 
Patent, is 
The smoking-pipe herein described, consist 

ing of the bowl A, having the chamber B, the 
transversely-perforated body portion C, and 
perforation b, and the removable stem D, hav 
ing the opening e and detachable end-plug 2, 
substantially as specified. 

In testimony that I claim the above have 
hereunto subscribed my name in the presence 
oftwo Witnesses. 

EHARVEY D, HARADEN, 
Witnesses: 

ALBERT G. BUGBEE, 
ALLEN H. CLARK. 


