END OF INJECTION INDICATOR FOR INJECTION PEN
END OF INJECTION INDICATOR FOR INJECTION PEN

FIELD OF THE INVENTION
[0001] This application claims the benefit under 35 U.S.C. § 119(e) of U.S. Provisional Patent Application Serial No. 61/457,403, filed on March 18, 2011, which is hereby incorporated by reference in its entirety.

FIELD OF THE INVENTION
[0002] The invention relates to a multiple use pen-type injection device with an end of injection indicator to signal to a user that a set dose was completely injected.

BACKGROUND OF THE INVENTION
[0003] Various medication injection pen devices are known in the prior art. Many injection pen devices require a user to set a desired dose whereupon a dose dial, a driver, or some other element moves a distance out of a main pen body corresponding to the set dose. To inject the dose in such injection pens, the user then pushes a button or some other feature which generally returns the dose dial or driver to its initial position in the main pen body while injecting the set dose. In many such pens, the user must continue pressing the push button until the set dose is completed. However, one problem with many of these pens is that there is no indication to the user that the set dose was completely administered. Thus, the user may prematurely release the push button thinking the injection process is complete without being informed otherwise. In some situations, this could pose a risk for the user because the prescribed dose was not fully injected. Accordingly, there is a need to provide one or more of a visible, tactile and audible indication to a user when the set dose has been completely administered.

SUMMARY OF THE INVENTION
[0004] Exemplary embodiments of the present invention address at least the above problems and/or disadvantages and provide at least the advantages described below.
In accordance with an exemplary embodiment of the present invention, a medication injection pen includes a housing and a dose set knob rotatably connected to the housing for setting a dose. An indicator member is movable between a visible position indicating a zero position of the dose set knob and a non-visible position indicating a non-zero position of the dose set knob. The indicator member is visible to a user in the visible position and not visible in the non-visible position. The dose set knob is in the zero position when a set dose has been completely administered. Accordingly, a visible indication is provided to a user when a set dose has been completely administered.

In accordance with another exemplary embodiment of the present invention, a medication injection pen includes a housing and a dose set knob rotatably connected to the housing for setting a dose. A window is disposed in the housing such that a portion of the outer surface of the dose set knob is visible in the window to indicate a zero position of the dose set knob and the portion of the outer surface of the dose set knob is not visible in the window to indicate the non-zero position. The dose set knob is in the zero position when a set dose has been completely administered.

Additional objects, advantages and salient features of exemplary embodiments of the present invention will become apparent to those skilled in the art from the following detailed description, which, taken in conjunction with the annexed drawings, discloses exemplary embodiments of the present invention.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other exemplary features and advantages of certain exemplary embodiments of the present invention will become more apparent from the following description of certain exemplary embodiments thereof when taken in conjunction with the accompanying drawings in which:

Fig. 1 is an elevational view of an injection pen according to an exemplary embodiment of the present invention;

Fig. 2 is a perspective view of an end of injection indicator when the indicator is visible according to a first exemplary embodiment of the present invention;

Fig. 3 is a perspective view of the end of injection indicator of Fig. 2 when the indicator is not visible;

Fig. 4 is a perspective view of an end of injection indicator when the indicator is visible according to a second exemplary embodiment of the present invention;
Fig. 5 is a perspective view of the end of injection of Fig. 3 when the indicator is not visible;

Fig. 6 is a perspective view of a dose set knob in the embodiments of Figs. 2 - 5;

Fig. 7 is a perspective view of an end of injection indicator when an indicator member is visible according to a third exemplary embodiment of the present invention;

Fig. 8 is a perspective view of the end of injection indicator of Fig. 7 when the indicator member is not visible;

Fig. 9 is an elevational view in cross-section of the end of injection indicator of Figs. 7 and 8;

Fig. 10 is a perspective view of the end of injection indicator of Fig. 7 with the indicator member in a visible position;

Fig. 11 is a perspective view of the end of injection indicator of Fig. 7 in which a lug of a dose set knob engages the indicator member to retract the indicator member;

Fig. 12 is a perspective view of the end of injection indicator of Fig. 11 in which the indicator member is fully retracted and disengaged from the lug in the non-visible position;

Fig. 13 is a perspective view of the end of injection indicator of Fig. 12 in which the indicator member is engaged by a thread of the dose set knob to release the indicator member to the visible position;

Fig. 14 is a perspective view of an end of injection indicator in accordance with a fourth exemplary embodiment of the present invention in which an indicator member is in a visible position;

Fig. 15 is a perspective view of the end of injection indicator of Fig. 14 in which a lug of a dose set knob engages a driver to move the indicator member to a non-visible position;

Fig. 16 is a perspective view of the lug of the dose set knob disengaged from the driver;

Fig. 17 is a perspective view of a thread of the dose set knob engaging the driver to move the indicator member to the visible position;

Fig. 18 is a perspective view of an end of injection indicator according to a fifth exemplary embodiment of the present invention in which an indicator member is in a visible position;
Fig. 19 is a perspective view of the end of injection indicator of Fig. 18 with the indicator member in a non-visible position;

Fig. 20 is a perspective view of an injection pen having an end of injection indicator in accordance with a sixth exemplary embodiment of the present invention with the indicator member shown in the visible position;

Fig. 21 is a perspective view of the injection pen of Fig. 20 with the indicator member shown in a non-visible position;

Fig. 22 is a perspective view of the indicator member of Fig. 20 in the visible position;

Fig. 23 is a perspective view of the indicator member of Fig. 20 in the non-visible position;

Fig. 24 is a perspective view of an injection indicator according to a seventh exemplary embodiment of the present invention with the indicator shown in a visible position;

Fig. 25 is another perspective view of the injection indicator of Fig. 24 with the indicator member shown in the visible position;

Fig. 26 is a perspective view of the injection indicator of Fig. 24 with the indicator member shown in the non-visible position;

Fig. 27 is another perspective view of the injection indicator of Fig. 24 with the indicator member shown in the non-visible position;

Fig. 28 is a perspective view of the injection indicator of Fig. 24 with the indicator member moving from the non-visible position to the visible position;

Fig. 29 is a perspective view of the injection indicator of Fig. 24 with the indicator member being engaged by a dose set know thread;

Fig. 30 is a partial elevational view in cross-section of an injection pen including the injection indicator of Fig. 24 in the non-visible position; and

Fig. 31 is a partial elevational view in cross-section of the injection pen of Fig. 30 with the indicator member in the visible position.

Throughout the drawings, like reference numerals will be understood to refer to like elements, features and structures.

**DETAILED DESCRIPTION OF EXEMPLARY EMBODIMENTS**

The matters exemplified in this description are provided to assist in a comprehensive understanding of exemplary embodiments of the invention with reference to
the accompanying drawing figures. Accordingly, those of ordinary skill in the art will recognize that various changes and modifications of the exemplary embodiments described herein can be made without departing from the scope and spirit of the disclosed embodiments. Also, descriptions of well-known functions and constructions are omitted for clarity and conciseness.

[0042] Fig. 1 depicts a view of an injection pen 50 according to an exemplary embodiment of the present invention. As shown, the injection pen 50 includes an upper pen body 1, which houses a plurality of dose setting and injection components. The upper body 1 is connected to a cartridge housing 15, which houses a medication cartridge 14. The cartridge housing 15 is preferably transparent or translucent. As shown, the injection pen includes a dose set knob 2 that includes a knob-like portion 51 that is rotated by a user to set a desired dose. The dose set knob 2 also includes a plurality of numerals corresponding to a number of dosage units that is visible through a window 13 provided on the upper body 1. A user rotates the dose set knob 2 until the desired dose is visible in the window 13. The body 1 may include an arrow or other indicator 52 to precisely indicate the set dose. Once the desired dose is set, a user presses the button 3 until the set dosage amount is completely injected.

[0043] To set a dose using the injection pen device 50, the user rotates the knob-like portion 51 of the dose set knob 2 relative to the pen upper body 1. The outer surface 53 of the dose set knob 2 includes a thread 21, as shown in Fig. 6, that is in threaded engagement with a plurality of threads (not shown) provided on an inner surface of the pen body 1. Accordingly, as the dose set knob 2 is rotated relative to the pen body 1, the dose set knob 2 screws or advances a distance out of the pen body 1, as shown in Fig. 21. Once a desired dose is set, the user pushes the push button 3 to initiate injection. As the user continues to press the button 3, the dose set knob 2 is caused to rotate and screw back down into the body via the thread engagement between external thread 21 on the dose set knob 2 and the internal threads in the upper body 1. Rotation of the dose set knob 2 may then be transferred to a driver or other element that causes a piston rod or lead screw 6 to move into cartridge 14 to inject the set dose, as shown in Fig. 2. A more detailed description of the operation of an exemplary injection pen device can be found in U.S. Provisional Patent Application No. 61/457,391, filed on March 16, 2011, and in related International Patent Application No. PCT/US2012/029308, filed on March 15, 2012, both applications entitled "Multiple Use Disposable Injection Pen", and are hereby incorporated by reference in their entirety.
The injection process is completed when the dose set knob 2 returns to its initial or '0' dose position inside pen body 1, such that it is blocked from further rotation and or axial movement in the injection direction, i.e., toward a distal end 54 of the injection pen 50 as shown in Fig. 1. According to the first exemplary embodiment shown in Fig. 2, the pen upper body 1 may include one or more windows 17, through which a portion of the dose set knob 2 is visible only when the dose set knob 2 is at a '0' dose position, such as at the end of injection, when the dose set knob 2 returns to its initial position. The window 17 is disposed in the pen upper body 1 adjacent a distal end 55 of the pen upper body 1. Accordingly, a user can be assured that the injection process is complete only when a portion of the dose set knob is visible through the window 17. Preferably, an elongated side 18 of the window 17 is substantially perpendicular to a longitudinal axis of the pen upper body 1.

When the dose set knob 2 is in the initial position, a distal end 56 (Fig. 6) of the dose set knob 2 is substantially adjacent the distal end 55 of the pen upper body 1 such that a portion of the dose set knob 2 is visible through the window 17 in the pen upper body 1. When a dose is being set, the dose set knob 2 is advance in a distal direction out of the upper pen body, as shown in Fig. 21, such that the distal end 56 of the dose set knob 2 is advanced proximally of the window 17 in the pen upper body 1. Thus, the dose set knob 2 is not visible through the window 17, as shown in Fig. 3. As shown, the dose set knob 2 is not at a '0' dose position, thus either a dose is set, or the injection process is not completed. When the dose is completed, the dose set knob 2 is again visible through the window 17 in the pen upper body 1 because the distal end 56 of the dose set knob 2 is returned to its initial position substantially adjacent the distal end 55 of the pen upper body 1.

An end of injection indicator in accordance with a second exemplary embodiment is shown in Figs. 4 and 5, which illustrate an injection pen substantially similar to that of Figs. 2 and 3. A window 19 is disposed in the upper pen body 1, as shown in Figs. 4 and 5. The window 19 has a different orientation than that of the window 17 of Figs. 2 and 3. The window 19 has an elongated dimension 20 that is substantially parallel to a longitudinal axis of the pen upper body 1, as opposed to the elongated dimension 18 of the window 17 being substantially perpendicular to the longitudinal axis of the pen upper body 1 as shown in Figs. 2 and 3.

The end of injection indicator of Figs. 4 and 5 operates substantially similarly to that of Figs. 2 and 3. When the dose set knob 2 is not visible through the window 19, as shown in Fig. 5, the dose set knob 2 is not at an initial or '0' dose position, i.e., a dose is
being set or has not been completed. When the dose set knob 2 is visible through the window 19, as shown in Fig. 4, the dose set knob 2 is in the initial or '0' dose position.

[0048] The dose set knob 2 shown in Fig. 6 can be used with the exemplary embodiments described above with respect to Figs. 2 - 5. As shown, the dose set knob 2 is of a generally cylindrical shape. To ensure that no portion of the dose set knob 2 is visible through the window 17 or 19 until the dose set knob 2 is in the initial or '0' dose position, the dose set knob 2 may include a cut-away portion 23. As shown in Fig. 6, the cut-away portion 23 is formed by an inverted substantially V-shaped cut made at the distal end 56 of the dose set knob 2. Because the dose set knob 2 rotates to return to the '0' dose position during an injection, the cut-away portion 23 is preferably removed from a portion of the outer surface as shown. Thus, even when the dose set knob 2 is very close to returning to its initial or '0' dose position, no portion of the dose set knob 2 is visible through the window 17 or 19 until the dose set knob 2 is fully rotated back into the pen upper body 1. Alternatively, instead of providing a cut-away portion 23 of the dose set knob 2, a printed line or block can be provided on a portion of the outer surface 53 of the dose set knob 2 that would only be visible when the dose set knob 2 is in the '0' dose position. Additionally, while the exemplary embodiments shown in Figs. 2-5 illustrate only a single window near the distal end 55 of the upper pen body 1, a plurality of windows can be utilized in various positions on the pen upper body 1.

[0049] An end of injection indicator according to a third exemplary embodiment of the present invention is shown in Figs. 7 and 8. An indicator member 200 is in the visible or exposed position and is visible only when the dose set knob 2 is in the '0' dose or initial position as shown in Fig. 7. Accordingly, as shown in Fig. 8, when the dose set knob 2 is not in its initial position, as evident by the gap 'a' between the dose set knob 2 and the pen upper body 1, the indicator member 200 is no longer in the visible position. The exposed indicator member 200 is more readily visible to the user when the dose set knob 2 is in its initial or end of injection position due to the larger size of the indicator member 200. The cartridge housing 15 is preferably transparent or translucent to facilitate visibility of the indicator member 200 in the visible position.

[0050] The energy used to activate the indicator member 200 of Figs. 7 and 8 is stored during the dose setting action performed by the user. To facilitate the injection process, the force required to release the indicator member 200 to the visible position is preferably minimal and unnoticeable to the user. A cross-section of an end of injection mechanism to expose the indicator member 200 of Figs. 7 and 8 is shown in Fig. 9.
Operation of the injection mechanism is shown in Figs. 10 - 13, in which the pen body 1 and the cartridge holder 15 are removed to more clearly illustrate the operation thereof.

As shown in Fig. 10, the indicator member 200 is of a substantially cylindrical shape and coaxially surrounds an insert 300. The insert 300 is held axially and rotatably fixed with respect to a pen upper body or housing 1, as shown in Fig. 9. Figs. 9 and 10 depict the indicator member 200 in the visible or exposed position, visible to a user. As such, the dose set knob 2 is in its initial or '0' dose position. As shown in Fig. 9, a portion of the indicator element 200, represented by a length 'b', is visible between the pen body 1 and the cartridge housing 15 when the indicator member 200 is in the visible position. The cartridge housing 15 is preferably transparent or translucent to facilitate visibility of the indicator member 200. A compression spring element 400 is provided coaxially surrounding the insert 300 between a ledge 307 of the insert member 300 and a ledge 207 of the indicator member 200. In this position, the spring element 400 is biasing the indicator member 200 away from the dose set knob 2 to expose the indicator member 200 to the user. The indicator member 200 is connected to the insert member 300 via engagement between a boss 302 on the insert member 300 and a track 204 of the indicator member 200. The indicator member 200 is rotatable with respect to the insert member 300. The rotatable movement of the indicator member 200 is determined by the configuration of the track 204 in the indicator member 200.

As shown in Fig. 10, the track 204 has a first or inclined portion 205 extending in a distal direction at an angle to the longitudinal axis of the pen upper body 1. A second or horizontal portion 206 of the track 204 extends substantially perpendicular to the longitudinal axis of the pen upper body 1 from an end 208 of the first portion 205 of the track 204.

The indicator member 200 includes at least one arm 202 extending from a cylindrical portion of the indicator member 200 towards the dose set knob 2. A cut-out portion 210 is formed in a proximal end of the arm 202 to form a flexible arm 209 at the proximal end thereof. The arm 202 of the indicator member 200 engages a lug 25 provided adjacent the distal end 56 of the dose set knob 2, as shown in Fig. 10. During setting of a dose, as the dose set knob 2 is rotated, the lug 25 on the dose set knob 2 engages a portion of the arm 202 to cause the indicator member 200 to rotate, as shown in Fig. 11. As the indicator member 200 rotates, the inclined track portion 205 of the indicator member 200 performs a camming function with the boss 302 on the insert 300 such that the indicator member 200 retracts into the body 1 as the boss 302 traverses the inclined track portion 205. As the indicator member 200 retracts, the compression spring 400 compresses between the indicator member 200 and the insert member 300, which is fixed and does not move axially.
or rotationally. When the boss 302 reaches an end 208 of the inclined track portion 205, the indicator member 200 is fully retracted in the pen body 1 and is not visible to the user, as shown in Fig. 11. The indicator member 200 may further rotate with rotation of the dose set knob 2 until the boss 302 reaches an end of the horizontal track portion 206. As the dose set knob 2 continues to rotate, the lug 25 on the dose set knob 2 moves away from engagement with the arm 202 of the indicator member 200. Eventually the lug 25 on the dose set knob 2 will move far enough that it no longer engages the arm 202 of the indicator 200, as shown in Fig. 12. At this point the indicator 200 no longer rotates and the dose set knob 2 rotates and screws or advances out of the pen upper body 1 a distance corresponding to a set dose, as shown in Fig. 8. The boss 302 is positioned at an end 212 of the horizontal portion 206 of the track 204, as shown in FIG. 12. The boss 302 being disposed in the horizontal portion 206 of the track 204 prevents movement of the indicator member 200 in the distal direction such that the spring 400 (Fig. 9) remains compressed between the indicator member 200 and the insert 300.

[0054] During an injection, the dose set knob 2 is screwed back down into the pen upper body 1 upon a user pressing on the button 3 (Figs. 7 and 8). As the dose set knob 2 nears the end of injection position or the '0' dose position, the dose set knob 2 can reach a position where the lug 25 on the dose set knob 2 engages the top of the arm 202 of the indicator member 200, as shown in Fig. 12. If the lug 25 were to hit the top of the arm 202 instead of passing over the top, it is possible that the pen could jam and the set dose would not be allowed to be completed. Accordingly, the arm 202 on the insert member 200 can include the cutout portion 210 near the top of the arm 202 forming the flexible arm 209. Thus, when the lug 25 contacts the top surface of arm 202, the flexible arm 209 flexes out of the way of the lug 25 so that the dose set knob 2 can continue to its initial position or '0' dose position.

[0055] Once the lug 25 passes the arm 202, a thread 21 on the dose set knob 2 contacts a side edge of the arm 202, thus causing rotation of the indicator member 200, as shown in Fig. 13. This interaction preferably occurs just before the dose set knob 2 reaches the '0' dose position. As the indicator member 200 rotates, the horizontal track portion 206 of the track 204 moves over the boss 302 on the insert member 300, as shown. Once the track 204 moves such that the boss 302 is positioned in the inclined track portion 205, the spring 400 (Fig. 9) is released. The spring 400 drives the indicator member 200 in a distal direction away from the insert 300, until the boss 302 is positioned at an end 213 of the inclined track portion 205 of the track 204, as shown in Fig. 10. The end 213 of the track
contacting the boss 302 results in a click or snap sound at the end of travel, thereby providing an audible indication that the injection is complete. The critical point when the boss 302 is positioned in the inclined track portion 205 of the track 204 is when the dose set knob 2 has returned to the '0' dose position, such that the injection is completed. The axial movement of the indicator member 200 as the inclined track portion 205 moves over the boss 302 moves the portion of the indicator member 200 into the visible position external of the pen upper body 1, thereby providing the user with a visible indication that the injection is complete.

[0056] In a fourth exemplary embodiment shown in Figs. 14 - 17, a driver 500 is added to supplement the movement of the indicator member 251. The indicator member 251 is allowed to move an axial distance in and out of the body such that a portion of the indicator member 251 can be visible or exposed to the user in a '0' dose or initial position, but hidden when the dose set knob 2 is not in the '0' dose or initial position, as shown in Figs. 7 and 8. The indicator member 251 does not rotate, and is limited to axial movement. An insert 271 is fixed to the pen upper body 1, thereby preventing rotational and axial movement of the insert 271. The driver 500 is provided such that it rotates with respect to the pen upper body 1, but does not move axially in and out of the pen upper body 1.

[0057] The driver 500 includes a first horizontal track portion 510 that is engaged with a boss 272 on the insert 271 to axially fix the driver 500 to the insert 271 while allowing rotation with respect thereto. Accordingly, the rotational distance over which the dose set knob 2 and an arm 502 of the driver 500 are engaged at the beginning of dose setting and near the end of injection is reduced. Accordingly, any potential for the injection mechanism to jam or fail due to such engagement can be reduced or minimized.

[0058] As shown in Fig. 14, the dose set knob 2 is in the '0' dose or initial position, thus an indicator member 251 is visible or exposed to the user. As in the third exemplary embodiment shown in Figs. 9 - 13, a spring member (not shown) is provided between the insert 271 and the indicator 251 and is biased to push the indicator member 251 away from the dose set knob 2. As before, when the user adjusts the dose set knob 2 to set a desired dose, the dose set knob 2 is rotated and a lug 25 on the dose set knob 2 engages an arm 502 extending axially from a driver 500. Due to this engagement, the driver 500 is caused to rotate. The driver 500 includes an inclined track portion 504 that engages with a boss 257 provided on the indicator member 251. As the driver 500 rotates, the boss 257 is caused to slide into and up the inclined track portion 504 of the driver 504, thus causing the indicator member 251 to move up into the pen upper body 1 against the bias of the spring member 400 (Fig. 9). The indicator member 251 continues to retract into the pen upper body 1 until the
boss 257 reaches the horizontal track portion 505 of the driver 500. At this point, as shown in Fig. 15, the indicator member 251 is completely retracted and the arm 502 is no longer engaged with the lug 25 on the dose set knob 2. Since the arm 502 on the driver 500 does not retract into the pen body with the retraction of the indicator member 251, as in the previous embodiment, the arm 502 and the dose set knob 2 are engaged for a shorter period of time and over a shorter rotational distance. The boss 257 being positioned in the horizontal track portion 505 maintains the spring member in the compressed position.

During injection, the dose set knob 2 moves back toward its '0' dose or initial position toward arm 502 of the driver element 500. When the lug 25 engages with a top edge of the arm 502 during return of the dose set knob 2, a flexible arm 509 of the driver arm 502 flexes downwardly such that the lug 25 can move past the arm 502 of the driver 500. The driver 500 rotates upon engagement of a thread 21 on the dose set knob 2 with the side edge of the arm 502, as shown in Fig. 16. As the driver 500 rotates, the boss 257 moves in the horizontal portion of track 505, as shown in Fig. 17, until it reaches the inclined track portion 504. At this point, the spring element 400 (Fig. 9) disposed between the insert 271 and the indicator member 251 is released and pushes the indicator member 251 away from the dose set knob 2 and out of the pen upper body 1 such that it is visible to the user. Once again, when the boss 257 reaches an end 515 of the inclined track portion 504, as shown in Fig. 14, an audible and/or tactile click or snap is generated.

Figs. 18 and 19 illustrate a fifth exemplary embodiment of an end of injection indicator. A generally cylindrical indicator member 600 surrounds an insert member 700 to provide an indication that the dose set knob 620 has returned to its '0' dose or initial position similar to the above exemplary embodiments. The indicator member 600 includes an at least one elongate arm 602 that engages the dose set knob 620. The dose set knob 620 in this exemplary embodiment includes an angled lug 625 that engages a corresponding angled portion 603 on the internal surface of the arm 602 to lift the indicator member 600 upon rotation of the dose set knob 620. As the dose set knob 620 is rotated to set a dose, the indicator member 600 is lifted or pulled into the pen upper body 1, against the bias of a spring member 400 (Fig. 9) disposed between the insert 700 and the indicator member 600. The indicator member 600 is moved axially into the upper pen body 1 a distance corresponding to the length of a vertical track portion 604 of the indicator member. The indicator member 600 is lifted by the engagement with the lug 625 on the dose set knob 620 just enough for a boss 702 on an insert member 700 to traverse the length of the vertical track portion 604 and move into the horizontal portion 605, as shown in Fig. 19, that secures the
indicator member 600 in the retracted position until the dose set knob 620 returns to the '0' dose or initial position. The spring member 400 (Fig. 9) remains compressed when the boss 702 is disposed in the horizontal track portion 605 and prevents axial movement of the indicator member 600.

[0061] Figure 19 illustrates the indicator member 600 just before the dose set knob 620 returns to the '0' dose or initial position. As shown, just before the dose set knob 620 reaches the '0' dose or initial position, a thread 621 on the dose set knob 620 engages an edge of the arm 602 to cause the arm 602 to rotate a slight amount that will release the boss 702 disposed on the insert 700 from the horizontal track portion 605 into the vertical track portion 604. Once the boss 702 is aligned in the vertical track portion 604, the spring member 400 (Fig. 9) releases and pushes the indicator member 600 away from the dose set knob 620, such that a portion of the indicator member 600 is exposed outside the pen upper body 1 similar to the above exemplary embodiments to be visible to the user. As before, when the boss 702 reaches an end 606 of the vertical track portion 604, an audible and/or tactile click or snap is generated.

[0062] According to a sixth exemplary embodiment shown in Figs. 20 - 23, instead of pushing an indicator out from the pen upper body 1 such that it is exposed or visible to a user, an indicator 800 is configured to rotate such that a portion of indicator 800 is visible to the user. As shown in Fig. 22, an indicator member 800 includes a plurality of legs 804 that are circumferentially spaced apart. Thus, as the indicator member 800 rotates relative to the pen upper body 1, one of the legs 804 rotates into a view of the user, as shown in Fig. 20. Fig. 22 illustrates this embodiment when the dose set knob 2 is rotated an amount to set a dose, such that the dose set knob 2 is no longer in the '0' dose or initial position. As shown, none of the legs 804 of the indicator member 800 are visible to the user. Instead, a portion of the cartridge holder 15 may be visible.

[0063] One difference between the embodiment of Figs. 20 - 23 and the previous embodiments is that a torsion spring is provided between an insert 900 and the indicator member 800 instead of a compression spring. As shown in Fig. 22, the indicator member 800 includes a track 805 that engages with a boss 902 provided on the insert member 900. At least one arm 802 extends from the indicator member toward and engages the dose set knob 820. The dose set knob 820 is provided with an angled lug 825, as shown in Fig. 23, that engages with a similar angled member 808 provided on the internal surface of arm 802. As the dose set knob 820 is rotated to set a desired dose, engagement between the angled portions 825 and 808 causes the indicator member 800 to lift or move into the pen upper
body 1 a small amount and rotate against the bias of the torsion spring to move the boss 902 disposed on the insert 900 into a secured position, not shown, within the track 805. The boss 902 is held in the secured position against the bias of the torsion spring until the arm 802 is engaged near the '0' dose or initial position by the dose set knob 820. Once the dose set knob 820 engages the arm 802 during its return, the indicator member 800 is rotated an amount that releases the boss 902 such that the torsion spring causes the indicator member 800 to rotate back. Once the indicator member 800 rotates back with the force of the torsion spring, one of the legs 804 are visible to a user to indicate that the dose set knob 820 is in the '0' dose or initial position. Return of the boss 902 in the track 805 under the force of the spring member results in an audible and/or tactile click or snap perceivable to the user.

[0064] An end of injection indicator according to a seventh exemplary embodiment of the present invention is shown in Figs. 24 - 31. An indicator member 1021 is in the visible or exposed position and is visible only when the dose set knob 1002 is in the '0' dose or initial position as shown in Figs. 24 and 25. Accordingly, as shown in Figs. 26 - 29, when the dose set knob 1002 is not in its initial position (for example, as shown by the gap 'a' between the dose set knob 2 and the pen upper body 1 in Fig. 8), the indicator member 1021 is no longer in the visible position. The exposed indicator member 1021 is more readily visible to the user when the dose set knob 1002 is in its initial or end of injection position due to the indicator member 200 extending beyond a distal end 1004 of a pen upper body 1003, as shown in Fig. 31. The cartridge housing 15 (Figs. 7 and 8, for example) is preferably transparent or translucent to facilitate visibility of the indicator member 1021 in the visible position.

[0065] The energy used to activate the indicator member 1021 of Figs. 24 - 31 is stored during the dose setting action performed by the user. To facilitate the injection process, the force required to release the indicator member 1021 to the visible position is preferably minimal and unnoticeable to the user. A cross-section of an end of injection mechanism to expose the indicator member 1021 is shown in Figs. 30 and 31. Operation of the injection mechanism is shown in Figs. 24 - 29, in which the pen body 1003 and the cartridge holder 15 (Figs. 7 and 8) are removed to more clearly illustrate the operation thereof.

[0066] As shown in Figs. 24 - 29, the indicator member 1021 is of a substantially cylindrical shape and is coaxially surrounded by an insert 1031. The insert 1031 is prevented from moving axially in the distal direction by and outwardly extending flange 1005 of the brake tower 1005 receiving an inwardly extending shoulder 1033 of the insert 1031. Axial
movement in the proximal direction and rotational movement with respect to the pen upper body 1003 is substantially prevented by a boss 1023 of the indicator member 1021 received in a track 1035 of the insert 1031. A spring member 1041 is disposed between the flange 1005 of the brake tower 1005 and a proximal end 1025 of the indicator member 1021, as shown in Figs. 30 and 31. The spring member 1041 biases the indicator member 1021 to the visible position shown in Figs. 24 and 25, and prevents movement of the indicator member 1021 and the insert 1031 due to the boss 1023 and track 1035 connection therebetween.

[F0067] Figs. 24 and 25 depict the indicator member 1021 in the visible or exposed position, such that a portion of the indicator member 1021 is visible to the user through the transparent or translucent cartridge housing 15 (Figs 7 and 8). As such, the dose set knob 1002 is in its initial or '0' dose position. A portion of the indicator member 1031 at a distal end 1027 thereof is visible beyond the distal end 1004 of the pen upper body 1003 when the indicator member 1021 is in the visible position.

[F0068] As shown in Figs. 24 - 29, the track 1035 has a first or inclined portion 1036 extending in a distal direction at an angle to the longitudinal axis of the pen upper body 1003 (Figs. 30 and 31). A second or horizontal portion 1037 of the track 1035 extends substantially perpendicular to the longitudinal axis of the pen upper body 1003 (Figs. 30 and 31) from an end of the first portion 1036 of the track 1035. A ramp 1038 is formed at the transition from the second portion 1037 to the first portion 1036 of the track 1035 to maintain the boss 1023 in the second portion 1037 of the track 1035 when the dose set knob 1002 is in a non-zero position, as shown in Figs. 26 and 27.

[F0069] The insert 1031 includes at least one arm 1039 extending from a cylindrical portion of the insert 1031 towards the dose set knob 1002, as shown in Figs. 24 - 31. A distal end 1032 of the arm 1039 slopes downwardly toward the distal end of the pen 1001 (Figs. 30 and 31). The arm 1039 of the insert 1031 engages a lug 1011 provided adjacent a distal end 1012 of the dose set knob 1002. During setting of a dose, as the dose set knob 1002 is rotated, the lug 1011 on the dose set knob 1002 engages a portion of the arm 1039 to cause the insert 1031 to rotate, as shown in Figs. 25 and 26. As the insert 1031 rotates, the inclined track portion 1036 of the insert 1031 performs a camming function with the boss 1023 on the indicator member 1021 such that the indicator member 1021 retracts into the body 1003 as the boss 1023 traverses the inclined track portion 1036. As the indicator member 1021 retracts, the spring member 1041 compresses between the indicator member 1021 and the flange 1006 of the brake tower 1005, which is fixed to the pen upper body 1003 and does not move axially or rotationally. When the boss 1023 reaches an end 1049 of the inclined track
portion 1036, the indicator member 1021 is fully retracted in the pen body 1003 and is not visible to the user, as shown in Figs. 26 and 27. The indicator member 1021 further rotates with rotation of the dose set knob 1002 until the boss 1023 reaches an end of the horizontal track portion 1037. As the dose set knob 1002 continues to rotate, the lug 1011 on the dose set knob 1002 moves away from engagement with the arm 1039 of the insert 1031. Eventually the lug 1011 on the dose set knob 1002 moves far enough that it no longer engages the arm 1039 of the insert 1031, as shown in Fig. 26. At this point the insert 1031 no longer rotates and the dose set knob 1002 rotates and screws or advances out of the pen upper body 1003 a distance corresponding to a set dose, as shown in Fig. 8. The boss 1023 is positioned at an end 1034 of the horizontal portion 1037 of the track 1035, as shown in Figs. 26 and 27. The boss 1023 being disposed in the horizontal portion 1037 of the track 1035 prevents movement of the indicator member 1021 in the distal direction such that the spring 1041 remains compressed between the indicator member 1021 and the flange 1006 of the brake tower 1005.

[0070]期间注射，剂量调节旋钮 1002 被回旋或推进到笔身 1003，用户按下按钮 3（图 7 和 8）。剂量调节旋钮 1002 接近注射的结束位置，或“0”剂量位置，剂量调节旋钮 1002 可以达到的位置，当旋钮 1011 接触到剂量调节旋钮 1002 想要接触的顶部的臂 1039，当旋钮 1011 不是定量接触时，臂 1039 的顶部位置。臂 1039 接触到顶部的表面的臂 1039，斜面的顶部接触面可以缩短推进到臂 1039 的顶部的旋钮 1011 中，剂量调节旋钮 1002 可以继续到其初始位置或“0”剂量位置。

[0071]一旦旋钮 1011 推过臂 1039，螺纹 1043 接触到剂量调节旋钮 2 的一边，接触面的臂 1039，从而导致插入件 1031，如图 29。这种相互作用在剂量调节旋钮 1002 接近“0”剂量位置接触面时发生。当插入件 1031 推动时，旋钮 1023 进入到水平轨道部分 1037，插入件 1031。当插入件 1031 推动旋钮 1023 位于斜面 1038，臂 1039 位于第二端 1063 的斜缝 1061 中的剂量调节旋钮 1002。继续旋转的剂量调节旋钮 1002 使旋钮 1023 越过斜面 1038，臂 1035，插入件 1031。当旋钮 1023 推过斜面 1038，弹簧 1041 释放。弹簧 1041 驱动指示器
member 1021 in a distal direction away from the insert 1031, until the boss 1023 is positioned at an end 1048 of the inclined track portion 1036 of the track 1035, as shown in Figs. 24 and 25. The end 1048 of the track 1035 contacting the boss 1023 results in a click or snap sound at the end of travel, thereby providing an audible indication that the injection is complete. The critical point when the boss 1023 is positioned in the inclined track portion 1036 of the track 1035 is when the dose set knob 1002 has returned to the '0' dose position, such that the injection is completed. The axial movement of the indicator member 1021 as the boss moves in the inclined track portion 1036 moves the portion of the indicator member 1021 into the visible position external of the pen upper body 1003, as shown in Fig. 31, thereby providing the user with a visible indication that the injection is complete.

[0072] The injection pens described herein may utilize conventional dose setting and injection mechanisms as disclosed, for example, in U.S. Patent Nos. 5,626,566, 6,235,004, and 7,241,278, all of which are hereby incorporated by reference in their entirety.

[0073] While the present invention has been shown and described with reference to particular illustrative embodiments, it is not to be restricted by such exemplary embodiments. It is to be appreciated that those skilled in the art can change or modify the exemplary embodiments without departing from and the scope and spirit of the present invention as defined in the appended claims and their equivalents.
CLAIMS

1. A medication injection pen, comprising:
   a housing;
   a dose set knob rotatably connected to said housing for setting a dose; and
   an indicator member movable between a visible position indicating a zero position
   of said dose set knob and a non-visible position indicating a non-zero position of
   said dose set knob, said dose set knob being in said zero position when a set dose
   has been completely administered.

2. The medication injection pen according to claim 1, wherein
   a spring member biases said indicator member to said zero position.

3. The medication injection pen according to claim 1, wherein
   an arm extends axially from said indicator member toward said dose set knob.

4. The medication injection pen according to claim 3, wherein
   a lug disposed on said dose set knob engages said arm when rotating said dose set
   knob to set a dose to move said indicator member from said visible position to
   said non-visible position.

5. The medication injection pen according to claim 5, wherein
   a thread disposed on said dose set knob engages said arm when injecting a set dose
   to move said indicator member from said non-visible position to said visible
   position.

6. The medication injection pen according to claim 5, wherein
   a flexible arm is disposed at an end of said arm to allow said lug to pass over said
   arm when injecting said set dose.

7. The medication injection pen according to claim 2, wherein
   an insert is fixed to said housing and has a boss extending outwardly therefrom; and
   a track in said indicator member receives said boss to guide said indicator member
   between said visible position and said non-visible position.
8. The medication injection pen according to claim 7, wherein
said track has a first portion and a second portion, such that movement of said boss
through said first portion provides axial movement of said indicator member and
movement of said boss through said second portion prevents axial movement of
said indicator member.

9. The medication injection pen according to claim 1, wherein
said spring moves said indicator member to said visible position when said boss
enters said first portion of said track from said second portion.

10. The medication injection pen according to claim 9, wherein
an audible indication is generated when said boss contacts an end of said first
portion of said track when said indicator member is returned to said visible
position.

11. The medication injection pen according to claim 2, wherein
a first boss extends outwardly from said indicator member;
an insert is fixed to said housing and has a second boss extending outwardly
therefrom; and
a driver has a first track receiving said first boss and a second track receiving said
second boss such that movement of said first boss in said first track moves said
indicator member between said visible and said non-visible positions.

12. The medication injection pen according to claim 11, wherein
movement of said second boss in said second track of said driver facilitates rotation
of said driver relative to said insert.

13. The medication injection pen according to claim 1, wherein
an arm extends axially from said driver toward said dose set knob.
14. The medication injection pen according to claim 3, wherein
   a lug disposed on said dose set knob engages said arm when rotating said dose set
   knob to set a dose to move said indicator member from said visible to said non-
   visible position.

15. The medication injection pen according to claim 11, wherein
   said first track has a first portion and a second portion, such that movement of said
   first boss through said first portion provides axial movement of said indicator
   member and movement of said first boss through said second portion prevents
   axial movement of said indicator member.

16. The medication injection pen according to claim 4, wherein
   said lug has an angled surface; and
   a protrusion disposed on said arm has an angled surface such that rotation of said
   dose set knob when setting said dose engages said angled surfaces to move said
   indicator member from said visible position to said non-visible position.

17. The medication injection pen according to claim 2, wherein
   said spring is a torsion spring.

18. The medication injection pen according to claim 17, wherein
   an insert is fixed to said housing and has a boss extending outwardly therefrom; and
   a track disposed in said indicator member receives said boss such that movement of
   said boss in said track rotates said indicator member between said visible position
   and said non-visible position.

19. A medication injection pen, comprising:
   a housing;
   a dose set knob rotatably connected to said housing for setting a dose; and
   a window disposed in said housing such that a portion of said outer surface of said
   dose set knob is visible in said window to indicate a zero position of said dose set
   knob and said portion of said outer surface of said dose set knob is not visible in
   said window to indicate a non-zero position, said dose set knob being in said zero
   position when a set dose has been completely administered.
20. The medication injection pen according to claim 19, wherein said dose set knob has a cut-out portion at a distal end thereof to facilitate visibility of said outer surface of said dose set knob through said window.
# INTERNATIONAL SEARCH REPORT

## A. CLASSIFICATION OF SUBJECT MATTER

**IPC(8) - A61M 5/20 (2012.01)**  
**USPC - 604/134**

According to International Patent Classification (IPC) or to both national classification and IPC

## B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC: A61M 5/20 (2012.01)

USPC: 604/134

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

IPC: A61M 5/20 (2012.01)

USPC: 604/14, 48, 93.01, 111, 131, 134, 135, 136, 154, 155, 156, 157, 246

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

PubWEST (PGPB,USPT,EPAB,JPAB); Google (Patents, Scholar); Keywords: pen, injectS4, syringe, autoinjectS4, dose, dosage, knob, dial, rotatS4, window, aperture, pin, protrudS4, protrusS4, protuberance, finger, projection, cam, camming, boss, groove, slot, channel, track, guidS4, slit, elongatS4, aperture, hole, opening, bayonet, arm, finger, digit, t

## C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X US 6,899,699</td>
<td>1, 2, 19, 20</td>
</tr>
<tr>
<td>Y US 2005/0261634 A1 (Karlsson)</td>
<td>3, 5, 6</td>
</tr>
<tr>
<td>Y US 2005/0247951 A1 (Kohlbrenner et al.)</td>
<td>14 AUG 2012</td>
</tr>
<tr>
<td>Y US 2009/0247951</td>
<td>7-13, 15, 18</td>
</tr>
<tr>
<td>A US 2009/0247951</td>
<td>01 October 2009 (01.10.2009)</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

- **A** document defining the general state of the art which is not considered to be of particular relevance
- **B** earlier application or patent but published on or after the international filing date
- **C** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- **D** document referring to an oral disclosure, use, exhibition or other means
- **E** document published prior to the international filing date but later than the priority date claimed

- **T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
- **X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
- **Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
- **Z** document member of the same patent family

**Date of the actual completion of the international search**  
06 July 2012 (06.07.2012)

**Date of mailing of the international search report**  
14 AUG 2012

**Name and mailing address of the ISA/US**  
Mail Stop PCT, Attn: ISA/US, Commissioner for Patents  
P.O. Box 1450, Alexandria, Virginia 22313-1450

**Facsimile No.**  
571-273-3201

**Form PCT/ISA/210 (second sheet) (July 2009)**