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To all whom it may concern: 
Be it known that I, WILLIAM MATsoN ED 

MANS, of Troy, in the county of Rensselaer 
and State of New York, have invented a new 
and useful Improvement in Spring Bed-Bot 
toms, of which the following is a specifica 
tion : . 

Figure 1 is a vertical longitudinal section 
of my improved bed-bottom, taken through 
the line at ac, Fig. 3. Fig. 2 is an end view of 
a portion of the same. Fig. 3 is a bottom 
view of a portion of the same. 

Similar letters of reference indicate corre 
sponding parts. 
The object of this invention is to furnish an 

improved spring bed-bottom, which shall be 
simple in construction, convenient in use, in 
expensive in manufacture, strong, and dura 
ble, and at the same time very elastic. 
The invention consists in the wire springs, 

bent into forked or branched form, having their 
ends bent upward, to enter the lower side of 
the end rails of the bed-bottom, having their 
middle parts curved inward, and their angles 
bent upward to enter holes in the spring-slats 
of the bed-bottom; and in the combination of 
the wire springs, constructed as described, 
and the cleats, with the end rails, the side rails, 
and the spring-slats, as hereinafter fully de 
scribed. 
A are the side rails of the bed-bottom, which 

are designed to rest upon cleats attached to 
the inner surface of the side rails of the bed 
stead. To the side rails A, near their ends, 

r 

are secured the ends of the end bars B. O 
are the slats, which are placed lengthwise of 
the bed-bottom. D are the springs, which are 
made of wire bent into forked or branched 
form. The ends of the springs are bent at 
right angles, and are driven into the lower 
sides of the end rails B, where they are se 
cured in place by cleats E, secured to the 
lower sides of the said end rails B. The up. 
per outer corners of the end rails B are rounded 
off, and the springs D are curved inward above 
them. The ends of the springs D are bent 
upward at right angles, to enter holes in the 
spring-slats C, as shown in Figs. 1, 2, and 3. 
Having thus described my invention, I 

claim as new and desire to secure by Letters 
Patent 

1. The forked or branched wire springs D, 
having their lower ends bent upward, to en 
ter the lower sides of the end rails B of the 
bed-bottom, having their middle parts curved 
inward, and their angles bent upward to en 
ter holes in the spring-slats of the bed-bot 
tom, substantially as herein shown and de 
scribed. 

2. The combination of the wire springs D, 
constructed as described, and the cleats E, 
with the end rails B, the side rails A, and the 
spring-slats C, substantially as herein shown 
and described. 

WILLIAM MATSON EDMANS, 
Witnesses: 

WM. SHAW, 
G. G. SHRAUDER. 

  

  

  

  

  

  


