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Zo (22 uhon, it noty concer'7. 
Be it known that I, JOHN ELLWOOD LEE, 

a citizen of the United States of America, re 
siding in Conshohocken, in the county of 

5 Montgomery, State of Pennsylvania, have in 
vented an Instrument for Packing Surgical 
Dressings, of which the following is a speci 
fication. 
My invention relates more particularly to 

the construction of a special surgical instru 
ment designed for packing antiseptic gauze 
or other surgical dressing into the uterus or 
deep-seated abscesses or wounds. For ex 
ample, such instruments consist, essentially, 
of a hollow tube in combination with a 
pointed plunger, which can be reciprocated 
in the tube to feed the dressing from the back 
end of the tube and out at the forward end, 
which has been inserted in the uterus, ab 
scess, or wound to be packed. Heretofore 
the tube has either been left plain inside or 
has been provided with an internal pointed 
spring. If the tube is left plain, the gauze 
or other dressing is apt to be drawn back 
with the backward movement of the plunger, 
and therefore no progress is made in feeding. 
The internal spring avoids that difficulty, 
but is open to the objection that the instru 
ment is difficult to keep clean and free from 
bacteria, and the spring adds to the cost. 
The object of my invention, therefore, is to 

meet both of these objections, and this I do 
by a simple and inexpensive construction of 
the packing-tube itself. 
In the accompanying drawings, Figure 1 is 

a longitudinal section of one form of my im 
proved packing-tube with dressing in it. Fig. 
2 is a side view of a reciprocating plunger 
for the tube. Fig. 3 is an outside view of 
the two together. 
The tube may be made of any suitable ina 

terial, such as metal, glass, or hard rubber. 
At the rear end it is made, as shown in the 
drawings, with a flaring mouth. A for con 

45 venience in feeding the packing into it. The 
tube may be straight or curved, according to 
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the particular use to which it is intended to 
be put. For convenience I have shown it in 
straight form, as will usually be adopted for 
the smaller sizes. The tube may be provided 
with any suitable handle-as, for instance, 
two rings a c-for the reception of two fin 
gers of the operator's hand, while the plun 
ger B is provided with a ring for the recep 
tion of the operator's thumb or to be grasped 55 
by the hand. A guard orgage C, frictionally . 
adjustable lengthwise on the tube, may be pro 
vided to aid the operator in inserting the for 
ward end of the instrument the proper dis 
tance into the wound, uterus, &c. 
The essential feature of my invention con 

sists in forming in the body of the tube, pref 
erably toward its forward end, annular in 
dentations, as shown at D in Figs. 1 and 3. 
These indentations may be of any suitable 
number in a tube. For instance, in Figs. 1 
and 3 I have shown three annular indenta 
tions. In any case these indentations are 
such as to form on the inside of the tube pro 
jections of such a character as to engage the 
dressing which is being fed into and through 
the tube by the reciprocations of the pointed 
plunger and prevent the backward slip of 
the dressing at each backward movement of 
the plunger. I use annular indentations, be 
cause they not only are thoroughly effective 
in preventing backward slip of the dressing, 
but they are most effective in compelling the 
plunger-rod to take good hold of the dress 
ing on the forward or feed movement. 

I claim as my invention 
A surgical-dressing packer, comprising a 

tube having an annular indentation in the 
body of the tube, in combination with a feed 
ing-plunger, as and for the purpose described. 

In testimony whereof I have signed my 
name to this specification in the presence of 
two subscribing witnesses. - 

JOHN ELLWOOD LEE. 
Witnesses: 

J. CARL, DE LA COUR, 
F. R. JONES. 
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