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To all whom it may conceri : 
Be it known that we, NEWTON ELLIS and 

GEORGE A. WILLIS, of Cameron, in the 
county of Clinton and State of Missouri, have 
invented a new and valuable improveinent in 
a Foot Scraper and Cleaner; and we do hereby 
declare that the following is a full, clear, and 
exact description of the construction and oper. 
ation of the saine, reference being had to the 
annexed drawings, making a part of this speci 
fication, and to the letters and figures of refer. 
ence marked thereon. 

Figure of the drawings is a perspective 
view of this invention. Fig. 2 is a plai view 
of the foot portion. 

This invention has relation to means for 
cleaning raud and diast from boots and sloes; 
and it consists in the construction and novel 
arrangement of the base and uprights form 
ing two compartments, the scraper let into 
slots of the uprights in one compartment, and 
in the other compartinent the lateral brush 
connected to the uprights by springs, and the 
sole-brush fastened to the base below said lat 
eral brushes, as hereinafter slowl and de 
scribed. 

In the an exel drawings, the letter A desig 
nates the base, which, as "constrattel, is a 
board of some thickness. 

Dovetailed into the foot-boartis are stand. 
ards, two of which, B B', are provided with 
slots at in their taper edges to receive the 
steel scraper C, which is therefore arranged 
lengthwise of the foot-board. This scraper is 
designed to be removable from its bearings a. 
The tlird upright B' is arranged at the end 

of the board opposite to the central in pright 
B, and these boards serve for the attachment 
of the rear ends of the horizontal springs s, 
which are fastened to the inner walls, all ex 
tend inward and forward obliquely to the lat 
eral horizontal brushes D, to the backs of 
which they are fastened. The springs are, 

therefore, bent at each end transversely, their 
middle portions making with the uprights 
angles of about thirty degrees. 
The brushes are horizontally arranged with 

their bristles toward each other, and they are 
designed to form an angle with each other, 
opening toward the rear, as shown, so as to 
form an open space for the introduction of 
the foot, whereby the brushes D will be parted, 
so as to operate lengthwise on the siles of the 
foot. On the withdrawal of the foot the 
springs are designed to resume their former 
position. 
Under the lateral brushes D is located the 

sole-brush E, the back of which is placed in 
the mortise in the base-board, and the loris 
tles of which extend upward toward said lait 
eral lorushes aid the space between them. 
The steel scraper is designed for the re 

noyal of clods and masses of nutt from the 
shoes, and the larushes to clean the remail 
ing dust raipidly from the soles and sides of 
the sane. 
What we claim as new, and desire to secure 

by Letters Patent, is 
The shoe-cleaner herein described, consist 

ing of the base A and its uprights, the lateral 
horizontal busies D, forming an acute angle 
with each other, and having their bristles 
facing each other, the oblique attachment 
springs s, connecting said lateral brushes and 
uprights, and the sole-brash E, attached to 
said base, and having its bristles upward ul 
der said lateral brushes, substantially as speci 
fied. 

In testimony that we claim the above we have 
here into subscribed our names in the presence 
of two with esses. 

NEWTON ELLIS, 
GEO. A. WLLIS, 

Witnesses: 
JNo. F. KNG, 
G. W. STONE. 


