Title: SEMICONDUCTOR PACKAGE WITH A THREE-DIMENSIONAL IDENTIFICATION CODING USING THERMOCROMATIC INKS

Abstract: Counterfeit of an identification mark on a semiconductor package is prevented by using a three-dimensional multilayer indentification patch comprising a combination of thermochromatic and non thermochromatic inks.
TECHNICAL FIELD

[0001] Embodiments of the present invention relate to the field of semiconductor processing and the fabrication of integrated circuits.

BACKGROUND

[0002] Security features are typically employed in semiconductor packages (e.g., computer chip packages) in an effort to prevent or deter counterfeiting, or to detect counterfeit products more easily. For example, a computer chip package may be encoded with a unique product identification number or symbol by laser markings, laser holograms, or microprints.

[0003] Laser markings, microprints, and holograms are easily reproducible with the proper equipment, making them ineffective security methods for distinguishing an original from a counterfeit product. As such, a consumer may not be able to distinguish between a counterfeit chip package from an original chip package by mere visual inspection of the printed security identification marking. These security methods also have very limited encryption capabilities. In order to ensure that a product is an original, extensive and time consuming performance tests are required to ensure that the chip package is not a counterfeit product. As such current security measures are problematic and do little to deter future attempts at
counterfeiting.

BRIEF DESCRIPTION OF THE DRAWINGS

[0004] Embodiments of the present invention are illustrated by way of example, and not limitation, in the figures of the accompanying drawings in which:

[0005] FIG. 1A illustrates a cross-sectional side view of one embodiment of a multi-layered thermochromatic patch.

[0006] FIG. 1B illustrates an exploded view of the multi-layered thermochromatic patch of FIG. 1A.

[0007] FIG. 1C illustrates a separated view of the multi-layered thermochromatic patch of FIG. 1A.

[0008] FIGS. 2A – 2C illustrate one embodiment of the progression of generating an image by the multi-layered thermochromatic patch of FIGS. 1A – 1C.

[0009] FIG. 3A illustrates a cross-sectional side view of another embodiment of a multi-layered thermochromatic patch.

[0010] FIG. 3B illustrates an exploded view of the multi-layered thermochromatic patch of FIG. 3A.

[0011] FIG. 3C illustrates a separated view of the multi-layered thermochromatic patch of FIG. 3A.

[0012] FIGS. 4A – 4C illustrate one embodiment of the progression of generating an image by the multi-layered thermochromatic patch of

2
FIGS. 3A – 3C.

[0013] FIG. 5A illustrates an exploded view of another embodiment of a multi-layered thermochromatic patch.

[0014] FIG. 5B illustrates separated view of the multi-layered thermochromatic patch of FIG. 5A.

[0015] FIGS. 6A – 6C illustrate one embodiment of the progression of generating an image by the multi-layered thermochromatic patch of FIGS. 5A – 5B.

[0016] FIG. 7A illustrates one method for forming identification characters with thermochromatic inks within a three-dimensional matrix of a multi-layer patch.

[0017] FIG. 7B illustrates another method for forming identification characters with thermochromatic inks within a three-dimensional matrix of a multi-layer patch.

[0018] FIG. 7C illustrates another method for forming identification characters with thermochromatic inks within a three-dimensional matrix of a multi-layer patch.

DETAILED DESCRIPTION

[0019] In the following description, numerous specific details are set forth such as examples of specific materials or components in order to provide a thorough understanding of embodiments of the present invention. It will be apparent, however, to one skilled in the art that these
specific details need not be employed to practice embodiments of the present invention. In other instances, well known components or methods have not been described in detail in order to avoid unnecessarily obscuring embodiments of the present invention.

[0020] The terms "on," "above," "below," "between," and "adjacent" as used herein refer to a relative position of one layer or element with respect to other layers or elements. As such, a first element disposed on, above or below another element may be directly in contact with the first element or may have one or more intervening elements. Moreover, one element disposed next to or adjacent another element may be directly in contact with the first element or may have one or more intervening elements.

[0021] Any reference in the specification to "one embodiment" or "an embodiment" means that a particular feature, structure, or characteristic described in connection with the embodiment is included in at least one embodiment of the claimed subject matter. The appearances of the phrase, "in one embodiment" in various places in the specification are not necessarily all referring to the same embodiment.

[0022] Numerous embodiments of an apparatus and method for generating an identification feature are described. For clarity of explanation, the various embodiments herein are described with respect to providing identification features or characters for semiconductor-based
devices such as semiconductor chip or processor packages. However, it may be appreciated that embodiments described herein may be utilized with any type of product requiring the implementation of an identification security feature such as documents and currency.

[0023] In one embodiment of the present invention, a multi-layered patch has one or more thermochromatic inks deposited or printed on each layer. The thermochromatic inks may be tuned to change color at a specific activation temperature. Alternatively, the thermochromatic inks may be tuned to become translucent or transparent at a particular activation temperature. In other words, the thermochromatic inks may be chosen from formulations that change from a first color to a second color (or become colorless) at a selected temperature. The combination of the thermochromatic inks on each layer may be customized to generate a unique rendering of an identification character, label, number, symbol, or logo for a particular semiconductor chip associated with the identification mark, character, or alphanumeric identifier. The use of thermochromatic inks in a multi-layered patch provides for a nearly unlimited number of identification renderings, making counterfeiting of the identification character difficult, as described in greater detail below. As such, genuine or original products may be distinguished from counterfeit products with a secure identification feature associated with the product, as well as deterring the counterfeiting of such products.
FIGS. 1A – 1C are various perspective views of one embodiment of a multi-layered identification patch having thermochromatic inks. Semiconductor package 100 includes a multi-layer security patch 115 disposed over a substrate 110. Patch 115 has four layers 120, 130, 140, and 150 and are substantially aligned on top of each other as shown in the cross-sectional view of FIG. 1A. Layer 130 is disposed above layer 120, layer 140 is disposed above layer 130, and layer 150 is disposed above layer 140. As such, layer 120 is the bottommost layer and layer 150 is the topmost layer relative to substrate 110. The spacing between substrate 110 and layer 120, as well as the spacing between each layer are not shown to scale but drawn in a way for clarity of explanation. FIG. 1B illustrates an exploded view of semiconductor package 100 with of each of the layers 120, 130, 140, and 150 disposed above substrate 110. The layers may be substantially similar in size and stacked above substrate 110. Each layer is represented as having a substantially square shape, but other shapes and sizes may be used for the layers that make up patch 115. Substrate 110 is also illustrated as being substantially similar in size and shape to the layers of patch 115. In alternative embodiments of the present invention, substrate 110 may be larger than the size of patch 115 and/or have a different shape. In one embodiment, patch 115 may be any area defined by a stack of thermochromatic or non-thermochromatic layers on
substrate 110, and not necessarily the object or article which serves as substrate 110. Substrate 110 may be any type of semiconductor-based device including but not limited to, a computer chip, carrier substrate, printed circuit board, or other computer components disposed on a printed circuit board.

**[0025]** FIG. 1C illustrates each layer of patch 115 separated from each other in order to show with clarity the various thermochromatic markings on each layer, if present. Layer 140 may be substantially transparent but with a first thermochromatic marking 160, represented by “LOGO 1,” and layer 120 may also be substantially transparent but with a second thermochromatic marking 165, represented by “LOGO 2.” First thermochromatic marking 160 may be tuned to a particular activation temperature to change from a first color to a second color. Similarly, second thermochromatic marking 165 may also be tuned to a different, unique activation temperature to change from a first color to a second color. Layers 130 and 150 may also be thermochromatic. For example, layers 130 and 150 may become translucent or transparent at a particular activation temperature. In one embodiment of the present invention, first and second thermochromatic markings 160, 165 may be part of an identification character for substrate 110. As described in greater detail below, first and second thermochromatic markings 160, 165 allow for distributing an identification character within the three-dimensional matrix.
of patch 115. In one embodiment, the three-dimensional matrix of patch 115 refers to the relative positions within patch 115 that are available for printing or disposing inks to generate an identification character. For example, inks may be printed on a surface area of a particular layer (i.e., X-Y axis) as well as on different layers stacked on each other (i.e., Z-axis).

[0026] FIGS. 2A – 2C illustrate the progression of displaying an identification character for substrate 110 from first and second thermochromatic markings 160, 165 by gradually raising the temperature of patch 115 through a series of activation temperatures tuned to each layer and/or markings on each layer. As such, FIGS. 2A – 2C should be understood with respect to semiconductor package 100 described above with respect to FIGS. 1A – 1C. FIG. 2A illustrates patch 115 disposed above substrate 110 (depicted three-dimensionally) at a resting temperature, or any temperature that is below any one activation temperature. This may be, in one embodiment, ambient or room temperature. In one embodiment of the present invention, the resting temperature may be the operating temperature range of a computer chip, but below the activation temperatures of the thermochromatic inks. No identification characters are visible initially (i.e., the color coated top layer 150 blocks or covers layers 140, 130, and 120). As the temperature of patch 115 is raised to a first activation temperature, top layer 150
becomes transparent to reveal layer 140 with first thermochromatic marking 160, as illustrated in FIG. 2B. Alternatively, first thermochromatic marking 160 may have a separate activation temperature that changes from a first color to a second color (e.g., black to red) when patch 115 reaches a second activation temperature tuned to thermochromatic marking 160.

[0027] As the temperature of patch 115 continues to rise, the activation temperature of layer 130 is reached, causing layer 130 to become transparent and reveal second thermochromatic marking 165 on layer 120, as illustrated in FIG. 2C. Alternatively, second thermochromatic marking 165 may have a higher, unique activation temperature that changes the color of second thermochromatic marking 165 from a first color to a second color (e.g., green to violet). As such, the proper chromatic image of the identification character for substrate 110 is not revealed until the activation temperatures for each layer and/or thermochromatic markings are reached. As such, the identification character may be part of a three-dimensional matrix in which a first character portion is disposed on one layer (e.g., layer 140) and a second portion disposed on a different layer (e.g., layer 120). The complete identification character is not revealed until the activation temperatures of the layers (i.e., 130, 150) above each character portion become transparent. Another level of security may be added to the identification
character by associating a unique color combination (e.g., first thermochromatic marking being a particular color and second thermochromatic marking being a second particular color). The layers and thermochromatic markings of patch 115 are arranged such that the layer with the lowest activation temperature is disposed as the topmost layer and the layer with the highest activation energy is disposed as the bottommost layer relative to substrate 110. It may be appreciated, however, that in alternative embodiments of the present invention, any activation order may be employed depending on the particular chromatic identification character to be generated.

[0028] In one embodiment, the thermochromatic markings and layers may be one of various thermochromatic dyes and inks including, but not limited to, leucodyes, N-isoproplyacrylarnide ("NIPAM"), thermochromatic liquid crystals, and other color changing inks known in the art. Leucodyes and NIPAM change from a first color to a transparent state at a particular activation temperature. Thermochromatic liquid crystals are a class of crystals in which the atoms are ordered in a particular manner that gives the crystals unique chromatic properties. When heated, the atom/molecules arranges to a particular configuration that causes the molecules to interact with light in a different way (i.e., change color). Leucodyes and NIPAM may be tuned to become transparent at a selected or desired activation temperature.
Thermochromic liquid crystals may be tuned to change from a first color to a second color at a desired activation temperature, for example, within a temperature range that is practical for the generation of an identification character. In one embodiment, temperature increases in increments of about 3° F to about 6° F may activate a change from a colored state to a transparent state for leucodyes printed on patch 115. Thermochromatic liquid crystal inks may be formulated to activate a color change with temperature changes of less than 1° F. The range in which thermochromatic dyes of patch 115 may be activated may be between about 30° F to about 200° F. Activation temperatures for thermochromatic dyes, inks, or materials are known in the art, as such, a detailed description is not provided herein. The thermochromatic inks/dyes may be deposited on the layers with a screen printing process or other methods known in the art.

[0029] FIGS. 3A – 3C illustrate various perspectives of an alternative embodiment of an identification patch printed with thermochromatic inks or dyes. Semiconductor package 200 includes a multi-layer patch 215 that has a combination of thermochromatic inks to generate a unique chromatic identification character for semiconductor package 200. Unlike patch 115 described above, patch 215 requires fewer thermochromatic layers to provide similar levels of sophistication and security. As shown in cross-sectional view of FIG. 3A, a first layer
220 is disposed above substrate 210, and a second layer 230 is disposed above first layer 220. As such, second layer 230 is the topmost layer and first layer 220 is the bottommost layer with respect to substrate 210. As shown in the exploded view of FIG. 3B, first and second layers 220, 230 may be substantially similar in size and shape and disposed directly on top of each other when positioned above substrate 210. The layers of patch 215 are represented generically for clarity of explanation, but it may be appreciated that layers 220, 230 may be of any shape and size.

[0030] FIG. 3C illustrates first layer 220 separated from second layer 230 in order to describe the thermochromatic nature of each layer. Second layer 230 may be deposited or printed with a thermochromatic ink that changes from a colored state to a transparent state (e.g., leuco dye). First layer 220 may be deposited with a first thermochromatic marking 240, represented by the mark “LOGO,” and a second thermochromatic marking 245, represented by the mark “1234.” In one embodiment, first and second markings 240, 245 may include a color changing ink such as liquid crystal. First marking 240 has a different activation temperature relative to second marking 245; that is, the markings may be disposed adjacent to or very close together on first layer 220 but change colors at different temperatures. As such, a unique chromatic pattern may be generated on first layer 220 only by first and second markings 240, 245.

[0031] FIGS. 4A – 4C illustrate the progression of displaying an
identification character on patch 215 disposed above substrate 210 with
the thermochromatic combination of first layer 220 and second layer 230.
As such, FIGS. 4A – 4C should be understood with respect to
semiconductor package 200 described above with respect to FIGS. 3A –
3C. FIG. 4A illustrates a three-dimensional view of patch 215 disposed
above substrate 210. In one embodiment, patch 215 is under ambient
temperatures, or within an operating temperature range for semiconductor
package 200 (i.e., below the activation temperatures for the
thermochromatic inks/dyes). Under such conditions, no identification
markings or characters are visible under layer 230. Alternatively, the
operating temperature of semiconductor package 200 may be within the
activation temperature range of the thermochromatic inks. As described
above, layer 230 may include a leucodye, NIPAM ink or similar material
that changes from opaque to transparent states with temperature
changes. As the temperature of patch 215 is increased, an activation
temperature for second layer 230 is reached, resulting in second layer
becoming transparent to reveal first and second thermochromatic
markings 240, 245, as shown in FIG. 4B.

[0032] As the temperature of patch 215 continues to increase, an
activation temperature of first thermochromatic marking 240 is reached,
resulting in the "LOGO" changing from a first color to a second color (e.g.,
black to red). At an even higher temperature, the second
thermochromatic marking 245 is activated, resulting in the "1234" changing from a first color to a second color (e.g., green to violet). As such, the true identification character for patch 215 combines revealing the first and second thermochromatic markings as well as triggering a unique color for each.

[0033] In an alternative embodiment of the present invention, a combination of thermochromatic and non-thermochromatic inks may be disposed within a multi-layer patch to add another level or security and sophistication to the identification character/marking. By printing a portion of the identification character in non-thermochromatic ink, another portion in thermochromatic ink, and superimposing both portions over a full thermochromatic layer with yet another portion of the character below the full thermochromatic layer, the identification character may be changed entirely. FIGS. 5A – 5B illustrate different perspectives of a semiconductor package 300 having a multi-layered identification patch 315 printed with both thermochromatic and non-thermochromatic inks. As shown in FIG. 5A, first layer 320 is disposed above substrate 310 and second layer 330 is disposed above first layer 320. As such, second layer 330 is the topmost layer and first layer 320 is the bottommost layer with respect to substrate 310.

[0034] FIG. 5B illustrates the two layers of patch 315 separated from each other and showing portions of the identification character.
Second layer 330 includes a combination of non-thermochromatic and thermochromatic portions to make the number "4." That is, the down stroke portion 350 of the number is printed on second layer 340 with non-thermochromatic ink. In one embodiment, down stroke portion 350 may be a permanent ink that is not effected by temperature. The diagonal and side strokes 355 of the number may be printed with a thermochromatic ink (e.g., a leucodye) that becomes transparent at a particular activation temperature. Second layer 330 may be printed entirely with a leucodye that becomes transparent at a different activation temperature relative to strokes 355. First layer 320 includes a combination of downward and side strokes 360 printed with another permanent ink.

[0035] FIGS. 6A – 6C illustrate the progression of displaying a unique identification character from patch 315 of semiconductor package 300 that goes through a series of activation temperatures. A first or perceived identification character or mark shifts to another character. At a starting or resting temperature, patch 315, as illustrated in FIG. 6A, shows what appears to be the marking of the number "4." As illustrated in FIG. 6B, as the temperature of patch 315 increases, an activation temperature of character portion 355 is reached and character portion 355 becomes transparent, leaving only the down stroke portion 350 visible (which is printed in permanent ink). At another activation temperature, second layer 330 becomes transparent to expose strokes 360 that is printed on
layer 320 with permanent ink. As such, the number marking that first
appeared as a "4," now appears as a "9." This embodiment is described
with respect to one character, but alternative embodiments may be
include multiple characters and more than two layers that combine
thermochromatic and non-thermochromatic inks. Alternatively, a
separate, leucodye-based thermochromatic layer (not shown) may be
disposed above second layer 330 that requires thermo-activation to reveal
the strokes 350, 355. In yet another alternative embodiment, a
combination of a leucodye-type of thermochromatic ink may be printed
over a permanent ink marking to invoke a color change in a character
marking. For example, the number "4" may first be printed with
permanent ink in the color red followed by a leucodye print in black.
When an activation temperature for the leucodye ink is reached, the
number changes from black to red.

[0036] Embodiments of the present invention described above are
just several of many possible schemes that may be used to provide
complex and non-reproducible security devices. The variable schemes
include, but are not limited to, number, size, shape, position of layers in
the patch (e.g., patch 115), specific activation temperature of each layer,
type of identification encryption, and construction of character or pattern
matrix containing the encrypted ID. Other schemes include distribution of
the characters, patterns, or portions of characters throughout the layers,
alignment of characters from layer to layer, selection of color for each layer, and selection of color for each character or portion of a character.

[0037] FIGS. 7A – 7C illustrate methods for forming identification characters with thermochromatic inks within a three-dimensional matrix of a multi-layer patch. The multi-layered patch may be disposed on a substrate that is part of the packaging of a semi-conductor based device to provide a security feature, such as guarding against counterfeiting. For example, the identification character embedded within the multi-layer patch may be used to cross-check against a visible identification character disposed elsewhere on the packaging. As shown in FIG. 7A, in one method, portions of an identification character (e.g., first and second markings 160, 165) may be printed with thermochromatic ink on a multi-layer patch, block 410. The thermochromatic inks may be the type that change color at a particular temperature (e.g., liquid crystal) or the type that becomes transparent at a particular activation temperature (e.g., leucodye). Alternatively, one or more of the layers may be entirely coated with a thermochromatic ink, block 420. The thermochromatic inks may be applied to the layers by a screen-printing or similar printing process. Other processes for applying the thermochromatic inks include dipping, painting, spraying, and other techniques known in the art.

[0038] The temperature of the patch is raised to activate the thermochromatic inks, block 430. In one embodiment of the present
invention, the different portions of the identification character have unique activation temperatures such that color activation does not occur at one temperature. For example, at a first activation temperature, one portion of the identification may change color. At a second (higher) activation temperature, another portion of the identification character may change color, or one of the layers may become transparent. The temperature of the patch is continually raised until all the thermochromic inks have been activated to reveal the complete and true identification character within the three-dimensional matrix or arrangement of the multi-layer patch, block 440. Alternatively, the complete and true identification character may be designated as a temporary or transitional form as the thermochromic inks undergo color changes.

[0039] FIG. 7B illustrates an alternative method for forming identification characters with thermochromic inks within a three-dimensional matrix of a multi-layer patch. The identification character(s) may be divided into multiple portions and distributed among the multiple layers of the patch (e.g., patch 315). A first portion of an identification character (e.g., 350) is printed with permanent ink on a thermochromatic layer of the multi-layer patch, block 510. A second portion of the identification character (e.g., 355) is printed with thermochromic ink on the same thermochromatic layer as the first character portion, block 520. The first and second portions may be printed by screen printing or other
printing methods known in the art. The first and second portions of the identification character are then superimposed on the thermochromatic layer, block 530. A third portion of the identification character (e.g., 360) is printed with permanent ink on a second layer disposed below the thermochromatic layer, block 540. The multi-layer patch is then heated through a series of temperatures to activate color changes in the thermochromatic inks of the multi-layer patch, block 550. It may be appreciated that the order of printing the thermochromatic and permanent inks are not limited to order described above, but may be in any order.

[0040] The combination of permanent and thermochromatic inks provides for the shifting of an initial character to an entirely different character to reveal the true and complete identification character. For example, before the temperature of the multi-layer patch is raised, the first and second character portions form an initial character. A first activation temperature causes the second portion of the identification portion to become transparent, leaving only the first character portion formed by permanent ink. When a second activation temperature is reached, the thermochromatic layer becomes transparent to reveal the third character portion (printed with permanent ink). The first and third character portions form an entirely different character than that formed by the first and second portions.

[0041] FIG. 7C illustrates an alternative method for forming
identification characters with thermochromatic inks on patch. This method does not require multiple layers or the distribution of character portions within a three-dimensional matrix of a patch. All or portions of an identification character are printed with thermochromatic ink on a patch, block 610. In one embodiment, a color disappearing ink such as leucodyes or NIPAM may be used. The activation temperature of the thermochromatic ink may be selected such that by default, the identification character is not visible (i.e., the ambient temperature for the product activates a change from an opaque to a transparent state). The patch is then cooled to a particular temperature to "activate" the thermochromatic ink and change the state of the ink, block 620. This causes the character portions to become opaque and be visible on the patch, block 630. Alternatively, a leucodye character portion having a one color may be printed over a permanent-ink character portion having a different color. Be default, the leucodye is in a transparent state such that the character portion exhibits the color of the permanent ink. Upon cooling the patch, the leucodye portion revives its color to cover the permanent ink character portion to change the character from a first color to a second color, block 640.

[0042] It should be understood from the foregoing descriptions that each layer could contain as many characters or portions of characters as can be printed, either overlying or offset from those in layers above or
below, using either permanent or thermochromatic ink, to create a unique identification scheme as determined by the user. It also should be apparent that a patch could include numerous separate layers, each with distinctive activation temperatures. The true and complete actual identification string or scheme can be visible either before reaching the first activation temperature, after the final activation temperature, or somewhere in between. It can be comprised of characters all in one layer, characters in multiple layers, or portions of characters from multiple layers. When multiple thermochromatic layers are used, they may all be of the same size and shape, or they may vary in size and/or shape from layer to layer. If desired, a complete identifying character string may be composed of elements of two adjacent patches, each possessing different embodiments of the present invention.

[0043] In the foregoing specification, the invention has been described with reference to specific exemplary embodiments thereof. It will, however, be evident that various modifications and changes may be made thereto without departing from the broader spirit and scope of embodiments of the invention as set forth in the appended claims. The specification and figures are, accordingly, to be regarded in an illustrative rather than a restrictive sense.
CLAIMS

What is claimed is:

1. An apparatus, comprising:
   a substrate; and
   a multi-layer patch disposed above the substrate, wherein portions of an identification character printed with thermochromatic ink are distributed within a three-dimensional matrix of the multi-layer patch.

2. The apparatus of claim 1, wherein a topmost layer of the multi-layer patch, relative to the substrate, has a lower activation temperature than a bottommost layer.

3. The apparatus of claim 1, wherein the character portions of the identification character have unique activation temperatures.

4. The apparatus of claim 3, wherein the identification character is not revealed until all the character portions reach a unique activation temperature.

5. The apparatus of claim 1, wherein the thermochromatic ink comprises a leucodye to change from a first color to a transparent state.

6. The apparatus of claim 1, wherein the thermochromatic ink comprises a liquid crystal to change from a first color to a second color.

7. The apparatus of claim 1, wherein the substrate comprises a semiconductor based package.
8. An apparatus, comprising:
   a substrate;
   a first layer disposed above the substrate having a first portion of
   an identification character, and
   a second layer disposed above the first layer having a second
   portion printed with thermochromatic ink and a third portion printed with
   non-thermochromatic ink, wherein the identification character is
   distributed within a three-dimensional matrix of the first and second layers.

9. The apparatus of claim 8, wherein the first and third portions are
   printed with permanent ink.

10. The apparatus of claim 8, wherein the second layer is
    thermochromatic.

11. The apparatus of claim 8, wherein the second portion and the
    second layer comprise a leucodye.

12. The apparatus of claim 11, wherein the second portion has a first
    activation temperature and the second thermochromatic layer has a
    second activation temperature.

13. The apparatus of claim 12, wherein a temporary identification
    character is formed by the second and third portions and the identification
    character is formed by the first and third portions.

14. The apparatus of claim 12, wherein the first and second activation
    temperatures are within a range about 30°F to about 200°F.
15. The apparatus of claim 8, wherein the substrate comprises a semiconductor based package.

16. A method, comprising:
   printing portions of an identification character with thermochromatic ink on a multi-layer patch; and
   heating the multi-layer patch to activate the thermochromatic ink to reveal the identification character within a three-dimensional matrix of the multi-layer patch.

17. The method of claim 16, wherein printing further comprises distributing portions of the identification character among layers of the multi-layer patch.

18. The method of claim 16, further comprising coating at least one layer of the multi-layer patch with thermochromatic ink.

19. The method of claim 18, further comprising raising a temperature of the at least one layer to an activation temperature.

20. The method of claim 17, further comprising disposing the multi-layer patch above a substrate.

21. The method of claim 17, wherein printing further comprises screen printing thermochromatic ink on the multi-layer patch.

22. The method of claim 21, wherein printing further comprising printing portions of the identification character with non-thermochromatic ink.
23. A method, comprising:
   superimposing a first portion of an identification character with
   printed with permanent ink and a second portion of the identification
   character printed with thermochromatic ink on a first thermochromatic
   layer of a multi-layer patch;
   printing a third portion of the identification character with permanent
   ink on a second layer disposed below the first thermochromatic layer; and
   heating the multi-layer patch to activate the second character
   portion and thermochromatic layer to reveal the identification character
   within a three-dimensional matrix of the multi-layer patch.

24. The method of claim 23, wherein heating further comprises raising
    a temperature of the multi-layer to a first activation temperature that
    corresponds to the second portion of the identification character, and a
    second activation temperature that corresponds to the first
    thermochromatic layer.

25. The method of claim 24, wherein heating further comprises
    changing the identification character formed by the first and second
    portion to a different identification character formed by the first and third
    portions.

26. The method of claim 23, further comprising a second
    thermochromatic layer disposed above the first chromatic layer.

27. A method, comprising:
printing portions of an identification character with thermochromic ink on a patch; and
cooling the patch to activate the thermochromic ink to reveal the identification character on the patch.

28. The method of claim 27, wherein cooling further comprises changing the identification character from a transparent state to a visible state.

29. The method of claim 27, wherein printing further comprises screen-printing the patch with a leucodye.

30. The method of claim 27, wherein cooling further comprises changing the identification character from a first color to a second color.
PRINT PORTIONS OF AN IDENTIFICATION CHARACTER WITH THERMOCHROMATIC INK ON A MULTI-LAYER PATCH

COAT ONE OR MORE LAYERS WITH THERMOCHROMATIC INK

HEAT THE MULTI-LAYER PATCH TO ACTIVATE THE THERMOCHROMATIC INK AND LAYER(S)

CHANGE THE COLOR OF THE IDENTIFICATION CHARACTER AND/OR MULTI-LAYER PATCH TO REVEAL THE IDENTIFICATION CHARACTER WITHIN A THREE-DIMENSIONAL MATRIX OF THE MULTI-LAYER PATCH

FIG. 7A
PRINT A FIRST PORTION OF AN IDENTIFICATION CHARACTER WITH PERMANENT INK ON A THERMOCHROMATIC LAYER OF A MULTI-LAYER PATCH

PRINT A SECOND PORTION OF THE IDENTIFICATION CHARACTER WITH THERMOCHROMATIC INK ON THE THERMOCHROMATIC LAYER

SUPERIMPOSE THE FIRST AND SECOND PORTIONS ON THE THERMOCHROMATIC LAYER

PRINT A THIRD PORTION OF THE IDENTIFICATION CHARACTER WITH PERMANENT INK ON A SECOND LAYER DISPOSED BELOW THE THERMOCHROMATIC LAYER

HEAT THE MULTI-LAYER PATCH TO ACTIVATE THE THERMOCHROMATIC CHARACTER PORTIONS AND LAYERS

FIG. 7B
PRINT PORTIONS OF AN IDENTIFICATION CHARACTER WITH THERMOCHROMATIC INK ON A PATCH

COOL THE PATCH TO ACTIVATE THE THERMOCHROMATIC INK

CHANGE THE IDENTIFICATION CHARACTER FROM A TRANSPARENT STATE TO AN OPAQUE STATE TO MAKE THE IDENTIFICATION CHARACTER VISIBLE ON THE PATCH

CHANGE THE IDENTIFICATION CHARACTER FROM A FIRST COLOR TO A SECOND COLOR

FIG. 7C
A. CLASSIFICATION OF SUBJECT MATTER
IPC 7 H01L23/544 H01L23/58

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
IPC 7 H01L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
EPO–Internal, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>

X Further documents are listed in the continuation of box C.

X Patent family members are listed in annex.

* Special categories of cited documents:
   *A*: document defining the general state of the art which is not considered to be of particular relevance
   *E*: earlier document but published on or after the international filing date
   *L*: document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
   *O*: document referring to an oral disclosure, use, exhibition or other means
   *P*: document published prior to the international filing date but later than the priority date claimed

“T”: later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

“X”: document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

“Y”: document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

“&”: document member of the same patent family

Date of the actual completion of the international search: 28 July 2005

Date of mailing of the international search report: 08/08/2005

Name and mailing address of the ISA
European Patent Office, P.B. 5818 Patentlaan 2
NL – 2280 HV Rijswijk
Tel., (31–70) 340–2040, Tx: 31 651 epo nl
Fax: (31–70) 340–3016

Authorized officer: Ahlstedt, M
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5 673 028 A (LEYV ET AL)&lt;br&gt;30 September 1997 (1997-09-30)&lt;br&gt;the whole document</td>
<td>7,15</td>
</tr>
<tr>
<td>A</td>
<td>PATENT ABSTRACTS OF JAPAN&lt;br&gt;vol. 1999, no. 11,&lt;br&gt;30 September 1999 (1999-09-30)&lt;br&gt;&amp; JP 11 154210 A (MITSUBISHI PAPER MILLS LTD; T00IN KK), 8 June 1999 (1999-06-08)&lt;br&gt;abstract</td>
<td>7,15</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2312642 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1280065 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1066978 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ID 26475 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PL 341275 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ZA 200003328 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1243442 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1396869 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0243967 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>TW 561415 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2003032420 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2355987 A, B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2001139949 A</td>
</tr>
<tr>
<td>JP 63244562</td>
<td>12-10-1988</td>
<td>NONE</td>
</tr>
<tr>
<td>US 5673028</td>
<td>30-09-1997</td>
<td>NONE</td>
</tr>
<tr>
<td>JP 11154210</td>
<td>08-06-1999</td>
<td>NONE</td>
</tr>
</tbody>
</table>