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To all whom it may concern: s 
Beit known that I, FRANK B. WooD, of the 

city, county, and State of New York, a citi 
Zen of the United States, have invented an 

5 Improved Method of Electrically Recording 
Signals, of which the following is a full, clear, 
and exact description, reference being had to 
the accompanying drawings, forming part of 
this specification. 

lo My invention relates to the recording or 
printing upon the tape or equivalent sig 
nal-receiving medium of an electrical record 
ing-instrument of signals or signs; and my 
invention consists in the method of thus re 

I5 cording or printing signals which consists in 
recording or imprinting upon such tape or 
medium the signs or figures indicating the 
time at or about which the signal is received 
and recorded, singly or in repetition, in the 

2O succession and order to represent by the im 
pressions thus made the number of the sig 
nal given, transmitted, and recorded. 
Figure 1 is an elevation of an electrical re 

Cording-instrument for carrying out my in 
25 vention, and Fig. 2 is a plan or face view of 

a recording tape or medium bearing signals 
imprinted thereon in accordance with my in 
vention. 
In carrying out my invention I imprint 

3O upon the recording tape or medium in an 
electrical recording-instrument the signs or 
figures indicating the time at or about which 
the signal is received and recorded, and I im 
print Such signs or figures in the succession 

35 and Order or groupings which shall corre 
spond to and represent the number of the 
signal received. For example, if the signal 
“34” is received at one o'clock and thirty-five 
minutes in the afternoon, I imprint the sign 

4O and figures “P. 1.35’ three times in succes 
sion, constituting a group of three impres 
sions, and then after a separating-space four 
times in succession, constituting a separate 
group of four impressions, so that the said 

45 three impressions and four impressions cor 
respond to and indicate thirty-four, which is 
in this case the number of the said signal. 
In like manner, if the signal “23” is received 
at one o'clock and forty-five minutes in the 

So afternoon, I imprint the sign and figures 

“P. 1.45 ' twice in succession, constituting a 
group of two impressions, and then after a 
separating-space thrice in Succession, con 
stituting a group of three impressions, so that 
the said two impressions and three impres- 55 
sions correspond to and indicate twenty 
three, which is in this case the number of the 
signal given. 

It is evident that by making repeated and 
grouped impressions on the recording-tape of 6o 
the signs and figures indicating the time 
when a signal is received and recorded I 
may record the number of any signal, and at 
the same time indicate as part of the record 
of the signalitself the hour and minute at or 65 
about which the signal is received and re 
corded. By means of my said method I am 
enabled to record the signal and the time of 
its reception and recording simultaneously, 
and by the imprinting upon the tape of only 7O 
the succession of impressions indicating the 
signal-number. I am thus enabled to dis 
pense with the printing of two separate and 
distinct sets of impressions on the tape 
namely, one set indicating the signal and an- 75 
other set or single impression indicating the 
time, as is now done in electrically recording 
signals and the time of their reception and 
recording. 
To effect the printing of the signal in ac-8o 

cordance with my described method, the in 
strument shown in Fig. I may be employed. 
In this instrument the time indicating or 
registering mechanism comprises a minute 
wheel A, having upon its periphery divis- 85 
ional faces equal in number to the intervals 
during an hour which it is desired to indi 
cate upon the recording-tape T. In the draw 
ings, this wheel is shown with sixty divisional 
faces-one for each minute of an hour. In 9o 
like manner the divisional faces may be of 
such number as to indicate intervals of five, 
ten, fifteen, or other number of minutes. 
B is an hour-wheel, having twenty-four di 

visional faces upon its periphery-one for each 95 
hour of a day. The faces of the wheels. A 
and B bear in succession the index-type in 
dicating, respectively, the number of the 
minute and hour and distinguishing the ante 
meridian and post-meridian hours. These loo 
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wheels are mounted to rotate on a common 
shaft and each has fixed to it a ratchet (t ), 
respectively, said ratchets having each the 
number of peripheral teeth corresponding to 
the number of peripheral faces on their re 
spective wheels A. B. 
On the periphery of the ratchet ( is the 

deep notch a? immediately beyond the tooth 
thereon, which is in line with the peripheral 
face of wheel A, indicating the final minutes 
of the series or succession thereon, said face 
being also inline with one of the faces of the 
hour-wheel B. The ratchets are controlled 
by spring-detents lo', as shown. 
C and C are pawls to the ratchets C and b, 

respectively, and are pivoted independently 
to the armature in of a magnet M, and are 
pivotally united by a link c, which is of such 
a length that when the pawl C is riding the 
ratchet (t, the pawl C will be held free of en 
gagement with the ratchet b until pawl C 
enters the notch (t' on ratchet Cl, when such 
movement of said pawl will permit pawl C 
to engage a tooth on ratchet b. The pawls 
are preferably pressed to engagement with 
their ratchets by a spring c', as shown. 
The magnet M is in a local circuit N with 

a time-piece, as shown, which is provided 
with a circuit-closing wheel D of an ordinary 
pattern, having a number of peripheral con 
tact-points equal to the number of teeth on 
ratchet Ct. 
tervals by the wheel D in the time-piece, the 
vibration of the armature a will cause the 
pawl C to rotate the wheel. A the distance of 
one of its peripheral faces, and in like man 
ner when the pawl Centers the notch a' on 
ratchet Cl, which it will do at the end of each 
complete revolution of wheel A, the vibra 
tion of the armature in will, by the conse 
quent engagement of the pawl C with ratchet 
b, cause the rotation of both the wheels A 
and B the distance of one of the divisional 
faces on the periphery of each. The sums 
of the rotations of the wheel A will thus be 
indicated on the wheel B, so that the faces of 
the tWO wheels which are in line with each 
other immediately above the recording-tape 
may indicate the hour and interval or min 
ute of the succeeding hour in correspond 
ence with the time-piece. 

In constructing the ratchets C, and b they 
are given such relative diameters that while 
each ratchet bears the number of teeth de 
scribed the teeth upon both ratchets will be 
of the same or equal length or pitch. 

I is an inking-ribbon interposed between 
the time-wheels and the recording-tape, and 
77' is the armature carrying the printing-pad 
ma', serving to carry the tape against the pe 
ripheral faces of said wheels in printing. 
The Well-known devices common in Morse 

register's may be employed to actuate the ar 
mature in and move the recording-tape 
namely, a clock-work train, as shown, having 

As the circuit N is closed at in 
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an escapement in and its pallet l', a friction 
lever n, with its arm n, bearing against the 
face of the drum of the clock-train and en 
gaging a stop-pin on the escapement-shaft, 
together with a magnet M' in a local circuit 
N', which is closed by a relay N' when a sig 
mal is transmitted from the main-line cir 
cuit N, and an arm in on the armature m', 
which engages the friction-lever n° and oscil 
lates it to release the stop-pin when said local 
circuit N is closed. - 
To check the movement or feed of the tape 

after the pin in has been released, and while 
the signal is coming in, so that the vibra 
tions of the armature in may effect the 
proper printing of the signal from the time 
wheel faces upon the tape, I employ a lever 
E, one arm e of which is pivotally attached 
to an arm or extension on the armature m' 
by a pine', working in a slot in said arm, as 
shown, and the other arm e of which is 
adapted to engage the heel of the pallet 7' 
when the said armature is vibrated to effect 
the printing. 
A spring e may be employed to assist in 

lifting the arm e° from engagement with the 
pallet n' when the armature is retricted on 
the opening of the circuit, 

It is evident that at each vibration of the 
armature m' on the closing of circuit N' dur 
ing the passage of a signal from the main 
line the level E will engage the pallet in', and 
thus check the feed of the tape T at the in 
stant that such vibration of said amature 
carries the printing-pad to the periphery of 
the time-wheels, and that at each succeeding 
retraction of said armature, and so long as 
the circuit is open, the lever E will disen 
gage the said pallet, and therefore permit the 
tape to move or feed. By this means the 
number of impressions of the index-type on 
the time-wheels made upon the recording 
tape will correspond to and be in such suc 
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cession and groups as will represent the . 
number of the signal sent in from the main 
line. 
The time-wheels A and B and their de 

scribed ratchets and operating-pawls are not 
claimed as novel herein, but are more fully 
described and made the subject-matter of 
claims in a separate application for patent 
filed simultaneously here with, Serial No. 
310,110, filed May 9, 1SS9. 
Any other known and equivalent time in 

dicating and recording devices than said 
wheels A and B and their said actuating 
mechanism may be employed in connection 
with the signal-printing mechanism herein 
described in carrying out the primary fea 
ture of my invention, as herein set forth. 

Furthermore, I do not claim herein the 
novel features in the mechanism herein 
shown and described by which I effect the 
recording of a signal in accordance with my 
invention; but I reserve the same and make 
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them the subject-matter of a separate appli- in a succession of impressions corresponding : c 
cation for Letters Patent, filed the 23d day 
of September, 1889, Serial No. 324,733. 
What I claim as my invention, and desire to 

Secure by Letters Patent, is 
The method of electrically recording sig 

nals, which consists in imprinting upon a re 
cording medium the figures indicating the 
time at or about which the signal is recorded 

in number and relative location to and rep 
resenting the number of the signal, Substan 
tially as and for the purpose set forth. 

FRANK B. WOOD. '- 
Witnesses: 

MILES W. GOODYEAR, 
ARDEN S. FITCH. 

  


