
ATTORNEY 

- ) 

zzzzzZzZzZzZzZ Z ZzZz,zº zº zº zº?zzzzZzZzZZZZZZZZ 

? ??K 
PATENTED NOW, 8, 1904, 

• • • •º ó?y 

H, T, JOHNSON, 
CIRCUIT (CL0SING DIE WICE. 
APPLICATION FILED APR. 2, 1904. 

í || ? - 
z?. 

No. 774,436, 

N0 MODEL. 

  

  

  

  

  

  

  

    

  

  



No, 774,436, PATENTED NOW, 8, 1904 
H, T., JOHNSON, 

CIRCUIT CLOSING DEWICE. 
- ,1904 ,2 .APPLICATION FILED APR ? 

NO MODE, 2. SHEETS-SHEET 2. 

NVENTOR 

ATTORNEY 
  



I. ? 

2 ? 

25 

35 

45 

No. 774,436. 

UNITED STATES 
Patented November 8, 1904. 

PATENT OFFICE. 
HARRY T. JOHNSON, OF JERSEY CITY, NEW JERSEY. 

circuit-closing DEVICE. 

SPECIFICATION forming part of Letters Patent No. 774,436, dated November 8, 1904. 
Application filed April 2, 1904, Serial No, 201303, (No model.) 

io all whom, it may concern: 
Be it known that I, HARRY T. JoHNSON, a 

citizen of the United States, and a resident of 
Jersey City, Hudson county, New Jersey, 
have invented certain new and useful Im 
provements in Circuit-Closing Devices, of 
which the following is a full, clear, and exact 
description, reference being had to the accom 
panying drawings, forming a part of this 
Specification. 
The object of my invention is to provide a 

circuit-closing device which may be employed 
as an element in a burglar-alarm system and 
which is adapted to be concealed under a car 
pet, rug, or similar floor-covering to guard 
an entrance to a building or room or to pro 
tect a stairway or passage. 
My invention is also adapted for use on an 

ordinary call-bell circuit, in which case it may 
be likewise placed under the floor-covering 
and operated to close the circuit by a slight 
pressure of the foot, thus fitting it for use in 
place of the ordinary push-button, which when 
used in such a situation causes an unsightly 
and inconvenient protuberance and rapid wear 
upon the floor-covering. 

In the accompanying drawings, Figure 1 is 
a plan view of a device embodying my inven 
tion. Fig. 2 is a sectional elevation on the 
line 22, Fig. 1. Fig. 3 is a plan view show 
ing a modification. Fig. 4 is a sectional elle 
vation thereof on the line 4 4, Fig. 3. Fig. 
5 is a perspective view showing another modi 
fication; and Fig. 6 is a plan view of a device 
embodying the invention, provided with only 
One set of contacts. 

Similar reference characters are employed 
to designate like parts in all the views. 

I have illustrated and will for the sake of 
clearness hereinafter specifically describe sev 
eral practical embodiments of my invention, 
differing somewhat in some of their details, 
and it will be understood that other modifica 
tions therein may be made without departing 
from the spirit of my invention and having 
in a greater or less degree the advantages 
characteristic of the particular constructions 
shown. It is therefore not my intention in 
specifically describing the features illustrated 

jections from the strip 2. 

operating pressure is relieved. 

to restrict the scope of my invention to the 
specific details of construction further than 
as the phraseology of the claims may expressly 
call for such restriction. 

Referring to the particular embodiment of 
my invention illustrated in Figs. 1 and 2, a 
backing or support 1 is formed of any Suit 
able non-conducting substance-such, for in 
stance, as vulcanized rubber or woven fabric. 
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To the support 1 are secured, by rivets or 
other suitable fastenings, conducting-strips 
2 and 3, both formed, preferably, of spring 
conducting metal, although the strip 3 may 
be made of soft metal, if desired. The strip 

?? 

2 is provided with suitable contact-surfaces 
4, which are usually formed as integral pro 

The strip 3 is pro 
vided with the spring contact-tongues 5, the 
ends of which project over the contact-sur 
faces 4 and which by the resiliency of the 
tongues are held normally separated from the 
contact-surfaces. Preferably these tongues 
5 are formed integrally with the strip 3. A 
series of guards 7 is provided for the purpose 
of relieving the spring contact-tongues 5 from 
the weight of the floor-covering to prevent 
the latter from accidentally closing the circuit 
thereby and to permit the tongues to return 
to their normal or open position when the 

As shown in 
Figs. 1 and 2, these guards are in the form 
of buttons Secured to the support 1, and I 
prefer to make them of vulcanized rubber; 
but any suitable material may be employed. 
They are arranged in line with the tongues 5, 
and it is desirable to so space them that the 
point of contact between each of the tongues 5 
and its contact-surface 4 will lie about midway 
between two adjacent guards, the distance be 
tween the guards being usually four to four 
and one-half inches, although it will be un 
derstood that this distance may be varied with 
in practical limits to suit varying require 
ments. The strip 2 is connected with one 
wire of the circuit, and the strip 3 with the 
opposite wire. 

It will be understood that in applying my 
invention to practical use as many sets of the 
strips and contacts may be employed as are 
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necessary to secure the requisite protection. tion of two conducting-strips normally out of 
For example, in protecting a stairway two sets 
of strips placed upon one of the treads will 
usually be sufficient, and with that arrange 
ment, as will be apparent, it would be plac 
tically impossible to step on this tread of the 
stairs without closing the circuit and operat 
ing the alarm. In protecting a doorway a 
greater number of the strips may be employed, 
extending a sufficient distance from the door 
to prevent overstepping the contacts. Where 
a plurality of strips are employed, they may 
be secured to a single backing or support, Or 
the supports may be independent, as desired, 
and the strips are so arranged that the con 
tacts of one set will be opposite the guards of 
the next adjacent set. In certain situations 
it will also be possible to dispense entirely 
with the backing 1 and secure the strips and 
guards directly to a floor or other supporting 
surface; but for obvious reasons I prefer to 
employ the backing. 

In the modification illustrated in Fig. 3 I 
employ an additional contact-tongue 6 for each 
contact-surface, and the guards 7, which are 
of semicylindrical form, instead of being se 
cured to the backing 1 are carried by the 
strip 3. 

In the modification shown in Fig. 4 l dis 
pense entirely with the backing 1, and the 
guards 8 are formed by some suitable insu 
lating material-such as Vulcanite, fiber, or 
hard rubber. They are of sufficient thickness 
to relieve the contact-tongues from the weight 
of the floor-covering, and the guards being 
secured to both strips insulate them from each 
other and maintain them in their proper po 
sition. 

In Fig. 6 I have illustrated my invention in 
a form adapted for use on a call-bell or similar 
circuit in place of the Ordinary push-button. 
The construction is the same as that shown in 
Fig. 5, except that it embodies only one set 
of contacts. 
My improved circuit-closing device may be 

constructed at comparatively small cost, since 
the metallic parts can be cheaply formed by 
simple stamping operations, and the whole can 
be expeditiously assembled by unskilled labor. 
As so constructed and arranged the device 
will lie flat under a rug or carpet and will 
present a relatively large operative surface, 
So that a slight pressure of the foot at almost 
any point between the guards will close the 
circuit, the guards furnishing a sufficient sup 
port for the overlying floor-covering not only 
to prevent its weight from accidentally closing 
the circuit, but also to prevent the contacts 
from remaining closed when the operating 
pressure is released. 
Having thus shown and described my inven 

tion, what I claim as new, and desire to secure 
by Letters Patent, is 

1. In a circuit-closing device the combina 

contact, a spring contact-tongue connected 
with one of said strips, a contact-surface on 
the other strip, and guards arranged to pro 
ject above said strips, substantially as set 
forth. 

2. In a circuit-closing device adapted to be 
placed under a floor-covering, the combination 
of two conducting-strips normally out of con 
tact, a contact-surface on One strip, guards, 
and a coöperating spring contact-tongue ar 
'anged between the guards and connected with 
the other strip, substantially as set forth. 

3. In a concealable circuit-closing device. 
the combination of two conducting - strips, 
means for holding said strips apart in parallel 
and insulated relation to each other, a contact 
surface on one of Said strips, a spring con 
tact-tongue projecting into the space between 
said strips and connected with the other strip 
and projecting guards for said tongue. 

4. In a circuit-closing device the combina 
tion of two conducting-strips normally out of 
contact, a contact-surface on one of said strips, 
a spring contact-tongue formed integrally 
with the other strip and projecting over said 
contact - Surface and projecting guards ar 
anged on opposite sides of the contact-point, 
substantially as set forth. 

5. In a circuit-closing device the combina 
tion of two conducting-strips each adapted to 
form one terminal of a circuit, and to be held 
out of contact in parallel relation to each other, 
a contact-surface on one strip, a spring con 
tact-tongue formed on the other strip and ex 
tending in line there with into the space be 
tween the strips, and guards for said contact 
tongtae. 

6. In a circuit-closing device the combina 
tion of two conducting-strips each adapted to 
form the terminal of a circuit, means forhold 
ing said strips in insulated and parallel rela 
tion to each other, a contact formed on one 
strip and projecting toward the other strip, a 
spring contact - tongue formed on the other 
strip and projecting over the contact and pro 
jecting guards arranged substantially in line 
with said contact. 

7. In a circuit-closing device the combina 
tion of two insulating-guards, a conducting 
strip secured at each end to the under side of 
said guards, means for connecting said strip 
to One Wire of the circuit, a spring conduct 
ing-tongue projecting from one of said guards 
over and normally out of contact with that por 
tion of said conducting-strip which forms the 
contact for the tongue, and means for con 
necting said tongue with the opposite wire of 
the circuit. 

8. In a circuit-closing device, the combina 
tion of two insulating-guards, a conducting 
strip secured at each end to the under side of 
Said guards, a second conducting-strip secured 
at each end to said guards, a resilient contact 
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connected with said last-mentioned strip and 
projecting over, but normally separated from 
the contact-point on the said first-mentioned 
strip, and means for separately connecting 
said strips with the circuit-wires. 

9. In a circuit-closing device the combina 
tion of two insulating-guards and two flat con 
ducting-strips secured to the under side of 
said guards, a spring contact-tongue formed 
integrally with one of said strips and project 
ing over a coöperating contact-surface of the 
other strip and means for separately connect 
ing said strips to the circuit-wires. 

10. In a circuit-closing device the combina 

33 

tion of two insulating-guards and two con- I5 
ducting -strips connected to said guards to 
form a flat frame-like device, a contact-sur 
face carried by one of said strips, a Spring 
contact-arm connected with the other strip 
and projecting over said contact-surface but 
normally separated therefrom, and means for 
connecting said strips separately to the cir 
cuit-wires. 
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HARRY T. JOHNSON. 
Witnesses: 

C. REINHARDT, 
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