A method for removing scale and stains from the interior surfaces of a water-containing system having a reservoir (1), auxiliary equipment and piping (2, 3-5), without having to drain the water from the system. The use of inhibited mineral acid allows the water to be circulated throughout the entire system, cleaning all interior surfaces (1, 2 and 3-5) without damaging them. Once scale and stains are removed, the water is neutralized.
### FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MR</td>
<td>Mauritania</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GE</td>
<td>Georgia</td>
<td>MW</td>
<td>Malawi</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GN</td>
<td>Guinea</td>
<td>NE</td>
<td>Niger</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GR</td>
<td>Greece</td>
<td>NL</td>
<td>Netherlands</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>HU</td>
<td>Hungary</td>
<td>NO</td>
<td>Norway</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IE</td>
<td>Ireland</td>
<td>NZ</td>
<td>New Zealand</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IT</td>
<td>Italy</td>
<td>PL</td>
<td>Poland</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>JP</td>
<td>Japan</td>
<td>PT</td>
<td>Portugal</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KE</td>
<td>Kenya</td>
<td>RO</td>
<td>Romania</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>RU</td>
<td>Russian Federation</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>SD</td>
<td>Sudan</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>CM</td>
<td>Cameroon</td>
<td>SE</td>
<td>Sweden</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>CI</td>
<td>Cote d'Ivoire</td>
<td>SI</td>
<td>Slovenia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CI</td>
<td>Cameroon</td>
<td>Cz</td>
<td>Czech Republic</td>
<td>SK</td>
<td>Slovakia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>DE</td>
<td>Germany</td>
<td>SN</td>
<td>Senegal</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>DK</td>
<td>Denmark</td>
<td>TD</td>
<td>Chad</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>ES</td>
<td>Spain</td>
<td>TG</td>
<td>Togo</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>FI</td>
<td>Finland</td>
<td>TJ</td>
<td>Tajikistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>FR</td>
<td>France</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td></td>
<td></td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>GA</td>
<td>Gabon</td>
<td>UA</td>
<td>Ukraine</td>
<td></td>
<td></td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>MN</td>
<td>Mongolia</td>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>ML</td>
<td>Mali</td>
<td>UZ</td>
<td>Uzbekistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td>MG</td>
<td>Madagascar</td>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
METHOD FOR REMOVING SCALE AND STAINS

BACKGROUND OF THE INVENTION

This invention relates to a method for cleaning scale and stains from the interior surfaces of a water-containing system having a reservoir, auxiliary equipment and piping without having to drain the water from the system. Scale and stains are objectionable because they can be unattractive, particularly in swimming pools and spas, and lead to the coating and plugging of lines, filters, pumps, heaters and heat exchangers in the system thereby reducing their efficiency and effectiveness. Scale can also lead to microbiological havens and to undesirable corrosion of surfaces which would eventually require replacement of the corroded part. In all cases it is desirable to maintain the water-contact surfaces of the system in a scale and stain free condition.

Common practice has been to drain the water from the system and then physically scrape and/or wash the scale and stain from the surface with a strong
mineral acid. This practice is dangerous to the owner or the service man who is required to wear protective clothing and also, most likely, a self contained air mask in order to comply with exposure limits for the mineral acids. The strong acid is also corrosive to the treated surfaces and does not clean the entire system. Additional cost would also always be incurred to fill the system with fresh water again.

Several other methods have been suggested in the prior art but all have disadvantages. For example, Hamilton in U. S. Patent 4,906,384 employs a strong mineral acid treatment of the water in the vessel to remove scale deposits, without draining the water, at a level at which the total alkalinity is zero or a pH of 4.6 (Col. 3, line 5). Because the relatively dilute acid reacts slowly with the scale and is thereby consumed, the total alkalinity must continually be monitored and additional acid added, in order to maintain the pH at 4.6 to achieve the descaling and stain removal. If, for example, a swimming pool is badly scaled and stained, Hamilton’s method would require considerable manpower and chemical testing to maintain the pH at 4.6 since the mineral acid added would be consumed by the relatively large amounts of scale and stain present.

Hamilton also suggests that the acidification treatment employ a metal sequestering and/or chelating agent such as ammonium salts or ethylenediamine tetra-acetic acid (EDTA). By definition, sequestering agents
react with certain metal ions to form coordination complexes. By definition, chelating agents react with metal ions to form a ring structure and strongly hold the metal ion through coordination bonding. Water scale ions, such as calcium, magnesium, iron and copper, may be changed in solution, by reacting with a chelating agent, from a positive ion to a complex negative ion. It is well known that this reaction is an equilibrium reaction and that chelation of the metal ion is less effective in acidic solution than in basic solution. Use of expensive chelating agents in acidic solution is not the most economical approach to scale and stain removal. In commercial literature, Hamilton also recommends that the circulating pump on the system be shut down during treatment. Therefore his method does not clean the entire system but only the main body of water.

Similarly, Kisner in U. S. Patent 5,108,514 teaches a method of removing stains, scale and calcium deposits from the interior surfaces of swimming pools without draining the water by treating only the pool surfaces with a concentrated inorganic or mineral acid in combination with a strong metal chelating agent while the pool pump and circulation system is not operating. Again, Kisner does not clean the entire system and also employs the expensive chelating agent in an inefficient manner by using a concentrated mineral acid mixture. Also, the Kisner method employs a tedious means of applying the treating solution only to the surface of the
swimming pool and requires additional man hours and the prolonged exposure to and the additional handling of hazardous strong mineral acid.

SUMMARY OF THE INVENTION

This invention is directed to a method for removing scale and stains from the interior surfaces of a water-containing system having a reservoir, auxiliary equipment and piping, without draining the system. The method consists of first acidifying the water by adding mineral acid and mineral acid inhibitor to the water in the system in an amount sufficient to remove the scale and stains. Next, the water is circulated through the system and remains in contact with the surfaces of the system to dissolve the scale and stains without adversely affecting the surfaces. After scale and stains are removed, the water is neutralized by adding a basic compound in an amount sufficient to raise the pH. All of these steps are done without draining the water from the system.

The acidifying mixture consists of an inhibitor and a mineral acid. The inhibitor is a nitrogen-containing organic compound, usually selected from the group consisting of an amine, quaternary ammonium compound, heterocyclic nitrogen compound, urea, thiourea, amide or mixtures thereof. In a preferred embodiment of the invention, the mineral acid inhibitor is a 1:1 soap of an amine or ammonia and an organic carboxylic acid such as a 1:1 soap of alkanolamine and hydroxyacetic
acid. The mineral acid composition preferably used to remove scale and stains includes hydrochloric acid, a quaternary ammonium compound and a wetting agent. This composition is added to the water at the rate of about 0.5 to 1.5 gallons per 2500 gallons of reservoir capacity and in an amount sufficient to acidify the water to a pH of about 1.0 to 4.0, with the optimum range being a pH of from about 2.0 to 3.0.

Once the inhibited mineral acid composition has been added, the acidified water circulates throughout the water-containing system for about one to seven days, or even up to twenty-one days, depending upon the amount of scale and stains on the surfaces. The acidified water circulates throughout the reservoir, as well as the auxiliary equipment and piping of the water-containing system. This is usually accomplished by activating the system's circulating pump during the cleaning process.

If the scaling and staining are not excessive, the water containing system can also be cleaned effectively using the inhibited acid compositions at a pH of 1 to 4 by running the circulation pump on the normal periodic schedule. In some cases, the main body of water in the water containing system can be cleaned statically, without circulation, by employing the inhibited acids at a pH of 1 to 4 if desired.

After the scale and stains have been removed from the interior surfaces, the water is neutralized by adding a basic compound. The compound is added in an
amount sufficient to raise the alkalinity of the water to a pH of from about 7.0 to about 7.6. Typically, the basic compound will be sodium carbonate or sodium bicarbonate.

This invention has several benefits and advantages over the prior art. The invention provides a safe, low cost and efficient method of cleaning scale and stain from the water contact surfaces of water containing systems such as swimming pools, spas, and associated equipment and piping systems and the like without having to drain such systems. Furthermore, the invention cleans the water transfer pipes, filters, pumps and heat exchangers in addition to the major water reservoir, without doing harm to the various surfaces being cleaned.

In addition, the invention provides a simple method that can be used by an ordinary person and that does not require individuals trained and equipped in handling hazardous materials or in technical methods of analysis. Moreover, the mineral acid inhibitors used in this invention have several advantages. In addition to preventing the mineral acid from damaging the surfaces of the water-containing systems, the inhibitors are biodegradable and also act as a low cost metal carrying agent, maintaining scale and stain ions in solution after the cleaning process is complete.

These objectives and advantages along with other aspects of the invention will be further understood with reference to the following drawing and description:
The Figure is a diagrammatic illustration of a swimming pool system that is cleaned employing the method of this invention.

**DETAILED DESCRIPTION OF THE INVENTION**

The present invention provides an improved method of removing water scale and stain from the interior surfaces of a water-containing system having a reservoir, auxiliary equipment and piping without draining the system. The cleaning is achieved by employing an inhibited mineral acid solution and circulating the water in the system until the scale and stains are removed. The cleaning solutions of this invention are most effective between a pH of 1.0 to 4.0 with the preferred range being between pH of 2.0 to 3.0 or 0.01 to 0.001 moles of hydrogen ion per liter of water. At this hydrogen ion concentration, the inhibited acid solution readily dissolves the scale and stains without adversely corroding or attacking the water contact surfaces of the system.

Various inhibitors for mineral acids have been well documented in the patent art. Typical, but not necessarily all inclusive, examples of acid inhibitors are disclosed in the following U. S. Patents 2,758,970; 2,807,585; 2,941,949; 3,077,454; 3,607,781; 3,668,137; 3,885,913; 4,089,796; 4,199,469; 4,310,435; 4,541,945; 4,554,090; 4,587,030; 4,614,600; 4,637,899; 4,670,186; 4,780,150 and 4,851,149 which are included in this
application by reference.

This invention in part depends upon the use of suitable mineral acid inhibitors in combination with mineral acid, for cleaning water-containing systems without draining. Generally, inhibitors for mineral acids are nitrogen containing organic compounds such asamines and amine derivatives like the ethylene oxide condensates; quaternary ammonium and quaternary amines and derivatives; various heterocyclic nitrogen compounds, urea and thiourea derivatives, amides, and the like. Surfactants may also be employed in the inhibited acid compositions. The surfactants reduce the surface tension of the solutions and enhance the activity of the inhibitors and acids employed. They may be anionic cationic, nonionic or amphoteric as defined in the art.

As mentioned above, the preferred inhibitors of this invention are 1:1 soaps, i.e., quaternary compounds of weak organic acids with amines as described in the co-pending U. S. Patent Application No. 07/700,780 filed May 16, 1991 which is incorporated herein by reference. The preferred weak organic acids employed in the quaternary compounds for mineral acid inhibition are those that form relatively soluble derivatives of calcium and magnesium such as acetic acid, hydroxyacetic acid, citric acid, gluconic acid, tartaric acid, salicylic acid and benzoic acid. Oxalic acid is not preferred as it forms a very insoluble calcium derivative with solubility similar to calcium carbonate scale itself. The following
Table 1 illustrates the solubility of various calcium and magnesium derivatives of organic acids in water solution.
<table>
<thead>
<tr>
<th>Compound</th>
<th>Solubility</th>
</tr>
</thead>
<tbody>
<tr>
<td>Calcium Acetate</td>
<td>37.4 g./100 ml @ 0 C.</td>
</tr>
<tr>
<td>Calcium Benzoate</td>
<td>8.3 g./100 ml @ 80 C.</td>
</tr>
<tr>
<td>Calcium Hydroxyacetate</td>
<td>1.2 g./100 ml @ 18 C.</td>
</tr>
<tr>
<td>Calcium Citrate</td>
<td>1.0 g./100 ml @ 23 C.</td>
</tr>
<tr>
<td>Calcium Oxylate</td>
<td>0.00067 g./100 ml @ 13 C.</td>
</tr>
<tr>
<td>Calcium Carbonate</td>
<td>0.00153 g./100 ml @ 25 C.</td>
</tr>
<tr>
<td>Magnesium Hydroxyacetate</td>
<td>7.9 g./100 ml @ 18 C.</td>
</tr>
</tbody>
</table>
The preferred amines employed in the quaternary compounds for mineral acid inhibition are those with high water solubility such as ammonia; alkanolamines including monoethanolamine, diethanolamine, triethanolamine, triisopropanolamine, and isopropanolamine; and alkylamines such as diethylamine.

The intrinsic character of the preferred quaternary compounds employed in the method of this invention makes them particularly suitable for their use as the mineral acid inhibitors in the compositions employed to remove the scale and stain. Not only are they mineral acid inhibitors, but they provide a means of carrying scale and stain causing ions, such as calcium and magnesium ions, in solution by forming the corresponding water soluble metal soaps of the organic acids upon neutralization of the mineral acid employed for the removal of the scale and stain. This is particularly desirable for applications in systems such as swimming pools and spas, where the mineral acid is neutralized prior to placing the system back into its intended use.

Generally, the invention is practiced by the addition of the inhibited acid solution to the major water reservoir. The amount of inhibited acid solution required to remove the scale and stain from the water system will vary depending upon the degree of scale and stain present and the volume of the water in the system. We have found that a suitable inhibited acid solution can
contain about 25% hydrochloric acid and about 20-25% of solution of a quaternary compound in combination with a wetting agent. This inhibited acid can generally be employed in cleaning applications at the rate of about 0.5 to 1.5 gallons/2500 gallons of reservoir capacity depending on the level of scale and stain to be removed and assuming that the system water is balanced to typical water management conditions with a pH of about 7. The pH of the system, upon treatment with this level of inhibited acid would be in the range of 2.8 to 2.3.

The time required for cleaning depends upon the degree of scale and stain present, and is usually from one to twenty-one days. It is also recommended in the cleaning of swimming pools and spas that the reservoir be brushed periodically. This is normally required as most scale also contains a biomass, resulting from body oils, vegetation, and chlorination residuals, that tends to hold scale particles together and which will amass on the surface upon solution of the surface scale or stain. The inhibitors and wetting agents employed in the treatment solution also assist in breaking up the biomass bonding, thus further assisting in scale and stain removal.

Because the cleaning process usually releases some silt and other acid insolubles from the scale deposits, a swimming pool or spa generally will require vacuuming to remove the remaining insoluble solids left after scale and stain removal. After scale and stain has been removed, the system then can be restored to normal
operation by adjusting the pH to the normal use level of pH 7.0-7.6 with any of the usual water management chemicals such as sodium carbonate or sodium bicarbonate. When unusually heavily scaled and stained pools and spas are cleaned, it is sometimes best to increase the volume and frequency of filter backwashing or to drain the water from the system after the cleaning process to remove the high levels of scale and stain ions present.

The invention provides several improvements over the prior art. The Hamilton method of U. S. Patent 4,906,384 employs a mineral acid added to the system water to maintain a zero alkalinity or a pH of 4.6 equivalent to 0.000025 moles of hydrogen ion per liter of water to clean scale and stain from swimming pools. The inventive inhibited acid solutions are employed preferably at over 10 to 100 times more concentrated in hydrogen ion than the Hamilton method (pH of 3.6 is 10 times more and a pH of 2.6 is 100 times more concentrated) which will inherently reduce the time required to remove the scale and stain. Hamilton requires additional manpower for the constant monitoring of the alkalinity and additional addition of acid during treatment as the low level of acid is rapidly consumed when dissolving the scale and stain. At the level of inhibited acid employed in our method, monitoring is not usually required as there is sufficient inhibited acid employed to dissolve all scale and stain present. Only in extreme cases of scaling would simple monitoring of pH
with a broad range pH paper be required. Furthermore, the Kisner method of U. S. Patent 5,108,514 employs a very strong mineral acid at high concentrations, i.e., 20-31.5% hydrochloric or 5.5 to 8.6 moles of acid/liter directly to the surface of the pool with the circulating pump off. This level of acid is over 500 times the preferred level of this invention and Kisner can be extremely corrosive to pool system surfaces. Kisner’s treatment solution would destroy most metal parts if applied to their surfaces and that is why Kisner discloses treating only the surface of the pool in the procedure and not the auxiliary equipment and piping.

By employing inhibited mineral acids of this invention, it has been found that scale and stain removal can be achieved efficiently and simply from all of the water contact surfaces in the entire system with no harmful corrosion of the surfaces. Additionally, by proper selection of the inhibitor, residual metal ions are held in solution upon completion of the cleaning.

When inhibited acids are employed at a pH of 1 to 4 and the scaling and staining of the water containing system is not excessive, cleaning can be achieved by leaving the circulation pump running on the usual periodic circulation schedule.

In some cases, it may be desirable to employ the inhibited acids at a pH of 1 to 4 and leave the circulating pump off completely to achieve the cleaning of the main body of water in the water system, i.e., if
the pump or filter is being replaced during renovation of
the system. Using the inhibited acid at a low pH will
dissolve the scale and stain rapidly particularly with
periodic brushing of the water contact surfaces.

The preferred method is to leave the
circulating pump on during the cleaning process employing
inhibited acids at a pH of 1 to 4. Cleaning of the
entire system in the shortest possible time will then be
achieved.

EXAMPLE

As an example of the method of this invention,
a 20,000 gallon plastered pool was selected that was very
badly scaled and stained over 80% of the visible surface
(see Fig. 1). The water was analyzed to have a pH of 8.2
with total alkalinity of 180 and hardness of 800.

Theoretically a pool of this capacity would require about
2.3 gallons of the preferred inhibited acid solution of
25% hydrochloric acid with 20-25% of a solution of a
quaternary compound such as a 1:1 soap of ethanolamine
and hydroxyacetic acid in combination with a wetting
agent in order to reduce the pH to 3.0.

It was concluded, because of the poor condition
of the pool, 23 gallons of the inhibited acid solution to
reduce the pH to 2 should be employed to assure scale and
stain removal. The 23 gallons of cleaning solution were
added to the 20,000 gallons of pool water and circulated
throughout the entire system for a period of 27 hours.

With reference to the Figure, the acidified water was
circulated by opening the skimmer valve 3 and the bottom drain valve 4 and activating the circulation pump 5. The water then circulated through the pool 1, skimmer 2, and bottom drain 8 and through the pool filter 6. The pool filter 6 was a paper cartridge filter of 100 sq.ft. surface area. After 27 hours the pH was at 2.5. The circulation was continued for an additional 12 hours at which time the pH was 3.5. The pool was then observed to be essentially clean of scale and stain. Sodium carbonate was then added to balance the pool to a pH of 7.2. The hardness had increased to 1800. The paper cartridge filter was intact and clean of scale and stain.

Other modifications of this invention may be made without departing from its scope as will be understood to a person of ordinary skill in this art.

What is claimed is:
1. A method for removing scale and stains from the interior surfaces of a water-containing system having a reservoir, auxiliary equipment and piping without draining said system which comprises:

   acidifying the water by adding mineral acid and mineral acid inhibitor to the water in said system in an amount sufficient to remove the scale and stains; allowing the acidified water to remain in contact with said surfaces to dissolve the scale and stains without adversely affecting said surfaces; and neutralizing the water after scale and stains are removed by adding a basic compound in an amount sufficient to raise the pH without draining the water from said system.

2. The method of claim 1 comprising the further step of circulating the water through said system.
3. The method of claim 1 wherein said inhibitor is a 1:1 soap of an amine or ammonia and an organic carboxylic acid.

4. The method of claim 1 wherein said inhibitor is a 1:1 soap of alkanolamine and hydroxyacetic acid.

5. The method of claim 1 wherein the acidifying solution comprises a mixture of hydrochloric acid, quaternary ammonium compound and a wetting agent.

6. The method of claim 5 wherein said mixture is applied to the water at the rate of about 0.5 to about 1.5 gallons per 2,500 gallons of reservoir capacity.
7. The method of claim 1 wherein said inhibited mineral acid is added to the water in an amount sufficient to acidify the water to a pH of from about 1 to about 4.

8. The method of claim 7 wherein said inhibited mineral acid is added to the water in an amount sufficient to acidify the water to a pH of from about 2 to about 3.

9. The method of claim 1 wherein the acidified water circulates throughout said system for about one to about twenty-one days.

10. The method of claim 1 wherein said basic compound is added in an amount sufficient to raise the alkalinity of the water to a pH of from about 7 to about 7.6.
11. The method of claim 10 wherein said basic compound is comprised of sodium carbonate or sodium bicarbonate.

12. The method of claim 1 wherein said mineral acid inhibitor is a nitrogen-containing organic compound.

13. The method of claim 12 wherein said mineral acid inhibitor is selected from the group consisting of an amine, quaternary ammonium compound, heterocyclic nitrogen compound, urea, thiourea, amide, and mixtures thereof.
14. A method for removing scale and stains from the interior surfaces of a water-containing swimming pool or spa system having a reservoir, auxiliary equipment and piping, without draining said system which comprises:

acidifying the water by adding mineral acid and mineral acid inhibitor to the water in said system in an amount sufficient to remove the scale and stains;

circulating the water through said system thereby allowing the acidified water to remain in contact with said surfaces to dissolve the scale and stains without adversely affecting said surfaces; and

neutralizing the water after scale and stains are removed by adding a basic compound in an amount sufficient to raise the pH without draining the water from said system.

15. The method of claim 14 wherein said inhibitor is a 1:1 soap of an amine or ammonia and an organic carboxylic acid.

16. The method of claim 14 wherein the acidifying solution comprises a combination of about 25% hydrochloric acid and from about 20% to about 25% of a mixture of a quaternary ammonium compound with a wetting agent.
17. The method of claim 14 wherein said mixture is applied to the water at the rate of about 0.5 to about 1.5 gallons per 2,500 gallons of reservoir capacity.

18. The method of claim 14 wherein said inhibited mineral acid is added to the water in an amount sufficient to acidify the water to a pH of from about 1.0 to about 4.0.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC 6 C02F5/08 C23G1/00

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 6 C02F C23G

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US,A,4 906 384 (HAMILTON) 6 March 1990 see column 2, line 26 - column 3, line 35</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US,A,4 569 779 (JABALEE) 11 February 1986 see abstract</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>DATABASE WPI Section Ch, Week 8322, Derwent Publications Ltd., London, GB; Class E19, AN 83-52239K &amp; HU,A,24 910 (FERROKEMIA IPARI S) 28 April 1983 see abstract</td>
<td>1</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

* Special categories of cited documents:

'A' document defining the general state of the art which is not considered to be of particular relevance

'B' earlier document but published on or after the international filing date

'L' document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

'O' document referring to an oral disclosure, use, exhibition or other means

'P' document published prior to the international filing date but later than the priority date claimed

'T' later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

'X' document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

'Y' document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

'&' document member of the same patent family

Date of the actual completion of the international search

8 February 1995

Date of mailing of the international search report

23.02.95

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax: 31-651 epos ni,
Fax (+31-70) 340-3016

Authorized officer

KASPERS, H

Form PCT/ISA/210 (second sheet) (July 1992)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>DATABASE WPI&lt;br&gt;Section Ch, Week 7119,&lt;br&gt;Derwent Publications Ltd., London, GB;&lt;br&gt;Class M14, AN 71-315005&lt;br&gt;&amp; JP,B,46 016 401 (KURITA)&lt;br&gt;see abstract</td>
<td>1</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>--------------------------</td>
</tr>
<tr>
<td>US-A-4906384</td>
<td>06-03-90</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-T- 62501687</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO-A- 8604051</td>
</tr>
</tbody>
</table>