The present invention relates to a brewing apparatus for extracting a portion capsule, comprising a first brewing chamber element and a second brewing chamber element, the first and/or the second brewing chamber element being movable along an axial direction from a loading position, in which the first and the second brewing chamber element are spaced apart from one another, to an extraction position, in which the first and the second brewing chamber element form a substantially closed brewing chamber, and the brewing apparatus further comprising a drive mechanism for moving the first and/or second brewing chamber element, characterized in that the brewing apparatus has a separate locking mechanism for locking the brewing chamber in the extraction position.
(12) NACH DEM VERTRAG ÜBER DIE INTERNATIONALE ZUSAMMENARBEIT AUF DEM GEBIET DES PATENTWESENS (PCT) VERÖFFENTLICHTE INTERNATIONALE ANMELDUNG

(19) Weltorganisation für geistiges Eigentum
Internationales Büro

(43) Internationales Veröffentlichungsdatum
27. Februar 2014 (27.02.2014)

WO 2014/029685 A1

(51) Internationale Patentklassifikation:
A47J 31/36 (2006.01)

(21) Internationales Aktenzeichen:
PCT/EP2013/067069

(22) Internationales Anmeldedatum:
15. August 2013 (15.08.2013)

(25) Einreichungssprache:
Deutsch

(26) Veröffentlichungssprache:
Deutsch

(30) Angaben zur Priorität:
10 2012 107 615.4
20. August 2012 (20.08.2012) DE
10 2012 108 653.2

(71) Anmelder: FUGSTER / FRISMAAG AG ELEKTROHAUSHALTGERÄTE [CH/CH]; Fehlwiesstrasse 14, CH-8580 Amswil (CH).

(72) Erfinder: FISCHER, Daniel; Grundstrasse 15, CH-8590 Romanshorn (CH).

(74) Anwalt: LOOCK, Jan Pieter; Patentanwälte Kutzenberger Wolff & Partner, Theodor-Heuss-Ring 23, 50668 Köln (DE).


(84) Bestimmungsstaaten (soweit nicht anders angegeben, für jede verfügbare regionale Schutzrechtsart): ARIPO (BW, GH, GM, KE, LR, LS, MW, MZ, NA, NW, SD, SL, SZ, TZ, UG, ZM, ZW), eurasisches (AM, AZ, BY, KG, KZ, RU, TJ, TM), europäisches (AL, AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, HR, HU, IE, IS, IT, LT, LU, LV, MC, MK, MT, NL, NO, PL, PT, RO, RS, SE, SI, SK, SV, TR), WO.

(54) Title: BREWING APPARATUS AND METHOD FOR OPERATING A BREWING APPARATUS

(54) Bezeichnung: BRÜHVORRICHTUNG UND VERFAHREN ZUM BETRIEB EINER BRÜHVORRICHTUNG

(57) Abstract: The present invention relates to a brewing apparatus for extracting a portion capsule, comprising a first brewing chamber element and a second brewing chamber element, the first and/or the second brewing chamber element being movable along an axial direction from a loading position, in which the first and the second brewing chamber element are spaced apart from one another, to an extraction position, in which the first and the second brewing chamber element form a substantially closed brewing chamber, and the brewing apparatus further comprising a drive mechanism for moving the first and/or second brewing chamber element, characterized in that the brewing apparatus has a separate locking mechanism for locking the brewing chamber in the extraction position.

(57) Zusammenfassung:

FORTSETZUNG AUF DER NÄCHSTEN SEITE
Die vorliegende Erfindung betrifft eine Brühvorrichtung zum Extrahieren einer Portionskapsel mit einem ersten Brühkammerelement und einem zweiten Brühkammerelement, wobei das erste und/oder das zweite Brühkammerelement entlang einer axialen Richtung von einer Ladestellung, in welcher das erste und das zweite Brühkammerelement voneinander beieinander stehen, in eine Extraktionsstellung, in welcher das erste und das zweite Brühkammerelement eine im Wesentlichen geschlossene Brühkammer bilden, bewegbar ist, wobei die Brühvorrichtung eine Antriebsmechanik zur Bewegung des ersten und/oder zweiten Brühkammerelementes aufweist, dadurch gekennzeichnet, dass die Brühvorrichtung eine separate Verriegelungsmechanik zum Verriegeln der Brühkammer in der Extraktionsstellung aufweist.
Title

Brewing apparatus and method for operating a brewing apparatus

Prior art

The present invention relates to a brewing apparatus for extracting a portion capsule, having a first brewing chamber element and a second brewing chamber element, wherein the first and/or the second brewing chamber element are/is movable along an axial direction from a loading position, in which the first and the second brewing chamber element are spaced apart from one another, into an extracting position, in which the first and the second brewing chamber element form a substantially closed brewing chamber, wherein the brewing apparatus displays a drive mechanism for moving the first and/or second brewing chamber element.

Such a brewing apparatus is disclosed in the document DE 10 2010 044 945 A1, for example. The brewing apparatus is designed for extracting a portion capsule for producing a beverage, in particular coffee. The brewing apparatus comprises a second brewing chamber element which is configured as a bell-shaped cavity for receiving a portion capsule which is filled with a beverage substance. A first brewing chamber element which is configured as a closure element is connected to a toggle lever and is movable along an axial direction, from a loading position into an extracting position. In the extracting position, the closure element closes the bell-shaped cavity and forms a substantially closed brewing chamber. On the closure element an injecting assembly for introducing an extraction fluid into the portion capsule is disposed,
which extraction fluid interacts with the beverage substance within the portion capsule and is subsequently conveyed away out of the portion capsule by an extracting assembly which is disposed on the second brewing chamber element and is infed to a beverage container in order to provide a beverage. In the loading position, wherein the closure element and the bell-shaped cavity are spaced apart, the brewing apparatus is loaded with the portion capsule. The closure element is subsequently displaced into the extracting position by means of the toggle lever. Here, perforating means which are disposed on the closure element and on the bell-shaped cavity perforate the portion capsule, such that openings for infeeding and conveying out the extraction fluid during the brewing operation are created in the extracting position, wherein a high extraction pressure prevails within the brewing chamber. In order for a substantially closed brewing chamber to be formed, it is known for brewing apparatuses of this type to be equipped by means of a toggle lever joint which displaces the closure element from a loading position into an extracting position.

It is disadvantageous in such brewing apparatuses that the high extraction pressure prevailing in the brewing chamber during the brewing operation has to be absorbed solely by the toggle lever joint, such that it is not possible for a brewing chamber which is secure against leakage of the extraction fluid and which is adequately tight to be guaranteed. The use of a toggle lever joint which meets requirements of this type is very complex and expensive. It is thus desirable for a brewing apparatus which holds a brewing chamber which is under high extraction pressure during the brewing operation in a closed state in such a manner and thus secures said brewing chamber against leakage of the extraction fluid to be provided, such that the entire force on account of the high extraction pressure in the brewing
chamber does not have to be compensated for solely by a toggle lever joint. Moreover, it is desirable for a brewing apparatus which displays a high level of sealing of the brewing chamber while at the same time offering low production and material costs to be provided.

Disclosure of the invention

The invention is thus based on the object of providing a brewing apparatus and a method for operating a brewing apparatus which does not display the disadvantages of the prior art and in which the extraction pressure does not or only in part has to be absorbed by a toggle lever joint, on account of which the sealing of the brewing chamber during the brewing operation is improved. Moreover, more cost-effective production of a brewing apparatus of this type is to be enabled.

The object is achieved with a brewing apparatus for extracting a portion capsule, having a first brewing chamber element and a second brewing chamber element, wherein the first and/or the second brewing chamber element are/is movable along an axial direction from a loading position, in which the first and the second brewing chamber element are spaced apart from one another, into an extracting position, in which the first and the second brewing chamber element form a substantially closed brewing chamber, wherein the brewing apparatus displays a drive mechanism for moving the first and/or second brewing chamber element, wherein the brewing apparatus displays a separate locking mechanism for locking the brewing chamber in the extracting position. In comparison with the prior art, the brewing apparatus according to the invention has the advantage that, in contrast to the prior art,
the brewing chamber can be held in the closed state using a separate locking apparatus, in order to enable increased tightness of the brewing chamber which during the brewing operation is under high extraction pressure. Moreover, in the case of the locking mechanism according to the invention, the locking force is substantially reduced. On account thereof, the parts of the locking mechanism can be implemented so as to be simpler and more cost-effective. The production of beverages often places high requirements on the brewing apparatus in order for a beverage of high quality to be produced. For example, in the production of espresso hot water is pressed through the beverage substance at high pressure. The extraction of such a liquid at high pressure places particularly high requirements on the tightness of the brewing chamber of the brewing apparatus, in order for a beverage of the desired quality to be obtained. However, once the high pressure which prevails in a closable brewing chamber has to be accommodated solely by a toggle lever joint, high complexity and high costs are thus connected with the production of such a brewing apparatus, the desired result, nevertheless, not being able to be guaranteed at all times. The brewing apparatus according to the invention, therefore, displays a separate locking apparatus which is provided solely for locking the brewing apparatus in the extracting position. In a particularly advantageous way, the brewing apparatus according to the invention by means of the locking mechanism absorbs the high forces which arise during the brewing operation on account of a high extraction pressure within the brewing chamber. The present invention, therefore, in a particularly suitable way meets the increasing demand for high-quality brewing apparatuses at reasonable prices. In that the separate locking mechanism absorbs at least part of the high pressure prevailing in the brewing chamber during the brewing operation, the drive apparatus is thus
particularly relieved. Thereby, particularly stable and at the same time cost-effective brewing apparatus is provided on account of reduced production and material costs.

In some embodiments, there is provided a brewing apparatus for extracting a portion capsule, having a first brewing chamber element and a second brewing chamber element, wherein at least one of the first and second brewing chamber elements is movable along an axial direction from a loading position, in which the first and the second brewing chamber element are spaced apart from one another, into an extracting position, in which the first and the second brewing chamber element form a substantially closed brewing chamber, wherein the brewing apparatus displays a drive mechanism for moving at least one of the first and second brewing chamber elements, wherein the brewing apparatus displays a separate locking mechanism for locking the brewing chamber in the extracting position.

In some embodiments, there is provided a method for operating a brewing apparatus, wherein, in a first method step, at least one of a first and a second brewing chamber element is moved along an axial direction from a loading position, in which the first and the second brewing chamber elements are spaced apart from one another, into an extracting position, in which the first and the second brewing chamber elements form a substantially closed brewing chamber, and in a second method step, in order for the brewing chamber to be locked by means of a locking mechanism, which is transferable from a releasing position into a locking position in order for the brewing chamber to be locked in the extracting position, a latch of the locking mechanism is at least one of displaced in a transverse direction which is perpendicular to the axial direction and pivoted about a pivot axis which is perpendicular to the axial direction.
Advantageous design embodiments and refinements of the invention may be derived from the description with reference to the drawings.

According to a preferred embodiment of the present invention it is provided that the drive mechanism displays a drive element which preferably is configured so as to be a toggle lever joint, a gear rack, a spindle and/or a pivot gear. In the closure movement for transferring the brewing apparatus from a loading position into an extracting position, a drive mechanism configured in such a manner in an advantageous way leads to a connection, in particular without slippage, existing between drive mechanism and the displaceable brewing chamber element, such that a particularly stable brewing apparatus having a long service life is made available. Furthermore, it is advantageously possible for the brewing apparatus to be actuated using a low effort in force, in particular by way of a suitably chosen gearing ratio, such that the brewing chamber can be moved within a short path and with a low effort in force into the extracting position.

According to a preferred embodiment of the present invention it is provided that the drive mechanism preferably is manually actutable by means of a hand lever and/or is automatically drivable by means of a drive motor. In an advantageous way an automatic drive mechanism leads to particular user friendliness, since the brewing chamber can be closed by actuating a switch or button. In the case of a drive mechanism which is automatically configured in such a manner, the output
of the drive motor can moreover be reduced and costs saved on account thereof.

According to a preferred embodiment of the present invention it is provided that, for locking the brewing chamber in the extracting position, the locking mechanism is transferable from a releasing position into a locking position. In an advantageous way the brewing apparatus in the loading position, in which the first and the second brewing chamber element are spaced apart from one another, is fillable with a portion capsule in a particularly comfortable manner, in particular since on account of the spacing from perforation means which are disposed on the first and/or second brewing chamber element, the risk of injury is substantially reduced.

According to a preferred embodiment of the present invention it is provided that the locking mechanism displays a latch, wherein the latch preferably is configured so as to be roller-shaped or ball-shaped. In the event of the locking mechanism being transferred from the releasing position into the extracting position, the roller-shaped or ball-shaped configuration of the latch in an advantageous way leads to the locking movement taking place with a negligible effort in force, in particular due to the rolling movement of the latch. On account thereof, a particularly user-friendly brewing apparatus is provided.

According to a preferred embodiment of the present invention it is provided, that the first brewing chamber element displays a retaining element, at least one return spring, and a displacing element, wherein the retaining element and the displacing element are connected by means of a return spring and wherein the retaining element is displaceable in relation to the
displacing element. In an advantageous way the retaining element which is connected to the displacing element by means of a return spring during the brewing operation in the extracting position leads to the latch being jammed between the first and second chamfer and the retaining element in such a manner that the brewing chamber which is under high extraction pressure transmits a force via the retaining element to the latch, and the latter in turn at least in part to the wall part of the brewing apparatus, in particular in order to unburden the drive apparatus. A particularly tight and firm closure of the brewing chamber is thus enabled, such that a beverage can be produced, in particular at high pressure, by means of a hot extraction fluid.

According to a preferred embodiment of the present invention it is provided that the at least one latch in the releasing position is displaceable along the axial direction between the first brewing chamber element and the wall part. In the event of the locking mechanism being transferred from the releasing position into the extracting position, a displaceably disposed latch in an advantageous way leads to the locking movement taking place with a negligible effort in force, due to the rolling movement of the latch. On account thereof, a particularly user-friendly brewing apparatus is provided.

According to a preferred embodiment of the present invention it is provided that a first wall of a wall part which is fixedly connected to the brewing apparatus displays at least one first chamfer, and a second wall of the displacing element displays at least one second chamfer, wherein the first chamfer, the second chamfer, and the retaining element contact the latch in the locking position. In an advantageous way contacting of the latch with the first chamfer, the
second chamfer, and the retaining element during the brewing operation in the locking position leads to the latch being jammed between the first and second chamfer and the retaining element in particular in such a manner that the brewing chamber which is under high extracting pressure transmits a force via the retaining element to the latch, and the latter in turn at least in part to the wall part of the brewing apparatus, in order to unburden the drive apparatus. A particularly tight and firm closure of the brewing chamber is thus enabled, such that a beverage can be produced, in particular at high pressure, by means of a hot extraction fluid.

According to a preferred embodiment of the present invention it is provided that the second chamfer is configured in such a manner that, in the event of the locking mechanism being transferred from the releasing position into the locking position, a movement of the latch in a transverse direction, which is perpendicular to the axial direction, into a cavity which is formed by the first chamfer and the second chamfer is caused. In an advantageous way the movement of the latch into the cavity in the event of the locking movement leads to the locking mechanism being operable without an additional locking step, for example the insertion of a locking bolt, to be carried out by the user. On account thereof, the advantage in comparison with the prior art is achieved in that in the case of the brewing apparatus according to the invention the additional locking step cannot be forgotten by the user, such that on account thereof the brewing apparatus according to the invention is particularly tight.

According to a preferred embodiment of the present invention it is provided that the arrester is configured such that during the extracting process a returning force which acts counter to the axial
direction from the retaining element on the latch, which is located in the locking position, is absorbed by the first chamfer. In an advantageous way the returning force acting in the axial direction, which is absorbed by the first chamfer, during the extracting process leads to in particular the drive apparatus being relieved in a particularly efficient manner and thus a particularly tight and firm closure of the brewing chamber being enabled. In this way, a beverage, for example an espresso, can be produced by means of a hot extraction fluid, in particular at high pressure, using a particularly cost-effective brewing apparatus according to the invention.

According to a preferred embodiment of the present invention it is provided that the locking mechanism displays a piston and a latch which is rotatably connected to the piston and which is provided for engagement in an opening of a wall part and/or for locking, using at least one blocking element. In an advantageous way, the engagement of the latch in the opening, in particular a gap or a clearance, of the wall part leads to the locking mechanism being operable without an additional locking step, for example the insertion of a locking bolt, to be carried out by the user. On account thereof, the advantage in comparison with the prior art is achieved, in that in the case of the brewing apparatus according to the invention the additional locking step cannot be forgotten by the user, such that on account thereof the brewing apparatus according to the invention is particularly tight. It is furthermore advantageously possible that the forces, which are caused by the high extraction pressure which prevails in the brewing chamber during the brewing operation, which is required, for example, for brewing expresso beverages, are, in particular completely, absorbed by the wall part, such that the drive mechanism is relieved. On account thereof, the
advantage of a significantly more cost-effective brewing apparatus being provided is achieved.

According to a preferred embodiment of the present invention it is provided that the latch, in the loading position, is disposed so as to be angled in relation to the axial direction, wherein the latch, in the locking position, is aligned so as to be substantially perpendicular to the axial direction. In an advantageous way the pivotability of the latch between an angled arrangement and an arrangement which is aligned so as to be substantially perpendicular to the axial direction leads to a brewing apparatus which is particularly stable over its service life and robust being provided. Indeed, frequent, in particular daily usage, of the brewing apparatus according to the invention places high demands on mechanical stability, in particular on the stability of the drive and locking mechanisms.

According to a preferred embodiment of the present invention it is provided that the latch displays a sliding face for sliding on a guiding face of a displacing element of the first brewing chamber element. In an advantageous way the sliding face for sliding on a guiding face leads to a brewing apparatus which is particularly stable over its service life and robust being provided. Indeed, frequent, in particular daily usage, of the brewing apparatus according to the invention places high demands on mechanical stability, in particular on the locking mechanism. On account of the latch displaying a sliding face and the displacing element displaying a guiding face, it is furthermore advantageously possible to make available a brewing apparatus which, in comparison with the prior art, is more cost-effective and particularly simple to produce.
According to a further subject matter or a preferred embodiment it is provided that the brewing apparatus, for extracting a portion capsule, displays a first brewing chamber element and a second brewing chamber element, wherein the first and/or the second brewing chamber element is movable along an axial direction from a loading position, in which the first and the second brewing chamber element are spaced apart from one another, into an extracting position, in which the first and the second brewing chamber element form a substantially closed brewing chamber, wherein the brewing apparatus displays a drive mechanism for moving the first and/or second brewing chamber element, wherein the drive mechanism displays a hand lever and a toggle lever joint, wherein the hand lever displays a first coupling part and the toggle lever joint displays a second coupling part, wherein, in order to transmit a movement of the hand lever to a movement of the toggle lever joint, the first and the second coupling part are in operative interconnection by way of a gear wheel connection. In an advantageous way a drive mechanism which is configured in this manner in the event of the closure movement for transferring the brewing apparatus from a loading position into an extracting position leads to a connection, in particular without slippage, existing between the drive mechanism and the displaceable brewing chamber element, such that a particularly stable brewing apparatus having a long service life is made available. It is furthermore advantageously possible for the brewing apparatus to be actuated by means of a low effort in force by way of a suitably chosen gearing ratio, such that the brewing chamber can be moved within a short path with a low effort in force into the extracting position.

According to a preferred embodiment of the present invention it is provided that the toggle lever joint displays a first and a second toggle lever, wherein the
first toggle lever displays the second coupling part, and the second toggle lever, on a first side, is rotatably connected to the first toggle lever, and, on a second side, is displaceably disposed along the axial direction. In an advantageous way a drive mechanism which is configured in such a manner in the event of the closure movement for transferring the brewing apparatus from a loading position into an extracting position leads to a particularly favorable, user-friendly transmission of force from a hand-lever movement to the closure movement running in the axial direction for transferring the locking mechanism from a releasing position into a locking position being enabled.

According to a preferred embodiment of the present invention it is provided that the latch on a connecting point is pivotably connected to the retaining element, wherein the latch, in particular in the locking position of the locking mechanism, is jammable between a blocking element which is fixedly connected to the brewing apparatus and a displacing element which is disposed so as to be displaceable in relation to the retaining element.

According to a preferred embodiment of the present invention it is provided that the latch, by means of transferring the locking mechanism from the releasing position into the locking position, is pivotable in a transverse direction which is perpendicular to the axial direction about a pivot axle which runs through the connecting point into an opening of a wall part of the brewing apparatus.

According to a preferred embodiment of the present invention it is provided that the latch, by means of a relative movement of the displacing element in relation
to the retaining element, is pivotable into the opening and/or out of the opening.

According to a preferred embodiment of the present invention it is provided that the displacing element is provided for impinging the latch with a torque about a pivot axle which runs through the connecting point in a perpendicular manner to the axial direction.

According to a preferred embodiment of the present invention it is provided that the blocking element is provided for impinging the latch with a further torque about the pivot axis, wherein the further torque is, in particular, counter to the torque.

According to a further subject matter or a preferred embodiment of the present invention a method for operating a brewing apparatus, in particular the brewing apparatus according to the invention, is provided, wherein, in a first method step, a first and/or a second brewing chamber element are/is moved along an axial direction from a loading position, in which the first and the second brewing chamber element are spaced apart from one another, into an extracting position, in which the first and the second brewing chamber element form a substantially closed brewing chamber, and in a second method step, in order for the brewing chamber to be locked by means of a locking mechanism, which is transferable from a releasing position into a locking position in order for the brewing chamber to be locked in the extracting position, a latch of the locking mechanism is displaced in a transverse direction which is perpendicular to the axial direction. In an advantageous way, the movement of the latch into the cavity in the event of the locking movement leads to the locking mechanism being operable without an additional locking step, for example the manual insertion of a locking bolt, which
has to be carried out by the user. On account thereof, the advantage in comparison with the prior art is achieved in that in the case of the brewing apparatus according to the invention the additional locking step cannot be forgotten by the user, such that, on account thereof, the brewing apparatus according to the invention is particularly tight. Moreover, the high extraction pressure within the brewing chamber when the beverage is extracted does not have to be absorbed solely by the drive mechanism. On account thereof, a drive mechanism which is more cost-effective and simpler to produce is advantageously made available. Furthermore, pivoting of the latch about a pivot axis which is perpendicular to the axial direction effects that the forces, arising from the high extraction pressure prevailing in the brewing chamber during brewing operations, which are necessary, for example, for brewing expresso beverages, being, in particular completely, absorbed by the wall part, such that the drive mechanism is relieved. On account thereof, the further advantage is achieved in that a significantly more cost-effective brewing apparatus is made available.

According to a preferred embodiment of the present invention it is provided that, in a third method step, in order for the brewing chamber to be unlocked by means of a locking mechanism, the latch of the locking mechanism is displaced in the transverse direction, and, in a fourth step, the first and/or second brewing chamber element is moved back along the axial direction, from the extracting position into the loading position. In an advantageous way the movement of the latch out of the cavity in the event of the locking movement leads to the locking mechanism being operable without an additional locking step, for example the removal of a locking bolt, which has to be carried out by the user. On account thereof, the
advantage in comparison with the prior art is achieved in that in the case of the brewing apparatus according to the invention the additional locking step cannot be forgotten by the user, such that the brewing apparatus cannot be inadvertently destroyed by an excessive effort in force and the hand lever be broken off, for example.

According to a preferred embodiment of the present invention it is provided that, during the first method step, the latch is displaced in the axial direction from a second chamfer of a displacing element of the first brewing chamber element, and, during the second method step, the latch is displaced in the transverse direction from the second chamfer into a cavity which is formed by the first chamfer of the wall of the brewing apparatus and by the second chamfer, and during the extracting process a returning force which acts counter to the axial direction from a retaining element of the first brewing chamber element on the latch, which is located in the locking position, is jammed in the cavity between the first chamfer, the second chamfer, and the retaining element. In an advantageous way jamming the latch in the cavity between the first chamfer, the second chamfer, and the retaining element during the brewing operation in the locking position leads to the brewing chamber which is under a high extraction pressure transmitting a force via the retaining element to the latch, and the latter in turn transmitting at least in part to the wall part of the brewing apparatus, in order to relieve the drive apparatus. On account thereof, a particularly tight and firm closure of the brewing chamber is enabled, such that a beverage can be produced by means of a hot extraction fluid at high pressure.

According to a preferred embodiment of the present invention it is provided that, during the third method
step, the latch is moved by the first chamfer in the transverse direction out of a cavity which is formed by the first chamfer and the second chamfer, and, in the fourth method step, the latch is displaced counter to the axial direction by the retaining element. In an advantageous way the movement of the latch out of the cavity in the event of the locking movement leads to the locking mechanism being operable without an additional locking step, for example the removal of a locking bolt, which has to be carried out by the user. On account thereof, the advantage in comparison with the prior art is achieved in that in the case of the brewing apparatus according to the invention the additional locking step cannot be forgotten by the user, such that the brewing apparatus cannot be inadvertently destroyed by an excessive effort in force and the hand lever be broken off, for example.

According to a preferred embodiment of the present invention it is provided that, during the first method step, a sliding face of the latch is displaced on a guiding face of the displacing element. In an advantageous way displacing the sliding face of the latch on a guiding face of the displacing element leads to a brewing apparatus which is particularly stable over its service life and robust being provided. Indeed, frequent, in particular daily usage, of the brewing apparatus according to the invention places high demands on mechanical stability, in particular on the locking mechanism. On account of the latch displaying a sliding face and of the displacing element displaying a guiding face, it is furthermore advantageously possible for a brewing apparatus which in comparison with the prior art is more cost-effective and particularly simple to produce to be made available.
According to a preferred embodiment of the present invention it is provided that, during the second method step, the latch is pivoted in such a manner that one end of the latch engages in an opening of the wall part and/or is blocked in relation to a movement in the axial direction by at least one blocking element. In an advantageous way the engagement of the latch in the opening, in particular a gap or a clearance, of the wall part leads to the locking mechanism being operable without an additional locking step, for example the insertion of a locking bolt, which as to be carried out by the user. On account thereof, the advantage in comparison with the prior art is achieved in that in the case of the brewing apparatus according to the invention the additional locking step cannot be forgotten by the user, such that on account thereof the brewing apparatus according to the invention is particularly tight. It is furthermore advantageously possible that the forces, which are caused by the high extraction pressure which prevails in the brewing chamber during the brewing operation, which is required, for example, for brewing espresso beverages, are, in particular completely, absorbed by the wall part, such that the drive mechanism is relieved. On account thereof, the further advantage that a significantly more cost-effective brewing apparatus is made available is achieved.

Further details, features and advantages of the invention are derived from the drawings and from the following description of preferred embodiments by means of the drawings. The drawings here merely illustrate exemplary embodiments of the invention, which do not limit the substantial concept of the invention.
Brief description of the figures.

Figs. 1a to 1b show schematic sectional views of a brewing apparatus according to a first embodiment of the present invention.

Figs. 2a to 2g show schematic views of a locking mechanism according to a second embodiment of the present invention.

Fig. 3 shows a schematic view of a locking mechanism according to a third embodiment of the present invention.

Figs. 4a to 4e show schematic views of a locking mechanism according to a fourth embodiment of the present invention.

Figs. 5a to 5c show schematic views of a drive mechanism according to an embodiment of the present invention.

Figs. 6a to 6e show schematic views of a locking mechanism according to a fifth embodiment of the present invention.

Figs. 7a to 7b show schematic views of a locking mechanism according to a sixth embodiment of the present invention.
Embodiments of the invention

In the various figures, same parts are always provided with the same reference signs and are thus typically also in each case only named or mentioned once, respectively.

In figs. 1a to 1b schematic sectional views of a brewing apparatus 1 according to a first embodiment of the present invention are illustrated. The brewing apparatus 1 displays a first brewing chamber element 2 and a second brewing chamber element 3 which are spaced apart from each other in a loading position, such that a portion capsule 4 which is filled with a beverage substance (not illustrated) can be introduced in the loading direction. The first brewing chamber element 2 is movable in the axial direction 5, in order to form a substantially closed brewing chamber 6 with the second brewing chamber element 3 which is provided for receiving the portion capsule 4 (see fig. 2). The first brewing chamber element 2 comprises a perforating element 7 having perforating tips 8 for perforating the capsule lid 9, and a water infeed duct (not illustrated) for injecting an extraction fluid into the portion capsule 4 during the brewing operation. The second brewing chamber element 3 comprises a further perforating tip (not illustrated) for perforating the
capsule base 10 and for conveying away the extraction fluid which has interacted with the beverage substance in the interior of the portion capsule 4, and a discharge duct 11 for conveying away the extraction fluid into a drinking vessel (not illustrated).

The brewing apparatus 1 further displays a drive mechanism 12 which is preferably configured as a toggle lever joint 13 (see fig. 3), for transferring the first brewing chamber element 2 and the second brewing chamber element 3 from the loading position into an extracting position. Optionally, the toggle lever joint 13 of the drive mechanism 12 is driven by a drive motor, such that a reduction of the output of the drive motor in comparison with a brewing apparatus without a toggle lever joint is achieved. On account thereof, a cost-saving production of the brewing apparatus 1 according to the invention is possible. The toggle lever joint 13 preferably is manually actuated by way of the hand lever 14.

Furthermore, a separate locking mechanism 15 is disposed between the drive mechanism 12 and the second brewing chamber element 3, on account of which the required locking force for the hermetic closure of the brewing chamber 6 is further reduced and an even simpler and more cost-effective implementation of the brewing apparatus 1 is enabled. The locking mechanism 14 comprises a latch 16 which preferably is configured as a ball or a roller, a first chamfer 18 which is disposed on a wall part 17 of the brewing apparatus 1, a second chamfer 20 which is disposed on a displacing element 19 of the first brewing chamber element 2, and a retaining element 22 which by way of a return spring 21 (see fig. 2) is connected to the displacing element 19 of the first brewing chamber element 2. Here, the return spring 21 very preferably is disposed on an axis
which extends along the axial direction 5 and/or is disposed so as to be parallel with this axis.

In **fig. 1a** a schematic sectional view of a brewing apparatus 1 according to the first embodiment of the present invention is illustrated in the loading position. The first brewing chamber element 2 and the second brewing chamber element 3 are spaced apart from one another in such a manner that a portion capsule 4 can be introduced in a loading direction which runs perpendicularly to the axial direction 5 (perpendicularly in relation to the paper plane in **fig. 2**). The spacing between the first 2 and the second brewing chamber element 3 preferably is sufficiently large for a risk of injury to the user by the perforating tips 8 which are disposed on the perforating element 7 of the first brewing chamber element 2 during insertion of the portion capsule 4 to be minimized.

The toggle lever joint 13 of the drive mechanism 12 in the loading position is in a buckling position, such that, utilizing the lever principle, by means of a hand lever 14 or a drive motor (not illustrated) which is connected to the toggle lever joint 13, a closure movement in the axial direction 5 is rapidly and forcefully carried out.

The locking mechanism 15, in the loading position, is disposed in a releasing position, wherein the latch 16 is conjointly moved with the first brewing chamber element 2 along the axial direction 5 within a cavity which is formed by the wall part 17, the retaining element 22, and the second chamfer 20. In the event of a movement of the first brewing chamber element 2 in the axial direction 5, from the loading position into the extracting position, the latch 16 is pushed into motion by the second chamfer 20, whereas in the event of a movement in the counter direction 5 the retaining
element 22 pushes the latch 16 into motion. Here, on account of the preferably ball-shaped or roller-shaped shape of the latch 16, in particular merely negligible friction losses arise when displacing the latch 16 with the first brewing chamber element 2, which furthermore has an advantageous effect on the cost-saving implementation of the drive mechanism 12.

In fig. 1b a schematic sectional view of a brewing apparatus 1 according to the first embodiment of the present invention is illustrated in the extracting position. The first brewing chamber element 2 and the second brewing chamber element 3 together form a substantially closed brewing chamber 6 in which, during the brewing operation, a portion capsule 4 is positioned which is filled with a beverage substance and into which, preferably at high pressure, a hot extraction fluid, which interacts with the beverage substance and is conveyed away through the discharge duct 11 into a drinking vessel, is conveyed in. The brewing chamber 6 preferably is hermetically locked in such a manner that leakage of the extraction fluid from the brewing chamber 6 during the brewing operation is not possible on account of deficient sealing.

The toggle lever joint 13 of the drive mechanism 12 in the extracting position is in an extended position and absorbs part of that force from the first brewing chamber element 2 that, on account of the high pressure in the brewing chamber 6 is created during the brewing operation, and is transmitted to the first brewing chamber element 2.

The locking mechanism 15, in the extracting position, is disposed in a locking position, wherein the latch 16 is jammed within a cavity which is formed by the first chamfer 18 of the wall part 17, the retaining element 22, and the second chamfer 20. On account thereof,
transmission of that force to the wall part 17 of the brewing chamber 6 takes place which, on account of the high pressure in the brewing chamber 6 is created during the brewing operation, and is transmitted via the retaining element 22 of the first brewing chamber element 2 to the latch 16. This transmission of force advantageously leads to the toggle lever joint 13 being relieved, on account of which a lower closing force, in particular during the brewing operation, is required, on account of which a simpler and more cost-effective implementation of the brewing apparatus 1 as compared with the prior art is enabled.

In figs. 2a to 2g schematic views of a locking mechanism 15 according to a second embodiment of the present invention are illustrated, wherein the individual steps for locking and unlocking the locking mechanism 15 will be explained in more detail.

Fig. 2a depicts a brewing apparatus 1 which is situated in the loading position, having a locking mechanism 15 in the releasing position. The latch 16 here is displaceably disposed along the axial direction 5, between a first wall part 17, displaying a first chamfer 18, and a first brewing chamber element 2, displaying a displacing element 19 having a second chamfer 2, a retaining element 22, and a return spring 21, which elastically connects the retaining element 22 to the displacing element 19. A portion capsule 4 here is positioned in a receiving element 23, which is provided for receiving the portion capsule 4 and is designed in a bell-shaped manner, of a second brewing chamber element 3 which is fixedly connected to the wall part 17. On account of the negligible rolling friction of the latch 16, the design of the latch 16, which is in particular ball-shaped or roller-shaped, enables here a particularly easy and simple displacement of the first brewing chamber element 2.
In **fig. 2b** the first brewing chamber element 2 and the second brewing chamber element 3 are illustrated in the extracting position, wherein a substantially closed brewing chamber 6 is formed. The locking mechanism 15, in contrast, is located in the releasing position. The latch 16 here is displaceably disposed in particular in a transverse direction which runs perpendicularly to the axial direction 5 in a cavity which is formed by the first chamfer 18, the second chamfer 20, and the retaining element 22.

In **fig. 2c** it is illustrated that the first and the second brewing chamber element 3 are located in the extracting position, and the locking mechanism 15 is in the locking position. During the transition from the releasing position into the locking position the return spring 21 is compressed, on account of which a movement of the displacing element in relation to the retaining element 22 is caused, such that a movement on the second chamfer 20, which is disposed on the displacing element 19, causes a displacement of the latch 16 in the transverse direction which runs perpendicularly to the axial direction 5. The latch 16 is thus pushed in the transverse direction into the cavity which is formed by the first chamfer 18 and the retaining element 22, and in the locking position is additionally jammed by the second chamfer 20.

In **fig. 2d** the locking mechanism 15 is illustrated during the brewing operation. The locking mechanism 15 is located in the locking position, such that the forces which are created on account of the high extraction pressure during the brewing operation are transmitted via the displacing element 19 to the latch 16 and thus to the wall part 17 which is fixedly connected to the brewing apparatus 1. The drive mechanism 12 and, in particular, the toggle lever joint
13 here are only very lightly stressed in comparison with the prior art.

In **fig. 2e** it is illustrated that the first and the second brewing chamber element 3 are located in the extracting position, and the locking mechanism 15 is in the locking position, wherein, however, the high extraction pressure has dissipated in the interior of the brewing chamber 6 after the brewing operation. In the event of a subsequent movement of the displacing element counter to the axial direction 5 and in relation to the retaining element 22, the latch 16 is moved from the first chamfer 18 in the transverse direction back into the releasing position.

In **fig. 2f** the first brewing chamber element 2 and the second brewing chamber element 3 are illustrated in the extracting position, wherein a substantially closed brewing chamber 6 is formed. The locking mechanism 15, in contrast, is in the releasing position. The latch 16 is here displaceably disposed in particular in the transverse direction in a cavity which is formed by the first chamfer 18, the second chamfer 20, and the retaining element 22. This situation corresponds to the arrangement illustrated in **fig. 2c**, but with the difference that a subsequent movement of the first brewing chamber element 2 counter to the axial direction 5 is performed, in order to guide back the brewing apparatus 1 into a loading position.

In **fig. 2g** the brewing apparatus 1 is illustrated so as to correspond to **fig. 2a**, in a partially opened position between the extracting position and the loading position. The locking mechanism 15 is located in the releasing position, such that the latch 16 is displaceably disposed counter to the axial direction 5. In the event of this movement back into the loading position, the latch 16 is pushed into motion counter to
the axial direction 5 by the retaining element 22. The ball-shaped or roller-shaped shape of the latch 16 here enables particularly easy and simple displacement of the first brewing chamber element 2, in particular on account of the negligible rolling friction of the latch 16. In the event of the movement of the first brewing chamber element 2, from the extracting position into the loading position, the portion capsule 4 is initially entrained on the capsule flange (not illustrated) by gripper arms and subsequently falls out of the brewing apparatus 1.

In fig. 3 a schematic view of a locking mechanism 15 according to a third embodiment of the present invention is illustrated. The latch 16, according to the third embodiment of the locking mechanism 15, in the locking position is merely jammed between the first chamfer 18, a second wall 31 of the displacing element 19, and the retaining element 22. On account thereof, it is advantageously possible for the forces which are created on account of the extraction pressure prevailing in the brewing chamber during the brewing operation to be transmitted exclusively to the wall part 17 which is fixedly connected to the brewing apparatus 1, and to thus completely relieve the drive mechanism 12.

In figs. 4a to 4e schematic views of a locking mechanism 15 according to a fourth embodiment of the present invention are illustrated. The locking mechanism 15 according to the fourth embodiment of the present invention displays a first brewing chamber element 2 which is movable along the axial direction, an opening 35, 35' of the wall part 17, and a blocking element 36, 36'. The first brewing chamber element comprises a piston 37 which is connected to the drive mechanism 12 and is movable along the axial direction, a latch 16, 16' which is disposed on a first end so as
to be rotatable with the piston about a connecting point 33, 33', and which displays a sliding face 38 which contacts a guiding face 39 of the displacing element 19. The sliding face 38 of the latch is disposed in such a manner that in the event of a movement of the piston 37 in the axial direction 5, the sliding face 38 of the latch 16, 16' is displaced along the guiding face 39 of the displacing element 19. The opening 35, 35', for example in the form of a gap, a clearance, or a cavity of the wall part 17 which is formed in an arbitrary manner, is disposed in such a manner that the latch 16, 16', in the locking position, engages with a second end of the latch 16, 16' in the opening 35, 35'. The blocking element 36, 36' is disposed close to the opening 35, 35' and is fixedly connected to the wall part 17, in order to block a movement of the first brewing chamber element 2, in particular of the displacing element 19, during the brewing operation. The latch 16, 16' in the locking position, along its main plane of extent, is in planar contact with the displacing element 19, such that a force on account of high extraction pressure within the brewing chamber during the brewing operation is particularly well absorbed by the latch 16, 16', and can be transmitted via the blocking element 36, 36' to the wall part 17. On account thereof, the drive mechanism 12 is relieved in a particularly advantageous way, on account of which a cost-effective brewing apparatus in comparison with the prior art can be provided.

In fig. 4a the locking mechanism 12 of the brewing apparatus 1 is illustrated in the loading position, wherein the latch 16, 16', in relation to the axial direction 5, is in an angled position and the portion capsule 4 is located outside an opened brewing chamber 6. The latch 16, 16' bears on the blocking element 36, 36', such that a movement of the first brewing chamber
element 2 out of the loading position, counter to the axial direction 5, is blocked. A movement of the piston 37 along the axial direction 5, out of the loading position, in contrast leads to rotation of the latch 16 about an axis which runs perpendicularly to the axial direction 5 through the connecting point 33. The latch 16, 16' here is disposed in such a manner that said latch 16, 16' can be pivoted from a position in the releasing position, which is angled in relation to the axial direction 5, into a direction which is substantially perpendicular to the axial direction 5 in the extracting position.

In fig. 4b the locking mechanism 12 of the brewing apparatus 1 is illustrated after an initial movement of the piston 37 in the axial direction 5. On account of the movement of the piston 37, rotation of the latch 16, 16' about the axis running perpendicularly to the axial direction 5 through the connecting point 33, 33' is caused, such that the movement of the sliding face 38 of the latch 16, 16' along the guiding face 39 of the displacing element 19 takes place in the direction of the opening 35, 35'. During this movement the displacing element 19 is displaced in the axial direction 5, in order for the portion capsule 4 to be pushed into the brewing chamber 6.

In fig. 4c the locking mechanism 12 of the brewing apparatus 1 is illustrated in the releasing position, wherein the brewing chamber 6 is closed by the displacing element 19 and additionally by means of a sealing element 34, in particular in the form of a seal ring, and thus forms a substantially closed brewing chamber 6. A further movement of the piston 37 in the axial direction 5 has the effect of transferring the locking mechanism into the locking position, since the displacing element 19 bears on a receiving element 23 of a second brewing chamber element 3, such that a
further movement of the displacing element 19 in the axial direction is blocked by the receiving element 23.

In **fig. 4d** the locking mechanism 12 of the brewing apparatus 1 is illustrated in a position between the releasing position and the locking position, wherein the brewing chamber 6 is closed by the displacing element 19 in such a manner that a substantially closed brewing chamber 6 is formed. On account of the blockage of the movement of the displacing element 19 in the axial direction 5, displacement of the sliding face 38 of the latch 16, 16' perpendicular to the axial direction toward the opening 35, 35' is caused. Here, the latch 16, 16' is additionally guided by a further, preferably curved, guiding face which is further disposed on the blocking element 36, 36', wherein the second end of the latch 16, 16' is moved in the direction of the opening 35, 35'. In the event of a movement of the piston 37 in the axial direction 5 out of the releasing position, additional pressure is built up via the displacing element 19 on the substantially closed brewing chamber 6, such that the latter is in particular hermetically closed. On account thereof, in particular, leakage of the brewing chamber 6 during the brewing operation is prevented in a particularly simple way and a particularly tight brewing chamber 6 and a particularly stable brewing apparatus 1 are provided.

In **fig. 4e** the locking mechanism 12 of the brewing apparatus 1 is illustrated in the locking position, wherein the brewing apparatus 1 is located in the extracting position and the brewing chamber 6 is substantially closed and, in the extracting position, is in particular hermetically closed and locked. In the locking position the latch 16, 16' engages in the opening 35, 35' of the wall part 17 and, in particular in relation to a main plane of extent of the latch 16, 16', is aligned so as to be substantially perpendicular
to the axial direction 5. Furthermore, the latch is disposed between the displacing element 19 and the blocking element 36, 36' in such a manner that a movement of the displacing element counter to the axial direction 5 out of the extracting position is blocked. On account thereof it is advantageously possible for the brewing chamber 6 during the brewing operation to be impinged with a high extraction pressure in comparison with the prior art and to thereby hermetically close the brewing chamber. On account thereof, coffee beverages of particularly good quality, in particular espresso, can be produced, for example. Furthermore, the high extraction pressure prevailing in the interior of the hermetically closed brewing chamber 6 is transmitted in a particularly efficient way to the latch 16, 16' which bears in a planar manner on the displacing element 19. The extraction pressure here is transmitted from the latch 16, 16' to the blocking element 36, 36' and in particular in part to the piston 37, and absorbed by the blocking element 36, 36' which is fixedly connected to the wall part 17 of the brewing apparatus 1. On account thereof, the drive mechanism is relieved, by way of which material and production costs can be further lowered on account of the lower requirements placed on the drive mechanism.

In figs. 5a to 5c schematic views of a drive mechanism 12 according to an embodiment of the present invention are illustrated. The drive mechanism 12 displays a hand lever 14 having a first coupling part 24, and a toggle lever joint 13 having a second coupling part. The first coupling part 24 of the hand lever 14 is connected to the brewing apparatus 1 so as to be rotatable about a first connecting axle 28, and the second coupling part 25 of the toggle lever joint 13 is connected to the brewing apparatus 1 so as to be rotatable about a second connecting axle 29. Force-gearing from the hand lever 14 via the first coupling part 24 to the second
coupling part 25 here takes place by means of a gear wheel connection 32 which is disposed between the first and second coupling part 25. Advantageously, a gear wheel connection 32 which is configured to be form-fitting in such a manner leads to a particularly stable connection, in particular without slippage, between the first coupling part 24 and the second coupling part 25. The toggle lever joint 13 displays a first toggle lever 26 which on a first side is connected to the second coupling part 25, and on a second side is rotatably connected to a second toggle lever 27. The second toggle lever 27, in turn, on a further second side is displaceably disposed along the axial direction 5 and preferably connected to the first brewing chamber element 2. On account thereof, it is advantageously possible for a movement of the hand lever 14 to be geared into a rapid movement of the first brewing chamber element 2, using as little effort in force as possible.

The length of the first toggle lever 26 preferably is a length between 1 and 50 cm, very preferably a length between 10 and 30 cm, and very particularly preferably a length of approx. 22 cm. The length of the second toggle lever 27 preferably is a length between 1 and 50 cm, very preferably a length between 20 and 40 cm, and very particularly preferably a length of approx. 31 cm. The first toggle lever 26 is connected to the second toggle lever 27 so as to be rotatable about an axle, wherein the rotation of the first toggle lever 26 about the second connecting axle 29, in order to transfer the toggle lever joint 13 from the buckling position into the extended position, preferably is between 80 and 300 degrees, very preferably between 120 and 160 degrees, and very particularly preferably approx. 137 degrees.

In fig. 5a the brewing apparatus 1 is illustrated in a loading position, wherein the hand lever 14 is located
in an opened position and the toggle lever joint 13 is in a buckling position. The hand lever 14 displays a main direction of extent which, in the opened position of the hand lever 14, extends substantially perpendicular to the axial direction 5, in particular perpendicular to the main plane of extent of the brewing apparatus 1.

In fig. 5b the brewing apparatus 1 is illustrated in a position between the loading position and the extracting position. In the event of a closure movement of the hand lever 14, the hand lever 14 is rotated about the first connecting axle 28, wherein by means of a gear wheel connection 32 the rotation movement of the first coupling part 24 is transmitted to the second coupling part 25. The first coupling part 24 preferably displays a larger radius than the second coupling part 25, such that gearing of the rotation movement of the first coupling part 24 to a rotation movement of the second coupling part 25 in a particularly advantageous way leads to a rapid rotation movement of the second coupling part 25, using a low effort in force.

In fig. 5c the brewing apparatus 1 is illustrated in a further position between the loading position and the extracting position. While the hand lever 14 has been rotated only by a slight angle about the first connecting axle 28 in the direction of the closure position, on account of the faster rotation movement of the second coupling part 25 the first toggle lever 26 has been rotated about the second rotation axis by a larger angle in relation to the hand lever 14. On account thereof, a particularly rapid transfer of the toggle lever joint 13 from a buckling position into an extended position is achieved, on account of which the first brewing chamber element 2 which is connected to the toggle lever joint 13 is movable from the loading
position into an extracting position at particularly high speed.

In Fig. 5d the brewing apparatus 1 is illustrated in the extracting position. The hand lever 14, in the closure position, here is aligned having the main direction of extent substantially parallel with the brewing apparatus 1 and along the axial direction 5. The toggle lever joint 13 is transferred into the extended position, on account of which the first brewing chamber element 2 contacts the second brewing chamber element 3 and forms a substantially closed brewing chamber 6.

In Figs. 6a to 6e, schematic views of a locking mechanism 15 according to a fifth embodiment of the present invention are illustrated. The locking mechanism 15 according to the fifth embodiment of the present invention displays a first brewing chamber element 2 which is displaceable along the axial direction 5, and a second brewing chamber element 3, wherein the first brewing chamber element 2 in the loading position is spaced apart from the second brewing chamber element 3 in such a manner, that a portion capsule 4 is insertable in a loading direction (not illustrated) which is perpendicular to the axial direction 5. The first brewing chamber element 2 is movable along the axial direction 5 into an extracting position, in order to form a substantially closed brewing chamber 6, in particular during the brewing operation, with the second brewing chamber element 3. Preferably, a perforating element 7 is configured on the first brewing chamber element 2 (see Fig. 1), which perforating element 7 has perforating tips 8 for perforating the capsule lid 9 of the portion capsule 4 and a water infeed duct for injecting an extraction fluid into the portion capsule 4 during the brewing operation. Preferably, a further perforating tip for
perforating the capsule base 10, and a discharge duct 11 for conveying away the extraction fluid which interacts with the beverage substance in the interior of the portion capsule 4 into a drinking vessel (not illustrated) are configured on the second brewing chamber element 3.

The drive mechanism 12 for moving the first brewing chamber element 2 from the loading position into the extracting position according to the fifth embodiment, as a drive element displays a toggle lever joint 13 having a first toggle lever 26 and a second toggle lever 27. The drive mechanism 12 preferably is actutable by means of a not illustrated hand lever 14, wherein a first coupling part 24 of the hand lever 14, via a gear wheel connection 32, is in collaborative connection with the second coupling part 25 which is rotatably disposed on the wall part 17 of the brewing apparatus 1, in order to transmit a movement of the hand lever 14 to a movement of the toggle lever joint 13 having the first toggle lever 26 and the second toggle lever 27. The second toggle lever preferably is movably connected to the first brewing chamber element 2, in order to cause a movement of the first brewing chamber element 2 between the loading position and the extracting position by means of the drive mechanism 12.

The brewing apparatus 1 according to the fifth embodiment furthermore displays a separate locking mechanism 15 for locking the brewing chamber 6 in the extracting position. The locking mechanism 15 displays a displacing element 19 which is also referred to as the piston 37, a retaining element 22 which is movable along the axial direction 5 in relation to the displacing element 19 and elastically connected by means of a return spring 21 to the displacing element 19, and a latch 16.

The latch 16, at a connecting point 33, is rotatably connected to the retaining element 22 of the first brewing chamber element 2 and in a releasing position,
in particular in the loading position, is displaceably disposed along the axial direction 5 in the region of the wall part 17 of the brewing apparatus 1. The latch 16 furthermore is configured for engaging in an opening 35 of the wall part 17 and/or for locking with at least one blocking element 36 in a locking position, which is disposed on the wall part 17 of the brewing apparatus and fixedly connected to the wall part 17.

The displacing element 19 displays a guiding face 39 having a first guiding side 39' (illustrated in fig. 6a) and a second guiding side 39'' (illustrated in fig. 6a), wherein the first guiding side 39' in the releasing position bears on the latch 16 and displays a first main plane of extent which is disposed so as to be perpendicular to the axial direction 5 and perpendicular to the loading direction. The second guiding side 39'' of the guiding face 39 of the displacing element 19 displays a second main plane of extent which is disposed so as to be parallel with the axial direction and perpendicular to the loading direction. The second main plane of extent of the second guiding side 39'' particularly preferably is spaced apart parallel with a further main plane of extent of a wall 30 of the wall part 17 of the brewing apparatus 1 and from the further main plane of extent in such a manner that the displacing element 19 generates a torque on the latch 16.

The latch 16 displays a sliding face 38 having a first sliding side 38' (illustrated in fig. 6c) and a second sliding side 38'' (illustrated in fig. 6b), wherein the first sliding side 38' in the releasing position bears on the first guiding side 39' of the guiding face 39 of the displacing element 19 and is disposed so as to be parallel with the first guiding side 39', and wherein the second sliding side 38'' is disposed so as to be parallel with the second guiding side 39'', parallel with the wall 30 of the wall part 17, and to slide on the wall 30 of the brewing apparatus 1.
In fig. 6a the locking mechanism 15 of the brewing apparatus 1 is illustrated in the loading position. The first brewing chamber element 2 in the loading position preferably is spaced apart from the second brewing chamber element 3 in such a manner that simple insertion of the portion capsule 4 in the loading direction is possible. The latch 16 in the loading position, on account of the displacing element 19 bearing on the first sliding side 38' of the sliding face 38 and/or of the connection at the connecting point 33, is conjointly moved with the first brewing chamber element 2 along the axial direction in the event of a movement. In the event of a movement of the first brewing chamber element 2 along the axial direction, the latch 16 which is located in the releasing position does not carry out a rotation movement about the connecting point 33. In particular, in the event of a displacement of the first brewing chamber element 2 along the axial direction 5, on account of the alignment of the second sliding side 38'' of the latch 16 parallel with the further main plane of extent of the wall 30 of the wall part 17 and on account of the arrangement of the second sliding side 38'' of the latch 16 to slide on the wall 30 of the wall part 17, a rotation movement of the latch 16 about the connecting point 33 is blocked.

In fig. 6b the locking mechanism 15 of the brewing apparatus 1 is illustrated after an initial movement of the piston 37 in the axial direction 5. The latch 16 is still located in the releasing position, wherein the first sliding side 38' of the sliding face 38 of the latch 16 bears on the first guiding side 39' of the guiding face 39 of the displacing element 19 and is aligned parallel therewith. The first brewing chamber element 2 and the second brewing chamber element 3 are
located in the extracting position and form a substantially closed brewing chamber 6. Here, the retaining element 22 of the first brewing chamber element 2 bears on the capsule lid 9 and/or the receiving element 23 of the portion capsule 4 in such a manner that a further movement of the retaining element 22 in the axial direction 5 is caused by a relative movement of the displacing element 19 toward the retaining element 22 which is connected by means of the return spring 21. The first guiding side 39’ of the guiding face 39 of the displacing element 19 bears on the first sliding side 38’ of the sliding face 38 of the latch 16 in such a manner that in the event of a further movement of the displacing element 19 in the axial direction 5, the displacing element 19 generates a torque on the latch 16. A further movement of the displacing element 19 or of the piston 37, respectively, along the axial direction 5 from the loading position into the extracting position thus leads to a rotation movement or a pivoting movement, respectively, of the latch 16 about an axis which runs perpendicularly to the axial direction 5 through the connecting point 33.

On account of the further movement of the displacing element 19, rotation of the latch 16 about the axis running perpendicularly to the axial direction 5 through the connecting point 33 is caused, wherein the first sliding side 38’ of the sliding face 38 of the latch 16 slides on the first guiding side 39’ of the guiding face 39 of the displacing element 19 of the first brewing chamber element 2, and the second sliding side 38” of the sliding face 38 of the latch 16 is pivoted in the direction of the opening 35 into a locking position.

In fig. 6c the locking mechanism 15 of the brewing apparatus 1 is illustrated between the releasing
position and the locking position, wherein the brewing chamber 6 is closed by the retaining element 22 and thus forms a substantially closed brewing chamber 6. A further movement of the displacing element 19 in the axial direction 5 causes a locking movement of the locking mechanism 15 into the locking position. The first guiding side 39' of the guiding face, or the corner region between the first guiding side 39' and the second guiding side 39'' of the guide face 39 of the displacing element 19 slides during the locking movement on the first sliding side 38' of the sliding face 38 of the latch 16, until the second sliding side 38'' of the sliding face of the latch bears on the blocking element 36. The second sliding side 38'' of the sliding face 38 of the latch 16 here is displaced perpendicularly to the axial direction toward the opening 35. The latch 16 here is additionally guided by a further guiding face of a first chamfer 18 of the wall 30 of the wall part 17, which guiding face is further disposed in the region of the opening 35. In the event of a movement of the displacing element 19 in the axial direction 5 from the releasing position into the extracting position, an additional pressure is built up via the displacing element 19 on the substantially closed brewing chamber 6, such that the latter is in particular hermetically closed. On account thereof, leakage of the brewing chamber 6 during the brewing operation is prevented in a particularly simple way and a particularly tight and stable brewing apparatus 1 is provided.

In fig. 6d the locking mechanism 15 of the brewing apparatus 1 is illustrated between the releasing position and the locking position, wherein the brewing chamber 6 is closed by the retaining element 22 and thus forms a substantially closed brewing chamber 6. A pivoting movement of the latch 16 about the connecting point 33 is blocked on account of the second sliding
side 38'' of the sliding face. 38 of the latch 16 bearing on the blocking element 36. On account thereof, the latch 16 is located in the locking position. The displacing element 19 is disposed so as to be further displaceable in the axial direction, counter to the return force of the return spring 21, in relation to the latch 16 which bears on the receiving element 23 and is located in the locking position in relation to the opening 35, in order to transfer the toggle lever joint from a substantially angled position, wherein the first toggle lever 26 and the second toggle lever 27 form an angle of less than 180 degrees, preferably between 160 and 179 degrees, about the second connecting axle 29, into an extended position, wherein the angle between the first toggle lever 26 and the second toggle lever 27 about the second connecting axle 29 is particularly preferably exactly 180 degrees.

In fig 6e the locking mechanism 15 of the brewing apparatus 1 is illustrated in the locking position, wherein the brewing apparatus 1 is located in the extracting position and the brewing chamber 6 is substantially closed and in the extracting position is, in particular, hermetically closed and locked. In the locking position the latch 16 engages in the opening 35 of the wall part 17 and, with the second sliding side 38'' of the sliding face 38, is aligned so as to be substantially perpendicular to the axial direction 5. The toggle lever joint 13 in an extended position furthermore is disposed in such a manner that a movement of the displacing element counter to the axial direction 5, out of the extracting position, is blocked by the drive element, in particular by the toggle lever joint 13. On account thereof, it is advantageously possible for the brewing chamber 6 to be impinged with a high extraction pressure in comparison to the prior art during the brewing operation, and thus for the brewing chamber 6 to be hermetically closed. On account
thereof, coffee beverages of particularly good quality, in particular espresso, can be produced, for example. Furthermore, the high extraction pressure prevailing in the interior of the hermetically closed brewing chamber 6 is transmitted via the retaining element 22 and the piston 37 or the displacing element 19, respectively, in a particularly efficient way to an axis of the drive element, which is formed by the first toggle lever 26, the toggle lever joint 13, and the second toggle lever 27, and to the latch 16 which with the second sliding side 38" of the sliding face 38 of the latch 16 bears in a planar manner on the blocking element 36. The extraction pressure here is in part transmitted from the latch 16 to the blocking element 36 and absorbed by the blocking element 36' which is fixedly connected to the wall part 17 of the brewing apparatus 1. The brewing apparatus 1 particularly preferably displays two latches 16 which are disposed on two opposite positions and which each compensate for a force which is perpendicular to the axial direction 5 and perpendicular to the loading direction. In the event of the locking mechanism 15 being unlocked, the toggle lever joint 13 is transferred back from the extended position into the buckling position, wherein the return force of the return spring 21 causes a movement of the displacing element 19 in relation to the retaining element 22, counter to the axial direction 5, and supports the unlocking movement, which is particularly advantageous for the user.

In figs. 7a to 7b, schematic views of a locking mechanism 15 according to a sixth embodiment of the present invention, which substantially corresponds to the fourth embodiment described in figs. 4a to 4e, are illustrated. The locking mechanism 15 according to the sixth embodiment of the present invention displays a first brewing chamber element 2 which is movable along the axial direction, an opening 35 of the wall part 17,
and a blocking element 36. The first brewing chamber element 2 displays a latch 16 displaying a main direction of extent, which on a first end at a connecting point 33 is connected to the displacing element 19. The latch 16 here is pivotable about the connecting point 33.

In **fig. 7a** the locking mechanism 15 is illustrated in the releasing position. The latch 16 displays a sliding face 38, wherein the sliding face 38 is provided for the latch 16 to slide along the retaining element 22. In the event of a movement of the displacing element 19 in the axial direction 5 in relation to the retaining element 22, the latch 16 slides along the retaining element in such a manner that a second end of the latch 16, which lies opposite the first end along the main direction of extent, is moved into the opening 35.

In **fig. 7b** the locking mechanism 15 is illustrated in the locking position. Here, the second end of the latch 16 engages in the opening 35, such that the brewing chamber 6, which is formed by the first brewing chamber element 2 and the second brewing chamber element 3, is locked. The blocking element 36 here is provided for absorbing forces which are transmitted from the latch 16 to a wall part 17 of the brewing apparatus 1. For example, a force on account of a high extraction pressure within the brewing chamber 6 during the brewing operation is absorbed by the latch 16 and, via the blocking element 36, transmitted to the wall part 17.

In **figs. 8a to 8b**, schematic views of a locking mechanism 15 according to a seventh embodiment of the present invention are illustrated. Here, a first brewing chamber element 2 is illustrated in a side view. Here, the portion capsule 4 bears on a retaining arm 22'; which here is fixedly connected to the
retaining element 22. Here, the first brewing chamber element 2 displays a holding apparatus 40. The holding apparatus 40 here in particular comprises a further retaining arm 41 which is provided for holding the portion capsule 4 in its position which is assumed after charging the brewing apparatus 1. Here, the holding apparatus 40 is disposed so as to be movable in relation to the retaining element 22 by way of a return spring 22'' which is fastened on the retaining element 22. Here, in an exemplary manner, a movement of the holding apparatus 40 along a direction of movement 100 which is parallel with the axial direction 5, relative to the retaining element 22, is indicated by an arrow 100, wherein the holding apparatus 40 is movable between a first holding position 101 and a second holding position 102. The holding apparatus 40 in particular is configured so as to at least in part surround the latch 16 in a frame-like manner. The holding apparatus 40 in particular is configured in such a manner that the latch 16 is inwardly and outwardly pivotable in a transverse direction which runs perpendicularly to a main plane of extent of the holding apparatus 40 and to the axial direction 5. In figs. 8a and 8b two potential positions of the holding apparatus 40 in relation to the retaining element 22 are in each case illustrated, wherein in fig. 8b the holding apparatus is disposed in a further second holding position 102', wherein the spacing between the first holding position 101 and the further second holding position 102' along the axial direction 5 is larger than the spacing between the first holding position 101 and the second holding position 102 illustrated in fig. 8a.

In figs. 9a to 9e, schematic views of a locking mechanism 15 according to an eighth embodiment of the present invention are illustrated. Here, the brewing apparatus 1 comprises a first brewing chamber element 2
and a second brewing chamber element 3, wherein here the first brewing chamber element 2 is movable in relation to the second brewing chamber element 3, along the axial direction 5 from the loading position, in which the first brewing chamber element 2 and the second brewing chamber element 3 are spaced apart from one another, into an extracting position, in which the first brewing chamber element 2 and the second brewing chamber element 3 form a substantially closed brewing chamber 6. A receiving element 23 for receiving a portion capsule 4 in the extracting position in particular is disposed on the second brewing chamber element 3. The brewing apparatus 1 here displays a drive mechanism 12 for moving the first brewing chamber element 2. The brewing apparatus 1 here displays a separate locking mechanism 15 for locking the brewing chamber 6 in the extracting position. Here, the locking mechanism 15 is transferable from a releasing position into a locking position for locking the brewing chamber 6 in the extracting position. The locking mechanism 15 in particular comprises at least two latches 16 which are disposed on opposite sides along a transverse direction - here being parallel with the drawing plane - which is perpendicular to the axial direction 5. Alternatively, the locking mechanism displays exactly one, three, four or more latches 16, wherein the latches 16 are in each case identically configured. In the following, the locking mechanism is described in an exemplary manner by means of such a latch 16. Here, the latch 16 in particular is substantially configured in such a manner that the latch 16 is connected to the first brewing chamber element 2, in particular the retaining element 22, so as to be pivotable about a connecting point 33.

In fig. 9a the brewing apparatus 1 is illustrated in the releasing position, wherein in particular the portion capsule 4 is already disposed in the brewing
apparatus 1. Here, the first brewing chamber element 2 displays a retaining element 22 and a displacing element 19, wherein the retaining element 22 and the displacing element 19 are elastically interconnected, in particular by means of a return spring 21 (not illustrated), and wherein the retaining element 22 is displaceable along the axial direction 5 in relation to the displacing element 19. Here, the latch 16 is connected to the first brewing chamber element 2 in particular at a connecting point 33. In particular, the latch 16 is disposed in relation to the first brewing chamber element 2 so as to be pivotable about a pivot axis which runs through the connecting point 33. The pivot axis preferably is disposed so as to be perpendicular to the axial direction 5. The latch 16 preferably is connected to the retaining element 22 via the connecting point 33. The latch 16 in the releasing position is displaceable together with the first brewing chamber element 2 along the axial direction 5, between the first brewing chamber element 2 and the wall part 17. Here, the latch displays a sliding face 38, wherein in particular in the event of a movement of the first brewing chamber element 2 between the loading position and the extracting position along the axial direction 5, the sliding face 38 is substantially in collaborative contact with the wall part 17 in such a manner that the latch 16 is inwardly pivoted. Here, the sliding face 38 comprises a first sliding side 38' and a second sliding side 38'', wherein in particular the second sliding side 38'' displays a main plane of extent which, in the releasing position, is disposed so as to be substantially parallel with a main direction of extent of the wall part 17, in particular parallel with the axial direction 5. Here, an opening 35 is disposed on the wall part 17, wherein the opening 35 in particular is provided for receiving an outwardly pivoted latch 16 in the locking position, such that the brewing chamber 6 is hermetically lockable by means of
the latch 16 which is in collaborative contact with a blocking element 36 in the extracting position. Here, the blocking element 36 is configured as a wall of the wall part 17 in the region of the opening 35. Here, the portion capsule 4 is displaced along the axial direction 5, from the first brewing chamber element 2 into the receiving element 23 of the second brewing chamber element 3, until the first brewing chamber element 2 and the second brewing chamber element 3 bear on one another and form the brewing chamber 6.

In fig. 9b the first brewing chamber element 2 and the second brewing chamber element 3 form a brewing chamber 6 in which the portion capsule 4 is disposed. Here, the locking mechanism 15 is illustrated in the releasing position. In particular, the latch 16 here is disposed in a region of the opening 35 of the wall part 17, when the first brewing chamber element 2 bears on the second brewing chamber element 3. Here, the main plane of extent of the second sliding side 38'' is disposed so as to be substantially parallel with the axial direction 5 or parallel with the main direction of extent of the wall 17, respectively. The latch here in particular is disposed in the region of the opening 35 in such a manner that the latch 16 is inwardly pivotable into the opening 35 of the wall part 17 - i.e. outwardly pivotable - in a transverse direction which is perpendicular to the axial direction 5. On account of a locking movement of the first brewing chamber element 2 along the axial direction 5 - i.e. toward the second brewing chamber element 3 - the latch is subsequently inwardly pivoted into the opening 35 - i.e. pivoted in.

In fig. 9c the locking mechanism 15 is illustrated during the transition from the releasing position into the locking position. Here, the latch 16 during the locking movement is pivoted in relation to the
retaining element 22 by means of a relative movement of the displacing element 19. By means of this relative movement a torque is generated in particular, such that pivoting of the latch 16 into the opening 35 is caused. Here, the displacing element 19 displays a guiding face 39, wherein the guiding face 39 during the relative movement is in collaborative contact with the first sliding side 38' of the latch 16. Here, the latch 16 in particular is pivoted so long until the second sliding side 38'' of the sliding face 38 of the latch 16 impacts on the blocking element 36.

In **fig. 9d** the locking mechanism 15 is illustrated in the locking position, wherein the second sliding side 38'' bears on the blocking element 36. Here, the latch 16 is configured in such a manner that the latch 16 in the locking position is jammed between the displacing element 19 and the blocking element 36 in the opening 35. In particular, the latch 16 here in the plan view displays a shape of a circle sector, wherein the connecting point 33 is disposed so as to be substantially in the region of the center point 33 of the circle sector, wherein substantially here a first radius of gyration 38' is formed by the first sliding side 38' and a second radius of gyration 38'' is formed by the second sliding side 38''. In particular, an angle which is enclosed between the first radius of gyration 38' and the second radius of gyration 38'' is preferably between 45 and 135 degrees, particularly preferably between 70 and 110 degrees, and very particularly preferably about 90 degrees. In the extracting position, the locking mechanism 15 here is simultaneously located in the locking position, wherein the brewing chamber 6 is hermetically sealed and locked.

In **fig. 9e** the brewing apparatus 1 is illustrated in the extracting position, wherein the locking mechanism
15 displays the locking position. Fig. 9e is substantially an enlarged view of fig. 9d. In the locking position, the latch 16 here is jammed between the displacing element 19 and the blocking element 36 in such a manner that the latch 16, which is pivotable about the connecting point 33, transmits a force which emanates from the displacing element 19 in the transverse direction which is perpendicular to the axial direction 5, via the blocking element 36, to the wall part 17 of the brewing apparatus 1. Here, in particular on account of the displacing element 19 which on the guiding face 39 is in collaborative contact with the first sliding side 38', reverse pivoting of the latch 16 out of the opening 35 is prevented. In the event of an unlocking movement - for example after the completion of a brewing operation - the displacing element 19 is initially moved in relation to the retaining element 22 along the axial direction 5, away from the second brewing chamber element 3, such that the latch 16 is again pivotable back out of the opening 35. Subsequently, the latch 16 is conjointly moved with the retaining element 22, first by a movement of the first brewing chamber element 2 into the loading position along the axial direction 5. The latch 16 here, on account of a relative movement of the blocking element 36 in relation to the latch 16, is impinged with a torque, such that the latch 16 is pivoted out of the opening and the locking mechanism 15 displays the releasing position.
LIST OF REFERENCE SIGNS

1  Brewing apparatus
2  First brewing chamber element
5  3  Second brewing chamber element
4  Portion capsule
5  Axial direction
6  Brewing chamber
7  Perforating element
10  8  Perforating tips
9  Capsule lid
10  Capsule base
11  Discharge duct
12  Drive mechanism
15  13  Toggle lever joint
14  Hand lever
15  Locking mechanism
16  Latch
16'  Further latch
20  17  Wall part
18  First chamfer
19  Displacing element
20  Second chamfer
21  Return spring
25  22  Retaining element
22'  Retaining arm
22''  Retaining spring
23  Receiving element
24  First coupling part
30  25  Second coupling part
26  First toggle lever
27  Second toggle lever
28  First connecting axle
29  Second connecting axle
35  30  First wall
31  Second wall
32  Gear wheel connection
33  Connecting point
33' Further connecting point
34 Sealing element
35 Opening
35' Further opening
5
36 Blocking element
36' Further blocking element
37 Piston
38 Sliding face
38' First sliding side
10
38'' Second sliding side
39 Guiding face
39' First guiding side
39'' Second guiding side
40 Retaining apparatus
15
41 Further retaining arm
100 Direction of movement
101 First holding position
102 Second holding position
102' Further second holding position
PATENT CLAIMS

1. A brewing apparatus (1) for extracting a portion capsule (4), having a first brewing chamber element (2) and a second brewing chamber element (3), wherein the first (2) and/or the second brewing chamber element (3) are/is movable along an axial direction (5) from a loading position, in which the first (2) and the second brewing chamber element (3) are spaced apart from one another, into an extracting position, in which the first (2) and the second brewing chamber element (3) form a substantially closed brewing chamber (6), wherein the brewing apparatus (1) displays a drive mechanism (12) for moving the first (2) and/or second brewing chamber element (3), characterized in that the brewing apparatus (1) displays a separate locking mechanism (15) for locking the brewing chamber (6) in the extracting position.

2. The brewing apparatus (1) as claimed in claim 1, characterized in that the drive mechanism (12) displays a drive element which preferably is configured so as to be a toggle lever joint (13), a gear rack, a spindle and/or a pivot gear.

3. The brewing apparatus (1) as claimed in one of the preceding claims, characterized in that the drive mechanism (12) preferably is manually actuable by means of a hand lever (14) and/or is automatically drivable by means of a drive motor.

4. The brewing apparatus (1) as claimed in one of the preceding claims, characterized in that, for locking the brewing chamber (6) in the extracting position, the locking mechanism (15) is transferable from a releasing position into a locking position.
5. The brewing apparatus (1) as claimed in one of the preceding claims, characterized in that the locking mechanism (15) displays a latch (16), wherein the latch (16) preferably is configured so as to be roller-shaped or ball-shaped.

6. The brewing apparatus (1) as claimed in one of the preceding claims, characterized in that the first brewing chamber element (2) displays a retaining element, at least one return spring (21), and a displacing element (19), wherein the retaining element (22) and the displacing element are connected by means of a return spring (21) and wherein the retaining element (22) is displaceable in relation to the displacing element (19).

7. The brewing apparatus (1) as claimed in one of the preceding claims, characterized in that the at least one latch (16) in the releasing position is displaceable along the axial direction (5) between the first brewing chamber element (2) and the wall part (17).

8. The brewing apparatus (1) as claimed in one of the preceding claims, characterized in that a first wall (30) of a wall part (17) which is fixedly connected to the brewing apparatus (1) displays at least one first chamfer (18), and a second wall (31) of the displacing element (19) displays at least one second chamfer (20), wherein the first chamfer (18), the second chamfer (20), and the retaining element (22) contact the latch (16) in the locking position.

9. The brewing apparatus (1) as claimed in one of the preceding claims, characterized in that the second chamfer (20) is configured in such a manner that,
in the event of the locking mechanism (15) being transferred from the releasing position into the locking position, a movement of the latch (16) in a transverse direction, which is perpendicular to the axial direction (5), into a cavity which is formed by the first chamfer (18) and the second chamfer (20) is caused.

10. The brewing apparatus (1) as claimed in one of the preceding claims, characterized in that the arrester is configured such that during the extracting process a returning force which acts counter to the axial direction (5) from the retaining element on the latch (16), which is located in the locking position, is absorbed by the first chamfer (18).

11. The brewing apparatus (1) as claimed in one of claims 1 to 4, characterized in that the locking mechanism (15) displays a piston (37) and a latch (16) which is rotatably connected to the piston (37) and which is provided for engagement in an opening (35) of a wall part (17) and/or for locking, using at least one blocking element (36).

12. The brewing apparatus (1) as claimed in claim 11, characterized in that the latch (16), in the loading position, is disposed so as to be angled in relation to the axial direction (5), wherein the latch (16), in the locking position, is aligned so as to be substantially perpendicular to the axial direction (5).

13. The brewing apparatus (1) as claimed in one of the preceding claims, characterized in that the latch displays a sliding face (38) for sliding on a guiding face (39) of a displacing element (19) of the first brewing chamber element (2).
14. The brewing apparatus (1) as claimed in one of the preceding claims or as claimed in the preamble of claim 1, characterized in that the drive mechanism (12) displays a hand lever (14) and a toggle lever joint (13), wherein the hand lever (14) displays a first coupling part (24) and the toggle lever joint (13) displays a second coupling part (25), wherein, in order to transmit a movement of the hand lever (14) to a movement of the toggle lever joint (13), the first and the second coupling part (25) are in operative interconnection by way of a gear wheel connection (32).

15. The brewing apparatus (1) as claimed in one of the preceding claims, characterized in that the toggle lever joint (13) displays a first (26) and a second toggle lever (27), wherein the first toggle lever (26) displays the second coupling part (25), and the second toggle lever (27), on a first side, is rotatably connected to the first toggle lever (26), and, on a second side, is displaceably disposed along the axial direction (5).

16. A method for operating a brewing apparatus (1), in particular as claimed in one of the preceding claims, characterized in that, in a first method step, a first (2) and/or a second brewing chamber element (3) are/is moved along an axial direction (5) from a loading position, in which the first (2) and the second brewing chamber element (3) are spaced apart from one another, into an extracting position, in which the first (2) and the second brewing chamber element (3) form a substantially closed brewing chamber (6), and in a second method step, in order for the brewing chamber (6) to be locked by means of a locking mechanism (15), which is transferable from a releasing position into a
locking position in order for the brewing chamber (6) to be locked in the extracting position, a latch (16) of the locking mechanism (15) is displaced in a transverse direction which is perpendicular to the axial direction (5) and/or the latch (16) is pivoted about a pivot axis which is perpendicular to the axial direction (5).

17. The method as claimed in claim 16, characterized in that in a third method step, in order for the brewing chamber (6) to be unlocked by means of a locking mechanism (15), the latch (16) of the locking mechanism (15) is displaced in the transverse direction, and, in a fourth step, the first (2) and/or second brewing chamber element (3) is moved back along the axial direction (5), from the extracting position into the loading position.

18. The method as claimed in claim 16, characterized in that, during the first method step, the latch (16) is displaced in the axial direction (5) from a second chamfer (20) of a displacing element of the first brewing chamber element (2), and, during the second method step, the latch (16) is displaced in the transverse direction from the second chamfer (20) into a cavity which is formed by the first chamfer (18) of the wall of the brewing apparatus (1) and by the second chamfer (20), and during the extracting process a returning force which acts counter to the axial direction (5) from a retaining element of the first brewing chamber element (2) on the latch (16), which is located in the locking position, is jammed in the cavity between the first chamfer (18), the second chamfer (20), and the retaining element (22).
19. The method as claimed in claim 16, characterized in that, during the third method step, the latch (16) is moved by the first chamfer (18) in the transverse direction out of a cavity which is formed by the first chamfer (18) and the second chamfer (20), and, in the fourth method step, the latch (16) is displaced counter to the axial direction (5) by the retaining element (22).

20. The method as claimed in claim 16, characterized in that, during the first method step, a sliding face (38) of the latch (16) is displaced on a guiding face (39) of the displacing element (19).

21. The method as claimed in claim 16, characterized in that, during the second method step, the latch (16) is pivoted in such a manner that one end of the latch (16) engages in an opening (35) of the wall part (17) and/or is blocked in relation to a movement in the axial direction (5) by at least one blocking element (38).