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Myinvention relatesto the upper or Waist por 
tion ofgarments to be worn particularly by Wom 
en and may be adapted for Skirts,SlackS and 
Other typeS Of WOmen's garmentS. 
Broady,it is an object of my invention to pro 

vide a garment whichisautomatically adjustable 
to girths of varying widths without the necessity 
of additional cutting,sewing,or other tailoring, 
or the use of fastening means,Such as h00ks and 
eyes,zippers,butt0ns and butt0n holeS,generally 
used for retaining the garment upon the perSOn; 
my garment retaining at all times the appearance 
of a finely tailored garment,Which maintains itS 
Shape during the Various movements of the b0dy. 
Another object of my invention is to provide 

in a garment a combination of elastic and inelas 
tic areasso joined togethertogivethe appearance 
of a graceful and hand tailored garment Without 
the necessity of using pleats,tucks,Orgathers. 

Still a further object of my inventionisto pro 
Vide a garment With automatic Waist and thigh 
adjustability Without the use of pleatS,tucks and 
gathers or the necessity of Surplus material,or 
the use of Warioustypes offastening means,which 
have heretofore been found neceSSary in this art. 
Another object of my invention is to provide 

an automatically adjustable waist portion of a 
garment Which aSSumeS a graceful appearance 
and Which presents a Smooth and unpleated sur 
face atthemid-Section ofthe body. 
A further object of my invention is to provide 

a garment which has a great many advantages 
Of a fOUndation girdle Without requiring the use 
of a girdle when mygarment is worn, 
Stil a further Object of my inventionisto pro- 3 

Vide in Such a garment,in addition to all the ad 
VantageS heretOfore deSCribed,a nove1elastic Sec 
tion to hold the rest of the garment in wearable 
D0SitiOn WithOut the need of an additional belt. 
Another object of my inventionisto provide in 

SUCh a,garment Some means of abdominal sup 
port and for aiding and Supporting the hip por 
tions ofthe b0dy. 
Heret0f0re it has been a disadvantage in gar 

ments purchased,to recut and reset such gar 
mentS in order to fit the diferent girthS of each 
purchaSer in order to assure a tailored appear 
ance of the garment. It is alSo neCeSSary to 
pleat,tuck,and gather the material in the ab 
dominal region to provide a measure of adjust 
ability for the Varying girths of the purchasers; 
such garments do not generally find favor with 
the Wearer Since Women USually prefer a,Smooth 
fitting,flat lying garment about the abdominal 
andwaistregion ofthebody 
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The Use of a band of elastic fabric forming the 

top portion of such a garment for adjustability 
does not Solve the problem,Since a rectangular 
elastic band requires the cloth of the garment 
alOng the line of jointure of both these areas to 
be pleated,tucked,or gathered to permit the 
inelastic area of the garment to expand to the 
inCreaSed girth. Such a result is unsightly and 
lacks gracefulness and the appearance of a tail 
Ored garment. If the cloth were not pleated, 
tUCKed or gathered,the strain of the increased 
girth Would stretch the elastic portion but would 
unduly strain or possibly tear the inelastic por 
tion. 
In my garment all Such disadvantages would 

be obViated,and an adjustablegarment provided 
haVing all of the objects heretofore described 
Which may be made by cutting the elastic por 
tion SO as to provide a line of jointure between 
the elastic and inelastic portion. This type of 
construction eliminates the need for unsightly 
pleats,tucks orgathers and varioustypes offas 
tening means,and produces a garment which 
moulds itself to the shape of the body and fits 
Snugly and gracefully upon the person of the 
Wearer. A garment So constructed for onegirth 
and width about the waist and hips is readily 
and automatically adjustable to a person of 1arge 
proportions. The garment,when used by a per 
SOn of increased girth and width about the hips 
and Waist,requires no cutting,sewing or other 
tailoring. When the garment is drawn over the 
legs and When the thighs are reached,whichare 
generalythe widest portions of the body,thereis 
n93anger of abnormal strain or possibletearing 
of the inelastic fabric. My garment wil1 easily 
pass Sugh wider width without the necessity of 
USing pleats,tucks or gathers or separable fas 
tening means to compensate for suchincreased 
Width. The necessary elasticity is provided by 
the elastic members at the waistandhipportions. 
The fabric along the line of jointure remains 
Smooth.and gives a tailored appearance,thein 
9rease in width being automaticaly provided by 
the elastic members atthe waist and hipportions 
thus obViating the need of tucks,pleats,gathers 
and Various types of separable fastening means. 
If the line of jointure of the elastic andinelastic 
fabrics had been Cut horizontaly across thegar 
ment,the inelastic Cloth Would have been placed 
under an excessive strain in passing the thighs 
and might result in tearing or weakening the 
garment when drawn overthethighs. 
My garment eliminates all of such disadvan 
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girdle and gives a neat,smooth and graceful ap 
pearance which is Sought to be attained by the 
use of a foundation girdle. Furthermore,ab 
dominal Support is provided and als0 Support 
for the hip portions of the body,My Construc 
tion also permits the incorporation in the gar? 
ment With an area Which may be braced by bone 
or Spring SteelS to provide additional Support 
for the abdomenandother portions of.the body, 

4 
This fabric is well known in the art and particu 
1arly in the girdle art. 
In Fig,1 the skirt is provided with front and 

back elastic Sections 28 and 29,respectively,and 
substantialy triangular Sections 30?30 on each 
Side of the garment. The arrows on sections 28 
to 30,inclusive,represent the horizontal stretch 
Of SuCh elastic members and Such Sections are 
StitChed-together.and also.tostheufabric 26 as 

leaVing the garment adjustable, .neat comfort- 10 showninthe drawingtoproduceagarmentwhich 
able,tailored and gracefui in appearance. 
My invention also resides in the combination? 

and arrangement of parts and the details of 
construction aS herein Set forth and Claimed? 

fitsgracefully andsmoothly at the waist and hips 
and the Upper p0rtions of the thighs,The side 
portions 30 drop to a point 31 at the thighs in 
Order to aSSure proper adjustability in the gar 

In order to clearly explain and de8Cribe.my? 15?*ent topersons 0f Wider girth and proportions, 
inVention to OtherS,I have ShOWn it applied t0 
SlaCKS and Skirts although it{mayeaSilyGbeóapb… 
plied to other articles of Wearing apparel-such. 
as trousers of all kinds?pajamas,tennis shorts, 
men's shorts and otherarticles to produce all of 
the objects-andadvantages"above enumerated, 
Myinvention is-illustratedinthe accompany 

ing draWings,in which: 
Fig?1 is,a frontelevation of a skirt:with the 

1owerportion cut.away 
Fig:2is a,Sideelevation oftheskirt Shown in 

Fig. 1. 
Fig,3isa frontelevation ofa modified skirt, 
Fig:4*isFa-front elevatiorrofanother modified 

Skirt; 
Fig.5is afrontelevation'ofstilfanother modi 

fied Skirt. 
Fig?6'isa front eleyationof-stiHanothermodj? 

fied Skirt. 
Fig.7shows aneleyationalsectionalviewtaken 

alongline7?1'ofFig8viewedin therdirection 
of the arrow: 
Fig.8isa frontelevationinperspective of the 

upper portion of a pairof?slacks showing?the 
provision of a sectionoppositetheabdomen and 
rearregion,Said Section containingsboheorspring 
steel members. 

Figs 9 is anelevationa}\diagrammatic view of 
the Section.containing the boaeyor spring-steeH 
members, 

Fig. 10 is?a frontelévation ofa^pairof slacks 
Showing a further modfication in the line of 
jointure inwhich the elastié'arearis interrupted 
bythe inelastic fabric whiehis carriedto thetop 
oftheslackS? 
Fig,11 isafrontelevatión?ofaspair of-slacks 

showinganothermodificationinthelineofjoin 
tUpe; 

Fig 12is a front elevationofa pair of slacks 
showing a further modification"in the line of 
jointure; 
Fig 13?is a frontreleyatign of a pair ofslacks 

Showinganothermodification inthe line of join 
ture. 
Similarnumbersreferto similarpartsthrough 

out.the Several views. 
Referringto thedrawings,skirt:25is.madeof 

ordinary.fabric.26ofinelastig_material,sayefor 
the limited stretchrproyided byplacingthema? 
terial on·the-bias.which:fabric comprises:the 
main:portiOn:Ofthegarment;.therbalance.of the 
garment being made:ofelastiegfabric.2?.·.The 
elastic fabric is preferabiymade of thetype of 
CiOthin?Which:thethreadsarea:combination of 
fabriCand rubberyarnsinordeptoprovideeBS 
ticityin the resultingfabrie,The elasticityin 
this fabric isinthedirectionsofthewidtheofthe 
garment.that is,in·a hofizontal plane; and be 
ingsubstantialyinelastié alongitsverticalaxis; 
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fthus permittingthe garment to be drawn on with 
0ubtearingtheintermediate elastic cloth 26 and 
preserying the SmOOthneSS,grace and neatness of 
the garment,The horizontal Stretch of the elas 
tic members also permits uniformity of height of 
the:bottom ofthe skirt from?the?ground No 
pleats,gathers;tucks,buttons,buttonholes?hooks 
and eyes,zippers,0rsimilärdevicesrare.necess 
Sary. The frOnt andbackelastic.sectionsgivethe 
appeagance of a beltfor may bei concealed}by a 
belt, whie still:providingtheadded?stretch for 
thergarment. Thescomparative narrowness of 
the elastic front andibackisections.28iand:29; Whileinsuring-properfit?Winot:causeexcessive 
perspiration at thewaistlineofthe:wearer. If 
SuCh.elastic memberswere tobernadetoo.wideia theheightiinWarmuweatherthewearerwouldbe 
Caused.t0?perspiremoresfreely. 
In:Eig 3:theinelasticcfabric 26is.carriedgbe 

tWeen elastic:front and backsections32-32 
respectively. Thetriangularsidesections:30are 
the Same and the resul?roftheactionsof this 
garmentissverymachilikethatshownrinFigs,1 
and"2.,AH of the:elastic members stretch horizontally 
Infg:4ial ofthemembers areidentical with 

that ofFig.3except thatinsteadofstraight sided 
triangularrsideisections?.suchysideasections are 
CUTVed.8SShoWn.byline34A-3??? 
ThetfigureshowninFig?5isidentical with that 

Shown?in Fig.-1 except that.the?triangularside 
SectionSarecurvedas.shownat35-35instead of 
Straightas shownsin Figs;1candf2. 
In Fig?6allthe?sectionsareidenticalwiththat 

Shown in Fig,5;except thatthe^frontrandrback 
elasticrsectionsdroploweriathecentralportions 
aSShOWnby numerais"36-36 

ReferringtoCFigs57?and:8 thereisdisclosedja 
modification:0fmy invention?inwhich the gar 
mentis providedwithsections3Tfrontandback, 
irrconstructingsaidsections inelastic fabrigis 
Cuit05a8Sizezand Shapecorrespoadingto 1ines 
Có efandgoasshown in:Figs.88nd:9 Onto 
Oaefacerofthe Sectionzthereareafixed stays.38 
eitherofboaeorspringsteel Theseareconfned 
Ug9n thesurfaceofthesection bysewingstrips 
oftage 39.overthem.,The sections(thus.com 
pleted are then made part of the?garmentóby 
SewingtheSametwithinithe garment;front'and 
back asindicated.bysewingalonglinesc: dy B? 
fandig as:Shownyin.Figc.8, 
In inSerting Seetions:31:withiathe garment4 

inthemodificationin myinventioashowninFigs 
7?8and 9?OuterSeamsareleftuasewedforashort 
distanceCommencingbelówpoints40and4itand 
adonglines;42,42:Inthisscondition.ofthegare 
ment Sections3T thefrontand backare-readily 
fittedwithihthegarment;againstthecorrespond 
ingelastie sectionsand'arethen,stitchedalong 
lines c,d,e,f,andg topermanentiyafixthesame 
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to the garment;the bottom line 0f Said Sections 
ShoWhin dotted lines in Fig,8 is left hanging free 
and unSeWed,The garment is then completed by 
Completing the SeWing of the Seams to the top 
Of the garment. The reSult is a garment Which 
has the additional features of added Support and 
contraction for these portions of the body to aS 
Sure in certain instances additional neatneSS and 
grace in the Wearing of 1adies"apparel, 

If desired,the garment may be provided With 
an elastic Section in the front alone,Or with the 
elastic Section in the back alone,]eaWing the front 
or back respectively of inelastio f8bric,if it is 
desired to obtain the advantage of my invention 
on one Side of the garment; I prefer t0 use an 
elastic section,however,in the back and front. 
In Fig,?@ the ineiastic Cloth ?2 is Carried be 

tWeen the elastic Side Sections 43?43 to the top 
of the garment,Sections 83 arestretChable hori 
zontally as indicated by the arrows to provide 
an identical reSult to that of the heretofore de 
Scribed skirt except that the application is to 
Slacks, 
In Constructing the garment the elastic and in 

elastic Sections are cut separately,according to 
pattern and the two joined along the line of 
jointure by Sewing,Of course,it is possible to 
prepare the trouser or leg region and to Knit 
integrally with this Section,a Section of elastic 
fabric SO as to produce a garment having the 
prepared line of jointure. In the usual method 
of manufacture,however,the garment Will be 
madeinthe mannerindicated out oftwo Separate 
Sections; the elastic and inelastic Sections then 
being joined as indicated. 
The elastic Section may be comprised of a single 

front and Single back portion,the two being 
sewed together. It mayalso be made of one piece 
Cr the elastic portion may be comprised of four 
quarterst0 Wit:a front and back forthe left Side, 
and a front and back for the right Side,the four 
sections being SeWed together to form one unit, 
this being the preferred manner of construction. 
In Fig,11 the upper portion of the Slacks is 

Somewhat iike that Shown in Fig?10,except that 
the Side Sections 44?44 are joined together at 
the central portion So that the elaStic memberS 
present a horizontalstretch allaround the Waist 
1ine as indicated by the arrOWS, 
In Fig.12 the Slacks Shown are very Similart0 

those Shown in Fig.11,except that the Side SeC 
tions 45?45 have their lower portions Straight 
asshownat 46?46 instead of Curved,and Stretch 
horizontally around the Waistline as indicated by 
the arr0WS. 
Theslacksshown in Fig,13 are Very much like 

thoseshown in Fig,12,eXCept that the side SeC 
tions &T?47 have the Iower portion of the front 
and rear portions cut so a8 to present points 
48?48asshown in the figure. The elastic mem? 
bers 4T?47 provide horizontal Stretch around 
the Waistline. 
Tnal1 of the above modificationS,I employ the 

principle of having the line of jointure So de 
signed that the lower portion of the side or hip 
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6 
Sections are in a 10Wer plane than the lowest 
point of the central Section of the elastic mem 
bers,thus presenting an inelastic fabric section 
between the elastic side Sections. 
I claim: 
1. A garment having a lower part of inelastic 

fabric to Conceal the lower limbs of the Wearer, 
an upper elastic band about the Waist and hip 
regions of elasticity across the width of said 
garment,Said elastic band being lowest at the 
thigh regions and narrower acroSS the midseC 
tion of the b0dy of the wearer the narrowneSS of 
the elastic band,at the midsection 0f the abdo 
men of the wearer,approximating that of a Con 
ventional belt,and a flat Seam uniting Said band 
atits lowermost boundary With the lower part of 
Said garment whereby the region of union re 
mains Suficiently elastic aCroSS the Width Of the 
garment to varying girthS,to Conform the Same 
to the shape of the Wearer. 

2. Agarment having a 1ower part of inelastiC 
fabric to conceal the 1ower limbs of the Wearer, 
substantially triangular side Sections of elastic 
fabricshaving horizontal Stretch at the upper Side 
portions of Said garment,elastic front and back 
sections at the Upper portion of Said garment, 
Said front and back Sections joined to the upper 
edges of Said Side Sections,Said Sections present 
ing a horizontal stretch around Said garment,at 
the midsection of the abdomen of the Wearer 
approximating that of a Conventional belt,said 
Sections being Stitched at their lower portion to 
inelastic material Comprising the rest of the gar 
ment,providing an area With inelastic material 
between Said elastic side Sections,whereby the 
upper portion of Saidgarment haS Suficient elas 
ticity acroSS the Width of thegarment to fit vary 
ing girths and to conform itSelf to the Shape of 
the Wearer. 

3. A garment having a lower part of inelastic 
fabric to Conceal the lower limbs of the wearer, 
Substantially triangular Side Sections of elastic 
fabric having horizontal stretch at the upper Side 
portions of Said garment,elastic front and back 
Sections at the Upper portion of Said garment 
joined to Said Side Sections at the midSection of 
the abdomen of the Wearer approximating that 
of a conventional belt,inelastic material on the 
bias joined to the lower portions of Said elastic 
Sections,Said inelastic material running to the 
top central portion of Saidgarment wherebysufü 
cient horizontal StretCh is proVided aCrOSS the 
width of the garment for Warying girths and to 
conform the Same to the Shape 0f the Wearer. 

ESTHER CADOUS, 
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