The invention relates to a device and method for distributing a liquid and gas in a multiple-bed downflow reactor, such as a hydrocarbon processing reactor, like a hydrocracker. The device comprises respectively the method uses a distributor device comprising a substantially horizontal collecting tray (20) provided with a central gas passage (30). Gas passing in downward direction through the central gas passage is forced into a swirling motion by a swirler (100). This swirling motion has a swirl direction (107) around a vertical swirl axis (106) so that the gas leaves the central gas passage as a swirl (108). At a location above the collecting tray (20), a quench fluid is ejected into gas in an ejection direction, which is, viewed in a horizontal plane, at least partly opposite to the swirl direction (107).
Published:

— with international search report (Art. 21(3))

Declarations under Rule 4.17:

— as to applicant's entitlement to apply for and be granted a patent (Rule 4.17(H))
The present invention relates to a distributor device for a multiple-bed downflow reactor, a multiple-bed downflow reactor comprising such a distributor device, use of such a distributor device and reactor, respectively, in hydrocarbon processing and a distributing method for distributing liquid and gas in a multiple-bed downflow reactor.

Multiple-bed downflow reactors containing a number of superimposed reaction beds are used in the chemical and petroleum refining industries for affecting various processes such as catalytic dewaxing, hydrotreating and hydrocracking. In these processes a liquid phase is typically mixed with a gas phase and the fluids pass over a particulate catalyst maintained in the reaction beds. As the fluids pass concurrently through a reaction bed, the distribution of liquid and gas across the reaction bed will tend to become uneven with adverse consequences with regard to the extent of reaction and also temperature distribution. In order to achieve a uniform distribution of liquid and gas and of temperature in the fluids entering the next lower reaction bed, a fluid distributor device, of which there are many different types, is usually placed between the reaction beds.

Such a fluid distributor device is known from EP-A-716881. This device discloses a fluid distributor device for use between the reaction beds of a multiple-bed downflow reactor. This known device comprises:

- a substantially horizontal collecting tray provided with:
- a central gas passage and
- liquid passages around the central gas passage;
a swirler, which swirler:
- is located above the collecting tray around the central gas passage, and
- is provided with vanes defining a swirl direction and being arranged to impart a swirling motion to gas passing through the central gas passage so that the gas leaves the central gas passage as a swirl swirling in said swirl direction around a vertical swirl axis;
- one or more ejection nozzles located above the collecting tray and arranged for ejecting, in an ejecting direction, a quench fluid into the gas before said gas enters the swirler.

During normal operation, liquid descending from the upper reaction bed collects on the collecting tray where it accumulates to form a layer of liquid that covers the liquid passages so that flow of gas through them is precluded. The flow of gas into a lower portion of the reactor is passed through the swirler located on the collecting tray above and around the central gas passage and subsequently through the central passage. On entering the swirler, vanes impart a swirling motion to the gas which is only able to move downwardly through the central gas passage into the mixing chamber below the collecting tray. The swirl direction of the swirl motion of the gas is defined by the vanes of the swirler and is around an essentially vertical swirl axis. The swirling motion of the gas promotes gas-gas interactions and thus equilibration of the gas phase. Liquid collected on the collecting tray passes through the liquid passages into the guide conduits. The guide conduits have injection nozzles injecting the liquid into the swirl of gas coming from the central gas passage. This
liquid injected into the swirl leaves the injection nozzles in an injection direction.

In order to achieve a uniform distribution of liquid and gas and of temperature in the fluids entering the next lower reaction bed, a fluid distributor device, like the one of EP-A-716881 is frequently provided with one or more ejection nozzles to eject a quench fluid into the gas before it enters the swirler. For this purpose one of the embodiments of EP-A-716881 has a quench ring arranged above the collecting tray. The inner side of this quench ring is provided with a plurality of ejection nozzles. In use a quench fluid is ejected into the gas passing from the upper bed to the swirler. EP-A-716881 is silent about the ejection direction of the ejection nozzles. It can only be seen in the drawing that these ejection nozzles are arranged on the inner side of the quench ring and face in an inward direction of the quench ring. However, from practise it is known that, in order to prevent a pressure drop and consequently loss of energy, these ejection nozzles are directed in a horizontal plane, that the ejection direction is at an angle with respect to the radial extending between the ejection nozzle and the centre of the reactor such that the ejection direction is (partly) in the same direction as the swirl direction of the swirl imparted by the swirler.

The ejection direction of EP-A-716881 - as well as the ejection direction of the present invention - can mathematically be represented by an arrow, called ejection vector. In turn this ejection vector of EP-A-716881 - as well as the one of the present invention - can be represented by an orthogonal set of three vector components: a radial ejection vector extending perpendicular to the swirl axis, an axial ejection vector
extending parallel to the swirl axis and a tangential ejection vector extending tangentially with respect to the swirl axis. Taking into account this representation, the ejection direction of EP-A-716881 as known from practise - as described in the preceding paragraph - can be represented as follows: axial ejection vector has a length zero (meaning it is absent) as the ejection is in horizontal direction; the radial ejection vector is, viewed from the ejection nozzle, directed towards the centre of the reactor (which corresponds to the swirl axis); and the tangential ejection vector is, viewed from the ejection nozzle, directed in the same direction as the swirl direction.

The object of the invention is to provide an improved distributor device according to the preamble of claim 1.

This object is according to a first aspect of the invention achieved by providing a distributor device for distributing liquid and gas in a multiple-bed downflow reactor;

wherein the distributor device comprises:

- a substantially horizontal collecting tray provided with:
  - a central gas passage and
  - liquid passages around the central gas passage;
- a swirler, which swirler:
  - is located above the collecting tray around the central gas passage, and
  - is provided with vanes defining a swirl direction and being arranged to impart a swirling motion to gas passing through the central gas passage so that the gas leaves the central gas passage as a swirl swirling in said swirl direction around a vertical swirl axis;
- one or more ejection nozzles located above the collecting tray and arranged for ejecting, in a ejecting
direction, a quench fluid into the gas before said gas enters the swirler;
wherein the ejection direction is represented in an orthogonal set of three ejection vectors comprised of a radial ejection vector extending perpendicular to the swirl axis, an axial ejection vector extending parallel to the swirl axis and a tangential ejection vector extending tangentially with respect to the swirl axis; and

wherein the ejection nozzle is directed such that the tangential ejection vector of the ejection direction of the ejected quench fluid is directed opposite to the swirl direction. As the tangential ejection vector is directed in a direction, it is represented by an arrow having a length larger than zero (i.e. the tangential ejection vector is larger than zero).

The tangential ejection vector being directed opposite to the swirl direction, means that the ejection direction is, viewed in a horizontal plane, at least partly counterflow to the swirl direction. Due to the ejection direction being partly opposite the swirl direction, a pressure drop and loss of energy will occur. The expected result would therefore be a decrease of the performance of the reactor provided with the invented distributor device. However, experiments showed the opposite.

The performance of a first reactor provided with a first distributor device according to EP-A-716881 - having, as known from practise, the ejection direction in a horizontal plane at such an angle with respect to the radial that the radial ejection vector is directed towards the centre of the reactor and the tangential ejection vector directed in the same direction as the
swirl direction - was compared with the performance of
the same first reactor provided with a second distributor
device which was, except for the direction of the
ejection nozzles, the same as the first distributor
device. The quench fluid was in both cases a hydrogen gas
having a temperature lower than the temperature of the
fluid into which it is ejected. Comparative computational
model studies revealed, that, at the (horizontal) level
where the fluid enters into the bed following the
distributor device, applying the invention results,
viewed in a horizontal plane, in a 50% reduction of the
standard deviation of fluid temperature across the
catalyst bed. This standard deviation is in this
application also called the 'exit standard deviation'.

Reduction of this standard deviation reduces the catalyst
deactivation and makes it possible for the reactor to
continue longer in operation. Taking into account that
extension of the operation with one day can be equivalent
to an increase in profit of about one million euro,
reduction of this standard deviation is of very
significant importance.

With respect to the ejection nozzle, it is noted that
during normal use, the stream of fluid emerging from a
ejection nozzle will, according to the invention, in
general be a gas stream, but it is according to the
invention not excluded that the stream is a mixture of a
liquid and a gas. In the field of hydrocarbon processing,
the quench fluid is in general gaseous hydrogen
optionally comprising light carbons as an additive.

Further, with respect to the ejection nozzle, it is noted
that the stream emerging from this nozzle in said
ejection direction can be a jet-shaped, fan-shaped, cone-
shaped, etcetera. The ejection direction will be the main
direction.

According to a further embodiment of the distributor
device according to the first aspect of the invention, the ejection nozzle is directed such that the radial ejection vector of the ejection direction is directed to the swirl axis. As the radial ejection vector is in this embodiment directed in a direction, it is represented by an arrow having a length larger than zero (i.e. the radial ejection vector is larger than zero).

The radial ejection vector being directed towards the swirl axis, means that the ejection direction is, viewed in a horizontal plane, not fully, but partly, in counterflow to the swirl direction. This improves the homogeneity of the temperature across the swirl, assumably because the ejected quench fluid is better capable of reaching the centre of the swirl.

Simulative calculations show, that reduction of the so called 'exit standard deviation' is obtained already when the ejection direction and associated radial injection vector of a said injection nozzle define an angle of more than 2.5°, such as at least 5°, and that this reduction becomes considerable when this angle is at least 1.5°, such as at least 10°. Simulative calculations further show that the effect of the reduction of said 'exit standard deviation' appears to disappear when this angle becomes larger than 35°, and that the considerable reduction of said 'exit standard deviation' appears to diminish when this angle becomes larger than 30°.

According to a further embodiment of the distributor device according to the first aspect of the invention, the ejection direction and associated radial ejection vector of a said ejection nozzle consequently define an
angle in the range of [5°, 35°], such as in the range of
[7.5°, 30°] or in the range of [7.5°, 25°], like in the
range of [15°, 25°]. It is noted here that, throughout
this application, the indications 'i' and 'j' mean that
the respective value is included in the range, and the
indication ', ' 'up to'.

With respect to the angles between the ejection
direction and associated radial ejection vector, it is
noted that these are expressed in degrees, wherein 360°
corresponds with a circle.

According to a further embodiment of the distributor
device according to the first aspect of the invention,
the distributor device further comprises a mixing chamber
defined between the collecting tray and the distribution
tray.

According to a further embodiment of the distributor
device according to the first aspect of the invention,
the central gas passage is surrounded by a weir. This
weir prevents liquid from entering into the gas passage.

According to a further embodiment of the distributor
device according to the first aspect of the invention,
the distributor device further comprises a cover located
above the central gas passage and covering the entire
central gas passage. This cover prevents fluid from
approaching the central gas passage in a vertical
downward direction.

According to a further embodiment of the distributor
device according to the first aspect of the invention,
the distributor device comprises one or more guide
conduits arranged below the collecting tray, wherein the
guide conduits have first ends communicating with the
liquid passages of the collecting tray for receiving
liquid; and second ends provided with a injection nozzle
arranged to inject, in an injection direction, liquid received by the first ends into the swirl. Like the ejection direction of the ejection nozzles, also the injection direction of the injection nozzles can be defined as an orthogonal set of three injection vectors comprised of a radial injection vector extending perpendicular to the swirl axis, an axial injection vector extending parallel to the swirl axis and a tangential injection vector extending tangentially with respect to the swirl axis.

With respect to the terms 'injection' and 'ejection' as used in this application, it is noted that these are not intended to have physically a different meaning, these different terms are only intended to differentiate between what is associated to the swirl (the term 'injection') and quench (the term 'ejection')- Further, with respect to the injection nozzle, it is noted that the stream emerging from this nozzle in said injection direction can be a jet-shaped, fan-shaped, cone-shaped, etcetera. The injection direction will be the main direction.

According to a further embodiment of the distributor device according to the first aspect of the invention, the distributor device further comprises a substantially horizontal pre-distribution tray arranged below the central gas passage, above the distribution tray, and, in case present, lower than the optional injection nozzles of the one or more guide conduits, which pre-distribution tray is provided with an overflow weir at its perimeter and a plurality of openings near the perimeter.

According to a further embodiment of the distributor device according the first aspect of to the invention, the one or more guide conduits comprise at least eight
guide conduits distributed around the central gas passage.

According to a further embodiment of the distributor device according the first aspect of the invention, the injection nozzles of the one or more guide conduits are arranged to lie within the same horizontal plane.

According to a further embodiment of the distributor device according to the invention, the one or more ejection nozzles comprise a plurality of nozzles arranged around the swirl axis to lie within the same horizontal plane.

According to a further embodiment of the distributor device according the first aspect of the invention, the distributor device further comprises a substantially horizontal distribution tray located below the collecting tray, which distribution tray is provided with a plurality of downcomers for downward flow of liquid and gas; each downcomer optionally comprising an upstanding, open ended tube having an aperture at its side for entry of liquid into the tube.

According to a further embodiment of the distributor device according the first aspect of to the invention, the ejection nozzles are arranged to lie within the same horizontal plane. This same horizontal plane can according to an additional embodiment lie, viewed in vertical direction, at the same level as the vanes.

According to a second aspect, the invention also relates to a multiple-bed downflow reactor comprising vertically spaced beds of solid contact material, e.g. a catalyst, and a distributor device positioned between adjacent beds, wherein the distributor device is according to the first aspect of this invention.
According to a third aspect, the invention relates to the use of a distributor device according to the first aspect of the invention in hydrocarbon processing, such as in a hydrotreating and/or hydrocracking process.

According to a fourth aspect, the invention relates to the use of a downflow reactor according to the second aspect in hydrocarbon processing, such as in a hydrotreating and/or hydrocracking process.

According to a fifth aspect, the invention relates to a distributing method for distributing liquid and gas in a multiple-bed downflow reactor, such as a hydrocarbon processing reactor, like a hydrocracker;

wherein a distributor device is used, which distributor device comprises a substantially horizontal collecting tray provided with a central gas passage;

wherein gas passing in downward direction through the central gas passage is forced into a swirling motion having a swirl direction around a vertical swirl axis so that the gas leaves the central gas passage as a swirl;

wherein liquid is collected on the collecting tray;

wherein, at a location above the collecting tray and before the gas enters the swirler, a quench fluid, like a gaseous quench fluid, is ejected into said gas in an ejection direction, which is, viewed in a horizontal plane, at least partly opposite to the swirl direction.

According to a further embodiment of the fifth aspect, the ejection direction is represented in an orthogonal set of three ejection vectors comprised of a radial ejection vector extending perpendicular to the swirl axis, an axial ejection vector extending parallel to the swirl axis and a tangential ejection vector extending tangentially with respect to the swirl axis; wherein the tangential ejection vector is directed
opposite to the swirl direction. In this embodiment, the radial ejection vector may be directed to the swirl axis. According to still a further embodiment of the fifth aspect, the ejection direction and associated radial ejection vector define an angle in the range of [5°, 35°], such as in the range of [7.5°, 30°], like in the range of [7.5°, 25°] or in the range of [15°, 25°].

The invention will now be further described by way of example with reference to the accompanying drawings in which:

Figure 1 shows schematically a vertical cross-section of a portion of a multiple bed downflow reactor with a distributor device according to the invention;

Figure 2 shows schematically a 3-dimensional representation of a vector defined by a set of three orthogonal vector components; and

Figure 3 shows a view, according to arrows III in Figure 1, onto the collecting tray 20.

In the drawings like parts are denoted by like reference numerals.

Figure 1 shows a cross-sectional view through the portion of a multiple bed downflow reactor in the region between an upper bed 15 and a lower bed 115. This region between the upper bed 15 and lower bed 115 is provided with a distributor device 2. The general configuration of the reactor will be conventional and details such as supports for the distribution tray are not shown for purposes of clarity.

In this embodiment, the wall 5 of the reactor 1 and the support grid 10 support an upper reaction bed 15 of solid contact material, e.g. catalyst, in particulate form, over which catalyst reactants flow and are at least partially converted into product. The support grid 10 is
provided with passages (not shown) and may be of conventional type. Catalyst may be directly arranged on the support grid 10 or the catalyst may be arranged on a layer of support balls (not shown) which permit liquid and gas to flow downwardly out of the upper bed 15 and through the support grid 10, which support balls are arranged on the support grid 10.

The distributor device 2 comprises a substantially horizontal collecting tray 20 supported on a ledge 25 which is provided with a central gas passage 30 surrounded by a weir 35 and with liquid passages 40 around the weir 35. A substantially horizontal distribution tray 45 located below the collecting tray 20. The distribution tray 45 is provided with a plurality of tubular downcomers 50 for downward flow of liquid and gas. A cover 55 is located above the central gas passage 30 of the collecting tray 20 and covers the entire central gas passage, so that gas coming from the upper bed 15 is prevented from axially approaching the central gas passage 30. A mixing chamber 60 is defined between the collecting tray 20 and the distribution tray 45. Guide conduits 65 having first ends 70 and second ends 76 are arranged below the collecting tray 20. The first ends 70 of the guide conduits 65 communicate with the liquid passages 40 of the collecting tray 20 in order to receive liquid collected by the collecting tray 20. Each second ends 76 is provided with an injection nozzle 75 opening into the mixing chamber 60.

The distributor device 2 further comprises a substantially horizontal pre-distribution tray 80 arranged between the guide conduits 65 and the distribution tray 45, which pre-distribution tray 80 is
provided with an overflow weir 85 at its perimeter and a plurality of openings 90 near the perimeter.

During normal operation, liquid descending from the upper reaction bed 15 collects on the collecting tray 20 where it accumulates to form a layer of liquid that covers the liquid passages 40 so that flow of gas through them is precluded. The flow of gas into a lower portion of the reactor 1 is via a swirler 100 closed at its top by the cover 55. The swirler is provided with vertical vane members 95 and with horizontal gas passages 105 between the vane members 95. Gas descending from the upper reaction bed 15 is deflected off by the cover 55 and flows first radially outwards and then radially inwards towards the horizontal gas passages 105 of the swirler 100. On entering the horizontal gas passages, the vane members 95 arranged alongside the horizontal gas passages 105 impart a swirling motion to the gas which is only able to move downwardly through the central gas passage 30 into the mixing chamber 60 below. The swirling motion imparted results in that, at the lower side of the collecting tray 20, the gas leaves the central gas passage 30 as a swirl 108 swirling in a swirl direction 107 around a vertical swirl axis 106. The swirling direction 107 is defined by the vane members 95, and can be in the swirl direction 107 as indicated in Figure 1 or in the opposite direction. The swirling motion of the gas promotes gas-gas interactions and thus equilibration of the gas phase.

The liquid on the collecting tray 20 passes through the liquid passages 40 and into and through the guide conduits 65. For the purposes of clarity only two guide conduits 65 and corresponding liquid passages 40 are shown in Figure 1. The injection nozzles 75 at the second
ends 76 of the guide conduits 65 are so positioned that, during normal operation, liquid streams emerging from the injection nozzles 75 are injected, at a location below the collecting tray 20, into the swirl 108 of gas coming from the central gas passage 30.

Liquid from the guide conduits 65 accumulates on the pre-distribution tray 80 where it passes downwardly to the distribution tray 45 beneath through the openings 90 or, sometimes, by breaching the overflow weir 85. The vertical distance \((X)\) between the collecting tray 20 and the pre-distribution tray 80, and the vertical distance \((Y)\) between the pre-distribution tray 80 and the distribution tray 45 are preferably related such that \(X/Y\) is in the range from 1 to 3. Gas is deflected by the pre-distribution tray 80 and flows to the distribution tray 45.

The distribution tray 45 serves two purposes. Firstly, it evenly distributes liquid and gas before the fluids enter a lower reaction bed 115 and, secondly, it allows contact between liquid and gas to provide liquid-gas interaction.

The distribution tray 45 comprises a substantially horizontal plate 110 with a large number of tubular downcomers 50 to provide many points of distribution of liquid and gas over the lower reaction bed 115. Each downcomer 50 comprises an upstanding (substantially vertical), open-ended tube which extends through an opening in the plate 110. Each tube has an aperture 120 (or apertures) in its side for entry of liquid into the tube which aperture 120 is positioned below the top surface of the pool of liquid which forms on plate 110 during normal operation. The total number and size of the apertures 120 will be selected according to the desired
flow rate. Gas enters the top of the downcomer 50 and passes through it down to the lower reaction bed 115. In the downcomers 50 intimate mixing between gas and liquid phases occurs.

The distributor device further comprises means for distributing a quench fluid. These means comprise a quench ring 125 provided with ejection nozzles 130. The quench ring 125 is located between the support grid 10 and the collecting tray 20.

During normal operation, quench fluid can be emitted into the reactor through ejection nozzles 130 of the quench ring 125 where it comes into contact with liquid and gas descending from the upper reaction bed 15. The quench fluid may be a reactant (e.g. hydrogen gas in a hydrotreating or hydrocracking process), a product of the process or an inert material.

Prior to more specifically discussing details of the invention, we will first discuss Figure 2 in order to explain some general mathematical background used to define the invention.

Physical entities like forces, movements, speeds, directions etcetera can, in a 3D (three dimensional) environment, be expressed as a vector, like direction vector \( \mathbf{D} \) in Figure 2. Such a 3D-vector can be decomposed into vector components, one vector component for each dimension of the 3D environment. So vector \( \mathbf{D} \) is represented in so to say three vector components. The sum of these tree vector components then is vector \( \mathbf{D} \). A 3D environment can as such be created in several manners. A manner frequently used is the 3D environment defined by an orthogonal set of three vector components. In such an orthogonal set of three vector components, each vector component extends perpendicular with respect to both
other vector components. Doing so with the direction vector \( D \) in Figure 2, this direction vector \( D \) can be decomposed into a first vector component \( R \), a second vector component \( A \) perpendicular to vector component \( R \), and a third vector component \( T \) perpendicular to both the vector component \( R \) and vector component \( A \).

For the purpose of defining the present invention, the vector components \( R \), \( T \) and \( A \) are related to the swirling motion of gas in the mixing chamber 60. This results in:

- a radial vector component \( R \) - called in claim 1 the radial ejection vector - extending from the beginning of vector \( D \) to the swirl axis 106 and being perpendicular to the swirl axis 106;
- an axial vector component \( A \) - called in claim 1 the axial ejection vector - extending parallel to the swirl axis 106 and perpendicular to the radial vector component \( R \);
- a tangential vector component \( T \) - called in claim 1 the tangential ejection vector - extending in tangential direction of the swirl and perpendicular to both the radial vector component \( R \) and the axial vector component \( A \).

Further referring to Figure 2 and claim 1: the circle 200 represents very schematically the surface opening of a nozzle (which surface has a normal vector perpendicular to said surface which coincides with the arrow \( D \)) and arrow \( D \) represents the direction of the fluid stream - called in claim 1 the ejection direction - emerging from the nozzle 200. In Figure 2 also the swirl direction 107 has been indicated as a circular arrow around swirl axis 106. As one can see in Figure 2, the tangential ejection vector is directed opposite to the swirl direction 107.
The ejection direction D thus is partly opposite to the swirl direction and - neglecting axial movement in the swirl and centrifugal effects in the swirl - the tangential ejection vector is opposite the swirl direction. Viewed at the location of the nozzle 200, this tangential ejection vector T thus is so to say counter-flow to the swirl at the location of the nozzle 200.

Now, more detailed turning to the invention, Figure 3 shows a view, according to arrows III of Figure 1, onto the collecting tray 20. This view shows the circular quench ring 125, the ejection nozzles 130, the swirler 100 with vanes 95 determining the swirl direction 107, the direction 150 of streams emerging from the ejection nozzles 130 (which direction is called the 'ejection direction' 150, compare also arrow D in Figure 2), the radial component 151 of the ejection direction 150 (which radial component is called the 'radial ejection vector' 151, compare also arrow R in Figure 2), the tangential component 152 of the ejection direction 150 (which tangential component is called the 'tangential ejection vector' 152, compare also arrow T in Figure 2), and - viewed in the horizontal plane - the angle a of the ejection direction 150 with respect to the radial ejection vector 151. Taking into account, that the ejection direction 150 is in the embodiment of Figures 1 and 3 actually in the horizontal plane, the angle a is the same as the angle between the radial ejection vector 151 and the actual ejection direction 150 (note: the so called axial ejection vector - compare arrow A in Figure 2 - is in this case absent as it has a value zero due to the ejection direction being in the horizontal plane (which is the plane defined by the radial and tangential ejection vectors 150, 151, R, T).
As mentioned before, applicant found that directing the ejection direction 150 of the ejection nozzles 130 at least partly opposite the swirl direction, results in:

- viewed in a horizontal plane, an improved homogeneity of the temperature across the swirl; and

- a reduction of the standard deviation of the temperature of the fluid across the reactor at the (horizontal) level of the horizontal distribution tray 45 where the fluid enters the bed 115 following the distributor device 2 (which standard deviation will be called the 'exit standard deviation').

With a horizontal ejection direction 150 at an angle \( \alpha = -20^\circ \) (i.e. at least partly in the same direction as the swirl direction) and \( \alpha = 20^\circ \) with respect to the radial ejection vector 151 (i.e. at least partly opposite the swirl direction), simulative calculations on a real live hydrocracker reactor - having the liquid phase switched off - show that the so called 'exit standard deviation' is at \( \alpha = 20^\circ \) about 50% smaller than at \( \alpha = -20^\circ \) when a gas is used as quench. Also for \( \alpha = -10^\circ \) and \( \alpha = 10^\circ \), simulative calculations show that the 'exit standard deviation' is at \( \alpha = 10^\circ \) about 50% smaller than at \( \alpha = -10^\circ \) when a gas is used as a quench. This results in a longer use (about 1 month longer) of the reactor before maintenance for new catalyst replacement is necessary. The so called 'exit standard deviation' appears to be reduced for \( \alpha \geq 5^\circ \) and \( \alpha \leq 35^\circ \) (thus \( \alpha = [5^\circ, 35^\circ] \)), such as for \( \alpha \) is in the range of \([5^\circ, 25^\circ]\). An explanation for this reduction of the 'exit standard deviation' when the ejection direction is at least partly opposite the swirl direction, might be that due to opposite injection of the quench gas entering the swirler
100, the interactions between hot process gasses and the cold quench gasses are improved.

Taking into account that the swirl axis 106 will, in practical embodiments, coincide with the vertical centre axis of the central gas passage 30, the swirl axis 106 as used throughout this application can - in practical embodiments - be read as Vertical centre axis of the central gas passage'.
1. A distributor device for distributing liquid and gas in a multiple-bed downflow reactor; wherein the distributor device comprises:
   a substantially horizontal collecting tray (20) provided with:
   - a central gas passage (30) and
   - liquid passages (40) around the central gas passage;
   a swirler (100), which swirler:
   - is located above the collecting tray (20) around the central gas passage (30), and
   - is provided with vanes (95) defining a swirl direction (107) and being arranged to impart a swirling motion to gas passing through the central gas passage (30) so that the gas leaves the central gas passage (30) as a swirl (108) swirling in said swirl direction (107) around a vertical swirl axis (106);
   one or more ejection nozzles (130) located above the collecting tray and arranged for ejecting, in an ejection direction, a quench fluid into the gas before said gas enters the swirler (100);
   wherein the ejection direction (D, 150) is represented in an orthogonal set of three ejection vectors comprised of a radial ejection vector (151, R) extending perpendicular to the swirl axis (106), an axial ejection vector (A) extending parallel to the swirl axis (106) and a tangential ejection vector (152, T) extending tangentially with respect to the swirl axis (106);
   characterized, in that the ejection nozzle is directed such that the tangential ejection vector (152,
1) of the ejection direction of the ejected quench fluid is directed opposite to the swirl direction (107).

2. Distributor device according to claim 1, wherein the ejection nozzle is directed such that the radial ejection vector (151, R) of the ejection direction of the quench fluid is directed to the swirl axis (107).

3. Distributor device according to one of the preceding claims, wherein the ejection direction (150, D) and associated radial ejection vector (151, R) of a said ejection nozzle (130) define an angle of more than 5°, such as at least 7.5°.

4. Distributor device according to one of the preceding claims, wherein the ejection direction (150, D) and associated radial ejection vector (151, R) of a said ejection nozzle (130) define an angle of at least 10°.

5. Distributor device according to one of the preceding claims, wherein the ejection direction (150, D) and associated radial ejection vector (151, R) of a said ejection nozzle (130) define an angle of at most 35°.

6. Distributor device according to one of the preceding claims, wherein the ejection direction (150, D) and associated radial ejection vector (151, R) of a said ejection nozzle (130) define an angle of at most 30°.

7. Distributor device according to one of the preceding claims, wherein the ejection direction (150, D) and associated radial ejection vector (151, R) of a said ejection nozzle (130) define an angle in the range of [5°, 35°], such as in the range of [7.5°, 30°] or in the range of [7.5°, 25°], like in the range of [15°, 25°].

8. Distributor device according to one of the preceding claims, wherein:
- the distributor device further comprises a mixing chamber (60) defined between the collecting tray (20) and the distribution tray (45);
and/or
- the central gas passage (30) is surrounded by a weir (35);
- the distributor device further comprises a cover (55) located above the central gas passage and covering the entire central gas passage;
and/or
- the distributor device further comprises a substantially horizontal pre-distribution tray (80) arranged below the central gas passage (30), above the distribution tray (45) and, in case present, lower than the optional injection nozzles (75) of the optional one or more guide conduits (65), which pre-distribution tray (80) is provided with an overflow weir (85) at its perimeter and a plurality of openings (90) near the perimeter;
and/or
- one or more guide conduits (65) arranged below the collecting tray (20), wherein the guide conduits have:
  first ends (70) communicating with the liquid passages (40) of the collecting tray (20) for receiving liquid; and
  second ends (76) provided with an injection nozzle (75) arranged to inject, in an injection direction, liquid received by the first ends (70) into said swirl (108); wherein optionally
- the one or more guide conduits (65) comprise at least eight guide conduits (65) distributed around the central gas passage (30); and/or
the injection nozzles (75) of the one or more guide conduits are arranged to lie within the same horizontal plane; and/or

- the distributor device further comprises a substantially horizontal distribution tray (45) located below the collecting tray (20), which distribution tray (45) is provided with a plurality of downcomers (50) for downward flow of liquid and gas; each downcomer optionally comprising an upstanding, open ended tube having an aperture at its side for entry of liquid into the tube; and/or

- the one or more ejection nozzles comprise a plurality of ejection nozzles arranged around the swirl axis to lie within the same horizontal plane.

9. A multiple-bed downflow reactor comprising vertically spaced beds of solid contact material and a distributor device positioned between adjacent beds, wherein the distributor device is as defined in one of the preceding claims.

10. Use of a distributor device according to one of the claims 1-8 in hydrocarbon processing, such as in a hydrotreating and/or hydrocracking process.

11. Use of a downflow reactor according to claim 9 in hydrocarbon processing, such as hydrocracking, such as in hydrotreating and/or hydrocracking process.

12. A distributing method for distributing a liquid and gas in a multiple-bed downflow reactor, such as a hydrocarbon processing reactor, like a hydrotreater; wherein a distributor device (2) is used, which distributor device comprises a substantially horizontal collecting tray (20) provided with a central gas passage (30);
wherein gas passing in downward direction through the central gas passage (30) is forced into a swirling motion having a swirl direction (107) around a vertical swirl axis (106) so that the gas leaves the central gas passage as a swirl (108);

wherein liquid is collected on the collecting tray (20);

wherein, at a location above the collecting tray (20) and before the gas enters the swirler (100), a quench fluid, like a gaseous quench fluid, is ejected into said gas in an ejection direction (150, D), which is, viewed in a horizontal plane, at least partly opposite to the swirl direction (107).

13. Distributing method according to claim 12, wherein the ejection direction (150, D) is represented in an orthogonal set of three ejection vectors comprised of a radial ejection vector (151, R) extending perpendicular to the swirl axis (106), an axial ejection vector (A) extending parallel to the swirl axis (106) and a tangential ejection vector (152, T) extending tangentially with respect to the swirl axis (107); and wherein the ejection nozzle is directed such that the tangential ejection vector (152, T) is directed opposite to the swirl direction (106).

14. Distributing method according to claim 13, wherein the radial ejection vector (151, R) is directed to the swirl axis (106).

15. Distributing method according to one of the claims 13-14, wherein the ejection direction (150, D) and associated radial ejection vector (151, R) define, viewed in a horizontal plane, an angle (a) in the range of [5°, 35°], such as in the range of [7.5°, 30°], like in the range of [7.5°, 25°] or [15°, 25°].
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

INV. B01J8/00 B01J8/04 B01F3/04 C10G49/00

ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
B01J B01F C10G B01D

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>EP 0 716 881 AI (SHELL INT RESEARCH [NL]) 19 June 1996 (1996-06-19) cited in the application on col umn 1, lines 3-6 col umn 4, line 41 - col umn 6, line 59 figures 1,2</td>
<td>1-15</td>
</tr>
</tbody>
</table>

[X] Further documents are listed in the continuation of Box C. [X] See patent family annex.

* Special categories of cited documents:

A: document defining the general state of the art which is not considered to be of particular relevance
E: earlier application or patent but published on or after the international filing date
L: document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
O: document referring to an oral disclosure, use, exhibition or other means
P: document published prior to the international filing date but later than the priority date claimed
T: later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
X: document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
Y: document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
Z: document member of the same patent family

Date of the actual completion of the international search
14 March 2013

Date of mailing of the international search report
22/03/2013

Name and mailing address of the ISA/
European Patent Office, P.B. 5818 Patentlaan 2
NL-2280 HJ Rijswijk
Tel. (+31-70) 340-2040,
Fax. (+31-70) 340-3016

Authorized officer
Bauml i n, Sebasti en

Form PCT/ISA/210 (second sheet) (April 2005)
### DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 3 880 961 A (ALCOCK LESLIE) 29 April 1975 (1975-04-29) column 1, lines 3-29 column 3, line 25 – column 4, line 33 figures 1-4</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>US 5 635 145 A (DEN HARTOG ARIE P [NL] ET AL) 3 June 1997 (1997-06-03) claim 1; figure 1 column 3, line 37 – column 4, line 11</td>
<td>1-15</td>
</tr>
<tr>
<td>A</td>
<td>US 3 353 924 A (RIOPPELLE JAMES E) 21 November 1967 (1967-11-21) the whole document</td>
<td>1-15</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>EP 0716881 A</td>
<td>19-06-1996</td>
<td>NONE</td>
</tr>
<tr>
<td>US 2004228779 A</td>
<td>18-11-2004</td>
<td>CA 2467330 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1477222 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2004337854 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SG 115666 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004228779 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 602004013070 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1477221 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2004337853 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SG 115667 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004234434 A</td>
</tr>
<tr>
<td>US 2004151643 A</td>
<td>05-08-2004</td>
<td>EP 1447129 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2004237283 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004151643 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BE 810073 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 1014461 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 2401653 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FR 2214516 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 1397051 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IT 1008720 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 50066583 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 57022614 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 7400772 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 399364 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 3880961 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 9503739 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2156590 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1128177 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69502798 DI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69502798 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2116675 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 8066628 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5635145 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005163682 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CH 436226 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 1542461 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 1119887 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 6609889 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 306074 B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 3353924 A</td>
</tr>
</tbody>
</table>