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This invention relates to a personal appliance 
for restraining women's hair. - 
There have been developed in the course of 

years. numerous styles of hair dressing for women 
involving styles. of cutting, curling and arrange 
ment. Many, if not most current styles mini 
mize the use of old fashioned hairpin and other 
means for holding the hair in a tight arrange 
ment. On the contrary most of the styles de 
pend on the preparatory work of cutting or cut 
ting and curling the hair, which then if undis 
turbed falls naturally into its intended shaped 
arrangement. In the wind, when riding in an 
open conveyance as an automobile, boat or bi 
cycle or during athletic games the hair, usually 
is disturbed so much that it does...not of itself 
return to its original arrangement. - . 

- 4 Claims. (Cl. 132-46) 

an open hair-restraining appliance which com 
prises means for attaching the appliance positive 
ly to the head of a wearer. 

Because of its adjustability the open hair-re 
straining appliance of my invention can be made 
chiefly or wholly of inelastic or relatively in 
elastic material, which is not elongated by ap 

O 
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For the foregoing reasons it is useful to em 
ploy a hair-restraining appliance of open.struc 
ture which will engage the head of the wearer 
and confine the hair in several regions of the 
coiffure to hold the hair in its original arrange 
ment. There are, however, several factors which 

20 

render it difficult to provide a hair-restraining 
appliance of generally useful sort. If too definite 
in its form a hair-restraining appliance is inap 
plicable to different.head sizes and shapes and 
to differently shaped hair arrangements. If 
loosely, or limply constructed a hair-restraining 
appliance is incapable of performing its intended 
function because its restraining effect lacks posi 
tiveness. An open hair-restraining appliance 
made of rubber or rubber-like material by its very 
elasticity tends to distort the hair arrangement 
and may cause discomfort because of elastic pres 
sure and interference with circulation. 

It also is a matter of importance that, a hair 
restraining appliance purposed for general and 
public use be of pleasing appearance and in order 
that it so be it is necessary that the fundamental 
mechanical structure of the appliance be such as 
to adapt itself either to a pleasingly. simple or 
desirably ornamental effect. - 

It is the primary object of my invention to pro 
vide a hair-restraining appliance of open struc 
ture which is adjustable in a plurality of di 
mensions, so that it is adaptable to various head 
sizes and shapes, and to various arrangements of 
the hair to provide efficiency in use and comfort 
to the wearer. 
Another object of my invention is to provide 

an open hair-restraining appliance the funda 
mental mechanical structure of which is of a 
finished and pleasing appearance. -- 
A further' object of my invenition is to provide 
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plication to the head of a wearer to bind the 
appliance to the head by its tendency to contract 
in length. 

In the accompanying drawings illustrative of 
one embodiment of my invention: Fig. I is a front elevation of my hair-restrain ing appliance approximately in the position in 
which it is held before being placed on the head 
of the wearer. 

Fig. II is a fragmentary detail elevation of a 
portion of the brow or foundation band of the 
appliance showing particularly the engagement 
of the headbands of the appliance with the brow 
or foundation band thereof. . . . . . - 

Fig. III is an elevational view illustrating in a 
general way the use of my hair-restrairing ap 
pliance by showing one possible position of the 
appliance on the head of the wearer. . . . 

Fig. IV is a fragmentary elevational view show 
ing one means for attaching my hair-restraining 
appliance positively to the head of a wearer. 
"Fig. Wis a detail rear elevational view of the 

positive attaching means of Fig. IV showing such 
attaching means on an enlarged scale. , 

Fig. VI is a side elevational view of the attach 
ing means shown in Fig. V. 

Fig. VII is a fragmentary elevational view simi 
lar to Fig. IV but showing a modification in the 
means for attaching the hair-restraining appli 
ance to the head of a wearer. 

Fig. VIII is a fragmentary elevational view 
showing attaching means which are usable alter 
natively or additionally to the means shown in 
Figs. IV to VII inclusive for positive attachment 
of the appliance to the head of a wearer. 

Fig. IX is a detail view showing the attaching 
means of Fig.VIII inside elevation. 

Fig. X is a side elevational view showing the 
hair-restraining appliance positively attached to 
the head of a wearer, 

Fig. XI is a view illustrating a modification 
in one of the bands of which the hair-restrain 
ing appliance is composed. 

Referring particularly to Fig. I of the drawings, 
the brow, or foundation, band of the appliance 
is designated by reference numeral , with the 
upper region thereof which extends, over and . 
forwardly of the head specifically designated by 
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reference numeral b. Rearwardly or down 
wardly of region b of the brow, or foundation, 
band there are in ascending order neck band 3 
and one or more head bands, two Such bands 
A and 5 being shown, 
As explained above both the brow, Or founda 

tion, band and the neck and head bands 
which cross between regions of the brow or 
foundation band are composed of Some Suitable 
flexible material and as explained the relation 
of Such bands gives a maximum of adjustability 
in the appliance. 
Along both reaches of the brow, or foundation, 

band rearwardly and below the region b of 
that band there are a plurality of Sockets 2 
which, as shown particularly in Fig. II of the 
drawings, may be in the form of Sewed loopS. 
These sockets or loops 2 are in number Sufficient 
to accommodate additional bands if so desired 
or to provide adjusted position of head bands 
4 and 5 along brow or foundation band . De 
sirably these sockets or loops 2 are arranged at 
an angle to the longitudinal axis. Of the broW 
or foundation band if the latter is stretched out 
straight. So that the head bands aSSume a pri 
marily accommodated position when the appli 
ance is placed on the head of the Wearer. These 
head bands A and 5 may be made adjustable in 
their effective length at either or both their ends, 
adjustment at one end of each of the bands 
being shown. The illustrated means for effecting 
the adjustment are a plurality of cooperative 
engaging means placed on the inner Side of a 
looped region a of head band 4 and Similarly 
placed on a looped region 5d of head band 5, 
Such cooperative engaging means being shown 
as glove-type Snap fasteners 6 and 7 cooperating 
with the matching portions of the faStenerS 
placed in line on the inner or under Side of the 
main reach of the band. At the other end of 
head band 5 a loop 5b passes through a Socket 
loop 2 of the brow or foundation band and is 
engaged by a Similar glove-type Snap fastener 
7a, the cooperative parts of but one Snap fas 
tener being shown. The other end of head band 
& can be engaged with the brow, or foundation, 
band by passing its looped region 4b, through a 
Socket loop in the foundation band and Securing 
it by a glove-type Snap fastener 6d, or can be 
attached in the manner hereinafter described. 
By the above arrangement head bands ( and 
5 can be adjusted in different Socket loops along 
the length of the brow or foundation band by 
disengaging them at both ends thereof and they 
are adjustable in length by regulating the length 
of their looped regions Ed, and 3d to Shorten 
or lengthen each band. 
Neck band 3 engages with a Sewed Socket loop 

9 at one end of brow or foundation band and 
is similarly provided With a looped region 3d. 
adjustable in its effective length by cooperative 
fastening means shown as glove-type Snap 
fasteners on the under Side of the main reach 
of neck band 3 and on looped region 3 a. of the 
neck band. At its other end neck band is 
Secured to the other end of broW Or foundation 
band f, such engagement, as shown, being inade 
by passing looped region a Cf the brow or 
foundation band through a loop of the neck 
band sewed to provide a permanent, loop f. 
Brow or foundation band is itself adjustable 
in its effective length by means of its looped 
region a which is provided With cooperative 
fastening means with respect to the underlying 
reach of the band, such fastening means being 
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4. 
shown as glove-type snap fasteners 2 and it 
may be explained that for simplicity of con 
Struction the head band 4 can be engaged by 
paSSing foundation band loop a through the 
loop 4b of the head band. 
As an element which may be used or omitted 

as Seems desirable, a chin band 3 is engageable 
at the ends of foundation band . . This chin 
band is shown as readily detachable at both 
ends, aS by having a hook and eye engagement 
4 at the terminal loop 9 at one end of the 

foundation band and as by means of a glove-. 
type Snap fastener 5 placed on the loop 
formed at the remote end of neck band 3. 
In use of the appliance each wearer can 

readily determine the shape and dimensions of 
the appliance which gives the best results and 
greatest comfort with respect to the size and 
Shape of her head and the thickness and ar 
rangement of her hair. This adjustment can 
be made by adjusting the length of the brow or 
foundation band, by adjusting the length of the 
neck band and by adjusting the length of the 
head band or bands and their position with 
respect to the arched extent of the foundation 
band. Because of Such adjustability it is pos 
Sible for my hair-restraining appliance closely 
and effectively to engage the hair without the 
exertion of Such elastic pressure as to cause un 
due tightness in the engagement of the hair 
restraining appliance with the head of the 
wearer or disturb the coiffure. It may be made 
of any flexible material which adapts itself to 
the general taste of prospective wearers. 
To increase the comfort of the person wearing 

the hair-restraining appliance and/or to con 
tribute to the ornamental appearance of the ap 
pliance, I provide additionally mechanical means 
for Securing my hair-restraining appliance posi 
tively to the head of a wearer. Preferred means 
for effecting this purpose, in one Specific embodi 
ment thereof, is shown in Figs. IV to VI inclusive 
of the drawings. As therein shown such me 
chanical attaching means consists of an earring 
like fitting 6 which is connected with one of 
the bands (typically the foundation band) of the 
open structure of the appliance and which en 
gages the ear lobe of the Wearer in Sonne con 
venient manner. As shown, the ear fitting 6 has 
in its rearward, or inner structure a stirrupil 
formed to provide a Socket 8 through which the 
band may be passed and by means of which the 
fitting may be adjusted along the band. Along 
the edge of the earring structure there is a 
hinged clasp 9 which clamps the ear lobe of a 
wearer. Clearly any other form of ear clamp 
of Well known sort, such as a screw clamp or the 
like may be Substituted. 
In Fig. WII there is shown an adaptation of the 

Same fundamental device in which the base of 
the earring-like fitting has mounted thereon an 
ear muff 20, which ear muff may be made of fur, 
Velvet, Satin or other Suitable material and which 
if desired may be in any desired ornamental 
form. 
Other means for attaching the hair-restrain 

ing appliance positively to the head of a wearer 
may be provided alternatively or additionally to 
earring-like fittings for one or both of the ears. 
Such means consists of one or more hair-engag. 
ing clasps or hairpins attached to one or more 
of the bands of which the hair-restraining ap 
pliance is composed. As shown, such hair-en 
gaging means is a bobby pin 2 one leg of which 
is integrated with the band as by sewing and the 
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other leg of which clasps a small tress of hair. 
It is to be understood that if desired the chin 
band 3 may be included additionally to either 
or both means for positively engaging the hair 
restraining appliance to the head of the Wearer. 

Fig. XI illustrates an adjustment in one of the 
bands, which may be considered either as a chin 
band or a neck band in accordance with the posi 
tion on the head of the wearer which the appli 
ance is caused to assume. In Fig. XI as Specif 
ically shown, a foundation band 22 has extended 
ends 23 and 24 which for purposes of illustration 
can be taken as conjointly forming a chii band. 
At an intermediate point the ends 23 and 26 aire 
interconnected for length adjustment of the . 
strap, or band, by a slip-buckle 25. 

It will be noted that in the mechanical Struc 
ture of my hair-restraining appliance the gen 
eral appearance is neat and Symmetrical. Also 
most of the fastening means by Which the ad 
justments are made are so placed that they are 
not visible when the appliance is Worn and can 
be of such sort, as shown and described, that they 
do not detract from the neat and attractive ap 
pearance of the appliance. It is to be understood 
that the adjustability of the bands of which the 
hair-restraining appliance is composed provide 
for such fitting to the head of a Wearer that dis 
lodgement is not to be expected under normal 
conditions. The provision of mechanical means 
for positively engaging the appliance to the head 
of a wearer is, however, desirable in meeting con 
ditions which are particularly exacting, if the 
Wearer wishes to increase the feeling of Security 
in the position of the hair-restraining appliance, 
if an accurate fitting to the size of the head or 
arrangement of the hair is not made Or if ad 
ditional ornamentation is desired. 
In addition to the uses of my hair-restraining 

appliance which have been noted above, there is 
another and very important use. In Swimming 
the hair tends to escape from and to be disar 
ranged under a bathing cap, if one be Worn. If 
no cap be worn, the hair tends to Separate When 
wet into unsightly strings. In either case my 
hair-restraining appliance is useful in preserving 
a desired arrangement of the hair. 

Having described one embodiment of my in 
wention together . With certain modifications 
thereof, I wish it to be understood that various 
changes in shape, arrangement and in the 
Specific elements of the disclosed structure may 
be made without departing from the principle of 
my invention and that my invention is therefore 
to be restricted only by the limitations comprised 
in the statement of the appended claims. 
This is a continuation-in-part of my applica 

tion Serial No. 213,375, filed March 1, 1951. 
I claim as my invention: 
1. An Open hair-restraining appliance coin 

prising a broW or foundation band, a neck band 
attached at its ends to said foundation band, 
Said bands being independently adjustable in 
length, a head band attached at its ends to said 
foundation band and adjustable in its position 
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therealong, means associated with the Said head 
band at the inner side thereof in at least One 
region of its attachment to the Said foundation. 
band providing adjustment in the effective length 
of the said head band, and a fitting on One of Said 
bands effective positively to engage the Said ap 
pliance to at least one ear of a Wearer. 

2. An open hair-restraining appliance coil 
prising a brow or foundation band, a neck band 
attached at its ends to said foundation band, a 
head band attached at its ends to Said founda 
tion band and adjustable in its position there 
along, means associated with the Said head band 
at the inner side thereof in at least One region of 
its attachment to the Said foundation band pro 
viding adjustment in the effective length of the 
said head band, and a fitting adjustable along 
said foundation band effective positively to en 
gage the Said appliance to at least One ear of a 
Weae. 

3. An open hair-restraining appliance con 
prising a brow or foundation band having a Series 
of sockets therealong, a neck band attached at 
its ends to said foundation band, Said neck and 
foundation bands being each adjustable in length 
independently of the other said band, a plurality 
of head bands attachable in adjusted position 
along said foundation band by engagement With 
Selected sockets thereof and independently ad 
justable in length by the length of the portion 
thereof extended through Said Sockets, and a . 
fitting adjustable along the said follidatic; 
band effective positively to engage the said ap 
pliance to an ear of a Wearer. 

4. An open hair-restraining appliance coin 
prising a broW Or foundation band having a 
series of sockets therealong, a head band attach 
able in adjustable position along said foundation 
band by looping it through Selected Sockets of 
the said foundation band and adjustable in length 
by the length of the portion thereof extended 
through said sockets, cooperative fastening 
Enembers in hidden position on the inner surface 
of Said head band to Secure the loop of the head 
band engaging it to at least one socket, and an 
ornamental fitting on Said foundation band ef 
fective positively to engage the said appliance t 
an ear of a Wearer. 

MARGARET O. NEF. 
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