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My invention relates to bottle devices, and par 
ticularly to means of this character adapted for 
the application of liquids, such as cosmetics, an 
tiseptics, and the like. 
An object of the invention is to provide a de 

vice comprising a bottle and a holder therefor 
cooperating with each other So as to be handled 
as a unit of Sensible size and character, yet Sep 
arable into two useful unitS. 
Another object of the invention is to provide 

a, bottle adapted as a Srinall thin compact unit sit 
able for carriage in a coat pocket or a handbag 
and yet have ample dimensions that the bottle 
is readily held in the fingers, and also is self-Sup 
porting. 
Another object of the invention is to provide 

a bottle with a body capable, in given position, 
of causing the last Small amount of liquid therein 
to gravitate to a lowermost area in the bottle 
and from which the liquid may be removed by 
means of a brush or other applicator. 
Another object of the invention is to provide 

a combined Stopper and applicator for the bot 
tle in which the stopper is of a construction and 
length to facilitate holding the applicator in the 
fingers of the hand, in the manner of holding a 
pencil. 
Another object of the invention is to provide 

means operative between the holder and the bot 
tle with a force slip action whereby the bottle 
Inay be placed readily and atched in position in 
the holder, which will then provide a large base 
whereby the bottle will not readily tip over. 
Another object of the invention is to construct 

the holder of the Stated unit to be of substan 
tially rigid character, yet which is of such shape 
and relation to the bottle that it may yield Suffi 
ciently to act directly as the movable element 
of the aforesaid slip release nea.S. 
A further object of the invention is to provide 

a unit of the above indicated character that is 
simple and durable in construction, economical 
to manufacture and effective in operation. 
With such objects in view, as well as other ad 

Wantages which may be incident to a utilization 
of the improvements, the invention comprises the 
parts and combinations thereof hereinafter set 
forth and claimed, with the understanding that 
the Several necessary elements constituting the 
Same inay be varied in proportion, arrangement 
and texture without departing from the spirit 
and Scope of the invention. 

In order to make the invention more clearly 
understood, means are shown in the accompany 
ing drawing for carrying the same into practical 
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effect, without limiting the improvements in the 
Seful applications thereof, to the particular con 

Structions which, for purposes of explanation, 
aire made the Subject of illustration. 
In the drawing: 
Fig. 1 is an enlarged top plan view of a holder 

and bottle unit eimbodying the example of the 
invention herein set forth; 

Fig. 2 is a Side view, partially in elevation and 
partially in Section, of the structure of Fig. 1; 
aid 

Fig. 3 is an end view, partially in elevation and 
partially in section, as viewed from the right of 
Fig. 2. 

Fig. 4 is a perspective view of the assembled 
bottle and holder unit. 

Referring to the drawing, the device therein 
shown connprises, in general, a bottle 0, a com 
bined Stopper and applicator 2, and a holder 4. 
The bottle, in this instance, comprises a body 

Winich, in all horizontal planes between the up 
per and lower limits of the body proper, is of 
narrow elongated Substantially oval contour hay. 
ing longitudinal opposite sides 6 of long radius 
&nd ends 8 of short radius. A dome-like upper 
portion 20 is Surmounted by a neck 22, and is 
Surrounded at its base by an outwardly project. 
ing bead or flange 24. The lower portion 26 of 
the body, beneath the flange 24, has the afore 
Said oval horizontal plane contours of down 
Wardly progressively smaller area in all horizon. 
tal directions, terminating in a flat bottom 28. 
Each Side S is provided with a short, bead-like 

Outer projection or latch element 30 extending 
along the corresponding side 6 across the lat 
eral central vertical plane axis of the bottle body 
and the neck 22, substantially parallel to, and 
Spaced slightly below, the flange 24. 
The Stopper 2 has a relatively long handle or 

top portion 32, provided, in this instance, with 
Spiral convolutions, somewhat in the manner of 
a cornucopeia. The base 34 of the handle 32 has 
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Screw threaded attachment to the neck 22, and 
carries a brush or applicator 36 which projects 
from the handle 32 into the bottle. The appli 
cator may be any of various types, but, in the 
example, in which the liquid employed is finger 
nail polish, the applicator has a rigid upper shank 
36 anchored in the handle 32, and a lower brush 
40. The brush, as seen in Fig. 3, preferably ex 
tends to the bottom of the bottle in the ful 
closed position of the handle. Thus, with the 
bottle and the brush formed and related as 
shown, the brush will be entirely effective even 
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when only a very small amount of the liquid re 
mains in the bottle. 
The holder 4, which in this example is de 

sirably constructed of suitable opaque plastic 
material, is of substantially cup shape having a 
relatively heavy large base 42. Sides 44 of the 
holder are of uniforn. Substantially Oval area, in 
all horizontal planes conforming to but slightly 
larger than the oval area of the bottle imme 
diately under the flange 24. A top edge or shoul 
der 46 of the sides 44 constitute a seat or rest 
for the flange 24 of the bottle. 
The longer sides of the holder fig are provided, 

at the inner surfaces thereof, with receSSes Ol' 
latch means 8 for slip latching and releasing 
COOperation with the beads or detentS 3. 

Although the holder may be of relatively heavy 
wall construction and constructed of material 
having only slight elasticity, by reason of the 
elongated oval horizontal Section, there will be 
sufficient lateral yield of the long sides of the 
holder such that, when the bottle is pressed 
downwardly into the holder, the above men 
tioned slip latching will occur without damage 
to the holder. 

Further, with a little lateral play between the 
holder and the bottle, the latching and release 
may be assisted by Slight pressure against the 
ends of the holder oval to cause the long SideS 
of the oval to move slightly apart. 

It is contemplated to furnish the unit and its 
contents for first Sale to a purchaser, With all of 
the parts shown, in which case the cup or ice 
ceptacle provides a wider and more stable base 
for the bottle and, of course the contents of the 
bottle can be dispensed Without l'engval from 
the cup. On the other hand, the bottle and 
cup can be separated, and used Separately if de 
sired, and can be readily reassembled. When 
separated, the flat oval shape of the bottle con 
veniently fits the hand and the inwardly tapered 
construction causes the rail polish Ol' other 
liquid to fiow toward the center of the bottom of 
the bottle. The tapered construction of bottle 
also facilitates propel' positioning of the bottle 
when inserted into the cup receptacle. The long 
top 32 on cap enables the cap to lie held in the 
fingers of the hand in the manner of a pencil 
and is sufficiently long to brace against the fore 
finger thus making it unnecessary to tightly 
grasp the base portion of the cap between the 
tips of the forefinger and thumb to insure hold 
ing and also to insure accuracy of application by 
the birush. Further, the convolutions on the cap 
provide a better finger grip for other manipula 
tions of the cap. 
I claim: 
1. The combination of a bottle having rest 

means and detent means intermediate the top 
and botton of the bottle, and an integral Sup 
porting holder for the bottle and having a Sup 
porting base and side Walls with an open top, the 
holder being arranged to receive a portion of 
the gottle that is below said lest means and Sur 
round it on all sides below such rest means and 
including a seat for said rest means and a latch 
Ineans for said detent. 

2. The combination of a bottle having rest 
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4. 
means and detent means intermediate the top 
and bottom of the bottle, the bottle below the 
rest means having converging walls, and a one 
piece Supporting holder for the bottle and having 
a Supporting base and side Walls with an open 
top, the holder being arranged to receive the 
converging portion of the bottle by insertion of 
the bottle by movement in the direction toward 
its bottom and including a seat for said rest 
means and latch means for said detent, the Con 
verging walls facilitating positioning of the bottle 
in the holder for engagement of the detent and 
latch means. 

3. In a device of the character described, a. 
Supporting receptacle having a base, upstanding 
side walls and an open top, a bottle received in 
the open top of Said receptacle and having a pro 
truding ridge intermediate the top and bottom 
thereof which engages the top of said receptacle 
to support the bottle therein, and a cooperating 
detent ridge and groove formed on said bottle 
and the interior of Said receptacle respectively 
and adapted to engage each other when the Sup 
porting ridge is resting on the top of Said Ire 
ceptacle. 

4. In a device of the character described, a 
supporting receptacle element having a base, up 
standing sidewalls and an open top, a bottle ele 
ment received in the open top of Said receptacle, 
and having a protruding ridge intermediate the 
bottom and top thereof which engages the top 
of said leceptacle to support the bottle therein, 
said elements having a cooperating detent and 
latching groove, respectively, one formed on the 
outside of said bottle, and the other on the in 
side of said receptacle engaging each other' when 
the Supporting ridge is resting on the top of Said 
receptacle. 

5. The combination of a bottle having lest 
means disposed in a horizontal plane around Said 
bottle between the top and bottom thereof with 
respect to the upright position of Said bottle on 
its base, and a supporting receptacle for Said 
bottle, said receptacle comprising a base portion, 
a unitary open cup portion extending upwardly 
from Said base portion and completely surround 
ing the lower portion of said bottle when inserted 
therein, said bottle and the interior of said re 
ceptacle having respectively a cooperating de 
tent and detent receiving depression, Said bottle, 
when latched in Said receptacle, contacting it 
only on the lower Side of Said rest roleans and at 
Said detent, and detent-receiving portions. 

CHARLES H. BURGER. 
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