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To all, whom it may concern: 
Beitknown that I, ROBERTPHILPOT, of Mel 

rose, in the county of Middlesex and State of 
Massachusetts, have invented certain new and 
usefullmprovementsin Dumping-Wagons, of 
which the following is a specification. 
This invention relates to wagons, particu 

larly for the collection and transportation of 
ashes and other like material, and has for its 
object to provide a wagon having a low body 
adapted to be advantageously loaded and of 
Such construction that the entire load can be 
dumped by gravitation. 
The invention consists in the improvements 

which I will now proceed to describe and claim. 
Of the accompanying drawings, Figure 1 

represents a side elevation of the dumping 
wagon embodying my invention, the hinged 
side and end pieces being raised. Fig. 2 rep 
resents a section on line 22 of Fig. 1. Fig. 
3 represents a rear end elevation, the hinged 
side and end pieces being raised. 
The same letters of reference indicate the 

same parts in all the figures. 
The body of my improved wagon has a bot 

tom composed of two longitudinally-extend 
ing side portions at a, which slope downwardly 
from the longitudinal center to the longitudi 
nal edges of the body, their upper edges form 
ing a longitudinally-extending ridge a. 

b represents a fixed front end piece extend 
ing across and above the bottom and forming 
the frontend wall of the load-containing space. 
The bottom has a rear portion a, which slopes 
downwardly from the rear end of the ridge at 
to the extreme rear end of the body. 

c c represent fixed side pieces attached to 
the bottom and located at opposite sides of the 
inclined end portion a, the forward ends of 
the fixed side piecese coinciding with the rear 
ends of the portions a a of the bottom. 

did represent side pieces which are hinged 
at d to the fixed front end piece b and the 
fixed side pieces 6. 

e represents a rear end piece which is hinged 
at e to the fixed side pieces c. The hinged 
side pieces did and e are adapted to Swing out 
wardly and upwardly from the body, as indi 
cated in Figs. 1 and 3. Suitable means, such 
as pivoted catches ff, are provided for lock 
ing the hinged side pieces in their closed po 
sition. 
The rear axle g extends across the under 

side of the bottom and has offset arms g', on 
which the rear wheelsh h are mounted, the 
said offset arms being located at about the 

center of the length of the fixed side piecese, 
So that the rear wheels do not extend forward 
of the fixed side pieces and are therefore out 
of the path of the material which is dumped 
from the sides of the body. 
The forward axle has a suitable swinging 

connection with the body, so that it can be 
turned as usual to guide the wagon. I have 
here shown the body provided with an arched 
or offset framey, projecting forward from the 
front end of the body, the bolster being af 
fixed to the said frame. The form of the 
frame is such that the forward wheels m, are 
adapted to Swing inwardly under the frame. 
The forward axle has a suitable pivotal con 
nection by means of a king-bolt or otherwise 
with the bolster. 

It will be seen that the body is supported 
So near the ground that it can be very advan 
tageously loaded and that when the load is 
being dumped the scattering of the load is re 
duced to the minimum. The inclined por 
tions a C of the bottom terminating in ad 
vance of the rear wheels provide for the dis 
charge of the load from the sides of the body 
between the wheels. The rear incline pro 
vides for the discharge of the load from the 
rear end of the body. 
The rear axle may be straight instead of 

offset and located at such height that it will 
be below the rear bottom portion a. 

I claim 
1. A dumping- wagon comprising a body 

having a bottom composed of two longitudi 
nally-extending side portions sloping down 
Wardly from the longitudinal center to the 
longitudinal edges of the bottom, and a rear 
portion sloping downwardly to the rear end 
of the bottom, fixed side pieces at the sides 
of the said rear portion, a fixed front end 
piece at the forward end of the bottom, mov- . 
able side pieces hinged at their upper edges 
to the fixed front and side pieces, and a mov 
able rear end piece extending across the rear 
end portion and hinged at its upper edge to 
the fixed side pieces, a rear axle extending 
under the said rear end portion, rear wheels 
on said axle coinciding with the fixed side 
pieces, and a forward axle having suitable 
wheels pivotally connected with the forward 
portion of the body. 

2. A dumping- wagon comprising a body 
having a bottom composed of two longitudi 
nally-extending side portions sloping down 
wardly from the longitudinal center to the . 
longitudinal edges of the bottom, and a rear 
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portion sloping downwardly to the rear end 
of the bottom, fixed side pieces at the sides 
of the said rear portion, a fixed front end 
piece at the forward end of the bottom, mov 
able side pieces hinged at their upper edges 
to the fixed front and side pieces, and a mov 
able rear end piece extending across the rear 
end portion and hinged at its upper edge to 
the fixed side pieces, a rear axle extending 
under the said rear end portion, rear wheels 
on said axle coinciding with the fixed side 

pieces, an offset frame attached to the for 
ward end of the bottom, and a forward axle 
pivoted to said frame and having wheels 
adapted to swing under the frame. 

In testimony whereof I have affixed my sig 
nature in presence of two witnesses. 

ROBERT PHILPOT. 
Witnesses: 

E. BATCHELDER, 
C. F. BROWN. 

  


