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To all, whon, it nagy concert. 
Beit known that we, FRANCESA. GREENLAW 

and MANSFIELD E. HoLMES, citizens of the 
United States, residing at Marinette, in the 
county of Marinette and State of Wisconsin, 
have invented new and useful Improvements 
in Tables, of which the following is a specifi 
cation. 
Our invention relates to improvements in 

tables; and it consists in a certain peculiar 
table designed more particularly for use in 
kindergartens and similar institutions. 
The novelty, utility, and practical advan 

tages of the invention will be fully under 
stood from the following description and 
claims when taken in conjunction with the 
accompanying drawings, in which 

Figure 1 is a perspective view of our im 
proved table as it appears when the top is in 
position on the hollow body or receptacle and 
the table is to be used for the purposes of an 
ordinary kindergarten-table; Fig. 2, a verti 
cal longitudinal section of the table, taken in 
the plane indicated by the broken line 22 of 
Fig. 1; and Fig. 3, an end elevation, partly in 
section, of the table as it appears when the 
top is swung off the hollow body or recepta 
cle to permit of children playing with sand 
or other substance contained in the latter. 

Similar letters of reference designate corre 
sponding parts in all of the views of the draw 
ings, referring to which 
A is the hollow body or receptacle of our 

improved table, which is preferably of wood 
and rectangular inform; BB, legs connected 
to and constituting the preferred support of 
the hollow body or receptacle and having cast 
ers a, so as to admit of the table being moved 
with but little effort when the body or recep 
tacle is filled with sand or other heavy sub 
stance; C, a top, also preferably of Wood, re 
movably mounted on the hollow body or re 
ceptacle and having by preference one-inch 
squares grooved or marked on its upper side, 
as indicated by b, DD, lugs disposed on the 
under side of the extended end portions of 
the top C and arranged when the top is in the 
position shown in Figs. 1 and 2 to hold the 
top against casual endwise movement with 
respect to the body, and E E swinging arms 

pivoted to the body A at c and to the lugs 
of the top at d. The lugs and arms are pref 
erably of metal, and the former are connect 
ed to the top by screws e or other suitable 
means. Said lugs are also preferably recessed 
at their inner sides, as indicated by f, this to 
afford play-spaces for the upper ends of the 
arms E, which in the preferred embodiment 
of the invention are pivotally connected to 
the lugs, and hence to the top, by trunnionsg, 
journaled in the lugs. The points at which 
the arms E are pivotally connected to the top 
Care preferably disposed in the same plane 
as the longitudinal median line of the top, as 
best shown in Fig. 3, this in order to enable 
the top to bear on the corner of the body in 
cident to the movements of the top off and 
on said body and permit of such movements 
of the top being effected with ease and fa 
cility. We also prefer to make the top C of 
a width corresponding to the distance from 
the floor to the upper side of the body A in 
order that when the top is moved off the body 
its lower edge will bear on the floor, as shown 
in Fig. 3, and its Weight will be removed from 
the arms C. This provision is materially ad 
vantageous, since it prolongs the usefulness 
of the arms E and the connections between 
the same and the body and top. 
When the top is in the position shown in 

Figs. 1 and 2, the table may be used for the 
same purposes, as the Ordinary table, while 
when said top is in the position shown in Fig. 
3 the table serves as a holder for sand or 
other substance in which children grouped 
about the table may conveniently play, and 
the top C does not interfere with children 
standing at the side of the table at which it 
is placed and playing in the sand in body A. 
From this it follows that the improved ta 
ble is useful as a table and a sand holder or 
tray of corresponding size. This will be ap 
preciated as a material and important advan 
tage when it is remembered that the floor 
space in the average kindergarten is small 
and that kindergarten-tables and sand-trays 
have to be large enough to enable a number 
of children to assemble about them. 
The hollow body A is preferably lined with 

sheet metal h, Fig. 2, to prevent leakage 
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when water is mixed with the sand, clay, or 
other substance contained therein, and the 
under side of the top C is preferably covered 
with sheet metal-i. e., the latter to prevent 
the water mixed with the sand or clay from 
warping the top. 
When desired, the body A may be equipped 

with a staple and lock and the top C with a 
hasp, Fig. 3, so that the top may be conven 
iently locked in the position shown in Figs. 1 
and 2 when it is desired to prevent the chil 
dren from raising it. 

Notwithstanding its advantages as pointed 
out in the foregoing it will be appreciated 
that our improved table is simple and inex 
pensive in construction and quite as durable 
as the ordinary kindergarten-table. 
While designed more particularly for kin 

dergarten purposes, the improved table may 
obviously be used in any other connection for 
which it is adapted. 
We have entered into a detailed descrip 

tion of the construction and relative arrange 
ment of parts embraced in this the preferred 
embodiment of our invention in order to im 
part a full, clear, and exact understanding of 
the same. We do not desire, however, to be 
understood as confining ourselves to such 
specific construction and arrangement of 
parts, as such changes or modifications may 
be made in practice as fairly fall within the 
scope of our claims. 
Having described our invention, what we 
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claim, and desire to secure by Letters Patent, 
S 

1. In a table, the combination of a suitably 
supported receptacle, a top removably ar 
ranged on and covering the receptacle; said 
top being of a width corresponding to the dis 
tance between the upper side of the recepta 
cle and the floor on which the same is sup 
ported, and vertically-swinging arms pivot 
ally connected to the receptacle, and pivot 
ally connected to the top at points in the 
same plane as the longitudinal median line 
of the top. 

2. In a table, the combination of a suitably 
supported receptacle formed of wood and 
lined with sheet metal, a top arranged on and 
covering the receptacle; said top being 
formed of wood and having its under side cov 
ered with sheet metai, and being of a width 
corresponding to the combined height of the 
receptacle and the support thereof, and ver 
tically-swinging arms pivotally connected to 
the receptacle, and pivotally connected to 
the top at points in the same plane as the lon 
gitudinal median line of the top. 
In testimony whereof we have here unto set 

our hands in presence of two subscribing wit 
0SS0S. " . 

FRANCES A GREENLAW. 
MANSFIELD E. HOLMES. 

Witnesses: 
JULIA E. GULLICKSON, 
CLARENCE. W. INGRAM. 
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