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THREE UNIT WALLET 

Albert C. Linehan, Canandaigua, N. Y., assignor 
to Hickok Manufacturing Company, Inc., Roch 
ester, N. Y., a corporation of New York 
Application July 29, 1949, Serial No. 107,560 

4. Claims. 
1. 

The invention relates to a three unit wallet. 
An object of the present invention is to provide 

a simple, comparatively inexpensive and highly 
attractive wallet of strong and durable construc 
tion, comprising a wallet having inner and Outer 
walls to form a bill compartment and provided 
exteriorly of its inner wall with pockets, a re 
movable and reversible bill holder confined within 
the wallet against accidental displacement and 
having a bill receiving compartment and pro 
vided at the outer face of its inner Wall with an 
end pocket, and having its inner Wall cut away 
at the lower corner of its other end to provide 
an opening for exposing the contents of the bill 
holder and of a size to permit bills to be removed 
through the opening without opening or spread 
ing the inner and Outer Walls of the bill holder, 
and a card case mounted in one of the exterior 
pockets of the Wallet and operable to enable the 
card case to be opened for eXposing its contents 
without removing it from the pocket of the wallet. 
Another object of the invention is to provide a 

wallet having its opening at the top edge of its 
outer wall shorter than the length of the insert 
able bill holder and provided with inner Wall por- 2 
tions attached to the top edge of the outer wall 
and cut away at the inner edge at an angle and 
forming pockets arranged to be engaged by the 
ends of the bill holder to prevent accidental dis 
placement of the same. 
Another object of the invention is to provide a 

structure of this character which will enable the 
Separate bill holder to be inserted in the wallet 
With a Straight direct downward movement and 
to be withdrawn therefrom by a straight upward 
movement without bending or canting the re 
movable bil holder. - 
Another object of the invention is to provide a 

wallet having a separate bill holder adapted when 
inserted in the wallet to form a divider for di 
viding the interior of the wallet into separate bill 
compartments and capable of being arranged 
Within the Wallet with its end pocket and corner 
Opening facing in Wardly or outwardly. 
Another object of the invention is to provide 

a Wallet having pockets arranged exteriorly of 
its inner Wall and equipped with a card case pro 
vided with inner and outer cover portions and 
having its inner cover portion arranged within one 
of the pockets of the wallet and provided with a 
tongue extending through the outer wall of the 
pocket adjacent the outer end thereof and pro 
vided with a fastener part cooperating with a 
fastener part mounted on the outer cover portion 
of the card case for Securing the card case in 
position in Said pocket and also to hold the card 
case closed. 
With the above and other objects in view, the 

invention consists in the construction and novel 
combination and arrangement of parts hereinaft 
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er fully described, illustrated in the accompanying 
drawings and pointed out in the claims hereto 
appended, it being understood that various 
changes in the form, proportions, and minor de 
tails of construction, within the scope of the 
claims, may be resorted to without departing 
from the spirit or sacrificing any of the advan 
tages of the invention. 

In the drawings: 
Fig. 1 is an elevation of a three unit wallet con 

Structed in accordance with this invention and 
shown unfolded to Show the card case and one 
of the pockets in elevation; 

Fig. 2 is a horizontal sectional view taken on 
the line 2-2 of Fig. 1; 

Fig. 3 is a transverse sectional view taken on 
the line 3-3 of Fig. 1; ? 

Fig. 4 is a similar view taken on the line 4-4 
of Fig. 1; 

Fig. 5 is a perspective view 
bill holder; 

Fig. 6 is an elevation of the wallet with the card 
case removed and showing in dotted lines the 
upper corners of the removable bill holder en 
gaged with the pockets at the top of the wallet 
and showing the ends of the bill holder in dotted 
lines and the opening of the wallet at the upper 
edge of the inner wall extended slightly beyond 
the ends of the bill holder; 

Fig. 7 is a perspective view of the card case re 
moved from the wallet and shown partly open; 

Fig. 8 is a plan view of the blank from which 
the outer wall, the pocket forming members and 
the flaps thereof are formed; 

Fig. 9 is a plan view of the inner wall of the 
wallet; 

Fig. 10 is a plan view of the inner wall of the 
removable bill holder; - 

Fig. 11 is a plan view of the pocket forming 
member of the removable bill holder; 

Fig. 12 is a plan view of the outer wall of the 
removable bill holder. 

In the accompanying drawings, in which is ill 
lustrated a preferred embodiment of the inven 
tion, the three unit wallet includes a wallet com 
prising an outer wall provided at its ends with 
pocket forming members 2, having at their upper 
portions flaps 3 which are folded downwardly and 
in Wardly over the end portions of an inner wall 4. 
The Outer Wall, the pocket forming members and 
the flaps are formed from a blank illustrated in 

of the removable 

Fig. 8 of the drawings of flexible sheet material 
Such as leather, but any other suitable material 
may, of course, be employed in the manufacture 
of the three unit wallet. The upper marginal 
portion 5 of the outer wall is folded inwardly 
and adhesively secured to the inner face of the 
Wall to form its Smooth upper edge which ex 
tends from one end of the wallet to the other. 
The lower marginal portion 6 is folded upwardly 
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and is adhesively secured at its central portion 
to the inner face of the outer wall to provide a 
smooth lower edge between the pocket forming 
members 2; and the rest of the marginal portion 6 
is adhesively secured to the pocket forming men 
bers 2 after the latter are folded inwardly to 
form pockets. 
The flaps 3 of the pocket forming members are - 

provided at their ends adjacent the inner side 
edges with vertical slits 7 and have notches. 8 in 
their inner side edges adjacent the inner ends of 
the slits to provide tongues 9 which engage.hori 
zontal slots 0 in the end portion of the inner wall 
4 when the flaps are folded downwardly and in 
Wardly against the inner face thereof, the notches 
8 forming an interlock with the inner ends of the 
slots 0. 
The flaps 3 of pocket forming members are pro 

vided adjacent the terminal portions of the upper 
edge of the-outer wall with slits extending in 
wardly, horizontally in alignment with the upper 
edge of the outer Wall and then downwardly and 
outwardly to form inclined portions 2, which unt 
derlie the horizontal portions of the slits, and the 
flaps are-folded downwardly and inwardly...to pro 
vide a-fold. : f3 at the lower ends of the inclined 
portions of the slits. The slitting of the pocket 
forming members provides inner wall portions f4 
having horizontal upper edges and inclined inner 
edges which extend downwardly and outwardly 
beneath the upper edges of the inner Wall por 
tions. These inner wall portions 4. are stitched 
at their upper horizontal edges to the outer wall 
at the upper edge thereof and they form pockets 
which are arranged to be engaged by the ends of 
the removable bill holder for retaining the same 
against, accidental displacement. When the re 
movable: billholder is at the downward limit of 
its movement and is adjacent the inner face of 
the inner wall, it will be seen, as clearly illus 
trated in Fig. 6 of the drawings, that the opening 
of-the-wallet at the upper edge of the inner wall 
is of slightly greater length than the length of the 
renovable bill holder and the latter is adapted 
to be introduced into the wallet by a straight 
downward movement and may be removed from 
the Wallet by a -straight upward movement with 
out bending or canting the removable bill holder, 
When the removable bill holder is arranged con 
tiguous to the inner face of the outer wall, the 
upper corners of the bill holder are located in 
the pockets formed by the ends of the outer wall 
and the inner wall portions. 4 and the bill holder 
is held against accidental displacement. In ad 
dition to adhesively securing the upper and lower 
marginal portions 5 and 6 of the outer-wall, these 
portions are also preferably stitched to the ad 
jacent portions of the wallet. 
The pocket forming members which are formed 

integral with the ends of the outer wall are 
folded inwardly horizontally over the inner wall 
to form pockets, which are arranged exteriorly 
of the inner wall and which are open at their 
inner ends. and closed at the top by the flaps 
which are folded downwardly and inwardly 
against the inner face of the inner wall. The 
lower edges of the pocket forming members are 
Secured by an adhesive and also by stitching 
beneath the lower upturned marginal portion 6 
of the Outer Wall. The inner end edges 5 at the 
entrances to the pockets are preferably curved 
inWardly and present concave inner end edges 
Which facilitate the removal of the contents of 
the pockets and the introduction of cards and the 
like into the pockets. 
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4. 
The removable bill holder, which constitutes 

the Second unit of the Wallet, comprises in its 
construction an oblong outer wall. 6, an inner 
wall fi and a pocket forming member 8. The 
upper marginal portion f 9 of the outer wall is 
folded inwardly and downwardly and adhesively 
Secured to the inner face of the outer wall to 
provide a Smooth upper edge and the said outer 
Wall may be provided with a skive reinforcement 
adhesively-secured to the inner face of the outer 
wall, The inner wall it is preferably tapered 
slightly, as shown, and is provided with a vertical 
slot 20 which is engaged by a tongue 2 of the 
flap 22 of the pocket forming member 8 which 
Consists of a Substantially oblong piece of flexible 
sheet material folded transversely to form the 
pocket forming member which is arranged ex 
teriorly of the inner wall 7 and the flap 22 
Which extends downwardly and inwardly at the 
inner face of the inner wall 7. The upper edge 
of the inner wall is arranged within the fold 
of the pocket forming member and the fiap 22 
is provided with parallel slits 23 which form the 
tongue 2 f for engaging the slot 29 of the inner 
Wall f. When the pocket forming member is 
arranged in position it forms a single pocket at 
One end of the bill holder and the tongue 2 of 
the flap 22 is disposed horizontally and is passed 
through the slot 20 for positively interlocking the 
flap 22 with the adjacent end of the inner Wall 7. 
The other end of the inner wall is cut away 

at the lower corner at 24 to provide a corner 
Opening at the lower portion of one end of the 
bill holder for exposing the bills and the opening 
provided by the cut away portion 24 is of suffi 
cient size:to enable one or more bills to be readily 
pulled through it for removal from the bill holder 
Without Spreading the inner and outer walls 
thereof at their upper edges and opening the same 
and exposing the contents of the bill holder at 
the top of the same. The bill holder which di 
vides the wallet into two separate bill receiving 
Compartments, may be arranged within the wallet 
With its inner wall facing outwardly or facing 
inwardly. The lower marginal edge portion 25 
and the end inarginal edge portions 26 and 27 
are folded upwardly and inwardly and adhesively 
or otherwise Secured to the adjacent portions of 
the inner wall and the pocket forming member 8. 
The card case comprises a cover 28 and a plu 

rality of pocket leaves. 29. The cover is formed 
from an oblong piece of leather or other flexible 
sheet material which is folded transversely to 
form an inner cover portion 30 and an outer cover 
portion 3. The inner cover portion 30, which 
is inserted within one of the exteriorly arranged 
pockets of the inner wall of the wallet, is provided 
at the center of its free end edge with a tongue 
32 extending outwardly from the inner cover por 
tion and passing through a slit 33 and provided 
at its free end with a fastener part 34 which 
engages a.. fastener part 35 of the outer cover por 
tion 3 of the card case. The tongue, after paSS 
ing through the slit, is folded inwardly and rear 
Wardly over the free end of the outer cover por 
tion 3? and the two fastener parts, which Inlay be 
parts of a Snap fastener, as illustrated in the 
drawings, are engaged with each other Whereby 
the card case is not only secured in its closed 
position but is positively retained in the pcocket 
Of the Wallet. 
The pocket leaves 29, which may be of any 

desired number, each consist of two sheets 36 
of Celluloid or other suitable transparent mate 
rial, or any other desired sheet material Inay be 




