Title: POLYMER INTERLAYERS COMPRISING POLY(CYCLOHEXANEDIMETHYLENE TEREPTHALATE-CO-ETHYLENE TEREPTHALATE) COPOLYESTER

Abstract: The present invention is in the field of polymer interlayers used in multiple layer glass panels having one or more glass layers, and specifically the present invention is in the field of polymer interlayers comprising a layer of poly(cyclohexanedicarboxylate-co-ethylene terephthalate) copolyester (PETG).
before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments

Published:
— with international search report

For two-letter codes and other abbreviations, refer to the “Guidance Notes on Codes and Abbreviations” appearing at the beginning of each regular issue of the PCT Gazette.
FIELD OF THE INVENTION

The present invention is in the field of polymer interlayers used in multiple layer glass panels having one or more glass layers, and specifically the present invention is in the field of polymer interlayers comprising a layer of poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester (PETG).

BACKGROUND

Polymer sheets that can be used as interlayers in light-transmitting, multiple layer laminates, such as safety glass or polymeric laminates, typically comprise poly(vinyl butyral). Safety glass generally refers to a transparent laminate comprising a polyvinyl butyral) sheet disposed between two panes of glass. Safety glass often is used to provide a transparent or decorative barrier in architectural and automotive openings. Its main function is to absorb energy, such as that caused by a blow from an object, without allowing penetration through the opening.

Although poly(vinyl butyral) is well suited in general for use as a polymer sheet in safety glass interlayers, alternative materials are often useful as well. For example, poly(ethylene-co-vinyl acetate) (EVA) and polyurethane have both been used as interlayers in glazing laminates. Interlayer materials are chosen for, among other reasons, improved handling, reduced cost of production, and improved performance. Alternatives to polyvinyl butyral) interlayers could be useful, for example, if those alternatives showed improved performance below 0°C and/or above 35°C, where standard poly(vinyl butyral) has relatively poor impact performance. Furthermore, alternatives which could provide much higher penetration resistance and stiffness to the laminated glass will be desired as well in applications requiring high security, bullet-proofing, hurricane-proofing, glazing, and so on.

Accordingly, further improved materials for use as an interlayer or part of an interlayer in multiple layer glass panels are needed in the art.
SUMMARY OF THE INVENTION

It has now been surprisingly discovered, according to the present invention, that interlayers comprising poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester can be used to form interlayers having, relative to conventional interlayers, improved impact performance over a broader range of conditions. Further, poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) interlayers of the present invention can be formed into thin interlayers having equivalent impact resistance to thicker, conventional interlayers.

BRIEF DESCRIPTION OF THE DRAWINGS

Figure 1 represents a schematic cross sectional view of one embodiment of an interlayer of the present invention.

Figure 2 represents a schematic cross sectional view of one embodiment of a bilayer of the present invention.

DETAILED DESCRIPTION

The present invention is directed to interlayers that can be used in multiple layer laminated glass constructs such as those used in architectural applications and automotive, train, and aircraft applications. Interlayers of the present invention incorporate one or more layers of poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester, which, when extruded or otherwise formed into a sheet, forms an amorphous polymer layer that does not need to be biaxially stretched like poly(ethylene terephthalate) to achieve clarity, and which can be formed into a much thicker layer than poly(ethylene terephthalate) without a consequent reduction in clarity.

As used herein, poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate), or "PETG", refers to poly(1,4-cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester.

As is known in the art, the reaction of ethylene glycol with terephthalic acid results in poly(ethylene terephthalate). Addition of cyclohexanediol, shown below, to the reaction results in poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester. The poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester...
terephthalate) resins are available commercially in various forms from, for example, Eastman Chemical Company (Kingsport, Tennessee) as Spectar™ or Eastar™ resin and SK Chemicals (South Korea) as SKYGREEN® resin.

\begin{equation}
\text{(cyclohexanediethanol)}
\end{equation}

Poly(cyclohexanediethylene terephthalate-co-ethylene terephthalate) copolyester compositions of the present invention comprise, on a weight per weight basis, at least 10% of the following poly(ethylene terephthalate) component:

\begin{equation}
\text{[}
\begin{array}{c}
\text{O--CH}_2--\text{CH}_2--\text{O--C--}
\
\text{C--}
\end{array}
\text{]}
\end{equation}

With the remainder being all, or substantially all of the following poly(l,4 cyclohexanediethylene terephthalate) component:

\begin{equation}
\text{[}
\begin{array}{c}
\text{O--CH}_2--\text{CH}_2--\text{O--C--}
\
\text{C--}
\end{array}
\text{]}
\end{equation}

In various embodiments of the present invention, a polymer sheet comprising poly(cyclohexanediethylene terephthalate-co-ethylene terephthalate) copolyester comprises at least 10%, 20%, 30%, 40%, 50%, 60%, 70%, 80%, or 90% of the poly(ethylene terephthalate) component, with an upper maximum of no more than 90%, 95%, and, in some embodiments, no more than 99% of the poly(ethylene terephthalate) component.
In various embodiments of the present invention, a polymer sheet comprising poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester can comprise as an optional component isomers of terephthalic acid, such as isophthalic acid, which can be added to the reaction mixture.

In various embodiments of the present invention, an interlayer consists essentially of a polymer sheet comprising poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester. In various embodiments, the poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester polymer sheet has a thickness of at least 0.02 millimeters, 0.035, 0.05 millimeters, 0.1 millimeters, 0.2 millimeters, 0.5 millimeters, 1.0 millimeters, 5.0 millimeters, 10 millimeters, 15 millimeters, or at least 20 millimeters. In these embodiments, adhesion promoters can be included in or sprayed on the poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) polymer sheet to promote adhesion to glass. The multiple layer structure consists essentially of the poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) interlayer disposed between two layers of glass.

Adhesion promoters that are useful with poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) interlayers of the present invention include silane coupling agents, such as, γ-glycidoxypropyltrimethoxysilane, γ-aminopropyltriethoxysilane, β-cyclohexylethyltrimethoxysilane, N-β-aminoethylaminomethylphenylethyltrimethoxysilane, N-β-aminoethyl-γ-aminopropyltrimethoxysilane, bis(β-hydroxyethyl)-γ-aminopropyltriethoxysilane, and the like; acrylic adhesives; cyanoacrylates cement; polyurethanes adhesives; polyester adhesives; and the like.

In various embodiments of the present invention, an interlayer comprises a polymer sheet comprising poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester, wherein the polymer sheet comprising polyCyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester has a thickness of at least 0.25 millimeters, 0.3 millimeters, 0.5 millimeters, 1.0 millimeters, 5.0 millimeters, 10 millimeters, 15 millimeters, or at least 20 millimeters.

In various embodiments of interlayers of the present invention comprising a polymer sheet comprising polyCyclohexanedimethylene terephthalate-co-ethylene
terephthalate), the polymer sheet comprising poly(cyclohexanedi-
methyleneterephthalate-
co-ethylene terephthalate) is incorporated into the interlayer be-
tween two layers of other polymeric material, resulting in a mul-
tiple layer interlayer. As shown in Figure 1 generally at 10, in-
terlayers of these embodiments comprise a poly(cyclohexa-
dimethylene terephthalate-co-ethylene terephthalate) first poly-
mer sheet 12 disposed between a second polymer sheet 14 and a third polymer sheet 16. As will be described in detail below, the second polymer sheet 14 and third polymer sheet 16 can comprise any suitable polymer, for example, polyvinyl butyral, poly(vinyl chloride), poly(ethylene-co-vinyl acetate), poly(ethylene-co-ethyl acrylate), ionomers of partially neutralized ethylene/(meth)acrylic acid copolymer (such as Surlyn® from DuPont), polyethylene, polyethylene copolymers, polyurethane, or any other polymeric material with sufficient adhesion to glass and poly(cyclohexanedi-
methylene terephthalate-co-
ethylene terephthalate) copolyester. The second polymer sheet 14 and the third polymer sheet 16 can comprise the same polymer sheet material or different materials, and can have the same thickness or different thicknesses. Overall thickness of three layer embodiments can be, for example, from 0.27 millimeters and thicker, where the second polymer sheet and third polymer sheet are at least 0.01 millimeters thick.

In further embodiments, as shown in Figure 2, which is known as a bilayer, a poly(cyclohexanedi-
methylene terephthalate-co-ethylene terephthalate) first polymer sheet 12 is disposed between a second polymer sheet 18 and a rigid substrate 20, which can be glass or another rigid glazing substrate, such as plastic having a high glass transition temperature. In these bilayer embodiments, the poly(cyclohexanedi-
methylene terephthalate-co-ethylene terephthalate) first polymer sheet and the second polymer sheet can have any of the compositions and characteristics given above for the corresponding layers shown in Figure 1. Additionally, the poly(cyclohexanedi-
methylene terephthalate-
co-ethylene terephthalate) first polymer sheet 12 can optionally include any of the adhesion promoters given elsewhere herein. As used herein, an "interlayer" includes the one or more layers that form the polymeric component of bilayers - for example, layers 12 and 18 in Figure 2.

In alternative embodiments, the poly(cyclohexanedi-
methylene terephthalate-co-
ethylene terephthalate) copolyester first polymer sheet 12 and second polymer sheet 18
can be reversed to produce a bilayer having the construct: rigid substrate//polymer sheet//PETG polymer sheet. In these embodiments, the poly(cyclohexanedicarboxylate-co-ethylene terephthalate) copolyester polymer sheet can have a thickness of at least of at least 0.25 millimeters, 0.3 millimeters, 0.5 millimeters, 1.0 millimeters, 5.0 millimeters, 10 millimeters, 15 millimeters, or at least 20 millimeters.

Overall thickness of bilayer embodiments can be, for example, from 0.26 millimeters and thicker.

In addition to the layers described above and shown in the Figures 1 and 2, additional layers can also be incorporated, as are known in the art. For example, a performance enhancing polymer film layer comprising poly(ethylene terephthalate) can be included, where appropriate. Further polymer sheet layers can also be included. One exemplary interlayer embodiment has the following structure: polymer sheet//polymer film//polymer sheet//PETG polymer sheet//polymer sheet. Other variations are, of course, possible and within the scope of the present invention.

The embodiments described above and shown in Figures 1 and 2 include interlayers that are formed by laminating multiple individual polymer layers together into a single, multiple layer interlayer, as well as other methods of producing interlayers within the scope of the present invention, such as coextrusion and extrusion coating. Either of these extrusion methods can be used to produce a multiple layer interlayer comprising polymer sheets or polymer films.

Various embodiments of the present invention include multiple poly(cyclohexanedicarboxylate-co-ethylene terephthalate) polymer sheets. For example and without limitation, embodiments of the present invention include laminated constructs such as:

PETG polymer sheet//PETG polymer sheet;
PETG polymer sheet//polymer sheet/TPETG polymer sheet; and,

Many other variations will be readily apparent to those of skill in the art, and are within the scope of the present invention.
As used herein, a "polymer sheet" means any thermoplastic polymer composition formed by any suitable method into a thin layer for use in combination with a layer of poly(cyclohexanedicarboxylate-co-ethylene terephthalate) to form an interlayer that provides adequate penetration and glass retention properties to laminated glazing panels. The polymer sheet could be preformed into the sheet and then laminated with poly(cyclohexanedicarboxylate-co-ethylene terephthalate) to form an interlayer comprising poly(cyclohexanedicarboxylate-co-ethylene terephthalate).

Plasticized polyvinyl butyral is most commonly used to form polymer sheets. As described in this section, "polymer sheets" specifically do not include poly(cyclohexanedicarboxylate-co-ethylene terephthalate) polymer sheets, which are described above.

The following section describes the various materials that can be used to form polymer sheets of the present invention, for example those sheets shown as elements 14 and 16 in Figure 1.

In various embodiments of the present invention, polymer sheets can be between 0.01 and 4.0 millimeters, 0.1 to 2.0 millimeters, 0.25 to 1.0 millimeters, or 0.3 to 0.7 millimeters in thickness; in other applications, thickness can be about 1 to 2 centimeters or thicker. In certain security applications, thickness can significantly increase, and multiple layers of thin polymer sheets, for example 30, 40, or 50 polymer sheets, can be laminated together to form a single very thick layer.

The polymer sheets of the present invention can comprise any suitable polymer, and, in one embodiment, as exemplified above, the polymer sheet comprises poly(vinyl butyral). In any of the embodiments of the present invention given herein that comprise poly(vinyl butyral) as the polymeric component of the polymer sheet, another embodiment is included in which the polymer component consists of or consists essentially of poly(vinyl butyral). In these embodiments, any of the variations in additives, including plasticizers, disclosed herein can be used with the polymer sheet having a polymer consisting of or consisting essentially of polyvinyl butyral.

In one embodiment, the polymer sheet comprises a polymer based on partially acetalized poly(vinyl alcohol)s. In further embodiments the polymer sheet comprises...
poly(vinyl butyral) and one or more other polymers. In any of the sections herein in which preferred ranges, values, and/or methods are given specifically for poly(vinyl butyral) (for example, and without limitation, for plasticizers, component percentages, thicknesses, and characteristic-enhancing additives), those ranges also apply, where applicable, to the other polymers and polymer blends disclosed herein as useful as components in polymer sheets.

For embodiments comprising poly(vinyl butyral), the poly(vinyl butyral) can be produced by any suitable method. Details of suitable processes for making poly(vinyl butyral) are known to those skilled in the art (see, for example, U.S. Patents 2,282,057 and 2,282,026). In one embodiment, the solvent method described in Vinyl Acetal Polymers, in Encyclopedia of Polymer Science & Technology, 3rd edition, Volume 8, pages 381-399, by B.E. Wade (2003) can be used. In another embodiment, the aqueous method described therein can be used. Polyvinyl butyral is commercially available in various forms from, for example, Solutia Inc., St. Louis, Missouri as Butvar™ resin.)

In various embodiments, the resin used to form polymer sheet comprising poly(vinyl butyral) comprises 10 to 35 weight percent (wt. %) hydroxyl groups calculated as poly(vinyl alcohol), 13 to 30 wt. % hydroxyl groups calculated as poly(vinyl alcohol), or 15 to 22 wt. % hydroxyl groups calculated as polyvinyl alcohol). The resin can also comprise less than 15 wt. % residual ester groups, 13 wt. %, 11 wt. %, 9 wt. %, 7 wt. %, 5 wt. %, or less than 3 wt. % residual ester groups calculated as polyvinyl acetate, with the balance being an acetal, preferably butyaldehyde acetal, but optionally including other acetal groups in a minor amount, e.g., a 2-ethyl hexanal group (see, for example, U.S. Patent 5,137,954).

In various embodiments, the polymer sheet comprises poly(vinyl butyral) having a molecular weight at least 30,000, 40,000, 50,000, 55,000, 60,000, 65,000, 70,000, 120,000, 250,000, or at least 350,000 grams per mole (g/mole or Daltons). Small quantities of a dialdehyde or trialdehyde can also be added during the acetalization step to increase molecular weight to at least 350 g/m (see, for example, U.S. Patents 4,902,464; 4,874,814; 4,814,529; 4,654,179). As used herein, the term "molecular weight" means the weight average molecular weight.
Various adhesion control agents can be used in polymer sheets of the present invention, including sodium acetate, potassium acetate, and magnesium salts. Magnesium salts that can be used with these embodiments of the present invention include, but are not limited to, those disclosed in U.S. Patent 5,728,472, such as magnesium salicylate, magnesium nicotinate, magnesium di-(2-aminobenzoate), magnesium di-(3-hydroxy-2-napthoate), and magnesium bis(2-ethyl butyrate) (chemical abstracts number 79992-76-0). In various embodiments of the present invention the magnesium salt is magnesium bis(2-ethyl butyrate).

Additives may be incorporated into the polymer sheet to enhance its performance in a final product. Such additives include, but are not limited to, the following agents: antiblocking agents, plasticizers, dyes, pigments, stabilizers (e.g., ultraviolet stabilizers), antioxidants, flame retardants, IR absorbers, and combinations of the foregoing additives, and the like, as are known in the art.

In various embodiments of polymer sheets of the present invention, the polymer sheets can comprise 5 to 60, 25 to 60, 5 to 80, or 10 to 70 parts plasticizer per one hundred parts of resin (phr). Of course other quantities can be used as is appropriate for the particular application. In some embodiments, the plasticizer has a hydrocarbon segment of fewer than 20, fewer than 15, fewer than 12, or fewer than 10 carbon atoms.

The amount of plasticizer can be adjusted to affect the glass transition temperature (Tg) of the polyvinyl butyral sheet. In general, higher amounts of plasticizer are added to decrease the Tg. Poly(vinyl butyral) polymer sheets of the present invention can have a Tg of, for example, 40°C or less, 35°C or less, 30°C or less, 25°C or less, 20°C or less, and 15°C or less.

Any suitable plasticizers can be added to the polymer resins of the present invention in order to form the polymer sheets. Plasticizers used in the polymer sheets of the present invention can include esters of a polybasic acid or a polyhydric alcohol, among others. Suitable plasticizers include, for example, triethylene glycol di-(2-ethylbutyrate), triethylene glycol di-(2-ethylhexanoate), triethylene glycol diheptanoate, tetraethylene glycol diheptanoate, dihexyl adipate, dioctyl adipate, hexyl cyclohexyladipate, mixtures of heptyl and nonyl adipates, diisononyl adipate, heptylnonyl adipate, dibutyl sebacate, polymeric plasticizers such as the oil-modified sebacic alkyds,
and mixtures of phosphates and adipates such as disclosed in U.S. Pat. No. 3,841,890 and adipates such as disclosed in U.S. Pat. No. 4,144,217, and mixtures and combinations of the foregoing. Other plasticizers that can be used are mixed adipates made from C₄ to C₉ alkyl alcohols and cyclo C₄ to C₁₀ alcohols, as disclosed in U.S. Pat. No. 5,013,779 and C₆ to C₈ adipate esters, such as hexyl adipate. In various embodiments, the plasticizer used is dihexyl adipate and/or triethylene glycol di-2ethylhexanoate.

In various other embodiments of the present invention, polymer sheets comprise a polymer selected from the group consisting of poly(vinyl butyral), polyurethane, polyvinyl chloride, poly(ethylene-co-vinyl acetate), polyethylene, poly(ethylene-co-vinyl acetate) copolymers, partially neutralized ethylene/(meth)acrylic copolymers, combinations thereof, and the like. Any other polymeric material with sufficient adhesion to glass and poly(cyclohexanediethylene terephthalate-co-ethylene terephthalate) copolyester can be used.

Various embodiments include poly(ethylene-co-vinyl acetate) as describe in U.S. Patent 4,614,781, U.S. Patent 5,415,909, U.S. Patent 5,352,530, and U.S. Patent 4,935,470. Various embodiments include polyurethane comprising, for example, aliphatic isocyanate polyether based polyurethane (available from Thermedics Polymer Products of Noveon Inc.). Other additives can be incorporated into the polyurethane resins during extrusion, such as UV stabilizers and functional chemicals to provide high adhesion to glass.

Polymeric resins can be thermally processed and configured into sheet form according to methods known to those of ordinary skill in the art. As used herein, "resin" refers to the polymeric (for example polyvinyl butyral) or poly(vinyl chloride) component of a polymer composition. Resin will generally have other components in addition to the polymer, for example, components remaining from the polymerization process. As used herein, "melt" refers to a melted mixture of resin with a plasticizer, if required, and optionally other additives, for example, performance enhancing agents.

One exemplary method of forming a poly(vinyl butyral) sheet comprises extruding molten poly(vinyl butyral) comprising resin, plasticizer, and additives—the melt - by forcing the melt through a sheet die (for example, a die having an opening that is substantially greater in one dimension than in a perpendicular dimension). Another
exemplary method of forming a polyvinyl butyral) sheet comprises casting a melt from a die onto a roller, solidifying the resin, and subsequently removing the solidified resin as a sheet.

Methods of the present invention include coextruding polyurethane and poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester to form a two, three, or greater layer interlayer. For example, a polyurethane melt and a poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester melt can be coextruded to form a two-layer, bilayer embodiment, or a three-layer, encapsulated poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester embodiment. For these embodiments, any of the variations given herein throughout for a poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester polymer sheet and a non-poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester polymer sheet can be used, where applicable. In one exemplary method of forming a PU/PETG/PU interlayer by coextrusion, where PU is polyurethane, polyurethane resin, including additives, and poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) resin, including additives, are fed into two single-screw extruders separately. Extruder temperatures are set appropriately, for example, for polyurethane at, for example, 150°C-225°C or 160°C-180°C, and for poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) at, for example, 200°C-290°C or 240°C-260°C. The two resins are heated to form melts, which are pumped separately into two outer-layer channels and a inner-layer channel of a three-manifold coextrusion die. The melts are then forced through a die-lip to form an interlayer having a poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) copolyester polymer sheet disposed between two polyurethane polymer sheets. In any of these embodiments, layer thicknesses can be the same as given elsewhere herein for non-extruded embodiments.

In another exemplary method of forming poly(ethylene-co-vinyl acetate)/PETG/poly(ethylene-co-vinyl acetate) interlayers by coextrusion, EVA resin, including additives, and poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) resin, including additives, are fed into two single-screw extruders separately, with the extruder temperature for EVA at, for example, 90°C-200°C or 90°C -
110°C, and for poly(cyclohexanediimethylene terephthalate-co-ethylene terephthalate) at, for example, 200°C-290°C or 240°C-260°C. The two melts are pumped separately into the two outer-layer channels and one inner-layer channel of a three-manifold coextrusion die, and then forced through a die-lip to form a three-layer multilayer interlayer, which can be cooled down, for example, through a water bath or a chilling-roll and then wound into a roll.

In coextrusion embodiments and extrusion coating embodiments, the outside surfaces of the multiple layer interlayers can be treated to create surface texture, or roughness, to facilitate deairing during the lamination procedure. Such surface texturing, which can be accomplished, for example, with melt fracture or embossing, is well known in the art.

As used herein, "extrusion temperature" means average melt temperature integrated across the cross section of flow.

POLYMER FILM

As used herein, a "polymer film" means a relatively thin and rigid polymer layer that functions as a performance enhancing layer. Polymer films differ from polymer sheets, as used herein, because polymer films do not themselves provide the necessary impact resistance and glass retention properties to a multiple layer glazing structure, but rather provide performance improvements, such as infrared absorption character. Poly(ethylene terephthalate) is most commonly used as a polymer film.

Polymer films used in the present invention can be any suitable film that is sufficiently rigid to provide a relatively flat, stable surface, for example those polymer films conventionally used as a performance enhancing layer in multiple layer glass panels. The polymer film is preferably optically transparent (i.e. objects adjacent one side of the layer can be comfortably seen by the eye of a particular observer looking through the layer from the other side), and usually has a greater, in some embodiments significantly greater, tensile modulus regardless of composition than that of the adjacent polymer sheet. In various embodiments, the polymer film comprises a thermoplastic material. Among thermoplastic materials having suitable properties are nylons, polyurethanes, acrylics, polycarbonates, polyolefins such as polypropylene, cellulose
acetates and triacetates, vinyl chloride polymers and copolymers and the like. In various embodiments, the polymer film comprises materials such as re-stretched thermoplastic films having the noted properties, which include polyesters. In various embodiments, the polymer film comprises or consists of poly(ethylene terephthalate), and, in various embodiments, the poly(ethylene terephthalate) has been biaxially stretched to improve strength, and/or has been heat stabilized to provide low shrinkage characteristics when subjected to elevated temperatures (e.g. less than 2% shrinkage in both directions after 30 minutes at 150°C).

In various embodiments, the polymer film can have a thickness of 0.013 millimeters to 0.25 millimeters, 0.025 millimeters to 0.1 millimeters, or 0.04 to 0.06 millimeters. The polymer film can optionally be surface treated or coated with a functional performance layer to improve one or more properties, such as adhesion or infrared radiation reflection. These functional performance layers include, for example, a multi-layer stack for reflecting infra-red solar radiation and transmitting visible light when exposed to sunlight. This multi-layer stack is known in the art (see, for example, WO 88/01230 and U.S. Patent 4,799,745) and can comprise, for example, one or more Angstroms-thick metal layers and one or more (for example two) sequentially deposited, optically cooperating dielectric layers. As is also known (see, for example, U.S. Patents 4,017,661 and 4,786,783), the metal layer(s) may optionally be electrically resistance heated for defrosting or defogging of any associated glass layers. Various coating and surface treatment techniques for poly(ethylene terephthalate) film and other polymer films that can be used with the present invention are disclosed in published European Application No. 0157030. Polymer films of the present invention can also include a hardcoat and/or and antifog layer, as are known in the art.

In various embodiments of the present invention, poly(cyclohexanediethylene terephthalate-co-ethylene terephthalate) copolyester polymer sheet and/or polymer film layers such as poly(ethylene terephthalate) can be directly printed with dyes, inks, pigments, and the like to impart a pattern or other optical effect upon the finished product.

The present invention includes multiple layer glass panels comprising any interlayers of the present invention.
The present invention includes methods of making interlayers and multiple layer glass panels comprising forming any of the interlayers and glass panels of the present invention by the methods described herein.

The present invention includes multiple layer glazing panels, and specifically multiple layer glass panels such as architectural safety glass and automobile windshields, comprising any of the interlayers of the present invention.

The present invention includes methods of manufacturing a multiple layer glass panel, comprising disposing any of the interlayers of the present invention, with or without additional polymeric layers, between two panes of glass and laminating the stack.

The present invention includes methods of securing an enclosed space, comprising disposing in one or more openings that provide access to said space a multiple layer glass panel of the present invention.

Also included in the present invention are stacks or rolls of any of the polymer interlayers of the present invention disclosed herein.

In addition to the embodiments given above, other embodiments comprise a rigid glazing substrate other than glass. In these embodiments, the rigid substrate can comprise acrylic such as Plexiglass®, polycarbonate such as Lexan®, and other plastics, that are conventionally used as glazings.

Various polymer sheet and/or laminated glass characteristics and measuring techniques will now be described for use with the present invention.

The clarity of a polymer sheet, can be determined by measuring the haze value, which is a quantification of the scattered light by a sample in contrast to the incident light. The percent haze can be measured according to the following technique. An apparatus for measuring the amount of haze, a Hazemeter, Model D25, which is available from Hunter Associates (Reston, VA), can be used in accordance with ASTM D1003-61 (Re-approved 1977)-Procedure A, using Illuminant C, at an observer angle of 2 degrees. In various embodiments of the present invention, percent haze is less than 5%, less than 3%, and less than 1%.

Pummel adhesion can be measured according to the following technique, and where "pummel" is referred to herein to quantify adhesion of a polymer sheet to glass, the following technique is used to determine pummel. Two-ply glass laminate samples
are prepared with standard autoclave lamination conditions. The laminates are cooled to about -17.8°C (0°F) and manually pummeled with a hammer to break the glass. All broken glass that is not adhered to the polymer sheet is then removed, and the amount of glass left adhered to the polymer sheet is visually compared with a set of standards. The standards correspond to a scale in which varying degrees of glass remain adhered to the poly(vinyl butyral) sheet, in particular, at a pummeled standard of zero, no glass is left adhered to the polymer sheet. At a pummeled standard of 10, 100% of the glass remains adhered to the polymer sheet. For laminated glass panels of the present invention, various embodiments have a pummeled of at least 3, at least 5, at least 8, at least 9, or 10. Other embodiments have a pummeled between 8 and 10, inclusive.

The "yellowness index" of a polymer sheet can be measured according to the following: transparent molded disks of polymer sheet 1 cm thick, having smooth polymeric surfaces which are essentially plane and parallel, are formed. The index is measured according to ASTM method D 1925, "Standard Test Method for Yellowness Index of Plastics" from spectrophotometric light transmittance in the visible spectrum. Values are corrected to 1 cm thickness using measured specimen thickness. In various embodiments of the present invention, a polymer sheet can have a yellowness index of 12 or less, 10 or less, or 8 or less.

Example 1

A 0.76 millimeter layer of poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) is disposed between two sheets of 0.38 millimeter thick poly(ethylene-co-vinyl acetate) (available from Bridgestone Corporation, Tokyo, Japan as EVASAFE™) to form an interlayer, which is disposed between two sheets of 2 millimeter thick glass. The resulting multiple layer glass panel has a haze value of 0.7%, pummeled of 9, and no breakthrough when a 2.27 kilogram steel ball is dropped from a height of 10.7 meters at any of the following temperatures: -17.8°C, 21.1°C, and 48.9°C.

Example 2 (Comparative to Example 1)

A 0.18 millimeter layer of biaxially stretched poly(ethylene terephthalate) is disposed between two sheets of 0.89 millimeter thick polyvinyl butyral containing...
phr triethylene glycol di-(2-ethylhexanoate) to form an interlayer, which is disposed between two sheets of 2 millimeter thick glass. The resulting multiple layer glass panel has a haze value of 0.8%, pummel of 9, and a mean break height of 2.9 meters with a 2.27 kilogram steel ball at -17.8°C and no breakthrough with that same ball at 10.7 meters at any of the following temperatures: 21.1°C, and 48.9°C.

Example 3

A 0.5 millimeter layer of poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) is disposed between two sheets of 0.25 millimeter thick polyurethane (available from Argotec, Inc. Greenfield, MA as Argotec PE-399) to form an interlayer, which is disposed between two sheets of 2 millimeter thick glass. The resulting multiple layer glass panel has a haze value of 0.7%, pummel of 9, and a mean break height of 10.7 meters with a 2.27 kilogram steel ball at 21.1°C.

Example 4 (Comparative to Example 3)

Four sheets of 0.25 millimeter thick polyurethane (available from Argotec, Inc. Greenfield, MA as Argotec PE-399) are assembled together to form a 1 millimeter polyurethane interlayer, which is disposed between two sheets of 2 millimeter thick glass. The resulting multiple layer glass panel has a haze value of 0.7%, pummel of 9, and a mean break height of 7 meters with a 2.27 kilogram steel ball at 21.1°C.

By virtue of the present invention, it is now possible to provide interlayers comprising poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate), which allows the formation of relatively stronger layers having superior clarity and favorable processing characteristics. Poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester interlayers of the present invention can be readily shaped, which is particularly advantageous for applications such as automobile windshields, which can have significant curvature in three dimensions.

While the invention has been described with reference to exemplary embodiments, it will be understood by those skilled in the art that various changes may be made and equivalents may be substituted for elements thereof without departing from
the scope of the invention. In addition, many modifications may be made to adapt a
particular situation or material to the teachings of the invention without departing from
the essential scope thereof. Therefore, it is intended that the invention not be limited to
the particular embodiments disclosed as the best mode contemplated for carrying out this
invention, but that the invention will include all embodiments falling within the scope of
the appended claims.

It will further be understood that any of the ranges, values, or characteristics given
for any single component of the present invention can be used interchangeably with any
ranges, values, or characteristics given for any of the other components of the invention,
where compatible, to form an embodiment having defined values for each of the
components, as given herein throughout. For example, a polymer sheet can be formed
comprising poly(cyclohexanedicarboxylate-co-ethylene terephthalate) in any
of the ranges given in addition to any of the ranges given for an adhesion promoter, to
form many permutations that are within the scope of the present invention.

Figures are understood to not be drawn to scale unless indicated otherwise.

Each reference, including journal articles, patents, applications, and books,
referred to herein is hereby incorporated by reference in its entirety.
We claim:

1. A laminated glass interlayer, comprising:
   a first polymer sheet comprising poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester, wherein said first polymer sheet has a thickness of at least 0.25 millimeters.

2. The interlayer of claim 1, wherein said first polymer sheet comprises poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester having at least 10% poly(ethylene terephthalate) component by weight.

3. The interlayer of claim 1, wherein said interlayer further comprises a second polymer sheet disposed in contact with said first polymer sheet, wherein said second polymer sheet comprises a polymer selected from the group consisting of polyvinyl butyral), poly(ethylene-co-vinyl acetate), poly(ethylene-co-ethyl acrylate), polyurethane, partially neutralized ethylene/(meth)acrylic acid copolymers, polyethylene, polyethylene copolymers, and poly(vinyl chloride).

4. The interlayer of claim 3, wherein said second polymer sheet comprises polyurethane or poly(ethylene-co-vinyl acetate).

5. The interlayer of claim 3, wherein said interlayer has a thickness of at least 0.26 millimeters.

6. The interlayer of claim 1, wherein said interlayer further comprises a third polymer sheet disposed in contact with said first polymer sheet, wherein said third polymer sheet comprises a polymer selected from the group consisting of poly(vinyl butyral), poly(ethylene-co-vinyl acetate), poly(ethylene-co-ethyl acrylate), polyurethane, partially neutralized ethylene/(meth)acrylic acid copolymers, polyethylene, polyethylene copolymers, and poly(vinyl chloride).
7. The interlayer of claim 6, wherein said third polymer sheet comprises polyurethane, or poly(ethylene-co-vinyl acetate).

8. The interlayer of claim 6, wherein said interlayer has a thickness of at least 0.27.

9. The interlayer of claim 1, wherein said first polymer sheet comprises poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester having at least 40% (polyethylene terephthalate) component by weight.

10. A laminated glass interlayer, consisting essentially of a polymer sheet comprising poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester.

11. The interlayer of claim 10, wherein said polymer sheet has a thickness of at least 0.25 millimeters.

12. The interlayer of claim 10, wherein said polymer sheet has a thickness of at least 0.3 millimeters.

13. The interlayer of claim 10, wherein said polymer sheet comprises adhesion promoters.

14. The interlayer of claim 13, wherein said adhesion promoter is a member selected from the group consisting of γ-glycidoxypropyltrimethoxysilane, γ-aminopropyltriethoxysilane, β-cyclohexylethyltrimethoxysilane, N-β-aminoethylaminomethylphenylethyltrimethoxysilane, N-β-aminoethyl-γ-aminopropyltrimethoxy silane, bis(β-hydroxyethyl)-γ-aminopropyltriethoxy silane, acrylic adhesives, cyanoacrylates cement, polyurethanes adhesives, and polyester adhesives.

15. A multiple layer glass panel, comprising an interlayer consisting essentially of a polymer sheet comprising poly(cyclohexanedimethylene terephthalate-co-ethylene terephthalate) copolyester.

19
16. The panel of claim 15, wherein said polymer sheet further comprises adhesion promoters.

17. The panel of claim 16, wherein said polymer sheet comprises poly(cyclohexanedicarboxylate-co-ethylene terephthalate) copolyester comprising at least 10% by weight of polyethylene terephthalate component by weight.

18. The panel of claim 15, wherein said interlayer has a thickness of at least 0.2 millimeters.

19. The panel of claim 15, wherein said panel comprises one pane of glass.

20. The panel of claim 15, wherein said panel comprises two panes of glass.

21. A multiple layer glass panel, comprising an interlayer comprising:
   a first polymer sheet comprising poly(cyclohexanedicarboxylate-co-ethylene terephthalate) copolyester, wherein said first polymer sheet has a thickness of at least 0.25 millimeters.
A. CLASSIFICATION OF SUBJECT MATTER
INV. B32B17/10 B32B27/08 B32B27/36 B32B27/30 B32B27/40
ADD. C08J5/18 C08L67/02

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
C08J C08G B32B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 97/22477 A (EASTMAN CHEM CO [US]) 26 June 1997 (1997-06-26) page 10, line 4 - line 35; claims 1-4,7,9</td>
<td>1-5,9-12</td>
</tr>
<tr>
<td>A</td>
<td>US 4 911 984 A (PARKER ANTHONY A [US]) 27 March 1990 (1990-03-27) column 4, line 60 - column 6, line 25; claims; examples I-IV</td>
<td>1,3,4,6, 7,13-16, 20,21</td>
</tr>
<tr>
<td>A</td>
<td>US 2004/247879 A1 (OSADA SYUNICHI [OP] ET AL) 9 December 2004 (2004-12-09) claims; examples 1-9,12-20; tables 1-3</td>
<td>1-12, 15-21</td>
</tr>
<tr>
<td>A</td>
<td>EP 0 918 064 A2 (KOLON INC [KR]) 26 May 1999 (1999-05-26) page 2, line 5 - page 4, line 12 page 10; claims; table</td>
<td>1-12</td>
</tr>
</tbody>
</table>

X Further documents are listed in the continuation of Box C

X See patent family annex

* Special categories of cited documents

'A' document defining the general state of the art which is not considered to be of particular relevance
'E' earlier document but published on or after the international filing date
'L' document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
'O' document referring to an oral disclosure, use, exhibition or other means
'P' document published prior to the international filing date but later than the priority date claimed

'T' later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
'X' document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
'Y' document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
'S' document member of the same patent family

Date of the actual completion of the international search: 22 November 2006

Date of mailing of the international search report: 30/11/2006

Name and mailing address of the ISA:
European Patent Office, P B 5818 Patentlaan 2 NL - 2280 HV Rijswijk
Tel (+31-70) 340-2040, Tx 3 1651 epo nl,
Fax (+31-70) 340-3016

Authorized officer:
Lindner, Thomas
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5 427 842 A (BLAND RALPH H [US] ET AL)</td>
<td>1,2, 15-19</td>
</tr>
<tr>
<td></td>
<td>column 26, line 34 - column 28, line 29; claims 1,6,19</td>
<td></td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 9612065 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1209094 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2000502963 T</td>
</tr>
<tr>
<td>US 4911984 A</td>
<td>27-03-1990</td>
<td>NONE</td>
</tr>
<tr>
<td>US 2004247879 A1</td>
<td>09-12-2004</td>
<td>CN 1553857 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6180749 B1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>OP 3419847 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>OP 6190995 A</td>
</tr>
</tbody>
</table>