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57 ABSTRACT 
An embodiment of the present invention is a switching 
power supply comprising a transformer with a primary 
and two secondaries, a switching transistor in series 
with the primary, a rectifier and filter on one secondary 
to provide regulated output power, a feedback control 
circuit that monitors the secondary and adjusts the duty 
cycle of an on-off control signal to the switching tran 
sistor to maintain a constant output at the terminals, and 
a monitor that detects when the power level flowing 
through the switching regulator has dropped to a prede 
termined minimum and then linearly turns on a load to 
the transformer. Transistor is typically a power MOS 
FET. The monitor tracks a summing junction current 
before any slope compensation is added. Load is a shunt 
regulator that is activated when the summing junction 
current falls below 12% of full scale. Alternatively, the 
predetermined value of 12% is adjustable. The shunt 
regulator load increases the load on secondary until the 
summing junction current returns to 12% of full scale. 
The feedback control circuit and monitor are preferably 
fabricated on a single monolithic integrated circuit 
which increases its power dissipation when the monitor 
activates the shunt regulator load. 

5 Claims, 4 Drawing Sheets 
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LNEAR LOAD CIRCUIT TO CONTROL 
SWITCHING POWER SUPPLIES UNDER 
MNMUM LOAD CONDITIONS 

BACKGROUND OF THE INVENTION 
1. Field of the Invention 
The present invention relates to electronic power 

supplies and specifically to switching power supplies 
that frequently encounter no load conditions and must 
be as efficient as possible to extend battery life and to 
reduce heat dissipation. 

2. Description of the Prior Art 
Two types of power supplies are in wide use that 

convert an incoming source to voltage levels useful to 
the equipment being powered. Linear power supplies 
are the simplest a series transistor typically drops 
enough voltage across it to maintain a constant output 
voltage. A problem with linear power supplies is that 
the heavier the output load, the more current will have 
to pass through the regulating transistor, since it is in 
series with the load. This increased current means more 
power must be dissipated by the transistor, and this 
power is thrown away as heat. Switching power 
supplies are more efficient and run cooler than linear 
power supplies at the same power levels. But switching 
power supplies are more complicated because a transis 
tor operated as a switch is used to chop incoming cur 
rent for a transformer that has the load connected to its 
secondary winding, usually through a rectifier and fil 
ter. A feedback circuit is needed to monitor the output 
voltage and increase the time duration the chopping 
transistor is on when more output voltage is needed and 
to reduce the time duration when less output voltage is 
needed. The feedback circuit often makes use of a third 
winding of the transformer. The advantages of the 
switching power supply are that they can operate either 
as step-up or step-down supplies, by adjusting the num 
ber of windings in the primary and secondary of the 
transformer, and less heat is dissipated by the transistor 
since it never operates in its linear region. The transistor 
is either fully off or fully on. 
A problem develops in switching power supplies 

when the load is reduced to almost no load or is re 
moved altogether. The feedback circuit has trouble 
making the pulses to the switching transistor narrow 
enough. Device limitations, circuit resistance, parasitic 
capacitances, loop delays, and the like, all conspire to 
make a switching power supply literally go wild at 
minimum loads. The prior art has attempted to correct 
this situation by a number of ways. One has been to 
simply put a shunt resistor across the output terminals 
that will draw the minimum current necessary to keep 
the output from going wild. The trouble with that is the 
resistor draws current all the time, it reduces the maxi 
mum current available externally, and it produces heat 
that may be hard to dispose of Zener diodes on the 
output can draw too much current, and their exact 
turn-on voltages may not be suitable for particular 
supplies. Other types of voltage clamps can fail to be 
properly matched with the voltage regulation point of 
the basic feedback circuit and so can draw too little or 
too much current in their attempts to control the out 
put. Subharmonic oscillation of the switching transistor 
has also been tried. Sometimes called "hiccup mode", 
subharmonic oscillation can cause audible noise that is 
objectionable. 
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2 
What is needed is a switching power supply that 

provides its own minimum load automatically as a part 
of the internal feedback control circuit that is deacti 
vated when an external load that exceeds the minimum 
is connected. 

SUMMARY OF THE PRESENT INVENTION 

It is therefore an object of the present invention to 
provide a switching power supply hat maintains a con 
stant and controlled voltage output from zero to maxi 
mum load conditions. 

Briefly, an embodiment of the present invention is a 
switching power supply comprising a transformer with 
a primary and two secondaries, a switching transistor in 
series with the primary, a rectifier and filter on both of 
the secondaries to provide regulated output power, a 
feedback control circuit that monitors the other second 
ary output and adjusts the duty cycle of an on-off con 
trol to the switching transistor to maintain a constant 
output, and a monitor that detects when the power level 
flowing through the switching regulator has dropped to 
a predetermined minimum and then linearly turns on a 
load to the secondary output. 
An advantage of the present invention is that it pro 

vides switching power supplies that are efficient with 
minimal waste of power. 
Another advantage of the present invention is that 

the minimum load monitor can be implemented in a 
standard feedback control circuit chip and then used 
immediately in an otherwise unmodified system. 
Another advantage of the present invention is that 

the monitor reduces output voltage overshoot when the 
load current is reduced by providing a shunt current 
path. This improves the load transient response at light 
loads. 
Another advantage of the present invention is that 

the monitor improves the response for increasing load 
current at light load conditions by keeping the switch 
ing regulator running at a minimum load current. Thus 
the time to achieve the higher power operating point is 
reduced. 
These and other objects and advantages of the pres 

ent invention will no doubt become obvious to those of 
ordinary skill in the art after having read the following 
detailed description of the preferred embodiments 
which are illustrated in the various drawing figures. 

IN THE DRAWINGS 

FIG. 1 is a schematic diagram of a switching power 
supply, according to a first embodiment of the present 
invention; 
FIG. 2 is a schematic diagram of a control loop path, 

such as used in the switching power supply of FIG. 1; 
FIG. 3 is a graph of a typical output transient load 

response for the circuits of FIGS. 1 and 2; 
FIG. 4 is a graph of a typical bias supply load power 

versus load transient frequency for a 50% duty cycle for 
the circuits of FIGS. 1 and 2; 

FIG. 5 is a graph of a typical load, bias supply, and 
total power versus the load current for the circuits of 
FIGS. 1 and 2; 
FIG. 6 is a schematic diagram of a switching power 

supply, according to a second embodiment of the pres 
ent invention; and 
FIG. 7 is a schematic diagram of the minimum load 

circuit for the switching power supply of FIG. 6. 
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DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

In FIG. 1, an embodiment of the present invention is 
a switching power supply 10 comprising a transformer 
12 with a primary 14 and two secondaries 16 and 18, a 
diode 19, a switching transistor 20 in series with the 
primary 14, a capacitor 21, a rectifier 22 and shunt ca 
pacitor filter 24 on secondary 16 to provide regulated 
output power, a feedback control circuit 26 that moni 
tors secondary 18 and adjusts a power level signal 27 
and the duty cycle of an on-off control signal 28 from a 
current mode controller 29 to switching transistor 20 to 
maintain a constant output at terminals 30 and 32, and a 
monitor 34 that detects when the duty cycle to the 
switching transistor 20 has dropped to a predetermined 
minimum and then linearly turns on a load 36 to the 
transformer 12. Transistor 20 can be either a power 
MOSFET or a bipolar type transistor. The monitor 34 
tracks a summing junction current, which is propor 
tional to output power, before any slope compensation 
is added. Load 36 is a shunt regulator that is activated 
when the summing junction current falls below 12% of 
full scale. Other circuits and situations may dictate a 
trigger point of other than the example of 12% used 
here. Alternatively, the predetermined value of 12% 
could be made adjustable. The shunt regulator load 36 
increases the load on secondary 18 until the summing 
junction current returns to 12% of full scale. The feed 
back control circuit 26 and monitor 34 are preferably on 
a single integrated circuit (IC) 38 which increases its 
power dissipation when monitor 34 activates shunt reg 
ulator load 36. However, this occurs when dissipation 
in transistor 20 is very low and its package has excess 
thermal capacity. 

In FIG. 2, a control loop gain path 40 is shown. The 
gain of a minimum load regulator 42 has been matched 
to the gain of a current mode switching regulator 44. 
Minimum load regulator 42 is functionally equivalent to 
monitor 34 and load 36, as is switching regulator 44 to 
current mode controller 29 and transistor 20. This situa 
tion allows the dynamics of the control loop to remain 
the same, whether or not the minimum load circuit is 
active. 

FIG. 3 shows an output transient load response for 
the circuits of FIGS. 1 and 2. At light loads the gain of 
the switch mode path decreases and the gain of the 
minimum load path remains the same. The transient 
load response is not significantly degraded. An interest 
ing side effect of the minimum load circuit is its affect 
on bias supply power during a transient. The power 
consumed from the bias supply is greater than the aver 
age of the two states when the period of the transient is 
close to the control loop response time. 
FIG. 4 shows the bias supply load power versus load 

transient frequency for a 50% duty cycle for the circuits 
of FIGS. 1 and 2. The best load transient response has 
been observed to occur when an equivalent capacitance 
48 (FIG. 2) on the bias supply is at a minimum. 

FIG. 5 shows the load, bias supply, and total powers 
versus the load current for the circuits of FIGS. 1 and 
2. A curve 50 represents the load power, a curve 52 
represents the bias supply power, and a curve 54 repre 
sents the total power. 
A flyback converter circuit 60 is shown in FIG. 6. 

Input power is accepted through a jack 62 and passes 
through a protection fuse 64 and a filter comprising 
capacitor 66 and transformer 68. A varistor 70 and a 
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4. 
pair of capacitors 72 and 74 provide further noise reduc 
tion. A bridge rectifier 76 outputs direct current (DC) 
to a filter comprising chokes 78 and 80 and capacitors 
82 and 84. One leg of the DC goes to a transformer 86 
having a primary 88 and a pair of secondaries 90 and 92. 
The other leg of the DC goes to an IC 94 through a pair 
of resistors 96 and 98. IC 94 comprises a power MOS 
FET 100, a current mode controller 102, an internal bias 
regulator and protection circuit 104, an oscillator 106, 
and a minimum load circuit 108. IC 94 is similar to IC 
38, described above. Power MOSFET 100 functions 
similar to transistor 20, also described above. A set of 
three resistors 110-112 and a pair of capacitors 114 and 
115 set various parameters of operation for IC 94. Sec 
ondary 90 has a rectifier 116 that produces DC which is 
filtered by a set of three capacitors 118-120, a resistor 
122, and a choke 124. A pair of terminals 126 and 127 
output 12-18 VDC for external use. The output voltage 
on terminals 126 and 127 is monitored by a feedback 
amplifier 28 comprising a set of resistors 130-134 and a 
capacitor 136. Amplifier 128 drives an opto-isolator 138 
harder as the output voltage increases. Opto-isolator 
138 passes the error signal generated by amplifier 128 to 
the primary referenced IC 94 and is biased by the DC 
power produced from rectifying secondary 92 with a 
rectifier. 140 and filtering with a capacitor 142. The 
optical coupled error signal is accepted as a feedback 
signal 143 by IC 94 and a connection 144 allows mini 
mum load circuit 108 to load secondary 92 when load 
conditions on terminals 126 and 127 fall below a prede 
termined minimum value, as reflected by secondary 90. 

In FIG. 7, an exemplary design for monitor 34, load 
36, monitor 42, and minimum load circuit 108 is shown. 
Other circuit designs are possible, depending on the 
type of devices being used and the availability of real 
estate on IC 94. Minimum load circuit 108 comprises a 
transistor 150 that mirrors a 0-120 microamp current, 
signal 27, which passes through a resistor 152 that limits 
the current to about fifty microamps. This current is 
then mirrored and amplified four times by transistors 
154 and 156, and is subtracted from a fixed current of 
sixty microamps in a transistor 158. When the current in 
transistor 156 drops below sixty microamps, a current 
will start to flow in a transistor 160 and is mirrored to a 
plurality of transistors 162, 164, 166, 168, and 170, 
which then start to turn on. When the current in transis 
tor 156 is about 38 microamps, transistor 170 will sink 
about 125 milliamps. The current gain from transistor 
160 to transistor 70 is 5,760 (4x4x 180), so 22 micro 
amps of current through transistor 160 will result in 125 
milliamps of current flowing through transistor 170. A 
resistor 172 and about 36 picofarads of gate capacitance 
in transistor 170 constitute a low pass resistor-capacitor 
(RC) filter. 
Although the present invention has been described in 

terms of the presently preferred embodiments, it is to be 
understood that the disclosure is not to be interpreted as 
limiting. Various alterations and modifications will no 
doubt become apparent to those skilled in the art after 
having read the above disclosure. Accordingly, it is 
intended that the appended claims be interpreted as 
covering all alterations and modifications as fall within 
the true spirit and scope of the invention. 
What is claimed is: 
1. A Switching power supply for maintaining a regu 

lated voltage into a variable output load that can in 
clude a no load condition and where the power supply 
includes a transformer with a primary winding for re 
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ceiving unregulated input power and a first secondary 
winding for driving a regulated voltage output and a 
second secondary winding for controlling a power tran 
sistor in series with said primary winding with a feed 
back loop, comprising: 

a transistor linear regulator load connected as a load 
across said second secondary winding for propor 
tionately shunting said second secondary winding; 

a monitor having a summing junction connected to 
sense a current in said second secondary winding 
which is proportional to a power output level of 
said switching power supply; and 

shunt control means connected to receive a signal 
from the monitor that represents said power output 
level and to produce a control signal to the transis 
tor linear regulator load such that a predetermined 
minimum load on said power supply is maintained 
by the transistor linear regulator load despite said 
variable output load conditions that include no 
load, wherein a no-load or below minimum load 
condition of said regulated voltage output will be 
substantially fully compensated by a balancing load 
developed in said second secondary winding. 

2. The power supply of claim 1, wherein: 
the shunt control means includes means for respond 

ing with a turn-on signal to the transistor linear 
regulator load when said summing junction current 
drops below approximately 12% of its full scale 
value. 

3. The power supply of claim 1, wherein: 
the shunt control means has a gain equal to an associ 

ated current mode switching regulator gain. 
4. An integrated circuit (IC) for a switching power 

supply that includes a transformer with a primary wind 
ing for receiving unregulated output power and a first 
secondary winding for driving a regulated voltage out 
put and a second secondary winding for controlling a 
power transistor in series with said primary winding 
with a feedback loop, comprising in a single semicon 
ductor device: 

a switching transistor for controlling input power to 
said primary winding and having a minimum oper 
ating duty cycle below which said regulated volt 
age output would otherwise become unregulated; 
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6 
a feedback circuit for sampling said secondary wind 

ing power output and for controlling the switching 
transistor to maintain said regulated output voltage 
above a predetermined minimum load value; and 

a minimum load monitor for proportionately adding 
an active load to said second secondary winding 
power output wherein the feedback circuit is oper 
ated at said predetermined minimum load value 
and the switching transistor is operated above said 
minimum operating duty cycle, wherein the mini 
mum load monitor includes: 
a current mirror transistor for receiving an input 

signal from a current mode controller; 
a current limiting resistor for limiting current 
through the current mirror transistor; 

a pair of first and second amplifier transistors for 
amplifying a current coupled from the current 
mirror transistor through the current limiting 
resistor; 

a current-subtraction transistor for subtracting said 
amplified current from the pair of amplifier tran 
sistors from a fixed current; 

a system of transistors for receiving a mirrored 
current from said second of the pair of amplifier 
transistors than first occurs when a current in 
said fist of the pair of amplifier transistors drops 
below a first predetermined current; 

a low pass resistor-capacitor (RC) filter; 
a load transistor coupled to the system of transis 

tors through the low pass resistor-capacitor (RC) 
filter for sinking an increasing level of current 
said current in said first of the pair of amplifier 
transistors drops approaches a second predeter 
mined current that is less than said first predeter 
mined current. 

5. The IC of claim 4, wherein: 
the system of transistors has a current gain of approxi 
mately 5,760, wherein twenty-two microamperes 
of current through said second of the pair of ampli 
fier transistors will result in approximately 125 
milliamperes of current flowing through the load 
transistor; and 

low pass resistor-capacitor (RC) filter comprises a 
150 Kohm resistor and about 36 picofarads of gate 
capacitance in the load transistor. 
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