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This invention relates to a compartmented package, 
and more particularly to a package useful in the making 
of beverages. 
An object of the invention is to provide a simple, in 

expensive, yet highly efficient package having a plurality 
of compartments, one for a beverage ingredient such as 
coffee, tea, cocoa, soup or the like, a second compartment 
for a Sweetening agent such as sugar, saccharine or the 
like, and a third compartment for a creaming or seasoning 
agent. 
A further object of the invention is to provide a com 

partmented package having a plurality of score or tear 
lines therein for enabling the user thereof to selectively 
open various combinations of the said compartments for 
thereby quickly obtaining any one of a plurality of types 
of beverage, viz., Straight, with a sweetening agent, with 
a creaming or seasoning agent, or with both a sweeten 
ing and creaming or seasoning agent, thereby providing 
from one compact package a beverage suited to the 
taste of the individual. 

Still another object of the invention is to provide a 
compartmented package having the hereinabove described 
characteristics, which is constructed and arranged where 
by to lend itself to mass production techniques. 
These and other objects are attained by the means de 

Scribed herein and as disclosed in the accompanying 
drawings, in which: 

Fig. 1 is a top plan view of a compartmented package 
embodying the teachings of the present invention. 

Fig. 2 is an end view of the package of Fig. 1. 
Fig. 3 is a sectional view taken on line 3-3 of Fig. 1. 
Fig. 4 is a top plan view of a modified type of com 

partmented package embodying the present invention. 
Fig. 5 is an edge view of the package of Fig. 4. 
Fig. 6 is a view similar to Fig. 4 illustrating the manner 

in which the compartmented package is used. 
Fig. 7 is a partial view of a modified type of compart 

mented package embodying the details of the present in 
vention. 

With particular reference now to Figs. 2 and 3, the nu 
merals it and 12 denote a pair of facing sheets of flexible, 
moisture-proof material such as metallic foil, or any 
other suitable moisture impervious sheet material, be 
tween which three compartments 14, 16 and 18 have 
been formed such as, by way of example, securing the 
adjacent faces of sheets 10 and 12 around the peripheral 
edges of the said compartments. 

it should be understood that the present invention is 
neither concerned with nor directed to the particular sub 
stance from which sheets 10 and 2 are fabricated, nor 
to the particular method or means by which the various 
portions of the sheet are secured together for defining 
the various compartments. 

Each of the compartments contains a measure of a 
different type of material, by way of example, compart 
ment 14 may contain a beverage ingredient, such as a 
product which when mixed with hot water will form 
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tea, coffee, cocoa, soup or the like. Compartment 16 
may contain a creaming or seasoning agent, and com 
partment 8 may contain a suitable sweetening agent. 
With particular reference now to Fig. 1, the numeral 20 

denotes a score or tear line which extends through and 
along one edge of compartment 14, thereby defining an 
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edge tab 9 which controls access to compartment 14. 
The numeral 22 denotes a score or tear line which ex 
tends through and along a common edge of each of com 
partments 4, 16 and 18 for thereby enabling the user 
of the device to open all three compartments by removing 
tab or strip 24. 
The numeral 26 denotes a score or tear line extending 

through and along a common edge of compartments 4 
and 16 for defining a strip 28 which when removed from 
the package will open and thereby provide access to the 
interior of compartments 4 and 16. 
The numeral 300 denotes a fourth score or fold line 

extending through and along an edge of compartment 18 
for defining a tab 32) which when removed will control 
access to the interior of compartment 18. 

From the foregoing it will be noted that if tab. 19 be 
removed the contents of compartment 4 may be emptied 
into a suitable receptacle for providing a straight bev 
erage containing only the beverage ingredient housed 
within compartment 14. If, however, it will be desired 
to have a beverage containing sugar and cream, tab 24 
is removed whereby the contents of each of compart 
ments i4, 6 and 18 may be simultaneously emptied into 
a receptacle. If the beverage ingredient plus cream is 
desired, tab 28 may be removed for simultaneously 
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emptying the contents of compartments 4 and 6 into 
a receptacle. If the beverage and a Sweetening agent 
only is desired, tab 19 is first removed for emptying the 
beverage ingredient into a receptacle, after which tab 
326 may be removed for emptying the sweetening agent 
into the receptacle. 
With reference now to Figs. 4 and 6, it will be noted 

that the numeral 38 denotes a compartment containing 
a beverage ingredient and the numerals 32 and 34 denote 
compartments containing a creaming agent and Sweeten 
ing or seasoning agent, respectively. In the preferred 
embodiment of the invention the longitudinal axes of 
each of compartments 30, 32 and 34 are in substantial 
parallelism, said axes extending transversely of the 
package. 
The numeral 36 denotes a score or fold line in spaced 

parallelism with side edge 35 of the package, said line 
extending through an end edge of compartment 30 and 
defining a side strip 38 which, when removed, will open 
only compartment 36. 
The numeral 46 denotes a score or tear line in spaced 

parallelism with edge 42 of the package, said line extend 
ing through the other end of compartment 30 and through 
the adjacent ends 44 and 46 of compartments 32 and 34, 
respectively. Line 40 may be considered as dividing the 
left side of the package into an elongate strip 48, which, 
when severed from the package, will open the left end of 
each of compartments 30, 32 and 34. 
The numerals 53 and 52 denote score or fold lines 

which are normal to line 40, said lines substantially 
bisecting compartment 30 for thereby subdividing edge 
strip 48 into a first tab 54 and a second tab S6, it being 
noted that tab 54 controls access to compartments 30 
and 32, whereas tab 56 controls access to compartments 
30 and 34. 
From the foregoing it will be noted that if it be desired 

to prepare a cup of coffee with Sugar and cream, strip 
48 will be removed for thereby opening the ends of each 
of compartments 30, 32 and 34. If, however, it be 
desired to prepare a cup of coffee with sugar, tab 56 is 
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removed for thereby opening compartments 30 and 34. 
If a cup of coffee containing cream be desired, tab 54 
may be removed for opening compartments 30 and 32. 
With particular reference now to Fig. 4, it will be 

noted that a small tab 60 is defined by score or tear 
lines 50 and 52, said tab being located between tabs 54 
and 56. This small tab may be initially removed from 
the package for positively defining the laterally spaced 
adjacent edges 50 and 52 of tabs 54 and 56, respectively, 
before either of these latter two tabs are torn from the 
package. In this manner accidental or unintentional 
removal of the tabs is effectively precluded. 
With reference now to Fig. 7, it will be noted that this 

package differs from that illustrated in Fig. 4 solely by 
reason of the omission of small tab 60, it being noted that 
tabs 54 and 56 are set apart by means of score or tear 
linc 70, which defines the adjacent edges of said tabs. 

It should be further understood that the invention 
contemplates the use of other types of means, in addition 
to score of tear lines, for effecting the selective opening of 
various of the compartments such as, by way of example, 
utilization of filamentary elements imbedded between the 
facing sheets, and the like. 
From the foregoing it will be noted that simple, inex 

pensive, yet highly effective means have thus been pro 
vided for enabling a person to selectively obtain a bever 
age containing various ingredients. 
What is claimed is: 
1. A compartmented container comprising a pair of 

facing sheets, a first, a second, and a third compartment 
defined by said sheets, a first tear line extending through 
an edge of the first compartment, a second tear line 
extending through an edge of the first and second com 
partments, a third tear line extending through an edge of 
the first, second and third compartments, and a fourth 
tear line extending through an edge of the third corn 
partment, wherein each of said tear lines is located along 
a different edge of the container. 

2. A compartmented container comprising a pair of 
facing sheets, a first, a second and a third compartment 
defined by said sheets, with the longitudinal axis of each 
of said compartments in substantial parallelism and ex 
tending transversely of the longitudinal axis of said sheets, 
a first tear line in spaced parallelism with a side edge of 
the sheets and extending through an end of the second 
compartment, a second tear line in spaced parallelism 
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4. 
with the other side edge of the sheets and extending 
through the other end of the second compartment and 
through an adjacent end of each of the first and third 
compartments. 

3. A compartmented container comprising a pair of 
facing sheets, a first, a second and a third compartment 
defined by said sheets, with the longitudinal axis of each 
of said compartments in substantial parallelism and ex 
tending transversely of the longitudinal axis of said sheets, 
a first tear line in spaced parallelism with a side edge 
of the sheets and extending through an end of the second 
compartment, a second tear line in spaced parallelism with 
the other side edge of the sheets and extending through 
the other end of the second compartment and through an 
adjacent end of each of the first and third compartments, 
and means subdividing the second tear line intermediate its 
length for providing a pair of end tabs, one tab selectively 
controlling access to the first compartment and the second 
compartment, the other tab selectively controlling access 
to the third compartment and the second compartment. 

4. A compartmented container comprising a pair of fac 
ing sheets, three laterally spaced compartments defined 
by said sheets, wherein said compartments are disposed in 
spaced, side-by-side relationship with one end of all three 
compartments in substantial axial alignment, and with 
the opposite end of two adjacent compartments in sub 
stantial axial alignment, and three separate tear lines in 
said sheets, the first tear line extending across the axially 
aligned ends of the three compartments, the second tear 
line extending across the axially aligned opposite ends of 
two compartments, the third tear line extending trans 
versely across the first and second tear lines and across 
the outer edge of the endmost of said compartments. 
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