(51) International Patent Classification:
A47L 9/24 (2006.01)

(21) International Application Number:
PCT/US20 16/019400

(22) International Filing Date:
24 February 2016 (24.02.2016)

(25) Filing Language:
English

(26) Publication Language:
English

(30) Priority Data:
62/120,874 25 February 2015 (25.02.2015) US
15/050,953 23 February 2016 (23.02.2016) US

(71) Applicant: M.D. MANUFACTURING, INC. [US/US]; 34970 McCutry Ave., Bakersfield, CA 93308 (US).

(72) Inventors: GRAVES, Brian; 5605 Segovia Way, Bakersfield, CA 93306 (US). MERCADO, Crispin; 5209 Bold Venture Ct., Bakersfield, CA 93312 (US).

(74) Agents: MILLER, Mark, D. et al; Sierra IP Law, PC, P.O. Box 5637, Fresno, CA 93755-5637 (US).


Declarations under Rule 4.17:
— as to the identity of the inventor (Rule 4.1 7(i))

[Continued on next page]

(54) Title: VACUUM HOSE RETRACTION SYSTEM

(57) Abstract: The present invention provides unique portable or stationary hose retraction systems in a compact unit having a hose, a chamber or plenum for storing the hose, a vacuum source, and a unique valve mechanism attached to the chamber or plenum for holding the hose in place while it is being used, and releasing the hose to allow it to be extended by the user or retracted by the system using the vacuum source. An Optional debris collection chamber with filter may be provided adjacent to the vacuum hose chamber, such that the vacuum source draws air through both the debris collection chamber and through the vacuum hose chamber.
as to applicant's entitlement to apply for and be granted a patent (Rule 4.1 7(H))

of inventorship (Rule 4.1 7(iv))

Published:

— with international search report (Art. 21(3))

— with amended claims and statement (Art. 19(1))
VACUUM HOSE RETRACTION SYSTEM

FIELD OF THE INVENTION

[0001] The present invention relates to vacuum systems, and more particularly to vacuum systems that include retractable suction hoses that are drawn into a chamber using pressure provided from a vacuum source.

SUMMARY OF THE INVENTION

[0002] The present invention provides improved hose retraction mechanisms for portable or stationary vacuum systems that is novel over conventional vacuum systems. Embodiments of the retractable hose systems of the present invention may be adapted for use with any new or existing fluid vacuum or suction system (air, water, gas) where it is desirable to retract a suction hose. Potential applications include without limitation, hoses used with medical devices, hoses used with dental devices, swimming pool hoses, gardening hoses, exhaust ducting, and the like. Embodiments of the present invention may also be adapted for use with other retractable items such as electrical cords and the like.

[0003] Embodiments of the present invention include an elongated hose configured to retract through a valve assembly into a chamber or plenum. The hose itself may or may not be used for suction purposes; however the hose is housed in a chamber or plenum having a vacuum source that is used to perform retraction of the hose. A typical vacuum cleaning system may include one or more motors that create a partial vacuum in the hose and/or chamber or plenum. In alternative embodiments, a vacuum source may be external to the chamber or plenum, but is attached thereto in order to provide a partial vacuum inside. During use, the hose may be pulled to a desired length from the chamber or plenum through
a hose outlet port in the valve assembly, located on the surface of the chamber or plenum. Once the operator is finished using the hose, the partial vacuum in the chamber or plenum may be used to draw the hose back into the chamber through the operation of a valve assembly described more fully herein below.

[0004] The vacuum systems disclosed herein do not require an additional retraction mechanism for the hose or cord (i.e., no mechanical winding mechanism is needed), nor a second motor to create a vacuum in the chamber. A single vacuum motor that is connected to both the hose and the chamber (whether internal or external) may provide vacuum suction through the hose, and also provide sufficient pressure, when desired, to retract the hose through the hose outlet port and into the chamber, regardless of the length of the hose.

In some embodiments, and without limitation, the system may draw the hose into the hose chamber without any guides, windings, or sleeves for gathering the hose within the chamber, although it is preferable to provide such guides especially with longer hoses.

[0005] Embodiments of the present invention may include a unique valve assembly at the hose outlet port that may both prevent the hose from being retracted into the chamber or plenum during use, and also seal the exterior of the hose to the chamber such that the negative pressure (suction) at the distal end of the vacuum hose is optimized. The valve may be opened and closed by the operator as needed.

[0006] Embodiments of the valve assembly may be adjustable from a first open or unsealed position where the vacuum hose can move freely through the valve assembly for extension or retraction, to a closed or sealed position where the vacuum hose is in sealed communication with a sealing collar, and where the vacuum hose is substantially fixed in place relative to the valve assembly.
Embodiments of the valve assembly may comprise a moveable sealing collar that is positioned around the hose and adjacent to the outlet port, a flared receiver at the outlet port for engagement with the sealing collar, and a locking mechanism for securing the sealing collar in a closed position while the hose is in use. In some implementations, and without limitation, the sealing collar may have conical shape and the flared receiver in the outlet port may have a complementary shape, such that when the sealing collar is pressed inward toward the flared receiver and the chamber (the "sealed" position), an airtight seal or substantially airtight seal is created between the sealing collar and the flared receiver. In the sealed position, an airtight or substantially airtight seal is also created between the sealing collar and the hose as well. In those systems where suction is provided through the hose, the sealed position allows air or fluid intake through only the distal end of the hose and optimizes the suction power of the system during use.

In the open or unsealed position, the sealing collar may be pulled away from the flared receiver allowing the operator to either pull the hose from the chamber to a desired length, or release the hose and allow it to be drawn into the chamber solely by the negative pressure in the chamber. This negative pressure may be created by the single (or multiple) vacuum motor(s), or may be provided to the chamber from an outside source. In the open condition, the sealing collar allows the hose to pass freely through the outlet port; in this position the negative pressure in the chamber is sufficient to draw the hose into the chamber regardless of the length of the hose (assuming that the vacuum source is operating, sufficient negative pressure is available and that the chamber is of sufficient size). It is not necessary to close off the hose itself in order to draw it back into the chamber; the negative pressure exerted on both the interior and exterior surfaces of the hose efficiently draws the
hose into the chamber once the user opens the valve and releases the hose. It is not necessary to provide a tight fit between the hose and the collar, nor is it necessary to provide any rings or other structures on the exterior of the hose in order to create sufficient suction on the hose to draw it into the chamber. It is to be understood that embodiments that include multiple vacuum motors to create negative pressure in the chamber are contemplated within the scope of the present invention; such additional motors are ordinarily added to increase the suction (cleaning) capacity of the system, not necessarily for the purpose of retracting the hose, although this is also possible.

[0009] Embodiments of the invention may be portable or stationary. Stationary cleaning systems may include a fixed-position hose chamber and a hose of a sufficient length that allows the operator to vacuum large buildings, areas, etc. (e.g., homes, warehouses of 10,000 square feet or greater, etc.) without having to move the unit. Such stationary systems do not require installation and can be simply placed in an appropriate area (e.g., a closet, in corner of a laundry room, under a bed, etc.). Other applications for stationary systems may include dental offices, medical facilities, swimming pools, and the like where a hose is used for defined purpose after which it needs to be retracted to be out of the way. Other embodiments include portable models (e.g., upright and wheeled, backpack, or carried versions) that can be moved from area to area. Still further embodiments may include systems having elongated hoses located in portable chambers or plenums that can be connected to a whole-house vacuum system, which supplies the negative pressure for both the hose and hose retraction.

[0010] In some embodiments, and without limitation, the present invention relates to an apparatus that includes a vacuum hose; a vacuum hose chamber for storing the
vacuum hose; an optional debris collection chamber adjacent to the vacuum hose chamber, wherein a proximal end of the hose is connected to the vacuum hose chamber (or to the debris collection chamber if provided); a vacuum source operable to draw air through the debris collection chamber and/or the vacuum hose chamber; and a vacuum hose valve mounted on a wall of the vacuum hose chamber having a vacuum hose port through which the vacuum hose can be drawn into or out of the vacuum hose chamber, the valve having an open position and a closed position, where the vacuum hose is fixed in position when the valve is in the closed position and the vacuum hose may be drawn into or out of the vacuum hose chamber when the valve is in the open position. The vacuum hose may be drawn into the vacuum hose chamber by reduced air pressure created in the vacuum hose chamber by the vacuum source when the vacuum source is operating and the valve is in the open position. When the vacuum hose is drawn into the vacuum hose chamber, air is drawn through the vacuum hose port around the exterior of the vacuum hose when the valve is in the open position. When the valve is closed air is drawn only through a distal end of the vacuum hose, facilitating a cleaning operation of the vacuum.

[0011] In such embodiments, the valve may include a flared receiver that surrounds a portion of the vacuum hose port, and a sealing collar having a conical shape that is complementary to the flared receiver. The sealing collar may be inserted into the flared receiver to place the valve in the closed position, creating a substantially airtight seal between the sealing collar and the flared receiver. The valve may be opened by removing the sealing collar from the flared receiver.
Such embodiments may further include a vacuum hose guide connected to the vacuum hose port, wherein the vacuum hose is drawn through the hose guide when it is pulled into or out of the vacuum hose chamber. The vacuum hose guide may include a tube having a plurality of perforations.

In some embodiments, the debris collection chamber may include openings between the debris collection chamber and the vacuum hose chamber that allow air to be drawn between the debris collection chamber and the vacuum hose chamber. The debris collection chamber may include a debris catch that prevents the passage of collected debris from passing from the debris collection chamber into the vacuum hose chamber.

In other embodiments, and without limitation, the present invention relates to a portable apparatus for connection to an external vacuum source (such as a central vacuum system) the apparatus including a vacuum hose; a vacuum hose chamber for storing the vacuum hose; a vacuum hose connector mounted on a wall of the vacuum hose chamber, the vacuum hose connector being for connecting a proximal end of a connecting hose to an external vacuum source; and a vacuum hose valve mounted on a wall of the vacuum hose chamber having a vacuum hose port through which the vacuum hose can be drawn into or out of the vacuum hose chamber, the valve having an open position and a closed position, wherein the vacuum hose is fixed in position when the valve is in the closed position and the vacuum hose may be drawn into or out of the vacuum hose chamber when the valve is in the open position. The vacuum hose connector may include a suction port that is open to the interior of the vacuum hose chamber and creates reduced air pressure within the vacuum hose chamber when the external vacuum source is operating. The vacuum hose may be drawn into the vacuum
hose chamber by reduced air pressure created in the vacuum hose chamber when the vacuum source is operating and the valve is in the open position. When the valve is in the open position, air may be drawn though the vacuum hose port around the exterior of the vacuum hose. When the valve is closed, air is drawn only through a distal end of the vacuum hose.

[0015] In such embodiments, the valve may include a flared receiver that surrounds a portion of the vacuum hose port, and a sealing collar having a conical shape that is complementary to the flared receiver. The sealing collar may be inserted into the flared receiver to place the valve in the closed position, creating a substantially airtight seal between the sealing collar and the flared receiver. The valve may be opened by removing the sealing collar from the flared receiver.

[0016] Such embodiments may further include a vacuum hose guide connected to the vacuum hose port, wherein the vacuum hose is drawn through the hose guide when it is pulled into or out of the vacuum hose chamber. The vacuum hose guide may include a tube having a plurality of perforations.

[0017] It is to be understood that there are several variations in the vacuum systems of the present invention, and that the foregoing descriptions of specific embodiments of the present invention have been presented for purposes of illustration and description. They are not intended to be exhaustive or to limit the invention to the precise forms disclosed, and many modifications and variations are possible in light of the teachings herein.
It is an object of the present invention to provide novel hose retraction systems that are operable to retract a hose of the system efficiently after an operator has completed use of the system.

It is an object of the present invention to provide novel hose retraction systems that retract a hose into a chamber or plenum of the system using negative pressure created by an internal or external vacuum source.

It is an object of the present invention to provide novel hose retraction systems that reduce the effort required to deploy and operate the vacuum system.

It is also an object of the present invention to provide novel portable or stationary hose retraction systems in a single compact unit that includes a hose, a chamber or plenum for storing the hose, a vacuum source, and a unique valve mechanism attached to the chamber or plenum for holding or releasing the hose.

It is also an object of the present invention to provide novel hose retraction systems that manage and easily store a long hose within a chamber in the system.

It is also an object of the present invention to provide novel hose retraction systems that allow the user to select the desired length of hose needed to perform a vacuum or suction process.

Additional aspects and objects of the invention will be apparent from the detailed descriptions and the claims herein.
FIG. 1 is a perspective cutaway view of a self-contained hose retraction system according to an embodiment of the present invention.

FIG. 2 is a perspective cutaway view of a hose retraction system according to another embodiment of the present invention for use with an external vacuum source.

FIG. 3 is a perspective cutaway view of another self-contained hose retraction system according to another embodiment of the present invention.

FIG. 4A is an exploded view of an embodiment of a valve assembly according to an embodiment of the present invention.

FIG. 4B is a side cutaway view of the valve assembly of FIG. 4A showing open and closed positions.

FIG. 4C is a side cutaway view of the valve assembly of FIG. 4A showing a hose therein in a locked or secured position.

FIG. 4D is a side cutaway view of the valve assembly of FIG. 4A showing a hose therein in an unlocked or released position.
DETAILED DESCRIPTION

[0032] Reference will now be made in detail to certain embodiments of the invention, examples of which are illustrated in the accompanying drawings. While the invention will be described in reference to these embodiments, it will be understood that they are not intended to limit the invention. To the contrary, the invention is intended to cover alternatives, modifications, and equivalents that are included within the spirit and scope of the invention as defined by the claims. In the following disclosure, specific details are given to provide a thorough understanding of the invention. However, it will be apparent to one skilled in the art that the present invention may be practiced without these specific details.

[0033] The retraction systems of the present invention include an airtight chamber body 10 that is capable of holding the majority of the length of a flexible hose 21 within the chamber body. The flexible hose may be of any length or diameter (based upon container capacity size) but preferable embodiments include hoses having a length in a range of about 10 to about 100 foot. A hose in a typical vacuum cleaner application may have a diameter of between about 1.25 inches and about 1.375 inches; in non-vacuum cleaner applications, the hose diameter may be anywhere from about ¼ inch to about six inches, depending on the application. The flexible hose 21 may have exterior spiral ridges (e.g., Figs. 4C and 4D) or not (e.g., Figs. 1-3). Vacuum cleaner systems may also include a vacuum source that creates negative pressure in both a filtration chamber 12 (if provided) and in the hose chamber 10 at the same time, allowing for the dual functionalities of allowing the hose to collect debris (when the optional debris collection chamber is provided), and allowing the hose to be automatically retracted, when desired, into the hose chamber 10 by the negative
pressure created by the vacuum source. It is not necessary to close off the hose 21 itself for it to be drawn back into chamber 10. It is to be appreciated that such vacuum cleaning systems may be portable or stationary, and also may be self-contained as illustrated, for example, in Figs. 1 and 3. In vacuum cleaning systems, a container 11 may contain an optional filtration chamber 12 having a disposable filter 13 that is connected with the debris-emitting, proximal end 22 of the flexible hose and that filters debris collected by the hose, as shown in FIG. 3. A vacuum cleaning system may further include one or more optional secondary filters 14 or cyclonic collection buckets between the hose chamber and filtration chamber and the vacuum source (motor) 28. The hose chamber may contain a removable access door or lid 18 to change the filter bag and secondary filter or to empty the cyclonic bucket.

[0034] The body of the an exemplary retraction system may be constructed from various rigid materials such as metal, plastic, ceramic, composite, wood, or other materials capable of withstanding high pressure differentials between the exterior and interior of the vacuum system. The systems of the present invention may also have various shapes, such as cylindrical, rectangular box, etc. In some embodiments, the system may have a mounting bracket on it, allowing the vacuum system to be hung on a wall (e.g., in a garage) and used as a portable vacuum or as a shop vacuum. Mounts on the exterior of the body of the unit may be included to allow for attachments to be stored for easy accessibility.

[0035] The retraction systems of the present invention may include an outlet port through which the flexible hose 21 may be drawn when the system is in use. The system may include a device 31 for holding the flexible hose in place and sealed to the exterior of the airtight container once the desired length of hose has been extracted. The device may be
mechanically or electromechanically controlled to release the hose. For example, the hose holding device 31 may include a conical sealing collar 35 and a flared receiver 33 in the outlet port having a complementary shape to the sealing collar, where the sealing collar 35 may be pressed inward toward the flared receiver 33 and the chamber to create an airtight seal or substantially air-tight seal between the sealing collar 35 and the flared receiver 33. The hose 21 may be fixed in position when the sealing collar is in the sealed position, as shown in FIG. 4D. The sealing collar may also be extended outward from the flared receiver to the unsealed position (FIG. 4C), in which the hose can either be pulled outward to give the operator more slack, or allowed to be retracted into the hose chamber by the vacuum within the hose chamber. It is not necessary to close off hose 21 itself in order to draw it back into the chamber 10; the negative pressure exerted on the interior and exterior surfaces of the hose efficiently draws the hose 21 into the chamber 10 once the user releases the device 31 holding the hose 21.

[0036] In some embodiments, the outlet port for the flexible hose may be coupled with a short sleeve 32 to assist in guiding the hose into and out of the hose chamber. It is not necessary to provide a tight fit between the hose 21 and the sleeve 32, nor is it necessary to provide any rings or other structures on the exterior of the hose 21 in order to create sufficient suction on the hose to draw it into the chamber. In the illustrated embodiments, sleeve 32 is part of receiver 33, but these can be separate elements. The sleeve 32 may include air relief holes on portion thereof that is within the hose chamber in order to regulate the speed of the hose retraction. The pressure differential may be such that the hose is violently retracted into the hose chamber without the presence of the air relief holes. The opening of the hose sleeve 32 should be larger than the hose but smaller than the operative
end 25 of the hose to prevent it from retracting too far into the body of the hose chamber. The hose end 25 may or may not have an easy-grip end on it to aid in pulling the hose out from the hose chamber. In vacuum cleaning embodiments, the cleaning end of the hose may have a separate detachable handle that will also fit other vacuum attachments.

[0037] Embodiments of the present invention may also include an air relief valve 16 in the outer wall of the hose chamber to allow air to bleed into the hose chamber if the pressure differential between the exterior of the hose chamber and the interior of the hose chamber becomes too great (e.g., if the hose and/or valve assembly become clogged). For example, the hose chamber structure may be capable of safely withstanding a threshold pressure differential between the exterior of the hose chamber and the interior of the hose chamber without deformation of the hose chamber. The air relief valve may be configured to allow air to bleed into the hose chamber until a smaller pressure differential than the threshold level is reached.

[0038] Referring now to the drawings wherein like reference characters designate like or corresponding parts throughout the several views, and referring particularly to Figs. 1-4, it is seen that the illustrated embodiments show improved vacuum cleaning systems operable to retract a vacuum hose into a chamber or plenum using the partial vacuum created by the vacuum motor. It is to be appreciated that embodiments of the invention may be adapted for use in systems other than vacuum cleaning such as and without limitation dental devices, medical devices, swimming pools, and the like.

[0039] Without limiting the invention, FIG. 1 shows an exemplary portable or stationary upright vacuum system 100, the vacuum system may have a motor compartment 17 in which a vacuum source such as a motor 28 is housed, along with a control board 19.
and wiring between the motor and control board. A power cord 15 may be coupled to the 5 control board to provide power to the motor. A hose chamber 10 may be positioned above the motor compartment 17 and may be separated from the motor compartment by a solid dividing wall 23. An opening 24 may be present in the solid dividing wall 23 between the motor compartment 17 and the hose chamber 10 that allows the vacuum source 28 to remove air from the hose chamber 10 and create negative pressure in the hose chamber. 10

The hose chamber may include an air relief valve 16 in the outer wall thereof to allow air to bleed into the hose chamber if the pressure differential between the exterior of the hose chamber and the interior of the hose chamber becomes too great. 15

As further shown in FIG. 1, an optional filter chamber 12 housing a filtration system may be positioned above the hose chamber and is separated from the hose chamber by another dividing wall. The filter chamber may receive and house a disposable filter 13 to catch debris that is collected by the vacuum hose. The dividing wall may have one or more perforations therein to allow air to pass from the hose chamber through the filter chamber to the motor and create suction through the flexible hose. The opening 24 might protrude into the filter chamber or the hose chamber. The flexible hose may be separated from the one or more perforations in the dividing wall by its connection to the disposable filter at a hose to filter connection 22, thereby preventing debris from passing from the flexible hose directly into the hose chamber. The filter chamber may have a lid 18 that can be removed to access and replace the disposable filters housed therein. The lid 18 may be provided in any convenient location (top, bottom, side) adjacent to filter 13. 20

A hose sleeve 32 may be present in the vacuum system, as shown in FIG. 1, which may act as a guide for the hose from the exterior of the vacuum system to the hose
chamber. The hose sleeve may be perforated with air relief holes (not shown) on portion thereof that is within the hose chamber in order to regulate the speed of the hose retraction. Also, the hose handle 25 may have a diameter that may be larger than the hose but smaller than the cleaning end of the hose to prevent it from retracting too far into the body of the hose chamber. A removable hose handle may be present on the cleaning end of the hose for ergonomic ease of use.

[0043] The vacuum system 100 may further include a valve apparatus for holding the flexible hose in place and sealed to the exterior of the airtight container once the desired length of hose has been extracted. For example, the valve apparatus may include a conical sealing collar 35 and a flared receiver 33 in the outlet port as described herein. It is to be understood that other sealing and hose arresting devices are contemplated within the scope of the present invention.

[0044] As shown in FIG. 1, the majority of the length of the vacuum hose of the vacuum system of FIG. 1 may be retracted into and stored in the hose chamber.

[0045] Without limiting the invention, FIG. 2 shows an exemplary portable upright vacuum cleaning hose retraction system 200 that can be utilized in combination with a whole-house vacuum system. This exemplary hose retraction system does not have any vacuum suction itself, but instead relies on an exterior vacuum source, i.e., that provided by the whole-house system. These systems include a hose 20 for connecting to the central vacuum system that may plug into a vacuum outlet in the wall or floor, and a T connector 26 positioned in the outer wall of the body of the hose retraction system to which the connector hose is attached. The hose retraction system 200 includes a hose chamber 10 that is airtight for retracting and housing the hose 21. The T portion of the connector is
within the vacuum system and may have one branch that is open to the hose chamber and a
second branch with a hose swivel cuff for connecting to the flexible vacuum hose.

[0046] The hose chamber may include an air relief valve in the outer wall thereof to allow air to bleed into the hose chamber if the pressure differential between the exterior of the hose chamber and the interior of the hose chamber becomes too great.

[0047] The hose retraction system 200 may also include electrical wiring and, optionally, control electronics for a power brush head or other electrically powered functions on the hose handle. The system 200 may include power cord for connection to a standard electrical outlet, and wires that may be embedded in the vacuum hose that deliver power to the vacuum handle. The hose retraction system 200 may also include control electronics on the exterior of the hose chamber and/or on the hose handle.

[0048] The hose may be drawn out of the hose chamber through an outlet port in the outer wall of the hose chamber. The outlet port may include a hose sleeve 32 to assist in guiding the hose into the hose chamber; however, the hose sleeve is optional. The outlet port may further include a valve apparatus for holding the flexible hose in place and sealed to the exterior of the airtight container once the desired length of hose has been extracted. For example, the valve apparatus may include a conical sealing collar 35 and a flared receiver 33 in the outlet port as described herein. It is to be understood that other sealing and hose arresting devices are contemplated within the scope of the present invention.

[0049] The hose retraction system 200 may be adapted for use with any whole-house or central vacuum system, as well as other vacuum systems.

[0050] Without limiting the invention, FIG. 3 shows an exemplary portable or stationary vacuum cleaning system 300 that does not require installation, but may be used in
a stand-alone environment, or with a whole-house or central vacuum system. This exemplary system can be placed in any available convenient space (e.g., a closet, a laundry room, etc.) and does not need to be bolted into the structure or otherwise installed. It may be an entirely self-contained system that can simply be placed inside or outside of a structure and plugged in for use without any further preparation.

[0051] The vacuum system 300 includes an air tight container 11 that includes a hose chamber 10 in which the flexible hose 21 is housed, and a smaller optional compartment 12 for a disposable primary filter 13 that is directly connected to the flexible vacuum hose, and a closed compartment 17 for the vacuum source (motor). There may be a hole 24 between the compartment 17 and the rest of the airtight container 11 such that the vacuum source can remove air from the airtight container 11 to create suction through the flexible hose 21. There may be a secondary filter 14 between the hole 24 and the rest of the airtight container to prevent debris from being drawn into the vacuum source. The vacuum source may be connected to a control board and a power cord mounted in the outer wall of the airtight chamber. The power cord 15 may be connected to standard outlets. The motor compartment may also include an exhaust and a filter for filtering the exhaust down to ULPA levels. The exhaust allows the motor to dissipate heat and air without contaminating the surrounding environment. The filtered exhaust may make the vacuum system 300 and related embodiments appropriate and safe for use inside the home.

[0052] The hose chamber 10 may include an air relief valve 16 in the outer wall thereof to allow air to bleed into the hose chamber if the pressure differential between the exterior of the hose chamber and the interior of the hose chamber becomes too great.

[0053] The airtight chamber 11 may also have an outlet port in the outer wall
thereof that includes a hose sleeve structure 32 and a sealing device 35 for holding the flexible hose in place and sealed to the exterior of the airtight container once the desired length of hose has been extracted. For example, the sealing device may include a conical sealing collar 35 and a flared receiver 33 in the outlet port as described herein. It is to be understood that other sealing and hose arresting devices are contemplated within the scope of the present invention.

[0054] In operation, when the vacuum source (motor) 28 of the embodiment of FIG. 3 is turned on, air is removed from the airtight chamber 11 and a low pressure ("negative" pressure) is created within the airtight chamber relative to the ambient pressure. This results in air (along with debris) being drawn through the flexible hose 21 from the exterior of the vacuum system 300. The air and debris are passed through the hose into the optional primary filter 13, where the debris may be collected. The air is constantly being removed from the airtight chamber by the motor 28 during operation to create a constant vacuum. During use, the sealing device may be in the sealed or closed position in which the hose is statically held in the outlet port so that it is not retracted into the hose chamber and the negative pressure is applied completely at the distal end of the hose. When the operator needs to draw the flexible hose out of the chamber or retract the hose, the sealing device may be moved into the unsealed or open position in which hose is not held in static position. Then, the user may draw more hose from the chamber, or allow the negative pressure of the airtight chamber to retract the hose into the hose chamber.

[0055] FIG. 4 shows several views of an exemplary sealing device 400 that may be positioned in an outlet port or hose sleeve 32 of the vacuum systems of the present invention. The sealing device or valve assembly may include a collar 36 attached to an
elastomeric or rubber boot 35 that is positioned around the hose 21 and adjacent to the outlet port or hose sleeve 32. The hose sleeve has a flared receiver end 33 for engagement with the rubber boot 35, and a locking mechanism for securing the sealing collar and rubber boot 35 in a closed position for operation of the retraction system. The rubber boot 35 may have conical shape and the flared receiver 33 in the outlet port may have a complementary shape, such that when the rubber boot 35 is pressed inward toward the flared receiver 33 and the chamber, an airtight seal or substantially air-tight seal is created between the rubber boot 35 and the flared receiver 33. In the sealed position, an airtight or substantially air-tight seal is created between the rubber boot and both the flared receiver and the hose as well, thereby allowing air intake through only the distal end of the hose and optimizing the suction power of the system during use.

In the open or unsealed position, the rubber boot 35 may be pulled away from the flared receiver 33 allowing the operator to pull the hose from the chamber to a desired length or allowing the hose 21 to be drawn into the chamber 10 solely by the negative pressure in the airtight chamber. In the open condition, the rubber boot allows the hose to pass freely through the outlet port, and the negative pressure in the chamber may be sufficient to draw the hose into the chamber regardless of the length of the hose (assuming sufficient negative pressure, and that the chamber is of sufficient size).

A locking mechanism is provided with the sealing device 400 and may include collar 36 attached to rubber boot 35 having a slot 39 and notch 38 that engages a tab 37 on the hose sleeve 33 to arrest the position of the rubber boot. The locking mechanism can be manipulated (twist locked) by the operator as needed. The left view of FIG. 4B and FIG. 4D both show the locking mechanism in an unlocked or released position. In these
views, it is seen that tab 37 is engaged with slot 39, which prevents collar 36 and rubber boot 35 from engaging directly against sleeve 33. Twisting rubber boot 35 and collar 36, and pushing them inward results in locking or closing the locking mechanism, as shown in the right view of FIG. 4B and FIG. 4C. Both of these views show the locking mechanism in locked or closed position. In these views, it is seen that tab 37 is engaged with smaller notch 38, allowing collar 36 to move inward, and rubber boot 35 to be pressed directly against sleeve 33 creating an airtight seal. To unlock, boot 35 and collar 36 need simply be pulled out and twisted such that tab 37 is again positioned in slot 39.

[0058] It is to be understood that other sealing and hose arresting devices are contemplated within the scope of the present invention.

[0059] The present invention provides hose retraction systems that are operated using air pressure alone. It is to be understood that there are several variations in the thermally insulative container that provide additional benefits, as disclosed above. It should also be understood that the foregoing descriptions of specific embodiments of the present invention have been presented for purposes of illustration and description. They are not intended to be exhaustive or to limit the invention to the precise forms disclosed, and many modifications and variations are possible in light of the above teaching. The embodiments were chosen and described in order to best explain the principles of the invention and its practical application, to thereby enable others skilled in the art to best utilize the invention and various embodiments with various modifications as are suited to the particular use contemplated.
What is claimed is:

1. A hose retraction apparatus, comprising:
   a. a vacuum hose;
   b. a vacuum hose chamber for storing said vacuum hose;
   c. a vacuum source operable to draw air through said vacuum hose chamber; and
   d. a vacuum hose valve mounted on a wall of said vacuum hose chamber having a vacuum hose port through which said vacuum hose can be drawn into or out of said vacuum hose chamber, said valve having an open position and a closed position, wherein said vacuum hose is fixed in position when said valve is in said closed position, and said vacuum hose may be drawn into or out of said vacuum hose chamber when said valve is in said open position.

2. The apparatus of claim 1 further comprising a debris collection chamber adjacent to said vacuum hose chamber, wherein a proximal end of said hose is connected to said debris collection chamber such that said vacuum source draws air through said debris collection chamber and through said vacuum hose chamber.

3. The apparatus of claim 1, wherein said vacuum hose is drawn into said vacuum hose chamber by reduced air pressure created in said vacuum hose chamber by said vacuum source when said vacuum source is operating and said valve is in said open position.
4. The apparatus of claim 3, wherein air is drawn though said vacuum hose port around the exterior of said vacuum hose when said valve is in said open position.

5. The apparatus of claim 3, wherein air is drawn only through said vacuum hose when said valve is closed.

6. The apparatus of claim 1, wherein said valve further comprises a flared receiver that surrounds a portion of said vacuum hose port, and an elastomeric sealing boot having a conical shape that is complementary to the flared receiver.

7. The apparatus of claim 6, wherein said sealing boot is inserted into said flared receiver to place the valve in said closed position.

8. The apparatus of claim 7, wherein a substantially airtight sealed is created between said sealing boot and said flared receiver when said valve is in said closed position.

9. The apparatus of claim 6, wherein said sealing boot is removed from said flared receiver to place the valve in said open position.

10. The apparatus of claim 6, wherein said valve further comprises a collar attached to said sealing boot, said collar having a slot and notch therein, and said flared receiver further comprises a tab thereon.
11. The apparatus of claim 10, wherein said valve is in said closed position when said tab is inserted into said notch, and said valve is in said open position when said tab is inserted into said slot.

12. The apparatus of claim 2, wherein said debris collection chamber includes openings between said debris collection chamber and said vacuum hose chamber that allow air to be drawn between said debris collection chamber and said vacuum hose chamber.

13. The apparatus of claim 12, wherein said debris collection chamber includes a debris catch that prevents the passage of collected debris from passing from the debris collection chamber into said vacuum hose chamber.

14. The apparatus of claim 1, further comprising a vacuum hose guide connected to said vacuum hose port, wherein said vacuum hose is drawn through said hose guide when it is pulled into or out of said vacuum hose chamber.

15. The apparatus of claim 14, wherein said vacuum hose guide comprises a tube having a plurality of perforations.

16. The apparatus of claim 1, wherein said apparatus is sufficiently small and light-weight that the user can move the apparatus without the assistance of tools or machines while in use.
17. A portable hose retraction apparatus for connection to an external vacuum source, comprising:
   a. a vacuum hose;
   b. a vacuum hose chamber for storing said vacuum hose;
   c. a connector mounted on a wall of said vacuum hose chamber for connection to an external vacuum source; and
   d. a vacuum hose valve mounted on a wall of said vacuum hose chamber having a vacuum hose port through which said vacuum hose can be drawn into or out of said vacuum hose chamber, said valve having an open position and a closed position, wherein said vacuum hose is fixed in position when said valve is in said closed position, and said vacuum hose may be drawn into or out of said vacuum hose chamber when said valve is in said open position.

18. The apparatus of claim 17, wherein said connector includes a suction port that is open to the interior of said vacuum hose chamber and creates reduced air pressure within said vacuum hose chamber when said vacuum source is operating.

19. The apparatus of claim 18, wherein said vacuum hose is drawn into said vacuum hose chamber by reduced air pressure created in said vacuum hose chamber by said vacuum source when said vacuum source is operating and said valve is in the said open position.
20. The apparatus of claim 19, wherein air is drawn though said vacuum hose port around the exterior of said vacuum hose when said valve is in said open position.

21. The apparatus of claim 18, wherein air is drawn only through said vacuum hose when said valve is closed.

22. The apparatus of claim 17, wherein said valve includes a flared receiver that surrounds a portion of said vacuum hose port, and an elastomeric sealing boot having a conical shape that is complementary to the flared receiver.

23. The apparatus of claim 22, wherein said sealing boot is inserted into said flared receiver to place the valve in said closed position.

24. The apparatus of claim 23, wherein a substantially airtight sealed is created between said sealing boot and said flared receiver when said valve is in said closed position.

25. The apparatus of claim 22, wherein said sealing boot is removed from said flared receiver to place the valve in said open position.

26. The apparatus of claim 22, wherein said valve further comprises a collar attached to said sealing boot, said collar having a slot and notch therein, and said flared receiver further comprises a tab thereon.
27. The apparatus of claim 26, wherein said valve is in said closed position when said tab is
inserted into said notch, and said valve is in said open position when said tab is inserted
into said slot.

28. The apparatus of claim 17, further comprising a vacuum hose guide connected to said
vacuum hose port, wherein said vacuum hose is drawn through said hose guide when it
is pulled into or out of said vacuum hose chamber.

29. The apparatus of claim 28, wherein said vacuum hose guide comprises a tube having a
plurality of perforations.

30. The apparatus of claim 17, wherein said external vacuum source is a central vacuum
system.

31. The apparatus of claim 30, wherein debris collected during a vacuum operation by said
vacuum hose is collected by said central vacuum system.
What is claimed:

1. A vacuum cleaning unit having a hose retraction apparatus, comprising:
   a. a vacuum hose;
   b. a vacuum chamber for storing said vacuum hose;
   c. a vacuum source operable to evacuate said vacuum chamber to create a partial vacuum in said vacuum chamber during a cleaning operation and draw air and debris through said vacuum hose into a debris collection chamber within said vacuum chamber; and
   d. a vacuum hose valve mounted on a wall of said vacuum chamber having a vacuum hose port through which said vacuum hose can be drawn into or out of said vacuum chamber, said valve having an open position and a closed position, wherein said vacuum hose is fixed in position when said valve is in said closed position, and said vacuum hose may be drawn into said vacuum chamber by said partial vacuum in said vacuum chamber when said valve is in said open position.

2. The apparatus of claim 1, wherein a proximal end of said hose is connected to said debris collection chamber such that said vacuum source draws air through said debris collection chamber and through said vacuum chamber.

3. The apparatus of claim 1, wherein air is drawn through said vacuum hose port around the exterior of said vacuum hose when said valve is in said open position.
4. The apparatus of claim 1, wherein air is drawn only through said vacuum hose when said valve is closed.

5. The apparatus of claim 1, wherein said valve further comprises a flared receiver that surrounds a portion of said vacuum hose port, and an elastomeric sealing boot having a conical shape that is complementary to the flared receiver.

6. The apparatus of claim 5, wherein said sealing boot is inserted into said flared receiver to place the valve in said closed position.

7. The apparatus of claim 6, wherein a substantially airtight sealed is created between said sealing boot and said flared receiver when said valve is in said closed position.

8. The apparatus of claim 5, wherein said sealing boot is removed from said flared receiver to place the valve in said open position.

9. The apparatus of claim 5, wherein said valve further comprises a collar attached to said sealing boot, said collar having a slot and notch therein, and said flared receiver further comprises a tab thereon.

10. The apparatus of claim 9, wherein said valve is in said closed position when said tab is inserted into said notch, and said valve is in said open position when said tab is inserted into said slot.
11. The apparatus of claim 1, wherein said debris collection chamber includes openings between said debris collection chamber and said vacuum chamber that allow air to be drawn between said debris collection chamber and said vacuum chamber.

12. The apparatus of claim 11, wherein said debris collection chamber includes a debris catch that prevents the passage of collected debris from passing from the debris collection chamber into said vacuum chamber.

13. The apparatus of claim 1, further comprising a vacuum hose guide connected to said vacuum hose port, wherein said vacuum hose is drawn through said hose guide when it is pulled into or out of said vacuum chamber.

14. The apparatus of claim 13, wherein said vacuum hose guide comprises a tube having a plurality of perforations.

15. The apparatus of claim 1, wherein said apparatus is sufficiently small and light-weight that the user can move the apparatus without the assistance of tools or machines while in use.

16. A portable vacuum hose unit for connecting to an external vacuum source having a vacuum-actuated hose retraction apparatus, comprising:
   a. a vacuum hose;
   b. a vacuum chamber for storing said vacuum hose;
c. a connector mounted on a wall of said vacuum chamber for connection to an
external vacuum source, wherein during a cleaning operation air and debris are
drawn through said vacuum hose by a partial vacuum generated in said vacuum
chamber by said external vacuum source; and

d. a vacuum hose valve mounted on a wall of said vacuum chamber having a
vacuum hose port through which said vacuum hose can be drawn into or out of
said vacuum chamber, said valve having an open position and a closed position,
wherein said vacuum hose is fixed in position when said valve is in said closed
position, and said vacuum hose is drawn into said vacuum chamber by a partial
vacuum in said vacuum chamber when said external vacuum source is connected
to said connector and operating and said valve is in said open position.

17. The apparatus of claim 16, wherein said connector includes a suction port that is open to
the interior of said vacuum hose chamber and creates reduced air pressure within said
vacuum hose chamber when said vacuum source is operating.

18. The apparatus of claim 16, wherein air is drawn though said vacuum hose port around the
exterior of said vacuum hose when said valve is in said open position.

19. The apparatus of claim 16, wherein air is drawn only through said vacuum hose when
said valve is closed.

20. The apparatus of claim 16, wherein said valve includes a flared receiver that surrounds a
portion of said vacuum hose port, and an elastomeric sealing boot having a conical shape
that is complementary to the flared receiver.

21. The apparatus of claim 20, wherein said sealing boot is inserted into said flared receiver to place the valve in said closed position.

22. The apparatus of claim 21, wherein a substantially airtight sealed is created between said sealing boot and said flared receiver when said valve is in said closed position.

23. The apparatus of claim 20, wherein said sealing boot is removed from said flared receiver to place the valve in said open position.

24. The apparatus of claim 20, wherein said valve further comprises a collar attached to said sealing boot, said collar having a slot and notch therein, and said flared receiver further comprises a tab thereon.

25. The apparatus of claim 24, wherein said valve is in said closed position when said tab is inserted into said notch, and said valve is in said open position when said tab is inserted into said slot.

26. The apparatus of claim 16, further comprising a vacuum hose guide connected to said vacuum hose port, wherein said vacuum hose is drawn through said hose guide when it is pulled into or out of said vacuum hose chamber.

27. The apparatus of claim 26, wherein said vacuum hose guide comprises a tube having a
plurality of perforations.

28. The apparatus of claim 16, wherein said external vacuum source is a central vacuum system.

29. The apparatus of claim 28, wherein debris collected during a vacuum operation by said vacuum hose is collected by said central vacuum system.

30. The apparatus of Claim 1, wherein said vacuum source is in direct communication with said vacuum hose chamber.

31. The apparatus of Claim 1, wherein said vacuum source is not in direct communication with said vacuum hose.

32. The apparatus of Claim 1, wherein said vacuum source is not in direct communication with said debris collection chamber and is not in direct communication with said vacuum hose.

33. The apparatus of Claim 1, wherein said partial vacuum is applied to said vacuum hose chamber and said debris collection chamber during a cleaning operation.

34. The apparatus of Claim 16, wherein said connector includes a receiver within said vacuum chamber for connecting a proximal end of said vacuum hose operable to place said vacuum hose and said external vacuum hose in communication.
35. The apparatus of Claim 16, wherein said connector includes an evacuation port that is open to the interior of the vacuum chamber that allows the vacuum chamber to be evacuated when said external vacuum source is attached to said connector and generates a partial vacuum in said vacuum chamber.
Dear Gentleperson:

Claim 1 has been amended to emphasize that the vacuum systems of the present invention are distinct from the whole-house vacuum systems of the prior art, which require a system of pipes embedded in walls and that require hoses that must be connected to outlets in the system or have hoses that are stored within pipes embedded in the walls of the house. The present invention includes a vacuum chamber that is operable to store the vacuum hose and a vacuum retraction system that utilizes the negative pressure created in the vacuum chamber to retract the vacuum hose. There is no needed connection between the vacuum
system and a central or whole-house vacuum system.

Claim 17 has been amended to emphasize that the vacuum hose unit is a separate unit that attaches to an external vacuum source (e.g., a central or whole-house vacuum system) and uses a partial vacuum generated in the vacuum chamber of the unit by the attached external vacuum source to retract the hose into the vacuum chamber of the unit.

The prior art is discussed below:

US 2014/0259509 (Harman) discloses a hose retractor valve for central vacuum cleaning system that includes a vacuum assisted hose lock and seal assembly comprising a tapered cylinder and an elastomeric cylinder which restrain the vacuum hose from being drawn into the system vacuum tubing while in use. Harman is saliently deficient with regard to a vacuum chamber for storing a vacuum hose and housing a debris collection structure.

Harman is also saliently deficient with regard to a vacuum hose unit that is separate from an external vacuum source and attachable to an external vacuum source (e.g., a central or whole-house vacuum system), as recited in Claim 17. US2009/0188073 (Gabric) discloses a vacuum hose storage system that can be attached to a vacuum source, but uses an internal helical spring that biases the hose to retract during non-use. Gabric is cited as disclosing a retractable hose, but clearly fails to disclose a device that can utilize an external vacuum source to retract the hose into a vacuum chamber having a partial vacuum therein.

The rejections in the Written Opinion are believed to be overcome. If it is deemed helpful or beneficial to the efficient prosecution of the present application, the Office is invited to contact Applicant's undersigned representative.


Respectfully Submitted,

By: /William K. Nelson/

William K. Nelson
USPTO Reg. No. 63501
Customer No. 13442
Sierra IP Law, PC
P.O. Box 5637
Fresno, California 93755-5637
(559) 436-3800
FIG. 3
INTERNATIONAL SEARCH REPORT

International application No. PCT/US2016/019400

A. CLASSIFICATION OF SUBJECT MATTER

IPC ... 571-272-4300
CPC - A47L 9/24 (2016.01)

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC(8) - A47L 5/32, 5/36, 5/38, 9/00, 9/24 (2016.01)
CPC - A47L 9/24 (2016.02)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

USPC - 15/312.2, 314, 315, 323 (keyword delimited)

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

PatBase, Google Patents, Google, Google Scholar, YouTube

Search terms used: m.d., manufacturing, vacuum, hose, retraction, storing, valve, chamber

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2014/0259509 A1 (HARMAN) 18 September 2014 (18.09.2014) entire document</td>
<td>1, 3-9, 14</td>
</tr>
<tr>
<td></td>
<td></td>
<td>2, 12, 13, 15-25, 28-31</td>
</tr>
<tr>
<td>Y</td>
<td>US 4,688,292 A (SCHMIEGEL) 25 August 1987 (25.08.1987) entire document</td>
<td>2, 12, 13</td>
</tr>
<tr>
<td>Y</td>
<td>US 2007/0174992 A1 (MURRAY et al) 02 August 2007 (02.08.2007) entire document</td>
<td>16</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search
17 April 2016

Date of mailing of the international search report
13 MAY 2016

Authorized officer
Blaine R. Copenhaver
PCT Helpdesk: 571-272-4300
PCT OSP: 571-272-7774

Form PCT/ISAy2 I O (second sheet) (January 2015)