Title: DIRECT CONTACT QUENCH CRYSTALLIZATION PROCESS AND COSMETIC PRODUCTS PRODUCED THEREBY

Abstract: A process for making a solid cosmetic composition, the process comprising the steps of: forming at least one hot process stream comprising a solvent and a gellant dissolved therein, the hot process stream having a first temperature; forming at least one cold process stream comprising a cosmetic active having a second temperature, wherein the second temperature is at least 5 degrees C below the first temperature; combining the at least one hot process stream and the at least one cold process stream together in a mixing chamber having no moving parts therein and without applying external source of cooling, to form a substantially homogeneous product stream.
Published: — with international search report

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
DIRECT CONTACT QUENCH CRYSTALLIZATION PROCESS
AND COSMETIC PRODUCTS PRODUCED THEREBY

FIELD OF THE INVENTION

The present invention relates to solid cosmetic products, and more particularly to deodorant and antiperspirant stick compositions and processes for making the same.

BACKGROUND OF THE INVENTION

There are many types of solid deodorant and antiperspirant sticks that are commercially available or otherwise known in the art. These solid sticks are designed to provide effective perspiration and odor control while also being cosmetically acceptable during and after application onto the underarm area of the skin, and are typically packaged in dispensing containers suitable for conventional application of the composition to the skin by a consumer. In this context, "cosmetically acceptable" means that the product glides on smoothly during application, is non-irritating, and results in little or no visible residue (e.g., low residue performance) after application to the skin.

The conventional way of making such solid deodorants and antiperspirants includes combining all ingredients in a heated hold tank. The ingredients are thoroughly mixed and heated to several degrees above the complete melt point of the mixture. Once the ingredients in the heated tank are completely melted and mixed, a small feed stream is pumped through a scraped surface heat exchanger to initiate crystallization. The feed stream then goes through a filler where it is fed into canisters. Some portion of the feed stream can be re-circulated through a second heat exchanger to melt the crystals before being deposited back into the heated hold tank. This process is continued until the hold tank is emptied and a new batch is started. There are several limitations associated with a conventional process described above.

First, the quality of the crystal structure is limited by the process since only a small portion of the process stream is exposed through indirect contact to the cooling media to result in spontaneous nucleation. In a scraped surface heat exchanger the portion of the stream exposed to the chilled surface is increased by the scraping action of the blades to renew and clear the surface for indirect contact. However, the freshly nucleated product
that is scraped from the wall is re-introduced into the hot bulk product flow. Near the inlet of the scraped surface heat exchanger the bulk product flow is above the melting point of the just nucleated crystals, so the thermal driving force is for re-melting the just formed crystals. By the exit of the scraped surface heat exchanger the bulk product flow is typically at a temperature below the melting point of the crystalline material, but above it's spontaneous nucleation temperature – this is known in the art as the Metastable Growth Region. In this temperature region, crystalline material can grow on existing crystals, but generally are thermodynamically unable to form new, independent crystals. Accordingly, much of the crystallization occurs in the Metastable Growth Region and results in relatively large, non-uniform crystals that are less than optimal in their ability to harden a solid stick suspension, and resist weeping in soft solid compositions.

Therefore, it would be desirable to create a process that would result in a substantially higher proportion of the stream being crystallized in the spontaneous nucleation region to create a crystal structure with smaller, more uniform crystals that could harden a solid suspension using less total gellant and result in soft solid suspensions that can better resist weeping.

Another disadvantage of the conventional method includes the possibility for heat sensitive ingredients to deteriorate during the period of time required to formulate and completely process a batch at the elevated holding temperatures. Therefore, it would be desirable to create a processing method that would shorten or even eliminate the time period required for the heat sensitive ingredients to be held at elevated temperatures.

Also, the conventional process itself is relatively complex and requires capital equipment with moving parts that can be expensive and require periodic maintenance to keep it in good operating condition. Accordingly, it would be desirable to create a process with no moving parts to reduce capital, maintenance and operating costs.

US Patent 6,338,840 describes a process and an apparatus for forming deodorant or antiperspirant sticks by forming a mobile composition for dispensing into containers or molds under pressure, preferably using a screw extruder, particularly a twin-screw extruder. The process claims the benefit of allowing incorporation of sensitive ingredients and ameliorating sedimentation of particulates. However, this process also appears to have at least some of the same limitations as the above-described conventional
process in that only a small portion of the process stream is exposed through indirect contact to the surface of the cooling media. Additionally, the extruder has multiple moving parts that are expensive to maintain.

WO 02/053109 describes a process for preparing a solid free-standing cosmetic composition, whereby the composition is pumped through a cooled pipe without being subjected to mixing during its passage through the pipe. While this process does not employ a forced extrusion, it still requires external cooling means, such as a cooling jacket surrounding the pipe, to nucleate and crystallize the crystal matrix with all the aforementioned limitations.

The present invention comprises a novel and advantageously simple process for making solid cosmetic compositions, such as, for example, deodorant and antiperspirant sticks, while avoiding the limitations of the prior art.

SUMMARY OF THE INVENTION
It has now been discovered that a process for making solid cosmetic compositions, that includes direct contact-quench crystallization by a cooling media provides the benefits of smaller, more uniform crystal size of the resultant composition. Accordingly, the present invention comprises, in one aspect, a process for making a solid cosmetic composition, the process comprising the steps of: forming at least one hot process stream comprising a solvent and a gellant dissolved therein, the hot process stream having a first temperature; forming at least one cold process stream comprising a cosmetic active having a second temperature lower than the first temperature; and combining the at least one hot process stream and the at least one cold process stream together in a mixing chamber having no moving parts therein to form a substantially homogeneous product stream and without applying external source of cooling.

The ratio, by weight, of the hot process stream to the cold process stream at the point of combining the streams together is from about 1:9 to about 3:1. Put another way, the hot process stream may comprise be from about 10 percent to about 75 percent of the cold process stream.

According to the present invention, when the hot and cold process streams are combined together, substantially the entire amount of the hot process stream being
combined is virtually instantaneously cooled to a temperature of at least one degree, more specifically at least 5 degrees, and even more specifically at least 10 degrees, below the onset of crystallization of a resulting, mixed, product stream.

The second temperature can be at least 5 degrees, more specifically at least 20 degrees, more specifically at least 50 degrees, and even more specifically at least 70 degrees, lower than the first temperature.

Beneficially, the step of combining the hot process stream and the cold process stream together may be conducted such as to cause the gellant to cool at a cooling rate of at least 30, and more specifically at least 50, degrees per second, thereby crystallizing the gellant and forming the solid cosmetic composition. The process can be continuous or – alternatively – periodic.

The first temperature can be from 1°C to 50°C above the onset of crystallization of the hot process stream. The second temperature can be at least 20°C below the first temperature. In some embodiments, the second temperature can be from 5°C to 60°C below the onset of crystallization of the hot process stream.

The solvent can be any material that is liquid at the holding temperature of the hot process stream and that can dissolve or suspend the gellant. The solvent can be selected from the group consisting of cyclic, linear and branched chain silicones. Suitable solvents may comprise, but are not limited to, non-volatile paraffinic hydrocarbon fluids such as those described in US 4,985,238 and anhydrous liquid carriers such as those described in US 6,171,601 or in US 6,258,346 and emollients such as those described in US 5,972,319. Solvent comprising cyclomethicone is believed to be beneficial.

The gellant can be any material which can crystallize from the hot process stream and remain solid at room temperature. Suitable gellants can include, but are not limited to, those described in US 6,258,346 and those described as nucleating agents or gellants in US 6,171,601, or those waxes and wax-like materials described in US 4,985,238 and may be selected from, but not limited to, the group consisting of stearyl alcohol and other fatty alcohols; hydrogenated castor oil; paraffin wax; beeswax; carnauba; candelilla; spermaceti wax; ozokerite; ceresin; baysberry; synthetic waxes, such as Fisher-Tropsch
waxes and microcrystalline wax; polyethylenes with molecular weight of about 200 to about 1000 daltons; solid triglycerides; and any mixtures thereof.

The cold process stream comprises a liquid emollient or solvent that is characterized by its ability to disperse an antiperspirant or deodorant active or a cosmetic active. The liquid emollient for the cold process stream may comprise, but is not limited to, the aforementioned solvents for use in the hot process stream. The liquid emollient or solvent can be selected from the group consisting of cyclomethicone, mineral oil; PPG-14 butyl ether; isopropyl myristate; petrolatum; butyl stearate; cetyl octanoate; butyl myristate; myristyl myristate; C12-15 alkylbenzoate (e.g., Finsolv.TM.); octyldodecanol; isostearyl isostearate; octododecyl benzoate; iso stearyl lactate; isostearyl palmitate; isobutyl stearate; dimethicone and any mixtures thereof.

If desired, the step of combining the hot process stream and the cold process stream may include combining the hot and cold streams in a pipe having an external source of heating and involving no moving mechanical parts.

In another aspect, the present invention comprises a method of solidifying a cosmetic composition comprising an antiperspirant or deodorant active, the method comprising the steps of: providing a liquid gellant component in a first liquid solvent having a first temperature; providing an active component dispersed in a second liquid solvent having a second temperature lower than the first temperature; combining the liquid gellant component and the active component together so that the active component causes cooling of the gellant component to a temperature of from 35°C to 55°C, thereby crystallizing the gellant component, wherein cooling of the gellant is conducted by virtue of contacting the gellant with the cold process stream and with no external sources of cooling.

In still another aspect, the present invention comprises a solid cosmetic composition made by the process described herein and comprising an antiperspirant or deodorant active, wherein the average size of gellant crystals in the resulting cosmetic composition is less that about 10 microns.

The process of the present invention is simpler and lower in capital cost relative to the processes of prior art, because it required no external sources of cooling of the
combined process stream or moving mechanical (mixing) parts. This process also provides the benefit of processing heat-sensitive components without damaging them because the time during which the hot materials contact cold materials before forming the resulting product’s homogeneous structure is minimized by the process.

BRIEF DESCRIPTION OF THE DRAWING

Fig. 1 is a schematic diagram of the direct contact quench-crystallization process of the present invention.

DETAILED DESCRIPTION OF THE INVENTION

The term "anhydrous" as used herein with respect to the product of the present invention means that the antiperspirant stick composition of the present invention, and the essential or optional components thereof are substantially free of added or free water. From a formulation standpoint, this means that the anhydrous antiperspirant stick compositions of the present invention contain less than about 5%, more specifically less than about 3%, even more specifically less than about 1%, and even more specifically zero percent, by weight of free or added water, other than the water of hydration typically associated with the particulate antiperspirant active prior to formulation.

The term “onset of crystallization” as used herein, means the temperature at which a material crystallizes from a liquid solution. All melt points and the onset of crystallization referenced herein, unless otherwise specified, are measured by the well-known technique of Differential Scanning Calorimetry (DSC). For evaluation a Perkin-Elmer 7 Series Thermal Analysis System Model DSC7 is used, manufactured by Perkin-Elmer, Norwalk, Conn.

The term "ambient conditions" as used herein refers to surrounding conditions comprising about one atmosphere of pressure, at about 50% relative humidity, and at about 25°C. All values, amounts and measurements described herein are obtained under ambient conditions unless otherwise specified.

The term “volatile” as used herein refers to those materials which have a measurable vapor pressure at 25°C. Such vapor pressures will typically range from about 0.01 millimeters Mercury (mmHg) to about 6 mmHg, more typically from about 0.02 mmHg to about 1.5 mmHg, and have an average boiling point at one atmosphere (atm) of
pressure of less than about 250°C, more typically less than about 235°C at one atm. Conversely, the term “non-volatile” refers to those materials which are not “volatile” as defined herein.

The term “direct quench” crystallization, as used herein, refers to a cooling process resulting from instantaneously combining together a hot process stream containing a liquid gellant, and a cold process stream, thereby causing substantially the entire amount of the gellant contained in the hot stream being mixed to instantaneously cool to a temperature below the onset of crystallization of the gellant. The term “direct” in this context means that the cold and hot process streams contact one another, and heat and mass transfer occurs, without any layer or other separation between the streams.

All percentages, parts and ratios are by weight of the total composition, unless otherwise specified. All such weights as they pertain to listed ingredients are based on the specific ingredient level and, therefore, do not include solvents, carriers, by-products, filler or other minor ingredients that may be included in commercially available materials, unless otherwise specified.

In essence, the process of the present invention can be accomplished by combining at least two process streams, at least one hot process stream 20 and at least one process stream 30, within a mixing chamber 40, Fig. 1. In Fig. 40, a tank containing a hot process stream components is designated as 20a; and a tank containing a cold process stream components is designated as 20b. Conventional equipment, such as, for example, pumps 50 can be used to facilitate movement of the hot and cold streams 20, 30 towards and into the mixing chamber 40.

The mixing chamber 40 may comprise a pipe, a any other suitable arrangement capable of receiving both the hot process stream 20 and the cold process stream 30 therein so that the streams 20 and 30 are combined therein with sufficient turbulence to cause thorough mixing and heat transfer. The mixing chamber 40 may be a small void space containing static baffles or other physical structure arranged to enable thorough mixing and heat transfer between the hot and cold process streams 20, 30.
A hot process stream 20 may contain a gellant melted in a solvent base and held above the full melting point of the gellant. A cold process stream 30 may contain solvent, antiperspirant active, and any heat-sensitive components.

Beneficially, the ratio of the hot process stream to the cold process stream at the point of combining the streams together may be from about 1:9 to about 3:1, i.e., the hot process stream may comprise be from about 10 percent to about 75 percent of the cold process stream.

Given a certain proportion of the hot and cold process streams within the required range, the cold process stream must have a temperature sufficient to cause substantially the entire amount of the hot process stream being mixed to cool to a temperature that is at least one degree C lower than the onset of crystallization of the gellant, when the hot and cold process streams are combined within the mixing chamber 40. More specifically, the temperature of the product stream within the mixing chamber 40 is at least 5°C, more specifically at least 10 degrees, C lower that the onset of crystallization of the gellant. The cool process stream can be held at ambient temperature. The at least two process streams 20, 30 are then instantaneously combined and mixed within a mixing chamber 40 to effect a quench cooling rate of the “hot” stream of at least 30°C per second, more specifically at least 50°C per second, and more specifically at least 100°C per second.

One skilled in the art will appreciate that if the process of the present invention is run continuously, the relative proportions of the hot and cold process streams should be computed taking into consideration the hot and cold streams’ respective heat and mass flow properties to achieve the desired quench.

The term “at least one” process stream is intended to convey that the present invention is not limited to mixing just two streams; one skilled in the art will understand that each of the hot and cold process streams may comprise several hot or cold streams. Put another way, the present invention contemplates mixing multiple hot process streams 20 and multiple cold process streams 30.

The temperature of the hot process stream, the cold process stream, and the resulting, combined, product stream can be measured by any method known in the art. The temperature of the hot process stream Th and the temperature of the cold process
stream $T_c$ can be measured just before the two streams combine; and the temperature of the product stream $T$ can be measured right after the hot and cold streams have been combined, as schematically shown in Fig. 1.

Hot Process Stream

The step of forming a hot process stream involves mixing a solvent and a gellant so that the gellant is dissolved in the solvent. The hot process stream has a first temperature that may range from $1^\circ$C to $50^\circ$C above the onset of crystallization of the hot process stream. The gellant and solvent may be combined and mixed using a static mixer or alternately may be combined and mixed in a hot process tank 20a using conventional process equipment obvious to those skilled in the art.

The solvent can be any material that is liquid at the holding temperature of the hot process stream and that can essentially completely dissolve the gellant. The solvent can be selected from the group consisting of cyclic, linear and branched chain silicones. Suitable solvents may comprise, but are not limited to, non-volatile paraffinic hydrocarbon fluids such as those described in US 4,985,238 and anhydrous liquid carriers such as those described in US 6,171,601 or in US 6,258,346 and emollients such as those described in US 5,972,319. Solvent comprising cyclomethicone is believed to be beneficial.

The gellant can be any material which can crystallize from the hot process stream and remain solid at room temperature. Suitable gellants can include, but are not limited to, those described in US 6,258,346 and those described as nucleating agents or gellants in US 6,171,601, or those waxes and wax-like materials described in US 4,985,238 and may be selected from, but not limited to, the group consisting of stearyl alcohol and other fatty alcohols; hydrogenated castor oil; paraffin wax; beeswax; carnauba; candelilla; spermaceti wax; ozokerite; cerasin; baysberry; synthetic waxes, such as Fisher-Tropsch waxes and microcrystalline wax; polyethylenes with molecular weight of about 200 to about 1000 daltons; solid triglycerides; and any mixtures thereof.

Cold Process Stream

The step of forming a cold process stream involves mixing an antiperspirant or deodorant or cosmetic active, as described herein, and a solvent and optionally a heat sensitive component. The cold stream has a second temperature that is at least 10 degrees
C below the onset of crystallization of the gellant in the hot stream. The second temperature is at least about 20 degrees lower than the first temperature. More specifically, the second temperature is at least 50 degrees, and even more specifically at least 70 degrees C lower than the first temperature.

The cold process stream may include a liquid emollient or solvent. Suitable liquid emollients or solvents may be selected from the group consisting of mineral oil; PPG-14 butyl ether; isopropyl myristate; petrolatum; butyl stearate; cetyl octanoate; butyl myristate; myristyl myristate; C12-15 alkylbenzoate (e.g., Finsolv.TM.); octyldodecanol; isostearyl isostearate; octododecyl benzoate; isostearyl lactate; isostearyl palmitate; isobutyl stearate; dimethicone and any mixtures thereof.

The cold process stream comprises a liquid emollient or solvent that is characterized by its ability to disperse an antiperspirant or deodorant active or a cosmetic active. The liquid emollient for the cold process stream may comprise, but is not limited to, the aforementioned solvents for use in the hot process stream. The liquid emollient or solvent can be selected from the group consisting of cyclomethicone, mineral oil; PPG-14 butyl ether; isopropyl myristate; petrolatum; butyl stearate; cetyl octanoate; butyl myristate; myristyl myristate; C12-15 alkylbenzoate (e.g., Finsolv.TM.); octyldodecanol; isostearyl isostearate; octododecyl benzoate; isostearyl lactate; isostearyl palmitate; isobutyl stearate; dimethicone and any mixtures thereof.

The cold process stream may also optionally comprise any heat sensitive component that could chemically degrade or deteriorate or react with components of the cosmetic or antiperspirant composition at elevated temperatures or corrode metal process equipment at elevated storage temperatures. Suitable antiperspirant actives and suitable cosmetic actives may include, but are not limited to those described below. Preferably the cold process stream contains the antiperspirant active.

Combining Hot and Cold Process Streams

The step of combining the at least one hot process stream and the at least one cold process stream together involves combining the streams in such a manner as to cause substantially complete mixing and heat transfer between the hot process stream and the cold process stream in a very short time period. The time period during which such mixing and heat transfer occur according to the present invention is less than 3 seconds,
more specifically less than 1 second. This causes the gellant to cool at a cooling rate of at least 30 degrees C per second, thereby crystallizing the gellant and forming the solid cosmetic composition. The gellant component can be cooled to a temperature of from 35°C to 55°C, the temperature at which the gellant component crystallizes.

During the step of combining the at least one hot process stream and the at least one cold process stream together, substantially the entire amount of the hot process stream is cooled to the temperature of at least 1 degree, more specifically at least 5 degrees, and even more specifically at least 10 degree C, below the onset of crystallization of the product stream.

One of the advantages of this invention is that combining the hot and cold process streams together in a manner as to effect direct contact quench cooling having no external sources of cooling allows for greater nucleation which produces very small crystals – less than about 10 microns -- in the resulting product.

The step of combining the hot process stream and the cold process stream may be conducted a pipe having an external source of heating involving no moving mechanical parts. Such an arrangement eliminated the disadvantages of the known in the art conventional-type processes requiring relatively expensive equipment and its necessary maintenance.

In another aspect, the present invention comprises a solid cosmetic composition made by the process of the present invention and comprising an antiperspirant or deodorant active, wherein the cosmetic composition has an average crystal size of less than about 10 microns. As one skilled in the art will recognize, the crystal size can be measured by using cross-polarized light microscopy methods. As used herein, the “average” crystal size refers to a mean size of the major (largest) axis of a crystal, averaged across at least 20 measurements in at least three separate samples made according to the process of the present invention. Put another way, to measure the average crystal size, one would need to prepare at least three separate samples of the product as described herein, and then measure at least twenty random and representative crystals in each of the samples. The results are then arithmetically averaged.
Antiperspirant Active

The antiperspirant and deodorant embodiments of the present invention may comprise an aluminum-containing antiperspirant active suitable for application to human skin. The concentration of the active should be sufficient to provide the desired perspiration wetness or odor control from the formulation selected.

The antiperspirant active concentration in the antiperspirant and deodorant embodiments of the present invention ranges from about 0.1% to about 30%, more specifically from about 5% to about 30%, by weight of the composition. These weight percentages are calculated on an anhydrous metal salt basis exclusive of water and any complexing agents such as glycine, glycine salts, or other complexing agents. The antiperspirant active can be solubilized or solid, but is preferably in the form of a dispersed solid particulate. The dispersed particulates most typically have average particle size or diameter of less than about 100 micron, more typically from about 1 micron to about 40 micron. The particle size can be measured by using light microscopy methods or any light-scattering technique known in the art.

The antiperspirant active for use in the antiperspirant and deodorant embodiments of the present invention include any aluminum-containing material having antiperspirant activity, which can be used alone or in combination with other antiperspirant active materials such as zirconium-containing actives. The antiperspirant actives suitable for use herein include astringent metallic salts, especially inorganic and organic salts of aluminum, zirconium and zinc, as well as mixtures thereof. Particularly beneficial are aluminum-containing and/or aluminum/zirconium-containing salts or materials, such as aluminum halides, aluminum chlorohydrate, aluminum hydroxyhalides, zirconyl oxyhalides, zirconyl hydroxyhalides, and mixtures thereof.

Beneficial are aluminum salts for use in the antiperspirant and deodorant embodiments of the present invention include those that conform to the formula:

$$\text{Al}_2(\text{OH})_n \text{Cl}_b \cdot x \text{H}_2\text{O}$$

wherein a is from about 2 to about 5; the sum of a and b is about 6; x is from about 1 to about 6; and wherein a, b, and x may have non-integer values. Aluminum chlorohydroxides referred to as "5/6 basic chlorohydroxide", wherein a = 5, and "2/3 basic

Beneficial zirconium salts for use in the antiperspirant and deodorant embodiments of the present invention include those which conform to the formula:

\[
\text{ZrO(OH)}_{2-a}\text{Cl}_a \cdot x \text{H}_2\text{O}
\]

wherein \( a \) is from about 1.5 to about 1.87; \( x \) is from about 1 to about 7; and wherein \( a \) and \( x \) may both have non-integer values. These zirconium salts are described in Belgian Patent 825,146, Schmitz, issued August 4, 1975, which description is incorporated herein by reference. Particularly beneficial zirconium salts are those complexes which additionally contain aluminum and glycine, commonly known as ZAG complexes. These ZAG complexes contain aluminum chlorohydroxide and zirconyl hydroxy chloride conforming to the above-described formulas. Such ZAG complexes are described in U.S. Patent 3,679,068, Luedders et al., issued February 12, 1974; Great Britain Patent Application 2,144,992, Callaghan et al., published March 20, 1985; and U.S. Patent 4,120,948, Shelton, issued October 17, 1978, all of which are incorporated herein by reference.

Antiperspirant actives suitable for use in the compositions include aluminum chlorohydrate, aluminum dichlorohydrate, aluminum sesquichlorohydrate, aluminum chlorohydrox propylene glycol complex, aluminum dichlorohydrox propylene glycol complex, aluminum sesquichlorohydrox propylene glycol complex, aluminum chlorohydrox polyethylene glycol complex, aluminum dichlorohydrox polyethylene glycol complex, aluminum sesquichlorohydrox polyethylene glycol complex, aluminum zirconium trichlorohydrate, aluminum zirconium tetrachlorohydrate, aluminum zirconium pentachlorohydrate, aluminum zirconium octachlorohydrate, aluminum zirconium trichlorohydrox glycine complex, aluminum zirconium tetrachlorohydrox glycine
complex, aluminum zirconium pentachlorohydrex glycine complex, aluminum zirconium octachlorohydrex glycine complex, aluminum chloride, aluminum sulfate buffered, and combinations thereof. Further suitable antiperspirant actives are described in US 6,663,854 or in US 20040009133, the descriptions of which are incorporated herein by reference.

Deodorant Active

The antiperspirant and deodorant compositions of the present invention can also be formulated with an underarm active in the form of an antimicrobial deodorant material in addition to or in place of the antiperspirant active. Deodorant active concentrations in the compositions can range from about 0.1% to about 30%, specifically from about 0.1% to about 10%, even more specifically from about 0.1% to about 3%, by weight of the composition. These deodorant actives include any known or otherwise safe and effective antimicrobial deodorant active suitable for topical application to human skin, and which is effective in preventing or eliminating malodor associated with perspiration.

Non-limiting examples of antimicrobial deodorant actives for use in the antiperspirant and deodorant compositions of the present invention include cetyltrimethylammonium bromide, cetyl pyridinium chloride, benzethonium chloride, diisobutyl phenoxy ethoxy ethyl dimethyl benzyl ammonium chloride, sodium N-lauryl sarcosine, sodium N-palmethyl sarcosine, lauroyl sarcosine, N-myristoyl glycine, potassium N-lauryl sarcosine, trimethyl ammonium chloride, sodium aluminum chlorohydroxy lactate, triethyl citrate, tricetyl methyl ammonium chloride, 2,4,4'-trichloro-2'-hydroxy diphenyl ether (triclosan), 3,4,4'-trichlorocarbanilide (triclocarban), diaminoalkyl amides such as L-lysine hexadecyl amide, heavy metal salts of citrate, salicylate, and piroctose, especially zinc salts, and acids thereof, heavy metal salts of pyrithione, especially zinc pyrithione, zinc phenolsulfate, farnesol, and combinations thereof. Triclosan, triclocarban, and combinations thereof are believed to be beneficial.

Other deodorant actives suitable for use herein are described in U.S. Patent 6,013,248 (Luebbe et al.), which descriptions are incorporated herein by reference.

Cosmetic Actives

The cosmetic stick compositions of the present invention comprise from about 0.01% to about 60% by weight of a cosmetic active. Suitable actives include any known
or otherwise effective cosmetic active that is compatible with the essential ingredients of the cosmetic sticks of the present invention, or which do not otherwise unduly impair the product performance thereof.

Cosmetic actives suitable for use in the compositions of the present invention include moisturizers, emollients, perfumes or fragrances, skin conditioners, antiperspirants, anti-oxidants, vitamins, anti-wrinkle products, surfactants, pharmaceuticals, deodorants, pigments or colorants, sunscreens or other photo protectants, and any other material intended or otherwise suitable for topical application to the skin.


Specific examples of cosmetic actives suitable for use herein include antiperspirant and deodorant actives as described herein, perfumes and fragrances, antimicrobials (antibacterial, antifungal), steroidal anti-inflammatory materials (e.g., hydrocortisone), non-steroidal anti-inflammatory materials, vitamins and derivatives thereof (e.g., thiamin, riboflavin, niacin, pyridoxine, vitamin A, vitamin D, vitamin E, vitamin K), hydroxy and alpha-hydroxy acids (e.g., salicylic acid, citric acid), moisturizers (e.g., silicone and non-silicone), and the like.

Non-limiting embodiments of the cosmetic stick compositions of the present invention include lipsticks, foundations and makeup, antiperspirant and deodorant sticks, sunscreen or other photoprotective sticks, emollient sticks, health care actives delivered from a solid stick (e.g., steroidal and non-steroidal anti-inflammatory agents, analgesic stick, etc.), or any other solid stick embodiment from which a desired material, skin active or inert, is incorporated into for topical delivery to the skin.

Differential Scanning Calorimetry Method For Evaluating Complete Melt Point
1. 10 mg of sample is weighed into a three-component volatile sample pan arrangement, comprising a bottom, a lid, and rubber seal. The assembled sealed pan
resists loss of volatile components and is beneficial to accurately measure the melt points described herein.

2. The pan is then heated from 0°C to 150°C at a rate of 5°C/minute.

3. The complete melt point is determined as the temperature at the intersection of the baseline tangent to the trailing edge of the endothermic peak.

Method for Determining Onset Of Crystallization

1. 10 mg of sample is weighed into a three-component volatile sample pan arrangement, comprising a bottom, a lid, and rubber seal. The assembled sealed pan resists loss of volatile components and is beneficial to accurately measure the melt points described herein.

2. The pan is then cooled from 100°C to 0°C at a rate of 5°C/minute.

3. The onset of crystallization is determined as the temperature at the intersection of the baseline tangent to the leading edge of the exothermic peak.

While particular embodiments of the present invention have been illustrated and described, it would be obvious to those skilled in the art that various other changes and modifications can be made without departing from the spirit and scope of the invention. It is therefore intended to cover in the appended claims all such changes and modifications that are within the scope of this invention.
WE CLAIM:

1. A process for making a solid cosmetic composition, the process comprising the steps of:
   (a) forming at least one hot process stream comprising a solvent and a gellant dissolved therein, the hot process stream having a first temperature;
   (b) forming at least one cold process stream comprising a cosmetic active having a second temperature, wherein the second temperature is at least 5°C below the first temperature;
   (c) combining the at least one hot process stream and the at least one cold process stream together in a mixing chamber, the mixing chamber having no moving parts therein, and without applying external source of cooling, to form a substantially homogeneous product stream.

2. The process of claim 1, wherein the first temperature is from 1°C to 50°C above the temperature of onset of crystallization of the hot process stream.

3. The process of any one of the preceding claims, wherein the second temperature is at least 20°C, preferably at least 50°C, and more preferably at least 70°C, below the first temperature.

4. The process of any one of the preceding claims, wherein the solvent comprises cyclic, linear and branched chain silicones or mixtures thereof; and the gellant comprises stearyl alcohol and other fatty alcohols, hydrogenated castor oil, paraffin wax, beeswax, carnauba, candelilla, spermaceti wax, ozokerite, cerasin, baysberry, synthetic waxes such as Fisher-Tropsch waxes and microcrystalline wax, polyethylenes with molecular weight of about 200 to about 1000 daltons, solid triglycerides, or mixtures thereof.

5. The process of any one of the preceding claims, wherein the at least one cold process stream comprises a liquid emollient or solvent comprising mineral oil, PPG-14 butyl ether, isopropyl myristate, petrolatum, butyl stearate, cetyl octanoate, butyl myristate, myristyl myristate, C12-15 alkylbenzoate,
octyl dodecanol, isostearyl isostearate, octododecyl benzoate, isostearyl lactate, isostearyl palmitate, isobutyl stearate, dimethicone, or mixtures thereof.

6. The process of any one of the preceding claims, wherein in the step of combining the at least one hot process stream and the at least one cold process stream together, substantially the entire amount of the hot process stream is cooled to the temperature of at least 1°C, preferably at least 5°C, and more preferably at least 10°C, below the onset of crystallization of the product stream.

7. The process of any one of the preceding claims, wherein the step of combining the at least one hot process stream and the at least one cold process stream comprises combining the at least one hot stream and the at least one cold stream in a pipe having an external source of heating, the pipe having no moving mechanical parts.

8. The process of any one of the preceding claims, wherein the process is continuous.

9. A process for solidifying a cosmetic composition comprising an antiperspirant or deodorant active, the method comprising the steps of:
   (a) providing a liquid gellant component in a first liquid solvent having a first temperature;
   (b) providing an active component dispersed in a second liquid solvent having a second temperature lower than the first temperature;
   (c) combining the liquid gellant component and the active component together so that the active component causes cooling of the gellant component to a temperature of from 35°C to 55°C, thereby crystallizing the gellant component,
   the method characterized in that the cooling of the gellant in step (c) is conducted with no external sources of cooling.

10. A solid cosmetic composition comprising an antiperspirant or deodorant active, the cosmetic composition made by the process of any one of the preceding claims,
wherein an average crystal size of the gellant component of the cosmetic composition is less than about 10 microns.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC 7  A61K7/32

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 7  A61K

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 98/27955 A (THE PROCTOR &amp; GAMBLE COMPANY) 2 July 1998 (1998-07-02) page 29 - page 41 page 24, paragraph 2 page 28</td>
<td>1,2,4,10</td>
</tr>
<tr>
<td>X</td>
<td>US 2003/113282 A1 (BURANACHOKPAISAN) 19 June 2003 (2003-06-19) paragraphs ‘0067!’, ‘0068!’, ‘0054!; claim 24; table 1</td>
<td>1,2,4</td>
</tr>
<tr>
<td>X</td>
<td>WO 01/52799 A (L’OREAL ET AL.) 26 July 2001 (2001-07-26) page 25, paragraph 3; examples 1,2</td>
<td>1,2</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

* Special categories of cited documents:

- "A" document defining the general state of the art which is not considered to be of particular relevance
- "E" earlier document but published on or after the international filing date
- "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- "O" document referring to an oral disclosure, use, exhibition or other means
- "P" document published prior to the international filing date but later than the priority date claimed

- "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
- "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
- "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
- "&" document member of the same patent family

Date of the actual completion of the international search: 22 June 2005

Date of mailing of the international search report: 29/06/2005

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentissian 2 NL - 2280 HV Rijswijk
Tel. (+31-70) 940-2040, Tx. 31 651 epo rf, Fax: (+31-70) 340-3016

Authorized officer

Alvarez Alvarez, C
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>AT 291895 T</td>
<td>15-04-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 5728998 A</td>
<td>17-07-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 9714153 A</td>
<td>30-10-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2275664 A1</td>
<td>02-07-1998</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1245420 A</td>
<td>23-02-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69732922 D1</td>
<td>04-05-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0963193 A1</td>
<td>15-12-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 3643602 B2</td>
<td>27-04-2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2001507041 T</td>
<td>29-05-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9827955 A1</td>
<td>02-07-1998</td>
</tr>
<tr>
<td>US 2003113282</td>
<td>19-06-2003</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 3559701 A</td>
<td>31-07-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 0105026 A</td>
<td>19-02-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2362742 A1</td>
<td>26-07-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1358084 A</td>
<td>10-07-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0152799 A1</td>
<td>26-07-2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003520218 T</td>
<td>02-07-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004086478 A1</td>
<td>06-05-2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2005089542 A1</td>
<td>28-04-2005</td>
</tr>
</tbody>
</table>