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ABSTRACT OF THE DISCLOSURE 
A chromatographic column for the separation of Com 

ponents of a mixture comprising a hollow member; a 
means for introducing a mixture into and withdrawing 
components from said member; means for detecting com 
ponents issuing from said member; said column being pro 
vided with a partitioning agent comprising a polymeric ma 
terial bonded to an interior surface of said member either 
directly or through an intermediate film or coupling agent. 
A partition agent-forming polymerizing monomer is de 
posited within the interior of the hollow member and 

O 

2. 
has been coated with a thin film of partitioning liquid for 
which the liquid or gaseous constituents of the sample 
have an affinity. - s 
The separation columns generally used in chromato 

graphic analysis have been either a packed column or a 
capillary column, depending upon the particular sample 
being analyzed and the amount thereof. As the name sug 
gests, packed columns contain packed into the column 
discrete particles which can function as a stationary phase 
per se by virtue of absorbing surfaces thereof or as a 
support for a stationary phase comprising a thin film of 
partitioning liquid. Capillary columns are generally of a 
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polymerized in situ. Comonomers may be employed, and 
chain-stopping agents, an alkyl halide, can be used to reg 
ulate the chain length. 

This invention relates to chromatographic analyzers. 
More particularly, the invention relates to novel separat 
ing columns used in chromatographic analyzers and to a 
method of preparing Such columns. 
Chromatographic analyzers are a widely used tool for 

the measurement and control of chemical processes. As a 
process control device, chromatographic columns are 
usually divided into two distinct units-an analyzer unit 
located quite near the process stream and a programmer 
unit that can be located where needed. The analyzer must 
obtain its own sample, analyze it, and process the detector 
information into some useful quantity. Depending on the 
intended use, this quantity is then delivered to either re 
corder, controller, or computer means. The instrument 
must continue to repeat the same cycle, sometimes as often 
as once each minute, for many uninterrupted months with 
the high degree of reliability. 

Briefly, analysis of a sample by the chromatographic 
technique involves injecting a small sample into an appro 
priate fluid carrier stream. The fluid carrier stream con 
veys the sample through a separation column which con 
tains a material for which each of the respective compo 
nents of the sample mixture has its own unique affinity 
or retention time. The difference in the affinity or reten 
tion time of the respective components causes the indi 
vidual components of the sample to stay within the col 
umn for different lengths of time before emerging. The 
affinity of most liquid and gaseous compounds for various 
materials is well known and the order of emergence of the 
individual components of a sample mixture can be easily 
determined. As each component emerges from the column, 
it is passed through a detector device which measures a 
particular property of the respective component against a 
reference property of the carrier fluid. The output of the 
detector is representative of the amount of the particular 
component in the sample. A recording of the input of the 
detector for a particular sample generally results in a 
multipeaked curve, wherein each peak may represent one 
component of the sample, and from which the quantity 
or percentage of each of the components can be ascer 
tained by known procedures. 
The material causing the separation within the column 

of the respective liquid or gaseous components of the 
sample is commonly called the "stationary phase" of the 
column. Separation is effected either because the station 
ary phase has absorbing surfaces or because the Surface 
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Smaller diameter than packed columns and are not packed 
with a particulate separation material. Rather, such col 
umns have the inner surface thereof coated with a sep 
arating liquid phase, with the column wall functioning as 
the Support for the separation or partitioning agent. 

Generally, in both types of columns, the bonding forces 
between the partitioning agent and the support column, 
whether it be the column wall or discrete particles, has 
been due to physical adsorption. This physical bonding 
is relatively weak and can be overcome by thermal fluctu 
ations in the system or by displacement by another chem 
ical species. Further, because the effects of the bonding 
forces are not easily controlled, a uniform and optimum 
thickness of the film is difficult to obtain. If too much of 
the partitioning agent is used, the result may be an un 
even film which adversely affects column efficiency, or 
film in which the slow diffusion of the species that are 
to be separated causes a loss of separating speed and in 
efficiency. If too little partitioning agent is used, the result 
may be that column capacity and efficiency are too low 
for effective separations. Most serious, the partitioning 
agent may migrate and the separating behavior of the 
column will then be unstable. w . 

It is an object of this invention to provide novel chro 
matographic columns. It is another object of this inven 
tion to provide chromatographic columns wherein the 
partitioning agent comprises a discrete polymeric film. It 
is another object of this invention to provide a novel ap 
paratus for making chromatographic separations. A still 
further object of this invention is to provide a method for 
making capillary and packed chromatographic columns. 
These and other objects, aspects and advantages will be 
apparent from the disclosure and the accompanying draw 
ings. 
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The present invention provides a novel column par 
ticularly adapted to chromatographic separations which 
is characterized by having as the partitioning or stationary 
phase a continuous discrete film of a polymeric material 
which is integrally attached or bonded to the inner sur 
face of the column and/or a support material, if one is 
used, at least chemically through valence bonds. The 
chemical bonding of the stationary phase, i.e., partition. 
ing agent, to the column wall and/or support material, 
effectively inhibits migration of the stationary phase and 

60 

affords improved separation of components by providing 
a continuous film of partitioning agent of controlled es 
sentially uniform thickness. . . . 
A particular feature of the present invention is the pro 

vision of a unique partitioning agent comprising a polys 

65 

meric material which is at least-chemically bonded to the 
surfaces of the chromatographic column itself and also to 
relatively inert support materials when such materials are 
used. The polymeric materials can be copolymerized 

70 

among themselves and with the column surfaces and Sup 
port materials in an intimately intermixed order to pros 
vide a stable continuous film extending throughout the 
column which is capable of attracting or having selective 
affinities for particular solid materials. . . . W 
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Thus, according to this invention, there is provided in 
one embodiment a novel column having therein a par 
titioning agent formed from a low molecular weight com 
pound having chemical groups or radicals which react 
with a selected support. In addition, one or more of the 
chemical groups are polymerizable functional groups, 
thereby permitting in situ polymerization of the partition 
ing agent. In another embodiment, the selected partitioning 
agent is at least chemically bonded to a selected coupling 
agent, which is in turn at least chemically bonded to a 
selected column support. In this embodiment, the effective 
partitioning phase is a polymeric material formed in situ 
from a low molecular weight compound having two or 
more reactive groups or radicals such that a chemical 
bond is formed to the coupling agent, without interference 
with the in situ polymerization. The partitioning agent 
may also be bound to the coupling agent by chain en 
tanglement, the type of bonding which can normally be 
accomplished for polymers of unlike chemical composi 
tion only when one polymer is formed in situ from a solu 
tion of monomer in the other polymer. The coupling agent 
in this embodiment is selected which has at least one 
group or radical which will bond chemically to the 
selected support, and at least one group to which the par 
titioning phase will form a chemical bond; the coupling 
agent may also polymerize in situ, provided it does not 
lose the capability of chemically bonding to or chain en 
tanglement with the partitioning phase. This invention is 
fully applicable to both liquid and gas chromatography. 
The present invention provides chromatographic col 

lumns having several distinct advantages over prior art 
columns wherein the bonding between the partitioning 
agent and support is by physical means. For example, by 
controlling the extent of the in situ polymerization, the 
optimum effective thickness of the partitioning agent film 
can be obtained. Also, because of increased strength af 
forded by the chemical bond, the stability of the column is 
greatly increased. Furthermore, since the bonding to the 
support is effected through chemical reaction, the prob 
abilities of leaving exposed adsorption sites is reduced. 
In addition, migration of the stationary phase is in 
hibited. 

The present invention provides a chromatographic 
column having a stable, uniform film of a polymeric 
stationary phase chemically bonded to the coumn and/or 
support material when used; as well as a method for pre 
paring such columns by the in situ polymerization of the 
stationary phase. The polymeric stationary phase may be 
thermoplastic (i.e., a linear or branched polymer) or it 
may be crosslinked. If the latter, it shall be crossinked 
only to such an extent that the compounds that are to be 
separated have appreciable solubility in the polymer. The 
degree of crosslinking may be, in itself, a major contribu 
tor to the selectivity of absorption by the stationary phase. 
The invention is particularly useful in capillary-type 

columns such as those disclosed in U.S. Pat. 2,920,478. 
Such columns generally comprise a circular tube or hollow 
member of extended length having an internal diameter 
approaching capillary dimensions. The hollow member 
will generally have an internal diameter of from 0.001 
to 0.003 inch and a length which can be on the order of 
100 to 500 feet. The dimensions per se are not critical, 
although extreme lengths require that the column be coiled 
in order to fit into a temperature bath and the small di 
ameter does require care in handling. In such capillary 
columns, the stationary phase can be directly bonded to 
the interior wall of the hollow member comprising the 
chromatographic separation column. Alternatively, the 
column can be first coated with a coupling agent which 
is capable of bonding chemically through valence bonds 
to the interior wall of the column. This finite film of 
coupling agent is overcoated with certain polymerizable 
monomers. The polymerizable monomer is polymerized in 
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4. 
agent and which is interlocked with the coupling agent 
by at least a chemical bond through valence bonds. The 
coupling agents, when used, can be monomeric or 
polymeric in nature. 

Thus, the present invention provides chromatographic 
columns having, as the stationary phase or partitioning 
agent, a continuous discrete polymeric material of an 
essentially uniform finite thickness integrally bonded 
chemically through valence bonds to the interior wall or 
Surface of the column and/or other support material, when 
used. The invention further provides columns wherein the 
polymeric partitioning agent is bonded to the surfaces of 
the column or other support through a coupling material 
or agent, which itself may be either a monomeric or 
polymeric phase. In this latter embodiment, the coupling 
agent is directly bonded to the column wall or other sup 
port chemically through valence bonds and is bonded to 
the polymeric partitioning agent chemically through 
valence bonds, physically as by chain entanglement, or by 
a combination of physical and chemical bonding forces. 

It is a feature of the present invention that the chro 
matographic column member per se be constructed of a 
rigid material having reactive groups on the surface ex 
posed to the column interior, such as surface hydroxyl 
groups, and which is otherwise nonreactive with a poly 
meric partitioning agent and/or coupling agent. Suitable 
materials of construction for such columns which possess 
the requisite attributes include glass, quartz, steel and 
metals such as aluminum, iron, copper, tin, titanium, 
chromium, nickel and the like, whose surface contains hy 
drated metal oxide group which provide the requisite sur 
face hydroxyl groups; the steel being presently preferred 
as a material of construction. For packed columns, any of 
the support materials commonly employed as support 
packing can be used in the practice of the invention, 
providing that such support materials have reactive groups 
on the surfaces thereof and are otherwise nonreactive with 
the polymeric partitioning agent and/or coupling agent. 
The polymeric materials applicable as partitioning 

agents in the practice of the invention can be broadly de 
scribed as any addition or condensation polymer having 
terminal end groups capable of reacting with the surface 
hydroxyl groups of the column in their wall to effect a 
chemical bonding through valence forces through the 
polymeric stationary phase and the column wall; or which 
are capable of reacting with reactive groups of the coupling 
agent when used, to effect at least a chemical bonding 
through valence forces between the polymeric stationary 
phase and the coupling agent; it being understood that 
there is present in such cases at least some physical bond 
ing as by chain entanglement of the individual polymeric 
segments. In certain cases, the bonding between the 
polymeric stationary phase and the coupling agent will be 
entirely physical, as by chain entanglement, i.e., in the case 
wherein the coupling agent is also a polymeric material 
which is not copolymerizable with the stationary phase or 
partitioning agent. In this instance, the solution compris 
ing the monomeric partitioning agent and monomeric 
coupling agent is deposited upon the column wall; the 
coupling agent is polymerized in situ to leave the mono 
meric stationary phase dispersed throughout the polymeric 
coupling agent; the coupling agent is then coated with 
partitioning agent-forming polymerizable monomer; and 
the partitioning agent-forming polymerizable monomer is 
polymerized in situ, including the monomer dispersed 
throughout the polymeric coupling agent. Thus, since no 
reaction occurred between the monomer phases of the 
coupling agent and the partitioning agent, and no reaction 
occurred between the polymeric phase of the coupling 
agent and the polymeric phase of the stationary agent, the 
bonding between the polymeric phases is entirely physical 
in nature. 

Polymeric materials which can be utilized as the par 
titioning agent in the practice of the present invention ine 
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clude homopolymers and copolymers of monomers having 
a structure: 

wherein each R can be the same or different and each is 
individually selected from the group consisting of hydro 
gen, halogen, furyl, pyridinyl, carbazoyl, aryl, alkyl, 
alkaryl, cycloalkyl, aryl, alkaryl, alkenyl, alkynyl, halo 
gen-substituted aryl, halogen-substituted alkaryl, halogen 
substituted alkenyl, halogen-substituted alkynyl, halogen 
substituted alkyl, halogen-substituted aralkyl, halogen-sub 
stituted cycloalkyl, alkoxy-substituted aryl, alkoxy-substi 
tuted alkaryl, alkoxy-substituted alkenyl, alkoxy-substitu 
ted alkynyl, alkoxy-substituted alkyl, alkoxy-substituted 
cycloalkyl, alkenylaryl, -COOR, -CONR2? -C=N, 
-COR2, -OR2, and R2COO-, wherein R is selected 
from the group consisting of hydrogen, alkyl, aryl, alkyl 
and aralkyl, the number of carbon atoms in each R, R, or 
R2 being not more than 21. Some examples of monomers 
which can be polymerized alone or copolymerized together 
to form a polymeric partitioning agent in accordance with 
the invention include the olefins such as ethylene, propyl 
ene, 1-butene, 1-pentene, 4-methyl-1-pentene, 1-pentene, 1 
octene, 1-decene, 3-phenylpropene-1, vinylcyclohexane, 
and the like; conjugated dienes such as butadiene (1,3- 
butadiene), 2,3-dimethyl-1,3-butadiene, isoprene, piperyl 
ene, 2-aryl-1,3-butadiene, 2-methoxy-1,2-butadiene, and 
the like; haloprenes such as chloroprene (2-chloro-1,3- 
butadiene), bromoprene, 2-epoxy-1,3-butadiene, methyl 
chloroprene (2-chloro - 2 - methyl-1,3-butadiene),and the 
like; aryl-substituted olefins such as styrene; various alkyl 
styrenes such as o-ethylstyrene, n-tetradecylstyrene, and 
the like; p-chlorostyrene, p-bromostyrene, m-methoxy-p- 
isopropylstyrene, o-chloro-p-decylstyrene, 3-bromo-4-vi 
nylbutene-1, p-methoxystyrene, alpha-methylstyrene, vi 
nylnaphthalene, 4-butoxy-5-vinylpentyne-1, and the like; 
acrylic and substituted acrylic acids and their esters, 
nitriles and their amides such as acrylic acid, methacrylic 
acid, methacrylate, ethacrylate, methyl-alpha-chloro 
acrylate, methylmetacrylate, ethylmethacrylate, butyl 
methacrylate, methylethacrylate, heptadecylmethacrylate, 
phenylacrylate, o - tolylmethacrylate, benzylethacrylate, 
acrylonitrile, methacrylonitrile, methacrylamide, N,N-di 
phenylacrylamide, N,N-di-o-tolylacrylamide; methyliso 
propyl ketone, methylisopropanyl ketone, methylvinyl 
ether, 1-naphthylvinyl ketone, methylvinylether, 2-anthro 
vinylether, vinyl alcohol, vinyl ether, vinyl chloride, vinyl 
idene chloride, vinyl furan, vinyl pyridine, vinyl carbazole, 
vinyl acetylene, and other unsaturated hydrocarbons, 
esters, alcohols, acids, ethers, etc., of the types described. 
The present invention further provides processes for the 

manufacture of chromatographic separating columns com 
prising a hollow member having an interior wall, said 
interior wall having integrally bonded directly thereto, as 
by chemical means through valence bonds, a partitioning 
agent comprising a thermoplastic polymeric material or 
indirectly thereto through an intermediate monomeric or 
polymeric film, wherein the said intermediate film is 
bonded to said interior wall as by chemical means through 
valence bonds and to said thermoplastic polymeric par 
titioning agent as by chemical means through valence 
bonds, physical interlocking, or a combination of physical 
and chemical means. 

Broadly, the chromatographic columns of this invention 
are prepared by a process comprising coating the interior 
wall of the chromatographic column with a monomer Solu 
tion and thereafter polymerizing said monomer Solution 
in situ. In addition to forming a thermoplastic polymeric 
partitioning agent, the polymerization reaction effects 
bonding of the polymeric partitioning agent to said interior 
wall. 

In FIG. 1, there is illustrated a first embodiment of the 
invention comprising a chromatographic column wherein 
the partitioning agent is directly bonded chemically to the 
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6 
interior wall of the column. In this embodiment, chro 
matographic column 10 comprises a hollow member 11 
having an interior wall 12, a partitioning agent 13 bonded 
to the interior wall 12, and an axially extending opening 
15 extending through the column 10. In practice, an inert 
carrier, such as gaseous helium or nitrogen, conveys a 
sample to be analyzed through the opening 15 and thereby 
provides a mobile phase for the chromatographic analysis. 
The partitioning agent 13 selectively absorbs or adsorbs 
the components of the samples, thereby acting as a sta 
tionary phase. Such a system can be described as the 
elution-partition technique. It is important that the in 
ternal wall 12 of hollow member 11 be covered with par 
titioning agent 13 and that the thickness thereof be as 
uniform as possible. 

In FIG. 2, there is illustrated a second embodiment of 
the invention comprising a chromatographic column 
wherein the partitioning agent is indirectly bonded through 
an intermediate film or coupling agent to the interior wall 
of the column at least by chemical means. In this em 
bodiment, the coupling agent 14 is chemically bonded to 
Wall 12 of hollow member 11 and chemically, physically 
or by a combination of chemical and physical means to 
partitioning agent 13. 

In FIG. 3, there is illustrated a third embodiment of 
the invention wherein the embodiment of FIG. 1 has been 
adapted for use in a packed column. In this embodiment, 
chromatographic column 20 comprises a hollow member 
21 having an internal wall 22, discrete particulate packing 
material 23 dispersed within the interior of hollow mem 
ber 21, and partitioning agent 24. In this embodiment, 
partitioning agent 24 is directly bonded to both interior 
wall 22 of hollow member 21 and packing material 23 
by chemical means. The packing material 23 provides, in 
combination with wall 22, support for the partitioning 
agent 24 and also provides contact area for the partition 
ing agent. In the packed columns, the carrier gas, in con 
veying the samples through the system, passes through the 
interstices of the porous medium provided by the packed 
column. Consequently, the loading, which refers to the 
amount of the stationary phase in this system, is critical. 
Too much partitioning agent collects in pools between the 
particles resulting in decreased efficiency in the column. 
On the other hand, if too little partitioning agent is used, 
the optimum capacity of the column is not obtained; and 
there may even be absorbing sites exposed which is detri 
mental to the column operation. The size of the particles 
will depend upon the pressure drop permissible in the sys 
tem. For /8-inch diameter columns, 100-120 or 80-100 
mesh particle size is preferred; for 4-inch diameter 
columns, 40-60 or 60-80 mesh particle size is preferred. 
The mesh numbers refer to standard ASTM screens. 

In FIG. 4, there is illustrated a fourth embodiment of 
the invention wherein the embodiment of FIG. 2 has 
been adapted for use in a packed column in a manner 
akin to the embodiment of FIG. 3. In this case, partition 
ing agent 24 is directly bonded to packing material 23 by 
chemical means and to the intermediate film, i.e., coupling 
agent, 25 by physical means, chemical means, or a com 
bination of Such means, depending upon the nature of 
coupling agent 25. Coupling agent 25 is in turn directly 
bonded as by chemical means to the wall 22 of hollow 
member 21. 
In FIGS. 5 and 6, there are illustrated other embodi 

ment of the invention wherein the previously described 
embodiments have been adapted for use in packed col 
umns. In the embodiment shown in FIG. 5, partitioning 
agent 24 is bonded to coupling agent 26 by chemical 
means physical means or a combination of such means, 
depending on the nature of the coupling agent and to wall 
22 of hollow member 21 by chemical means. Coupling 
agent 26 is in turn directly bonded as by chemical means 
to packing material 23. In the embodiment shown in 
FIG. 6, the partitioning agent 24 is bonded to coupling 
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agents 25 and 26 in the same manner as the bonding de 
scribed in FIG. 5 and coupling agents 25 and 26 are di 
rectly bonded as by chemical means to packing material 
23 at wall 22 of hollow member 21, respectively. 

FIG. 7 is a reproduction of a representative strip chart 
recording in which the partitioning agent was poly(vinyl 
stearate) bonded to the column wall through vinyl tri 
ethoxysilane coupling agent. 

FIG. 8 is a reproduction of a representative strip chart 
recording in which the partitioning agent was a polymer 
made from dimethyl diethoxysilane grafted to the column 
wall with vinyl trimethoxysilane. 

In a broad sense, the novel chromatographic columns 
of this invention are prepared by a process comprising de 
positing a partition agent-forming polymerizable mono 
mer, either as a liquid, from solution or from the vapor 
state, within the interior of the column and thereafter 
polymerizing said monomer in situ, whereby the poly 
meric partitioning agent is anchored in place. 
The novel chromatographic columns of this invention 

contemplate the chemical reaction of at least two ma 
terials. For example, in the first embodiment, i.e., FIG. 1, 
there is contemplated a chemical reaction between the 
partitioning agent 13 and the interior wall 12 of column 
10. In the embodiment of FIG. 2, there is contemplated 
a chemical reaction between wall 12 of column 10 and 
the coupling agent 14. As noted earlier, under at least 
some conditions, there can be a chemical reaction between 
the coupling agent 14 and the partitioning agent 13. In 
the embodiments which illustrate packed columns, FIGS. 
4-6, there is contemplated a chemical reaction between 
the particulate packing material 23 and the partitioning 
agent 24 and a chemical reaction between the partition 
ing agent 24 and the column wall 22, if no coupling agent 
is used. Thus, it is evident that the column wall material 
must be capable of chemical interaction with the partition 
ing agent or, if used, the coupling agent; and the particu 
late packing material, when used, must be capable of 
chemical interaction with the partitioning agent or, if used, 
the coupling agent. The coupling agents, when used, must 
not only be capable of chemical interaction between the 
column wall and particulate packing material but must 
also be capable of either or both chemical reaction and 
physical interlocking with the partitioning agent. 

In view of the similarities between the capillary col 
umns and the packed columns, the materials useful for 
one column are also useful for the other column. For ex 
ample, a partitioning agent which can be used in a capil 
lary column can also be used in a packed column; a cou 
pling agent useful in a capillary column can be used in a 
packed column; and, in the case of a packed column, a 
coupling agent capable of reacting with the column wall 
can also be used as the coupling agent between the par 
ticulate packing material and the partitioning agent pro 
viding that the reactive sites of the column wall and the 
packing material are chemically reactive with the coupling 
agent. In addition to the similarity between the materials 
useful for both the packed and capillary columns, the 
method for preparing the packed column is similar to that 
used for the capillary column embodiments. 
The interior wall 12 or 22 of the chromatographic col 

umns of this invention can comprise any material that is 
capable of entering into a chemical reaction with the par 
titioning agent or coupling agent, when used. Particularly 
preferred are such materials having exposed surface hy 
droxyl groups. Such materials include glass, steel, alu 
minum, chromium, tin, nickel, and the like, with steel 
being presently preferred. In a like manner, the particulate 
packing material of the packed columns comprises any 
material that is capable of entering into a chemical reac 
tion with the partitioning agent or coupling agent, when 
used, through chemically reactive sites such as surface hy 
droxyl groups. Representative of suitable packing ma 
terials are diatomaceous earth, fire brick, silica, and the 
like. The intermediate film or coupling agent provides a 

8 
means for chemical coupling or bonding the partitioning 
agent to the column wall or particulate packing material. 
Thus, the coupling agent must be a material which is 
capable of entering into a chemical reaction with the 
column wall or the particulate packing material, when 
used. In addition, the coupling agent must be capable of 
chemically interacting with the partitioning agent, or phy 
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sically interlocking with the partitioning agents such as 
by chain entanglement, or a combination of chemically 
interacting with chain entanglement. Thus, coupling agents 
which are suitable for use in the practice of the invention 
must have a reactive group capable of chemically reacting 
with the reactive site provided by the column wall or the 
packing material, and, in order to chemically react with 
the partitioning agent, must have a polymerizable func 
tional group, or a group upon which polymerization can 
be initiated, such as vinyl, vinylidene, amino, conjugated 
diene, and the like. The polymerizable functional group 
copolymerizes with the partitioning agent-forming mono 
mer, or graft polymerization is initiated in the group, to 
form the initial bond between the coupling agent and the 
partitioning agent. Thus, in one embodiment, where the 
column wall contains surface hydroxyl groups, the formula 
representative of the coupling agent can be as follows: 

wherein w, y and x are integers varying from 1 to 3 and 
Where their sum equals 4; Z is halogen or a (R-O) 
group, R' being an alkyl, cycloalkyl or aryl hydrocarbon 
radical or combination thereof containing from 1 to 18 
carbon atoms which may or may not contain substituent 
groups such as halogen, ester groups, etc.; R1 is a group 
which contains a polymerizable functional group such as 
vinyl, vinylidene, oxirane, amino, conjugated diene, and 
the like; and R2 is any inert group, such as an alkyl, cyclo 
alkyl, aryl, aralkyl group, or such groups substituted with 
inert groups. 
The partitioning agent can comprise any material that 

will chemically bond to the column wall according to the 
first embodiment of this invention or chemically bond to 
the particulate packing material according to the third 
embodiment of the invention. In addition, the partition 
ig agent must be capable of forming an integral chem 
ical or physical bond or a combination of chemical and 
physical bonds, to the coupling agent according to the sec 
ond embodiment of this invention or the embodiments of 
FIGS. 4–6. 
By way of illustration, and not limitation, let it be as 

sumed that the surface walls contain surface hydroxyl 
groups and a coupling agent is to be used according to the 
second embodiment of this invention. This illustration 
of the selected partitioning agent is to be polystyrene, a 
polymer having the general formula of: 

wherein n is an integer which determines the degree of 
polymerization of the polystyrene. 
A Suitable coupling agent can be vinyl triethoxysilane 

having the formula: 

CH2=CHSiCOCH) 
The (Z) moiety, supra, which in this instance comprises 

CH3CH2O-, reacts with the surface hydroxyl of the wall 
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and with adsorbed water molecules according to relation 
ships such as the following: 

R”-OH -- CH=CHISi(OCH) -» 
OR 

CH=CH ico CH)=CHOH 
2R'OH -- CH=CHSiCOCH)3 - 

OCH 

CH=CHSiCOR") + 2CHOH. 

HaO + CH2=CHSi(OCH) - OBI 

CH=CHSiCOCH) -- CH5OH 

CH=CHSiCOCH) -- HO 

2H2O -- CH=CHS i(OCH)s - 
OCH 

CH=CHSi(OH) -- 2CHOH 

CH=CHSiCOH) -- CH-CH i?oH), mad 
OR" CH-CH 

CH=CSi-O-Si(OCH) -- HO 

The last of these equations is a condensation reaction 
which is the start of a polymerization process in the coul 
pling agent (as distinct from the chemical reaction with 
the support). These reactions are listed for illustration 
of the types of reaction this coupling agent can undergo. 
By reactions such as the foregoing, the coupling agent 

is chemically bonded to the interior wall of the column 
or to the surface of the particulate packing material, yet 
presents polymerizable functioning groups, e.g., 

CH=CH-. 
When the styrene monomer is introduced into the sys 

tem, together with a polymerization catalyst such as a per 
oxide, the functional group CH2=CH- reacts therewith 
by reactions such as the following: 

OR 

Y-CH-CH + { X-CH=CH, Hmmmmmmm) 

wherein R'O is a peroxy-free radical, and Y can be any 
of the silicone-containing groups listed in the previous set 
of equations, which at this point chemically bonded to 
the solvent R'. It will be readily apparent that other free 
radical polymerization initiators can be used in lieu of 
peroxy-free radicals. The ultimate free radical equation 
is the start of a vinyl polymerization reaction yielding 

The conditions of reaction determines the value of n, 
which describes the degree of polymerization and thick 
ness of the film of the partitioning agent. 

5 

0. 

5 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

70 

75 

10 
Suitable combinations of coupling agents and partition 

ing agents include the following: 

Coupling agent Partitioning agent 
Vinyltriethoxysilane.----- Poly(1-butene). 

Poly(vinylidene chloride); 
Polystyrene. 
Polyacrylonitrile. 
Copolyner of isobutylene and butadiene 
divinylbenzeme. 

Gamma-methacryloxy- Poly(methylmethacrylate). 
propyltrimethoxy- Poly(ethyl acrylate). 
silane. Poly(methacrylonitrile). 

Poly(2-vinylpyridine). 
Poly(p-cyanostyrene). 

Gamma-aminopropyl- Poly(e-caprolactam). 
triethoxysilane. "Epoxy polymer,' such as that formed from 

bisphenol A and epichlorohydrin, cured in 
situ with an aliphatic or aromatic amine, 
or amide, or a carboxylic acid anhydride. 

Beta-(3,4-epoxycyclo- Poly(ethylene oxide). 
hexyl)ethyltrimethoxy- Poly(allyl glycidyl ether). 
silame. "Epoxy polymer,' such as that formed from 

bisphenol A and epichlorohydrin, cured 
in situ, with an aliphatic or aromatic amine, 
or amide, or a carboxylic acidi anhydride. 

Gamma-glycidoxypro- Poly(ethylene oxide). 
pyltrimethoxysillane. Poly(allyl glycidyl ether). 

'Epoxy polymer,' such as that formed from 
bisphenol A and epichlorohydrin, cured in 
situ with an aliphatic or aromatie amine, 
or amide, or a carboxylic acid anhydride. 

Methyltriethoxysilane.... Dimethyldimethoxysilane. 
Diphenyldimethoxysillane. 
Di(cyanopropyl)dimethoxysilane. 

If a monomer with functionality larger than 2, e.g., di 
vinylbenzene, is used, it must be in a small proportion 
with a monomer having functionality 2, such as styrene, 
so that crosslinking will not occur to such an extent as to 
restrict solubility of compounds that are to be separated 
too severely. 

Chromatographic columns are prepared by the proc 
esses of this invention by a process comprising coating the 
interior wall surface of the chromatographic column with 
a polymerizable partitioning agent-forming compound, 
said compound being characterized by reactive groups 
capable of chemically bonding to said column wall under 
conditions conducive to polymerization of said com 
pound; polymerizing said polymerizable partitioning agent 
forming compound to a thermoplastic or lightly cross 
linked polymeric state; and removing the excess partition 
ing agent. The steps of coating, polymerizing and removal 
of excess partitioning agent can be repeated as often as 
necessary to obtain the desired thickness of the partition 
ing agent. 
Such processes comprise coating the interior wall surface 

of the chromatographic column with a coupling agent, 
said coupling agent being characterized by having reactive 
groups capable of chemically reacting with the column 
wall and a second set of reactive groups capable of enter 
ing into a polymerization reaction; removing the excess 
coupling agent, overcoating said coupling agent coating 
with a polymerizable partitioning agent-forming com 
pound, said partitioning agent being characterized by reac 
tive groups capable of interpolymerizing with said cou 
pling agent; polymerizing in situ said polymerizable parti 
tioning agent, together with said coupling agent; and re 
moving the excess partitioning agent. The steps compris 
ing coating the coupling agent coating with a polymeriz 
able partitioning agent-forming compound, in situ polym 
erization and excess removal of excess partitioning agent 
can be repeated as often as necessary to obtain the desired 
thickness of partitioning agent. 

In the formation of chromatographic columns contain 
ing a packing material such as diatomaceous earth, the 
above-described processes are modified as follows: 

(1) The chromatographic column can be packed with 
the particulate packing material prior to the introduction 





8,808,125 
13 

of said hollow member and bonded to said partition 
ing agent by a bonding means selected from the 
group consisting of chemically bonding through 
valence bonds, physical interlocking, or a combina 
tion of chemical and physical means. 

2. A chromatographic column according to claim 
wherein said coupling agent is vinyl triethoxysilane and 
said partitioning agent is poly(vinyl stearate). 

3. A chromatographic column according to claim 
wherein said coupling agent is vinyl triethoxysilane and 
said partitioning agent is poly(dimethyl diethoxysilane). 

4. A chromatographic column according to claim 1 
further comprising: 
a particulate support material disposed within the inner 
volume of said hollow member; 

wherein said partitioning agent is disposed within said 
inner volume of said hollow member as a continuous 
layer upon the exposed surface of said support ma 
terial; and 

rwherein said partitioning agent is integrally bonded to 
the surface of said particulate support material at 
least chemically through valence bonds. 

5. An apparatus for the separation of a fluid stream 
into component fractions comprising: 

a hollow member; 
a partitioning agent disposed within the inner volume 

of said hollow member, said partitioning agent com 
prising a continuous discrete film of a polymeric ma 
terial, said polymeric material being integrally 
bonded to a coupling agent; 

a coupling agent, said coupling agent being disposed 
as an essentially continuous discrete film between said 
partitioning agent and said hollow member, said 
coupling agent being integrally bonded at least 
chemically through valence bonds to the inner sur 
face of said hollow member and to said partitioning 
agent by a bonding means selected from the group 
consisting of chemically bonding through valence 
bonds, physical interlocking or a combination of 
chemical and physical means; 

means to introduce a fluid stream into said hollow mem 
ber for separation of at least one component fraction; 

means to drive said fluid stream in a generally axial 
direction through said hollow member; and 

means to withdraw one or more component fractions 
from said hollow member. 

6. An apparatus according to claim 5 further com 
prising: 

a particulate support material disposed within the inner 
volume of said hollow member; 

wherein said partitioning agent is disposed within said 
inner volume of said hollow member as a continuous 
layer upon the exposed surface of said Support ma 
terial; 

wherein said partitioning agent is integrally bonded to 
the surface of said particulate support material at 
least chemically through valence bonds; and 

wherein said coupling agent is integrally bonded to the 
inner surface of said hollow member at least chemi 
cally through valence bonds and to said partitioning 
agent by at least one means selected from the group 
consisting of chemical bonding through valence 
bonds, physical interlocking or a combination of 
physical and chemical means. 

7. An apparatus according to claim 6 wherein said 
coupling agent is vinyl triethoxysilane and said partition 
ing agent is poly(vinyl stearate). 

8. An apparatus according to claim 6 wherein said 
coupling agent is vinyl triethoxysilane and said partition 
ing agent is poly(dimethyl diethoxysilane). 

9. A process for preparing a chromatographic column 
comprising: 

coating the interior surface of a hollow member with 
a coupling agent, said coupling agent being charac 
terized by the presence of reactive groups capable of 
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14 
reacting with said interior surface and containing also 
polymerizable reactive sites; 

thereafter coating said coupling agent-coated interior 
surface with a polymerizable monomer to sub 
stantially uniform finite thickness, said polymerizable 
monomer being characterized by containing polyn 
erizable groups; and 

polymerizing in situ said monomer to form an essen 
tially continuous polymeric phase of substantially 
uniform finite thickness, said polymeric phase being 
integrally bonded to said coupling agent by at least 
one means selected from the group consisting of 
chemically bonding through valence bonds, physical 
interlocking or a combination of physical and chemi 
cal means. 

10. A process according to claim 9 wherein said 
coupling agent is vinyl triethoxysilane and said polymeric 
phase is poly(vinyl stearate). 

11. A process according to claim 9 comprising the steps 
of coating the interior surface of a hollow member with 
a mixture of a coupling agent and a partitioning agent 
forming polymerization monomer, to a substantially uni 
form finite thickness, 

said coupling agent being characterized by the presence 
of reactive groups capable of reacting with said in 
terior surface, said coupling agent further being capa 
ble of self-polymerization and copolymerization with 
said partitioning agent-forming monomer; 

said partitioning agent-forming polymerizable monomer 
being capable of reacting chemically with said in 
terior surface, said polymerizable monomer further 
being capable of self-polymerization and copolymeri 
zation with said coupling agent, polymerizing in situ 
said mixture of coupling agent and partitioning 
agent-forming polymerizable monomer to form an 
essentially continuous first thermoplastic polymeric 
phase of substantially uniform finite thickness, said 
first polymeric phase being integrally bonded at least 
chemically through valence bonds to said interior 
surface of said hollow member; 

coating said first polymeric phase with a partitioning 
agent-forming polymerizable monomer to a sub 
stantially uniform finite thickness; and 

polymerizing in situ said polymerizable monomer to 
form an essentially continuous second thermoplastic 
polymeric phase of substantially uniform finite 
thickness, said second polymeric phase being bonded 
to said first polymeric phase by at least one means 
selected from the group consisting of chemical bond 
ing through valence bonds, physical interlocking or 
a combination of physical and chemical means. 

12. A process according to claim 11 wherein said 
coupling agent is vinyl triethoxysilane and said partition 
ing agent-forming polymerizable monomer is dimethyl di 
ethoxysilaine, 

13. A process according to claim 9 wherein the result 
ing coupling agent-coated surface is washed with an inert 
diluent to remove excess coupling agent prior to the coat 
ing of said surface with said polymerizable monomer. 
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