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Description 

[0001  ]  The  present  invention  relates  to  a  rolling  stand 
of  the  type  with  tie-rods,  endowed  with  extremely  high 
strength  to  axial  stresses,  which  makes  it  possible  high-  s 
precision  nonsymmetrical-profile  rolled  sections  to  be 
obtained 
[0002]  The  presently  used  rolling  stands  of  the  type 
with  tie-rods  (referred  to  in  the  following  as  "tie-rod  roll- 
ing  stands")  are  such  as  to  enable  also  rolled  sections  10 
with  particular  contours,  such  as  a  double-"T"  contours, 
to  be  manufactured  with  very  good  quality. 
[0003]  However,  it  should  be  remarked  here  that  these 
rolling  stands  operate  very  well  for  rolled  sections  with 
symmetrical  contour.  An  example  of  a  tie-rod  rolling  is 
stand  of  the  above  type  is  disclosed  in  detail  in  Euro- 
pean  patent  No.  0  166  478. 
[0004]  If  the  contour  of  the  cross-section  of  the  rolled 
section  is  nonsymmetrical,  for  example  an  "L"-shaped 
contour,  stresses  arise  which,  by  being  oriented  parallel  20 
to  the  axis  of  the  rolling  rolls,  cannot  be  easily  counter- 
acted. 
[0005]  The  axial  stresses  have  a  detrimental  impact 
on  the  whole  structure  of  the  rolling  stand,  causing 
mutually  engaged  moving  components  to  undergo  wear  25 
during  the  rolling  process.  Among  such  mutually  moving 
components,  we  remind  here,  for  example,  the  lead  nuts 
or  threaded  rings  installed  in  the  carriers,  and  those 
components  which  perform  the  task  of  guiding  the 
movement.  30 
[0006]  This  drawback  generates  clearances  in  the  roll- 
ing  stand  and  can  also  endanger  the  dimensional  toler- 
ances  of  the  rolled  section  product  which  consequently 
may  not  meet  the  requirements. 
[0007]  The  purpose  of  the  present  invention  is  of  obvi-  35 
ating  these  drawbacks,  by  providing  a  tie-rod  rolling 
stand  capable  of  meeting  the  necessary  requirements 
of  strength  and  stability,  i.e.,  of  allowing  rolled  sections 
of  non-symmetrical  profile  with  any  sizes  and  with  very 
precise  dimensional  tolerances  to  be  obtained,  while  40 
simultaneously  preventing  the  components  which  con- 
stitute  the  rolling  stand  from  undergoing  wear. 
[0008]  This  purpose  is  achieved  by  a  rolling  stand  of 
the  type  with  tie-rods  which  displays  the  features 
expounded  in  the  appended  claims.  45 
[0009]  The  structural  and  functional  characteristics  of 
the  invention,  and  its  advantages  over  the  prior  art,  will 
be  still  more  evident  from  an  examination  of  the  follow- 
ing  disclosure  made  by  referring  to  the  accompanying 
schematic  drawings,  which  display  an  example  of  a  tie-  so 
rod  rolling  stand  embodying  the  principles  of  the  same 
invention. 
[0010]  In  the  drawings: 

--  Figure  1  shows  a  front  elevation  view  illustrating  a  ss 
rolling  stand  of  the  type  with  tie-rods  according  to 
the  present  invention; 
--  Figure  2  shows  a  vertical  sectional  view,  on  an 

enlarged  scale,  of  a  side  portion  of  the  rolling  stand, 
illustrating  a  stabilizer/contrast  foot  provided  side- 
ways  of  the  carriers  which  support  the  neck  of  the 
rolling  rolls; 
~  Figure  3  shows  a  top  perspective  view  illustrating 
a  portion  of  a  shoulder  of  the  rolling  stand  as  dis- 
played  in  Figure  2,  according  to  the  present  inven- 
tion; 
~  Figure  4  shows  a  top  plan  view  illustrating  a  half 
of  a  shoulder  of  the  rolling  stand  as  displayed  in  Fig- 
ure  2,  without  the  eye  tie-rods  which  are  used  to 
fasten  it  to  the  stand  base; 
~  Figure  5  shows  a  horizontal  sectional  view  seen 
from  upwards,  of  the  shoulder  with  the  stabi- 
lizer/contrast  foot  at  the  bearings  which  support  the 
neck  of  a  rolling  roll  between  the  tie-rods  or  set- 
screws; 
~  Figure  6  shows  a  vertical  sectional  view  of  a  half 
of  the  shoulder  with  foot  of  Figure  2. 

[001  1  ]  Referring  to  the  figures,  the  tie-rod  rolling  stand 
according  to  the  invention  is  generally  indicated  with  10 
and  is  structurally  formed  by  a  stand  base  1  1  perform- 
ing  the  task  of  containing  carriers  12  bearing  at  least 
one  pair  of  respective  horizontal  rolling  rolls  13. 
[001  2]  The  rolling  rod  according  to  the  present  inven- 
tion  is  provided  with  tie-rods  or  setscrews  1  4  which  ena- 
ble  the  rolling  rolls  13  to  be  adjusted  in  position 
relatively  to  each  other,  driven  by  an  adjustment/syn- 
chronism  unit  arranged  above  the  rolling  stand  and  not 
illustrated,  because  it  is  of  a  well-known  type  for  those 
skilled  in  the  art.  This  unit  causes  the  carriers  12  bear- 
ing  the  rolling  rolls  13,  to  be  vertically  moved 
towards/apart  from  each  other. 
[001  3]  On  the  stand  base  1  1  ,  according  to  the  present 
invention,  four  support  feet  or  bases,  generally  indicated 
with  1  5,  are  mounted  and  constrained  to  it  by  means  of 
eye  tie-rods  16  which  are  hinged,  at  their  bottom  ends 
1  7,  onto  the  stand  base  1  1  . 
[0014]  The  eye  tie-rods  16  are  hinged,  through  a  shaft 
1  8,  inside  hollows  1  9  provided  in  the  stand  base  1  1  ,  can 
rotate  around  the  shaft  18  and  can  be  inserted  inside 
purposely  provided  hollows  20  of  the  support  feet  1  5, 
inside  which  they  are  fastened  by  means  of  nuts  21  . 
[001  5]  The  support  feet  1  5  are  also  centered  relatively 
to  the  stand  base  1  1  ,  by  means  of  keys  22  positioned 
inside  complementary,  mutually  opposite  key  seats  23 
and  24  provided  in  the  support  feet  15  and  in  the  stand 
base  1  1  ,  and  protruding  ribs  suitable  for  being  housed 
inside  corresponding  seats,  not  shown  in  the  drawings. 
[001  6]  Each  support  foot  1  5  protrudes  inside  the  inte- 
rior  of  the  rolling  stand,  to  form  a  sleeve  portion  25 
which  receives  a  central,  smooth  portion  25'  of  the  tie- 
rods  1  4. 
[001  7]  Outside  the  rolling  stand,  each  support  foot  1  5, 
according  to  the  present  invention,  extends  into  two  "C"- 
shaped  portions  26,  extending  upwards  and  downwards 
to  surround,  at  least  partially,  the  external  sides  of  the 
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carriers  12. 
[0018]  The  tie-rods  14  have  screw-threaded  portions 
27,  provided  on  opposite  sides  of  the  support  foot  1  5, 
which  receive  ring  nuts  28  integral  with  the  stand  base 
relatively  to  the  rotation  inside  the  carriers  12.  s 
[0019]  The  carriers  12  are  provided,  along  side  por- 
tions  thereof,  in  perpendicular  direction  to  the  direction 
of  the  axes  of  the  rolling  rolls  13,  with  outwards  protrud- 
ing,  vertical  ribs  29  which  get  engaged  inside  the  con- 
toured  portions  26  of  the  support  feet  15.  10 
[0020]  As  shown  by  Figures  2-5,  the  "C"-shaped  por- 
tions  26  have,  in  section,  an  enlarged  end  portion  30 
and  an  opposite,  thinned  end  portion  31  .  Inside  such 
end  portions  30,  31  adjustment  wedge  elements  32,  33 
are  housed,  which  are  horizontally  fastened  the  one,  in  is 
parallel  direction  to  the  axes  of  the  rolling  rolls;  and  the 
other,  in  perpendicular  direction  to  the  axes  of  the  rolling 
rolls.  The  wedge  elements  32  and  33  are  freely  remov- 
able  adjustment/sliding  elements. 
[0021]  As  it  can  clearly  be  seen  from  Figure  4,  the  20 
enlarged  end  portion  30  is  facing  the  interior  of  the  roll- 
ing  stand  in  which  the  rolling  rolls  are  housed,  and,  in 
this  example,  the  relevant  wedge  element  32  is  fastened 
by  means  of  at  least  two  fastening  screws  34. 
[0022]  The  opposite,  thinner  end  portion  31  facing  the  25 
outside  of  the  rolling  stand  houses  an  "L"  -shaped  sup- 
port  block  35  fastened  by  means  of  three  side  screws 
36.  In  its  turn,  the  wedge  element  33  is  fastened  by 
means  of  screws  37  to  the  support  block  35  and  is  con- 
strained  to  the  whole  structure  of  the  support  foot  1  5.  30 
[0023]  The  wedge  elements  32  and  33  have  an  "L"- 
shape  and  their  inner,  longer  side  acts  as  an  slant 
plane,  and  cooperates,  in  order  that  said  wedge  ele- 
ments  can  be  correctly  positioned,  with  complementary 
slant  planes  internally  provided  on  the  enlarged  end  35 
portion  30  and  on  the  support  block  35. 
[0024]  However,  on  both  said  wedge  elements  32  and 
33  crowned  runners  38  slide,  which  act  as  freely  remov- 
able  sliding  elements,  constrained,  on  opposite  sides,  to 
the  bottom  end  of  the  vertical  rib  29  protruding  from  the  40 
carriers  12. 
[0025]  Said  crowned  runners  38  enable  the  carriers 
12  to  match  the  deformations  of  the  rolling  rolls  13. 
[0026]  Figure  4  displays  how  each  "L"  -shaped  wedge 
element  32  and  33  is  further  fastened  by  means  of  a  45 
small  plate  39  provided  above  the  base  of  the  "L"-shape 
of  the  wedge  element. 
[0027]  The  small  plate  39  constrains,  through  screws 
40,  the  wedge  element  32  to  the  enlarged  end  portion 
30  of  the  "C"-contoured  portion  26.  In  an  analogous  so 
way,  the  small  plate  39  constrains,  through  screws  40, 
the  wedge  element  33  to  the  support  block  35. 
[0028]  Figures  4  and  5  show  top  plan  views  of  the  sup- 
port  foot  15  of  the  tie-rod  rolling  stand  according  to  the 
invention,  which  has  a  nonsymmetrical  body  aligned  ss 
with  the  axis  41  running  through  the  centre  of  the  tie- 
rods  14.  From  its  sleeve  portion  25,  the  body  of  the  sup- 
port  foot  15  extends  towards  the  outside  of  the  rolling 

stand  into  a  slant  portion  42  which  acts  like  a  strut  in 
order  to  counteract  the  axial  thrusts  generated  by  the 
rolling  rolls  13. 
[0029]  In  the  slant,  strut-acting  portion  42  the  hollows 
20  are  provided  which  receive  the  eye  tie-rods  26  -- 
with,  in  the  instant  example,  two  of  them  being  provided. 
[0030]  The  general  structure  of  the  support  feet  1  5  is 
such  as  to  bear  the  operating  axial  load  which  is  gener- 
ated  during  the  rolling  of  a  nonsymmetrical  rolled  sec- 
tion. 
[0031]  In  this  situation  of  the  structure,  the  rolling 
stand  according  to  the  present  invention  displays  a  very 
high  stiffness  and  secures  that  rolled  sections  will  be 
produced  in  the  desired  size,  with  very  narrow  dimen- 
sional  tolerances.  Of  course,  the  shape  of  the 
upwards/downwards  extending  "C"-shaped  portions  26, 
as  well  as  of  the  wedge  elements  32  and  33  results  to 
be  designed  for  an  easy  servicing. 
[0032]  In  the  event  that  the  mutually  engaging  parts 
undergo  wear  owing  to  the  stresses  they  are  submitted 
to,  and  to  their  mutual  sliding,  the  screws  34  and  37 
make  it  possible  the  wedge  elements  32  and  33  and  the 
screws  36  to  be  easily  and  rapidly  removed,  with  the 
support  block  35  being  as  easily  and  rapidly  removed 
too. 
[0033]  The  wedge  elements  32  and  33  can  thus  be 
replaced  and  in  the  event  that  their  coupling  planes  with 
the  contoured  portions  26  are  no  longer  perfectly 
smooth,  they  can  be  levelled  off,  with  a  correct  coupling 
being  restored. 
[0034]  Also  the  support  block  35  of  the  wedge  element 
33,  subject  to  a  higher  axial  stress,  can  be  reprocessed 
in  order  to  restore  the  coupling  planarity  of  the  parts. 
[0035]  The  rolling  stand  of  the  present  invention  can 
be  provided  with  such  support  feet  at  one  shoulder  only, 
or,  according  to  and  alternative  embodiment,  said  sup- 
port  feet  can  be  provided  at  both  rolling  stand  shoul- 
ders. 
[0036]  Externally  to  the  support  feet  on  the  "C"- 
shaped  portions,  vertical  ribs  43  can  be  provided  which 
act  to  further  stiffen  the  structure  thereof,  i.e.,  stabilize 
the  whole  tie-rod  rolling  stand. 
[0037]  Also  a  tie-rod  rolling  stand  according  to  the 
present  invention  is  suitable  for  being  horizontally 
opened,  i.e.,  by  moving  apart  the  shoulders  containing 
the  carriers  and  the  supports,  in  order  to  remove  the 
rolling  rolls,  which  remain  in  their  position,  and  replace 
them  with  a  new  pair  of  rolling  rolls.  This  result  can  be 
attained  because  both  the  old  (i.e.,  presently  installed) 
rolling  rolls,  and  the  new  rolling  rolls  (i.e.,  the  rolling  rolls 
which  the  operator  wishes  to  install)  are  borne  by  a  suit- 
able  service  unit  according  to  U.S.  patent  No. 
4,552,007. 

Claims 

1.  Rolling  stand  of  the  type  with  tie-rods,  endowed 
with  extremely  high  strength  to  axial  stresses, 
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which  comprises  a  stand  base  (11)  supporting  at 
least  two  rolling  rolls  (13)  borne  by  carriers  (12) 
which  can  be  vertically  moved  in  order  to  be 
approached/moved  apart  from  each  other,  by 
means  of  four  vertical  tie-rods  (14)  displaying  5 
screw-threaded  portions  (27)  provided  on  opposite 
sides  of  at  least  one  pair  of  support  feet  (15) 
arranged  between  the  stand  base  and  the  carriers 
(12)  which  support  and  contain  a  central  smooth 
portion  (25')  of  the  tie-rods  (15),  characterized  in  w 
that  from  at  least  one  of  the  support  feet  (15),  a 
contoured  portion  (26)  extends  upwards  and  down- 
wards  in  parallel  direction  to  the  tie-rods  (14),  which 
contoured  portion  (26)  is  suitable  for  housing  and 
guiding  a  vertical  rib  (29)  protruding  outwards  from  15 
said  carriers  (12),  with  both  said  contoured  portion 
(26)  and  said  vertical  rib  (29)  bearing,  on  mutually 
opposite  surfaces,  freely  removable  adjust- 
ment/sliding  elements  (32,  33,  38). 

20 
2.  Rolling  stand  according  to  claim  1  ,  characterized  in 

that  said  contoured  portions  (26)  and  said  vertical 
ribs  (29)  are  arranged  at  opposite  side  ends  of  said 
carriers  (12)  aligned  to  an  axis  (41)  running  through 
one  pair  of  tie-rods  (14)  of  a  same  rolling  stand  25 
shoulder. 

3.  Rolling  stand  according  to  claim  1  ,  characterized  in 
that  said  contoured  portions  (26)  have  a  "C"- 
shaped  cross-section.  30 

4.  Rolling  stand  according  to  claim  3,  characterized  in 
that  said  contoured  portions  with  "C"-shaped  cross- 
section  have  an  enlaged  end  portion  (30)  and  an 
opposite,  thinned  end  portion  (31)  which  bear,  con-  35 
strained,  both  said  adjustment/sliding  elements  (32, 
33),  with  said  vertical  ribs  (29)  constraining  comple- 
mentary,  crowned  sliding  elements  (38). 

5.  Rolling  stand  according  to  claim  1  ,  characterized  in  40 
that  said  adjustment/sliding  elements  constrained 
to  said  contoured  portion  (26)  are  wedge  elements 
(32,  33). 

6.  Rolling  stand  according  to  claim  5,  characterized  in  45 
that  at  least  one  of  said  wedge  elements  (33)  is  fas- 
tened  onto  a  small  support  block  (35)  which,  in  its 
turn,  is  fastened  to  said  contoured  portion  (26)  in  a 
thinned  portion  (31)  thereof. 

50 
7.  Rolling  stand  according  to  claim  6,  characterized  in 

that  said  wedge  elements  (32,  33)  have  an  "L"- 
shape  and  are  constrained,  at  a  base  portion  of 
said  "L"-shape  thereof,  the  one  (32)  to  said  con- 
toured  portion  (26),  and  the  other  one  (33)  to  said  55 
support  block  (35). 

8.  Rolling  stand  according  to  claim  1  ,  characterized  in 

that  said  support  feet  (15)  are  constrained  to  said 
stand  base  (1  1)  by  means  of  eye  tie-rods  (16),  with 
said  stand  base  (11)  and  said  support  feet  (15) 
being  kept  centered  by  keys  (22)  housed  inside 
mutually  complementary  seats  (23,  24)  which  are 
provided  partially  on  said  support  feet  (15)  and  par- 
tially  on  said  stand  base  (1  1). 

9.  Rolling  stand  according  to  claim  1  ,  characterized  in 
that  said  support  foot  (15),  in  a  central  portion 
thereof,  extends  towards  the  outside  into  a  slant, 
strut-acting  portion  (42). 

10.  Rolling  stand  according  to  claim  1  ,  characterized  in 
that  said  contoured  portions  (26)  of  said  support 
feet  (1  5)  are  externally  provided  with  vertical  stiffen- 
ing  ribs  (43). 

Patentanspruche 

1.  Walzgeriist  von  der  Sorte  mit  Zugankern,  das  mit 
einer  auBerst  hohen  Festigkeit  gegeniiber  axialen 
Beanspruchungen  ausgestattet  ist  und  eine 
Geriistbasis  (11)  umfaBt,  die  mindestens  zwei 
Walzrollen  (13)  unterstiitzt,  die  durch  Trager  (12) 
getragen  sind,  die  vertikal  bewegt  werden  konnen, 
so  daB  sie  sich  mittels  vier  vertikaler  Zuganker  (14) 
einander  annahern/voneinander  entfernen  konnen 
die  Schraubengewindeabschnitte  (27)  aufweisen 
und  auf  entgegengesetzten  Seiten  von  mindestens 
zwei  StiitzfiiBen  (15)  vorgesehen  sind,  die  zwi- 
schen  der  Geriistbasis  und  den  Tragern  (12)  ange- 
ordnet  sind  und  einen  zentralen  glatten  Abschnitt 
(25')  der  Zuganker  (15)  stiitzen  und  enthalten, 
dadurch  gekennzeichnet,  das  von  mindestens 
einem  der  StiitzfiiBe  (15)  ein  konturierter  Abschnitt 
(26)  sich  in  einer  parallelen  Richtung  zu  den  Zugan- 
kern  (14)  nach  oben  und  nach  unten  erstreckt, 
wobei  der  konturierte  Abschnitt  (26)  dazu  geeignet 
ist,  eine  vertikale  Rippe  (29),  die  von  den  Tragern 
(12)  nach  auBen  vorspringt,  aufzunehmen  und  zu 
fuhren,  wobei  sowohl  der  konturierte  Abschnitt  (26) 
als  auch  die  vertikale  Rippe  (29)  auf  wechselseitig 
gegeniiberliegenden  Flachen  frei  entfernbare  Ein- 
stell-/Schiebeelemente  (32,  33,  38)  tragen. 

2.  Walzgeriist  nach  Anspruch  1,  dadurch  gekenn- 
zeichnet,  daB  die  konturierten  Abschnitte  (26)  und 
die  vertikalen  Rippen  (29)  an  entgegengesetzten 
Seitenenden  der  Trager  (12)  angeordnet  sind,  die 
an  einer  Achse  (41)  ausgerichtet  sind,  die  durch 
zwei  Zuganker  (14)  einer  gleichen  Walzgeriist- 
schulter  verlauft. 

3.  Walzgeriist  nach  Anspruch  1,  dadurch  gekenn- 
zeichnet,  daB  die  konturierten  Abschnitte  (26) 
einen  "C"-formigen  Querschnitt  aufweisen. 
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4.  Walzgeriist  nach  Anspruch  3,  dadurch  gekenn- 
zeichnet,  daB  die  konturierten  Abschnitte  mit  "C"- 
formigem  Querschnitt  einen  verbreiterten  Endab- 
schnitt  (30)  und  einen  entgegengesetzten,  ver- 
diinnten  Endabschnitt  (31)  aufweisen,  welche  die  5 
beiden  Einstell-/Schiebeelemente  (32,  33)  einge- 
spannt  tragen,  wobei  die  vertikalen  Rippen  (29)  bal- 
lige  Schiebeelemente  (38)  komplementar 
einspannen. 

10 
5.  Walzgeriist  nach  Anspruch  1,  dadurch  gekenn- 

zeichnet,  daB  die  Einstell7Schiebeelemente,  die 
auf  den  konturierten  Abschnitt  (26)  gespannt  sind, 
Keilelemente  (32,  33)  sind. 

15 
6.  Walzgeriist  nach  Anspruch  5,  dadurch  gekenn- 

zeichnet,  daB  mindestens  eines  der  Keilelemente 
(33)  an  einem  Weinen  Stiitzblock  (35)  befestigt  ist, 
der  wiederum  an  dem  konturierten  Abschnitt  (26)  in 
einem  verdiinnten  Abschnitt  (31)  von  diesem  befe-  20 
stigt  ist. 

7.  Walzgeriist  nach  Anspruch  6,  dadurch  gekenn- 
zeichnet,  daB  die  Keilelemente  (32,  33)  eine  "L"- 
Form  aufweisen  und  daB  an  einem  Basisabschnitt  25 
von  ihrer  "L"-Form  das  eine  (32)  auf  den  konturier- 
ten  Abschnitt  (26)  und  das  andere  (33)  auf  den 
Stiitzblock  (35)  gespannt  ist. 

8.  Walzgeriist  nach  Anspruch  1,  dadurch  gekenn-  30 
zeichnet,  daB  die  StiitzfiiBe  (15)  mittels  Augenzug- 
ankern  (16)  auf  die  Geriistbasis  (1  1)  gespannt  sind, 
wobei  die  Geriistbasis  (11)  und  die  StiitzfiiBe  (15) 
durch  PaBfedern  (22)  zentriert  gehalten  sind,  die  in 
wechselseitig  komplementaren  Sitzen  (23,  24)  35 
untergebracht  sind,  die  teilweise  an  den  StiitzfiiBen 
(15)  und  teilweise  an  der  Geriistbasis  (1  1)  vorgese- 
hen  sind. 

9.  Walzgeriist  nach  Anspruch  1,  dadurch  gekenn-  40 
zeichnet,  daB  sich  der  StiitzfuB  (15)  in  einem  zen- 
tralen  Abschnitt  von  diesem  in  Richtung  der 
AuBenseite  in  einen  schragen,  als  Strebe  wirken- 
den  Abschnitt  (42)  hinein  erstreckt. 

45 
10.  Walzgeriist  nach  Anspruch  1,  dadurch  gekenn- 

zeichnet,  daB  die  konturierten  Abschnitte  (26)  der 
StiitzfiiBe  (15)  auBen  mit  vertikalen  Versteifungs- 
rippen  (43)  versehen  sind. 

50 
Revendications 

1.  Socle  roulant  du  type  a  barres  de  connexion,  pre- 
sentant  une  resistance  extremement  forte  aux  con- 
traintes  axiales,  lequel  comprend  une  base  de  55 
socle  (1  1)  supportant  au  moins  deux  cylindres  rou- 
lants  (1  3)  supportes  par  des  dispositifs  de  transport 
(12)  qui  peuvent  se  deplacer  verticalement  afin  de 

se  rapprocher  ou  de  se  separer  les  uns  des  autres, 
au  moyen  de  quatre  barres  de  connexion  verticales 
(1  4)  presentant  des  parties  f  iletees  de  vissage  (27) 
situees  sur  les  cotes  opposes  d'au  moins  une  paire 
de  pieds  de  support  (15)  agences  entre  la  base  de 
socle  et  les  dispositifs  de  transport  (1  2)  qui  suppor- 
ted  et  contiennent  une  partie  centrale  souple  (25') 
des  barres  de  connexion  (15),  caracterise  en  ce 
qu'a  partir  d'au  moins  un  des  pieds  de  support  (15), 
une  partie  profilee  (26)  s'etend  vers  le  haut  et  vers 
le  bas  dans  une  direction  parallele  aux  barres  de 
connexion  (14),  laquelle  partie  prof  ilee  (26)  est 
adaptee  pour  loger  et  guider  une  nervure  verticale 
(29)  faisant  saillie  vers  I'exterieur  desdits  dispositifs 
de  transport  (12),  ladite  partie  profilee  (26)  ainsi 
que  ladite  nervure  verticale  (29)  supportant,  sur 
des  surfaces  reciproquement  opposee,  des  ele- 
ments  de  reglage/coulissement  librement  amovi- 
bles  (32,  33,  38). 

2.  Socle  roulant  selon  la  revendication  1  ,  caracterise 
en  ce  que  lesdites  parties  profilees  (26)  et  lesdites 
nervures  verticales  (29)  sont  agencees  aux  extre- 
mites  laterales  opposees  desdits  dispositifs  de 
transport  (12)  alignes  sur  un  axe  (41)  passant  par 
une  paire  de  barres  de  connexion  (14)  d'un  meme 
epaulement  de  socle  roulant. 

3.  Socle  roulant  selon  la  revendication  1  ,  caracterise 
en  ce  que  lesdites  parties  profilees  (26)  presentent 
une  coupe  transversale  en  forme  de  "C". 

4.  Socle  roulant  selon  la  revendication  3,  caracterise 
en  ce  que  lesdites  parties  profilees  dotees  d'une 
coupe  transversale  en  forme  de  "C"  ont  une  partie 
d'extremite  agrandie  (30)  et  une  partie  d'extremite 
opposee  amincie  (31)  qui  supportent  lesdits  deux 
elements  de  reglage/coulissement  (32,  33)  retenus 
par  lesdites  nervures  verticales  (29)  retenant  des 
elements  de  coulissement  bombes  (38). 

5.  Socle  roulant  selon  la  revendication  1  ,  caracterise 
en  ce  que  lesdits  elements  de  reglage/coulisse- 
ment  retenus  sur  ladite  partie  profilee  (26)  sont  des 
cales  de  blocage  (32,  33). 

6.  Socle  roulant  selon  la  revendication  5,  caracterise 
en  ce  qu'au  moins  une  desdites  cales  de  blocage 
(33)  est  f  ixee  sur  un  petit  bloc  de  support  (35)  qui 
lui-meme  est  fixe  sur  ladite  partie  profilee  (26)  dans 
une  partie  amincie  (31)  de  celle-ci. 

7.  Socle  roulant  selon  la  revendication  6,  caracterise 
en  ce  que  lesdites  cales  de  blocage  (32,  33)  pre- 
sentent  une  forme  en  L"  et  sont  retenues,  au  niveau 
d'une  partie  de  base  de  leur  dite  forme  en  "L",  I'une 
(32)  sur  ladite  partie  sur  ladite  partie  profilee  (26)  et 
I'autre  (33)  sur  ledit  bloc  de  support  (35). 
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8.  Socle  roulent  selon  la  revendication  1  ,  caracterise 
en  ce  que  lesdits  pieds  de  support  (15)  sont  rete- 
nus  sur  ladite  base  de  socle  (1  1)  au  moyen  de  bar- 
res  de  connexion  (16),  ladite  base  de  socle  (1  1)  et 
lesdits  pieds  de  support  (15)  etant  maintenus  cen-  5 
ties  par  des  cles  (22)  logees  a  I'interieur  de  sieges 
reciproquement  complementaires  (23,  24)  qui  sont 
situes  en  partie  sur  lesdits  pieds  de  support  (15)  et 
en  partie  sur  ladite  base  de  socle  (1  1). 

10 
9.  Support  roulant  selon  la  revendication  1  ,  caracte- 

rise  en  ce  que  ledit  pied  de  support  (15),  dans  sa 
partie  centrale,  s'etend  vers  I'exterieur  dans  une 
partie  inclinee  d'encliquetage  a  frottement  (42). 

15 
1  0.  Support  roulant  selon  la  revendication  1  ,  caracte- 

rise  en  ce  que  lesdites  parties  profilees  (26)  desdits 
pieds  de  support  (15)  sont  munies  a  I'exterieur  de 
nervures  verticales  de  renfort  (43). 
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