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To all, whom it may concern: 
Be it known that I, SAMUEL L. WoRSLEY, 

of Taunton, in the county of Bristol and State 
of Massachusetts, have invented certain new 
and useful Improvements in Tool-Holders; 
and I do hereby declare the following speci 
fication, taken in connection with the ac 
Companying drawings, forming a part of the 
Same, to be a full, clear, and exact description 
thereof. 
The improvement hereinafter described re 

lates to holders for cutting-tools, and is par 
ticularly applicable to holders for cutting 
tools for use in machines adapted to turn 
down the end of a rod of stock projecting 
from a revolving chuck as distinguished from 
being held between centers-as, for instance, 
in a turret-head screw-machine. 
The present invention has for its object to 

increase the range of adjustment of the cut 
ting-tool, and thus to increase the capacity of 
the machine of which it forms a part and to 
present the tool at all times in the proper po 
sition for doing good and accurate work. 
To that end the chief feature of the inven 

tion consists in So constructing the frame or 
Support for the tool-holder and in so mounting 
the tool-holder therein that said holder, and 
Consequently the tool which it carries, can 
be readily adjusted to act upon rods of differ 
ent diameters and to turn such rods down to 
any given diameter or size within the capacity 
of the machine. 

Referring to the drawings, Figure 1 is a top 
view of my improved frame or support for the 
tool-holders with two of my improved tool 

Fig. 2 is a trans 
verse section on the line aco, Fig. 1. Fig. 3 is 
a perspective view of one of the tool-holders. 
Fig. 4 is a transverse section on the line / y, 
Fig. 3; and Fig. 5 is a transverse section on 
the line 22, Fig. 3. Figs. 6, 7, and S are views 
corresponding to Figs. 3, 4, and 5, but show 
ing a modification in the construction of the 
tool-holder. 
A represents the frame or support for the 

tool-holder. This frame may be constructed 
SO as to accommodate only a single tool 
holder; but it is preferred to construct it to 

5o accommodate two or more tool-holders, SO 

shanka, by means of which it is to be secured 

that, if desired, two or more cuts may be 
made upon the projecting end of the rod of 
stock, so as to simultaneously reduce differ 
ent portions thereof to different diameters. 
The frame represented in the drawings is con 
structed to accommodate two tool-holders, 
as shown. The frame A is provided with a 

to the turret-head, and is constructed with 
two concave recesses b and c, which extend 
lengthwise thereof parallel with each other 
and side by side, as shown in Figs. 1 and 2, 
The recess b is designed to receive the pro 
jecting end of the rod of stock to be oper 
ated upon, and the other recess c is designed 
to receive the tool holder or holders if more 
than one be used. The concave recess b is 
provided with a vertically-adjustable back 
rest d, which is held in its adjusted position 
by a set-screw d", said back-rest being capa 
ble of an adjustment to accommodate and 
support rods of different sizes. 
B represents one of the tool-holders, which 

is made of the shape in cross-section shown 
in Figs. 4 and 5-that is, in the form of a paral 
lelogram-but with angles which are not right 
angles. In this tool-holder two slots e and f 
are cut, one for the reception of the cutting 
tool and the other for the attachment of the 
eyebolt g, by means of which the tool-holder 
is secured to the frame. The slot?, which re 
ceives the eyebolt g, is open ended, as clearly 
shown in Fig. 3. With the form of tool 
holder shown in the drawings the slot e for 
the tool is cut through the tool-holder with 
its sides parallel with the sides of the holder, 
as shown in Fig. 4, while the slot f for the 
eyebolt is cut through at right angles to the 
ends of the tool-holder, as shown in Fig. 5, 
said slots being so cut for the purposes here 
inafter described. 
C represents the cutting-tool, which is held 

in proper position in the slote in the tool 
holder by means of set-screws h h. The eye 
bolt g is flattened at its upper end, as at g', 
so as to enter the slot f, and pivotally con 
nected to the tool-holder B by means of a 
pivot-pin i, which passes through the tool 
holder and through the eye of Said bolt. The 
shank of the eyebolt g is screw-threaded, as 
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shown, and this threaded shank is passed the support therefor above described it will 
through a hole in the bottom of the concave 
recess c inade to receive it. A nut.j is screwed 
upon the projecting end of said threaded 
shank, and thus secures the tool-holder to the 
frame A. A suitable washeri' may be inter 
posed between the nut and the bottom of the 
frame, if desired. The bottom of the tool 
holder B is formed in the arc of a circle to fit 
the concave recess c, as shown in Fig. 2, and 
so as to permit the tool-holder with its tool to 
be swung in the arc of a circle for the pur 
pose of adjusting the tool to operate upon 
rods of different diameters. 

If more than one tool-holder and tool is to 
be employed, a second holder B, constructed 
exactly like the tool-holder B, already de 
scribed, and carrying a cutting. tool C, is se 
cured to the frame A by having its screw 
threaded eyebolt passed through a slot k in 
the bottom of the concave recess c, as shown 
in Fig. 1, and held there by a nut, as in the 
case of the eyebolt g. The purpose of the 
slot. It is to permit the position of the tool 
holder B, with its tool C, to be adjusted 
lengthwise of the frame, as may be desired. 
The tool-holder Bray also, if desired, le made 
lengthwise adjustable by providing a slot for 
its eyebolt; but it is preferred that said tool 
holder should not be thus adjustable, for the 
reason that it is desirable to have the tool C 
always stand Substantially opposite the back 
rest d, and so that the point of the tool C will 
be slightly in advance of the forward edge of 
said back-rest, as shown in Fig. 1, the back 
rest being preferably fitted to the portion of 
the rod which has been turned down or re 
duced in (liameter by the action of the tool C. 

It will be seen that by the arrangement of 
the slots e and fin the tool-holder, as shown 
in Figs. 4 and 5, the tool-holder will always 
Swing upon its eyebolt in a plane at right an 
gles to the axis of the rod to be operated upon 
by reason of the fact that the slot fis at right. 
angles to said axis, and that as the slot e, 
which receives the tool, is at an angle to 
the plane in which the tool-holder swings the 
tool will be held in the proper position to pro 
Wide for the necessary clearance of the tool 
in any and all positions in which the tool 
holder may be adjusted and preserve the same 
amount of clearance, whatever position the 
tool-holder may occupy. 

It is evident that, if desired, the tool-holder 
may be made rectangular in form, as shown 
in Figs. 6, 7, and S, in which case the direc 
tion of the slots in the tool-holder will be the 
reverse of those shown in Figs. 3, 4, and 5 
that is to say, the slot f for the reception of 
the pivoted eyebolt will then be made paral 
lel with the sides of the tool-holder as well as 
at right angles with its end, while the slote 
for the tool will be at an angle with the sides 
of the tool-holder to provide for the necessary 
clearance, when the same results will be pro 
duced. 
By the construction of the tool-holder and 

be seen that the cutting-tool can be readily 
adjusted to operate upon rods of different 
sizes by a simple manipulation and without 
the necessity of loosening and retightening a 
number of Set-screws. Moreover, by reaSOIl 
of the fact that in adjusting the position of 
the tool the point of the tool is swung in the 
arc of a circle instead of being simply moved 
up or down in a right line, the point of the 
tool is always brought to the same relative 
position upon the periphery of the rod of 
stock in the operation of cutting, which is 
manifestly desirable and of great advantage, 
and, finally, it will be apparent that by the 
use of said improved tool - holder rods of a 
comparatively large range of diameters can 
be turned with one and the same holder by 
reason of its capacity for adjustment in the 
manner described. 
What I claim as my invention, and desire 

to secure by Letters Patent, is 
1. An adjustable tool-holder having its bot 

tom formed substantially in the arc of a cir 
cle and provided with two slots, one for the 
reception of the cutting-tool and one for the 
attachment of a pivoted shank, said slots be 
ing at different angles with relation to the 
sides of the tool-holder, whereby said tool 
holder may be adjusted in a plane at right 
angles to the axis of the work to be operated 
upon and at the same time present the Cut 
ting-tool so that it will have the propel clear 
ance in any or all adjusted positions, Sub 
Stantially as described. 

2. An adjustable tool-holder having its bot 
tom formed substantially in the arc of a cir 
cle and having two slots formed therein, one 
fol' the reception of the cutting-tool and one 
for the attachment of a pivoted shank, said 
last - mentioned slot being open-ended and 
adapted to l'eceive the end of a shank or eye 
bolt, said tool-holder being pivotally connected 
to said shank, so that the former may be 
swung or adjusted with relation to said Shank, 
substantially as described. 

3. An adjustable tool-holder having its bot 
tom formed substantially in the arc of a cir 
cle and provided with a cutting-tool and with 
a shank, the tool-holder being pivoted to said 
shank, whereby the point of the cutting-tool 
may be adjusted in the arc of a circle by 
Swinging said tool-holder with relation to 
Said shank, substantially as described. 

4. The combination, with a frame or Sup 
port having a concave recess formed therein, 
of an adjustable tool-holder with its bottom 
formed Substantially in the arc of a circle to 
Correspond with said concave recess, said tool 
holder being pivotally secured to said frame 
Or Support by means of a shank, whereby said 
tool-holder may be swung or adjusted in the 
arc of a circle, Substantially as described. 

5. The combination, with a frame or sup 
port having a concave recess formed therein, 
of an adjustable tool-holder with its bottom 
formed substantially in the arc of a circle and 
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provided with two slots, one for the reception 
of a cutting-tool and the other for the attach 
ment of a pivoted shank, by means of which 
said tool-holder is to be secured to said frame 
or support, said slots being at different an 
gles With relation to the sides of the tool 
holder, whereby said tool-holder may be ad 
justed in a plane at right angles to the axis 
of the work to be operated upon and at the 
Same time present the cutting-tool, so that it 
will have the proper clearance in any or all 
adjusted positions, substantially as described. 

6. The combination of a frame or support 
having two parallel concave recesses formed 
therein, one of said recesses being adapted to 
receive the tool-holder and the other to re 
ceive the end of the rod to be operated upon, 
and a tool-holder secured in one of said re 
cesses and capable of adjustment to swing 
the end of the cutting-tool supported therein 
in the arc of a circle to enable said cutting 
tool to operate upon rods of different diame 
ters, substantially as described. 

7. The combination of a frame or support 

3 

for a tool-holder having two parallel concave 
recesses formed therein, a tool-holdersecured 
in one of said recesses and capable of adjust 
ment to swing the end of the cutting-tool Sup 
ported therein in the arc of a circle, and a 
back-rest located in the other of Said receSSes 
to support the rod of stock in the proper po 
sition to be operated upon by the cutting 
tool, substantially as described. 

8. The combination, with a frame or Sup 
port therefor, of two adjustable tool-holders, 
each of said tool-holders being secured to Said 
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frame or support by means of a pivoted shank . 
and so that each of said tool-holders may be 
independently adjusted, whereby the cutting 
tools secured in said tool-holders may be so 40 
adjusted as to act upon a rod of stock and si 
multaneously reduce different portions there 
of to different diameters, substantially as de 
scribed. 

SAMUEL L. WORSLEY. 
Witnesses: 

W. H. THURSTON, 
S. J. MURPHY. 


