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Io seats for saddles, and particularly to dies for 
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To (t/l, Luhon, it naily concern: 
Be it known that I, FREDERICKLATULIP, 

of Syracuse, in the county of Onondaga, in the 
State of New York, have invented new and 

5 useful Improvements in Dies for Saddle 
Seats, of which the following, taken in con 
nection with the accompanying drawings, is 
a full, clear, and exact description. 
My invention relates to cycle-saddles or 

shaping the same and holding them in shape 
while drying, when the material therefor is 
Softened and made pliable by dampness or 
soaking, and is of such a nature that when 
dry it is hard and non-elastic, with little if any flexibility. 
My object is to improve the manufacture 

of seats for the saddles of cycles, particu 
larly when made from any material which 

2O possesses the property of being soft, pliable, 
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and more or less elastic when wet and of be 
ing hard, stiff, non-elastic, and of very little 
flexibility When dry. One of such materials 
is rawhide, and this will be referred to here 
in, and this is also a material of the class 
which will when dry retain the precise form 
to which it is shaped when wet and pliable. 
The class of seats herein described is that 

in which the edges are curved under, form 
3o ing an inward flange around and under the 

sides or edges of the seat, both for ornamen 
tation, better finish, and to stiffen or rein 
force Such edges, and for other reasons. For 
making these dies or mandrels are preferably 

35 employed to secure uniformity, and such dies 
should be sectional to permit them to be more 
readily removable from the finished or dried 
seat. I have therefore designed a sectional 
die in which the several sections are adapted 

go to be secured together while the seat is being 
fitted thereon and dried, and which is pro 
vided with studs or pins around which the 
lacing-cord is passed, and by which cord the 
material is drawn taut, and stretched onto 

45 and over the face of the die and overits edges 
and under them, and by which cord it is held 
While it is drying and permanently assuming 
the shape of the die. An auxiliary member 
of said die is also provided by which a groove 

5o or recess is created in the top of the seat, ex 
tending rearward from the front of the horn 

thereof. The die-sections may also be pro 
vided with concavities in their upper faces, 
and the material for the seat can be pressed 
down into them to create like concavities in 
it to receive the extremities of the pelvic 
bones. 
The die is constructed as follows, reference 

being had to the accompanying drawings, in 
which 
Figure 1 is a top plan of the die ready for 

use. Eig. 2 is a bottom plan of the same with 
a seat stretched and laced onto it. Fig. 3 is 
a cross-section on line C. Fig. 4 is alike view 
on line b. Fig. 5 is a longitudinal section of . 
the die on line c, Fig. 1, with the seat 
stretched and laced thereon. 
The die proper consists of sections detach 

ably connected to a locking-bar, 2, 3, 4, and 
5 being such sections, and 6 being the lock 
ing-bar by which all are secured in their 
proper relative positions by means of the 
Screws 7. 
The inner edges of the sections 2 and 3 abut 

against those of the sections 4 and 5, and the 
inner ends of the sections 4 and 5 meet upon 
a slant or bevel, as at 8, Fig. 5, whereby the 
insertion of the wedging-section 4 operates to 
force and hold all of the other sections in 
proper relation to each other and to the fas 
tening-screws; also, by reason of Said sloping 
joint the sections 4 and 5 are unlocked. 
The outer edges of all of the sections are 

rounded, substantially as shown. The sec 
tions 2 and 3 are provided with concavities 
9. The section 5 is thickened, substantially 
as shown in Figs. 4 and 5, the edges of the 
sections 2 and 3 being also thickened to co 
incide with those of section 5. 
The respective sections are provided with 

pins 10, around which the lacing-cord C. is 
carried after being passed through the edges 
of the material 11 for the saddle-seat and be 
ing drawn taut stretches the material over 
the edges of the die and across its face and 
across the horn or pommel and holds it Se 
curely and firmly while it is drying, so that 
when dry it will be of the shape of the die. 
Then by removing the screws and the plate 6 
the section 4 can be first removed by raising 
its inner end and pulling it out inwardly. 
Then by raising the inner end and pulling it 
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inwardly the section 5 is removed, and the 
sections 2 3 are thus released for removal. 
Before the removal of the clie the lacings are 
cut. The edges of the seat can be trimmed 
either before or after the removal of the die. 
When it is desired to groove the horn or 

pommel or the seat longitudinally, the die 
section 5 or section 4 also is suitably grooved, 
as at 12, and by means of an auxiliary die 
section 13 forced into said groove by any suit 
able means, as by a screw 14, the material is 
forced to conform to the shape of said groove. 
What I claim as my invention, and desire 

to secure by Letters Patent, is 
1. A die for shaping saddle-seats consisting 

of sections abutting against each other and 
lacing-pins upon each section, and means to 
secure said sections together. 

2. A die for shaping saddle-seats consisting 

of sections abutting against each other partly 
with straight and partly with sloping joints, 
lacing-pins upon each section, and means to 
secure said sections together. 

3. In a die for shaping saddle-seats, the 
combination with multiple sections corre 
sponding to the seat portions, rear, and horn 
of the saddle-seat, abutting against each 
other, and detachably secured together, of an 
auxiliary die-section adapted to be secured 
in a groove in the die to force the material 
for the saddle-seat into said groove and hold 
it there while drying. 
In witness whereof I have hereunto set my 

hand this 21st day of August, 1896. 
FREDERICKLATULIP. 

In presence of 
WILLIAM MORRISON, 
NORRIS GRIFFIN. 


