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The present invention relates generally to a hygienic 
unit for use by men. More specifically, this invention re 
latesto a dispenser unit and disposable absorbent padsto 
be used by men following urination to avoid soiling their 
clothing or themselves. 
While rolls or sheets of paper are provided for use 

in both private and public rest rooms, such paper is pri 
marily suitable for use only after defecation. Furthermore, 
in men's public rest rooms where there are urinals, no 
paper is provided at all. The paper which is commercially 
available is not convenient to use even if it were made 
available near the urinals. 

It is an object, therefore, of the present invention to 
provide an improved hygienic unit. More specifically, it 
is an object of this invention to provide an absorbent pad 
for use by men following urination by which a man can 
keep his person sanitary and avoid soiling his clothingor 
other things about him. 
A further object of the present invention is to provide 

an absorbent pad of unique shape which can be easilyy 
and conveniently used and then discarded. 

It is an important object of the present invention to 
provide absorbent pads in a convenient dispenser unit for 
installation in public rest rooms in locations where or 
dinary forms of paperare not provided. 

Further objects and advantages of the present invention 
will be apparent upon reading the following description 
together with the drawings, in which: 
FIGURE 1 is a perspective view of an absorbent pad 

in unfolded position. 
FIGURE 2 is a perspective view of the finished ab 

sorbent pad. 
FIGURE 3 is a sectional view of the pad taken along 

line 3-3 of FIGURE 2. 
FIGURE 4 is a perspective plan view of the pad with 

the edges depressed to forma pocket. 
FIGURE 5 is a sectional side view taken along line 

5-5 of FIGURE 4. 
FIGURE 6 is a perspective view of a dispenser unit containing pads. 
In FIGURE 1, a flat sheet 10 is shown having a gen 

erally rectangular outline. The sheet 10 is preferably of a 
soft and highly absorbent nature and of sufficient thick 
ness to prevent small quantities of liquid from soaking 
rapidly through from one side to the other. In one em 
bodiment of the invention, the sheet 10 is constructed of 
multiple ply to obtain the desired thickness. In another 
embodiment, the outer Surface of sheet 10 is covered With 
a moisture resistant layer Such as a plastic and the in 
side surface consists of loose fibrous material attached to 
the plastic layer. 
The absorbent pad 11, shown in FIGURE 3, is formed 

by folding the sheet 10 alongits minor dimension, indi 
cated 12 in FIGURE 1. The edges 13 are secured by 
crimping or with an adhesive. Alternative means for form 
ing the pad 11 may be used, such as by joining two in 
dependent sheets at three sides; or by cutting sections of 
a paper tubing, flattening the section and closingone end. 
A tab 14 is attached at the end 15 to provide a con 

venient means by which the pads 11 canbe dispensed. As 
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2 
shown in FIGURE 6, the dispenser 16 haslid 17 at the 
top for filling, and a vertical slot 18 extending the entire 
height of the dispenser. The pads 11 are inserted with the 
tab 14 projecting through slot 18. Dispenser 16 has a 
spring-loaded door 19 at the bottom. With such a dis 
penser which can be mounted on a wall, the lowermost 
pad is extracted by grasping the tab and pulling straight 
out whereupon the door 19 will move enough to permit 
the pad to move out of the dispenser, but the bottom 
edge 20 of dispenser 16 will retain the position of the pad 
immediately above. 

After a pad has been removed from the dispenser and 
is to be used, the edges are depressed inwardly as shown 
by the arrows 21, 22 which causes the separate halves of 
the sheet 10 to bow outwardly forming a cupor pocket 
23. When the man is through urinating, heplaces the tip 
of his penis in the pocket 23, absorbing the lastremaining 
drops of urine. Then the pad may be discarded. FIGURE 
6 shows a receptacle 24 which is attached to the dispenser 
16 to forma unit. Receptacle 24 is generally rectangular 
in shape and open at the top. The bottom 25 is normally 
closed by the door 26. To make maintenance of the unit 
easy and sanitary, the door 26 ishinged and is actuated by 
a push rod 27. Rod 27 is journaled in a bracket 28 and 
has a spring 29 between the bracket and the retaining tab 
30. The provision of receptacle 24 will eliminate the 
propensity for throwing a used pad in the urinal and 
stopping it up. The trap door 26 makes cleaning easier. 

While a particular embodiment of the present invention 
has been shown and described, it will be obviousto per 
sons skilled in the art that alterations may be made, and 
it is the object of the appended claims to cover all such 
changes and modifications as fall within the scope and 
spirit of this invention. 

I claim: 
. In combination, a hygienic pad and dispensing means; 

said pad comprising a plurality of flat, rectangular sheets 
of absorbent material, said sheets being joined together 
along three peripheral edges thereof whereby the unjoined 
periphery is adapted to form a pocket in said pad when 
the edges adiacent said unjoined periphery are depressed 
inwardly; a tab secured to a point alongone of the joined 
edges; said dispensing means comprising a housinghaving 
a vertical slot, said slot positioned to permit said tabs to 
project therethrough when said pads are in said housing, 
and a spring-loaded door mounted on the bottom of said housing. 

2. A combination of the class described in claim 1 
wherein said absorbent material comprises a sheet of multiple ply. 

3. A combination of the class described in claim 1 
wherein said absorbent material comprises: a first outer 
sheet of moisture-proof material; and a second, inner 
sheet ofabsorbent material. 

4. In combination, ahygienic pad and dispensingmeans; 
said pad comprising a plurality of fiat, rectangular sheets 
of absorbent material, said sheets being joined together 
along three peripheral edges thereof whereby the unjoined 
periphery is adapted to form a pocket in said pad when 
the edges adiacent said unjoined periphery are depressed 
inwardly; a tab secured to a point along one of the joined 
edges; said dispensing means comprising a housinghav 
ing a vertical slot, said slot positioned to permit said tabs 
toproject therethrough when said padsare in said housing, 
and a spring-loaded door mounted on the bottom of said 
housing; said dispensing means also having an open re 
ceptacle attached thereto, said receptacle having a trap 
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